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Technical Manual ) HEADQUARTERS 
) DEPARTMENT OF THE ARMY 
No. 43-0001-28 ) Washington, DC, 28 April 1994 
ARMY AMMUNITION DATA SHEETS 
FOR ARTILLERY AMMUNITION: 
GUNS, HOWITZERS, MORTARS, RECOILLESS RIFLES, GRENADE LAUNCHERS AND 
ARTILLERY FUZES 


(Federal Supply Class, 1310, 1315, 1320, 1390) 


REPORTING ERRORS AND RECOMMENDING IMPROVEMENTS 


You can help improve this manual. If you find any mistakes or if you know of а way 
to improve the procedures, please let us know. You may mail, e-mail, or FAX your 
response. Mail your letter, DA Form 2028 (Recommended Changes to Publications 


and Blank Forms), or DA Form 2028-2 located in the back of this manual direct to: 
Commander, U.S. Army TACOM, Armament Research, Development and Engineering 
Center, ATTN: AMSTA-AR-LSB, Picatinny Arsenal, NJ 07806-5000. E-mail address is 
LSB@PICA.ARMY.MIL. FAX number is Commercial (201) 724-4633, DSN 880-4633. 
A reply will be furnished to you. 





INTRODUCTION Page 
l-l| Purpose ---------------------------------------ne nenne ener nennen 
1-2] Scope —— 
1-31 Key to Abbreviations and Symbols ---------------------------------------5------ 
1-4 Metric Conversion Chart --------.................................aasanasareauc0ee 
1-51 Quantity-Distance Classes and Storage Compatibility Groups --------- 

ARTILLERY AMMUNITION FOR GUNS 
Cartridge, 35 Millimeter: TP-T, M968 with Igniter, 

Electric, МӨЗ ---------------------------------e ce eenene ener ener ene ennnene ner ncne en ann 2-3 
Cartridge, 37 Millimeter: TB M63, MOD 1 --------------------------— 0: 2-5 
Cartridge, 40 Millimeter: AP-T, M81A1 and M81--------------------------------- 2-7 
Cartridge, 40 Millimeter: Dummy, M25 --------------- uam nn 2-9 
Cartridge, 40 Millimeter: Dummy, M851 (For SGT. YORK) ------ 2-11 
Cartridge, 40 Millimeter: HE, M822 with Fuze Proximity, M766 

(For SGT YORK) ------------- nu nunneanenennn nennen 2-13 
Cartridge, 40 Millimeter: HEI, M811 with Point Detonating 

Fuze M761 (For SGT YORK) ------------ nennen 2-15 
Cartridge, 40 Millimeter: HE-T, SD, MK11, MK2, MV2870 and 

SD, M3 or M3Al, MV2700 --------- u nnemnenennnnane nennen 2-17 
Cartridge, 40 Millimeter: HEI-T, SD, MK11, MK2, MV2890----------------- 2-19 
Cartridge, 40 Millimeter: TB M813 (SGT YORK) ---+-- nennen 
Cartridge, 40 Millimeter: TP-T, M91 --------------- nennen 2-23 
Cartridge, 76 Millimeter: AP-T, M339----------------------- men 2-25 
Cartridge, 76 Millimeter: Blank, M355A2 --------------------------- 
Cartridge, 76 Millimeter: Canister, МЗ63-------------------------------------—- 2-29 
Cartridge, 76 Millimeter: HE, M352 ------------------------------------ 
Cartridge, 76 Millimeter: HEAT-T, M496 ------------ nennen 2-33 


*This manual supersedes TM 43-0001-28, 25 April 1977, induding all changes. 


Changel 


WWW.SURVIVALEBOOKS.COM 


CHAPTER 2} ARTILLERY AMMUNITION FOR GUNS - Continued 


Cartridge, 76 Millimeter: 
Cartridge, 76 Millimeter: 
Cartridge, 76 Millimeter: 
Cartridge, 76 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 


HVAP-DS-T, M331A1 and M331A2------------------- 
HVAP-T, M319 .------------------ eere nn 
Smoke, WB M361A1 or МЗ61-------------------------- 
TP-T, M340A1 and M340 -------------------------------- 


ог M318A1, MV IDU nen ee a a 


Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 


and M348 (T108E40) --- 


Cartridge, 90 Millimeter: 


and М431А9?---------------- 


Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 
Cartridge, 90 Millimeter: 


and M353A2---------------- 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 
Cartridge, 105 Millimeter: 


APC-T, M82 -- ------ nenne rene nre enn 
APERS-T, M580 ------.----------------- nn 
Blank, M394 --------------- nennen 
Canister, M336------------ nn 
Canister, M377 ----- “nn nennen 
Dummy, M12, M12B1, and М12В2------------------- 
HE-T, M71A1, and HE, M71---------------------------- 
HEAT, M348A1 (T108E46) 


HVAP-T, M332A] -- ++ nennen nenn 

Smoke, WB M313 and МЗІЗС ------------------------- 

TP-T, M353 (T22E1), M353A1 (M353E1), 
APDS-T, M392A2 and М392 -------------------------- 
APERS-T, M494 .----.---..--.---—---- cere ML 
APFSDS-T, M900------------ u... 000 
Dummy, M457 --------------.----—---.- nenn 
HEP-T, M393A2 and M393A1 ------------------------ 
HEAT-T, M456 Series ----------------------------------- 
HEAT-T-MB M456A2 ----------------------------------: 
Smoke, WP-T, M416 ---- nun 
TP-T, M467 -------------2-- 222 oneone eneen nnne 


APDS-T M728 nee 
APFSDS: М5: an 
APFSDS-T, Mm 
APFSDS-T, MBB3- nn 
TPCSDS-T, DM128 (Patrone, 


105 Millimeter: DM128) ---------------.----.---.---. eere nennen nennen 


Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 120 Millimeter: 
Cartridge, 152 Millimeter: 


APFSDS-T, MD. nat 
APFSDS-T, MPG 
APFSDS-T, Мй99А2.-------------.-.------—----—- 
НЕАТ-МР-Т, M830 nn 
НЕАТ-МР-Т, M830A1 ee ae 
TP МВЗ1 u nee 
TPT MB Me Aa 
ТРОСОВ Т Mere 
HEAT-T-MP М409А2, M409A1 and M409-------- 
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CHAPTER 2 ARTILLERY AMMUNITION FOR GUNS - Continued 


Page 

Cartridge, 152 Millimeter: TP-T, M411 ------------------------------------------------- 2-135 
Cartridge, 152 Millimeter: TP-T, M411A3, M411A2, and М411А1 ------------- 2-137 
Cartridge, 152 Millimeter: Dummy, M596--------------------------------------------- 2-139 
Cartridge, 152 Millimeter: Canister, M625A1 and M625-------------------------- 2-141 
Cartridge, 152 Millimeter: HE-T, M657 ------------------------------------------------ 2-143 
Cartridge, 165 Millimeter: НЕР, М 123А1 апа M123------------------------------- 2-145 
Cartridge, 165 Millimeter: TP, M623---------------------------------------------------- 2-147 
Projectile, 120 Millimeter: HE-T, M356 (T15E3) ------------------------------------ 
Projectile, 120 Millimeter: Smoke, WP-T, M357 (T16E4) ------------------------- 2-151 
Projectile, 120 Millimeter: AP-T, M358 ------------------------------------------------- 2-153 
Projectile, 120 Millimeter: TP-T, M359E2 (Т14Е7) --------------------------------- 2-155 
Projectile, 120 Millimeter: HEAT-T, M469 (T153E 15) ----------------------------- 2-157 
Projectile, 175 Millimeter: HE, M437A2 and M437A] ----------------------------- 
Projectile, 175 Millimeter: Dummy, M 458 with Charge, Propelling: 

Dummy M 98------------------------------ eoo ona nnn nn nnn nnn nnn nnn neces 2-161 

Projectile, 16-inch: HE, MK 19, MOD 0------------------------------------------------- 
AMMUNITION FOR HOWITZERS 

Cartridge, 75 Millimeter: Dummy M 19 or M 19B 1---------------------------------- 

Cartridge, 75 Millimeter: HE, M48 ------------------------------------------------------ 3-5 

Cartridge, 75 Millimeter: Blank, M337A2 (М 337A1E 1), 

M337A1, and M337 -----—— mm nnn 3-7 
Cartridge, 105 Millimeter: HE, М1---------------------------------------- 3-9 
Cartridge, 105 Millimeter Dummy M14 ---------------------------- 3-13 
Cartridge, 105 Millimeter: Smoke, WP, M60 Series----------------------------------- 3-15 
Cartridge, 105 Millimeter: Agent, Hor HD, M60 ----------------------------------- 3-19 
Cartridge, 105 Millimeter: TP-T, M67------------------------------------ 3-23 
Cartridge, 105 Millimeter: Smoke Н. C., BE, M84 Series ------------------------- 3-25 
Cartridge, 105 Millimeter: HEAT-T, M662 ---------------------------- 3-29 
Cartridge, 105 Millimeter: Leaflet, M84B1----------------------------- 3-31 
Cartridge, 105 Millimeter: Illuminating, M314, M314A2, 

M314A2B1 © ---------------------------------------------------- 3-33 
Cartridge, 105 Millimeter: Illuminating, M314A3 ---------------------------------- 3-37 
Cartridge, 105 Millimeter HEP, HEP-T, M327 (T81E28)------------------------- 3-41 
Cartridge, 105 Millimeter: Agent, GB, M360----------------------------- 3-43 
Cartridge, 105 Millimeter: Blank, M 395------------------------------- 3-47 
Cartridge, 105 Millimeter: HE, M413 (T377E 1)------------------------------------- 3-49 
Cartridge, 105 Millimeter: HE, M444---------------------------------- 3-53 
Cartridge, 105 Millimeter: APERS-T, M546-------------------------- 3-57 
Cartridge, 105 Millimeter: HERA, M548 ----------------------------- 3-61 
Cartridge, 105 Millimeter: HERA, М913 ------------------------------ 3-65 
Cartridge, 105 Millimeter: Tactical CS, M629---------------------------- 3-69 
Cartridge, 105 Millimeter: HE, М760--------------------------------- 3-7 
Projectile, 155 Millimeter: Dummy M7 with Charge, Propelling: 

Dummy л——————________ 3-75 
Projectile, 155 Millimeter: НЕ, М 107 (Normal and Deep 

Сам1їу)--------------------------------------------------------------------------- 3-77 
Projectile, 155 Millimeter: Agent H/HD, MI10--- 3-81 


Projectile, 155 Millimeter: Smoke, WP, M110 and M110E1 ---------------------- 3-85 
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CHAPTER 3| AMMUNITION FOR HOWITZERS - Continued 


Projectile, 155 Millimeter: Smoke WP, M110A1 (M110E2) 
M110A2 (М110Е3) -------------------------------------------------------------------------- 3-89 
Projectile, 155 Millimeter: Smoke BE, M116 and M116B1, HC 


and Colored ------------------------------------------------------ ---------------------------- ЕЕЕ 
Projectile, 155 Millimeter: Smoke HC, М116А1 ------------------------------------ 
Projectile, 155 Millimeter: Illuminating, M118 Series ----------------------------- 3-101 
Projectile, 155 Millimeter: VX (Persistent) or GB (Non-Persistent): 

М121А1----—————-—-------—————--------———--—-------———-------------------——----------——---——-- --- [3-105 
Projectile, 155 Millimeter: HE, M449 Series ------------------------------------------ 3-109 
Projectile, 155 Millimeter: HE, M483A] ----------------------------------------------- 3-111 
Projectile, 155 Millimeter: Illuminating, M485 Series ----------------------------- 3-115 
Projectile, 155 Millimeter: HERA, M549 and M549A] ---------------------------- 3-119 
Projectile, 155 Millimeter: Tactical CS, XM631 -------------------------------------- 3-123 
Projectile, 155 Millimeter: GB2, M687 ------------------------------------------------------- 3-125 
Projectile, 155 Millimeter: HE, M692---------------------------------------------------- 3-127 
Projectile, 155 Millimeter: Heat Guided, Cannon-Launched, M 712----------- 3-131 
Projectile, 155 Millimeter: AT, M718-------------------------------------------------------- 3-135 
Projectile, 155 Millimeter: AT, M718A1 ------------------------------------------------ 3-139 
Projectile, 155 Millimeter: HE, M73] -------------------------------------------------- 3-143 
Projectile, 155 Millimeter: AT, M74l---------------------------------------------------------- 3-147 
Projectile, 155 Millinmeter: M741A1 --------------------------------------------------- 3-151 
Projectile, 155 Millimeter: HE, M795--------------------------------------------------- 3-155 
Projectile, 155 Millimeter: Practice, M804 and M804A1-------------------------- 3-159 
Projectile, 155 Millimeter: Training, M823 ------------------------------------------- 3-163 
Projectile, 155 Millimeter: Smoke, WP, M825 and M825A1 ---------------------- 3-165 
Projectile, 155 Millimeter: Extended Range, DP, M864---------------------------- 3-169 
Projectile, 8-Inch: Dummy M14 with Charge, Propelling: Dummy M 4------ 3-173 
Projectile, 8-Inch: HE, M106-------------------------------------------------------------- 3-175 
Projectile, 8-Inch: HE, M404 ---------------------------------------------------------- 3-177 
Projectile, 8-Inch: Agent, GB (Non-Persistent) and VX 

(Persistent), M426 mm --- [3-179 
Projectile, 8-Inch: HE, M509A1-------------------------------------------------------------- 3-181 
Projectile, 8-Inch: HERA, M 650 -------------------------------------------------------- 3-183 
Projectile, 8-Inch: Dummy, M845----------------------------------------------------------- 3-187 


CHAPTER 4| AMMUNITION FOR MORTARS 


Cartridge, 60 Millimeter: HE, M49A3 (M49A2E 1) and M494A2-—— 
Cartridge, 60 Millimeter: HE, M49A4 (M49A2E2)---------------------------------- 
Cartridge, 60 Millimeter: HE, M49A5 (M49A4E 1)-- 
Cartridge, 60 Millimeter: HE, M720 ---------------------------------------------------- 
Cartridge, 60 Millimeter: Illuminating, M721--------------------------------------- 
Cartridge, 60 Millimeter: Smoke (WP), M722---------------------------------------- 4-13 
Cartridge, 60 Millimeter: HE, M888---------------------------------------------------- 4-15 
Cartridge, 60 Millimeter Target Practice, M50A3 (M 50A2E 1) ----------------- 
Cartridge, 60 Millimeter: Training, М 69----------------------------------------------- 4-19 
Cartridge, 60 Millimeter: Illuminating, M83A3, M83A2, and M83A1 -------- 
Cartridge, 60 Millimeter: Smoke, WP, M302 ------------------------------------------ 4-23 
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CHAPTER 8| MISCELLANEOUS - Continued 


Page 
Plug, Lifting-Type G A nnn nnnnnnnnnnnnnnnnnnnnnnnmnnnnnnnnnnnnnnnmmanne 8-65 
Plug, Lifting-Type C ------------------------------- oen rrr nnn nen 8-67 
Plug, Lifting: Energy Absorbing for the 155 Millimeter 
Projectiles M549/M 549A 1  -- —unu MM 8-69 
Plug, Lifting: Shock Attenuating for 155 Millimeter Projectiles 
M549A1 and M795 and the 8-Inch Projectile M106------------------------------ 8-71 
Plug, Lifting: Fusible for 155 Millimeter and 8-Inch Projectiles --------------- 8-73 
Plug, Lifting: Universal -—————-——--—-———-—--——-———-——-—-—————--———--——--————---—----——--—---—--------—--- 8-75 
ПТ саа 8-77 
Projectile, 64 Millimeter: CS М 742, KE М 743 with 
Еи nnn nnnm nnn nnn nM 8-79 
APPENDIX A.J REFERENCES ona А-1 
APPENDIX B.| CARTRIDGE/PROJ ECTILE-FUZE COMBINATION CHART ------------- B-1 
APPENDIX CJ DODAC LISTING -------------------------------------------------------------------------------- Gal 
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{ SEA -------------- Safe and Arming 
SD ----------------- Self destroying 
Messe ee Time fuse or for training only 
T ------------------ With tracer 
TP ..-.............. Target practice 
TSQ sie Time superquick 
UNO ------------ United Nations Organization 
УХ ine Persistent toxic (casualty) 
nerve gas 
Wie White phosphorous 


1-4. METRIC CONVERSION CHART 


For approximate conversions to/from met- 


ric measures see|table 1-1 
Table 1-1. Metric Conversion Chart 


Approximate Conversions to Metric Measures 





























When You Multiply 
Symbol Know By To Find Symbol 
LENGTH 
in inches 2.5 centimeters cm 
ft feet 30 centimeters cm 
yd yards 0.9 meters m 
mi miles 1.6 kilometers km 
AREA 
in? square inches 6.5 square centimeters ст? 
ft? square feet 0.09 square meters m? 
yd? square yards 0.8 square meters m? 
mi? square miles 26 square kilometers. km? 
acres 0.4 hectares ha 
WEIGHT 
oz ounces 28 grams g 
lb pounds 0.45 kilograms kg 
short tons 0.9 tonnes t 
(2000 16е) 
VOLUME 
tsp teaspoons 5 milliliters mi 
Tbep tablespoons 15 milliliters ml 
fl oz fluid ounces 30 milliliters ml 
с cups 0.24 liters 1 
pt pints 0.47 liters 1 
qt quarts 0.95 liters l 
gal gallons 3.8 liters 1 
ft* cubic feet 0.03 cubic meters m? 
yd? cubic yards 0.76 cubic meters m3 
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TEMPERATURE 
When You Multiply 
Symbol Know Subtract by ToFind Symbol 
°F Fahrenheit 32 0.55 Celsius °C 


Approximate Conversions from Metric Measures 




















When You Multiply 
Symbol Know By To Find Symbol 
LENGTH 
mm millimeters 0.04 inches in. 
cm centimeters 0.4 inches in. 
m meters 3.3 feet ft 
m meters 1.1 yards yd 
km kilometers 0.6 miles mi 
AREA 
cm? square centi- 0.16 square inches in? 
meters 
m? square meters 1.2 square yards yd? 
km? square kilo- 0.4 square miles mi? 
meters 
ha hectares 2.5 acres 
(10,000m2) 
кэш шыш AA AA 
WEIGHT 
me o.” KA Ar ca AA 
g grams 0.035 ounces oz 
kg kilograms 2.2 pounds lb 
t tonnes (1000kg) 1.1 short tons 
VOLUME 
A AS 
ml milliliters 0.03 fluid ounces fl oz 
liters 2.1 pints pt 
liters 1.06 quarts qt 
l liters 0.26 gallons gal 
m? cubic meters 35 cubic feet fts 
m’ cubic meters 1.3 cubic yards yd? 





TEMPERATURE 

When You Multiply 
Symbol Know Subtract by To Find Symbol 
"C Celsius 1.8 32 Fahrenheit °F 


1-5. QUANTITY-DISTANCE CLASSES 
AND STORAGE COMPATIBILITY 
GROUPS 


Quantity-Distance (QD) classes and 
Storage Compatibility Groups (SCG) listed in 


this manual are changed. For conversion to 
new system seg table 1-2 


Table 1-2. Quantity-Distance Classes and 
Storage Compatibility Groups 


Quantity-distance 


Storage compa- 
hazard dass 1/ 


tibility group 1/З/ 


Old New ?/ Typical - New 
8 6.1 
1 11 D 
6 1.2(18) E 
5 1.2(12) 
4 1.2(08) F 
3 1.2(04) G 
? 13 С 
4 Š 
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Notes: 


У New QD and SCG'S are compatible with 
classes used by NATO nations. 


u Numbers in parentheses are minimum dis- 
tances x 100 feet to protect against specific frag- 
ment hazards and vary with items and types of 
ammunition. (Refer to TM 9-1300 -206.) 


3] There is no simple conversion from old 
SCG's to new system. The SCG groups listed 
in this column are typical for the majority of 
items in the corresponding listed QD class but 
do not apply to every individual item in the 
dass. For SCG of individual items refer to 
TM 9-1300-206. 


1-3 
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CARTRIDGE, 35 MILLIMETER: TP-T M968 WITH IGNITOR, ELECTRIC, M63 


DM 1001 STEEL CASE 





DM 144 PERCUSSION PRIMER 


ДА а 
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B 3620 PROPELLANT 


Type Classification: 





LPU, 30 May 88. 
Use: 


The M968 cartridge and the M63 igniter 
are assembled to the cartridge adaptor compo- 
nent of the weapon system. See Mauser Tank 
Precision Gunnery Inbore Device (TPGID) 
Operator's Manual for loading sequence. The 
M968 cartridge is a target practice round for 
use in the 35mm TPGID system, which is 
mounted inside the 120mm smooth bore M 256 
cannon. It is designed to simulate the flight 
characteristics of the M830 and M831 rounds 
out to 1,800 meters. 


Description: 


Cartridge M 968. The projectile consists of 
a DM1071 projectile jacket, a DM220 dummy 
point-detonating fuze, a tracer, and a press- 
seated steel rotating band. The projectile is 
crimped to a DM 1001 steel cartridge case, 
which holds approximately 0.69 pound (0.31 kg) 
of B3620 single-base propellant and is fitted 
with a DM 144 percussion primer. 





Ignitor M63. The M63 igniter consists of 
a dosing plug assembly, an igniter body assem- 
bly and an ignitor element assembly. The igni- 
tor element assembly is loaded with approxi- 
mately 0.006 ounce (0.17 д) of igniter material 
(40% Potassium Chlorate, 32% Lead 
Thiocynate, 1896 Charcoal, and 1096 Egyptian 
Lacquer) and is assembled to the ignitor body. 








TRACER 
DM 220 DUMMY FUZE 







DM 1071 PROJECTILE JACKET 


STEEL ROTATING BAND 
U 
AR 4020 


The closing plug assembly contains approxi- 
mately 0.007 ounce (0.198 g) of black powder 
and is also assembled to the igniter body. 


The TPGID cartridge adaptor is loaded 
into the 120mm smooth bore cannon in the nor- 
mal manner. Upon initiation of the M63 igniter 
in the weapon, gases from the igniter force the 
piston/firing pin mechanism to strike the percus- 
sion primer of the M 968. F unctioning of the per- 
cussion primer initiates the B3620 propellant. 
The resulting gases drive the projectile from 
the gun and ignite the tracer. The projectile is 
spin stabilized during its flight to target. 


Tabulated Data: 
M968 Cartridge. 








Type classification ---------------- LPU, 30 May 88 
Complete round: 
Type -------------------------------- Fixed, TP-T 
Length ----------------------------- 15.24 in. 
(38.71 Cm) 
Weight ----------------------------- 3.46 Ib 
(1.57 kg) 
Cannon used with ------------- 35mm TPGID 
system mounted 
to 120mm 
smooth bore 
M256 cannon 
Assembly drawing ------------- 12910291 
Color------------------------------- Blue w/white 
marking on 
projectile 


2-3 


ТМ 43-0001-28 


Temperature limits: 


Firing: 
Lower limit -------------------- -25°Е (31.7°C) 
Upper limit -------------------- 
(+37.8°C) 
Storage: 
Lower limit -------------------- -25°Е (-31.7%) 
Upper limit -------------------- +125°F 
(451.7%) 
Packaging: 
Packing and marking 
drawing ------------------------ 12910292 
Packing -------------------------- 2 rounds per 
styrofoam 


pack; 8 styro- 
foam packs per 
metal container; 


WWW.SURVIVALEBOOKS.COM 


Packaging: 
Inner packing drawing 
Outer packing drawing 


*Packing ----------------------- 


Box container: 


Weight -------------------------- 


8837898 
8837897 

50 igniters per 
carton; 9 car- 
tons per box 


75 Ib (34 kg) 
15in.L x 
9.375 in. W X 
7.44 in. H 

(38 cmL x 
23.813 cm W x 
18.9 cm H) 

0.7 cu ft (0.02 
cm) 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


NSN's. 


Shipping and Storage Data: 





M968 Cartridge. 





10 metal con- 
tainers per 
pallet ` 
Metal container: 
Weight (w/ammo) -------------- 99 1b (45 kg) 
Dimensions ---------------------- 27.1 in. L x 7.8 
in. W x 7.8in. H 
68.9 cm L x 
9.8 cm W x 
19.8 cm H) 
Cube ------------------------------- 0.96 cu ft 
(0.03 cu m) 
M63 Ignitor. 
Type classification ---------------- N/A 
Complete round: 
Type -------------------------------- Ignitor, electric 
Length ----------------------------- 1.72 in. (4.37 
cm) 
Weight ----------------------------- 1.68 oz (47.63 g) 
Cannon used with ------------- 35mm TPGID 
system mounted 
to 120mn 
smooth bore 
M256 cannon 
Assembly drawing--------- 8839497 
Color --------------------------- Brass with 


Temperature limits: 
Firing: 


Lower limit ---------------- 
Upper limit --------------- 


Storage: 


Lower limit ---------------- 
Upper limit --------------- 
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black marking 


---- -25°F (-31.7°C) 


+100°F 
(+37.8°C) 


---- -25°F (-31.7°C) 


(+51.7°C) 


UNO serial number ----------- 0339 

DOT hazard class -------------- (08) 1.4C 

DOD storage comparability 

group ---------------------- 

DOT designation --------------- AMMUNITION 
FOR CANNON 
W/SOLID 
PROJECTILE, 
CLASS C 
EXPLOSIVE 

DODAC ---------------------------- 1310-B591 

M63 Ignitor. 

DOT hazard class ----------------- (04) 1.2C 

DOD storage compatibility 

group ------------------------------ G 

DOT designation ------------------ CANNON 
PRIMER - 
HANDLE 
CAREFULLY 

DODAC ------------------------------ 1305-N 700 


NOTE 


Only the M968 is to be fired 
from the 35mm TPGID system. 
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CARTRIDGE, 37 MILLIMETER: TP, M63, MOD 1 





PROPELLING CHARGE BD FUZE 





CARTRIDGE CASE 


PRIMER 


Type Classification: 


STD OTCM 37119 dtd 1959. 


Use: 


This target practice cartridge is used in 
subcaliber 37mm guns fitted to larger weapons 
for practice firing and training. 


Description: 


The cartridge consists of a black powder- 
filled steel projectile crimped to a steel car- 
tridge case and fitted with a base-detonating 
practice fuze. A rotating band encirdes the pro- 
jectile near the base. The cartridge case is 
loosely filled with propellant and is fitted with a 
percussion primer. 


ROTATING BAND 


U 
AR 199879 


BLACK POWDER FILLER 


PROJECTILE 


U 
AR 199878 


Functioning: 


When the weapon is fired, the firing pin 
strikes the primer to ignite the propelling 
charge. The rotating band engages the barrel 
rifling to impart spin to the projectile and pre- 
vent escape of pressure past the projectile. 
Rapidly expanding gases from the burning pro- 
pellant drive the projectile through the barrel 
with the velocity required to reach the target. 
U pon impact, the base-detonating fuze ignites 
the black powder filler in the projectile, simulat- 
ing the detonation of a service projectile. 


Tabulated Data: 


Complete round: 


Weight ----------------------------- 2.01 Ib 
Length ----------------------------- 8.98 in. 
Cannon used with ------------- M12, M13, M 14, 


M15, M1916 


TM 43-0001-28 


Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Blue w/white 
markings (and 
brown band for 
later manufac- 
ture) 
Filler and weight --------------- Black powder, 
FUZE -------------------------------- M58 
Propelling charge: 
Cartridge case ------------------- МК1А2, 
МК1А2В1 
Propellant ------------------------ M2, 0.56 Ib 
Primer ----------------------------- M23A2 percus- 
sion 
Performance: 
Maximum range ---------------- 4459 m (4980 
yd) 
Muzzle velocity ----------------- 328 mps (1100 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not morethan 3 
days) 
Upper limit -------------------- +160°F (for 


period not more 
than 4 hr/day) 
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*Packing ------------ 1 round per 
fiber container, 
20 containers 
per wooden box 
# Packing box: 
Weight ----------------------------- 60.5 Ib 
Dimensions ---------------------- 23-11/16 x 
11-7/16 x 6- 
19/32 in. 
cube nm 1 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





Quantity-distance dass --------- 4 

Storage compatibility group--- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH EXPLO - 
SIVE PROJ EC- 
TILES 

DODAC ------------------------------ 1310-B526 

Drawing number ------------------ 8831141 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 40 MILLIMETE: AP-T, M81A1 AND M81 





PROPELLANT 





Type Classification: 
CONT AMCTC 6418 dtd 1968. 
Use: 


This fixed ammunition is used in 40mm 
gun cannons for firing at armored and other pro- 
tected targets. 


Description: 


The projectile for the M81A1 cartridge con- 
sists of a hardened steel monobloc slug, crimp- 
fitted on the blunt ogival nose with a thin steel, 
streamlined windshield cap to reduce aero- 
dynamic drag. A tracer element in the base of 
the projectile provides a visible trace for approxi- 
mately 12 seconds. In addition, some lots of 
these cartridges are coated on the windshield 
with a compound designed to leave a vapor trail 
for about 1,000 yards. Such lots are intended 
for training only and not for use in combat 
except for emergency. A rotating band encircles 
the projectile near the base. A brass or steel car- 


U 
AR 199873 


ROTATING BAND 


STEEL SLUG 


WINDSHIELD 


U 
IGNITER AR 199872 


tridge case filled with loose propellant is 
crimped to the projectile. The case has an 
extractor rim base, and the base contains a per- 
cussion primer consisting of a perforated tube 
containing black powder and a percussion ele- 
ment. 


When the firing pin of the weapon strikes 
the primer, the black powder in the primer tube 
is ignited. Sparks flash through the tube perfo- 
rations to ignite the propelling charge, and the 
burning propelling charge drives the projectile 
through the barrel with the velocity required to 
reach the target. Upon impact, the thin wind- 
shield crumbles, but the hardened steel slug pen- 
etrates the armor of the target. 


Difference Between Models: 





The windshield on the M81 is attached 
with an adapter rather than by crimping, and a 
different model primer is used. 
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Tabulated Data: 


Complete round: 


Туре -------------------------------- АР-Т 
Weight ------------------------- 4.58 Ib 
Length ------------------------- 17.6 in. 
Cannon used with ------------- M1 series, M2 
series, MK1 
E (Navy) 
Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Black w/white 
markings 
Components: 
Tracer and weight ------------- Red, 0.02 Ib 
Propelling charge: 
Cartridge case ------------------- M25, M25B1 
Propellant and weight -------- MI, 0.65 Ib 


Primer ---------------==------------ 


Performance: 
Maximum range ---------------- 


Muzzle velocity ----------------- 


Temperature limits: 


M23A2, M38A1, 
M38B2 or MK22 


8779 m (9600 


yd) 
872 mps (2870 
fps) 


Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 

Lower limit -------------------- -80°F (for period 
not morethan 3 
days) 

Upper limit -------------------- +H60°F (for 
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period not more 
than 4 hr/day) 


*P acking ----------------------------- 1 per fiber con- 
tainer; 8 con- 
tainers per 
wooden box 

*Packing box: 

Weight ----------------------------- 59 Ib 

Dimensions ---------------------- 21-11/16 x 
7-31/32 x 
12-9/16 in. 

Cube ------------------------------- 1.3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group --- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJ ECTILES 

DODAC ------------------------------ 1310 -B552 

Drawing number ------------------ 75-1-140 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 40 MILLIMETER: DUMMY, M25 





BASE PLUG 





ROD 


Type Classification: 


STD OTCM 36841 dtd 1958. 





Use: 


This dummy cartridge is used in 40mm 
guns to simulate firings and to train personnel 
in ammunition handling and loading the 
weapon. 


Description: 


The cartridge consists of a modified serv- 
ice projectile and a modified cartridge case. 
The projectile is inert and is fitted with a 
dummy nose fuze. The cartridge case has a 
base plug in place of a primer, and a copper 
rivet is centered in the base plug to avoid dam- 
age to the firing pin of the weapon. The projec- 
tile and case are held together by a steel 
retaining rod extending through the case. One 
end of the rod is threaded into the tracer cavity 
in the dummy projectile and the other end has 


INERT DUMMY 


U 
AR 199868 


an internally threaded socket to fit the base 
plug of the cartridge case. 


Functioning 


The dummy cartridge is completely inert 
and nonfunctioning. 


Tabulated Data: 


Complete round: 


Type -------------------------------- Dummy 
Weight ----------------------------- 4.75 Ib 
Length ----------------------------- 17.6 in. 
Cannon used with ------------- M1 series, M2 
series, МК1 
(Navy) 
Projectile: = 
Body material ------------------- Steel 
Color: 
Old -------------------------------- Black w/white 
markings 
N eW------------------------------- Bronze w/white 
markings 


ТМ 43-0001-28 


FUZE ar Dummy, M69 or 
M69B1 

Cartridge case ---------------------- M25B1 modified 

*Packing ----------------------------- 1 cartridge per 


fiber container; 
8 containers per 


wooden box 
*Packing box: 
Weight ----------------------------- 59 1b 
Dimensions ---------------------- га 116 x 
x 
12-9/16 in. 
Cube ------------------------------ 1.3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 


Quantity-distance class --------- N/A 
Storage compatibility group--- N/A 
DOT shipping class -------------- En 


DOT designation ------------------ RILL 
CARTRIDGE 
(INERT) 

DODAC ---------------- 1310-B565 

Drawing number ------------------ 72-3-101 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 40 MILLIMETER: DUMMY, M851 
(FOR SGT YORK) 


NCHES 


INCHES 
(39. % MILLIMETERS) 





(534 4 MILLIMETERS) 


Type Classification: 
STD LEC-A MSR 05826003. 
Use: 
This completely inert round is used to 


train personne! toload and unload the Sgt York 
40mm gun M247. 


Description: 
The dummy cartridge is completely inert 


and is machined from a solid aluminum alloy 
bar. 


Functioning: 


The dummy cartridge is nonfundioning 
and cannot be fired. 


Tabulated Data: 


Complete round: 


Туре -------------------------------—- Dummy 
Weight ----------------------------- 5.5 Ib (2.42 kg) 
Length ----------------------------- 21.04 in. (534.4 


U 
AR 5789 
Color ----------------------------—-- Bronze metal 
colored w/white 
markings 
TS as 1500 Ib 
eight ----------------------------- 
Dimensions ---------------------- 28 in. (71.12 
cm) x 56.3 in. 
(143 cm) x 43.1 
in. (109.47 cm) 
Cube ------------------------------- 38.9 cu ft (1.08 


cu m) 


* NOTE: See SC for complete packing data 
induding NSN's. 


Shipping and Storage Data: 





Quantity-distance dass --------- N/A 

Storage compatibility group --- N/A 

DOT shipping dass -------------- N/A 

DOT designation ------------------ DRILL 
CARTRI DGE/ 
INERT 

DODAC ------------------------------ 1310-В 583 

Drawing number ------------------ 12600005 
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CARTRIDGE, 40 MILLIMETER: HE M822 WITH FUZE PROXIMITY, M766 
(FOR SGT YORK) 










ООСО ОО ООО ООУ ГАУГА, 


BAND 





CASE, CARTRIDGE, 
PRIMED 


PRIMER 
MK22 MOD 


PROPELLANT, 1100 












Type Classification: 
STD MSR 05826003. 
Use: 


This cartridge with the proximity fuze is 
primarily used against low flying aircraft. It is 
fired from the Sgt York 40mm gun M247. 


Description: 


The projectile of this cartridge is made of 
alloy steel with tungsten pre-fragmented 
spheres. It is filled with Octol (120 g). This pro- 
jectile is designed to fragment and disburse tung- 
sten spheres upon detonation of explosive 
charge. The cartridge is brass and crimped to 
the projectile. The cartridge case contains 
approximately 500 grams of propellant. The 
base of the cartridge case contains a percussion 


CAST EXPLOSIVE 
OCTOL 


o 
r. 
т ee ТҮНТТҮК Fa 


TUNGSTEN 
BALLS 


ROTATING 
D 


21.4 INCHES 
Г — — — — — 7 (594.4 MILLIMETERS) 


EXPLOSIVE SURFACE 
INTERFACE FOR FUZE 









22010105000 


“on 





NEST 










EPOXY 
FILLER 


BODY, PROJECTILE, 
CHARGED 
40MM, HE-PFPX 
FUZE, PROXIMITY, 
M766 


1.57 INCHES 
(39.96 MILLIMETERS) 


U 
AR 5788 


primer containing black powder and a pas 
sion element. The color of the projectile body is 
painted yellow with black markings. The pro- 
jectile nose is threaded to receive the proximity 
fuze. The M766 proximity fuze is radar con- 
trolled and functions either upon target impact 
or when in dose proximity to the target. 


When the firing pin of the weapon strikes 
the percussion primer, the black powder ignites 
which, in turn, ignites the propellant. This 
causes the rapidly expanding gases, generated 
by the burning propellant, to propel the 
projectile toward the target. Upon approaching 
or impacting the target, the proximity fuze deto- 
nates the Octol causing the projectile to burst 
and disburse the tungsten spheres and other 
fragments. 
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Tabulated Data: 





Complete round: 


Type -------------------------------- HE 

Weight ----------------------------- 5.5 Ib (2490 9) 

Length ------------------------ 21 in. (534 mm) 

Cannon used -------------------- M266 

Projectile: 

Body material ------------------- Alloy steel 
w/tungsten pre- 
fragmented 
spheres 

Color ------------------------------- Yellow body w/ 
black markings 

Filler and weight --------------- Octol, 120 g 

Components: 

Tracer ----------------------------- N/A 

FUZE -------------------------------- M766 proximity 

Cartridge case ------------------- Brass 

Propellant and weight -------- Single base, sin- 
gle perforated, 
515 9 

Primer ----------------------------- МК2 

Performance: 
Muzzle velocity ----------------- 1100 mps 
Temperature limits: 

Firing: 

Lower limit -------------------- -40°F (-40°C) 
Upper limit -------------------- +140°F (+60°C) 

Storage: 

Lower limit -------------------- -80°F (-62°C) 
(for period not 
more than 3 
days) 


VALEBOOKS.COM 


Upper limit -------------------- +160°F (+71°C) 
(for period not 
more than 4 
hr/day) 
*Packing ----------------------------- 192 cartridges 
per box; 48 
dips, 4 rounds 
per dip 
*Packing box: 
Weight (empty) ----------------- 242 Ib 
Weight (loaded)----------------- 1500 Ib 
Dimensions ---------------------- 56.3 x 43.1 x 
28 in. 
cube ------------------------------- 39.9 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance class --------- (0.4) 1.2 

Storage compatibility group --- E 

DOT shipping class -------------- A 

DOT description ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
РАО) ECTILE 

DODAC ------------------------------ 1310-B518 

Drawing number ------------------ 12600002 
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CARTRIDGE, 40 MILLIMETER: HEI M811 WITH POINT-DETONATING FUZE M761 
(FOR SGT YORK) 


BODY, PROJECTILE, 
CHARGED, 
PRIMER 40MM HEI-PD 
C ATRIGGE | 
PROPELLANT, Ape PRIMEN FUZE, POINT 
1030 DETONATING M761 






ROTATING 
BAND 


CANES 









21.4 INCHES 
(534.4 MILLIMETERS) 
1.57 INCHES 
(39.96 MILLIMETERS) 
U 
AR 5786 
Type Classification: Functioning: 

STD MSR 05826003. When the firing pin of the weapon strikes 
the percussion primer, the black powder ignites 
which, in turn, ignites the propellant. The rap- 

Use: idly expanding gases generated by the burning 
propellant propels the projectile. Upon impact, 

This cartridge is used against low flying the target fuze detonates the high-explosive 

aircraft and also ground targets. Itisfired incendiary charge of the projectile. 
from the Sgt York 40mm gun 247. 

Tabulated Data: 
Description: 

Complete round: 

The projectile of this cartridge is high- Туре -------------------------------- HEI 
explosive incendiary with a point-detonating Weight ----------------------------- 5.5 Ib (2490 9) 
delay action fuze. The projectile is alloy steel Length ----------------------------- 21 in. (534 mm) 
filled with Octol (165 g). The projectile nose is Cannon used -------------------- M266 
threaded to receive the fuze. The cartridge Projectile: 
case is brass and crimped rigidly to the projec- Body material ------------------- Alloy steel 
tile. The cartridge case contains approximately Color ------------------------------- Yellow body 
500 grams of propellant. The base of the car- w/black 
tridge case contains a percussion primer consist- markings; 1 
ing of a perforated tube containing black light red band 
powder and a percussion element. The color of Filler and weight --------------- Octol, 165 g 
the projectile body is painted yellow with black Components: 
markings and a light red band. The M761D Tracer ----------------------------- N/A 
point-detonating fuze has a delay action mod- Faze -------------------------------- M761 PD 
ule, is graze sensitive, and is self-destructing. (delay) 
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Components (cont): 
Cartridge case ------------------- 
Propellant and weight -------- 


Performance: 
Muzzle velocity ----------------- 
Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 


2-16 


Brass 

Single base, sin- 
gle perforated, 
500 g 


1100 mps 


-40°F (-40°C) 
+140°F (+60°C) 


-80°F (-62°C) 
(for period not 
more than 3 


days) 

+160°F (+71°C) 
(for period not 
more than 4 
hr/day) 

192 cartridges 
per metal ship- 
ping container; 
48 clips, 4 
rounds per clip 


“Backing box: 

Weight (emply)----------------- 242 lb 
Weight (loaded) ----------------- 1500 Ib 
Dimensions ---------------------- 56.3 x 43.1 x 

28 in. 
cube ------------------------------- 38.9 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0321 

Quantity-distance class --------- (04) 1.2 

Storage compatibility group--- E 

DOT shipping dass -------------- A 

DOT description ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVES 

DODAC ------------------------------ 1310-B517 

Drawing number ------------------ 12600009 
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CARTRIDGE, 40 MILLIMETER: HE-T, SD, MK11, MK2, MV2870 AND SD, M3 
OR M3A1, MV2700 





PROPELLING CHARGE 





Type Classification: 


STD OTCM 36841 dtd 1958 (MK2 only, 
CON MSR 11756003). 





Use: 


This cartridge is used in 40mm gun can- 
nons for firing against materiel. 


Description 


The thin-walled projectile contains a TNT 
bursting charge, a point-detonating fuze, and a 
self-destroying tracer. The projectile nose is 
internally threaded to receive the fuze. The 
boat-tailed base has a self-destroying tracer 
assembly threaded internally. The assembly 
protruding approximately 0.6 inch from the 
base, contains an igniting charge, a tracer com- 
position, and a relay igniting charge of black 
powder. The projectile is assembled with either a 
brass or steel cartridge case containing a percus- 
sion primer that is crimped to the projectile by 
means of a 360? crimp. This cartridge provides 
a muzzle velocity of 2,870 feet per second. 


BURSTING CHARGE 






E FUZE 


SD TRACER 


у 
AR 199876 


When the percussion primer is struck by 
the firing pin of the weapon, the black powder 
in the primer tube is ignited. Sparks from the 
black powder ignite the propellant, which, in 
turn, imparts velocity to the projectile and 
ignites the tracer. The high-explosive bursting 
charge is detonated by either the fuze function- 
ing or the tracer relay igniting charge, depend- 
ing upon whether contact with a target or the 
burning out of the tracer occurs first. The 
tracer composition burns with a visible trace 
for 8 to 10 seconds. 


Difference Between Models: 





The MV2700 is similar except the tracer is 
МЗ or M3A1 and the projectile is loaded with 
tetryl. 
Tabulated Data: 


Complete round: 


Type -------------------------------- HE-T, SD 
Weight ----------------------------- 4.75 |b 
Length ----------------------------- 17.6 in 
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Complete round (cont): 


Cannon used with ------------- 


Projectile: 
Body material 
Color: 
Army mfg---------------------- 


Navy mfg ---------------------- 


Filler and weight --------------- 


Components: 
Cartridge case ------------------- 
Propelling charge -------------- 


Primer ----------------------------- 


Tracer ----------------------------- 


Рале -------------------------------- 


Performance: 
Maximum range ---------------- 


Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 


M1 series, M2 
series or МК1 
(Navy) 


Steel 


Olive drab 
w/yellow 
markings 
Green w/white 
markings and 

reen tip fuze 
TNT or Tetryl, 
0.14 Ib 


M25, M25B1 
M1 propellant, 
0.72 Ib 


M38, M 38B2 or 
MK2 

MK11, MK11 
Mod 2: M3, 
M3A1-Red 
Pressed TNT 
PD-MK27 (M3 
or M3A1) M27, 
M71 (MK11, 
MK11 Mod 2) 


SD, MK2 (2870 
fps): 4300 yd 
(tracer burn- 
out); SD, MK2 
(2700 fps): 5700 
yd (tracer burn- 
out) 


-40°F 
+125°F 


-80°F (for period 
not more an 3 
days) 


+ 160°F (for 
period not more 
than 4 hr/day) 
4 cartridges per 
charger clip; 4 


Upper limit -------------------- 


“Packing (Navy )------------------- 


clips (16 car- 
tridges) per 
metal box 
“Packing box (Navy): 
Weight ----------------------------- 110 Ib 
Dimensions ---------------------- 22x 11-3/4 x 
11-3/4 in. 
UDE er 1.7 cu ft 
“Packing (Army) === 1 round per 


fiber container, 
8 containers per 


wooden box 
“Packing box (Army): 
Weight ----------------------------- 59 Ib 
Dimensions ---------------------- 21-11/15 x 
12-9/16 x 
7-31/32 in. 
Cube ------------------------------- 1.3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 
Quantity-distance dass --------- (08) 1.2 
Storage compatibility group --- E 

DOT shippng dass -------------- A 


DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ------------------------------ 1310-B562 

Drawing number ------------------ 75-1-166 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 40 MILLIMETER: HEI-T, SD, MK11, MK2, MV2890 








Type Classification: 


STD OTCM 37119 dtd 1959 (MK2 only, 
CON MSR 11756003). 


Use: 
This fixed ammunition is used in 40mm 
gun cannons for firing against materiel. 


Description: 


The relatively thin-walled projectile con- 
tains a burster charge, an incendiary charge, a 
point-detonating fuze, and a self-destroying 
(SD) tracer. The S projeaile nose is threaded to 
receive the fuze. The SD tracer assembly is con- 
tained in the boat-tailed base of the projectile, 
which is internally threaded, and it extends 
approximately 0.6 inch beyond the base. The 
SD tracer consists of an igniting charge, a red 
tracer composition, and a relay igniting charge. 
The cartridge case, either brass or steel, is 
crimped rigidly to the projectile by means of a 
360? crimp. The base of the cartridge case con- 
tains a percussion primer consisting of a 
perforated tube containing black powder and a 
percussion element. 


PROPELLING CHARGE 


ROTATING BAND 


SO TRACER 








TNT cm й ae 


INCENDIARY PELLET U 
AR 199874 


When the firing pin of the weapon strikes 
the percussion primer, the black powder in the 
primer tube is ignited. Sparks from the black 
powder ignite the propellant charge to impart 
velocity to the projectile and to ignite the 
tracer. The high-explosive bursting charge is 
detonated either by the fuze upon contact with 
the target or by the tracer relay igniting 
charge. Thetracer composition burns with a vis- 
ible trace for 8 to 10 seconds. 


Difference Between Models: 





Cartridges manufactured by the Navy 
may be distinguished by the painting on the 
fuzes. The fuze for the Navy HEI-T cartridge is 
painted red and white (red tip on fuze). 


Tabulated Data: 


Complete round: 


Type -------------------------------- HEI-T, SD 

Weight ----------------------------- 4.75 |b 

Length ----------------------------- 17.6 in. 

Cannon used with ------------- M1 series, M2 
series, МК1 
(Navy) 
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Projectile: 
Body material ------------------- 
Color: 
Army mfg---------------------- 


Filler and weight --------------- 


Components: 
Cartridge case ------------------- 


FaZe mn 


Performance: 
Maximum range ---------------- 


Muzzle velocity -------------- 


Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 


Upper limit --------------- 


2-20 


Olive drab 
w/yellow 
marking 
Green w/black 
band 

TNT, 0.14 Ib 
(tracer incen- 
diary charge, 
36 gr) 


MK2, MK2 
Mod, or MK3 
MK11, MK11 
Mods 

Igniting charge, 
a red tracer 
composition, 
and a relay 
igniting charge 
of black powder 
PD, MK27 

M1 propellant, 
0.72 Ib 

MK22, M38A1, 
M 38B2 

TNT powder 
and incendiary 
charge 


3932 m (4300 
yd 

879 mps (2890 
fps) 


-40°F 
+125°F 


-80°F (for period 
not morethan 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 


Packing (N avy)------------------- E has dq. a 
charger dips in 


metal box 
Weigh sa 11016 
eight ----------------------------- 
Dimensions ---------------------- 22x 11.75 x 
11.75 in. 
Cube --—----—-----------—----———-- 1.7 cu ft 
*Packing (Army) ------------------ n 
iber container; 
8 containers in 
wooden box 
*Packing box: 
Weight ----------------------------- 59 Ib 
Dimensions o ---------------------- 7-31/32°х ` 
12-9/16 in. 
Cube ----—----—----------—-----—-—-—-- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group --- E 

DOT shipping dass -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ---------------- 1310-B559 

Drawing number ------------------ 75-1-166 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE; 40 MILLIMETER: ТР, M813 (SGT YORK) 


PRIMER 
MK22 MOD 


PROPELLANT, CASE, CARTRIDGE, 
1030 PRIMED 


21.4 INCHES 


ROTATING 
PROJECTILE, 40MM, 
BAND TP, M813 





(534.4 MILLIMETERS) 


Type Classification: 
STD MSR 05826003. 


Use: 
This fixed cartridge is used for target prac- 
tice in the Sgt York 40mm gun M247. 


Description: 


The projectile is filled with inert material 
and simulates the DIVAD combat round (HE 
M811). A rotating band encircles the projectile 
near the base where the projectile is assembled 
into the cartridge case. The projectile is 
painted blue with white markings. The car- 
tridge case is brass and crimped to the projec- 
tile. The cartridge case contains approximately 
515 grams of propellant. The base of the case 
forms an extractor rim and contains a percus- 


sion primer. 
Functioning: 
When the firing pin of the weapon strikes 


the percussion primer, the black powder ignites 
which, in turn, ignites the propellant. This 


1.57 INCHES 
(39.96 MILLIMETERS) 


U 
AR 5787 


causes rapidly expanding gases, generated by 
the burning propellant, to propel the projectile 
toward the target. The inert projectile does not 


detonate on impact. 


Tabulated Data: 


Complete round: 
Type rec ТР 
Weight -------------------------- 5.5 Ib (2490 g) 
Length ----------------------------- 21 in (534 mm) 
Cannon used ------------------------ M266 
Projectile: 
Body material ---------------- Carbon steel 
Color ------------------------------- Blue w/white 
Filler ------------------------------- RE OSS erial 
Components: 
Tracer ---------------------------- N/A 
ЕА аде case IL NB 
propellant and weight -------- Single base, sin- 
ge perforated, 
; 15g 
Primer |... 22 MK22 
Performance: 
Muzzle velocity ------------------------ 1100 mps 
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TM 43-0001-28 


Temperature limits: 


Firing: 
Lower limit -------------------- -40°F (-40°C) 
Upper limit -------------------- +140°F (+60°C) 
Storage: 
Lower limit -------------------- -80°F (-62°C) 
(for period not 
more than 3 
days) 
Upper limit -------------------- +160°F (+71°C) 
(for period not 
more than 4 
hr/day) 
*Packing ----------------------------- 192 cartridges 
per box, 16 
rounds per 


layer; 48 clips, 4 
rounds per clip 
*Packing Box: 
Weight (empty) ----------------- 242 Ib 
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Weight (loaded) ----------------- 1500 Ib 

Dimensions ---------------------- 56.3 x 43.1 x 
28 in. 

Cube ------------------------------- 38.9 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0417 

Quantity-distance class --------- (02) 1.3 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT description ------------------ AMMUNITION 
FOR CANNON 
WITH EMPTY 
PROJ ECTILE 

DODAC ------------------------------ 1310-B511 

Drawing number ------------------ 12600003 
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CARTRIDGE, 40 MILLIMETER: TP-T, M91 





PROPELLING CHARGE 









PRIMER 


Type Classification: 


CONT OTCM 37119 dtd 1959. 





Use: 


This fixed ammunition resembles the 
40mm HE-T cartridge MK2 and is used for tar- 
get practice in 40mm gun cannons. 


Description: 


The projectile, filled with an inert mate- 
rial, simulates the high-explosive service round. 
The base is fitted with a tracer, and an inert or 
dummy point-detonating fuze forms the nose. 
A rotati ng band encirdes the projectile near the 
base where the projectile is assembled into the 
cartridge case. The cartridge case is crimped to 
the projectile and is filled with loose propellant. 
The base of the case forms an extractor rim and 
it contains a percussion primer which consists 
of a perforated tube containing black powder 
and a percussion element. 


U 
AR 199871 


ROTATING BAND 


INERT PD FUZE 









1 8. aon 


| 





INERT PROJECTILE 


AR199870 


When the firing pin of the weapon strikes 
the percussion primer, the black powder in the 
primer tube is ignited. Sparks from the black 
powder ignite the propellant. The burning pro- 
pellant generates rapidly expanding gases to pro- 
pel the projectile through the barrel to the veloc- 
ity required to reach the target. The tracer 
composition burns for approximately 12 sec- 
onds, providing visibility of the trajectory The 
inert projectile does not detonate on impact. 


Tabulated Data: 


Complete round: 


Type -------------------------------- P-T 

Weight ----------------------------- 4.72 16 

Length ----------------------------- 17.6 in. 

Cannon used with ------------- MI series, M2 
series, MK1 
(Navy) 
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Projectile: “Pang box (Navy): 
Body material ------------------- Steel WEINE ern 111 Ib 
Color: Dimensions ---------------------- 22x11.75x 
Old ----------------------------- Blue or black 11.75 in. 
w/white mark- cub ------------------ 1.7 cu ft 
ings *Packing (Army) ------------------ 1 round per 
New Blue w/brown fiber container; 
band and white 2 containers per 
markings wooden box 
Filler ----------- Inert material “Packing box (Army): 
Components: е пашаа 59 Ib 
Tracer and weight ------------- Red, 0.02 Ib Dimensions ---------------------- 21-11/16 x 
FUZES ------------------------------ Dummy, M69 or 7-31/32 x 
M69B1 Inert, 12-9/16 in. 
M71 or MK27 сире ------------------------------- 1.3 cu ft 
Propelling charge: 
Cartridge case ------------------- M25, M25B1 * NOTE: See DOD Consolidated Ammunition 
Propellant and weight -------- M1, 0.721b Catalog for complete packing data including 
Primer --------------------------- M38A1, M38B2, NSN's. 
MK22 
Performance: 
Maximum range ---------------- 10,058 m Shipping and Storage Data: 
(11,000 yd) 
Muzzle velocity ----------------- 872 mps (2870 UNO serial number -------------- 0328 
fps) Quantity-distance class --------- (08) 1.2 
Temperature limits: Storage compatibility group--- C 
Firing: DOT shipping class -------------- B 
Lower limit -------------------- -40°F DOT designation ------------------ AMMUNITION 
Upper limit -------------------- +125°F FOR CANNON 
Storage: WITH INERT 
Lower limit -------------------- -80°F (for period LOADED 
not more than 3 PROJECTILES 
days) DODAC ------------------------------ 1310-B564 
Upper limit -------------------- +160°F (for Drawing number ------------------ 75-1-173 
period not more 
than 4 hr/day) References: 
*Packing (Navy)------------------- 4 cartridge per 
charger clip; 4 АМС-Р 700-3-3 
clips in metal SB 700-20 
box TM 9-1300-251-20 
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TM 43-0001-28 


CARTRIDGE, 76 MILLIMETER: AP-T, M339 





PROPELLING CHARGE 








Type Classification: 
OBS MSR 11756003. 


Use: 


This fixed cartridge is designed for use in 
76mm guns against armored targets. 


Description: 


The solid tungsten carbide projectile is fit- 
ted with a lightweight windshield to provide a 
better ballistic shape. A tracer is located at the 
base of the projectile. The cartridge case, fitted 
with percussion primer and containing a triple- 
base propellant, is crimped to the projectile. A 
distinguishing characteristic of these rounds is 
the case-over-band construction. The specially 
designed rotating band has a crimping groove 
which permits the cartridge case to be assem- 
bled over the rotating ban and rigidly crimped 
to it. 





U 
AR 199863 
TRACER PROJECTILE 
WINDSHIELD 
ROTATING BAND 
U 
AR 199862 


When the weapon is fired, a flash from the 
рта ignites the propellant. Gases from the 
urning propellant ignite the tracer and force 
the projectile from the gun barrel. The tracer 
provides a luminous red trace. Upon impact, 
the windshield breaks up and the tungsten car- 
bide shot penetrates the armored target. 


Tabulated Data: 


Complete round: 


Type -------------------------------- АР-Т 

Weight ----------------------------- 27.32 Ib 

Length ----------------------------- 32.89 in. 

Cannon used with ------------- M32 or M48 

Projectile: 

Body material ------------------- Steel/tungsten 
carbide 

Color ------------------------------- Black w/white 
markings 


2-25 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


Components: 
Cartridge case ------------------- M88 (brass), 
M88B1 (steel) 
Propelling charge -------------- M30, 5.6 Ib 
Primer -----------------------——--- M58 percussion 


Tracer ----------------------------- 
Performance: 
Maximum range ---------------- 


Muzzle velocity ----------------- 
Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 


Storage: 
Lower limit -------------------- 


Upper limit -------------------- 


Packing ----------------------------- 


2-26 


(400 gr black 


14,704 m 
(16,419 yd) 

954 mps (3200 
fps) 


-40°Е 
+125°Е 


-80°F (for period 
not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 

1 round per 
fiber container: 
2 containers per 
wooden box 


ag 88 Ib 
eight ----------------------------- 
Dimensions ---------------------- 38-5/8 x 11-1/6 
x 7-5/32 in. 
cube mn 1.8 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJ ECTILES 

DODAC ------------------------------ 1315-C120 

Drawing number ------------------ 8886612 

References: 


AMC-P 700-3-3 
SB 700-20 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 76 MILLIMETER: BLANK, M355A2 


Paa 6.627 MAX 


CTG BLANK 
M355 








| 


76 MM GUN M32 
LOP 2-120 


PRIMER 


BLACK POWDER 


Type Classification: 
OBS MSR 11756003. 


Use: 


This cartridge is used for salutes and simu- 
lated fire in 76mm guns. 


Description: 


The cartridge contains a charge of sodium 
nitrate black powder, loosely assembled in a 
primed brass or steel cartridge case. Slightly 
recessed in the mouth of the cartridge case is a 
plastic closing cup which retains the loose 
charge. Earlier models of this cartridge contain 











U 
AR 199849 


CLOSING CUP 


U 
AR 199848 


a bagged charge of potassium nitrate black pow- 
der. 


Functioning: 

When the primer is initiated by the firing 
pin of the weapon, the black powder charge is 
ignited producing a flash, smoke, and loud 
report. 

Tabulated Data: 


Complete round: 


с Blank 
Weight ----------------------------- 4.33 Ib 
Length ----------------------------- 6.627 in. 
Cannon used with ------------- M32, M48 
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Components Dimensions ---------------------- 22-1/4 x 11-1/8 
Body material ------------------- Brass or steel x 10 in. 
CONDE ee Blue or black Cube ---------------------------------- 1.43 cu ft 
w/white mark- 
ing * NOTE: See DOD Consolidated Ammunition 
Filler and weight --------------- BP, 1 Ib Catalog for complete packing data including 
Cartridge case ------------------- M101 (brass); NSN's. 
M101B1 (steel) 
Primer ----------------------------- M 70percussion Shipping and Storage Data: 
Temperature limits: 
Firing: UNO serial number -------------- 0327 
Lower limit -------------------- -40°F Quantity-distance class --------- 1.3 
Upper limit -------------------- +125°Е Storage compatibility group--- С 
Storage: DOT shipping class -------------- B 
Lower limit -------------------- -80°F (for period DOT designation ------------------ AMMUNITION 
not morethan 3 FOR CANNON 
days) WITHOUT 
Upper limit -------------------- +160°F (for PROJ ECTILES 
period not more DODAC  ------------------------------ 1315-C131 
than 4 hr/day) Drawing number ------------------ 7549267 
*Packing ----------------------------- 1 round per 
fiber container; References: 
8 containers per 
wooden box AMC-P 700-3-3 
“Packing box: SB 700-20 
Weight ----------------------------- 58 Ib TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: CANISTER, M363 





PROPELLING CHARGE 





U 
AR 199865 


STEEL BALLS CLOSING CUP 








Type Classification: 





OBS MSR 11756003. 
Use: 


This fixed cartridge is intended for use in 
76mm gun cannons against personnel at dose 
range. 


Description: 


The canister has a heavy steel base and a 
lightweight body and is loaded with steel balls. 
The forward end is sealed with a closing cup. 
The canister body is distinguished by four 
equally spaced longitudinal slits in the light- 
weight body construction. The canister body is 
assembled to a brass or steel cartridge case, 
loaded with a single-base propellant, and fitted 
with a percussion primer. A distinguishing phys- 
ical characteristic of these rounds is the case- 
over-band construction. The specially designed 


CANISTER BODY 


U 
AR 199864 


rotating band has a crimping groove which per- 
mits the cartridge case to be assembled over the 
rotating band and rigidly crimped to it. 


When the weapon is fired, a flash from the 
primer ignites the propellant. Gases from the 
burning propellant force the projectile out of 
the gun barrel. Immediately after leaving the 
gun barrel, the air pressure on the dosing cup 
and the centrifugal force action on the body 
and balls cause the canister to break at the 
slits, dispersing the balls in a cone-shaped pat- 
tern along the line of flight. 


Tabulated Data: 


Complete round: 


Type -------------------------------- Antipersonnel 
Weight ----------------------------- 7.18 Ib 
Length ----------------------------- 32.07 in. 
Cannon used with ------------- M32 or M48 
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Projectile: 
Body material ------------------- Steel 
Color: 
Old------------------------------- Black w/white 
marking 
NeW ----------------------------- Olive drab 
w/white mark- 
ing 
Filler and weight --------------- Steel balls, 9 Ib 
Components: 
Cartridge case ------------------- M88B1, M88 
Propelling charge -------------- M6, 5 Ib 
Primer men M62, percussion 
Performance: 
Maximum range ---------------- 155 m (192 yd) 
Muzzle velocity ----------------- 716 mps (2400 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not more than 3 
days) 
Upper limit -------------------- +160°F (for 


period not more 
than 4 hr/day) 


2-30 


*P acking ----------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 
*Packing box: 
Weight ----------------------------- 88 Ib 
Dimensions ---------------------- 37-5/16 x 11 x 
7-5/32 in. 
Cube mm nn 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping dass -------------- B sis 

DOT designation ------------------- Ammunition 
FOR CANNON 
WITH SOLID 
PROJ ECTILE 

DODAC ------------------------------ 1315-C121 

Drawing number ------------------ 9204458 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: HE, M352 





PROPELLING CHARGE 





U 
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PRIMER 


CARTRIDGE CASE 


Type Classification: 
OBS MSR 11756003. 


Use: 


This fixed cartridge is intended for frag- 
mentation, blast, or mining effect and is used in 
76mm guns against light materiel and person- 
nel. 


Description: 


The projectile is a thin walled, forged steel 
casing with an explosive charge cavity, filled 
with Composition B, extending almost the full 
length of the body. The projectile is assembled 
with a nose fuze. A brass or steel cartridge 
case, containing a single-base propellant and a 
percussion primer, is crimped to the projectile. 
A distinguishing characteristic of these rounds 
is the cartridge case-over-band construction. 
The specially designed rotating band has a 
crimping groove which permits the cartridge 


HE CHARGE 
U 
AR 199860 


case to be assembled over the rotating band 
and rigidly crimped to it. 


When the weapon is fired, a flash from the 
primer ignites the propellant. Gases created by 
the burning propellant force the projectile from 
the gun barrel. U on impact, fuze functioning 
detonates the explosive charge creating blast 
and fragmentation. 


Tabulated Data: 


Complete round: 


Уре -------------------------------- НЕ 

Weight ----------------------------- 25.52 Ib 

Length ----------------------------- 34.06 in. 

Cannon used with ------------- M32 or M48 

Projectile: 

Body material ------------------- Steel 

Color ------------------------------- Olive drab w/ 
yellow marking 

Filler and weight --------------- Comp В, 1.46 Ib 
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Components: 
Cartridge case ------------------- M88B1 (steel); 
M88 (brass) 
Propelling charge -------------- M6, 3.64 Ib 
Primer ----------------------------- M58 or M68 
percussion 
Fuze ---------------------------- PD or MTSQ 
Performance: 
Maximum range ---------------- 14,338 m 
(16,010 yd) 
Muzzle velocity ----------------- 716 mps (2400 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not more than 3 
days) 
Upper limit -------------------- +160°F (for 


period not more 
than 4 hr/day) 
* Packing ---------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 
*Packing box: 
Weight ----------------------------- 86 Ib 
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Dimensions ---------------------- 39.15/16 x 
10-15/16 x 
7-3132 in. 

Cube --—----——-—--——-----—---———-- 1.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance dass --------- (08) 1.2 

Storage compatibility group--- E 

DOT shipping dass -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ------------------------------ 1315-C122 

Drawing number ------------------ 75.1-293 

References: 

AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: HEAT-T, M496 





Type Classification: 
OBS MSR 11756003. 
Use: 





This fixed ammunition cartridge is used 
in 76mm gun cannons against heavily armored 
targets. 


Description: 


The projectile is a hollow, steel shell 
tapered at the rear and fitted on the nose with 
a standoff spike containing a piezoelectric ele- 
ment. The shell is filled with high explosive fit- 
ted around an internal copper cone. The apex 
of the cone is to the rear, thus shaping the 
charge. The base of the projectile is closed by 
an adapter which also provides a seat for the 
fuze. A boom and fin assembly is assembled to 
the adapter (for stabilization in flight) and a 
tracer element is located in the fin assembly. A 
point-initiating, base-detonating (PIBD) fuze is 
located in the adapter. A brass cartridge case 
containing a single-base propellant and a percus- 
sion primer is crimped to the projectile. A 
distinguishing characteristic of these rounds is 
the cartridge case-over-band construction. The 
specially designed rotating band has a crimping 
groove which permits the cartridge case to be 
assembled over the rotating band and rigidly 
crimped to it. 


Functioning: 


When the weapon is fired, flash from the 
primer ignites the propellant. The burning pro- 
pellant ignites the tracer and generates gas to 
propel the projectile from the gun barrel. The 
boom and fin assembly provides stability in 
flight and the tracer provides a visible trace of 
the trajectory. Upon impact, the piezoelectric 


U 
AR 199859 


element in the standoff spike initiates function- 
ing of the PIBD fuze. The fuze detonates the 
explosive charge and causes the copper cone to 
collapse, creating a high velocity shock wave 
and a jet of metal particles which penetrate the 
target. 


Tabulated Data: 





Complete round: 


Type -------------------------------- HEAT-T 

Weight ----------------------------- 25.83 lb 

Length ----------------------------- 31.8 in. 

Cannon used with ------------- M32 or M48 
Projectile: 

Body material ------------------- Steel 

Color ------------------------------- Black w/white 


markings and 
yellow band 


Filler and weight --------------- Comp B, 1.1 Ib 
Components: 
Cartridge case ------------------- М171А1 
Propelling charge -------------- M6, 5.06 Ib 
Primer ----------------------------- M81, percussion 
Tracer ----------------------------- M13 
Fuze -------------------------------- PIBD-509A1 
Performance: 
Maximum range ---------------- 7488 m (8360 
yd) 
Muzzle velocity ----------------- 1060 mps (3550 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not more than 3 
days) 
Upper limit -------------------- +160°F (for 


period not more 
than 4 hr/day) 
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*Packing ----------------------------- 1 round per Storage compatibility group --- E 
fiber container; DOT shipping class -------------- A 
2 containers per DOT designation ------------------ AMMUNITION 
wooden box Пов NON 
AA НРО 725 Ib EXPLOSIVE 
Dimensions ---------------------- 37-1/16 x11x PROJECTILES 
7-5/32 in DODAC nn 1315-C110 
Cube 17 cu ft Drawing number ------------------ 8848863 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 





NSN's. References: 
Shipping and Storage Data: 

Mas a AMC-P 700-3-3 
UNO serial number -------------- 0321 SB 700-20 
Quantity-distance class --------- (12) 1.2 TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: HVAP-DS-T, M331A1 AND M331A2 


== 30.88 МАХ 







HYPERVELOCITY 
MV 4125 


PROPELLING CHARGE 
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PRIMER CARTRIDGE CASE 
Type Classification: 





OBS MSR 11756003. 
Use: 


This fixed ammunition is intended for use 
in 76mm gun cannons against armor. 


Description: 


The projectile consists of’ a dense core of 
tungsten carbide steel, covered with a steel 
sheath, and a base and sleeve assembly called a 
sabot. The core is held in place inside the sabot 
by a sheet steel release spider. The projectile is 
inert, except for a tracer contained in the base. 
It is assembled to a steel cartridge case, which 
is loaded with a triple-base propellant and has a 
percussion primer. A distinguishing characteris- 
tic of these rounds is the cartridge case-over- 
band construction. The specially designed rotat- 
ing band has a crimping groove which permits 
the cartridge case to be assembled over the rotat- 
ing band and rigidly crimped to it. 


TA TAN 


U 
AR 199855 


SETBACK RING 


SABOT (BASE AND 
SLEEVE ASSY) 








TRACER 


SHEATH 


CORE 


RELEASE SPIDER BOURRELET BAND 


AR 199854 


Functioning: 


When the cartridge is fired, a setback ring 
moves rearward opening the release spider. 
Setback holds the sabot and core together until 
exit from the gun, at which time centrifugal 
force separates the sabot from the core. The 
tracer, ignited by the propellant, provides a vis- 
ible trace during the first few seconds of flight. 
Upon impact, the projectile sheath crumples 
and the tungsten carbide core penetrates the tar- 
get. 


Difference Between Models: 





See Tabulated Data for difference in car- 
tridge cases and tracer assemblies. 


Tabulated Data: 


Complete round: 


Type -------------------------------- HVAP-DS-T 
Weight --—---- 20.7 Ib 
Length ----------------------------- 30.88 in. 
Cannon used with ------------- M32, M48 


ТМ 43-0001-28 


Projectile: 
Body material 


Components: 
Cartridge case 


Propelling charge 


Primer ----------------------------- 
Tracer ----------------------------- 


Performance: 
Maximum range 


Muzzle velocity 


Temperature limits: 


Firing: 


Lower limit -------------------- 


Upperlimit 
Storage: 


Lower limit -------------------- 


Upper limit 


*Packing 
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Tungsten car- 
bide steel and 
aluminum 
Black w/white 
marking 


M331A2: 
M88B1; 
M331Al: M88 
M17, 5.57 lb 
M58 percussion 
M5 (M331A1); 
M5A3 (M331A2) 


21,607 m 
(24,127 yd) 
1231 mps (4125 
fps) 


-40°F 
+125°F 


-80°F (for period 
not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 


1 round per 
fiber container; 
2 containers per 
wooden box 


WWW.SURVIVALEBOOKS.COM 


“Packing box: 


Weight ---------------------------- 71 1b 

Dimensions--------------------------- 36-3/4 x 11-1/16 
x 7-5/32 in. 

Cube ra 1.68 cu ft 


# NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 


UNO serial number 
Quantity-distance class (08) 1.2 
Storage compatibility group--- C 

DOT shipping class B 


DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------------------ 1315-C125 


75-1-308 


Limitations: 


The danger area from the discarded sabot 
extends downrange approximately 750 meters 
along the path of trajectory and spreads out to 
45 meters on either side of the trajectory at 
that range. 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: HVAP-T, M319 


HYPERVELOCITY 
MV4100 





PROPELLING CHARGE 








PRIMER 


Type Classification: 


C & T AMCTC 6267 dtd 1968. 





Use: 


This fixed ammunition is a high velocity 
cartridge intended for use in 76mm gun can- 
nons against armor. 


Description: 


The projectile consists of a core of tung- 
sten carbide housed in an aluminum body fitted 
with an aluminum windshield, and it contains a 
tracer assembly in the base. The brass or steel 
cartridge case contains a single-base propellant 
and a percussion primer, and is crimped to the 
projectile. A distinguishing characteristic of 
these rounds is the cartridge case-over-band con- 
struction. The specially designed rotating band 
has a crimping groove which permits the car- 
tridge case to be assembled over the rotating 
band and rigidly crimped to it. 


Functioning: 


When the weapon is tired, the flash from 
the primer ignites the propellant. The burning 
propellant ignites the tracer and creates gases 
which propel the projectile from the gun barrel. 


U 
AR 199853 


WINDSHIELD 


U 
AR 199852 


The tracer provides a luminous trace during 
the early stages of flight. Upon impact, the 
windshield breaks up and the tungsten carbide 
core penetrates the target by kinetic energy. 


Tabulated Data: 





Complete round: 


уре -------------------------------- HVAP-T 
Weight ----------------------------- 19.04 Ib 
Length ----------------------------- 32.6 in 
Cannon used with ------------- M32, M48 
Projectile: 
Body material ------------------- Aluminum alloy 
Core -------------------------------- Tungsten car- 
bide 
Color ------------------------------- Black w/white 
markings 
Components: 
Cartridge case ------------------- M88B1, M88 
Propelling charge -------------- M6, 5.03 Ib 
Primer ----------------------------- M62, M58 per- 
cussion 
Tracer ----------------------------- M5A1B1 or 
M5A1 
Performance: 
Maximum range ---------------- us m (11,038 
y 
Muzzle velocity ----------------- m mps (4135 
ps 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 


Upper limit -------------------- 


* Packing ---------------------------- 


*Packing box: 
Weight  ----------------------------- 
Dimensions ---------------------- 


-80?F (for period 
not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 

1 round per 
fiber container; 
2 containers per 
wooden box 


66.75 Ib 
37-3/16 x 11-1/6 
x 7-5/32 in. 

1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


NSN’S. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 
Quantity-distance class --------- (08) 1.2 
Storage compatibility group--- S 
DOT shipping class -------------- 


DOT description ------------------ AMMUNTTON 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------ 1315-C124 

Drawing number ------------------ 75-1-295 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: SMOKE, WP, M361A1 OR M361 


—————— 34.06 MAX 





PRIMER 





PROPELLING CHARGE 


U 
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TRACER BURSTER INITIATOR 
PD FUZE 


BURSTER 


ROTATING BAND CASING 


Type Classification: 


OBS MSR 11756003. 





Use: 


This fixed ammunition is used in 76mm 
guns for screening and spotting tire. The car- 
tridge also has a slight incendiary effect. 


Description: 


The projectile body is a thin walled, forged 
Steel casing. The point-detonating fuzed projec- 
tile contains a white phosphorous (WP) filler 
and a combination one-piece aluminum burster 
casing and adapter. The burster casing houses 
a projectile burster and a, burster initiator 
loaded with tetrytol. The brass or steel car- 
tridge case assembled to the projectile contains 
a single-base propellant and a percussion 
primer. A distinguishing characteristic of these 
rounds is the cartridge case-over-band construc- 
tion. The specially designed rotating band has 


AR 199850 


a crimping groove which permits the cartridge 
case to be assembled over the rotating band 
and rigidly crimped to it. 


When the weapon is fired, the primer 
flashes igniting the propellant. Gases created 
by the burning propellant force the projectile 
from the gun barrel. U pon impact, the burster 
initiator, activated by the point-detonating 
fuze, detonates the burster charge. This rup- 
tures the projectile casing and expells the WP 
filler. Upon contact with the air, the WP ignites 
creating a dense white smoke. 


Difference Between Models: 


The M361 is similar to the M 361A1 except 
that the burster is contained in a two-piece 
steel casing and the adapter is a separate compo- 
nent. Also, the M361A1 includes a tracer assem- 
bly in the base of the projectile. See Tabulated 
Data for cartridge case and fuze differences. 
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Tabulated Data: 


Complete round: 


Type -------------------------------- Smoke WP 

Weight ----------------------------- 25.82 Ib 

Length  ------------------ 34.06 in. 

Cannon used with ------------- M32, M48 
Projectile: 

Body material ------------------- Forged steel 

Color: 

Old------------------------------- Gray w/yellow 
band and yellow 
marking 

New ----------------------------- Light green 
w/yellow band 
and red mark- 
ing 

Filler and weight --------------- WP, 1.38 Ib 
Burster ---------------------------- M28, 1.2 oz 
tetrytol 
Burster initiator ---------------- M2 
Component: 
Cartridge case ------------------- M361A1 


Primer ---——-—----—--—-------—---———- 


Performance: 
Maximum range ---------------- 


Muzzle velocity ----------------- 
Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 


Storage: 
Lower limit -------------------- 


Upper limit -------------------- 


2-40 


1A1: 
M88B1; М 361: 
M88 
M6, 3.64 Ib 
M68, M58 per- 
cussion 
PD: M521 
(M 361A1); 
M48A3 (M361) 


14,594 m 
(16,296 yd) 
713 mps (2400 
fps) 


-40°F 
+125°F 


-80°F (for period 
not more than 3 


*P acking ----------------------------- 1 round per 
fiber container; 
2 containers per 


wooden box 
Еа 86 Ib 
eight ----------------------------- 
Dimensions ---------------------- 39-15/16 x 
10-15/16 x 
7-3/32 in. 
Cube ------------------------------- 1.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0245 

Quantity-distance class --------- (12) 12 

Storage compatibility group--- H 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SMOKE 
PROJECTILES 

DODAC ------------------------------ 1315-C128 

Drawing number ------------------ P85133 

Limitations: 


Since the burster in this ammunition is 
loaded with tetrytol, it is not to be stored or 
fired at temperatures exceeding +125°F. 


Store and transport rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases so that if WP 
melts it will resolidify with void space in the 
nose of the projectile, Erratic performance may 
occur if voids exist inside the WP filler. 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 76 MILLIMETER: TP-T, M340Al AND M340 


32.89 MAX 













CARTRIDGE CASE 










PRIMER 


Type Classification: 
OBS MSR 11756003. 


Use: 


This cartridge is intended for target prac- 
tice. 


Description: 


The projectile consists of a steel body with 
a gilding metal rotating band and an aluminum 
windshield. A tracer is threaded into the base 
of the projectile. The brass or steel cartridge 
case is loaded with a triple-base propellant and 
fitted with a percussion primer. A dis- 
tinguishing characteristic of these rounds is the 
cartridge case-over-band construction. The spe- 
cially designed rotating band has a crimping 
groove which permits the cartridge case to be 
assembled over the rotating band and rigidly 
crimped to it. 


ES SPS 


PROPELLING CHARGE 


U 
AR 199857 


BODY 
WINDSHIELD 


ROTATING BAND 


U 
AR 199856 


When the weapon is fired, the primer 
flashes igniting the propellant and tracer. 
Gases created by the burning propellant force 
the projectile from the gun barrel. The tracer 
burns with a visible trace for approximately 
three seconds of projectile flight. Upon impact, 
there is little penetration of the target because 
the round lacks armor-piercing capability. 


Difference Between Models: 





See Tabulated Data for difference in car- 
tridge cases and tracer assemblies. 


Tabulated Data: 





Complete round: 


——-------------—---------------—- ТР-Т 
Weight ----------------------------- 27.32 Ib 
Length ----------------------------- 32.89 in 
Cannon used with ------------- M32, M48 
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Projectile: *P acking ----------------------------- 1 round per 
Body material ------------------- Steel fiber container; 
Color: 2 containers per 

Old------------------------------- Blue or black wooden box 
w/white mark- *Packing box: 
ing Weight ----------------------------- 88 Ib 

NeW ----------------------------- Blue w/white Dimensions ---------------------- 38-5/8 x 11-1/16 
marking x 7-5/32 in. 

Components: Cube ------------------------------- 1.8 cu ft 
Cartridge case ------------------- M 340A1: 

M88B1: M 340: *М ОТЕ: See DOD Consolidated Ammunition 
M88 Catalog for complete packing data induding 
Propelling charge -------------- M30, 5.6 Ib NSN's. 
Primer pes M58, percussion 
Tracer ----------------------------- M5A2B1 
(M340); M13 Shipping and Storage Data: 
(M 340A1) 
Performance: UNO serial number -------------- 0328 
Maximum range ---------------- 14,704 m Quantity-distance dass --------- (08) 1.2 
(16,419 yd) Storage compatibility group--- C 
Muzzle velocity ----------------- 955 mps (3200 DOT shipping class -------------- B 
fps) DOT designation ------------------ AMMUNITION 
Temperature limits: FOR CANNON 
Firing: WITH SOLID 
Lower limit -------------------- -40°F PROJ ECTILES 
Upper limit -------------------- +125°F DODAC ------------------------------ 1315-C127 
Storage: Drawing number ------------------ 8857345 
Lower limit -------------------- -80°F (for period 
not more than 3 References: 
days) 

Upper limit -------------------- +160°F (for AMC-P 700-3-3 
period not more SB 700-20 
than 4 hr/day) TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: AP-T, M77 





32.75 MAX 








PROPELLING CHARGE 
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PRIMER 


Type Classification: 
OBS MSR 11756003. 


Use: 


This cartridge is an obsolescent armor- 
piercing model currently used for training pur- 
poses in 90mm guns. 


Description: 


The projectile is a hardened steel mono- 
bloc slug and has no windshield. The projectile 
base is threaded to receive a tracer. The brass 
or steel cartridge case is loosely packed with pro- 
pellant and is fitted with a percussion primer in 
the base. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant ignites the tracer and creates gases. 
The gases propel the projectile out of the gun 
tube and ignite the tracer which burns for a min- 
imum of three seconds of projectile flight. The 
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SOLID SLUG 
ROTATING BAND 


U 
AR 199832 
projectile is designed to penetrate the target 
solely by kinetic energy. 


Tabulated Data: 


Complete round: 


Type -------------------------------- AP-T 
Weight ----------------------------- 42.04 Ib 
Length ----------------------------- 32.75 in 
Cannon used with ------------- M3 , M41 or 
Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Black w/white 
marking 
Components: 
Cartridge case ------------------- M19, M19B1 
Propelling charge -------------- M6, 7.31 Ib 
Primer ----------------------------- M28A2, М28В1 
Tracer ------------—-------—----——--- M3 
Performance: 
Maximum range ---------------- 11,270 m 
(12,325 yd) 
Muzzle velocity 82] mps (2700 
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Temperature limits: 


Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not more than 3 
m days) 
Upper limit -------------------- +160°Е (for 


period not more 
. than 4 hr/day) 
*Packing ----------------------------- ] round per 
fiber container; 
2 containers per 
wooden box 
*Packing box: 


Weight ----------------------------- 132 1b 

Dimensions ---------------------- 43-5/8 x 13 x 
8-5/32 in. 

U er 2.69 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 
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Shipping and Storage Data: 





UNO serial number -------------- 


Quantity-distance class --------- 5 

Storage compatibility group--- E 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------------------ 1315-C259 

Drawing number ------------------ 75-1-136 

References: 

AMC-P 700-3-3 

SB 700-20 


TM9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: AP-T, M318, MV2800; AND M318 (T33E 7) 
OR M318A1, MV3000 


37.11 MAX 








INE. 


PRIMER IGNITER TRACER 


U 
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WINDSHIELD 


PROPELLING CHARGE 


ROTATING BAND SOLID SLUG 


U 
AR 199830-A 


Type Classification: tile out of the gun tube and ignite the tracer 
which burns for a minimum of three seconds of 
projectile flight. The projectile is designed to 


penetrate the target solely by kinetic energy. 





STD OTCM 36841 dtd 1958 (M 318). 
STD OTCM 37119 dtd 1959 (M318A1). 


Use: 
Difference Between Models: 


See Tabulated Data. 


This armor-piercing cartridge is for use in 
90mm guns against armored materiel. 


Description: Tabulated Data: 
The body of the projectile is made of hard- Complete round: 
ened steel, has a flat base, and has a nose that M 318 
is shaped to a relatively short ogive. A light- (T33E 7) 
weight aluminum windshield is welded to the M 318 or M318A1 
projectile. The base of the projectile is 
threaded to receive a tracer. The cartridge case Type ------------------- AP-T AP-T 
is loosely packed with propellant, and the base Weight ---------------- 43.98 Ib 43.91 Ib 
is fitted with a percussion primer. An igniter to Length ---------------- 37.43 in. 37.11 in. 
assist uniform propellant ignition is fitted 
below the dosing disk. Cannon used with ------------- M36, M41 or 
M54 
Functioning: Projectile: 
Body material ------------------- Steel 
When the weapon is fired, the burning pro- Color ------------------------------- Black w/white 
pellant creates gases which propel the projec- marking 
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Components: 


Cartridge case -------- 
Propelling charge--- 


Primer ------------------ 
"Tracer === === 


Performance: 
Maximum range ---- 


Muzzle velocity ------ 


Temperature limits: 
Firing: 


Lower limit ----------- 
Upper limit ----------- 


Storage: 


Lower limit ----------- 


Upper limit ----------- 


*Packing -------------------- 
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M318 

(T33E7) 
M318 or M318A1 
M19, M108, 
М19В1 М108В1 
M6, M17, M30, 
ob 8.6 Ib 
M49 (T33) M58 
(Red) M5A2B1, 
M5A2B1, M5A2 or 
M5A2, M 13, 
0.1 Ib 7.59 
19570m 21,031 m 


(20,400 yd) (23,000 yd) 
(2800 fps) (3000 fps) 


— -40°Е 


+125°Е 


— -80°F (for period 


not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 


— l round per 


fiber container; 
2 containers per 
wooden box 


*Packing box: 


Weight ----------------------------- 130.47 Ib 

Dimensions ---------------------- 44 x 12-7/8 x 
8-1/32 in. 

Cube ------------------------------- 2.7 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 


UNO serial number -------------- 0328 
Quantity-distance class --------- (08) 1.2 
Storage compatibility group--- С 
DOT shipping class -------------- B 
DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 
DODAC ---------------- 1315-C285 
(MV 3000); 
1315-C259 
(MV 2800) 
Drawing number ------------------ 75-1-358 
(M318); 
9207966 
(M318A1) 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: APC-T, M82 








38.24 MAX 





PROPELLING CHARGE 
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CARTRIDGE CASE 


ROTATING BAND 


Type Classification: 


OBS MSR 11756003. 





Use: 


This cartridge is fired from 90mm guns 
and is designed for use against face-hardened 
armored materiel. 


Description: 


The hardened steel projectile has a flat 
base and a nose shaped to a relatively short 
ogive. It is fitted with an armor-piercing cap. 
A small cavity in the rear portion of the body 
holds a small explosive charge and is threaded 
to receive a delayed-action base-detonati ng fuze 
with tracer. The cartridge is loaded with one of 
two different primers and a varying amount of 
propellant, with or without an igniter charge 
depending on the velocity desired. 
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When the weapon is fired, the resultant 
burning propellant creates gases which propel 
the projectile out of the gun tube and ignite the 
tracer which burns for a minimum of three sec- 
onds of projectile flight. The armor plate of the 
target is penetrated by the hardened face of the 
аггпог-рїегсїп cap solely by kinetic energy. 
The softer core protects the hardened point of 
the projectile body by distribution of stresses. 
The base-detonating fuze, a simple inertia type, 
functions with delay action detonating the explo- 
sive tiller after projectile penetration. 


Tabulated Data: 





Complete round: 


Type -------------------------------- APC-T 

Weight ----------------------------- 42.75 or 43.87 Ib 
Length ----------------------------- 38.24 in. 
Cannon used with ------------- M39. M41 or 
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Projectile: *Packing ----------------------------- 1 round per 
Body material ------------------- Steel fiber container; 
Color ------------------------------- Olive drab 2 containers per 
w/black band wooden box 
and yellow * Packing box: 
marking Weight ----------------------------- 136.5 Ib 

Filler and weight --------------- Expl D, 0.31 Ib Dimensions ---------------------- 44-21/32 x 13 x 

Components: 7-3/8 in. 
Cartridge case ------------------- M19 Cube ------------------------------- 2.75 cu ft 
Propelling charge -------------- M6, 7.31 to 

.06 Ib * NOTE: See DOD Consolidated Ammunition 
Primer ----------------------------- M28A1, M49 Catalog for complete packing data including 
Tracer ----------------------------- Integral with NSN’s. 

fuze (red) 
Fuze -------------------------------- BD, M68 or Shipping and Storage Data: 

M68A1 

Performance: UNO serial number -------------- 0321 

Maximum range ---------------- 19,570 m Quantity-distance class --------- (08) 1.2 
21,400 yd Storage compatibility group--- E 

Muzzle velocity ----------------- 90 mps (2600 DOT shipping class -------------- A 
fps); 851 mps DOT designation ------------------ AMMUNITION 
(2800 fps) FOR CANNON 

Temperature limits: WITH 

Firing: EXPLOSIVE 
Lower limit -------------------- -40°F PROJECTILES 
Upper limit -------------------- +125°F DODAC ------------------------------ 1315-C260 

Storage: Drawing number ------------------ 75-1-145 
Lower limit -------------------- -80°F (for period 

not more than 3 References: 
ays) 
Upper limit -------------------- +160°F (for AMC-P 700-3-3 
В 700-20 


period not more 


than 4 hr/day) TM 9-1300-25 1-20 
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CARTRIDGE, 90 MILLIMETER: APERS-T, M580 





FUZE FUNCTIONING 
FOR PAYLOAD 
DISCHARGE 


18M 30M 43M 


20 MM GUN ШЕАВЕР il 
TANK GUN [OF TARGET [4-50 
RANGE 
BUILT IN FUZE 
RANGE STANDOFF 
7 
PEN RANGE SETTING ACTION 
FUZE FUNCTIONING 
FOR PAYLOAD 
DISCHARGE 
3M 
.90 MM 
TANK GUN 
MUZZLE ACTION 
Type Classification: 


STD AMCTC 9575 dtd 1972. 


Use: 


This fixed cartridge is fired from 90mm 
guns and is for antipersonnel use at both close 
and long ranges. The cartridge is particularly 
effective against personnel in dense foliage. 
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55M 67M 79M 92M 


— ра а | 


AR 199846 





AR 199883 


Description: 


The projectile consists of an aluminum for- 
ward body, a steel connector, and a hollow steel 
base. Threaded to the forward body is an alumi- 
num fuze adapter containing four radially ori- 
ented detonators and an axially oriented flash 
tube, relay and detonator. The central steel 
flash tube connects the projectile base to the det- 
onator in the fuze adapter. The body is loaded 
with flechettes and also contains a yellow dye 
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mixture that serves as a spotting charge. А plas- 
tic bag of flake propellant is located in the hol- 
low base. A mechnical-time fuze is assembled 
to the fuze adapter, and a tracer is attached to 
the base of the projectile. The projectile is 
crimped to a cartridge case loosely filled with 
propellant and fitted with a percussion primer. 


Functioning: 


When the weapon is fired, the primer 
ignites the propellant. The burning propellant 
ignites the tracer and creates gases which pro- 
pel the projectile from the gun tube. The fuze 
will arm immediately and will function accord- 
ing to the time setting. The fuze functions as 
soon as the projectile leaves the weapon if set 
for muzzle action. If set for range, the fuze will 
function 75 to 100 meters short of set range. 
This built-in standoff is designed to assure maxi- 
mum application of the dispersion pattern to 
the target. Concurrently with fuze functioning, 
the four radially oriented detonators and the axi- 
ally oriented detonator and relay in the fuze 
adapter are exploded. Detonation of the radi- 
ally oriented detonators rips open the forward 
skin of the projectile ogive, permitting the 
flechettes in the forward section to be acted 
upon by centrifugal force. The axially oriented 
detonator and relay flash through the tube to 
ignite the base charge. Pressure from the burn- 
ing charge forces the flechettes and spotting 
charge forward and out of the projectile. The 
combination of forward and centrifugal forces 
results in a conical dispersal pattern. The spot- 
ting charge marks the approximate fuze func- 
tioning point, allowing adjustment of fire for 
maximum effect. 


Tabulated Data: 





Complete round: 


ES APERS-T 

Weight ----------------------------- 41.25 Ib 

Length ----------------------------- 38.071 in. 

Cannon used with ------------- M36, M41 or 
M54 

Projectile: 

Body material ------------------- Steel/ 
aluminum 

Color ----------MMMMMM Olive drab 
w/white mark- 
ing and white 
diamonds 

Filler and weight --------------- 4200, 8 gr, 
flechettes, 4.5 Ib 

Components: 

Cartridge case ------------------- M 200 

Propelling charge -------------- M6, 9 Ib 

Primer ----------------------------- M 58 percussion 

Tracer ----------------------------- M 13 red, 
0.13 Ib 


2-50 


WWW.SURVIVALEBOOKS.COM 


Base charge ---------------------- M9, 25 gr 
Faze -------------------------------- MT, M711 
Performance: 
Maximum range ---------------- d m (4800 
y 
Muzzle velocity ----------------- pn mps (3000 
ps 


Maximum effective 
range (from point of fuze 


functioning) ------------------- 300 m (328 yd) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 


not more than 3 


days) 

Upper limit -------------------- +160°F (for 
period not more 
than 4 hr/day) 

*Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 


wooden box 
К рох: TA 
Weight ----------------------------- 
Dimensions ---------------------- es X 
13-3/16 x 
8-7/16 in 
Cube ------------------------------- 2.8 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN'S. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group --- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ------------------------------ 1315-C275 

Drawing number ------------------ 9216454 

Limitations: 


Before firing, dear friendly personnel 
from dispersion cone area. Firing over the 
heads of friendly troops is prohibited. 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: BLANK, M394 


M54 
LB 


CO 
№) 
+= 
o o 
25 
x O 
Z 
< СЕ 
JO 
OL 


Mal 
CHG WT 


rı para 
LJ. И 





AR 199779 


Type Classification: 


STD OTCM 38091 dtd 1962. 





Use: 


This blank cartridge is provided for salut- 
ing purposes and simulated firing in 90mm 
guns. 


Description: 

The cartridge consists of a cartridge case, 
a primer, and a charge of black powder. A poly- 
styrene closing cup is used to seal the charge 
inside the case. 
Functioning: 

After the primer is initiated by the firing 


pin of the weapon, the black powder charge is 
ignited producing a loud report and flash. 


Tabulated Data: 





Complete round: 


Type -------------------------------- Blank 

Weight ----------------------------- 8.23 lb 

Length ----------------------------- 7.27 in. 

Cannon used with ------------- M36, M41 or 
M54 





AR 199778 
Components: | 
Body material ------------------- Brass or alumi- 
num 
Filler and weight --------------- Black powder 
and potassium 
nitrate, 1.75 Ib 
Cartridge case ------------------- M27, M27B1 
Primer ----------------------------- M1A2 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80'F (for period 
not more than 3 
days) 
Upper limit -------------------- + 160°Е (for 


period not more 
than 4 hr/day) 
*Packing ----------------------------- 1 cartridge in 
fiber container, 
8 containers per 


wooden box 
Ыз? box: 98.6 Ib 
eight ----------------------------- E 
Dimensions ------------------- -- VELAT X 
- X 
10-23/32 in. 
Cube ------------------------------- 2.12 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN'S. 
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Shipping and Storage Data: Limitations: 
UNO serial number -------------- 0327 Closure debris from blank ammunition 
Quantity-distance class --------- 1.3 can be expelled a distance of 300 feet forward of 
Storage compatibility group--- C the weapon muzzle. 
DOT shipping class -------------- B 
DOT designation ------------------ AMMUNITION 
FOR CANNON References: 
WITHOUT 
PROJ ECTILES AMC-P 700-3-3 
DODAC ------------------------------ 1315-C261 SB 700-20 
Drawing number ------------------ 7549210 TM 9-1300-251-20 
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TM 43-0001-28 


CARTRIDGE, 90 MILLIMETER: CANISTER, M336 


0G 
CANISTER M336 





PRIMER CARTRIDGE CASE 


U 
AR 199845 


ROTATING BAND 
STEEL PELLETS 





PROPELLING CHARGE 


Type Classification: 





CON MSR 11756003. 
Use: 


This cartridge is fired from 90mm guns 
and is intended primarily for antipersonnel use 
at dose range. 


Description: 


The canister consists of a thin steel cylin- 
drical body welded to a heavy steel cup-shaped 
base, A gilding metal rotating band is assem- 
bled to the base. The body has four equally 
spaced axial slits extending from the forward 
end of the canister for approximately half the 
canister length. The canister body is filled with 
approximately 1,281 stacked steel cylindrical pel- 
lets held in place by a soldered closing disk. A 
percussion primed cartridge case containing pro- 
pellant is crimped to the projectile. 


Functioning: 


Immediately after the canister leaves the 
muzzle of the gun, the air pressure on the clos- 
ing disk and the centrifugal force acting on the 


U 
AR 199844 


body and pellets cause the canister to break at 
the four slits on the body with resultant conical 
dispersion of the pellets. The round has an effec- 
tive range of О to 183 meters. The minimum 
angle of dispersion is approximately 9°. 


Tabulated Data: 





Complete round: 


Type -------------------------------- Canister 
Weight Paa 41.6 Ib 
Length ----------------------------- 33.8 in. 
Cannon used with ------------- M36, M41, M54 
Projectile: 
Body material ------------------- Steel 
тее оа Olive drab 
w/white mark- 
ing 
Filler and weight --------------- ie slugs, 14.9 
Propelling charge: 
Cartridge case ------------------- M108B 1 
Propellant ------------------------ M2, 8 Ib 
Primer ----------------------------- M58 percussion 
Performance: 
Minimum effective range — Om 
Maximum effective range -- 183111 (200 yd) 
Muzzle velocity ----------------- 258 трѕ (2870 
рѕ 
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Temperature limits: 


Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 

Lower limit -------------------- -80°F (for period 
not more than 3 
days) 

Upper limit -------------------- +160°F (for 


period not more 
than 4 hr/day) 
*Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 


*Packingbox: 
Weight ----------------------------- 111 Ib 
Dimensions ---------------------- 40-1/16 x 12-7/8 
x 8-1/32 in. 
Cube ------------------------------- 2.4 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 
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Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------------------ 1315-C262 

Drawing number ------------------ 9214203 

Limitations: 


Cartridge may not be fired over the heads 
of friendly troops. 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 90 MILLIMETER: CANISTER, M377 





M 36 AND M41 GUNS 


Type Classification: 
CON MSR 11756003. 


This cartridge is fired from 90mm guns 
and is intended primarily for antipersonnel use 
at close range. The cartridge is effective in 
dense foliage. 


Description: 


The canister consists of a thin steel cylin- 
drical body welded to a heavy steel cup-shaped 
base assembly with a gilding metal rotating 
band. The body has four equally spaced axial 
grooves extending from the forward end of the 
canister for approximately half the canister 
length. The canister body is filled with 
flechettes held in place by a crimped dosing 
cup. A percussion primed cartridge case filled 
with propellant is crimped to the projectile. 


U 
AR 199043 





AR 199842 


Functioning: 


When the weapon is fired, the burning pro- 
pellant creates gases which propel the canister 
out of the gun tube. Immediately after the canis- 
ter leaves the muzzle of the gun, the air pres- 
sure on the dosing cup and the centrifugal 
force acting on the body and flechettes cause 
the canister to break at the four grooves on the 
body resulting in conical dispersion of the 
flechettes. The conical angle of dispersion is 
approximately 14°. 


Tabulated Data: 





Complete round: 


Type > emma Canister 
Weight ----------------------------- 39.3 Ib 
Length ----------------------------- 34.07 in. 
Cannon used with ------------- py M41 or 
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Projectile: 
Body material 


Color ------------------------------- 


Filler and weight 


Components: 
Cartridge case 
Propelling charge 
Primer -------------- 

Performance: 
Minimum range - 
Maximum range - 


Muzzle velocity ----------------- 


Temperature limits: 


Firing: 


Lower limit ------------------- 


Upper limit ------------------- 


Storage: 


Lower limit ------------------- 


*Packing box: 


Weight ---------------------------- 


2-56 


Steel 

Olive drab 
w/white mark- 
ing and white 
diamonds 

5600, 8 gr 
flechettes, 6.8 Ib 


M108B1 
M6, 9 Ib 
M58 percussion 


m 
402 m (440 yd) 
851 mps (2950 
fps) 


-40°Е 
+125°Е 


-80°F (for period 
not more than 3 


dayo) 

+160°Е (for 
period not more 
than 4 hr/day) 

1 round per 
fiber container: 
2 containers per 
wooden box 


WWW.SURVIVALEBOOKS.COM 


Dimensions --------------------- 40-5/16 x 
12-15/16 x 
8-5/32 in. 

Cube ------------------------------- 2.5 cu ft 


# NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity -distance class -------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ----------------------------- 1315-C601 

Drawing number ----------------- 9214706 

Limitations: 


Before firing, clear friendly personnel 
from dispersion cone area. Firing over the 
heads of friendly troops is prohibited. 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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TM 43-0001-28 


CARTRIDGE, 90 MILLIMETER: DUMMY, M12, M12B1 AND M12B2 









DUMMY 
FUZE 
DUMMY PROJECTILE 
AND CASE 
U 
U AR 199824 
AR 199825 
Type Classification: Functioning: 
CON MSR 11756003. The dummy cartridge is completely inert 
and is nonfunctioning. 
Use: 
This Сату cartridge is used for training Tabulated Data: 
in handling and loading ammunition for 90mm 
guns. Complete round: 
Typen Dummy 
Description: Weight ----------------------------- 42.04-44.00 Ib 
Length nennen 37.44 in. 
The dummy cartridge simulates a high- Cannon used with ------------- M36, M41 or 
explosive loaded round of 90mm ammunition in - M54 
size, weight, and center of gravity. A com- Projectile: 
letely inert bronze (M12), malleable iron Body material ------------------- Manganese 
(M12B1), or manganese bronze (M12B2) body bronze 
is fitted with a bronze or steel base. The nose Color ------------------------------- Bronze w/white 
of the cartridge may be fitted with a dummy or marking 
an inert fuze or it may be unfuzed. Faze -------------------------------- Dummy M80 
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“Packing 1 1 round per Shipping and Storage Data: 
fiber container, 
2 containers per Quantity-distance dass --------- N/A 
wooden box Storage compatibility group --- NYA 
“Packing box: DOT shipping dass -------------- N/A 
Weight ----------------------------- 132 Ib DOT designation Ber Non 
Dimensions ---------------------- 43-5/8 x 13x DODAC ------------------------------ 1315-0263 
8-5/32 in. Drawing number ------------------ 72-3-76 
Cube ------------------------------- 2.69 cu ft 
References: 
* NOTE: See DOD Consolidated Ammunition AMC-P 700-3-3 
TOT for complete packing data induding SB 700-20 
NSN's TM 9-1300-251-20 
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TM 43-0001-28 


CARTRIDGE, 90 MILLIMETER: HE-T, M71A1, AND HE, M71 








PROPELLING CHARGE 






N 
4 
ЫС 





PRIMER 


TRACER 


Type Classification: 





STD OTCM 37436 dtd 1960 (M71A1). 
CON MSR 11756003 (M71). 


Use: 


This cartridge is used in 90mm guns 
against personnel and materiel, producing blast 
and fragmentation at the target. 


Description: 


The hollow steel forged projectile has a 
boat-tailed base and a streamlined ogive. Fuze 
cavity may be a normal or a deep cavity type. 
The projectile is loaded with 2.15 pounds 
(1.68 Ib, deep cavity) of Composition B or TNT. 
A tracer is threaded into the projectile base 
(M71A1). A point-detonating fuze is assembled 


37.45 МАХ — 77777 


U 
AR 199839 


HE CHARGE 






ROTATING BAND 


AR 199838 


to the projectile. Loaded projectile weights fall 
into one of three weight zones. 


When the weapon is fired, the burning pro- 
pellant ignites the tracer and creates gases 
which propel the projectile out of the gun tube. 
The tracer burns for a minimum of three sec- 
onds. Upon impact, the fuze functions on super- 
quick or delay, as preset, and detonates the 
high-explosive filler producing Mast and frag- 
mentation. 


Difference Between Models: 





M71A1 has a tracer; M71 does not. 
M71A1 has M1 propellant resulting in lower 
velocity; M71 has M6 or M15 propellant. 
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Tabulated Data: 


Complete round: 








М71А1 M71 
Туре ------------- HE-T 
eight ----------- 38.8-39.54 lb 41.19-41.93 1b 
Length ----------------------------- 37.46 in. 
Cannon used with ------------- M36, M41 or 
M54 
Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Olive drab 
w/yellow mark- 
ing 
Filler and weight --------------- Comp B, 2.15 Ib 
Component: 
Cartridge case ------------------- M19, M19B1 
Propelling charge -------------- M1 5.33 lb 
orian AG ог 
M15, 7 
(M71) 
Primer ----------------------------- M28B2, M28A2 
Tracer ----------------------------- XMIO (M71A1) 
Fuze -------------------------------- PD, М51А5, 
M557; MTSQ, 
M520 Series, 
M564 
Performance: 
Maximum range ---------------- 15,800 m 
(17,300 yd) 
(M71A1); 
17,800 m 
(19,475 yd) 
(M71) 
Muzzle velocity ----------------- 730 mps 
(2400 fps) 
(M71A1): 
823 mps 
(2700 fps) 
(M71) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
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Storage: 

Lower limit -------------------- -80°F (for period 
not more than 3 
days) 

Upper limit -------------------- + 160°F (for 


period not more 
than 4 hr/day) 
*Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 


wooden box 
*Packing box: " 
Weight ----------------------------- 132 1 
Dimensions ---------------------- Е x13x 
8-5/32 in. 
Cube ------------------------------- 2.69 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 


UNO serial number -------------- 0321 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group--- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILE 

DODAC ------------------------------ 1315-C280 
Е [+ 
С265 
1315- O68. 
(M71); 1315- 
C267 (M71) 

Drawing number ------------------ 8849017-1 
BT 

5-1-157 (M71) 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: HEAT, M348A1 (T108E46) AND M348 (T108E40) 














U 
AR 199520 
RETAINER PROPELLANT 
SHAPED HE 
PERCUSSION CARTRIDGE 
PRIMER FIN ASSEMBLY CASE ARE: 
bass PIBD FUZE WINDSHIELD 
SISI SOS SISI E 
T gt aa PEL TI 
PA E RA A э „узу LI X Г ALI 
Н — AA Tet D D». en 
ESO SS aan Ap MESS 
FILLING PLUG PIEZOELECTRIC 
ne IGNITER GUIDE RAIL (4) OBTURATOR ELEMENT 
CARTRIDGE COPPER CONE 
LINER U 
AR 199519 
Type Classification: base of the assembly, and the igniter tube is 





OBS AMCTC 6267 dtd 1968. 
Use: 


This cartridge is fired from 90mm gun can- 
nons against armored targets. 


Description: 


The cartridge consists of a fin-stabilized 
steel projectile containing a high-explosive 
shaped charge and a brass cartridge case 
loosely filled with propellant. An inverted cop- 
per cone liner in the front of the projectile 
serves to shape the Composition B charge, and 
a streamlined windshield houses a piezoelectric 
element to initiate the point-initiating, base- 
detonating fuze in the base. An obturator band 
encircles the projectile above the lip of the car- 
tridge case. An igniter and fin assembly is 
threaded into the base of the projectile and 
extends the length of the cartridge case 
through the propelling charge. The igniter is a 
perforated shaft filled with 400 grains of black 
powder. The four fixed fins are attached to the 


closed with a threaded retainer containing 
approximately 20 grains of black powder. The 
percussion primer is, in turn, threaded into the 
retainer, flush with the base of the cartridge 
case, and contains seven grains of black powder. 
The interior of the cartridge case is fitted with 
guided rails for the projectile fins. A filling 
plug is threaded into the base of the cartridge 
case for filling the case with the propelling 
charge after cartridge assembly. 


When the primer is struck by the firing 
pin of the weapon, the black powder is ignited 
through primer, retainer, and igniter to flash 
through the igniter perforations and ignite the 
propelling charge. Rapidly expanding gases 
from the burning propellant force the projectile 
through the gun barrel with a velocity of 2,800 
feet per second. The obturator expands to pre- 
vent escape of gas pressure past the projectile 
while it is in the barrel, and the fins stabilize 
the projectile in flight. Upon impact with the 
target, distortion of the piezoelectric unit gener- 
ates an electric current to initiate the fuze and 


ТМ 43-0001-28 


detonate the explosive charge. As the copper 
cone is crushed, the detonation results in an 
intensely focused high velocity shock wave 
which causes failure of the target armor, and a 
jet of molten metal penetrates the target inte- 
rior. 


Difference Between Models: 





The M348 has a cone tube extension 
which is not present in the M348A1. The fin 
cross-section of the M348 is rectangular while 
that of the M 348A1 is T-shaped. 


Tabulated Data: 





Complete round: 


Туре -------------------------------- Н 
Weight ----------------------------- 34.79 16 
Length ----------------------------- 33.74 іп. 
Cannon used with ------------- M3, M36, T132, 
T133 
Projectile: 
Body material ------------------- Steel forging 
Color ------------------------------- Olive drab 
w/black mark- 
ings 
Filler and weight --------------- Comp B, 1.56 Ib 
Components: 
Cartridge case ------------------- T27E2 
Propelling charge -------------- M6 (80 oz); M1 
(87 oz) 
Primer ----------------------------- 169 
Igniter, fin assembly ---------- T33E2 
Faze -------------------------------- PIBD, M509A1 
Performance: 
Maximum range ---------------- 11,650m 
(13,010 yd 
Muzzle velocity ----------------- ber mps (2800 
ps 
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Temperature limits: 


Firing: 
Lower limit -------------------- -40°F -40°C) 
Upper limit -------------------- +125°F (452°C) 
Storage: 
Lower limit -------------------- -80°F (-62.2° C) 
(for period not 
more than 3 
days) 
Upper limit -------------------- + 160°F 


(+71.1°C) (for 
period not more 
than 4 hr/day) 
Packing ---------7-7------—---- 1 round per 
fiber container; 
2 containers per 


wooden box 
“Padang box: 
Weight -- nenn 115.7 Ib 
Dimensions ---------------------- 39-15/16 x 13 x 
8-5/32 in. 
Сире mm => 2.4 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance dass --------- (12) 1.2 

Storage compatibility group --- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ------------------------------ 1315-C268 


Assembly drawing number ---- 75-1-359 
References: 


TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: HEAT-T M431 (T300E59), M431A1 AND M431A2 





FIN 


TRACER 





PRIMER PIBD FUZE 


Type Classification: 
STD AMCTC 8823 dtd 1971. 





Use: 


This cartridge is intended for use in 
90mm guns against armored targets. 


Description: 


The projectile consists of a steel body, a 
threaded stand-off spike assembly an alumi- 
num chamber, and a fin and boom assembly. A 
funnel-shaped liner contained in the body 
shapes the high-explosive charge. The chamber 
adapts the fin and boom assembly to the body 
and contains the base-detonating fuze. The pro- 
jectile is fitted with a plastic obturator band. 
The nose cap, containing a piezoelectric ele- 
ment, is fitted to the spike assembly. The 
tracer is threaded to the fin. The cartridge case 


OBTURATOR 


CHAMBER 


BODY 
PIEZOELECTRIC 


ELEMENT 






HE CHARGE 






NOSE CAP 





WIRE LEAD 





COPPER LINER 
U 
AR 199836 


base is fitted with a threaded loading plug and 
a percussion primer. 


When the weapon is fired, the primer 
ignites the propelling charge. The burning pro- 
pellant generates gases to propel the projectile 
out of the gun tube and ignites the tracer, 
which burns for a minimum of 2,500 yards. 
The projectile is detonated upon impact by fuze 
functioning. Upon detonation, the cone col- 
lapses creating an intensely focused high veloc- 
ity shock wave and a jet of metal particles that 
penetrates the target. 


Difference Between Models: 





The M431A1 is similar to the M431 except 
that the cartridge case contains a wax- 
impregnated titanium dioxide (TiO2) liner 
designed to reduce gun wear. A TIO2 additive 
liner with high melt wax and a mylar barrier is 
used on the M431A2. 
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Tabulated Data: 





Complete round: 


Type -------------------------------- HEAT-T 
Weight --——-- Ib 
Length ----------------------------- 36 in. 
Cannon used with ------------- M36, M41 or 
M54 
Projectile: 
Body material ------------------- Steel 
еее Black w/yellow 
marking 
Filler and weight --------------- Comp B, 1.2 Ib 
Components: ` 
Cartridge case ------------------- M114A1 
Propelling charge ------------- M30, 8.25 Ib 
Primer ----------------------------- M79 
Tracer ----------------------------- M13 
Faze  -------------------------------- PIBD-M509A1 
Performance: 
Maximum range ---------------- ы m (8900 


Muzzle velocity ----------------- 


Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 


Storage: 
Lower limit -------------------- 
Upper limit -------------------- 
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y 
1216 mps (4000 
fps) 


-40°F 

+125°F (M431 
and M431A1); 
+140°F 
(M431A2) 


-65°F 

+125°F (M431 
and M431A1); 
+145°F 
(M431A2) 


*P acking ----------------------------- 1 round per 
fiber container; 
2 containers per 


wooden box 
BAG box: * 
Weight ----------------------------- 106 
Dimensions -—-----------—------ 40-1/2 x 12.3/8 x 
6-5/8 in. 
Oben 1.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group --- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ------------------------------ 1315-C294 

Drawing number ------------------ 8822481 

Limitations: 


Because of the low melting point of the 
waxin M431A1 cartridges, tank- 
transported cartridges that are exposed to tem- 
peratures above +120°Е shall not be fired. 
References: 

AMC-P 700-3-3 


TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: HVAP- M332A1 


Bere 35.92 MAX 







HYPERVELOCITY 
MV3900 







PROPELLING CHARGE 


Type Classification: 


CON MSR 11756003. 





Use: 


This high velocity armor-piercing car- 
tridge is designed for use in 90mm guns against 
armored targets. 


Description: 


The projectile contains a hard armor- 
piercing core of tungsten carbide steel in an alu- 
minum alloy outer body. The outer body is fit- 
ted with two sintered-iron rotating bands, a 
steel bourrelet, and an aluminum alloy wind- 
Shield. The base of the body is skirted and 
contains a tracer. Modifications of the projec- 
tile are assembled with a sprayed base or steel 
base shield to counteract erosion. The car- 
tridge case is loosely packed with propellant 
a is fitted with a percussion primer in the 

ase. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant creates gases which propel the projectile 


AR 199823 
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out of the gun tube and ignite the tracer which 
burns for a minimum of three seconds of projec- 
tile flight. Upon impact, the outer shell crum 
ples and the tungsten carbide core penetrates 
the target solely by kinetic energy. 


Tabulated Data: 


Complete round: 


Q MM HVAP 

Weight ----------------------------- 32.3 Ib 

Length ----------------------------- 35.92 in. 

Cannon used with ------------- M36, M41 or 
M54 

Projectile: 

Body material ------------------- Tungsten car- 
bide and alumi- 
num alloy 

Color ------------------------------- Black w/white 
marking 

Components: 

Cartridge case ------------------- M19, M19B1 

Propelling charge -------------- M17 

Primer ----------------------------- M49 

Tracer ----------------------------- M5A2B1 


ТМ 43-0001-28 


Performance: 
Maximum range ---------------- 14,456 m 
А (15,700 уа) 
Muzzle velocity ----------------- 1165 mps (3875 
fps) 
Temperature limits: i 
Firing: 
Lower limit -------------------- +40°Е 
Upper limit -------------------- +125°Е 
Storage: 

Lower limit rm -80°F (for period 
not morethan 3 
days) 

Upper limit --—- +160°F (for 


period not more 
than 4 hr/day) 
*Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 


wooden box 
oue box: ШЕЛ 
Weight ----------------------------- 
Dimension ------------------------ 42-7/16 x 
12-15/16 x 
8-3/32 in. 
Cube ------------------------------- 2.6 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 
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Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJ ECTILES 

DODAC ------------------------------ 1315-C270 

Drawing number ------------------ 75-1-310 

Limitations: 


This cartridge is not to be fired at tempera- 
tures below +40°F when loaded with M17 pro- 
pellant. 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: SMOKE, WP, M313 AND M313C 


—— 37.46 MAX 











Type Classification: 


STD OTCM 37119 dtd 1959 (M313). 
STD OTCM 37619 dtd 1960 (M3130). 


Use: 


This cartridge is used in 90mm guns for 
spotting and screening purposes and has a lim- 
ited incendiary effect. 


Description: 


The projectile consists of a hollow steel 
forging with a boat-tailed base and streamlined 
ogive. The projectile nose is threaded to receive 
an adapter for the point-detonating fuze and to 
provide a seat for the burster casing assembly. 
The burster casing assembly a thin-walled steel 
tube containing the burster charge and burster 
initiator, extends from the adapter to the rear 
of the projectile cavity. The burster tube pro- 


BURSTER CHARGE 
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BURSTER CASING 


PD FUZE 
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vides a tight seal for the charge of white phos- 
phorous (WP). 


When the weapon is fired, the burning pro- 
pellant creates gases which propel the pe 
out of the gun tube. Upon impact, the point- 
detonating fuze functions igniting the burster 
initiator and detonating the burster charge. 
The projectile casing ruptures, dispersing the 
filler. WP ignites upon contact with the air, pro- 
ducing a dense white smoke and flaming par- 
tides. 


Difference Between Models: 





The M313C is identical to the M313 
except for a different propellant charge which 
gives a lower muzzle velocity and a resultant 
reduction in gun wear. 
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Tabulated Data: 





Complete round: 


M313 M313C 








Type ---------------------- Smoke Smoke 
: (WP) (ND 

Weight ------------------ 42.52 Ib 40.52 Ib 

Length ------------------ 37.44 in. 37.46 in. 

Cannon used with ------------- M36, M41 or 
M54 

Projectile: 
Body material------------------- Steel 
Со1ог------------------------------- Gray w/yellow 


band and mark- 
ing (green wired 
marking for 
later manufac- 


ture) 

Filler and weight --------------- WP, 1.97 Ib 

Components: 

Cartridge case ------------------- M19, M19B1 

Propelling charge -------------- (M313) M15, 
M6, 7.31 Ib; 
(M313C) М1, 
5.33 Ib 

Primer ----------------------------- M49, M28B2 

Burster ---------------------------- M24, Tetrytol, 
2.33 oz 

Burster initiator ---------------- M2 

Fuze -------------------------------- PD, M48A3, 
M57; MTSQ, 
M501 series 

Performance: 

Maximum range ---------------- (M313) 17,717 
m (19.375 yd): 
(M313C) 15,362 
m (16,800 yd) 

Muzzle velocity ----------------- (M313) 821 mps 


(2700 fps); 

(M3130) 730 

mps (2400 fps) 
Temperature limits: 


Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
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Storage: 
Lower limit -------------------- -65°F 
Upper limit -------------------- +125°F 
#Packing ----------------------------- 1 round per 


fiber container; 
2 containers per 


wooden box 
*Packing box: 
Weight --- 132 1b 
Dimensions ---------------------- 43-5/8 x 13 x 
8-5/32 in. 
Cube ------------------------------- 2.69 cu ft 


# NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 





UNO serial number -------------- 0245 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group --- H 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SMOKE 
PROJECTILES 

DODAC ------------------------------ 1315-C258 

Drawing number ------------------ 8858640 

Limitations: 


Since the burster in this ammunition is 
loaded with tetrytol, it is not to be stored or 
fired at temperatures exceeding + 125°F. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases so that if WP 
melts it will resolidify with void space in nor- 
mal position in nose of projectile. Erratic per- 
оо may occur if voids exist inside ће WP 
iller. 


References: 
АМС-Р 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 90 MILLIMETER: TP-T M353 (T22E1), M353A1 (M353E1) AND M353A2 





36.95 MAX 








Ti 02 LINER 


PROPELLING CHARGE 


Type Classification: 


OBS OTCM 37344 (M353). 
STD AMCTC 4634 dtd 1966 (M 353A1). 
STD AMCTC 4634 dtd 1966 (М 353A2). 


Use: 


This cartridge is used in 90mm guns for 
training and marksmanship practice. 


Description: 


The projectile is ballistically matched to 
AP-T Cartridge M318. The body is steel with 
an integral bourrelet and a gilding metal rotat- 
ing band. The flat base is fitted with a tracer. 
An aluminum windshield is threaded to the 
nose. A percussion primer is fitted in the car- 
tridge base. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant creates gases which propel the projectile 
out of the gun tube and ignite the tracer which 
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burns for a minimum of three seconds of projec- 
tile flight. Since it is a practice round, the pro- 
jectile-lacks the penetrating capability of a 
service round. 


Difference Between Models: 





M353 does not contain a cartridge case 
liner. 

M353A1 contains TiO,liner with low tem- 
perature melt wax. 

M 353A2 contains TiO,liner with high tem- 
perature melt wax. 


Tabulated Data 


Complete round: 


уре -------------------------------- TP-T 

Weight ----------------------------- 43.9 Ib 

Length ----------------------------- 36.95 in. 

Cannon used with ------------- M36, M41 or 
M54 

Projectile: 

Body material ------------------- Steel 

Color ------------------------------- Blue w/white 
marking 
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Components: 
Cartridge case ------------------- 


Propelling charge -------------- 


Primer ----------------------------- 
Tracer ----------------------------- 


Performance: 
Maximum range ---------------- 


Muzzle velocity ----------------- 


Temperature limits: 
Firing: 
Lowerlimit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 
Upper limit -------------------- 
*Packing ----------------------------- 


*Packing box: 
Weight ----------------------------- 
Dimensions ---------------------- 


M108, M108B1 
M30 (T36), 8.6 


M58 
M5A2, M5A2B1, 
M13 


21,031 m 
(23,000 yd 
914 mps (3000 
fps) 


-65°F 
+120°F 


-65°F 

+120°F 

l round per 
fiber container; 
2 containers per 
wooden box 


129 Ib 

44 x 12-7/8 x 
8-1/8 in. 
2.64 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


NSN's. 
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Shipping and Storage Data: 


UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------------------ 1315-C290 

Drawing number ------------------ 8861603 

Limitations: 


Do not fire M353A1 rounds which have 
been tank transported at temperatures in 
excess of 120?F. 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: APDS-T, M392A2 AND M392 


PRIMER, 
ELECTRIC: M80 
33.00 MAX 
SS oy 





IGNITER TUBE 
ELECTRIC PRIMER 


un uum e AAA SCR m 


М Ss 6 acre асга 


CARTRIDGE CASE 


PROPELLANT AND LINER ASSY 


Type Classification: 





STD MSR 02787001 (M392A2). 
STD OTCM 38116 dtd 1961 (M392). 


Use: 


This cartridge is a hypervelocity armor- 
piercing type with discarding sabot, intended 
for use in 105mm guns against armored targets. 


Description: 


The projectile consists of a sheathed tung- 
sten carbide core with tracer and a sabot. The 
core, which is the armor-piercing element, is car- 
ried within the sheath with the sabot assem- 
bled on the exterior surface. A plastic band is 
positioned on the outside diameter of the sabot 
at the forward end. A fiber rotating band and a 
rubber obturator are assembled on the outside 
diameter near the base of the sabot. The 


menm ос. 
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igniter tube of the electric primer extends 
almost the entire length of the propellant 
loosely packed in the cartridge case. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 
burning propellant pup the projectile from 
the gun and ignite the tracer which burns for a 
minimum of 2.5 seconds. Setback, centrifugal, 
and air pressure forces cause the sabot to dis- 
card upon leaving the gun tube. The sheathed 
core is spin stabilized and penetrates the target 
solely by kinetic energy. 


Difference Between Models: 





The M392 is of United Kingdom manufac- 
ture and bears the U.K. designation of L36A1. 
The M392 is fitted with U.K. L4A1 or L4A2 
primer. 
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Tabulated Data: 


Complete round: 


Type -------------------------------- APDS-T 
Weight ----------------------------- 41 lb 
Length ----------------------------- 33 in. 
Cannon used with ------------- M68 
Projectile: 
Body material ------------------- Tungsten car- 
bide core 
Color ------------------------------- Black w/white 
marking 
Components: 
Cartridge case ------------------- M115, М115В1 
Propelling charge -------------- M30 (T36) 
Primer ----------------------------- M80A1 
Tracer ----------------------------- M13 
Performance: 
Maximum range ---------------- 36,745 m 
. dos ya) 
Muzzle velocity ----------------- 478 mps (4850 
fps) 
Temperature limits: 
Firing: 
Lowerlimit -------------------- -40°Е 
Upper limit -------------------- +125°Е 
Storage: 


Lower limit -------------------- 


*Packing box: 
Weight ----------------------------- 
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-80°F (for period 
not more than 3 


n 

+160°Е (for 
period not more 
than 4 hr/day) 

] round per 
fiber container; 
2 containers per 
wooden box 


Dimensions ---------------------- 39-7/8 x 14-1/8 x 
8-23/32 in. 
Cube ------------------------------- 2.8 cu ft 


* NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (08) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------ 1315-C505, 
C506 

Drawing number ------------------ 8863427 

Limitations: 


United Kingdom L28A1 cartridge, similar 
to the M392 except for its primer (L1A2, L1A3, 
or L1A4), is not to be fired in 105mm gun M68 
except under combat emergency conditions. 
The clip will remain on the cartridge case at all 
un until the cartridge is partially cham- 

ered. 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: APERS-T, M494 





PRIMER, 
ELECTRIC: M86 





FUZE FUNCTIONING 
FOR PAYLOAD 
DISCHARGE 


BUILT IN FUZE 
RANGE STANDOFF 
OF 75 M 


RANGE SETTING ACTION 


FUZE FUNCTIONING 
FOR PAYLOAD 
А DISCHARGE 


MUZZLE ACTION 


Type Classification: 





STD AMCTC 975 dtd 1972 
Use: 


This fixed cartridge is fired from 105mm 
gun cannon M68. The cartridge is designed for 
close-in defense against massed infantry 
assaults and for offensive tire against exposed 
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103M 119M 






U 
AR 199882 


enemy personnel, There is a secondary capabil- 
ity against light armor and low-flying aircraft. 


Description: 


The projectile casing consists of’ a forward 
aluminum body and a rear steel base. А fuze 
adapter containing four detonators, a relay and 
detonator assembly, and a flash tube is fitted to 
the forward end of the body. The flash tube 
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extends from the fuze adapter to the projectile 
base. Flechettes and a yellow dye marker are 
contained in the body of the projectile. The 
base of the projectile contains an expelling 
charge and a tracer. The cartridge case, fitted 
at the base with an electric primer, is crimped 
to the projectile. A mechnical-time fuze with 
ee action capability is used with this car- 
tridge. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge and tracer. Gases pro- 
duced by the burning propellant propel the pro- 
jectile from the gun. Concurrently with fuze 
functioning, the fuze detonator ignites the 
relay and the four detonators in the projectile. 
Upon functioning of the detonators, the for- 
ward portion of the projectile is ruptured 
releasing the flechettes and dye marker. 
Detonator flash follows the flash tube to ignite 
the expelling charge and detonation of the 
expelling charge ejects the flechettes in the 
lower portion of the projectile. Flechettes are 
dispersed in a cone-shaped pattern, resulting 
from the forward force of the expelling charge 
and centrifugal force from projectile spin. 


Tabulated Data: 





Complete round: 


Type -------------------------------- APERS-T 

Weight ----------------------------- 55 Ib 

Length = ----------------------------- 39.17 in 

Cannon used with ------------- M68 

Projectile: 

Body material ------------------- Aluminum and 
steel 

Color ------------------------------- Olive drab 


w/yellow band, 
white marking 


and white dia- 
monds 
Filler and weight --------------- ann 9.2 
Components: 
Cartridge case ------------------- M150B1 
Propelling charge -------------- M6, 9.2 Ib 
Primer ----------------------------- M86 electric 
Tracer ----------------------------- M13 
Faze -------------------------------- MT-M571 
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Performance: 
Maximum range ---------------- 4400 m (4840 
yd) 
Muzzle velocity ----------------- 821 mps (2700 


fps) 
Flechette range from 
point of fuze function ------ 300 m (330 yd) 
Temperature limits: 


Firing: 
Lower limit -------------------- -40°F 
U pper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -65°F 
Upper limit -------------------- +145°F 
*Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 
*Packing box: 
Weight ----------------------------- 140 Ib 
Dimensions ---------------------- 46-1/4 x 14-3/16 
x 8-11/16 in. 
Cube nn 3.3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group --- E 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 

DODAC  ------------------------------ 1315-С519 

Drawing number ------------------ 9229962 

Limitations: 


Firing the ammunition over the heads of 
exposed friendly troops is prohibited. When fir- 
ing muzzle action, assure that personnel clear 
dispersion cone area and take cover. 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: APFSD-T, M900 


с 39.5 МАХ 


FIRE IN Mt TANK ONLY 
WITH BREECH S/N HIGHER 
THAN 4804 


3-7 101 MAY 





Type Classification: 
TC LRP Dec 19809. 
Use: 


This is a kinetic energy, armor-piercing 
antitank round intended for use with the 


и M68 series gun mounted on M1 tanks 
only. 


Description: 


The M900 is a U.S. designed and devel- 
oped 105mm APFSDS-T cartridge. The com- 
plete round contains a propulsion system con- 
sisting of an M148A1B 1 steel cartridge case, an 
M43 LOVA propellant, an M 128 primer, and a 
gun tube wear-reducing titanium dioxide liner 
which is assembled to the interior wall of the 
cartridge case. The projectile portion of the 
round consists of a subprojectile and a sabot. 
The subprojectile is made up of monolithic 
depleted uranium core, which is fitted with an 
aluminum windshield, a steel tip, and an alumi- 
num fin assembly. The sabot is comprised of 
three 120? aluminum sections which are assem- 
bled around the subprojectile. A steel bour- 
relet, containing three shear cuts, is screwed to 
the sabot forward face. A nylon obturator and 
polypropylene seal is assembled around the 
Sabot, and a silicone rubber seal is applied over 
the rear face of the sabot. An M13 tracer is 
assembled to the fin and is held in place by a 
threaded plug and disc assembly. 


Functioning: 


The M900 is loaded and fired from the 
M68 series, 105mm gun in the normal manner. 









OBTURATOR 
BOURRELET 
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Initiation of the electric primer ignites the pro- 
pelling charge generating gases which drive the 
projectile from the gun and ignite the tracer. 
The silicone seal at the rear of the sabot pre- 
vents gas leakage between the sabot segments 
and the driving forces (gas) propelling the sub- 
projectile downbore. Upon leaving the gun, 
aerodynamic forces cause the sabot to separate 
from the subprojectile allowing the subprojec- 
tile to continue on a true course to target while 
the sabot segments fall quickly to earth. Target 
penetration is effected strictly by the high 
kinetic energy of the subprojectile impacting 
the target. 


Tabulated Data: 





Complete round: 


Type -------------------------------- Fixed, 
APFSDS-T 
Weight ----------------------------- 40.8 Ib (18.5 kg) 
Length ----------------------------- 39.5 in. 
(100.4 cm) 
Assembly drawing ------------- 12910111 
Color ------------------------------- Black w/white 
markings 
Projectile weight as fired ---- 15.1 Ib (6.86 kg) 
Propellant ------------------------ 13.5 Ib 
Temperature limits: 
Firing: 
Lower Limit ------------------ -20°F (-28.9°C) 
Upper Limit ------------------ +120°F 
(448.9'C) 
Storage: 
Lower Limit ------------------ -35*F (-37.2°C) 
Upper Limit ------------------ +145°F 
(462.8'C) 
Performance: ----------------------- 75 KSI @70'F 
Velocity ------------------------------- 1505 MPS 
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Packaging (light weight container): 


Inner pack drawing ----------- N/A 

Outer pack drawing ----------- 12561500 

Weight (empty) ----------------- 17 Ib 

Dimensions ---------------------- 6.84 x 6.84 x 
44.5 in. 

Cube (ft) -------------------------- 1.2 cu ft 

*Packing -------------------------- one round per 
light weight 
metal container: 
30 containers 


per metal pallet 
Pallet (w/30 containers): 


Weight (empty) ----------------- 1033 Ib 

Dimensions ---------------------- 44-1/2 x 42 x 39 
in. 

Cube ------------------------------- 42.2 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSNs. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 
Quantity-distance dass --------- (04) 1.2 
Storage compatibility group --- C 

DOT shipping dass -------------- A 


NOTE: Some quantities of M900 primers are 
marked "XM 128". The "X" marking is to be dis- 
regarded, XM 128 primers are the same as type 
classified M 128 primers. 


DOT container marking -------- CARTRIDGES 
FOR 
WEAPONS, 
INERT PRO- 
JECTILE AND 
DOT E-9649 

DODAC ------------------------------ 1315-C543 

NSN ----------------------------------- 1315-01-324- 
6633 

Drawing number ------------------ 12910111 

Limitations: 


Projectile is not to be disposed of by burn- 
ing or detonation. 


NOTE 


Loss or unauthorized firings of 
the M900 must be reported to 
the HQ, AMCCOM RPO within 
24 hours of the discovery. 
Report to: 


CDR USA AMCCOM 

ATTN: AMSMC-SF (RPO) 

Rock Island, IL 61299-6000 

DSN: 793-2969/2964/2965/2966 

Commercial: (309)782-2961/2965 
782-2964/2966 


2-76 


WWW.SURVIVALEBOOKS.COM 


The M900 is a full service round which 
may only be fired during war emergency. All 
peacetime firings are prohibited except on 
ranges which are Nudear Regulator 
Commission (NCR) approved and/or have host 
nation agreement. The M900 will not be fired 
over the heads of friendly troops unless troops 
are protected by adequate cover. Troops may 
be struck by the discarded sabot. 


WARNING 


eTHE M900 IS AUTHORIZED 
FOR USE IN M1 TANKS ONLY. 
FIRING THE M900 FROM ANY 
OTHER 105MM TANK SYSTEM 
MAY RESULT IN THE FAIL- 
URE OF THE GUN MOUNT. 
FIRING THE M900 IN UN- 
AUTHORIZED GUN MOUNTS 
WILL RESULT IN FAILURE OF 
THE RECOIL MECHANISM 
HYDRAULIC SEALS. 


e DO NOT FIRE THE M900 
FROM 105MM, M68 SERIES 
CANNON EQUIPPED WITH 
BREECHES HAVING SERIAL 
NUMBERS LOWER THAN 
4804. BREECHES WITH 

SERIAL NUMBERS LOWER 

THAN 4804 CAN FAIL 

CATASTROPHICALLY WITH- 

OUT WARNING. INITIAL 

QUANTITIES MAY BE STEN- 

CILED WITH A NOTE INDI- 

CATING А CUTOFF POINT 

FOR THE BREECHES AT 

SERIAL NUMBER 6000. THIS 

NUMBER SHOULD NO LON- 

GER BE CONSIDERED VALID. 


e DO NOT FIRE M900 
CARTRIDGES WHERE THE 
PROJECTILE IS LOOSE 
WITHIN THE CARTRIDGE 
CASE; 1. E., ROTATING, WOB- 
BLING, RATTLING, OR ANY 
OTHER UNSECURED MAN- 
NER. THIS CONDITION MAY 
RESULT IN EXCESSIVE 
PRESSURE WHILE FIRING 
RESULTING IN CATASTRO- 
PHIC BREECH FAILURE. 
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e HATCHES MUST REMAIN 
CLOSED AND THE TURRET 
VENT BLOWER MUST 
REMAIN ON WHEN FIRING 
TO PREVENT BUILDUP OF 
TOXIC GAS (CARBON MON- 
OXIDE). CREW MEMBERS 
ARE REQUIRED TO WEAR 
SINGLE HEARING PROTEC- 
TION (COMBAT CREWMEN 
HELMET) DURING ALL M900 
FIRING. OBSERVERS ON 
THE GROUND SHOULD STAY 
BEHIND THE TANK AND 
WEAR DOUBLE HEARING 
PROTECTION DURING MAIN 
TANK WEAPON FIRING. 
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CARTRIDGE, 105 MILLIMETER: DUMMY, M457 





ОМ 








Type Classification: 





STD AMCTC 639 dtd 1962. 
Use: 


This dummy cartridge is used as a drill 
round to train tank crews in handling ammuni- 
tion and loading the 105mm gun cannon. 


Description: 


The cartridge simulates a loaded round of 
105mm high-explosive plastic ammunition in 
size, weight, and center of gravity. The projec- 
tile is of steel, and is secured to the cartridge 
case by crimping. A steel weight is assembled 
to the rear of the projectile and is held in place 
with a spring pin. 


SPRING PIN 
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PROJECTILE BODY 
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Functioning: 


The cartridge is completely inert and does 
not function. 


Tabulated Data: 





Complete round: 


SE -------------------------------- Dummy 
eight ----------------------------- 44 Ib 

Length ----------------------------- 37 in. 

Cannon used with ------------- M68 
Projectile: 

Body material ------------------- Steel 

Color ------------------------------- Blue w/white 

marking 


(unpainted on 
bronze body for 
later manufac- 


turer) 
Components: 
Cartridge case ------------------- М148А1В1 
Propelling charge -------------- N/A 
Primer ----------------------------- N/A 
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“Packing ----------------------------- І round per Shipping and Storage Data: 
fiber container; 
2 containers per Quantity-distance class --------- N/A 
wooden box Storage compatibility group --- N/A 
DOT shipping class -------------- N/A 
*Packing box: DOT designation ------------------ NON- 
Weight ----------------------------- 137 Ib EXPLOSIVE 
Dimensions ---------------------- 43-1/2 x 14 x AMMUNITION 
-1/2 in. DODAC ------------------------------ 1315-C514 
Cube ------------------------------- 3 cu ft Drawing number ------------------ 10534154 
References: 
* NOTE: See DOD Consolidated Ammunition AMD-P_ 700-3-3 
Catalog for complete packing data including SB 700-20 
NSN's. TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: HEP-T, M393A2 AND M393A1 
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37.00 MAX 


Type Classification: 





STD AMCTC 3325 dtd 1965. 


Use: 
This cartridge is designed for use against 
armored targets, light materiel, and personnel. 


Description: 


The cartridge carries a payload of 6.6 
pounds of Composition A3, a high-explosive plas- 
tic composition. The projectile is a thin-walled 
cylinder with a relatively short ogive and a flat 
base. The base of the projectile is fitted with a 
base-detonating (BD) fuze and a tracer. The pro- 
jectile is assembled to a brass (or steel) car- 
tridge case fitted with an electric primer and 
containing a bagged propelling charge. 


Functioning: 


When the weapon is fired, the electrically 
initiated primer ignites the propelling charge. 
The burning propellant ignites the tracer and 
creates gases which force the projectile out of 
the gun tube and propels it to the target. Upon 
impact, the fuze functions initiating the explo- 
sive filler. 


Difference Between Models: 





The M393A1 differs from the M393A2 in 
that the M393A1 employs the BD fuze M534 
while the M392A2 employs the BD fuze M578. 
The filler weight on the M393A1 is 0.3 pounds 
less. 





U 
AR 101985 
Tabulated Data: 
Complete round: 
Type -------------------------------- HEP-T 
Weight ----------------------------- 45 Ib 
Length ----------------------------- 37 in 
Projectile: 
Filler ------------------------------- M68 
Explosive (393 A2) ------------- Comp A, 6.6 Ib 
Explosive (393A1) ------------- Comp A, 6.3 Ib 
Body materiel ------------------ Steel 
Color ------------------------------- Olive drab w/ 
yellow markings 
and black band 
Components: 
Cartridge сазе ------------------- M150B1 (steel); 
M150 (brass) 
Propellant ---------------------------- MI, 5.9 Ib 
Primer (electric) ---------------- M86 
Tracer ----------------------------- M12 
Performance: 
Maximum range ---------------- gr m (10,400 
у 
Muzzle velocity ----------------- 2400 m (731.5 
mps ) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 
Lower limit -------------------- -80°F (for period 
not more than 3 
days) 
Upper limit -------------------- + 160°F (for 


period not more 


than 4 hr/day) 
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*Packing ------------------------------- 1 round per Storage compatibility group --- E 
fiber container, DOT shipping dass -------------- A 
2 containers per DOT designation ------------------ AMMUNITION 
wooden box FOR CANNON 
"Packing box WITH 
Weigh (w/2 ctgs )--------------- 137 Ib EXPLOSIVE 
Dimensions O D------------------- 43-1/2 x14x PROJ ECTILE 
8-1/2 in. DODAC ------------------------------ 1315-C429; 
Cube ---------------------------------- 3 cu ft 1315-C518 
u Drawing number ------------------ M 393A2 
* NOTE: See DOD Consolidated Ammunition 8886470 
Catalog for complete packing data induding M 393A 1- 
NSN's. 8853735 
Shipping and Storage Data: References: 
UNO serial number -------------- 0006 AMC-P 700-3-3 
Quantity-distance dass --------- 11 SB 700-20 
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CARTRIDGE, 105 MILLIMETER: HEAT-1, M456 SERIES 


AA 39.6 MAX 
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NES STANDOFF SPIKE 
CARTRIDGE 
PRIMER CASELINER OBTURATOR CHARGE WIRE LEAD T 
FIN AND BOOM ASSY AR 5797 


Type Classification: 


STD AMCTC 4677 dtd 1966 (M456A1), 
OBS MSR 11756003 (M456). 





Use: 


This cartridge is a high-explosive antitank 
cartridge and is intended for use in 105mm 
guns against armored targets. 


Description: 


The steel body projectile is fitted with a 
plastic obturator, a threaded standoff spike 
assembly, a fin and boom assembly, and a point- 
initiating point-detonating fuze. A funnel- 
shaped copper liner within the body shapes the 
explosive charge of Composition B. A piezoelec- 
tric element retained in a nose cap is fitted to 
the spike assembly, and is connected to the base- 
detonating fuze in the body, The fin is 
threaded to receive a tracer. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 
burning propellant propel the projectile from 
the gun and ignite the tracer which burns for a 
minimum of 2.5 seconds. Upon impact, fuze 
functioning detonates the projectile and the 
cone collapses, creating a high velocity focused 
shock wave and a jet of metal particles that pen- 
etrates the target. 


Difference Between Models: 





The three models in the M456 series differ 
in the use of cartridge case liners. The M456.41 
has a cloth liner coated on one side with a wax- 
titanium dioxide admixture covered with mylar 
film. The M456E1 has a similar liner without 
the mylar film. The M456 has no liner. The 
M456A1 also differs from other models in the 
series in that all projectile bodies manufactured 
after August 1967 entirely enclose the fuze. 
Earlier M456A1 production, as well as all 
M456E1 and M456 models, are assembled with 
an aluminum chamber. 


2-83 


TM 43-0001-28 


Tabulated Data: 


Complete round: 


Type-------------------------------- HEAT-T 

Weight  ----------------------------- 481b 

Length -------------------------- 39.6in. 

Cannon used with ------------- M68 
Projectile: 

Body material ------------------- Steel 

Color ------------------------------- Black w/white 


markings and 
yellow band 


Filler and weight --------------- CompB, 2.14 1b 
Components: 
Cartridge case ------------------- М148А1В1 
Propellant ------------------------ M30 
Primer ----------------------------- M83 
Tracer ----------------------------- M13 
Fuze -------------------------------- PIBD-M509A1 
Performance: 
Maximum  range---------------- 8200 m (8975 
d) 
Muzzle velocity ----------------- 1173 mps (3850 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°Е 
Upper limit -------------------- +140°F 
Storage: 
Lower limit -------------------- -65°F 
Upper limit -------------------- +145°F 
“Packing ----------------------------- 1 round per 


fiber container; 
2 containers per 
wooden box 
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“Packing box: 


Weight ----------------------------- 132 Ib 

Dimensions ---------------------- 45-13/16 x 
14-3/16 x 
8-25/32 in. 

Cube ------------------------------- 3.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 
Quantity-distance class --------- (12) 1.2 


Storage compatibility group --- E 
DOT shipping class -------------- A 


DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 
DODAC ------------------ 1315-C508 
Drawing number ------------------ 8861065 
Limitations: 


Do not fire M456El cartridges which have 
been tank transported at temperatures above 
120°F 


References: 
AMC-P 700-3-3 


SB 700-20 
TM 9-1300-251-20 
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PROPELLING TRACER 








CARTRIDGE CASE CHARGE 


CARTRIDGE 
PRIMER 


FIN AND BOOM ASSY 


Type Classification: 


Recommended STD by General Offcers 
Review, 3 June 1980. 


Use: 


This cartridge is a high-explosive antitank 
cartridge and is intended for use on 105mm 
guns M68 against armored targets. 


Description: 


The steel body of the projectile is fitted 
with a plastic obturator and seal, a threaded 
standoff spike assembly covered by an impact 
switch assembly (held in place with a collar), a 
tin and boom assembly and a point-initiating 
point-detonating fuze. A funnel-shaped copper 
liner within the body shapes the explosive 
charge of Composition B. А power supply 





CASELINER OBTURATOR 


9S9*W DLO 
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ASSEMBLY 
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CHARGE WIRE LEAD 
COPPER LINER AR 199816-A 


retained by the impact switch assembly is fitted 
to the spike assembly, and is connected to the 
base-detonating fuze in the body. The addition 
of the impact switch assembly provides for a 
higher functioning reliability in that initiation 
сап occur upon contact with any part of the 
standoff spike assembly, i.e., improved perform- 
ance on irregular surfaces and graze function- 
ing. The fin is threaded to receive a tracer. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 
burning propellant propel the projectile from 
the gun and ignite the tracer which burns for a 
minimum of 2.5 seconds. Upon impact, fuze 
functioning detonates the projectile and the 
cone collapses, creating a high velocity focused 
shock wave and a jet of metal particles that pen- 
etrate the target. 
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Difference Between Models: Temperature limits: 
Firing: 
Lower limit -------------------- -40°F (-400C) 
M456 M456E1 M456A1 M456A2 Upper limit -------------------- +125°F 
(+52.0°C) 
No car- Cartridge Cartridge Same as Storage: 
tridge case liner сазе liner M456A1 Lower limit -------------------- -65°F (-53.8°C) 
case with wax with wax Upper limit -------------------- +145°F (463°C) 
liner titanium titanium *Packing ----------------------------- 1 round per 
dioxide dioxide fiber container; 
on one covered 2 containers per 
side with wooden box 
mylar *Packing box: 
Weight ----------------------------- 141 Ib 
Alumi- Aluminum Early pro- Collar Dimensions ---------------------- 45-13/16 x 
num chamber duction ring to 13-15/16 x 
chamber (base of and alum- retain 8-7/16 in. 
projectile imun cham- impact Cube ------------------------------- 3.] cu ft 
projectile body) ber body switch 
body) (After Aug assembly * NOTE: See DOD Consolidated Ammunition 
67 enclose)  (FFAIS - Catalog for complete packing data including 
Full NSN’S. 
Frontal 
Area Shipping and Storage Data: 
Impact 
Switch) UNO serial number -------------- 0321 
Quantity-distance class --------- (08) 1.2 
Storage compatibility group--- E 
DOT shipping class -------------- A 
Tabulated Data: DOT designation ----------------- AMMUNITION 
FOR CANNON 
Complete round: WITH 
Type -------------------------------- HEAT-T EXPLOSIVE 
Weight ----------------------------- 49 Ib PROJECTILES 
Length ----------------------------- 39.6 in. DODAC ----------------------------- 1315 -C508 
Cannon used with ------------- M68 Drawing number ----------------- 9312816 
Projectile: 
Body material ------------------- Steel Limitations: 
Color ------------------------------- Black w/yellow 
markings Firing this cartridge over the heads of 
Filler and weight --------------- Comp B, 2.14 Ib friendly troops is prohibited, unless troops are 
Components: protected by adequate cover. This limitation is 
Cartridge case ------------------- М148А1В1 based upon the possibility of an airburst down- 
Propellant ------------------------ M30 range. 
Primer ----------------------------- M83 
Tracer ----------------------------- M13 References: 
Fuze -------------------------------- PIBD-M509AI 
Performance: AMC-P 700-3-3 
Maximum range ---------------- 8200 m (8975 SB 700-20 
yd) TM 9-1300-250 
Muzzle velocity ----------------- 1173mps (3850 TM 9-1300-251-20 
fps) TM 9-1300-251-34 


2-86 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 105 MILLIMETER: SMOKE, W-T, M416 


PRIMER, 
ELECTRIC: 
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ELECTRIC PRIMER 
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PROPELLING CHARGE 


Type Classification: 





STD AMCTC 2173 dtd 1964. 
Use: 


This cartridge is intended for screening 
and spotting fire from 105mm gun cannons. 
There is some limited incendiary effect. 


Description: 


The thin walled projectile is cylindrical in 
shape with a relatively short ogive and is fitted 
with two gilding metal rotating bands. The pro- 
jectile is loaded with white phosphorous (WP), 
and has a base-detonating fuze and an extended 
tracer. The shell contains a centrally oriented 
burster of Composition B. To increase in flight 
stability at temperatures above + 110°Е the 
burster casing is machined with a six-bladed 
impeller which extends into the WP filler. The 





NIA 
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AR 199815-A 


ROTATING BANDS 





WP CHARGE 


ARIW814 


cartridge case contains bagged propellant and is 
equipped with an electric primer. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 
burning propellant propel the projectile from 
the gun and ignite the tracer which burns for a 
minimum of six seconds. Upon impact, the 
fuze functions and detomates the burster charge 
which ruptures the projectile and clisperses the 
WP filler. Upon contact with the air, WP 
ignites producing a dense cloud of smoke. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Smoke WP-T 
Weight ---------------------------- 45.5 Ib 
Length ---------------------------- 37 in. 
Cannon used with ------------- M68 
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Projectile: 
Body material ------------------- Steel 
= Light green 
w/yellow band 
and light red 
markings 
Filler and weight --------------- WP, 6 Ib 
Components: 
Cartridge case ------------------- M150B1, M150 
Propellant ------------------------ MI 
Primer ----------------------------- M86 
Ттасег ----------------------------- M12 
Burster ---------------------------- M48 
Fuze ------ BD,M534 
Performance: 
Maximum range ---------------- 9150 m (10,000 
d) 
Muzzle velocity ----------------- 730 mps (2400 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F 
Upper limit -------------------- +125°F 
Storage: 

Lower limit -------------------- -80°F (for period 
not more than3 
days) 

Upper limit -------------------- +160°F (for 


period not more 
than 4hr/day) 
#Packing ----------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 
*Packing box: 
Weight ----------------------------- 137 Ib 
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Dimensions ---------------------- 43-1/2 x 14 x 
8-1/2 in. 
Cube ------------------- 3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0245 

Quantity-distance class --------- (12) 1.2 

Storage compatibility group--- H 

DOT shipping class -------------- A 

DOT designayion ------------------ AMMUNITION 
FOR CANNON 
WITH SMOKE 


PROJECTILES 
DODAC ------------------------------ 1315-C512 
Drawing number ------------------ 8886487 


Limitations: 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases so that if WP 
melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside the WP filler. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
TM 9-2350-311-10 
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CARTRIDGE, 105 MILLIMETER: TP-T, M467 





37.0 MAX 
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PROPELLING CHARGE 
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ELECTRIC PRIMER 








TRACER 
AR19810 
Type Classification: Tabulated Data: 
STD MSR 0173625 dtd 1973, 
Complete round: 
Use: Type ------------------------------- TP-T 
Weight ---------------------------- 45 lb 
This cartridge is for use in 105mm gun can- Length ---------------------------- 37 in. 
nons for training in marksmanship. Cannon used with ------------- M68 
Description: Projectile: 
Body material ------------------ Steel 
The cartridge is similar in appearance and Color ------------------------------ Blue w/white 
ballistically similar to high-explosive plastic serv- marking 
ice rounds. The projectile consists of a steel 
body and it fitted with a tracer. The cartridge Components: 
case contains bagged propellant and is equipped Cartridge case ------------------ M150B1, M150 
with an electric primer. Propelling charge ------------- MI 
Primer ---------------------------- M86 
Functioning: Tracer ---------------------------- M12 
The electrically initiated primer ignites Performance: 
the propelling charge. Gases produced by the Maximum range 9510 m 
burning propellant propel the projectile from (10,400 yd) 


the gun and ignite the tracer which burns for a 
minimum of 2,5 seconds. 


Muzzle velocity 


730 mps (2400 
fps) 
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Temperature limits: 


Firing: 
Lower limit -------------------- 
Upper limit -------------------- 


Storage: 


Lower limit -------------------- 


Upper limit -------------------- 


*Packing box: 
Weight ----------------------------- 


2-90 


40'F (-40'C) 
+125°Е 
(+52.0°С) 


-80°F (-62.2°C) 
(for period not 
more than 3 
days) 

+160°F 
(-71.1°C) (for 
period not more 
than 4 hr/day 


round per 
fiber container; 
2 containers per 
wooden box 


Dimensions ---------------------- 43-1/2 x 14 x 
8-1/2 in 
Cube ------------------------------- 3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 
Quantity-distance class --------- (08) 1.2 
Storage compatibility group --- С 


DOT shipping class -------------- 
DOT designation ------------------ AMMUNITION 
FOR CANNON 


WITH EMPTY 


PROJECTILES 
DODAC _ ------------------------------ 1315-C510 
Drawing number ------------------ 8863618 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: TM490 





ELECTRIC PRIMER FIN ASSY BOOM 
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PROPELLING CHARGE 


TRACER 


Type Classification: 
STD AMCTC 1103 dtd 1963. 


Use: 


This cartridge is for use in 105mm gun can- 
nons for training in marksmanship. 


Description: 


The cartridge is similar in external appear- 
ance and ballistically similar to HEAT-T car- 
tridge M456 series. The projectile consists of a 
steel body, an aluminum standoff spike, and a 
boom and fin assembly with tracer. The car- 
tridge case is filled with loosely packed 
propellant and is fitted with an electric primer. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 





KA 
TAXIS 
TIKI 








U 
AR 199813 


STANDOFF SPIKE 


NOSE CAP 


OBTURATOR 
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burning propellant propel the projectile from 
the gun and ignite the tracer which burns for а 
minimum of 2.5 seconds. 


Tabulated Data: 


Complete round: 


Туре nn ТР-Т 
Weight ----------------------------- 45 Ib 
Length ----------------------------- 39 in 
Cannon used with ------------- M68 
Projectile: 
Body material ------------------- Steel 
Color == dene Blue w/white 
marking 
Components: 
Cartridge case ------------------- M148AIB1, 
M148A1 
Propelling charge -------------- M30 
rege nenn M83 
Tracer ----------------------------- M13 
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Performance: 
Maximum range ---------------- 8207 m (8975 
d) 
Muzzle velocity ----------------- 1170 mps (3850 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40'F (-40°C) 
Upper limit -------------------- +125°F 
(+52.0°C) 
Storage: 
Lower limit -------------------- -80°F (-62.2°C) 
(for period not 
more than 30 
days) 
Upper limit -------------------- +160°F (71.1°C) 
(for period not 
more than 4 
hr/day) 
#Packing ----------------------------- 1 round per 


fiber container; 

2 containers per 

wooden box 
*Packing box: 


Weight ----------------------------- 132 lb 
Dimensions ---------------------- 45-7/8 x 14-1/4 

x 8-3/4 in. 
Cube ------------------------------- 3.3 cu ft 


* NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 
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Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (04) 1.2 

Storage compatibility group --- a 

DOT shipping class -------------- 

DOT designation ------------------ P AMMUNITION 
FOR CANNON 
WITH EMPTY 


PROJECTILES 
DODAC ------------------------------ 1815-C511 
Drawing number ------------------ 8865533 


Limitations: 


M490 cartridges manufactured prior to 
January 1967 have a cartridge case liner which 
utilizes a low-melt wax. Do not fire cartridges 
which have been tank transported at tempera- 
tures above + 120°F (+49°С). 


References: 


AMC-P 700-3-3 
TM 9-1300-251-20 
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CARTRIDGE, 105 MILLIMETER: TP-T, M393A1 


pueros 37.00 MAX 





ELECTRIC 
PRIMER M86 





CARTRIDGE CASE M150B1 


Type Classification: 





STD. 


Use: 


This cartridge is for use in 105mm gun can- 
nons for training in marksmanship. 


Description: 


The cartridge is similar in appearance and 
is ballistically matched to the high-explosive 
plastic round M393A1 and M393A2. The projec- 
tile is filled with inert material and has a tracer 
at the base. The projectile is assembled to a 
steel cartridge case fitted with the same model 
(M86) electric primer as the service round and 
contains the same type bagged propelling 
charge. 


PROPELLING CHARGE 


105MM PROJECTILE 
LOADING ASSEMBLY 
RING TP-T, M393A1 


U 
AR 5784 


When the weapon is fired, the electrically 
initiated primer ignites the propelling charge. 
Gases produced by the burning propellant pro- 
pel the projectile from the gun and ignite the 
tracer, enabling the gunner in tracking the tar- 
get. 


Tabulated Data: 





Complete round: 


Type -------------------------------- TP-T 

Weight ----------------------------- 45 Ib 

Length ----------------------------- 37 in. 

Cannon used with ------------- M68 

Projectile: 

Type of filler --------------------- E (inert) 

Body material ------------------- Steel 

Color ------------------------------- Blue w/white 
markings 
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Components: 
Cartridge case ------------------- 


Propellant ----------------------------- 


Primer (electric) ---------------- 
Tracer ----------------------------- 


Performance: 
Maximum range ---------------- 


Muzzle velocity ----------------- 


Temperature limits: 
Firing: 
Lower limit -------------------- 
Upper limit -------------------- 
Storage: 
Lower limit -------------------- 


Upper limit -------------------- 


#Packing ----------------------------- 


M150B1 (steel) 
MI (5.9 Ib) 
M86 


9510 m 

(10,400 yd) 
731.5 mps 
(2400 fps) 


-40°Е 
+125°Е 


-80°F (for period 
not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 

1 round per 
fiber container; 
2 containers 
per wooden box 


*Packing box: 


Weight (w/2 ctgs)----------------------- 137 Ib 
Dimensions OD------------------------ 43-1/2 x 14x 

8-1/2 in. 
Cube ------------------------------- 3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 


UNO serial number -------------- 0328 

Quantity-distanceclass ---------------- (08) 12 

Storage compatibility group ---- C 

DOT shipping class -------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH INERT 
LOADED 
PROJECTILE 

DODAC _ ----------------------------------- 1315-C503 

Drawing number ------------------------ 9335943 

References: 

SB 700-20 
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CARTRIDGE, 105 MILLIMETER: TP-T, M490A1 





AMMO LOT 
х2 
CATG TP-T MA90A1 






FOR GUN MES 


PLUG AND DISC ASSEMBLY ! 


Type Classification: 





STD MSR 06846011. 


Use: 


This cartridge is for use in 105mm tank 
cannon M68 for training in marksmanship. 


Description: 


The cartridge is the same in external 
appearance as the basic M490. However, inter- 
nally it differs from the M490 in that the projec- 
tile has no fin assembly and is static stabilized. 
The projectile body is one inch longer. Some 
M490A1’s may be assembled with the spiral- 
wrapped cartridge case. The standoff spike is 
steel, not aluminum, and the obturator has no 
seal. 


The propellant in the cartridge case is the 
M14 and not the M30 as in the M490 cartridge. 
The cartridge case is fitted with the electric 
primer M80A1 instead of the M83. 


Functioning: 


The electrically initiated primer ignites 
the propelling charge. Gases produced by the 
burning propellant propel the projectile from 
the gun and ignite the tracer which burns for a 
minimum of 2.5 seconds. 
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Tabulated Data: 
Complete round: 
Type -------------------------------- TP.T 
Weight ----------------------------- 45.81 Ib 
Length ----------------------------- 39.34 in. 
Cannon used with ------------- M68 
Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Blue w/white 
markings 
Components: 
Cartridge case ------------------- M148A1B1, 
M148A2B1* 
Propelling charge -------------- M14 
Primer ----------------------------- M80A1 
Tracer ----------------------------- M13 
Fuze -------------------------------- N/A 
Performance: 
Maximum range ---------------- 8975 yd 
Average velocity ---------------- 3850 fps 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F (-40°C) 
Upper limit -------------------- +125°F (452°C) 
Storage: 
Lower limit -------------------- -80°F (-62.2°C) 


(for period not 
more than 3 
days) 

Upper limit -------------------- +160°F 
(+71.0°C) (for 
period not more 
than 4 hr/day) 


* MI48A2B1 uses spiral-wrapped cartridge case. 
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##Packing --------------------------- 1 round per Storage compatibility group --- С 
fiber container, DOT shipping class -------------- B 
2 containers per DOT designation ------------------ AMMUNITION 
wooden box FOR CANNON 
**Packing box: WITH EMPTY 
Weight ----------------------------- 132 lb PROJECTILES 
Dimensions ---------------------- 45-13/16 x Drawing number ------------------ 9343009 
14-13/16 x 12935040*** 
8-25/32 in. DODAC _ ------------------------------ 1315-C511 
Cube ------------------------------- 3.3 cu ft 
*** This drawing shows the M490Al assembled 
**NOTE: See DOD Consolidated Ammunition with the spiral-wrapped cartridge case. 
Catalog for complete packing data including 
NSN’s. 
References: 
Shipping and Storage Data: 
AMC-P 700-3-3 
UNO serial number -------------- 0328 ТМ 9-1300-251-20 
Quantity-distance class --------- (04) 1.2 TM 9-1300-251-34 
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CARTRIDGE, 105 MILLIMETER: TPDS-T, M724Al AND M724 





33.00 MAX 








IGNITER TUBE 
ELECTRIC PRIMER 





PROPELLANT 


Type Classification: 
STD MSR 05746014 dtd 1974. 





Use: 


This cartridge is used for gunnery train- 
ing in tank-mounted 105mm gun cannons. 


Description: 


The discarding sabot round is similar in 
external appearance and is ballistically similar 
to 2,000 meters with the APDS-T cartridge 
M392A2. There is a tracer located in the base 
of the projectile. A plastic band endrdes the 
sabot at the forward end. A fiber rotating band 
and rubber obturating band are mounted 
toward the base of the sabot. The igniter tube 
of the electric primer extends almost the entire 
length of the propellant packed loosely in the 
cartridge case. Some M724A1's may be assem- 
bled with the spiral-wrapped cartridge case. 


CARTRIDGE CASE 


AR 199807 


CENTERING 
OBTURATOR SABOT BAND 













OZ ANAS 
AZAR SSS 










ROTATING BAND 
TRACER 


U 
AR 199806-A 


Functioning: 


The electrically initiated primer ignites 
the propelling charge and tracer. Cases pro- 
duced by the burning propellant propel the pro- 
jectile from the gun. The tracer burns for a min- 
imum of 2.5 seconds. The sabot is discarded 
after leaving the muzzle of the weapon as a 
result of setback , centrifugal, and air pressure 
forces. The solid core of the projectile contin- 
ues to the target. Since it is a practice round, 
the projectile lacks the penetrating capability of 
a service round. 


Difference Between Models: 


The M724 cartridge is a United Kingdom 
manufactured L45A1 round, modified by replac- 
ing the U.K. L1A4 conductive-cap primer with 
the U.S. M80A1 bridge-wire primer. The 
M724.A1 is a United States manufactured car- 
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Tabulated Data: 


Complete round: 


Type -------------------------------- TPDS-T 
Weight ----------------------------- 321b 
Length ----------------------------- 33in 
Cannon used with ------------- M68 
Projectile: 
Body material ------------------- Steel 
Color ------------------------------- Blue w/white 
markings 
Components: 
Cartridge case ------------------- M1ISBI, 
МІ15ВІАІ* 
Propelling charge -------------- MI 
Primer --------------------------------- M80A1 
Tracer ----------------------------- M13 
Performance: 
Maximum range ---------------- 16,739 m 
(18,450 yd) 
Muzzle velocity ----------------- 1539 mps (5080 
fps) 
Temperature limits: 
Firing: 
Lower limit -------------------- -40°F (-400C) 
Upper limit -------------------- +125°Е (+520С) 
Storage: 
Lower limit -------------------- -80°F (-62.20°C) 
(for period not 
more than 3 
days) 
Upper limit -------------------- +160°F 


(+71.1°C) (for 
period not more 
than 4 hr/day) 
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##Packing --------------------------- 1 round per 
fiber container: 
2 containers per 
wooden box 
##Packing box: 


Weight ----------------------------- 107 Ib 
Dimensions --------------------- 39-7/8 x 14-1/8 x 

8-23/32 in. 
Cube ------------------------------- 2.8cu ft 


* MI 15ВІАІ uses spiral-wrapped cartridge case. 
** NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class --------- (04) 1.2 

Storage compatibility group--- C 

DOT shipping class -------------- B 

DOT decimation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ------------------------------ 1315-C520 

Drawing number ------------------ 9278500 
12935041*** 


*** This drawing shows the M724A1 assembled 
with the spiral-wrapped cartridge case. 


References: 


AMC-P 700-3-3 
SB 700-20 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: APDS-T, M728 


(ara a, 33.00 MAX 





PROPELLANT 





ELECTRIC PRIMER 


Type Classification: 


Std MSR 02787001. 





Use: 


This cartridge is a high velocity, flat trajec- 
tory, discarding sabot round used in 105-mm 
gun cannons against armored targets. 


Description: 


The projectile consists of a tungsten, 
nickel, copper penetrator seated in a steel base 
with tracer and aluminum forward sheath, 
These components are encased in an aluminum 
and magnesium sabot. A plastic centering band 
encirdes the sabot at the forward end, fiber 
rotating band and rubber obturator are 
mounted toward the base of the sabot. The car- 
tridge case contains a polyurethane laminar 
additive liner over the forward end of the propel- 
lant. The case is loosely packed with propellant, 
and is fitted with an electric primer. 










CARTRIDGE CASE 
AND LINER ASSY 


AR199806 


CENTERING BAND 







OBTURATOR 








9 SHEATHED 
CORE 


ROTATING BAND 


TRACER AR 199804-A 





The primer is electrically initiated to 
nn the propelling charge. Gases produced by 
the burning propellant propel the projectile 
from the gun and ignite the tracer which burns 
for a minimum of 2.5 seconds. The sabot dis- 
cards upon leaving the gun tube by setback, cen- 
trifugal, and air pressure forces. The spin stabi- 
lized projectile sheathed core penetrates the 
target solely by kinetic energy. 


Tabulated Data: 





Complete round: 


ee APDS-T 
Weight === 41.70 Ib 
Length ---- nn 33.0 in 
Cannon used with ------------- M68 
Projectile: 
Body material ------------------ Sabot- 
magnesium/ 


aluminum pene- 
trator tungsten/ 
nickel/copper 
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Projectile: (cont.) 


Color ------------------------------ 


Components: 


Cartridge case ------------------ 


Propelling charge 


Primer 
Tracer 
Performance: 


Effective range 
Maximum range 
Muzzle velocity 


Temperature Limits: 


Firing: 
Lower limit 
Upper limit 


Storage: 
Lower limit 
Upper limit 


*Packing ------ 


*Packing Box: 
Weight ------ 


Dimensions 


2-100 


Black w/white- 
marking 


M115B1 


M30 


-60°F (-53.8°C) 
+125°F 
(+52.0°C) 


-65°F (-53.8°C) 
+145°F (+63°C) 
1 round per 
fiber container; 
2 containers per 
wooden box 


126 1b 
39-7/8 x 14-1/8 x 
8-23/32 in. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Storage class/SCG --------------- (08) 1.2C 

DOT shipping class -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ---------------- 1315-C494 

Drawing number ----------------- 9276810 

Limitations: 

None. 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: APFSDS-T M735 








SUBPROJECTILE 


U 
AR 101660-A 


37.942 MAX 


CASE, CARTRIDGE AND 
LINER ASSEMBLY 
105MM, M148A1B) 


PRIMER, ELECTRIC 
M120 


PLUG 8 DISC 


PROPELLANT, M30 ASSEMBLY 


(az 
PJ 


N 


Type Classification: 





Cartridge, 105-mm, APFSDS-T, M735. 
Use: 


This cartridge is a high velocity, flat trajec- 
tory, discarding sabot round used in 105-mm 
gun cannons against armored targets. 


Description: 


The projectile consists of a subprojectile 
and sabot. The sub subprojectile consists of a steel- 
nickel body, which houses a tungsten core and 
is fitted with an aluminum windshield and fin 





OBTURATOR 
BOURRELET 


SUBPROJECTILE 


TRACER, M13 


AR 100995-C 


assembly. The aluminum sabot, composed of 
three 120 degree sections, is assembled around 
the subprojectile. А steel hourrelet, containing 
three shear cuts, is screwed to the sabot for- 
ward face. A nylon obturator and polypropyl- 
ene seal is assembled around the sabot, and a 
urethane seal is applied over the rear face of 
the sabot. An M13 tracer is assembled in the 
fin and held in place by a threaded plug and 
disc assembly. The projectile is crimped to an 
M148AIBI cartridge case, which holds approxi- 
mately 12.5 lb of M30 propellant, and is fitted 
with an M120 electric primer. А gun tube wear- 
reducing titanium-dioxide liner is assembled to 
the interior wall of the cartridge case. 
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Functioning: 





The M735 is loaded and fired in the tank 
gun in the normal manner. Upon firing, the 
sabot with its subprojectile is propelled from 
the gun and the tracer is ignited. The subprojec- 
Ше is in a low friction bearing surface within 
the sabot and is free to rotate and so does not 
pick up the high rotation rate the gun rifling 
normally imparts to a projectile. Upon leaving 
the gun, centrifugal and aerodynamic forces 
cause the sabot to separate from the subprojec- 
tile and it quickly falls to earth. The fin- 
stabilized subprojectile continues on a true 
course to the target at high velocity. Target pen- 
etration is effected strictly by the high kinetic 
energy of subprojectile’s high density core 
when it impacts: 


Tabulated Data: 


Complete round: 


Type ------------------------------- Fixed 

Weight ---------------------------- 39.50 lb 

Length ---------------------------- 37.94 in. 

Assembly drawing number - 9296707 

Color ------------------------------ Black w/white 
markings 


Temperature Limits: 


Firing: 
Lower limit ---------------------- -25?F (-32?C) 
Upper limit ---------------------- +125°F (452°C) 
Storage: 
Lower limit ---------------------- -65°F (-53.8°C) 
Upper limit ---------------------- + 160°F 


(+71.1°C) 
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Performance: 

Chamber pressure --------------- 60,000 psi @ 
+70°F 

Packaging: 

Inner pack drawing ------------- 9293481 

Outer pack drawing ------------- 9293479 

Weight ------------------------------- 132.0 Ib 

Cube --------------------------------- 3.4 ft 

#Packing ---------------------------- 1 round per 


fiber container; 

2 containers per 

wirebound box 
*Packing Box: 


Weight ---------------------------- 124.0 Ib 
Dimensions --------------------- 47-716 x 13- 

5/16 x 7-1/16 in. 
Cube ------------------------------- 2.5 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Storage class/SCG ----------------------- (08) 1.2 C 

DOT shipping class -------------------- B 

DOT classification ---------------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC  ----------------------------- 1315-C521 

References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 105-MILLIMETER: APFSDS-T, M774 





CATG APPLOS-T ыта 


Type Classification: 





LCCA Oct 1980. 
Use: 


This cartridge is an armor-piercing anti- 
tank cartridge and is intended for use in 105- 
mm, M68 gun against armored targets. 


Description: 


The projectile consists of a subprojectile 
and sabot. The subprojectile consists of a mono- 
lithic staballoy (depleted uranium) core, which 
is fitted with an aluminum windshield with 
steel tip to eliminate aerodynamic heating and 
an aluminum fin assembly. The aluminum 
sabot, composed of three 120 degree sections, is 
assembled around the subprojectile. A steel 
bourrelet, containing three shear cuts, is 
screwed to the sabot forward face. A nylon obtu- 
rator and polypropylene seal is assembled 
around the sabot, and a silicone rubber seal is 
applied over the rear face of the sabot. An M13 
Tracer is assembled to the fin and is held in 
place by a threaded plug and disc assembly. The 
projectile is crimped to an M148A1B1 Cartridge 
Case, which holds approximately 13 pounds of 
M30 propellant, and is fitted with an M120 elec- 
tric primer. A gun tube wear-reducing titaniun- 
dioxide liner is assembled to the interior wall of 
the cartridge case. 


Functioning: 


During projectile flight, the tracer burns 
for a minimum of 2.5 seconds. The sabot dis- 
cards upon leaving the gun tube by aero- 
dynamic and centrifugal forces. The projectile 
is fin-stabilized in flight. In order that only min- 
imal spin is imparted to the projectile when the 
obturator engages the gun tube rifling, the plas- 


105 Q APFSDS-T CTG M774 


U 
AR 4962 


tic seal under the obturator reduces the coeffi- 
cient of friction, producing approximately 80 per- 
cent slippage. The core penetrates the target 
solely by kinetic energy. 


Tabulated Data: 





NOTE 





Classified tabulated data has 
not been included in this 
manual. 


Complete round: 


Type ------------------------------- APFSDS-T 
Weight ---------------------------- 37.8 Ib 
Length ---------------------------- 35.75 in. 
Cannon used with ------------- M68 
Projectile: 
Subprojectile material ------- Depleted ura- 
nium 
Sabot ------------------------------ Aluminum 
Color ------------------------------ Black w/white 
markings 
Components: 
Cartridge case ------------------ М148А1В1 
Propellant ----------------------- M30 
Primer ---------------------------- M120 
Tracer ---------------------------- M13 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -35°F (-37.2°C) 
Upper limit ---------------------- +125°F 
(+52.0°C) 
Storage: 
Lower limit ---------------------- -70°F (-57.0°C) 
Upper limit ---------------------- +160°F 
(+71.1°C) 
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*Packing ---------------------------- 1 round per 
fiber container; 
2 containers per 
wooden box 
*Packing Box: 


Weight ---------------------------- 140 Ib 

Dimensions --------------------- 47-7/16 x 13- 
5/16 x 7-1/16 in. 

Volume --------------------------- 3.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Storage class/SCG --------------- (08) 1.2C 

DOT shipping class -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ----------------------------- 1315-C523 

Drawing number ----------------- 9329513 

Limitations: 


Projectile is not to be disposed of by burn- 
ing or detonation. 


The M774 is a full service round which 
may only be fired during war emergency. АП 
peace time firings are prohibited except at 
times of NRC license and host nation agree- 
ment. 
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NOTE 





Loss or unauthorized firings of 

the M774 must be reported to 
HQ, AMCCOM within 24 hours 

of the discovery. Telephone 
reports should be followed with 

a written report to: 

Commander 

USA AMCCOM 

ATTN: AMSMC-SF 

Radiological Protection Officer (RPO) 
Rock Island, IL 61229-6000 

Autovon: 793-2969/296412965/ 2966 
Commercial: (309) 782-2969/2964/ 
2965/2966 

Non-duty hours, call Staff Duty Oflicer: 
Autovon: 793-1110 

Commercial: (309) 782-1110 


All transmissions regarding incidents of 
this nature must be classified at least 
CONFIDENTIAL. 


The possession of the source material (De- 
pleted Uranium) is licensed to HQ, AMCCOM, 
in accordance with Federal Law, Title 10, Code 
of Federal Regulations. The AMCCOM Com- 
mander (RPO) is responsible for the license conl- 
pliance and personally accountable for the 
source material. Violations of this law may 
result in a personal fine or imprisonment. 
Failure to report a non-compliance is also pun- 
ishable under Federal Law. 


References: 


SB 700-20 

AMC-P 700-3-3 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1300-250 

TM 9-2350-253-10 
TM 9-2350-255-10-1 
TM 9-2350-257-10-3 
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CARTRIDGE, 105-MILLIMETER: APFSDS-T, M833 


39.32 MAX 


CIGAPESO5” ue) 





Type Classification: 





TC Std 7 Apr 83 by DA Letter. 
Use: 


This cartridge is an armor-piercing anti- 
tank cartridge and is intented for use on 105- 
mm guns M68 cannon, against armored targets. 


Description: 


The projectile consists of a subprojectile 
and sabot. The subprojectile consists of a mono- 
lithic staballoy (depleted uranium) core, and is 
fitted with an aluminum windshield with steel 
tip to eliminate aerodynamic heating and an alu- 
minum fin assembly. The aluminum sabot is 
composed of three 120 degree sections, which 
transfer momentum to the subprojectile 
through a series of mating buttress grooves. 
The sabot is an adaptation of the M736/M774 
technology differing in design by the use of gus- 
sets in the sabot segments to retain strength 
and rigidity and reduce the weight. A steel hour- 
relet, containing three shear cuts, is screwed to 
the sabot forward face. A two piece nylon obtu- 
rator and polypropylene seal is assembled 
around the sabot, and a silicone rubber seal is 
applied over the rear face of the sabot. An M13 
Tracer is assembled to the fin and is held in 
place by a threaded plug and disc assembly. 
The projectile is crimped to an M148AIBI 
Cartridge Case, which holds approximately 12.8 
pounds of M30 propellant, and is fitted with an 
M120 electric primer. A gun tube wear- 
reducing titanium-dioxide liner is assembled to 
the interior wall of the cartridge case. 


OBTURATOR SABOT 











STABALLOY 
(OPTIONAL LOCATION) 


SUBPROJECTHE 


BOURRELET 


ARD A2 032€ A 


Functioning 


During projectile flight, the tracer burns 
for a minimum of 2.5 seconds. The sabot dis- 
cards upon leaving the gun tube by aero- 
dynamic and centrifugal forces. The projectile 
is fin stabilized in flight. In order that only min- 
imal spin is imparted to the projectile when the 
obturator engages the gun tube rifling, the plas- 
tic seal under the obturator reduces the coeffi- 
cient of friction, producing approximately 80 per- 
cent slippage. The core penetrates the target 
solely by kinetic energy. 


Tabulated Data: 





NOTE 





Classified tabulated data has 
not been included in this 
manual. 


Complete round: 


Type -------------------------------- APFSDS-T 
Weight ---------------------------- 38.2 lb (17.3 kg) 
Length ----------------------------- 39.32 in 
Cannon used with ------------- M68 
Projectile: 
Sabot ------------------------------- Aluminum 
Subprojectile: 
Body material ------------------- Depleted 
uranium 
Color-- ----------------------------- Black w/white 
markings 
Components: 
Cartridge case ------------------ М148А1В1 
Propellant ------------------------ M30 
Primer ---------------------------- M120 
Tracer ---------------------------- M13 
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Temperature Limits: 


Firing: 
Lower limit ---------------------- -35°F (-37.2°C) 
Upper limit ---------------------- +125°F 
(+52.0°C) 
Storage: 
Lower limit ---------------------- -50?F (-46?C) 
Upper limit ---------------------- +145°Е 
(+62.8°С) 
#Packing: 
Alternate ^ ------------------------ 1 round per 


fiber container, 
2 containers per 
wooden box 
Standard ------------------------- ] round per 
metal container, 
30 containers to 


a pallet 
*Packing Box: 
Weight ---------------------------- 124 lb 
Dimensions --------------------- 48-3/4 x 14-1/16 
x 8-9/16 in. 
Volume --------------------------- 3.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Metal Container: 


Weight ------------------------------ 0.671b 

Dimensions  ----------------------- 45.67 x 7.13 x 
7.13 in. 

Volume ------------------------------ 0.9 cu ft 


Shipping & Storage Data: 


UNO serial number -------------- 0328 

Storage class/SCG --------------------- (08) 1.2 

DOT shipping class -------------- 

DOT designation ---------------- AMMUNITON 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC ----------------------------- 1315-C524 

Drawing number ---------------- 9342932 

Limitations: 


Projectile is not to be disposed of by burn- 
ing or detonation. 
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The XM833 is a full service round which 
may only be fired during war emergency. All 
peacetime firings are prohibited except at times 
of NRC license and host nation agreement. 

Firing the M833 at ammunition tempera- 
tures above +125°F (+52.0°C) may result in 
excessive chamber pressures. Firing the M833 
at ammunition temperatures below -35°F 
(-37.2°C) may result in weapon damage. 


NOTE 


Loss or unauthorized firings of 

the M833 must be reported to 
НО, AMCCOM КРО within 24 
hours of the discovery. 
Telephone reports should be fol- 
lowed with a written report to: 
Commander 

USA AMCCOM 

ATTN: AMSMC-SF 

Radiological Protection Officer (RPO) 
Rock Island, IL 61229-6000 
Autovon: 793-2969/2964/2965/2966 
Commercial: (309) 782-2969/2964/ 
2965/2966 

Non-duty hours, call Staff Duty Officer: 
Autovon: 793-1110 

Commercial: (309) 782-1110 


All transmissions regarding incidents of 
this nature must be classified at least 
CONFIDENTIAL. The possession of the 
source material (Depleted Uranium) is licensed 
to HQ, AMCCOM, in accordance with Federal 
Law, Title 10, Code of Federal Regulations. 
The AMCCOM Commander (Radiological 
Protection Officer) is responsible for the license 
compliance and personally accountable for the 
source material. Violations of this law may 
result in a personal fine or imprisonment. 
Failure to report a non-compliance is also pun- 
ishable under Federal Law. 


References: 


SB 700-20 

AMC-P 700-3-3 

TM 9-1300-250 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-255-10-1 
TM 9-2350-257-10-3 
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CARTRIDGE, 105-MILLIMETER: TPCSDS-T, DM128 (PATRONE, 105-MILLIMETER, 
DM128) 






IGNITER 


Type-Classification: 





STD-15 July 86 
Use: 


This cartridge is a kinetic energy, target 
practice round for use in the 105-mm, M68 can- 
non. It is designed to provide duplication of the 
service rounds (M735, M774 and M833) charac- 
teristics at reduced maximum ranges to allow 
practice firings on short-range proving grounds 
and training areas. This cartridge was devel- 
oped and is produced by West Germany and 
procured by the United States on a limited 
basis. 


Description: 


The projectile consists of a subprojectile 
and sabot. The subprojectile is made up of a 
one piece steel core with an aluminum tail cone 
assembly which is assembled to the sabot by 
means of threads. The tail cone has nine holes 
and in conjunction with the cone provides stabi- 
lization. The tail cone assembly also contains a 
tracer. The aluminum sabot is comprised of 
three 120 degree noninterchangeable segments 
with internal screw threads which match those 
on the outer diameter of the subprojectile. The 
sabot has a silicon rubber seal at the rear to pre- 
vent gas leakage. The projectile is crimped to a 
DM60 brass cartridge case, which holds approxi- 
mately 13.2 pounds of LV-1900B propellant, 
and is fitted with a DM82A1 electric primer. A 
gun tube wear-reducing titanium-dioxide liner 


CARTRIDGE CASE 


ARD 2765 


is assembled to the interior wall of the car- 
tridge case. 


Functioning: 


The DM128 is loaded and fired from the 
105-mm tank gun in the normal manner. Upon 
initiation of the electric primer in the breech of 
the weapon, the resulting flash ignites the pro- 
pelling charge generating gases which drive the 
projectile from the gun and ignites the tracer. 
The rear seal of the sabot prevents gas leakage 
between the sabot segments and the driving 
forces (gases) propelling the subprojectile down- 
bore. Upon leaving the gun, aerodynamic 
forces cause the sabot to separate from the sub- 
projectile allowing the subprojectile to continue 
to target while the sabot segments fall quickly 
to earth. The tail cone segment of the subprojec- 
tile, due to the nine hole arrangement, causes 
aerodynamic slowing of the subprojectile to 
limit its range to 7500 m. 


Tabulated Data: 


Complete round: 


Туре ------------------------------- Fixed, TPCSDS- 
T 

Weight----------------------------------- 36.6 Ib (16.6 kg) 

Length ---------------------------- 36.4 in. (923.6 
mm) 

Cannon used with ------------- M68 

Assembly drawing ------------ 1300705 

Color ------------------------------ Blue w/white 
markings on 
projectile 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- -25?F (-31.6°C) 
Upper limit ---------------------- +125°F 
(+51.7°C) 
Storage: 
Lower limit --------------------- -35?F (-37.2?C) 
Upper limit --------------------- +125°F 
(+51.7°C) 
Performance: 
Chamber pressure --------------- 64,000 psi 
@70°F 
Packaging: 
Inner pack drawing ------------- 8140-48-1050K- 
85040 
Outer pack drawing ------------- 8140-58-1050K- 
85041 
#Packing ---------------------------- 1 round per 


fiber container; 
2 containers per 
wooden box, 12 
boxes per pallet. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Packing Box: 


Weight ------------------------------- 130 Ib 
Dimensions _ ----------------------- 46.94 in. x 14.37 

in. x 10.83 in. 
Cube --------------------------------- 4.23 cu ft 


Skipping and Storage Data: 





DOD hazard class (subject 


to change) ------------------------ (08) 1.2 
Storage compatibility group 
(subject to change) ------------- С 


DOT shipping class 


(subject to change) ------------- B 
DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 
DODAC ----------------------------- 1315-C533 
WARNING 
DO NOT FIRE OVER THE 
HEADS OF FRIENDLY 
TROOPS, UNLESS 


TROOPS HAVE ADEQUATE 
COVER. TROOPS MAY BE 
STRUCK BY THE DIS- 
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CARDED SABOT. 
CAUTION 


EVEN THOUGH THIS IS A 
TARGET PRACTICE ROUND, 
THE CORE CAN CAUSE 
DAMAGE AND PENETRATE 


LIGHTLY ARMORED 
VEHICLES. 

NOTE 
The identification markings 


found on each cartridge, fiber 
container, and wooden box are 
in German. The following is the 
German marking with the 
English translation: 


GERMAN MARKING 


Wooden Box: 1315-12-306-9245-CP43 (C533) 
2 PATRONE, UEBUNG, 105MM 
X 617, DM128 
Treibkafiggescho Bnarchbildung 


| Ke [ ]m3GEF| | 


1081) 


Fiber Container: C533 
PATRONE, UEBUNG, 
105MM X 617 DM128 
Treibkafiggescho 
Bnarchbildung 
-T 


Los С] 
Cartridge: 105K Los С] 
UEBT 2 
DM128 105k DM128 LOS|. ] 








GERMAN 


PATRONE, UEBUNG 
TLCIDEADEBESCDO Bnarchbildung 


LOS 
GEF 


ENGLISH (Meaning) 





TARGET PRACTICE ROUND 
Sabot Simulation 

Tracer 

Lot 

Loader 
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CARTRIDGE, 120-MILLIMETER: APFSDS-T, M829 










CASE BASE AND SEAL 
ASSEMBLY LOT NO, 


HEAT TREATMENT NUMBER 


... » 


„477 CARTRIDGE NOMENCLATURE 
CARTRIDGE LOT NO. 


a AI E AO PA tl 


Type Classification: 
STD - Dec 84. 
Use: 


This cartridge is a kinetic energy, armor- 
piercing antitank round intended for use with 
the 120-mm smooth bore M256 cannon. 


Description: 


The M829 is the United States design devel- 
oped 120-mm APFSDS-T cartridge. The com- 
plete round contains a propulsion system con- 
sisting of a metal cartridge case base with 
combustible sidewall, granular propellant 
within a containment device to prevent spill- 
age, and M125 primer. The projectile consists of 
the subprojectile and aluminum sabot. The DU 
penetrator is a one-piece design which is assem- 
bled into the sabot by means of grooves. There 
is a six-bladed aluminum fin with tracer assem- 
bly fitted to the rear of the subprojectile and a 
windshield fitted to the front. The aluminum 
sabot is composed of four 90 degree non- 
interchangeable segments with internal 
grooves matching those on the outer diameter 
of the subprojectile. The sabot has a silicone rub- 
ber seal at the rear to prevent leakage of gas. 


Functioning: 


The M829 is loaded and fired from the 120-mm 
tank gun in the normal manner, Upon initia- 
tion of the electric primer in the breech of the 
weapon, the resulting flash ignites the propel- 


MADE IN USA (FOR AMERICAN ROUNDS) 


a LIES 


_ ШШЕ TT 
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U 
AR 6252 


ling charge and combustible case generating 
gases which drive the projectile from the gun 
and ignite the tracer. The rear seal of the sabot 
prevents gas leakage between the sabot seg- 
ments and the driving forces (gas) propelling 
the subprojectile down-bore. Upon leaving the 
gun, aerodynamic forces cause the sabot to sepa- 
rate from the subprojectile allowing the subpro- 
jectile to continue on a true course to target 
while the sabot segments fall quickly to earth. 
Target penetration is affected strictly by the 
high kinetic energy of the subprojectile's high 
density core when it impacts. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Fixed, 
APFSDS-T 
Weight --------------------------- 41.2 Ib 
Length ---------------------------- 36.8 in. 
Assembly drawing ------------ 12525600 
Color ----------------------------- Black w/white 
markings 


Temperature Limits: 





*Firing: 
Lower limit ---------------------- -50?F (-46°C) 
Upper limit ---------------------- +145°F (+63°C) 
#Storage: 
Lower limit ---------------------- -50?F (-46?C) 
Upper limit ---------------------- +145°F (+63°C) 


*NOTE: The M829 maybe fired at these tem- 
peratures; however, performance degradation 
may occur. 
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Performance: 

Chamber pressure --------------- 73.950 psi 
@70°F 
5100 bars 
@21°C 

Velocity (nominal) --------------- 5510 ft/sec 


Packaging (metal container): 





Packing and marking 


drawing --------------------------- 12630717 
Dimensions ------------------------- 44.5 x 7.75 x 
7.75 in. 
Cube ---------------------------------- 1.5 cu ft 
Weight (w/cartridge) ------------- 63.2 ]b 
Total explosive weight ----------- 17.95 Ib 
** Packing -------------------------- ] round per 


metal container; 
30 metal con- 
tainers per 
pallet. 


**NOTE: 

* See DOD Consolidated Ammunition Catalog 
for complete packing data including NSN's. 

* M8Z9 ammunition will be stored with other 
ammunition except SCGG (pyrotechnics and 
incendiaries). 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

Quantity-distance class -------- (08) 1.2 

Storage compatibility group -- C 

Field storage category ----------- A 

DOT shipping class | “T7 B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 
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DODAC ----------------------------- 1315-C786 
Drawing number ----------------- 12525600 
Limitations: 


Projectile is not to be disposed of by burn- 
ing or detonation. 

The M829 is a full service round which 
may only be fired during war emergency. АП 
peace-time firings are prohibited except on 
ranges which are NRC (Nuclear Regulator 
Commission) approved and/or have host nation 
agreement. The M829 will not be fired over the 
heads of friendly troops, unless troops are pro- 
tected by adequate cover. Troops may be struck 
by the discarded sabot. 


NOTE 





Loss or unauthorized firings of 
the M829 must be reported to 
НО, AMCCOM КРО within 24 
hours of the discovery. Tele- 
phone reports should be fol- 
lowed by a written report to: 


Commander 

AMCCOM 

ATTN: AMSMC-SF 

Radiological Protection Officer (RPO) 

Rock Island, IL 61229-6000 

AV 793-2965/2966/2969/2964 

Commercial(309)782-2965/2966/2969/ 
2964 

Non-duty hours, call Staff Duty 

Officer: AV 793-1110, 

Commercial (309) 782-1110 
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CARTRIDGE, 120-MILLIMETER: APFSDS-T, M829AI 
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(12M + 1) 


MADE IN USA 
(FOR AMERICAN ROUNDS) 





1/B" LETTERS (3MM + 1) 


us 
CARTRIDGE 
NOMENCLATURE 


Type Classification: 
STD, Classified. 
Use: 


This cartridge is a kinetic energy, armor 
piercing antitank round intended for use with 
the 120-mm smooth bore M256 cannon. 


Description: 


The M829Al is a U.S. design developed 
120-mm APFSDS-T cartridge. The complete 
round contains a propulsion system consisting 
of a metal cartridge case base with combustible 
sidewall, granular propellant within a contain- 
ment device to prevent spillage, and M129 
primer, while the projectile consists of the sub- 
projectile and aluminum sabot. The depleted 
uranium penetrator is a one-piece design which 
is assembled into the sabot by means of but- 
tress grooves. There is a six bladed aluminum 
fin with tracer assembly fitted to the rear of the 
subprojectile and a windshield and tip fitted to 
the front. The aluminum sabot is composed of 
three 120 degree noninterchangeable segments 
with internal grooves matching those on the 
outer surface of the penetrator. The sabot has 
a silicone rubber seal at the rear to prevent leak- 
age of propellant gases. 


Functioning: 


The M829A1 is loaded and fired from the 
M256, 120-mm in the normal manner. 


CASE BASE & SEAL 
ASSEMBLY LOT NO. 


= HEAT TREATMENT NO. 


COMPLETE RD 
LOT NO. 


120MM, APFSDS-T, M829Al 


CARTRIDGE LOT NO. 


AR 4021 


Initiation of the electric primer ignites the pro- 
pelling charge and combustible case, generating 
gases which drive the projectile from the gun 
and ignite the tracer. The silicone seal at the 
rear of the sabot prevents gas leakage between 
the sabot segments and the driving forces (gas) 
propelling the subprojectile down-bore. Upon 
leaving the gun, aerodynamic forces cause the 
sabot to separate from the subprojectile allow- 
ing the subprojectile to continue on a true 
course to target while the sabot segments fall 
quickly to earth. Target penetration is effected 
strictly by the high kinetic energy of the subpro- 
jectile impacting the target. 


Tabulated Data: 


Complete round: 


Type ------------------------------- Fixed, 
APFSDS-T 
Weight ---------------------------- 46.22 lb 
(20.97 kg) 
Length ---------------------------- 38.75 in. 
(98.43 cm) 
Assembly drawing ------------ 12527400 
Color ------------------------------ Black w/white 
markings 


Temperature Limits: 


Firing: 
o € 25°F (-32°С) 
Upper limit ---------------------- -120?F (+49°С) 
Storage: 
per — -50°Е (-46°C) 
Upper limit ---------------------- +145°F (+63°C) 
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Performance: 


Chamber pressure ---------------- 


Velocity (nominal) ---------------- 


*Packaging: 
Packing and marking 
drawing 
Weight (w/cartridge) ---------- 


Total explosive weight -------- 
Dimensions ---------------------- 


96000 psi 
(661,920 kPa) @ 
120°F and 
82650 psi @ 
70°F 

5150 ft/sec 


12526435 
67.44 Ib (30.59 
kg) 

17.5 Ib 

44.5 x 7.75 x 
7.75 in. 

1.55 cu ft 

(0.04 cu m) 

] round per 
light weight 
metal contain- 
er; 30 contain- 
ers per pallet 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packaging data including 


NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 
Quantity-distance class: ------- 
Storage compatibility group --- 
DOT shipping class -------------- 
DOT designation ----------------- 
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(08) 1.2 


C 

B 
AMMUNITION 

FOR CANNON 


WITH SOLID 
PROJECTILES 


1315-C380 
Limitations: 


Projectiles are not to be disposed of by 
burning or detonation. 

The M829Al is a full-service round which 
may only be fired during war emergency. АП 
peace-time firings are prohibited except at loca- 
tions having a Nuclear Regulatory (NRC) 
license and host nation agreement. 


WARNING 


THE DAMAGED CARTRIDGE 
SHALL BE PLACED IN A 
CONTAINER AND SHALL BE 
RETURNED IN A SEALED 
CONTAINER TO THE APPRO- 
PRIATE ASP FOR DISPOSITION. 


NOTE 


Loss or unauthorized firing of 
the M829A1 must be reported 
to the HQ, AMCCOM RPO 
within 24 hours of the dis- 


covery Telephone reports 
should be followed by a written 
report to: 

Commander, 

AMCCOM 


ATTN: AMSMC-SF 

Radiological Protection Officer (RPO) 

Rock Island, IL 61229-6000 

AV 793-2965/2966/2969/2964 

Commercial (309) 782-2965/2966/2969/ 
2964 

Non-duty hours, call Staff Duty 

Officer: AV 793-1110 

Commercial (309) 782-1110 
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CARTRIDGE, 120 MILLIMETER: APFSDS-T, M829A2 
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120MM, APFSDS-T, M829A2 


UST LETTERS [SRM = MALAY HEAT TREATMENT NO 
Th 


Ue 
gzs "SO MARKING 


CARTRIDGE 
NOMENCLATURE 


Type Classification: 





STD - 29 Sep 92. 
Use: 


The M829A2 cartridge is a kinetic energy, 
armor-piercing, fin-stabilized, discarding sabot, 
fixed round with tracer (APFSDS-T). This anti- 
tank round is intended for use in the M256 
smooth bore gun and is designed to provide ter- 
minal effectiveness over the М829А1 cartridge. 


Description: 


The M829A2 is a U.S. design developed 
120mm APFSDS-T cartridge. The complete 
round contains a propulsion/ignition system 
and an inert projectile which is similar to the 
М829А1. The propulsion/ignition system con- 
sists of a combustible cartridge case with a 
metal cartridge case base, granular and stick 
propellant, and an M129 electric primer. The 
subprojectile assembly consists of a depleted ura- 
nium penetrator, with windshield and wind- 
shield tip fitted to the front, and a six-bladed 


U 
AR 4652-B 


aluminum fin and tracer assembly fitted to the 
rear. The projectile consists of the subprojectile 
combined with a sabot, an obturator and a sili- 
cone seal. The sabot is composed of three 120 
degree noninterchangeable segments with inter- 
nal grooves matching those on the outer sur- 
face of the penetrator. The sabot has a silicone 
rubber seal at the rear to prevent leakage of pro- 
pellant gases. А nylon obturator is used to pre- 
vent propellant gases from leaking around the 
outside of the sabot. 


The M829A2 is loaded and fired from the 
M256, 120mm in the normal manner. 
Initiation of the electric primer ignites the pro- 
pelling charge and combustible case, generating 
gases which drive the projectile from the gun 
and ignite the tracer. The silicone seal at the 
rear of the sabot prevents gas leakage between 
the sabot segments and the driving forces (gas) 
propelling the subprojectile downbore. Upon 
leaving the gun, aerodynamic forces cause the 
sabot to mn from the subprojectile allow- 
ing the subprojectile to continue on a true 
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course to target while the sabot segments fall 
quickly to earth. Target penetration is effected 
strictly by the high kinetic energy of the subpro- 
jectile impacting the target. 


Tabulated Data: 





M829A2 Cartridge. 
Complete round: 





Type -------------------------------- Fixed, APFSDS- 
Weight ----------------------------- 4.88 Ib (20.36 
kg) 
Length ----------------------------- 38.74 in. (984 
mm) 
Assembly drawing ------------- 12944255 
= Black w/white 
markings 
Temperature limits: 
Firing: 
Lower limit -------------------- -25?F (-32?C) 
Upper limit -------------------- +120°Е (+49°C) 
Storage: 
Lower limit -------------------- -45?F (-43?C) 
Upper limit -------------------- +145°F (+63°C) 
Performance: 
Chamber pressure ------------- 84000 psi @ 
70°F 5800 bars 
@ 21°C 
Velocity (normal)--------------- 5512 ft/sec 


(-1680 m/sec) 
Packaging (metal container): 
Packing and marking 


drawing ------------------------ 12944283 
Dimensions ---------------------- 7.75 x 7.75 x 
44.5 in. 
Cube ------------------------------- 1.55 cu ft 
Total weight (w/ 
cartridge) ---------------------- 66.1 Ib (29.98 
kg) 
Total explosive weight -------- 16-20 Ib (7-9 kg) 
#Packing -------------------------- One round per 


metal container; 
30 metal con- 
tainers per pal- 
let 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

DOD hazard class ----------------- (08) 1.2 

Storage compatibility 

group ------------------------------ C 

Field storage category ----------- A 

DOT shipping class -------------- 3 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILES 

DODAC_ ------------------------------ TBD 
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Limitations: 


Projectiles are not to be disposed of by 
burning or detonation. 

The M829A2 is a full-service round which 
may only be fired during war emergency. All 
peace-time firings are prohibited except at loca- 
tions having a Nuclear Regulatory (NRC) 
license and host nation agreement. 


WARNING 


IF THE CARTRIDGE IS DAM- 
AGED TO THE POINT WHERE 
THE INTERNAL PROJECTILE 
COMPONENTS ARE VISIBLE, 
THE ITEM SHALL BE TREATED 
AS CONFIDENTIAL, THE DAM- 
AGED CARTRIDGE SHALL BE 
PLACED IN A CONTAINER OR 
OTHERWISE COVERED TO PRE- 
VENT EXPOSURE. THE CAR- 
TRIDGE SHALL BE RETURNED 
IN A SEALED CONTAINER (AS A 
CLASSIFIED ITEM) TO THE 
APPROPRIATE ASP FOR DIS- 
POSITION. SHOULD IT BE 
DETERMINED THAT THE CLASSI- 
КТЕР COMPONENTS WERE OB- 
SERVED BY ANYONE WITHOUT A 
CLEARANCE, THE INDIVID- 
UAL(S) MUST BE DEBRIEFED AS 
SOON AS POSSIBLE. 


NOTE 


Loss or unauthorized firing of 
the M829A2 must be reported 
to the HQ, AMCCOM RPO 
within 24 hours of the dis- 
covery. Report to: 


Commander, AMCCOM, ATTN: 
AMSMC-SF, Radiological Pro- 
tection officer (КРО), Rock 
Island, IL 61299-6000, DSN 
793-2964/2965/2966, Commer- 
cial (309) 782-2964/2965/2966. 
During non-duty hours call 
staff duty officer: DSN 793- 
1110, Commercial (309) 782- 
1110. 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 120-MILLIMETER: HEAT-MP-T, M830 





Type Classification: 





December 1984. 
Use: 


This cartridge is a high explosive multi- 
purpose cartridge which has antiarmor and anti- 
ersonnel capabilities. The cartridge is fired 
rom the 120-mm smooth bore M256 cannon. 


Description: 


The M830 HEAT-MP-T, 120-mm cartridge 
is a direct translation of the German DMI2AI 
round with the exception that a United States 
design fuze system and explosive (Composition 
A3, Type 11) is used. 

The 120-mm HEAT-MP-T M830 is a high 
explosive round having both antiarmor and anti- 
personnel capabilities. The round consists of a 
steel body loaded with explosives surrounding a 
copper shaped charge liner and wave shaper. 
The projectile embodies a steel spike with a 
shoulder and nose switching mechanism for full 
frontal area functioning and graze impact 
which initiates a base detonating fuze. The fuze 
is located at the rear of the projectile body. The 
projectile body has a copper obturator, boom 
and fin assembly for flight stabilization. The fin 
contains a tracer for projectile to target visual 
tracking. 

The propellant system utilizes a metal car- 
tridge case base with a rubber obturator at the 
stub case mouth, M123A1 Primer, and a combus- 
tible wall which encapsulates stick propellant 
within six containment devices to prevent spill- 
age should breakage or separation occur. 


ARD 83-0667-A 


The weight of the complete cartridge is 
approximately 53.4 pounds (24.2 kg) with the 
approximate weight of the projectile being 30 
pounds (13.1 kg). 


Functioning: 


The M830 is loaded and fired in the nor- 
mal manner from the 120-mm M256 smooth 
bore tank gun. When the electric primer in the 
breech of the weapon is initiated, the resulting 
flash ignites the propelling charge and combus- 
tible case. This generates gases which drive the 
projectile from the gun and ignite the tracer ele- 
ment. Upon impact, one of the fuze sensors is 
initiated. The fuze then detonates the high 
explosive-shaped charge which collapses the 
cone assembly creating a high velocity focused 
shock wave and a jet of metal particles that pen- 
etrate the target. Antipersonnel capability 
results from fragmentation of the projectile 
body sidewall. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Fixed, High 
Explosive 
Antitank 
Multipurpose 
w/Tracer 
Weight ---------------------------- 53.4 lb (24.2 kg) 
Length ---------------------------- 38.6 in. (981 cm) 
Assembly drawing -------------- 12526622 
Color ------------------------------ Black w/yellow 
markings 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- -50°F (-46.0°C) 
Upper limit ---------------------- +145°Е 
(+63.0°С) 
Storage: 
Lower limit ---------------------- -50°F (-46.0°C) 
Upper limit ---------------------- +145°F 
(+63.0°C) 
Performance: 
Chamber pressure (peak) ------ @69,600 psi 
Velocity (nominal) --------------- 3740 ft/sec 
Packaging: 
Inner pack drawing ------------- 12561229-1 
Outer pack drawing ------------- 9386833 
Weight ------------------------------- 23 Ib 
CD AG ыш ш. 1.5 cu ft 
#Packing ---------------------------- 1 round per 


metal container, 
30 metal con- 
tainers per 
pallet 
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Packin Metal Container: 





Weight -------------------------------- 

Dimensions ------------------------ 44.5 in. x 7.75 
in. x 7.75 in. 

Cube --------------------------------- 1.5 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

DOD hazard class ---------------- (08) 1.2 

Storage compatibility group -- E 

DOT shipping class -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 

DODAC ----------------------------- 1315-C787 

Limitations: 


The M830 will not be fired over the heads 
of friendly troops, unless troops have adequate 
protection. M830 may prematurely detonate 
downrange. 
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CARTRIDGE, 120-MILLIMETER: HEAT-MP-T, M830A1 





пио: ‘OLED 


Е 
A 
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PROJECTILE, 120MM, HEAT-MP-T, M830A1 
SWITCH, PROXIMITY M74 


CASE BASE 8 SEAL 









FUZE LOT NO. 
CRTG 120MM 


HEAT-MP-T, M630A1 
CARTRIDGE LOT NO. ады рышы 


Type Classification: 





STD -29 Sep 92. 


Used: 


This cartridge is a high explosive antitank 
and air defense multipurpose, tactical service 
round with tracer. The M830A1 is used in the 
120-mm smooth bore M256 cannon. 


Description: 


The cartridge, 120-mm, HEAT-MP-T, 
M830Al is a high explosive antitank, multi- 
purpose, tactical service round with tracer. The 
M830A1 is used in the 120-mm, M256 smooth 
bore tank cannon and is a fin-stabilized round 
with a discarding sabot. The baseline design 
contains a propulsion system consisting of a 
metal case base, a combustible cartridge case, 
case adapter, nineteen perforated hexagonal JA- 
2 propellant, a propellant containment device 
(cloth bag), and an M129 primer (all are cur- 
rently used on the M829A1). The projectile con- 
sists of a subcaliber projectile and three piece 








ASSEMBLY LOT NO. 


HEAT TREATMENT NO. 


IDENTIFICATION MARKING 


CARTRIDGE 
NOMENCLATURE 
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aluminum sabot. The subcaliber projectile com- 
bines a fuzing system and a chemical energy 
warhead (Composition A3 Type II). The three 
segment sabot is secured to the warhead body 
by a nylon obturator and a steel retaining ring. 
The fuzing system includes: M774 base ele- 
ment, flexible communication circuit, Frontal 
Impact Switch Assembly (FISA) and M74 
Proximity Switch. The conical nose of the pro- 
jectile consists of the FISA coupled to the 
warhead body and the M74 Proximity Switch 
coupled to the FISA. The FISA is a secondary 
switch which closes upon impact against 
ground target. The M74 Proximity Switch (pri- 
mary switch) contains two parallel “switches,” 
either of which, when closed, will complete the 
M774 firing circuit. One switch closes upon 
direct impact with a target. The other is an elec- 
tronic switch (a transistor) which “closes” when 
the proximity switch senses the presence of an 
air target. For all modes, a flexible electrical 
cable provides a path between the switches and 
M774 base element. In any of the functioning 
modes of the M830Al fuzing system, the JI con- 
nector of the M774 fuze is returned to "ground 
potential" which completes the fuze firing cir- 
euit. 
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The M774 base element is a dual environ- 
ment safe and arm (S&A) device. The M774 
receives an electric firing pulse from either the 
FISA or the proximity switch which then trig- 
gers the base element electronics to fire the 
M69 electric detonator. The M69 detonator is 
contained in the rotor which provides a physi- 
cal separation of the M69 detonator from the 
fuze electronics until the subprojectile has trav- 
eled a safe distance downrange. The first 
safety feature of the mechanical S&A lock con- 
sists of three leafs and a spring, oriented so as 
to release the rotor upon forward acceleration. 
The second safety feature is a drag weight 
which senses the decelerating force/drag of the 
projectile as it leaves the muzzle. As the drag 
weight senses drag, it moves out of the way of 
the rotor allowing the rotor to rotate to the 
armed position as designed. 

Once the M774 base element is armed and 
receives an electrical firing pulse to trigger the 
detonator, the detonator, lead, booster, and war- 
head explosives initiate in sequence destroying 
the target. The explosive train located in front 
of the base element consists of the lead cup, 
booster, and Comp A3 explosive. The warhead 
explosive is contained in the body with a 
shaped copper liner, in front of the booster, 
The liner provides the penetration capability 
for the system. 

An aluminum fin assembly with tracer is 
attached to the aft end of the subprojectile by 
way of an aluminum fin adapter. The fin has 
beveled leading edges and T-tabs on the outside 
diameter to increase the effective fin area. 
Spin, which is induced by a twist in the fin 
blade, provides the subcaliber projectile with 
greater in-flight stability and accuracy. 


Functioning: 


The operational characteristics of the 
M830A1 test cartridges is basically the same as 
that which is utilized for all HEAT-T tank 
ammunition. After setting the proximity sen- 
sor to the designated target and cambering 
the cartridge, a voltage is applied to the primer. 
As current flows through the primer, the 
igniter charge is initiated which, in turn, initi- 
ates the benite strands. The burning benite, 
which is evenly distributed within the primer 
body initiates the propellant charge. The 
expanding gases generated by the burning pro- 
pellant expel the projectile into the gun barrel 
leaving only the metal case base and primer 
body behind. During the propellant burn, the 
tracer element in the fin assembly is ignited 
which provides the projectile with tracking visi- 
bility. The silicone rubber seal and obturator 
band at the base of the projectile prevent blow- 
by of propellant gas during travel in the barrel. 
The obturating band and retaining ring also 
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function to maintain projectile inbore centering 
and integrity. 

Upon muzzle exit, the air resistance 
against the front of the sabot breaks the retain- 
ing ring and when the obturating hand around 
the sabot breaks, the sabot falls away in three 
pieces leaving only the subprojectile to travel to 
the target. The fin assembly with six equally 
spaced fins, imparts spin to the subprojectile, 
thereby stabilizing its flight aerodynamics. 

The acceleration of the projectile in the 
gun tube allows the release mechanism to 
release the rotor from the first safe position. 
As the projectile travels downbore, the accelera- 
tion forces decrease until the rotor can 
overcome the forces and start its rotation to the 
armed position. The inbore acceleration of the 
fuze allows the setback voltage generator to 
charge up the firing capacitor. As the projectile 
leaves the gun muzzle, the drag weight senses 
the increased drag forces and moves out of the 
rotor’s way, allowing it to arm. 

Upon direct impact with a target or when 
the proximity switch senses the presence of an 
air target, a firing signal is sent to the M774 
base element. The base element’s firing capaci- 
tor provides the necessary current to initiate 
the M69 detonator, which initiates the lead, 
booster, and warhead explosives in sequence. A 
copper jet is formed by the detonation of the 
warhead. This copper jet provides the capacity 
to defeat the ground target. 


Tabulated Data: 


Complete round: 

Type ------------------------------- Fixed, High Ex- 
plosive Antitank 
Antihelicopter 
multipurpose w/ 
tracer 

Weight ---------------------------- 50.1 Ib (22.7 kg) 

Length ---------------------------- 38.74 in. 
(984 mm) 

Assembly drawing ------------ 12912208 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -25°F (-32°C) 
Upper limit ---------------------- +125°Е (452?C) 
Storage: 
Lower limit ---------------------- -50?F (-46.0?C) 
Upper limit ---------------------- +145°Е 
(+63.0°С) 
Performance: 
Chamber pressure (peak) ------ (66620 psi @ 
49°С; 6700 bars 
@ 125°Е 
Velocity (nominal) --------------- 4626 ft/sec 
(1410 m/sec 


РасКїп Metal Container): 


Packing and marking 


drawing --------------------------- 12912370 
Dimensions ------------------------ 44.5 in. x 7.75 
in. x 7.75 in. 
Cube --------------------------------- 1.5 cu ft 
Total weight (with cartridge) - 72.1 Ib 
Total explosive weight ----------- 18.69 Ib 
*Packing ----------------------------- 1 round per 


metal container, 
30 metal con- 
tainers per 
pallet 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 





UNO serial number -------------- 0321 

DOD hazard class ---------------- (08)1.2 

Storage compatibility group -- E 

Field storage category ----------- A 

DOT shipping class -------------- A 

DOT Designation ---------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 

DODAC ----------------------------- 1315-C791 

Limitations: 


The M830A1 is a full-service round which 
may only be fired during war emergency. 
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CARTRIDGE, 120-MILLIMETER: TP-T, M831 





INTERNAL VIEW 


Type Classification: 





STD - Dec 84. 
Use: 


This cartridge is a target practice round to 
simulate the ballistics of the M830 High 
Explosive Antitank Multipurpose with Tracer 
ammunition. The cartridge is fired from the 
120-mm smooth bore M256 cannon. 


Description: 


The M831 cartridge external appearance 
is identical to that of the M830 HEAT-MP-T 
service round. Internally the round does not 
contain any explosives, shaped charge liner 
base fuze or nose cap. The round consists of a 
steel body with aluminum spike and plastic obtu- 
rator, in addition to a fin and boom assembly 
with tracer. The complete round propellant sys- 
tem comprises a stub metal case with combus- 
tible sidewall and M123 primer. The propellant 
is a single perforated stick propellant both 
bagged and unbagged with additional segments 
fitted over each fin. 


Functioning: 


The M831 is loaded and fired in the nor- 
mal manner from the 120-mm M256 smooth 
bore tank gun. When the electric primer in the 
breech of the weapon is initiated, the resulting 
flash ignites the propelling charge and combus- 


U 
AR 0044 -B 


tible case. This generates gases which drive the 
projectile from the gun and ignites the tracer ele- 
ment. The flight characteristics simulate those 
of the service round, but does not result in an 
explosion or penetration upon target impact. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Fixed, target 
practice 
Weight ---------------------------- 53.4 lb (24.2 kg) 
Length ---------------------------- 38.6 in. 
(981 mm) 
Assembly drawing ------------ 12527100 
Color ------------------------------ Blue w/white 
markings 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -50?F (-46.0?C) 
Upper limit ---------------------- +145°Е 
(+63.0°С) 
Storage: 
Lower limit ---------------------- -50?F (-46.0°C) 
Upper limit ---------------------- +145°F 
(+63.0°C) 
Performance: 
Chamber pressure (peak) ------ 73,950 psi @ 
70°Е 
Velocity (nominal) --------------- 3740 ft/sec 
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Packaging: 

Inner pack drawing -------------- 12527220 
Outer pack drawing -------------- 12527240 
Weight:------------------------------- 36 Ib 

Cube -------------------------------------- 2.4 cu ft 
#Packing ---------------------------- 1 round per 


fiber container; 

1 container per 

wooden box; 20 

boxes per pallet 
*Packing box: 


Weight ----------------------------- 89 Ib 

Dimensions ---------------------- 45.6 in. x 9.02 
in. x 10.24 in. 

Cube ------------------------------- 2.4 cu ft 
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“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

DOD hazard class ---------------- (08) 1.2 

Storage compatibility group -- > 

DOT shipping class -------------- 

DOT designation ----------------- N 
FOR CANNON 
WITH EMPTY 
PROJECTILES 

DODAC ----------------------------- 1315-С784 
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CARTRIDGE, 120-MILLIMETER: TP-T, M831A1 


CASE BASE AND SEAL ASSEMBLY 
CASING, CARTRIDGE 















Type Classification: 





STD - April 23, 1993. 
Use: 


The M831Al cartridge is a fixed 120-mm 
target practice round with tracer (TP-T) which 
simulates the ballistics of the High Explo- 
sive Antitank Multipurpose with tracer (HEAT- 
MP-T) M830 cartridge. The M831AI cartridge 
with inert projectile is intended for use in the 
120-mm smooth bore M256 cannon. 


Description: 


The external appearance of the M831Al 
cartridge is similar to the M831 training round 
as well as the M830 service round. The 
M831A1 round consists of an inert projectile 
composed of a steel spike, aluminum body, ring, 
stabilizer and nylon obturating band. The fin 
and boom on the present M831 have been 
replaced by a stabilizer with six equally spaced 
slots which impart spin to the M831Al projec- 
tile. The combustible cartridge case, combus- 


PRIMER, ELECTRIC, M125 
CONTAINER PROPELLANT 
PROPELLANT 


STABILIZER 
PROJECTILE 





Sol U os, 


CRTG 120MM 
TP-T M831A1 y d 





AR 4709-A 


tible case cap, case base and seal assembly are 
the same components used on the presently 
fielded M830 and M831 cartridges. The inter- 
nal propulsion system for the M831Al consists 
of M125 primer, M14 propellant, and tracer. 


Functioning: 


The M831A1 is loaded and fired in the nor- 
mal manner from the 120-mm M256 smooth 
bore tank gun. Initiation of the electric primer 
ignites the propelling charge and combustible 
case, generating gases which drive the projec- 
tile from the gun and ignite the tracer. The sili- 
cone rubber seal and nylon obturating band as 
well as the case base and seal assembly prevent 
gas leakage during the projectile travel in the 
barrel. The obturating band and bourrelet also 
function to maintain projectile inbore centering 
and integrity. The stabilizer provides spin for 
flight aerodynamics. The flight characteristics 
simulate those of the service round, but do not 
result in an explosion or penetration upon tar- 
get impact. 
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Tabulated Data: 





Complete round: 


Type ------------------------------- Fixed, TP-T 
Weight ---------------------------- 50.5 1b (22.9 kg) 
Length ----------------- 38.62 in. 
(981mm) 
Assembly drawing ------------ 12944397 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -25?F (-32?C) 
Upper limit ---------------------- +125°Е (452?C) 
Storage: 
Lower limit ---------------------- -50?F (-46.0°C) 
Upper limit ---------------------- +145°F 
(+63.0°C) 
Performance: 
Chamber pressure --------------- 55,000 psi @ 
70°F 73,000 psi 
@ 145°F 
Velocity (nominal) --------------- 1140 m/sec 


(3740 ft/sec) 


Packaging: 


Packing and marking 
drawing (metal container) -- 12521674 
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Dimensions ------------------------- 44.5 x 7.75 x 
7.75 in. 

Cube --------------------------------- 1.5 cu ft 

Total weight (with cartridge) - 73 lb 

Total explosive weight ----------- 15.5 lb 

*Packing ---------------------------- 1 round per 


metal container; 
30 metal con- 
tainers per pal- 
let 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





DOD hazard class ---------------- 1.3 
Storage compatibility group -- C 
Field storage category ----------- A 
DOT shipping class -------------- B 
DOT designation ----------------- AMMUNITION 


FOR CANNON 
WITH EMPTY 


PROJECTILE 
UNO serial number -------------- 0417 
DODAC ----------------------------- 1315-C784 
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CARTRIDGE, 120-MILLIMETER: TPCSDS-T, M865 


PROPELLANT 


Type Classification: 
STD June 84. 


Use: 


This cartridge is a kinetic energy, target 
practice round for use with the 120-mm smooth 
bore M256 cannon. It is designed to simulate 
the service round characteristics at reduced max- 
imum ranges to allow practice firings on short 
range proving grounds and training areas. 


Description: 


The cartridge, 120-mm: TPCSDS-T, M865 
contains a propulsion system consisting of a 
stub metal case with combustible sidewall, gran- 
ular propellant, and electric M125 primer, while 
the projectile consists of subprojectile and alumi- 
num sabot. The core is a one-piece steel design 
with a tail cone assembly which is assembled 
into the sabot by means of threads. The tail 
cone contains nine holes, or six slots, which in 
conjunction with the conical shape provide stabi- 
lization. Reduced range is achieved by the 
aerodynamic blocking effect of the holes, or 
slots. The tail cone assembly also contains a 
tracer. The aluminum sabot is composed of 
three 120° noninterchangeable segments with 
internal screw threads matching those on the 
outer diameter of the subprojectile. The sabot 
has a silicone rubber seal at the rear to prevent 
gas leakage. 

The weight of the complete cartridge is 
approximately 19.0 kg (41.9 1b) and the weight 
of the subprojectile is approximately 3.2 kg (7.1 
Ib). 











SIN 
WA. 
GL 


IGNITER 


PROJECTILE 


CARTRIDGE CASE 


KR 0668-A 


The M865 is loaded and fired from the 
120-mm tank gun in the normal manner. Upon 
initiation of the electric primer in the breech of 
the weapon, the resulting flash ignites the pro- 
pelling charge and combustible case generating 
gases which drive the projectile from the gun 
and ignites the tracer. The rear seal of the 
sabot prevents gas leakage between the sabot 
segments and the driving forces (gases) propel- 
ling the subprojectile down bore. Upon leaving 
the gun, aerodynamic forces cause the sabot to 
separate from the subprojectile allowing the sub- 
projectile to continue to target, while the sabot 
segments fall quickly to earth. The tail cone seg- 
ment of the subprojectile, due to the nine hole 
(old design) or six slot arrangement, causes aero- 
dynamic slowing of the subprojectile to limit its 
range to 8000 meters. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Fixed, 
TPCSDS-T 
Weight ---------------------------- 41.9 Ib (19.0 kg) 
Length ---------------------------- 34.7 in. max 
Assembly drawing: 
Standard Sabot (old) ---------- 12525000 
I-Inch shorter sabot ---------- 12525000 
New Alliant F design -------- 28251796 
New Olin F'design ------------ 700062 
Color ----------------------------- Blue w/white 
markings 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- -50°F Es 46.0?C) 
Upper limit ---------------------- +145° 
(463. 0°C) 
Storage: 
Lower limit ---------------------- pra is 46.0?C) 
Upper limit ---------------------- 
(463. 0°C) 


Performance; Breech Pressure @ 21°C* 


Standard sabot (with LKL 
propellant) ----------------------- 
Short sabot (with LKL 
propellant) ----------------------- 
Alliant (short sabot, with 
LKL propellant) ---------------- 
Olin (short sabot, with 
M14 propellant) ---------------- 


4800 bars 
4600 bars 
4600 bars 


4950 bars 


“NOTE: Expected average breech pressure 


values at 8.9 cm from rear face 


Packaging (Wooden Box): 





Inner pack drawing ------------- 
Outer pack drawing ------------- 
Dimensions ------------------------- 


Weight (with cartridge) -------- 
Cube 
Explosive weight 

(Propellant) --------------------- 
**Packing --------------------------- 


of tube. 


12527220 
12527240 
45.6 in. x 9.02 
in. X 10.24 in. 
77.9 |b 

2.4 cu ft 


19.03 Ib 

1 round per 
fiber container; 
1 container per 
wooden box, 20 


boxes per pallet. 


Packaging (Metal Container): 





Packing and Marking: 
Standard sabot ----------------- 
Short Cabot ----------------------- 
Alliant F’design --------------- 
Olin F’design ------------------- 

Dimensions ------------------------- 


Cu 
Total weight (with cartridge) - 
Total explosive weight ----------- 


PACKING --------------------------- 


12561273 
12912175 
12913175 
12913175 
44.5 in. x 7.75 
in. x 7.75 in. 
1.55 cu ft 
63.2 Ib 

19.03 Ib (LKL 
propellant) 
16.28 Ib (M14 
propellant) 

1 round per 


metal container, 


30 metal con- 
tainers per 
pallet 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 


NSN's. 
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Shipping and Storage Data: 





UNO serial number -------------- 0328 

DOD hazard class ---------------- 1.3 (Wood Box) 
(08) 1.2 (Metal 
Can) 


Storage compatibility group -- с 
DOT shipping dass -------------- 


DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJ ECTILES 
DODAC ----------------------------- 13315-C785 
WARNING 
DO NOT FIRE OVER THE 
HEADS OF FRIENDLY 
TROOPS, UNLESS 


TROOPS HAVE ADEQUATE 
COVER. TROOPS MAY BE 
STRUCK BY THE 
DISCARDED SABOT. 


CAUTION 


EVEN THOUGH THIS IS A 
TARGET PRACTICE ROUND. 
THE CORE CAN CAUSE 
DAMAGE AND PENETRATE 
ARMORED VEHICLES. 


Differences Between NSN's: 





1315-01-165-6488 





9 hole cone 


Standard sabot 


Marking located on sabot midsection (3 lines of 
12-mm letters) 


See en nylon holding ring on bourrelet (see 
Fig. 


Wood box/fiber container 


1315-01-242-4796 





9 hole cone 


Standard sabot 


Marking located on sabot midsection (3 lines of 
12-mm letters) 


Sabot with nylon holding ring on bourrelete. 


Metal Container (PA116) 
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Differences Between NSN's: (cont. ) 


1315-01-288-5545* 








6 hole cone 
I-inch shorter sabot 


Marking located on front bourrelet or with 
reduced letter height (6.35-mm) and two lines 
on sabot midsection 


Sabot without nylon holding ring bourrelet 
Metal container (PA116) 


Markings: Typical markings for the projectile 
are shown in figure 1. A difference in location 
and size (fig. 2) will distinguish the M865 with 
the slotted cone and reduced sabot size, NSN 
1315-01-288-5545 from the 9 hole cone and stan- 
dard length sabot as follows: 


1315-01-288-5545* 





6 slot cone (Alliant) 
I-inch shorter sabot 
Marking located on front bourrelet or with 
reduced letter height (6.35-mm) and two lines 
on sabot midsection 


The case cover is glued to the rear of the sabot 
as opposed to being attached by screws. 


TM 43-0001-28 


Eliminated the inner ring and access holes in 
case cover. 


Metal container (PA116) 
1315-01-288-5545* 

6 slot cone (Olin) 

I-inch shorter sabot 


Marking located on front bourrelet or with 
reduced letter height (6.35-mm) and two lines 
on sabot midsection 


The propulsion system uses M14 propellant 
rather than LKL propellant used in the current 
M865. Eliminated the inner ring, subprojectile 
break groove and access holes in case cover. 


Metal container (PA116) 


#NOTE: Cartridges of this NSN must be 
replaced in metal containers of the same lot 
number due to the shortened sabot requiring a 
different internal container support. 


a. Marking for 9 hole cone/standard 
sabot: 1/2-inch letters (12-mm + 1) in 3 lines 
on sabot midsection. 


b. Marking for 6 cone/reduced length 


sabot: 1/4-inch letters (6-mm + 1) in 2 lines on 
sabot midsection or bourrelet. 
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1/2" LETTERS 

(12MM + 1) 

(ON SABOT MID- 

SECTION ONLY-3 LINES) 

OR 1/4" LETTERS 

(6 MM + 1) 

(ON BOURRELET OR 

120 MM, TPCSDS-T, M865 SABOT MID SECTION 


COMPLETE RD -2 LINES) 
1/2" LETTERS, JA отно. Ё 
(12 ММ +1» Ser PROJECTILE 
: LOT NO. 






120MM, TPCSOS-T, M865 





MADE IN USA 
(FOR AMERICAN ROUNDS) 





CASE BASE & SEAL 


1/8” LETTERS (IMM 2 1) ASSEMBLY LOT NO. 





NOMENCLATURE 


AR 3872-C 


Figure 1. Typical marking for 120-mm gun cartridges, M865 
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2 PLACES 
12 + 1 66 + 1 
3 PLACES 
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SHORTER SABOT (NEW) 


HOLDING RING NOTE: All dimensions shown 


are in millimeters. 
STANDARD SABOT (OLD) 





U 
AR 5092 
Figure 2. Differences between standard and shorter sabot for 120mm gun cartridge, M865. 
Army-Authorized Ammunition for Guns. The 1300-251-20 and TM 9-1300-251-34 should be 
authorization with the introduction of the slot- annotated respectively as follows: 
ted cone/reduced length sabot M865 (including 
the Alliant F'design round and the Olin F SMR code ---------------------------- XB000 
design round) does not change, but it should be Part number ------------------------ 12913178 
noted that cartridges with NSN 1315-01-288- Federal supply code for mfg --- 19200 
5545 must be replaced in metal containers of Description ------------------------- Container 
the same lot number due to the shortened sabot Ammunition 
requiring a different internal container support. Metal PA 116 
for cartridge, 
Repair Parts List. The introduction of the slot- 120-mm, 
ted cone/reduced length sabot M865 will TPCSDS-T, 
require the addition of a second container for M865 
specific use with these rounds (NSN 1315-01- Unit of measure ------------------- each 
288-5545). The Repair Parts List for TM 9- aii incorporated in i 
unit --------------------------------- 
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CARTRIDGE, 152-MILLIMETER: HEAT-T-M, M409A2, M409A1 AND M409 


dW-L-1V3H 
981 


LY60YN DLHI 





и 
АВ 199789 


CASE LOCKING RING 





U 
AR 199788 














Uo 
951 


dW-1-1V3H 


субори DLYO 





ELEMENT CASE MOUNTING RING FUZE IMPACT SWITCH 


u 
AR 102161 





Type Classification: Use: 
M409A2 ------- Std DA Letter 1976 This cartridge is fired from 152-mm gun- 
M409A1 ------- Std AMCTC 8865 launchers primarily as an armor-defeating 
M409 ----------- C&T AMCTC 8965 round with additional antipersonnel capability. 
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Description: 


The projedile consists of a ч steel 
body fitted with a steel windshield and a fluted 
copper cone liner to shape the high explosive 
charge. The liner is held in place by a steel lock- 
ing ring. The windshield is threaded to the lock- 
ing ring and houses an insulator and wire eye- 
let connector assembly. The wire connector 
assembly connects the fuze with the control 
power supply housed in a two-piece windshield 
cap. The control power supply provides the 
point-initiating, base-detonati ng fuze with elec- 
trical energy The projectile is loaded with 
Composition B, and the fuze is fitted in a cavity 
of the explosive charge. The tracer is contained 
in the base plug and is assembled to a steel fuze 
locking cup in the base of the projectile. A sin- 
tered iron rotating band, forward of the base, 
provides spin and obturation. Cartridge Case 
M205 used in M409A2 and M409A1 is a two- 
piece assembly of base and body made of high- 
density felted nitrocellulose, inert fibers, and 
resin. The body, containing a bagged propelling 
charge, is attached to the projectile by a steel 
mounting ring and aluminum case locking ring. 
The base houses the electric ignition system 
and is cemented to the body with a special nitro- 
cellulose lacquer. Cartridge Case M157 used in 
Cartridge M 409 is similar to the M205 in shape 
and function, but is of a different non-metallic 
flammable material. The M157 case is more vul- 
nerable to fracture on impact than the M205, 
and the igniter primer is of a different design, 
The body is attached to the projectile by epoxy 
resin and a case locking ring. 


Functioning: 


Electric current from the firing mecha- 
nism of the weapon initiates the ignition ele- 
ment/initiator. The resulting flash ignites the 
propellant, and the burning propellant gener- 
ates gases to force the projectile from the gun 
tube and concurrently ignite the tracer. When 
the round is used against armor: electrical 
energy from the control power supply in the 
nose of the projectile is fed to the fuze on 
impact. Functioning of the fuze detonates the 
shaped explosive charge of Composition B to col- 
lapse the copper cone and create a high-velocity 
focused shock wave. The intensity of the shock- 
wave causes failure of the target armor, and a 
jet of metal particles penetrates the interior of 
the target. For antipersonnel use, the round is 
fired so the fuze will function on graze or direct 
impact on target. Blast and fragmentation cre- 
ated by detonation of’ the explosive charge 
inflicts casualties. 
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Difference Between Models: 


The M409A2 model has the improved 
M509A1 PIBD fuze and has the full frontal 
area impact switch enabling the projectile to be 
effective on all areas of the ogive. 


Tabulated Data: 





Complete round: 





Type ---------------- HEAT-T-MP 
Weight ---------------------------- 48.5 Ib 
M4WIA2, 50.5 Ib 
Length ---------------------------- 27.0 in. 
Cannon used with ------------- M81 series, 
M 162 
Projectile: 
Body material ------------------ Forged steel 
Color (Old) ---------------------- Black w/yellow 
markings 
(New) -------------------------- Black w/white 
markings and 
yellow band 
Filler and weight -------------- Comp, В, 6.3 Ib 
Components: M409A2 M409A1 M409 
Cartridge 
case M205 M 205 М 157 
Propelling 


charge M 189 M 189 M 189 
Primer M91 Electric M91 





Tracer M13 M13 M13 
Fuze M539A1 PIBD- XM539E 1 
M539 
Performance: 
Maximum range ---------------- 9900 yd 
(9000 m) 
Muzzle velocity ---------------- 2240 fps 
(683 reps) 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- +125°F 
(+52.0°C) 
Storage: 
Lower limit ---------------------- -80°F (-62.2°C) 
(for period not 
more than 3 
days) 
Upper limit ---------------------- +160°F 


(+71.1°C) (for 
period not more 
than 4 hr/day) 

* Packing ---------------------------- 1 cartridge per 
fiber container; 
1 container per 
wooden box 


“Packing Box: 


Weight ---------------------------- 97.5 Ib 
Dimensions --------------------- 42-1/8 x 12-9/16 

х 13-11/32 in. 
Cube ----------------- MM 4.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0006 
DOD hazard dass ---------------- 11 
Storage compatibility ----------- E 
DOT shipping class -------------- A 
DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 
DODAC ----------------------------- 1320-D381 
Drawing number (M 409) ------- 9204196 
(M409A1) --------------------- 9257471 
(M 409A 2) ---------------------- 9323952 
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Operational Characteristics: 





Do not remove barrier bag until round is 
being chambered. Unprotected cartridge cases 
where barrier bags have been removed are flam- 
mable and can be ignited accidentally by burn- 
ing cigarettes, smoldering residue embers, and 
open flames, etc. Neoprene barrier bags may 
be difficult to remove at -25°F or below. 


Limitations: 


Probe adapter will not be used when fir- 
ing rounds assembled with Cartridge Case 
M 205. 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-2350-230-12 
TM 9-2350-232-10 
TM 9-1300-251-20 
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CARTRIDGE, 152-MILLIMETER: TP-T, M411 


26.7 MAX 








LIVIN 
1-41 D1Y) 





ELECTRIC 

IGNITION 

ELEMENT SUPPLEMENTARY 
RGE 













ea dca Sone A 
2 : FUZE, PD; M557 
CASE LOCKING RING WINDSHIELD 


CARTRIDGE CASE 
IGNITER TUBE 








ARD B4-1610 
Type Classification: Tabulated Data: 

С&Т, AMCTC 9103 dtd 1972. Complete round: 

Type mn Target Practice 
Use: Weight ---------------------------- 48.8 Ib 
Length ---------------------------- 26.7 in. 

This cartridge is designed for training in Cannon used with ------------- M81 series, 
gunnery and fire control with 152-mm gun M162 
launchers. Projectile: 

Body material ------------------ Steel 
Description: Color ------------------- Blue w/white 
markings and 

The M411 cartridge has an M557 PD fuze yellow band 
and a supplementary charge for spotting pur- Filler and weight -------------- TNT 0.30 Ib 
poses in the aluminum spike; otherwise, the pro- Components: 
jectile is hollow. A tracer is in the base of the Cartridge case ------------------ XM157 
projectile for observation of the trajectory The Propelling charge ------------- M189 
hollow projectile is secured to a cartridge case Primer  --------------------------- M91 
of combustible material. The case is filled with Tracer ---------------------------- M13 
bagged propellant and equi pped with an electri- Fuze ------------------------------- M557 


cal ignition element. 
Temperature Limits: 


Functioning 
Firing: 

Electric current from the firing mecha- Lower limit ---------------------- -40°F 
nism initiates the ignition element/primer and Upper limit ---------------------- +125°F 
the resulting flash ignites the propellant. The Storage: 
burning propellant generates gases which force Lower limit ---------------------- -80°F (for period 
the projectile from the gun tube and concur- not more than 3 
rently ignite the tracer. This cartridge has a days) 
functioning fuze and spotting charge. Upper limit ---------------------- +160°F (for 


period not more 
than 4 hr/day) 
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#Packing: DOT shipping class -------------- A 
M4]] ------------------------------ 1 round per DOT designation ----------------- AMMUNITION 
fiber container; FOR CANNON 
1 container per WITH 
wooden box EXPLOSIVE 
“Packing Box: PROJ ECTILE 
Weight ---------------------------- 97.5 1b DODAC  ---------------------------- 1320-D380 
Dimensions --------------------- 10-15/32 x Drawing number ---------------- 9210425 
10-15/32 x 
36-1/8 in. Limitations: 
Cube ------------------------------- 2.0 cu ft 
None. 
*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including References: 
SB 700-20 
Shipping and Storage Data: AMC-P 700-3-3 
TM 9-2350-230-12 
UNO serial number -------------- 0321 TM 9-2350-232-10 
DOD hazard dass ----------------- (12) 1.2 TM 9-1300-251-20 
Storage compatibility ----------- E 
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CARTRIDGE, 152-MILLIMETER: TP-T, M411A3, M411A2, AND M411A1 


27.0 MAX 





ELECTRIC 
IGNITION 
ELEMENT 













CARTRIDGE CASE 
IGNITER TUBE 


Type Classification: 





M411A3 ----- Std AMCTC 9103 dtd 1972. 
M411A2 ----- Std AMCTC 9103 dtd 1972. 
M411A1 ------ C&T, AMCTC 9103 dtd 1972. 


Use: 


This cartridge is designed for training in 
gunnery and fire control with 152-mm gun 
launchers. 


Description: 


Cartridges of the M411 series consist of a 
hollow projectile secured to a cartridge case of 
combustible material, and simulate for practice 
purposes the 152-mm, HEAT-T-MP, M409 
series. Model M411A3 (XM411E7) is inert 
except for a tracer in the base of the projectile 
for observation of the trajectory. The M205 car- 
tridge case is filled with bagged propellant and 
is equipped with an electrical ignition element, 
Model M411A2 is identical with M411A3 except 
for use of the older M157 cartridge case and 
M91 electrical primer. M411A1 has a multipiece 
projectile including steel body, aluminum spike, 
and steel windshield. 


= 
o 
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b 
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CASE LOCKING RING 
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ROTATING BAND 


TRACER 


WINDSHIELD 









HOLLOW SHELL 
AR199782 


Elecric current from the firing mechanism initi- 
ates the ignition element/primer and the result- 
ing flash ignites the propellant. The burning 
propellant generates gases which force the pro- 
jectile from the gun tube and concurrentl 
ignite the tracer. Except for the tracer, whic 
marks the flight of the projectile Cartridges 
M411A3, M411A2, and M411A1 are non- 
functioning. 


Tabulated Data: 





Complete round: 


Type ------------------------------- Target Practice 
Weight: 
M411A3 ----------------------- 48.8 Ib 
MA11A2 ---------------------- 49.8 Ib 
MA11Al ----------------------- 49.8 Ib 
Length: 
MATIA3 u nee 27.0 in. 
M411A2 ----------------------- 27.1 in. 
М411А1 ----------------------- 26.9 in. 
Cannon used with ------------- ee 
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Tabulated Data: (cont.) 





Projectile: 
Body material ------------------- Steel 
Color ------------------------------ Blue w/white 
marking and 
; , yellow band 
Filler and weight: 
MA11A3 ----------------------- N/A 
MA11A2 ----------------------- N/A 
MATIA] ---:---------------- N/A 
Components: 
Cartridge case: 
M411A3 ---------------------- M 205 
MAL1A2 s M157 
MALLA I --- eee e M157 
Propelling charge -------------- M 189 
Primer: 
MATIAS esc N/A 
MA11A2 ----------------------- M91 
MATIAT aaa MOL 
Tracer: --------------------------- M13 
Fuze: 
MATIAS  ---------------------- N/A 
МАЛТА? un М/А 
M411A1 ----------------------- N/A 
Performance: 
Maximum range --------------- 9000 m 
Muzzle velocity PETERS a 2,240 fps 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F 
Upper limit ---------------------- +125°F 
Storage: 
Lower limit ---------------------- -80°Е (for period 
not morethan 3 
ee days) 
Upper limit ---------------------- +160°F (for 
period not more 
; than 4 hr/day) 
*Packing: 
М411А1, M411A2 ------------- 1 round per 
fiber container; 
1 container 
per wooden box 
M411A3 seen en 1 round per 


metal container 
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“Packing Box: 


Weight ---------------------------- 97.5 Ib 
Metal Container (M411A3): 
Weight ---------------------------- 87.0 Ib 
Dimensions --------------------- 10-15/32 x 
10-15/32 x 
36-1/8 in. 
Cube ----——----------------------—-- 2.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0242 

DOD hazard dass ---------------- 1.3 

Storage compatibility ----------- C 

DOT shipping class -------------- B 

DOT designation ------------ AMMUNITION 
FOR CANNON 
WITH INERT 
LOADED 
PROJ ECTILE. 
(M411): AM- 
MUNITION 
FOR CANNON 

H 

EXPLOSIVE 
PROJ ECTILE 

DODAC.--------------------- 1320-D383 
(M411A3, 
M411A2, and 

| M411A1) 

Drawing number ---------------- 9266944, 
(M411A3); 
9242430, 
(M411A2); 
9233376. 

ENG (M411A1) 
Limitations: 
None. 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-2350-230-12 
TM 9-2350-232-10 
“I'M 9-1300-251-20 
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CARTRIDGE, 152-MILLIMETER: DUMMY, M596 





26.60 MAX 
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Type Classification: 





Std AMCTC 5909 dtd 1968. 
Use: 


This dummy cartridge is used as a drill 
round to train troops in handling ammunition 
and loading the 152-nun, M81 gun-launcher. 


Description: 


This cartridge simulates a loaded round of 
152-mm ammunition in size, weight, and center 
of gravity. The cartridge is a one-piece alloy cast- 
ing with a protective hard anodized coating and 
has a life expectancy of 75,000 loadings. The 
material results in negligible wear to the gun 
tube. The hollowed-out base provides a handle 
for removal of the round after practice loading. 


Functioning: 


Projectile is completely inert and does not 
function. 


AR199787 


ONE-PIECE CASTING 





AR109786 
Tabulated Data: 
Complete round: 
Type ------------------------------- Dummy 
Weight ---------------------------- 51.0 Ib 
Length ---------------------------- 26.60 in 
Cannon used with ------------- M81 
Projectile: | 
Body material ------------------ Aluminum alloy 
Color: — 
Oldie in ack or blue 
ш w/white mark- 
ing 
(New) -------------------------- Bronze w/white 
markings 
*Packing --------------- 1 round per 
wooden box 


“Packing Box: 


Weight ---------------------------- 69.0 Ib 
Dimensions  ------------------- 29-7/8 x 8-1/8 x 

8-29/32 in. 
Cube ------------------------------- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
NNUS for complete packing data induding 
's. 
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Shipping and Storage Data: Limitations: 

UNO serial number -------------- N/A None. 

DOD hazard dass ---------------- N/A 

Storage compatibility ----------- N/A References: 

DOT shipping class -------------- C 

DOT designation ----------------- NON- SB 700-20 
EXPLOSIVE AMC-P 700-3-3 
AMMUNITION TM 9-2350-230-12 

DODAC ----------------------------- 1320-D500 TM 9-2350-232-10 

Drawing number ----------------- 8430306 TM 9-1300-251-20 
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CARTRIDGE, 152-MILLIMETER: CANISTER, M625A1 AND M625 









M81 GUN 
43M 


Type Classification: 


M625A1---- Std AMCTC 8966 dtd 1972. 
M625 ------- C&T, MSR 11756003. 





Use: 


These canister cartridges are used in 152- 
mm gun-launchers and are intended primarily 
for antipersonnel use at close range. The car- 
tridges are effective in dense foliage. 


Description: 


The canister-type projectile for M625 and 
M625A1 cartridges consists of an aluminum 
base and body threaded together. Four axial 
grooves, 90 degrees apart, extend from the for- 
ward end of the body for approximately 3/4 of 
its length. The body contains steel flechettes 
loaded in five separate bays. The bay assem- 
blies are secured by a closing cup crimped over 
the forward end of the body. A bleed hole in the 
base of the projectile allows propellant gases to 
build up internal pressure in the body to facili- 


AR 199793 


AR199792 


tate breakup. The cartridge case is a two-piece 
assembly of base and body made of high-density 
felt nitrocellulose, inert fibers, and resin. The 
cylindrical body of the M 205 case containing a 
bagged propelling charge is attached to the pro- 
jectile by a steel mounting ring and aluminum 
locking ring. The base houses the electrical igni- 
tion element and is cemented to the body with 
a special nitrocellulose lacquer. 


Electrical current from the firing mecha- 
nism of the weapon initiates the ignition ele- 
ment/initiator. The resultant flash ignites the 
propellant and the burning propellant gener- 
ates gases that force the canister projectile 
from the gun tube. Immediately after the projec- 
tile leaves the gun tube, centrifugal force and 
internal pressure from the propellant gases 
split the canister at grooves releasing the 
flechettes. The flechettes disperse forward in a 
conical pattern as a result of the combination of 
forward and centrifugal forces. 
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Difference Between Models: 


Canister M625A1 and M625 are identical 
except for the cartridge case, which is more vul- 
nerable to fracture on impact in M625. M625 
has a different ignition element and the method 
of attachment of the cartridge case to the projec- 
tile is not the same. 


Tabulated Data: 


Complete round: 





Type nn Canister 

Weight ---------------------------- 48.5 Ib 

Length ---------------------------- 19.2 in. 

Cannon used with ------------- M81 series, 
M162 

Projectile: 

Body material ------------------ Aluminum 

Color „nn Olive drab 
w/white dia- 
monds and 
white marking 

Filler and weight -------------- Flechettes- 
10,000, 15.2 Ib 

Components: M625A1 M625 

Cartridge case ------------ М 205 M157 

Propelling charge ------ M189 M189 

Primer mn Electrical M91 

Performance: 
Maximum effective range -- 400 m 
Muzzle velocity ---------------- 2,260 fp 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F 
Upper limit ---------------------- +125°F 
Storage: 

Lower limit ---------------------- -80°F (for period 
not more than 3 
days) 

Upper limit ---------------------- +160°F (for 


period not more 
than 4 hr/day) 
*P acking ---------------------------- 1 cartridge per 
fiber container; 
1 container per 
wooden box 
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“Packing Box: 


Weight ---------------------------- 97.5 Ib 
Dimensions --------------------- 39-1/2 x 12-1/2 x 

13-3/16 in. 
Cube ----—------------—----------—-- 4.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ------------- 0242 

DOD hazard class --------------- 1.3 

Storage compatibility ----------- E 

DOT shipping class -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
РАО) ECTILE 

DODAC ------- 1320-D 390 

Drawing number ----------------- 9219469, 
(M625); 
9257471, 
(M625A1) 


Operational Characteristics: 





Because they are flammable, unprotected 
cartridge cases, those from which barrier bags 
have been removed can be ignited accidenally 
by burning cigarettes, smoldering residue, 
embers, open flame, etc. Do not remove ballis- 
tic protective cover until round is removed from 
stowage rack for firing. Do not remove barrier 
bag until round is being chambered. Neoprene 
barrier bags may be difficult to remove at -25°F 
or below. 


Limitations: 


Overhead firing of canister cartridge is pro- 
hibited. Do not use probe adapter when firing 
rounds assembled with Cartridge Case M 205. 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-2350-230-12 
TM 9-2350-232-10 
TM 9-1300-251-20 
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CARTRIDGE, 152-MILLIMETER: HE-T, M657 


Te 24.607 MAX в 





ADAPTER AND 


BASE [igre 


INITIATOR 
ASSEMBLY 
АМ 
PROPELLING б 3 pode NG 
CHARGE 

CARTRIDGE 


CASE BODY PRIMER 


Type Classification: 


C&T AMCTC 9193 dtd 1972. 





Use: 


This fixed ammunition cartridge is a high- 
explosive round for 152-mm gun launchers, 
employed against light materiel and personnel. 


Description: 


The complete round consists of a one- 
piece, forged steel projectile loaded with high 
explosive assembled to a nonmetallic cartridge 
case. The projectile is fitted at the nose with a 
point-detonating (PD) fuze and at the base with 
a tracer adapter. The adapter is threaded to 
the projectile base, and is designed to secure 
the projectile to the cartridge case as well as to 
hold the tracer. A gilding metal rotating hand 
encircles the projectile 1-3/4 inches Forward of 
the base. Cartridge Case M157 used with this 
round 15 a two-piece assembly of base and body, 


TRACER ASSEMBLY 


ROTATING BAND 


AR199791 


TNT FILLER 












PROJECTILE 
PD FUZE 
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manufactured from nitrocellulose and rela- 
tively vulnerable to fracture from impact. The 
cylindrical body, containing the bagged propel- 
ling charge, is attached to the projectile by 
epoxy resin and a case locking ring, secured by 
the projectile base adapter. The base of the car- 
tridge case houses the electric primer initiator. 
The primer tube is of nitrocellulose and con- 
tains a black powder charge. 


Electric current from the firing mecha- 
nism of the weapon initiates the ignition ele- 
ment/initiator. The resultant flash through the 
primer tube ignites the propellant, and the burn- 
ing propellant generates gases which ignite the 
tracer and force the projectile from the gun 
tube. The superquick point-detonating fuze 
functions on impad with the target or on graze. 
Functioning of the fuze detonates the explosive 
charge which creates blast and fragmentation. 
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Tabulated Data: 


Complete round: 


Уре ------------------------------- НЕ-Т 

Weight ---------------------------- 48.5 Ib 

Length ---------------------------- 24.6 in 

Cannon used with ------------- M81 

Projectile: 

Body material ------------------ Forged steel 

Color ------------------------------ Olive drab 
w/yellow mark- 
ing 

Filler and weight -------------- TNT, 9.5 Ib 

Components: 

Cartridge case ------------------ M157 

Propelling charge ------------- M 190 

Primer ------------------------ M117 

Tracer ---------------------------- M 13 

F UZE nn PD, M720 or 
XM 720 

Performance: 
Maximum Range -------------- 9000 m 
Muzzle velocity ---------------- 2240 fps 
Temperature Limits: 
Firing: 
Lower limit ---------------------- +40°F 
Upper limit ---------------------- +125°F 
Storage: 

Lower limit ---------------------- -80°F (for period 
not more than 3 
days) 

Upper limit ---------------------- +160°F (for 


period not more 
than 4 hr/day) 
*Packing ---------------------------- 1 cartridge per 
fiber container; 
1 container per 


wooden box 
*Packing Box: 
Weight ---------------------------- 97.5 1b 
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Dimensions --------------------- 39-1/2 x 12-1/2 
x 13-3/16 in. 
Cube --------------——------------——-- 4.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 

DOD hazard class ---------------- (12) 1.2 

Storage compatibility ----------- E 

DOT shipping class -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC ----------------- 1320-D592 

Drawing number ----------------- 9223763 


Operational Characteristics: 


Because they are flammable, unprotected 
cartridge cases, those from which barrier bags 
have been removed, can be ignited accidentally 
by burning cigarettes, smoldering residue, 
embers, open fire, etc. Do not remove ballistic 
protective cover until round is removed from 
stowage rack for firing. Do not remove barrier 
bag until round is being chambered. Neoprene 
barrier bags may be difficult to remove at -25°F 
or below. 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-2350-230-12 
TM 9-2350-232-10 
TM 9-1300-251-20 
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CARTRIDGE, 165-MILLIMETER: HEP, M123A1 AND M123 





0000000 
Ес 'd3H 
WIWS9I 390hi1NVO 


ЕЕС 27.62 МАХ. 


Type Classification: 


Std AMCTC 4266 dtd 1966. 





Use: 


This cartridge is a chemical energy round 
designed for demolition. It is capable of damag- 
ing or destroying the type of structures (log 
walls, concrete bunkers, etc.) and equipment 
(abandoned vehides etc.) encountered on a bat- 
la It is also effective as an antipersonnel 
round. 


Description: 


The M123A1 projectile is made of drawn 
plate steel with a blunt ogive. A copper rotat- 
ing band encircles the projectile just forward of 
the base. The projectile is cast loaded with a 
filler of approximately 35 pounds of Composi- 
tion A3. A pressed felt washer and disk are posi- 
tioned between the explosive charge and the 
base of the projectile to buffer the explosive 
from the shock of the setback, The base of the 
projectile is fitted with a base-detonating fuze 
and sealed with a steel plug. It is threaded 
externally for attachment to the mouth of the 
cartridge case. The cartridge case contains the 
propelling charge and a bagged supplementary 
igniter charge of 220 grains of black powder, 
heat-sealed in a olyethylene liner, which pro- 
vides an improved moisture barrier over that in 
the M123. An electric primer is fitted to the 
base of the cartridge case, The handle assem- 
bly attached to the base of the primer is fitted 





AR 101986A 


with a quick-release mechanism which permits 
its removal after the round is loaded into the 
weapon. 


In firing an electric current transmitted 
by the firing mechanism in the weapon acti- 
vates the primer, which ignites the propellant. 
The propellant gases, escapi ng through perfora- 
tions in the cartridge case, force the cartridge 
out of the gun tube and propel it to the target. 
Unlike other types of fixed ammunition, the car- 
tridge case remains fixed after firing and leaves 
the weapon with the projectile. The cartridge 
is spin stabilized in flight. Upon impact, the 
functioning of the fuze detonates the explosive. 


Difference Between Models: 





The M123 differs from the M123A1 in the 
following design aspects, The handle assembly 
requires 4 or 5 turns to release, in lieu of one- 
quarter turn: the base plug is aluminum 
instead of steel, and the cartridge case is a 
three-piece welded design with a plastic liner. 
The projectile is loaded with a filler of 
Composition A3. 


Tabulated Data: 


Complete round: 


Type ------------------------------- HEP 
Weight ---------------------------- 67.60 Ib 
Length ---------------------------- 27.62 in 
Cannon used with ------------- M135 
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Tabulated Data: (cont.) 


Projectile: 

Explosive filler ----------------- 35 Ib, Comp АЗ 

Body material ------------------ Steel 

Color mn Olive drab 
w/yellow mark- 
ings and black 
band 

Cartridge case ------------------ M 104 


This is a two-piece welded steel perforated 
basket type. The mouth is threaded for attach- 
ment to the projectile, a well in the base accom- 
modates the primer. 








Length === Approx 4 in. 
Diameter ------------------------- 6.5 in. 
Primer AA M73 
Fuze BD -------------------------- M62A2 
Ballistics: 
Maximum range ------------------ 1000 yd (914 m) 
Muzzle velocity ------------------- 850 fps (259.08 
reps) 
Temperature Limits: 
Firing: 
Lower limit ---------------------- pi £ 40°C) 
Upper limit ---------------------- 
m Ü °С) 
Storage: 
Lower limit ---- -80°F (-62.2°C) 
(for period not 
morethan 3 
days) 
Upper limit ---------------------- +160°F 


(+71.1°C) (for 
period not more 
than 4 hr/day) 
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*Packing ---------------------------- 1 round per 
fiber container: 
1 container per 


wooden box 
"Wagi Wa 94.0 Ib 
eight w/ctg -------------------- 
Dimensions --------------------- 34-13/16 x 8-3/4 
x 9-13/16 in 
сире ------------------------------- 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0167 

DOD hazard dass ---------------- 11 

Storage compatibility group -- F 

DOT shipping dass -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ----------------------------- 1320-D570 

Drawing number ----------------- 8845043 

Limitations: 


Functional reliability will be degraded 
when impacting soft targets such as marshy, 
sandy, day, mud, or snow covered terrain. 


References: 


TM 9-2350-222 -10-1 
TM 9-2350 -222-10-2 
TM 9-2350-222-10-3 
AMC-P 700-3-3 

SB 700-20 
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CARTRIDGE, 165-MILLIMETER: TP, M623 
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Type Classification: 





Std AMCTC 8415 dtd J uly 1971. 
Use: 


This cartridge is similar in appearance to 
Cartridge HEP M123A1 and is used for target 
practice with the M 135 gun cannon. 


Description: 


Except for the projectile and fuze, the tar- 
get practice cartridge is assembled with the 
same components as the HEP cartridge. The 
primary difference between the two rounds is 
that the TP projectile contains an inert filler in 
lieu of explosive, and is fitted with either a solid 
base plug or a dummy fuze assembled to the 
standard M 123A1 base plug. The handle assem- 
bly attached to the base of the primer, is fitted 
with a quick-release mechanism which permits 
its removal after the round is loaded into the 
weapon. 


Functioning: 


In firing, an electric current transmitted 
by the firing mechanism in the weapon acti- 
vates the primer, which ignites the propellant. 
The propellant gases, escaping through perfora- 
tions in the cartridge case, force the cartridge 
out of the gun tube and propel it to the target. 
Unlike other types of fixed ammunition, the car- 
tridge case remains fixed after firing and leaves 


U 
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the weapon with the projectile. The cartridge 
is spin stabilized in flight. 


Tabulated Data: 





Complete round: 


Type = Та Practice 
eight ---------------------------- 67.6 Ib 
Length --------------------------- 27.62 in. 
Cannon used with ------------ M135 
Projectile: 

Inert filler ----------------------- 35 Ib 

Body material ------------------ Steel 

o o aaa an a Blue w/white 
markings 

Cartridge case ------------------ M104 


This is a two-piece welded steel perforated 
basket type. The mouth is threaded for attach- 
ment to the projectile, a well in the base accom- 
modates the primer. 


Length serseri Approx 4 in. 
Diameter ------------------------- 6.5 in. 
Propellant ----------------------- M2 (2.12 Ib) 
Primer ---------------------------- M73 
Pee sar re rere ee Inert or solid 
base plug 
Ballistics: 
Maximum range ------------------ 1000 yd 
(914 m) 
Muzzle velocity ------------------- 850 fps 


(259.08 mps) 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- 
Upper limit ---------------------- 
Storage: 
Lower limit ---------------------- 


Upper limit ---------------------- 


*Packing Box: 
Weight w/cartridge ------------ 
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-40°F (-40°C) 
4125*F (452°C) 


-80°F (-62.2°C) 
(for period not 
morethan 3 
days) 

+160°F 
(+71.1°C) (for 
period not more 
than 4 hr/day) 
| round per 
fiber container; 
| container per 
wooden box 


Dimensions --------------------- 30-1/16 x 
7-3/8 x 
7-7/16 in. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0328 

DOD hazard class ---------------- (08) 1.2 

Storage compatibility group -- C 

DOT shipping dass -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
W/INERT 
LOADED 
PROJ ECTILE 

DODAC ----------------------------- 1320 -D590 

Drawing number ------------------ 9219045 
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PROJ ECTILE, 120-MILIMETER: HE-T, M356 (T15E 3) 






TRACER 


ROTATING BANDS 


Type Classification: 


Std OTCM 36841 dtd 1958. 





Use: 


This separated round is used in 120-mm 
tank gun Cannon M58 for fragmentation, blast, 
or mining effect. 


CLOSING 
PLUG 


HIGH EXPLOSIVE CHARGE 


m 





T 
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Description: 


The complete round consists of a projec- 
tile, a propelling charge assembly, and a point- 
detonating (PD) fuze. The exterior of the projec- 
tile body has two gilding metal rotating bands 
and a boss on the base. A tracer is screwed into 
the boss. The propelling charge is contained in 
a brass cartridge case. The propellant is in a 


2-149 


TM 43-0001-28 


silk bag, held in place in the cartridge case by 
distance wadding. The cartridge case is closed 
with a dosing plug. 


Functioning; 


When the primer is struck by the firing 
pin of the weapon, the resulting flash ignites 
the propelling charge. The burning propelling 
charge generates gases that drive the projectile 
from the gun bore and ignites the tracer. The 
burning tracer provides a visible red trace for 
approximately 3 seconds. Upon impact, the fuze 
functions to detonate the Composition В explo- 
sive causing blast and fragmentation of the pro- 
jectile at the target. 


Tabulated Data: 





Projectile w/fuze: 


Type ------------------------------- HE-T 
Weight ---------------------------- 50.41 Ib 
Length ---------------------------- 24.02 in. 
Cannon used with ------------- M58 
Body material ------------------ Steel 
Color ------------------------------ Olive drab 
w/yellow mark- 
ing 
Filler and weight -------------- Composition B, 
7.84 Ib 
Propelling charge 
assembly weight ------------ 38,75 Ib 
Components: 
Cartridge case ------------------ M109 (T25) 
(brass) 
Propelling charge 
assembly ---------------------- M45 (T21E 1) 
Propellant ----------------------- M31 
Primer  ---------------------------- M67, percussion 
electric 
Closing plug --------------------- M6 
Tracer ---------------------------- M5 series 
Fuze ------------------------------- PD-M557, M572 
Performance: 
Maximum range --------------- 18,206 m 
(19,910 yd) 
Muzzle Velocity ---------------- ie mps (2,500 
ps 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- 
Upper limit ---------------------- 
Storage: 
Lower limit ---------------------- 


Upper limit ---------------------- 


*Packing Box: 
Weigh 
Dimensions --------------------- 


-40°F 
+125° 


-40°C 
(+52°С) 


-80°F (-62.2°C) 
(for period not 
more than 3 
days) 

+160°Е 

(+ 71.1?C)(for 
period not more 
than 4 hr/day) 
Projectile and 
propelling 
charge in 
separate fiber 
containers: 2 
fiber containers 
(1 round) per 
wooden box 


142.65 Ib 

41 x 10-27/32 x 
15-9/16 in. 

3.9 cu ft. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
's. 


NSN 


Shipping and Storage Data: 





UNO serial number -------------- 
DOD hazard class ----------------- 
Storage compatibility group -- 
DOT shipping class -------------- 
DOT designation ----------------- 


DODAC aaa 


Limitations: 

None. 
References. 
SB 700-20 


AMC-P 700-3-3 
TM 9-1300-251-20 


(18) 1.2 

E 

A 
AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 
1315-CS00 
8822495 
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PROJ ECTILE, 120-MILLIMETER: SMOKE, WP-T, M357 (T16E 4) 
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BURSTER CHARGE 


WHITE PHOSPHOROUS CHARGE 





BURSTER CASE 


Type Classification: 


Std OTCM 37741 dtd 1961. 





Use: 


This round is used in 120-mm tank guns 
for target marking and smoke screening. It also 
has a limited incendiary action. 


Description: 


The complete round consists of projectile 
and propelling charge. The projectile is a forged 
steel body fuzed with a point-detonating (PD) 
fuze. Assembled to the projectile are two gild- 
ing metal rotating bands forward of the base. A 
boss containing a tracer is threaded into the 
base. A burster casing is press-fitted into the 
projectile nose with the other end seated in a 
well at the base of the projectile. A burster 
charge of tetrytol is contained in the burster cas- 
ing. The propelling charge consists of a brass 
cartridge case containing the propelling charge 


U 
AR 199796 


in a silk bag. Distance wadding is used to hold 
the silk bag in place, and a plastic dosing plug 
is used to close the mouth of the cartridge case. 
An electric percussion primer is installed in the 
base of the cartridge case. 


When the electric percussion primer is ini- 
tiated in the breech of the weapon, the result- 
ing flash ignites the propelling charge. The burn- 
ing propelling charge generates gases that drive 
the projectile from the gun bore and ignite the 
tracer. The tracer provides a visible red trace 
during the first three seconds of' projectile 
flight. The PD fuze functions on impact, detonat- 
ing the burster charge. Explosion of the burster 
charge shatters the projectile body and dis- 
perses the white phosphorous. Upon contact 
with the air, white phosphorous spontaneously 
ignites and burns, producing a dense white 
smoke and flaming particles. 
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Tabulated Data: 





Projectile w/fuze: 





гуе amma Smoke WP-T 
eight ---------------------------- 50.41 Ib 
Length ---------------------------- 24.02 in 
Cannon used with ------------- M58 
Projectile: 
Body material ------------------ Steel 
Color — ------------------------------ Light green 
w/yellow band 
and light red 
ma 
Filler and weight -------------- White phospho- 
rous (WP) 7.5 Ib 
Components: 
Propelling charge assembly- M45 (T21E 1) 
Cartridge case ------------------- M109 (T25) 
Propellant ----------------------- M31 
Primer --------------------——————- M67 (ТӨ5ЕЗ) 
Tracer ---------------------------- М7 
Burster casing ------------------ T20 
Burster charge ----------------- M41 (T18) 
(1700 grains 
tetrytol) 
Fuze ------------------------------- PD-M557, 
M520 series, 
M564, M572 
Performance: 
Maximum range --------------- 18,206 m 
(19,910 yd) 
Muzzle velocity ---------------- 760 mps (2,500 
fps) 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- +125°F 
(+52.0°С) 
Storage: 
Lower limit ---------------------- -80°F (-62.2°C) 
(for period not 
more than 3 
days) 
Upper limit ---------------------- + 125?F (452°C) 
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*Packing ---------------------------- Projectile and 
propelling 
charge assembly 
in separate fiber 
containers; 2 
fiber containers 


(1 round) per 
wooden box 
*Packing Box: 
Weight ---------------------------- 142.65 Ib 
Dimensions --------------------- 41 x 10-27/32 x 
15-9/16 in. 
Cube ------------------------------- 3.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0245 

DOD hazard class ----------------- (12) 1.2 

Storage class/SCG --------------- H 

DOT shipping class -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC ----------------------------- 1315-C806 

Drawing number ----------------- 8826688 

Limitations: 


Since the burster in the ammunition is 
loaded with tetrytol, it should not be stored or 
fired at temperatures exceeding +125°F. 

Store and transport WP rounds at tempera- 
tures below 111.48 (melting point of WP). If 
impractial, store rounds on bases, so that if 
WP melts, it will resolidify with void space in 
normal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 
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PROJ ECTILE, 120-MILLIMETER: AP-T, M358 


CHARGE PROPELLING MAG 
FOR 120 MM GUN M58 
2 $8, AP АМР. 


430.7, 





AR 199799 


PROJECTILE BODY 


ROTATING BANDS 





TRACER 


Type Classification: 





Std. OTCM 36841 dtd 1958. 
Use: 


This armor Paang round has a high veloc- 
ity projectile designed for use in 120-mm tank 
guns against armored targets. 


(SOLID SLUG) 


WINDSHIELD 


U 
AR 199798 


Description: 


The complete round consists of a steel pro- 
jectile and a propelling charge assembly. The 
projectile body is a monobloc slug with a blunt 
ogive and hardened face. A forged aluminum 
windshield is attached to the front of the solid 
projectile body and two separate gilding metal 
rotating bands are located near the base of the 
body. A tracer is threaded into the base. The 
propelling charge assembly consists of a car- 
tridge case, propellant, and a percussion primer. 
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Functioning: 





When the primer is struck by the firing 
pin of the weapon, the resulting flash ignites 
the propelling charge. The burning propelling 
charge generates gases that drive the projectile 
from the gun bore and ignite the tracer. The 
tracer provides a visible trace during the first 3 
seconds of flight or a range of approximately 
3,500 yards, Upon impact, the windshield 
spreads over the surface of the target, and the 
hard core projectile body penetrates the target 
by means of kinetic energy. 


Tabulated Data: 


Complete round: 


Уре ------------------------------- АР-Т 
Weight ---------------------------- 50.85 Ib 
Length ---------------------------- 17.82 in 
Cannon used with ------------- M58 
Projectile: 
Body material ------------------ Steel and alumi- 
num 
Color ------------------------------ Black w/white 
marking 
Components: 
Propelling charge assembly- M46 (T 38E 1) 
Cartridge case ------------------ M109 
Propellant ----------------------- M17 
Primer ---------------------------- M67 
Tracer ---------------------------- M5 series 
Performance: 
Maximum range --------------- 23,683 m 
. 15 290 yd) 
Muzzle velocity ---------------- 1,064 mps 
(3,500 fps) 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F 
Upper limit ---------------------- +125°F 
Storage: 
Lower limit ---------------------- -80°F (for period 
not more than 3 
days) 
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Upper limit ---------------------- +160°F (for 
period not more 
than 4 hr/day) 

*Packing ---------------------------- Projectile and 
propelling 
charge assemhly 
in separate fiber 
containers; 2 
fiber containers 


(1 round) per 
wooden box 
*Packing Box: 
Weight ---------------------------- 152.011> 
Dimensions --------------------- 41 x 10-27/32 x 
15-9/16 in. 
Cube ----------------------——----—-- 3.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0242 

DOD hazard dass ---------------- 13 

Storage compatibility ----------- C 

DOT shipping class -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJECTILE 

DODAC aaa 1315 -C802 

Drawing number ----------------- 7548465 

Limitations: 

None. 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 
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PROJECTILE 1209 MILLIMETERS: TP-T, М359Е2 (T14E7) 


|o 17.82 MAX. 





ROTATING BANDS 


A 








TRACER 


Type Classificatin: 





Std. OTCM 36841 dtd 1958. 
Use: 


This separated ammunition is a target 
practice projectile designed for training in 
marksmanship with 120-mm tank gun cannons. 


Description: 


The complete round consists of a solid pro- 
jectile and a propelling charge assembly. The 
projectile body is a steel monobloc design with a 
tracer threaded into the base. A streamlined 
steel nose cone is fitted to the solid slug to 
improve the ballistic shape. Two gilding metal 
rotating bands encircle the projectile near the 
base. The propelling charge assembly is M46, 


AR199795 


PROJECTILE BODY 
(SOLID SLUG) 


WINOSHIELO 


AR 199794 


consisting of a cartridge case, propellant, and 
percussion primer. 


Functioning 


When the primer is struck by the firing 
pin of the weapon, the resulting flash ignites 
the propelling charge. The burning propellant 
ignites the tracer and generates rapidly expand - 
ing gases to drive the projectile through the br- 
rel with the velocity required to reach the tar- 
get. The rotating bands engage the barrel 
rifling to impart spin to the projectile for stabil- 
ity in flight. The burning tracer provides visibil- 
ity of the trajectory for a minimum of three sec- 
onds. Since the projectile is inert and unfuzed, 
the only function at the target is the effect of 
impact. 


2-155 


ТМ 43-0001-28 


Tabulated Data: 





Projectile: 

Type ------------------------------- ТР-Т 

Weight ---------------------------- 50.85 Ib 

Length ---------------------------- 17.82 in 

Cannon used with ------------- M58 

Body material ------------------ Low-strength 
carbon steel 

Color ------------------------------ Blue w/white 
marking 

Components: 

Propelling charge assembly- aie ш 1) 

Cartridge case ------------------ M1 

Propellant ----------------------- M 7 

Primer ------------------------------- M67 

Tracer ---------------------------------- M5 series 

Performance: 

Maximum range --------------- 23683 m 
(25,290 yd) 

Muzzle velocity ---------------- 1,064 mps 
(3,500 fps) 

Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°Е 
Upper limit ---------------------- +125°F 
Storage: 

Lower limit ---------------------- -80°F (for period 
not more than 3 
days) 

Upper limit ---------------------- +160°F (for 


period not more 
than 4 hr/day) 
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*Packing ---------------------------- Projectile and 
propelling 
charge assembly 
in separate fiber 
containers; 2 
fiber containers 
(1 round) per 


wooden box 
*Packing Box: 
Weight ---------------------------- 152.0 Ib 
Dimensions --------------------- 41 x 10.27/32 x 
15-9/16 in. 
Cube ----------------------——----—-- 3.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data inducing 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0242 

DOD hazard class ---------------- 1.3 

Storage compatibility ----------- С 

DOT shipping dass -------------- B 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH SOLID 
PROJ ECTILE 

DODAC ----------------------------- 1315-C804 

Drawing number ----------------- 7548465 

Limitations: 

None. 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 
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PROJ ECTILE, 120-MILLIMETER: HEAT-T, M469 (T153E 15) 





yr" k NG | 
А É. CHARGE PROPELLING M 99 
/ CHARGE PROP FOR 120 M M GUN MSB 
| Si iy (FOR USE WITH HEAT-T M469 
\ ; | 





kgaya 26.145 





MAX 


26.86 MAX 





SHAPED HE CHARGE 
PIBD FUZE 






[EUA 


FIN ASSY OBTURATOR 


Type Classification: 
Std. OTCM 38009 dtd 1962. 
Use: 


This separated round includes a high veloc- 
ity projectile designed for use in 120-mm tank 
guns against armored targets. 


Description: 


The complete round consists of a project- 
tile and separated cartridge case. The projectile 
contains a shaped charge, a spike and cone 
assembly, a fin assembly, and a point initiating, 
base-detonating fuze. A piezoelectric assembly, 
contained in the nose spike, acts as a power 
source for the fuze. Threaded to the projectile 
base is the boom with a rubber obturator, six 
fins, and a tracer. A plug and disk assembly in 
the aft end of the boom hold the tracer. The pro- 
pelling charge assembly consists of a cartridge 
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PROJECTILE BODY 
PIEZOELECTRIC ELEMENT 


SONAS 






STANDOFF SPIKE 
WIRE LEAD 





NOSE CAP 


AR199800 


Case filled with propellant and a primer. The tri- 
ple-base propellant is packed loose in the 
cartridge case and held in place with distance 
wadding. A plastic plug is used to seal the 
mouth of the cartridge case. 


When the percussion primer is struck by 
the firing pin of the weapon, the resulting flash 
ignites the propelling charge. The burning pro- 
pelling charge generates gases that drive the 
fin-stabilized projectile from the gun bore and 
ignite the tracer. The tracer provides a visible 
and trace for approximately three seconds or to 
a range of” 3,500 yards. Upon impad, the spike 
nose is crushed causing the fuze to function. 
Fuze functioning detonates the high-explosive 
shaped-charge which collapses the cone assem- 
bly and creates a high velocity focused shock 
wave. The intensity of the shock wave causes 
failure of the target armor and a jet of metal par- 
tides penetrates the interior of the target. 
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Tabulated Data: 
Projectile w/fuze: 


Type ------------------------------- НЕАТ-Т 
Weight ---------------------------- 31.11 Ib 
Length ---------------------------- 28.96 in 
Cannon used with ------------- M58 
Projectile: 
Body material ------------------ Steel 
Color  ------------------------—----- Black w/yellow 
marking 
Filler and weight -------------- Comp B, 4.51 Ib 
Components: 


Propelling charge assembly- ger in 1) 
Cartridge case ------------------- 





Propellant ----------------------- M 6 (2210) 

Primer ---------------------------- M96, percussion 

Tracer nn M13 series 

Fuze ------------------------------- PIBD-M509A1 
Performance: 

Maximum range --------------- 23,683 m 
(25,290 yd) 

Muzzle velocity ---------------- 1,140 mps 
(3,750 fps) 

Temperature Limits: 
Firing: 
Lower limit ---------------------- -40*F 
Upper limit ---------------------- +125°F 
Storage: 

Lower limit ---------------------- -80°F (for period 
not morethan 3 
days) 

Upper limit ---------------------- +160°F (for 


period not more 
than 4 hr/day) 
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*P acking ---------------------------- Projectile and 
propelling 
charge assembly 
in separate fiber 
containers, 2 
fiber containers 


(1 round) per 
wooden box 
*Packing Box: 

Weight ---------------------------- 115 Ib 

Dimensions --------------------- 35-1/2 x 
10-27/32 x 15- 
3/16 in. 

Cube ------------------------------- 3.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0006 

DOD hazard dass ---------------- 11 

Storage compatibility ----------- E 

DOT shipping class -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC ----------------------------- 1315-C807 

Drawing number ----------------- 8840529 

Limitations: 

None. 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 
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PROJ ECTILES, 175-MILLIMETER: HE, M437A2 AND M437A1 






BASE COVER 





GROMMET Has 
Type Classification: 
M437A2 ------- Std AMCTC 3089 dtd 1965. 
M437A] -------- Std AMCTC 3089 dtd 1965. 
Use: 


These 175-mm HE Projectiles M437A2 
and M437A1 are high explosive rounds for the 
175-mm Gun Cannon M113 used for fragmenta- 
tion, blast, and mining in support of ground 
troops and armored columns. 


Description: 

The projectile consists of a hollow steel 
forging with a boattailed base, a streamlined 
ogive, a gilding metal rotating band, and a 
nylon obturating band. A base cover is welded 
to the base of the projectile for added protection 
against the entrance of hot gases from the pro- 
pelling charge during firing. The nose of the 
projectile is fitted with a threaded eyebolt lift- 
ing plug to facilitate handling and provide a clo- 
sure for the fuze cavity. The projectile is made 
with a deep fuze cavity and may be loaded with 
TNT or Composition B. Deep cavity projectiles 
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contain a supplementary charge in the fuze cav- 
ity. A cardboard spacer is placed in the fuze cav- 
ity between the supplementary charge and the 
lifting plug to limit movement of the supplemen- 
tary charge during shipping and handling. The 
rotating band is protected by a removable grom- 
met. The loaded projectile is zoned into one of 
four weight zones ranging from 142.75 to 
147.23 pounds. The weight zone of the project- 
ile is indicated by the number of prick punch 
marks on the ogive of the projectile. 


Functioning: 


When the weapon is fired, Primer M82 
ignites the igniter pad of the propelling charge. 
The burning pad ignites the black powder in 
the core assembly Sparks and flame flash 
through perforations in the igniter core tubes 
in a pattern designed to assure uniform igni- 
tion of the propellant increments. Bore wear in 
the gun is reduced by an additive jacket assem- 
bled to Increment 3 when firing at full charge. 
Gases generated by the burning propellant 
force the projectile through the gun tube with 
the velocity required to reach the target. The 
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rotating band engages the barrel rifling to 
impart spin for stabilization in flight. The obtu- 
rating band Hi panda to prevent leakage of gas 
pressure past the projectile, and is discarded on 
leaving the weapon. Depending upon thetype 
fuze employed, the projectile is detonated 
either on impact or on approach to the target. 


Difference Between Models: 


Model M437A2 is filled with Comp B. 
Model M437A1 is filled with TNT. 


Tabulated Data: 


Projectile: 
Type ----------------- HE 


Weight Zone Information: 
WEIGHT ZONE 
LOADED РАО) ECTILE (W/O FUZE) 
Over | Up To & Incl 








Zone lb Marking 
1 142.75 143.96 al 
2 143.84 145.05 DO 
3 144.93 146.14 Doo 
4 146.02 147.23 0000 
Length: 
W/U lifting plug ---------------- 34.14 in. 
W/lifting plug ------------------- 37.23 in. (max) 
Cannon (weapon) used with -- M113, M113A1 
Body material ------------------ Forged steel 
Color nn Olive drab 
w/yellow mark- 
ings 
Filler and weight: 
DAR -------------------------- Comp B, 31 Ib; 
Supp Chg, 0.30 
Ib TNT. 
M437A] -------------------------- TNT, 30 Ib; 
Supp Chg, 0.30 
lb TNT 
Components: 
Propelling charge ------------- M86 series 
Primer ---------------------------- M82 
Fuzes ------------------------------ PD, M572; 
M739, MTSQ, 
M582 prox, 
M728, M732 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- +125°F 
(452.0?C) 
Storage: 
Lower limit ---------------------- -80*F (-62.2°C) 
(for period not 
more than 3 
days) 
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Upper limit ---------------------- +160°Е 
(+71.1°C) (for 
period not more 
than 4 hr/day) 


*Packing ---------------------------- 6 projectiles per 
pallet 
*Pallet: 
Weight ---------------------------- 948 Ib 
Dimensions --------------------- 42-3/16 x 25-5/8 
x 17-1/8 in. 
Cube - nn 10.6 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0168 

DOD hazard class ---------------- (21) 1.1 

Storage compatibility group -- D 

DOT shipping class -------------- A 

DOT designation ----------------- EXPLOSIVE 
PROJ ECTILE 

DODAC ----------------------------- 1320-D572 
(M437A2, 
M437A1) w/sup- 
plementary 


charge; 1320- 
D591 (M437A1, 
M437A2 w/o 
supplementary 
charge) 
Assembly drawing number --- 8837902 


Ballistics: (M113 and M113A1 Cannons) 


Muzzle Maximum Maximum Chamber 





Charge Velocity Range Range Pressure 
M86 (fps) (yd) (m) (psi) 

"I 1675 16,515 15,100 10,100 

2 2310 24,200 22,100 20,200 

3 3000 35.800 32,700 45,700 


“When firing M86 series Propelling Charge at 
Zone lin a cold weapon, expect the muzzle 
velocity to exceed the service velocity (1,675 
fps) by up to 100 fps resulting in extended 
range. 


References: 


AMC-P 700-3-3 
TM 9-2300-216-10 
TM 9-1300-206 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1300-250 
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PROJ ECTILE, 175-MILLIMETER: DUMMY, M458 WITH CHARGE, PROPELLING: 
DUMMY M98 











37.23 MAX 
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AR199707 
Type Classification: 


Use: 


Dummy Projectile M458 is used with 
РАМЕ: Dummy Propelling Charge M98. Both compo- 
nents are inert and are used as a drill round to 


train troops in handling the ammunition and 
loading the weapon. 
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Description: 


Dummy Projectile M458 simulates the pro- 
jectile M437A2 or M437A1 in exterior shape, 
weight and center of gravity Dummy 
Propelling Charge M 98 likewise simulates serv- 
ice propelling charge M86. The round is 
employed with Dummy Projectile Extractor M7 
for removal of the dummy projectile after ram- 
ming, The extractor tool is an 18-foot, 8-inch 
aluminum pipe fitted with a hook at one end 
and handles at the other. The base of the 
dummy projectile contains a lubricated spring- 
loaded plunger to loosen the projectile in the 
forcing cone of the barrel after ramming, The 
PE exterior is fitted with front and rear 

ands for engagement with the barrel rifling, 

and the front band is covered with a protective 
grommet to be removed before loading. The 
nose of the projectile has an inert supplemen- 
tary charge, a spacer, and a threaded lifting 
plug in the fuze cavity. Dummy Propelling 
Charge M98 consists of 3 increments filled with 
wood blocks, weighted with lead to equal the 
weight of the service charge. 


Functioning: 


The complete round is inert and does not 
function. During ramming of the projectile, the 
internal plunger is driven forward against the 
plunger spring. On rebound, the plunger 
Impacts the base to loosen the tight fit in the 
forcing cone which resulted from ramming. The 
purpose of the mechanism is to ease the extrac- 
tion of the projectile. Actual extraction is accom- 
plished by manual pulling, using Extractor M7 
from the breech of the weapon to engage the 
base of the projectile. 


Tabulated Data: 





Type ---------------------------------- Dummy 
Weight 
M458 ------------------------------ 148, 7 lb 
M 98 -------------------------------- 57 Ib 
Length: 
M458 w/lifting plug ----------- 37.23 in. max. 
M458 w/o lifting plug -—— 34.11 in. max. 
M98 -------------------------------- 49,5 in. max. 
Diameter: 
M458 at forward band ------- 6.885 in. max. 
M458 at rear band ------------ 7,103 in. 
M98 ----------- 8 in. max 
Cannon used with --------------- M113, М11ЗА1 
Body material --------------------- Steel 
Material, M98 --------------------- Lead weighted, 
fabric covered 
wooden blocks 

Primer men Expended 
service primer 
M82 
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Assembly drawing number: 





Green nee er 11.5656 
M 98 ------------------------------- 9205873 
Color mm Old mfg: black 
or blue. 
New mfg: 
bronze 
Temperature Limits: 
Not Applicable. 
*Packing: 
M458 _ ------------------------------ 6 projectiles on 
pallet 
MOS Free ee 1 dummy 
charge and 
expended 
primer in metal 
container; 6 
containers in 
wooden box 
*Pallet: 
Weight men 948 Ib 
Dimensions --------------------- 42-3/16 x 25-5/8 
x 17-18 in. 
Cube -----m 10.6 cu ft 
“Packing Вох: 
Weight _ ---------------------------- 114 Ib 
Dimensions --------------------- 55 X9- 13/16 x 
8-7/32 in. 
Cube ------------------------------- 3.45 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN'S. 


Shipping and Storage Data: 





UNO serial number -------------- N/A 
DOD hazard dass --------------- N/A 
Storage compatibility group -- N/A 
DOT shipping class -------------- N/A 
DOT designation ----------------- AMMUNITION 
NON-EXPLO- 
SIVE 
DODAC: 
M458 ------------------------------ 1320-D709 
M98 -------------------------------- 1320-D535 
Ballistics: 


Not Applicable. 
References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-2300-216-10 
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PROJ ECTILE, 16-INCH: HE, MK19 MOD O 
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SHEAR PIN (6) 
BASE PLUG 


400-GRENADES GP, M43A1 
{20 LAYERS OF 20 GRENADES EACH) 






Type Classification: 
Std 





Use: 


This projectile is for Naval use only. It is 
designed for use against personnel on the beach 
or inland, delivering a concentration of gre- 
nades at 16-inch gun range. 


Description: 


This projectile is of the separate loading 
type. The projectile is shipped to and stored at 
depot level with a nose protective cap installed. 
The projectile body is a hollow one-piece steel 
forging with a streamlined ogive and gilding 
metal rotating band. The projectile is threaded 


65.6 MAX 





AR199436 








NOSE SECTION 
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in the nose to accept an MT fuze and expulsion 
charge. The expulsion charge consists of 400 
grams of M9 mortar propellant. The MT fuze 
and shims are shipped separately. A base plug 
is press-fitted and pinned into the rear end of 
the projectile body. The projectile cavity con- 
tains 400 optimum fragmentation M43 gre- 
nades, which are held in place by the base plug. 
The grenades are arranged in 20 layers of 20 gre- 
nades each. The grenades are seated in the 
cavity behind a pusher plate with a separator 
dividing each layer. The grenades are wedge 
shaped submissiles, each containing 21.2 grams 
of explosive Composition A5. With installation 
of the MT fuze, the projectile is ready to fire util- 
izing the standard 16-inch propelling charge 
loaded behind the projectile, and a suitable can- 
non primer in the breech block of the weapon. 
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Functioning: 





The cannon primer is initiated, igniting 
the propelling charge. The expanding propel- 
lant gases propel the projectile forward. The 
rotating band around the projectile engages the 
rifling m the barrel, imparting spin and obtura- 
tion to the projectile. The expanding propellant 
gases force the projectile through the barrel 
with the velocity required to reach the target 
area. The fuze timer is initiated when the projec- 
tile is fired. After the set time in flight, the 
fuze functions initiating the expelling charge. 
The force from the expelling charge detonation 
pushes the grenade load against the base plug, 
which shears the pins and ejects the grenades 
into the air stream. Centrifugal force disperses 
the grenades radially from the projectile line of 
flight. When each grenade impacts the target 
area, an ejection charge functions the grenade 4 
to 6 feet above the impact surface. The grenade 
explodes in an air burst designed to inflict per- 
sonnel casualties in the target area 


Tabulated Data: 


Complete round: 


Type ------------------------------- HE 
Weight ---------------------------- 1,880 Ib 
Length ---------------------------- 65.6 in. 
Cannon used with ------------- Naval Rifle, 
16-inch/50 
Projectile: 
Body material ------------------ Forged steel 
Color------------------------------ Olive drab 
w/yellow dia- 
monds and yel- 
low markings 
Filler and weight -------------- Explosive 
Comp A5, 19 Ib 
F UZE ------------------------------- MT, M565E1 
Propelling charge: 
Type ------------------------------- SPD 
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Weight: 
Service ------------------------- 660 Ib 
Reduced ----------------------- 315 Ib 
Primer ------------------------- Standard, 16-in. 
Performance: 
Maximum range --------------- 36,576 m 
(40,000 yd) 
Muzzle velocity ---------------- 822.96 mps 
(2700 fps) 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -29°C A cn 
Upper limit ---------------------- +54. 
AOF) 
Storage: 
Lower limit ---------------------- -29°C (-20°F) 
Upper limit ---------------------- + 54.4°C 
(+130°F ) 
*Packing: 
Pallet of 2 projectiles --------- MK 3 MOD 0 
Pallet adapter ------------------ MK 88 MOD 0 
*Pallet: 
Weight (pallet and 
2 projectiles) ----------------- 4,100 Ib 
Dimensions --------------------- 69.0 x 41.0 x 
26.0 in. 
Cube ------------------------------- 42.5 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number -------------- 0169 

DOD hazard class ---------------- (18) 1.2 

Storage compatibility group -- D 

DOT shipping class -------------- A 

DOT designation ----------------- EXPLOSIVE 
PROJ ECTILE 

DODAC ----------------------------- 1320-D875 

Drawing number ----------------- 9235148 
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CHAPTER 3 
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CARTRIDGE, 75-MILLIMETER: DUMMY, M19 OR M19B1 









75 MM DUMMY CARTRIDGE MI9 PA 1954 


BODY 


23.48 MAX 








AR199745 


Paa. 





Type Classification: 





Obsolete OTCM 37119 dtd 1959. 


Use: 


Cartridge M19 or the alternative M19B1 
is a dummy cartridge used for training pur- 
poses. The cartridge is used with 75-mm pack 
Howitzer M1A1. 


Description: 


The Cartridge M19 consists of a malleable 
iron body simulating a service round with projec- 
tile, cartridge case and a steel base; all assem- 
bled with a dummy fuze. The alternate dummy 
Cartridge M19B1 has a bronze body. The car- 
tridge base has a plug simulating a primer. The 
dummy fuze simulates the weight and contour 
of a PD service fuze. 


| 75 MM DUMMY CARTRIDGE M19 PA 1084 


DUMMY PD FUZE 


u 
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Functioning: 


The cartridge is inert and nonfunctioning. 


Tabulated Data: 





Complete round: 


WIS mmm Dumm 
eight ----------------------------- 18.24 | 
Length ----------------------------- 23.48 in 
Cannon used with -------------- M 
Projectile: 
Body material: 
M 19------------------------------ | ron 
М19В1 -------------------------- Bronze 
Color: 

Old mfg. ------------------------ Black or blue 
w/white mark- 
ings 

New mfg. ------------------------ Bronze w/white 
markings 

Кие -------------------------------- Dummy M59 
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*Packing ----------------------------- 1 round per 
fiber container: 
2 fiber contain- 
ers in wooden 


box 
E Box: m 
Weight ----------------------------- 
Dimensions ----------------------- GUN IG X 
- X 
6-15/32 in. 
Cube ------------------------------- 1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 





DOT desiccation ------------------ DRILL 
CARTRIDGES 


INERT 
DODAC ------------------------------ 1315-C033 
Drawing number ------------------ 72-3-8 
References: 
SB 700-20 
AMC-P 700-3-3 


TM 9-1300-251-20 
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CARTRIDGE, 75-MILLIMETER HE, M48 


| mm — $3.80 MAX 










HE CHARGE 


у 
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SUPPLEMENTARY CHARGE 


PG p gamma mamam... AA. 






ROTATING BAND 


Type Classification: 
OBS MSR 11756003. 


Use: 


Cartridge M48 is a high explosive type 
round used for fragmentation, mining, and 
blast effects. The cartridge is used in 75-mm 
Howitzer M1A1. 


Description: 


The projectile of this cartridge is loosely 
assembled in the cartridge case because of the 
necessity for removal to adjust the propelling 
charge. The projectile is made with either a nor- 
mal or deep fuze cavity. The deep fuze cavity 
type may be issued with or without a supplemen- 
tary charge. As issued, the projectile may be 
fuzed or assembled with a closing plug. Impact, 
mechanical time-superquick, or proximity fuzes 
may be used. The propelling charge consists of 
a four-increment charge (base charge plus 
three increments) assembled in the cartridge 
case. A percussion primer is fitted in the base of 
the cartridge case. 





LIE > 


U 
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Functioning: 


When the percussion primer is struck by 
the firing pin ofthe weapon, a small amount of 
black powder in the primer tube is ignited. 
Sparks and flame from the black powder ignite 
the propelling charge. Gases from the burnin 
propelling charge drive the projectile throu 
the bore of the weapon. Spin is imparted to the 
projectile by the engagement of the rotating 
band with the rifling in the bore. This spin stabi- 
lizes the projectile in flight. When the fuze func- 
tions, either over or on the target, the bursting 
charge detonates with both blast and fragmenta- 
tion effect. 


Tabulated Data: 
Complete round: 
pe nme HE 
eight ------- men 18.24 Ib 
Length ---------------- een 23.50 in 
Cannon used with ------------- MIA1 
Projectile: 
Body material ------------------ Forged steel 
Color -+---------- een Olive drab 
w/yellow mark- 
ings 
Filler and weight -------------- TNT or 50/50 


amatol, 1.49 Ib 
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CARTRIDGE, 75-MILLIMETER: BLANK, M337A2 (M337A1E1), M337A1 AND M337 





Mm 
xz 

ч ошо 

7.250 moo. sri 

MAX = б> 

= Tos 

un ud 20 

NGA I 

со 10 O 
mW 
OSS 

Type Classification: un 





Std AMCTC 4371 dtd 1966 (M337A2) 
CON MSR 11756003 (M337A1) Std OTCM 
36841 dtd 1958 (M337) 


Use: 


These cartridges are provided for saluting 
and simulated firing. 


Description: 


Cartridge M337A2 (M337A1E1) consists 
of a cartridge case of brass or aluminum contain- 
ing loosely packed black powder (potassium 
nitrate) and a press-fitted percussion primer. A 
fiberglass wad is inserted over the black powder 
and a polystyrene closing cup is cemented in 
place with a polyester resin adhesive. 


Functioning: 


When the firing pin of the weapon strikes 
the primer, a flash is generated which ignites 
the black powder charge producing flash, 
smoke, and a loud report to simulate weapon fir- 
ing. 







CLOSING CUP 


CHARGE 


PRIMER 


AR 199866 


Difference Among Models: 





Cartridges M337A1 and M337 have brass 
cartridge cases containing a charge of black pow- 
der (sodium nitrate or potassium nitrate) in a 
cotton bag, and a press-fitted percussion 
primer. А hair felt wad is inserted over the cot- 
ton bag, and а chipboard closing cup is 
cemented in place with pettman cement. 


Tabulated Data: 
Complete round: 
Type -----------—--MMMMMMÜeÜse Blank 
eight ----------------------------- 8.25 Ib 
Length ---------------------+------- 7. 25 in. 
Cannon used with-------------- M116, M120, 
M1AI, MIAIC, 
M3 
Components: 
Body material ------------------- Brass or alumi- 
num 
Filler and weight --------------- Potassium 
nitrate or 
sodium nitrate 
-1 lb 
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Cartridge case ------------------- 


Primer ---.---.......-.............. 


Temperature Limits: 





Firing: 
Lower limit ----------.-........... 
Upper limit-------------....-...-. 
Storage: 
Lower limit----------............. 


*Packing Box: 
Weight --------------------------.-- 
Dimensions----------------------- 


3-8 Change 1 


M337A2 
(M337A1E1): 
M9A1, M9AIEI, 
M337A1, M337: 
M9A1, M18 
(modified) 
М1В1А2 


-40°Е 
+125°Е 


-80°F (for period 
not more than 3 
days) 

+160°F (for 
period not more 
than 4 hr/day) 

1 round per 
fiber container: 
15 containers 
per wooden box 


74 lb 
22-13/16 x 13- 
7/18 x 10- 17/32 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class --------- 4 
Storage compatibility 
Оцшр----------------------------—- Е 

DOT shipping class--............. B 

DOT description------------------- AMMUNITION 
FOR CANNON 
WITHOUT 
PROJECTILES 

DODAC ----.........--.-.....-....... 1315-C025 

UNO serial number ---........... 0327 


UNO proper shipping name --- Cartridges for 
weapons, blank 
Drawing number ----------------.- 7549273 


Limitations: 

Closure debris from blank ammunition 
can be expelled a distance of 300 feet forward of 
the weapon muzzle. 

References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-1300-251-20 
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PROPELLING CHARGE 


CARTRIDGE CASE PROJECTILE 
















U 
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SUPPLEMENTARY CHARGE 






PRIMER 


Type Classification: 
Std AMCTC 4181 dtd 1966. 


Use: 


The projectile of this cartridge contains 
high explosive and is used for fragmentation, 
blast, and mining in support of ground troops 
and armored columns. 


Description: 


The projectile consists of a hollow steel 
forging with a boattail base a streamlined 
ogive, and gilding metal rotating band. A base 
cover is welded to the base of the projectile for 
added protection against the entrance of hot 
gases from the propelling charge during firing. 
Thehigh explosive (HE ) filler within the projec- 
tile may be either cast TNT or Composition B. 
A fuze cavity is either drilled or formed in the 
filler at the nose end of the projectile. This cav- 
ity may be either shallow or deep. A cavity 
liner, to preclude dusting of HE during transpor- 
tation and handling, is seated in the cavity and 
expanded into the lower projectile fuze threads. 
A supplementary charge is placed in the fuze 


VOTEN Y A УУУУ la 
E p VER ER | 
/ LE Ne vo BER 
IS El DN N SITE NIKKI DEL \ 
CLOSING PLUG 


ROTATING BAND 
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cavity of projectiles having deep cavities. 
Projectiles with shallow cavities or deep cavities 
containing a supplementary charge use only 
short intrusion fuzes, PD, or MT. Those with 
deep cavities will accept the long intrusion prox- 
imity fuze after removing the supplementary 
charge. Projectiles may be shipped with a PD or 
MTSQ fuze or with a closing plug. When 
shipped with a closing plug, a chip board spacer 
is assembled between the dp ay 
charge and plug to limit movement of the for- 
mer during transportation and handling. 


The cartridge case contains a percussion 
primer assembly and seven individually bagged 
and numbered propelling charge increments. 
The base of the cartridge case is drilled and the 
primer assembly is pressed into the base. The 
percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing black powder. The seven num- 
bered increment bags are tied together, in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case, around the 
primer flash tube, with Increment 1 at the base 
of the cartridge case and Increment 7 toward 
the mouth of the cartridge case. 
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Functioning: 





If the projectile is unfuzed, the dosing 
plug is removed and a fuze assembled to the pro- 
jectile prior to adjusting the charge and loading 
the cartridge into the weapon. Impact of the 
weapon firing pin results in the initiation of the 
percussion primer which, in turn, ignites the 
black powder in the flash tube. The flash tube 
provides for uniform ignition of the propelling 
charge producing a rapid expansion of the pro- 
pellant gas which propels the projectile out of 
the weapon tube. Engagement of the projectile 
rotating band with the rifling of the weapon 
tube imparts spin to the projectile providing 
inflight stability. Projectile functioning is 
dependent upon the fuze used and may func- 
tion on impact (instantaneous or delay), 
function above ground either at a predeter- 
mined height based upon time of flight or func- 
tion in proximity with the target area. Fuze 
function detonates the HE projectile filler result- 
ing in projectile fragmentation and blast. 


Tabulated Data: 





Complete round: 


Type -------------------------------- HE 

Weight ----------------------------- 39.92 Ib 

Length ----------------------------- W/dosing plug 
28.60 in. max 

Cannon (weapon) used 

with ------------------------------ M49 (M52, 

M52A1), М2А1, 
M2A2 (M101, 


M101A1), M103, 
(M 108), M137 


(M 102) 
Projectile: 
Body Material ------------------- Forged steel 
Color ------------------------------- Olive drab 
w/yellow mark- 
ing 
Filler weight: 
Comp B: 
Normal cavity ---------------- 5.08 Ib 
Deep cavity -------------------- 4.60 Ib 
TNT: 
Normal cavity ---------------- 4.80 Ib 
Deep cavity ------------------- 4.25 Ib 
Weight Zone: 
Loaded Shell up to & 


W/Suppl Charge an Ind 


(without fuze) Zones Marking 





Pounds 29.90 30.60 1 [2] 
30.50 3120 2 DD 
3110 3180 3 414 СУ 
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NOTE: Comp B filled projectiles fall in weight 
zone 2-1/2 Cartridge Case: 




















Model Matl Wt (Ib) (approx) 
M14 Brass 59 
M14B1 Steel, Drawn 5.4 
M14B3 Steel, 5 pc 
spiral wrap 4.7 
M14B4 Steel, 3 pc 
spiral wrap 4.7 
Propelling charge: 
M odel------------------------------ M67 
Components: 
Incre- 
ment Prop Comp Web Size Wt. oz. 
Мо. & Туре їп. арргох Арргох 
1 M1, TypeH 0.014 8.6 Single 
Perf 
2 М1, Type II 0.014 14 Single 
Perf 
3 M1, Туре 1 0.026 2.5 Multi 
Perf 
4 M1, Typel 0.026 3.8 Multi 
Perf 
5 M1, Typel 0.026 5.8 Multi 
Perf 
6 M1, Typel 0,026 8.8 Multi 
Perf 
7 M1, Type | 0.026 14.3 Multi 
Perf 
Weight, Total Incre 
ments 1-7 ---------------------- 2.83 Ib 
Percussion primer assembly: 
M28A2 M28B2 
Primer M61 M61 
Black 
powder CI 1, Spec CI 1, Spec 
MIL-P-223 MIL-P-223 
(Note B) (Note B) 
Weight (Ib) 
(primer) 0.00014 0.00014 
(BP) 0.043 0.043 
Body Brass, Steel. 
Туре 1 Туре 2 
Fuzes ------------------------------- PD: M557 M78, 
Series, M739 
Series; MTSQ: 
M582 Series; 
M564: prox: 
M513 series, 
M728, M732 
series, ET: 
M767 
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Performance: 
Using M52, M52A1 and M101/M101A1 
howitzers: 
Muzzle Velocity Maximum Range 
Charge (fps) (mps) (m) (yd) 
1 650 198.1 3510 3840 
2 710 216.4 4110 4495 
3 780 237.7 4860 5315 
4 875 266.7 5950 6505 
5 1020 310.9 1650 8370 
6 1235 376.4 9380 10,260 
7 1550 472.4 11,270 12,330 
Maximum Range --------------- 11,270 m 
(12,330 yd) 
Muzzle velocity ----------------- 472.4 mps 
(1550 fps) 


Using M102 and M108 howitzers: 





Muzzle Velocity Maximum Range 
Charge (fps) (mps) (m) (yd) 
1 673 205 3700 4040 
2 732 223 4300 4700 
3 810 247 5200 5690 
4 912 278 6300 6890 
5 1066 325 8100 8500 
6 1289 393 9600 10,500 
7 1621____494 11,500 12,590 _ 





Maximum range ---------------- 


Muzzle velocity ----------------- 


Temperature Limits: 





Firing: 
Lower limit 
Upper limit 


Storage: 
Lower limit 


Upper limit 


11,500 m 
(12,590 yd) 
494 mps (1621 
fps) 


-40 °F (-40 °C) 
+125°F 
(+52.0°C) 


-80°F (for peri- 
ods not exceed- 
ing three days) 
(-62.2°C) 
+160°F (for 
periods not 
exceeding 4 
hr/day 
(+71.1°C) 


*Packing ---------------- 


*Packing Box: 


Weight w/cartridge 
Dimensions------------- 


TM 43-0001-28 


1 round in fiber 
container; 2 
containers in 
wooden box 


120 lb 

37-1/4 x 11- 
15/16 x 7-19/32 
in. 

2.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data 





Quantity-distance class (12) 1.2 

Storage compatibility group --- E 

DOT shipping class A 

DOT designation AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 

Drawing number 9211611 
(shipped with- 
out fuze 

DÖDA ea 1315-0444, 
(when cartridge 
is shipped ah 
either a PD or 
MTSQ fuze) 

DODAC -------------------- 1315-0445 

UNO serial number 0321 

UNO proper shipping name --- Cartridges for 
weapons 


For proximity mode, VT M513 proximity 
fuzes are limited to Zones 2 through 6. Zone 7 
in combat emergency only. For Impact Action, 


Zones 4 through 6 only. 


VT Fuze M728, for proximity or impact 
action, Zones 1 through 6. Zone 7 for proximity 
action only in a combat emergency. 


References: 


SB 700-20 


AMC-P 700-3-3 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: DUMMY, M14 





31.07 MAX 





DUMMY PROPEL LING CHARGE 





nd 


Type Classification: 


Std. OTCM 36841. 





Use: 


This cartridge is completely inert, and is 
used for training gun crews in handling and 
loading 105-mm howitzers. 


Description: 


The cartridge consists of a hollow dummy 
projectile loosely seated in a manganese bronze 
sleeve fitted at the mouth of a dummy cartridge 
case. The projectile is hollow malleable iron or 
bronze. A dummy PD fuze is screwed into the 
internal threading at the nose of the projectile. 
The projectile has an open base to facilitate 
extraction from the weapon. The cartridge case 
is a cadmium plated steel tube with a female 
thread in the base. A steel or malleable iron 
base containing an inert primer is threaded 
into the base of the cartridge case. The car- 
tridge case contains a dummy propelling charge 
consisting of a base charge and six increments. 
The base charge is secured by twine or snaps on 


"d DUMMY CARTRIDGE CASE 


AR199743 


РА DUMMY PROJECTILE 





DUMMY PD FUZE 


Ай\@9?37 


a sash chain to two eyebolts screwed into the 
base. The six additional increments are secured 
to the base charge by twine or snaps on a sash 
chain. 


This dummy cartridge is completely inert 
and non-functional. 


Tabulated Data: 





Complete round: 


Туре -------------------------------- Inert 

Weight ----------------------------- 42.06 Ib 

Length w/fuze ------------------- 31.07 in. 

Cannon used with -------------- M2A1, M2A2, 
M49, M101, 
M101A, M52, 
M52A1, M103 
(M108), M137 
(M 102) 

Projectile: 

Body material ------------------- Malleable iron 
or bronze cast- 
ing 
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Color: Dimensions ----------------------- 37-14 x 11- 
Old ---------------------------------- Black or blue 15/16 x 7-19/32 
w/white mark- in. 
ings Cube -------------------------------- 2.0 cu ft 
N ew--------------------------------- Bronze w/white 
markings *NOTE: See DOD Consolidated Ammunition 
Faze ----------------------------------- PD, Dummy Catalog for complete packing data including 
M59 NSN's. 
Components: 
Cartridge case ------------------- M14 series Shipping and Storage Data: 
Propelling charge -------------- M3, dummy 
Primer ----------------------------- M1B1, inert DOT designation ------------------ DRILL 
CARTRIDGE 
Temperature Limits: INERT 
DODAC ------------------ 1315-C 458 
None Drawing number ------------------ 72-3-78 
*P acking ----------------------------- 1 round in fiber References: 
container; 2 
containers in SB 700-20 
wooden box AMC-P 700-3-3 
TM 9-1015-203-12 
“Packing Box: TM 9-1015-234-10 
Weight ----------------------------- 120 Ib TM 9-1300-251-20 


3-14 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 105-MILLIMETER: SMOKE, WP, M60 SERIES 


a MAX. 





CARTRIDGE CASE ROTATING В 
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PRIMER PROPELLING 
ASSEMBLY CHARQE pay ae 
Type Classification: 


Std AMCTC 9102 dtd 1972 (M60A2, 
M60A1) CON MSR 11756003 (M60). 


Use: 


The projectile of this cartridge contains 
white phosphorous (WP) which is dispersed 
over the target area for screening purposes. 
The WP also has a limited incendiary effect. 


Description: 


The projectile consists of a hollow steel 
forging with a boattail base, a streamlined 
ogive, and gilding metal rotating band. The pro- 
jectile cavity is filled with cast WP. A steel nose 
adapter, having a female fuze thread, with a 
press fitted burster casing, is threaded into the 
nose of the projectile providing a seal for the 
filler. A burster charge is placed inside the 
burster casing and a fuze is threaded into the 
adapter. The cartridge case contains a percus- 
sion primer assembly and seven individually 
bagged and numbered propelling charge incre 
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BURSTER CHARGE u 
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ments. The base of the cartridge case is drilled 
and the primer assembly pressed into the base. 
The percussion primer assembly consists of a 
percussion ignition element and a perforated 
flash tube containing black powder. The seven 
numbered increment bags are tied together, in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case around the 
primer flash tube with Increment 1 at the base 
of the cartridge case and Increment 7 toward 
the mouth of the cartridge case. 


If the projectile is unfuzed, the dosing 
plug is removed, and a fuze is assembled to the 
projectile prior to adjusting the charge and load- 
ing the cartridge into the weapon. Impact of the 
weapon firing pin results in the initiation of the 
percussion primer which, in turn, ignites the 
black powder in the flash tube. The flash tube 
provides for uniform ignition of the propelling 
charge producing a rapid expansion of the pro- 
pellant gas which propels the projectile out of 
the weapon tube. Engagement of the projectile 
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rotating band with the rifling of the weapon 
tube imparts spin to the projectile providing 
inflight stability. Projectile functioning is 
dependent upon the fuze used and may func- 
tion on impact, or function above ground at a 
predetermined height based upon time of flight. 
The fuze detonates the burster charge, ruptur- 
ing the projectile, and dispersing the WP filler. 
White phosphorous burns on contact with air, 
producing a dense white cloud of smoke used 
for ground cover or spotting. 


Differences Between Models: 





Burster Burster Burster 
Casing Model Expl 
Model Material No. Comp Fuze 


Tetrytol PD M557 





M60 Steel M5 


M60A1 High M53 Comp PD M557, 


strength B MTSQ 
aluminum M564, 
M582, 
ET M767 
M60A2 High M53A1 Comp PD M557, 
strength (XM53E1) B5 MTSQ 
aluminum M564, 
M 582, 
ET M767 
Tabulated Data 
Complete round: 
Type -------------------------------- Smoke, WP 
Weight ----------------------------- 42.92 lb 
Length ----------------------------- 31.10 in. 
Cannon (weapon) 
used with ----------------------- M49 (M52, 
M52A1), M2A1, 
M2A2 (101, 
M101A1, M103 
(M108), M137 
(М 102) 
Projectile: 
Body material ------------------- Forged steel 
Color: 
Old mfg---------------------------- Gray w/yellow 
markings 
New mfg -------------------------- Light green 
w/yellow bands 
and light red 
marina 
Filler and weight --------------- WP, 3.86 Ib 
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WEIGHT ZONES 
Loaded Projectile (w/o fuze or plug) 


Over Upto& Incl Marking 
Zone ib 





3 311 31.8 [e] Le) Le] 

4 317 324 LJ LJ EJ Ei 

5 32.3 330 CC E] (] Lo) 

6 329 338 НУНС 

Frese PD, M557 or 
M739 


Cartridge case: 


Model Matl Wt (1b) (approx) 





M14 Brass 5.9 
M14B1 Steel, Drawn 5.4 
M14B3 Steel, 5 pc spiral wrap 4.7 
M14B4 Steel, 3 pc spiral wrap 4.7 
Propelling charge: 

Model ------------------------------ M67 
Components: 
Increment 


No. Prop Comp Web Size Wt oz Perf 








& Type in.Approx Approx Approx 
1 Mi,Typell 0.014 8.6 Single 
2 M1,Type 11 0.014 14 Single 
3 M1,Type | 0.026 2.5 Multi 
4 M1,Type | 0.026 3.8 Multi 
5 M1,Type | 0.026 5.8 Multi 
6 M1,Type | 0.026 8.8 Multi 
7 MITypel 0.026 14.3 Multi 
Weight, Total 
Increments 1-7------------------ 2.83 Ib 
Percussion Primer Assembly: 
M28A2 M28B2 
Primer M61 M61 
Black powder C1 1,Spec C1 1,Spec 
MIL-P-223 MIL-P-223 
(Note B) (Note B) 


Percussion Primer Assembly: (cont) 








M28A2 M28B2 
Weight (Ib) 
(primer) 0.00014 0.00014 
(BP) 0.043 0.043 
Body Brass, Type 1 Steel, Type 2 
Performance: 


For M52, M52A1 and M101/M101A1 howitzers: 


Charge Muzzle Velocity Maximum Range 





(mps) _ (fps) (m) (yd) 
1 198.1 650 3510 3840 
2 216.4 710 4110 4495 
3 237.7 780 4860 5315 
4 266.7 875 5950 6505 
5 310.9 1020 7650 8370 
6 376.4 1235 9380 10,260 
7 472.4 1550 11,270 12,330 
Maximum range ------------------- 11,270 m 
(12,330 yd) 
Muzzle velocity -------------------- 472 mps (1550 
fps) 


For M102 and M108 howitzers: 


Charge Muzzle Velocity Maximum Range 











(mps) (fps) (m) (yd) 
1 205 673 3700 4040 
2 223 723 4300 4700 
3 247 810 5200 5690 
4 278 912 6300 6890 
5 325 1066 8100 8500 
6 393 1289 9600 10,500 
7 494 1621 11,500 12,590 
Maximum range ------------------- 11,500 m 
(12,590 yd) 
Muzzle velocity -------------------- 494 mps (1621 
fps) 
Temperature Limits: 
Firing: M60 M60A1 M60A2(E3) 


Lower limit -40°F -50°F -50°F 


Upper limit +125°F +145°F +145°F 
Storage: 
|. Tawar limit ARE .ANF -ROOF 
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“Packing ----------------------------- 1 round in fiber 
container; 2 
containers in 
wooden box 

*Packing Box: 

Weight ----------------------------- 120 Ib 

Dimensions ----------------------- 37-1/4 x 11- 
15/16 x 7-19/31 
in. 

Сиһе----<--------------------------- 2.0 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Ы for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class --------- (12) 12 
Storage compatibility group --- Н 
“DOT shipping class --------------- С 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SMOKE 
PROJECTILES 

DODAC ------------------------- 1315-C454 

UNO serial number -------------- 0245 


UNO proper shipping name --- Ammunition 
smoke white 
phosphorus 

Drawing number ------------------ 9216521 


Limitations: 


All models: this cartridge should be stored 
or transported at temperatures below the melt- 
ing point (+111.4°F) of the WP filler, because of 
possible cavitation in the filler from melting 
and resolidification in the projectile cavity. If 
this is not practicable, the cartridge should be 
transported or stored with the nose end up to 
prevent cavitation. 


For M60 only: the burster casing in this 
cartridge contains tetrytol and should not be 
transported, stored or fired at temperatures 
exceeding +125°Е 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER AGENT, H OR HD, M60 





PROPELLING CHARGE 











CARTRIDGE CASE 


Type Classification: 
Std OTCM 36841 dtd 1958. 
Use: 


The projectile of this cartridge contains a 
casualty pragucine agent for use against enemy 
personnel. 


Description: 


The projectile consists of a hollow steel 
forging with a boattail base, a streamlined 
ogive, and gilding metal rotating band. The pro- 
jectile cavity is filled with H (mustard) or HD 
(distilled mustard) in liquid form. A steel nose 
adapter, having a female fuze thread, with a 
press fitted burster casing is threaded into the 
nose of the projectile providing a seal for the 
filler. A tetrytol burster charge is placed inside 
the burster casing and a PD fuze threaded into 
the adapter. The cartridge case contains a per- 
cussion primer assembly and seven individually 
bagged and numbered propelling charge incre- 
ments. The base of the cartridge case is drilled 
and the primer assembly pressed into the base. 
The percussion primer assembly consists of a 


HOR HD FILLER 
ROTATING BAND 
Ya ADAPTER 
SS — S 
7 


BURSTER CHARGE 


BURSTER CASING M5 


u 
AR 199737 


у 
AR 199738 


percussion ignition element and a perforated 
flash tube containing black powder. T'he seven 
numbered increment bags are tied together, in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case, around the 
primer flash tube, with increment 1 at the base 
of the cartridge case and increment 7 toward 
the mouth of the cartridge case. 


Functioning: 


The propelling charge is adjusted and the 
cartridge loaded into the weapon. Impact of the 
weapon firing pin results in the initiation of the 
pr primer which in turn ignites the 

lack powder in the flash tube. The flash tube 
provides for uniform ignition of the propelling 
charge producing a rapid expansion of the pro- 
pellant gas which propels the projectile out of 
the weapon tube. Engagement of the projectile 
rotating band with the rifling of the weapon 
tube imparts spin to the projectile providing 
inflight stability. Upon impact with the target, 
the PD fuze detonates the burster charge rup- 
turing the projectile and dispersing the chemi- 
cal agent. The liquid agent evaporates forming 
a persistent gas to envelope the target areas. 
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Tabulated Data: 
Complete round: 
Type ---------.--.-- Agent Н or HD, 
persistent 
Weight ----------------------------- 42.92 ]b 
Length ----------------------------- 31.07 in. 
Cannon (weapon) 
used with -----------------------.- M1A1, M2A2 
(M101, 


M101AD, M49 
(M52, M52A1), 
M137, (M102) 








and M103 
(M108) 
Projectile: 
Body material ------------------- Forged steel 
*Color ------------------.----------. Gray w/dark 
green bands (2) 
Filler and weight --------------- 3.17 lb H, or 
2.97 lb HD 
Епцте----------------------—--------- PD M557, 
M739, M51A5, 
WEIGHT ZONES 
LOADED SHELL W/BURSTER CHARGE 
W/O FUZE 
Over Upto & Incl 
Zone lb ____ Marking 
2 30.5 31.2 mnm 
3 311 31.8 CJ LJE] 
4 31.7 324  CILJLJL] 
Propelling charge: 
Cartridge case ------------------- M14 series 
Propellant ------------------------ M67, 2.825 lb 
Primer --------------------------.-- M28A2, or 
M28B2 
Performance: 


For M52, M52A1 and M101/M101A1 howit- 
Zers: 


Muz- Velo- Maxi- Range Eleva- An- 
zle city mum and tion gle 


Charge (mps) (fps) (m) (yd) (mil (deg) 





1 198.1 650 3,510 3,840 782 44.0 
2 216.4 710 4,110 4,495 780 43.9 
3 237.7 780 4,860 5,315 774 43.6 
4 266.7 875 5,950 6,505 784 441 
5 310.9 1,020 7,650 8,370 771 43.4 
6 376.4 1,235 9,380 10,260 779 43.8 
T 472.4 1,550 11,270 12,330 783 44.0 
Maximum Range ------------------ 11,270 m 
(12,330 yd) 
Muzzle velocity -------------------- Hj 2 mps (1550 
ps) - 
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For M102 and M108 howitzers: 


Muz- Velo- Maxi- Range Eleva- An- 
ze city mum and tion gle 


Charge (mps) (fps) (m) (yd) (mil (deg) 


205 673 3,700 4,040 689.6 38.7 
223 732 4,300 4,700 694.1 39.0 
247 810 5,200 5,690 742.7 41.7 
278 912 6,300 6,890 687.2 38.6 
325 1,066 8,100 8,500 702.0 39.5 
393 1,289 9,600 10,500 734.2 41.3 
494 1,621 11,500 12,590 728.4 40.9 


“1 OR со nh 





Maximum range ------------------- 11,500 m 
(12,590 yd) 

Muzzle velocity -------------------- 494 mps 
(1621 fps) 


“NOTE: Renovated or newly manufactured 
projectiles will be marked with one colored dark 
green band and, if burstered, one yellow band. 


Temperature Limits: 


Firing: 
Lower limit ----------------------- -40°F (-40°C) 
Upper limit----------------------- +125°F (+52°C) 
Storage: 
Lower limit ----------------------- -40°F (-40°C) 
Upper limit----------------------- +125°F (+52°C) 
**Раскіпр---------------------------- 1 round in fiber 
container, 2 con- 
tainers in 
wooden box 
“#Packing Box: 
Weight ----------------------------- 120 lb 
Dimensions----------------------- 37-1/4 x 11- 
15/16 x 7-19/32 
in. 
Cube ---.------------- 1-22-02 2 cu ft 


**Note: See DOD Consolidated Ammunition 
08 for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- (12) 1.2 

Storage compatibility group -- К 

DOT shipping class --------------- A 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH GAS 
PROJECTILES 

DODAC --.--------------------------- 1315-C442 

UNO serial number -------------- 0020 

UNO proper shipping name --- Ammunition, 
toxic 

Drawing Number ----------------- 75-1-109 
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Limitations: 


The burster in this ammunition is loaded 
with tetrytol and may not be stored or fired at 
temperatures exceeding + 125°F. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER TP-T, M67 





31.05 MAX 








EMPTY FUZE 
BODY AND TRACER BODY 


PRIMER 








PADUA) 
ОСК 


Г "m М б 
NUN 


DD) 
SS 


Type Classification: 
CONT AMCTC 8650, dtd 1971. 
Use: 


This cartridge is used for training in 
marksmanship. 


Description. 


The projectile consists of a boattailed steel 
body fitted with a steel windshield and gilding 
metal rotating band, The windshield is a hollow 
steel cone fitted to the front of a steel adapter. 
The adapter is threaded into the front end of 
the projectile, and retains a copper conical liner 
in the projectile cavity. The projectile cavity con- 
tains an inert filler instead of a shaped HE 
charge as in the service projectile. An empty 
fuze body with a live tracer is threaded into the 
base of the projectile. The complete projectile 
assembly is a free fit in the cartridge case. The 
cartridge case contains a percussion primer 
ОЛЫ, and a single propelling charge incre- 


U 
AR 199715 


INERT FILLER 
COPPER CONE 


WINDSHIELD 


ment. The base of the cartridge case is drilled 
and the primer assembly is pressed into the 
base. The percussion primer assembly consists 
of a percussion ignition element and a perfo- 
rated flash tube containing black powder. The 
a increment bag is assembled into the car- 
tridge case around the primer assembly. 


Functioning: 


The weapon firing pin strikes the percus- 
sion primer which ignites the black powder in 
the primer. The primer ignites the propelling 
charge uniformly through the perforations in 
the primer tube and also ignites the tracer. The 
rotating metal band around the projectile 
engages the rifling in the barrel to up spin 
to the projectile for in-flight stablilty. The 
expanding gases from the propelling charge 
force the projectile through the barrel with the 
velocity required to reach the target. The tracer 
burns for a minimum of 3 seconds during projec- 
tile flight. The projectile is non-functional, 
because it is an inert practice round lacking the 
penetrating capability of a service round. 
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Tabulated Data: 


Complete round: 


ре------------------------------- ТР 
Weight ----------------------------- 37.06 Ib 
Length ----------------------------- 31.05 in. 
Cannon (weapon) used with M49 (M52, 
M52A1), M2A1, 
M2A2 (M101, 


M101A1), M103 
(M108), M137 





: (M102) 
: Projectile: 
Body material ------------------- Steel bar 
Color .--------.---...--..... suus... Blue or black 
w/white mark- 
ings 
Filler and weight --------------- шен filler, 3.89 
Tracer----------.........-.--....... M5A2B1 
Propelling charge: 
Cartridge case ------------------- M14 Series 
М14----------------------------- Brass, 5.9 Ib 
(approx) 
M14B4 -----..-.................. Steel, 3 pc spiral 
wrap, 4.7 lb 
(approx) 
Propelling charge---......... M1, 1.54 lb 
Primer -------------------------- M28A2, M28B2 
Performance: 
Maximum range ---------------- 8281 yd 
Muzzle velocity ----------------- 1250 fps 
Temperature Limts: 
Firing: 
Lower limit----------------------- -40°F (-40°C) 
Upper limit--------------------.-- +125°F 
(+52.0°C) 
Storage: 
Lower limit----------------------- -80°F (for peri- 


ods not exceed- 
ing 3 days) 
(-62.2°C) 
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Upper limit--------------.-....... +160°Е (for 
periods not 
exceeding 4 
hr/day) 
(+71.1°C) 

“Packing -------------------------- 1 round in fiber 
container; 2 
containers in 
wooden box 


“Packing Box: 
Weight -------+------- 2.222.000. 120 lb 
Dimensions----------............. 37-1/4 x 11- 
15/16 x 7-19/32 
in. 
Смһе--.--------------------------- 2.0 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Danke for complete packing data including 
8. 


Shipping and Storage Data: 





Quantity-distance class --------- (08) 1.2 

Storage compatibility group --- C 

DOT shipping class---............ B 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH INERT- 
LOADED 
PROJECTILES 

DODAC --------...................... 1315-C457 

UNO serial number -------------- 0328 


UNO proper shipping name --- Cartridges for 
weapons, inert 


projectile 
Drawing number ------------------ 75-1-491/75-1- 
191 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: SMOKE HC, BE, M84 SERIES 





№103 & M137 
PUALGAAN 





PRIMER 


BASE PLUG 





PROPELLING CHARGE 


Type Classification: 





Std AMCTC 7621, dtd 1970 (M84A1, 
M84B1) CON MSR 11756003 (Red, Green, and 
Yellow Colored Smoke). 


Use: 


The projectile of this cartridge contains a 
smoke mixture which, when ignited and 
ejected, serves as a signal, a screen, or to spot a 
target. 


Description: 


The projectile body consists of a hollow 
steel forging with a boattail base, a streamlined 
ogive, gilding metal rotating band, and base 
plug. A black powder expelling charge is assem- 
bled into the projectile at the nose end. Next, a 
steel baffle (pusher) plate, with a central hole, 
is assembled behind the expelling charge fol- 
lowed by three smoke canisters, alternating 
spacers, fillers, and the base plug. The spacers 
are assembled between canisters, as well as at 
the base, to insure a tight canister pack. An 
MTSQ or MT fuze is assembled to the nose of 
the projectile. The canisters are metal cylinders 
with a central igniter core. Around the igniter 


SMOKE CANISTERS 


U 
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EXPELLING CHARGE ASSEMBLY 


FLASH TUBE 


MT FUZE 


ROTATING BAND 


BAFFLE PLATE Pani 


core is a first-fire mix which serves to initiate 
the smoke mix. The smoke mix surrounds the 
first-fire mix and when initiated, generates a 
white (HC) or, in the cases of the M84 and 
M84B1, HC or other colored smoke. The car- 
tridge case contains a percussion primer 
assembly and seven individually bagged and 
numbered propelling charge increments. The 
base of the cartridge case is drilled and the 
primer assembly is press fitted in the base. The 
percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing black powder. The seven num- 
bered increment bags are tied together, in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case, around the 
primer flash tube, with Increment 1 at the base 
of the cartridge case and Increment 7 toward 
the mouth of the cartridge case. 


Adjust the propelling charge, if required, 
prior to loading the cartridge into the weapon. 
Impact of the weapon firing pin results in the 
initiation of the percussion primer which, in 
turn, ignites the black powder in the flash tube. 
The flash tube provides for uniform ignition of 
the propelling charge producing a rapid expan- 
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sion of the propellant gas which propels the pro- 
jectile out of the weapon tube. Engagement of 
the projectile rotating band with the rifling of 
the weapon tube imparts spin to the projectile 
providing in-flight stability. The projectile func- 
tions above ground at a predetermined height 
based upon time of flight. The fuze initiates the 
black powder in the expelling charge which 
flashes through the center hole of the baffle 
plate initiating the first-fire mix in the canis- 
ters. The burning black powder generates gas 
pressure against the baffle plate which, 
through the canisters, causes the base plate 
and canisters to leave the projectile. The first- 
fire mix initiates the smoke charge. The canis- 
ters burn for 40 to 90 seconds. 


Difference Between Models: 
M84 M84B1 





M84A1 


Body forging Transom Transom No 
below below transom 
Fuze Thd Fuze Thd 


Expelling BP in BP plastic. BPin 
charge doth bag cup encased plastic 





cylinder 
Nose Thd 17x14 17x14 2x12 
TPI TPI TPI 
Fuze MTSQ MTSQ MTSQ, 
M501 M501 M577, 
M501A1 M501A1 M548; 
MT, M565; 
ET, M762 
Spacers Chipboard Chipboard Aluminum 
Filler Chipboard Chipboard Felt 
Colors HC, red, HC, red, HC, red, 
available yellow, yellow, yellow, 
green green green 
Tabulated Data: 
Complete round: 
Type cen Smoke, HC 
Weight  ----------------------------- 41.96 Ib 
Length ----------------------------- 30.49 in. 
Cannon used with -------------- M2A2, M103 or 
M 137 
Projectile: 
Body material ------------------- Steel forging 
Color  ------------------------------- Light green 
w/black mark- 


ings 
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Filler and weight --------------- HC 12.3 Ib 
Components: 
Cartridge case ------------------- M14B4 (3 pc 


spiral steel) or 
M14B1 (drawn 


steel) 
Propelling charge -------------- M67, 2.83 Ib 
Chg Wt in Oz Approx Туре Web Approx 
8.6 n 0.014 
14 Il 0.014 
22.5 | 0.026 
3.8 | 0.026 
58 | 0.026 
8.8 | 0.026 
14.3 | 0.026 
Primer ----------------------------- M28B2, M28A2 
Performance: 


Using M52, M52A1 and M 101/M 101Al howit- 
zers: 


Charge Muzzle Velocity Maximum range 
fps) (reps 


650 198.1 3510 3840 
710 216.4 4110 4495 
780 237.7 4860 5315 
266.7 5950 6505 
1020 310.9 7650 8370 


NOU RENT 
со 
N 
ul 


1235 376.4 9380 10,260 
1550 472.4 11,270 12,330 
Maximum range ---------------- 11,270 m 
(12,330 yd) 
Muzzle velocity ----------------- 472.4 mps 
(1550 fps) 


Using M102 and M108 howitzers: 


Charge Muzzle Velocity Maximum Range 


(fps) — (mps) (m) (yd) 
1 673 205 3700 4040 
2 732 223 4300 4700 
3 810 247 5200 5690 
4 912 278 6300 6890 
5 1066 325 8100 8500 
6 1289 393 9600 10,500 
7 1621 494 11,500 12,590 
Maxi mum range ---------------- 11,500 m 

(12,590 yd) 

Muzzle velocity ----------------- 494 mps 


(1621 fps) 


Temperature Limits: 





Firing: 
Lower limit----------------------- -65°F (-54°C) 
Upper limit----------------------- +145°F (+63°C) 
Storage: 
Lower limit----------------------- -65°F (-54°C) 





“Packing ----------------------------- 1 round per 
fiber container, 
2 containers per 


wooden box 
“aang Box: iis 
eight ----------- monos 120 
Dimensions----------------------- 37-1/4 x 11- 
15/16 x 7-19/32 
in. 


*NOTE: See DOD Consolidated Ammunition 
DE for complete packing data including 
'g. 


Shipping and Storage Data: 


Quantity-distance class -------- (12) 1.2 
Storage compatibility group --- G 
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DOT shipping class ------------- E 
DOT designation ---------------- AMMUNITION 
FOR CANNON 
WITH SMOKE 
PROJECTILES 
**DODAC: 
HC ------------ en 1315-0452 
Red ---------------------- -- 1315-C453 
Yellow ----------------------.------- 1315-C455 
Green ------------------------------ 1315-C452 
UNO serial number -------------- 0015 
UNO proper shipping name --- Ammunition, 
smoke 
Drawing number ----------------- 9223421-1 


**NOTE: Some M84A1 are issued w/o fuse 
(DODAC - 1315-C479) 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: HEAT-T, M662 


еэ 29.67 МАХ. 





CARTRIOGE CASE 


HOLDING DISC PROPELLANT 
| Ame A S 7 N m 
Gi b d Ng qm 


jl 


^ М Ak 
AAN NG SA 
ALS SS 
TRACER ASSEMBLY 


PERCUSSION PRIMER 
IGNITER PAD 


Type Classification: 
Std-MSR 06786019. 


Use: 


This cartridge is a fixed high-explosive anti- 
tank round for utilization with 105mm howit- 
zers for an expanded capability in a direct-fire 
mode against armor and hard targets. 


Description: 


The projectile configuration is that of a 
steel body cylinder having a plastic obturating 
band апа M509A1 point initiating base detonat- 
ing (PIBD) fuze with a standoff spike assembly 
threaded to the front and a tin and boom assem- 
bl y threaded to the rear. The loading of the pro- 
jectile consists of a Comp B shaped charge 
formed by a funnel-shaped copper liner within 
the body A piezoelectric element is fitted to the 
Spike assembly and connected to the M509A1 
PIBD fuze in the body. The fin assembly is 
threaded to receive an M13 tracer assembly. The 
cartridge is of the fixed type, i.e., the M 201 car- 
tridge case is crimped to the projectile and 
requires a minimum bullet pull of 3,000 pounds. 


The cartridge case is of the two-piece spi- 
ral design and contains an M100 MOD percus- 


OBTURATING BAND 


PROJECTILE 


COPPER LINER STANDOFF SPIKE 


NOSE CAP 








en 
пен > 
. N by m. lg WIRE LEAD 


FUZE ?IRO PIEZOELECTRIC ELEMENT 


U 
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sion primer, an igniter pad and 57 ounces of 
M30 propellant. 


Impact of the weapon firing pin ignites 
the percussion primer resultingin ignition of 
the igniter pad and M30 propellant producing a 
rapid expansion of propellant gas which pro- 
pels the projectile out of the weapon tube. The 
projectile is tin stabilized in flight with only a 
minimal spin imparted to the projectile when 
the plastic obturator engages the weapon tube 
rifling. The hot propellant gases also ignite the 
tracer which burns for a minimum of 2.5 sec 
and provides visual observance of the projectile 
trajectory. On impact, fuze functioning deto- 
nates the explosive filler, causing collapse and 
inversion of the орет cone, creating a high 
velocity focused shock wave and jet of metal par- 
tides with which to penetrate the target. 


Tabulated Data: 





Complete round: 


е ———À— HEAT-T 
Weight ---------------------------- 32.1 Ib 
Length ---------------------------- 29.67 in. 
Cannon used with ------------- M2A1, M2A2 
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Projectile: 

Body material ------------------ Steel bar 

еге (еа Black w/yellow 
markings 

Filler ------------------------------ Comp B 

Weight of filler ----------------- 2.14 Ib 

Components: 

Cartridge case ------------------ M201 

Propellant ----------------------- M30 (57 oz) 

Primer ---------------------------- M100 Mod 

Tracer ----------------------------- M13 

F UZE ------------------------------- PIBD M509A1 

Performance: 
Maximum range --------------- dassified 
Muzzle velocity ----------------- classifi ed 
Temperature Limits: 
Firing: 

Lower limit ---------------------- -45F E 41.8%) 

Upper limit ---------------------- 45°F 
(+62.8°C) 

Storage: 

Lower limit ---------------------- -80F (62.2%) 
(for periods not 
exceeding 3 
days) 

Upper limit ---------------------- +160°F 
(+71.1°C) (for 
periods not 
exceeding 4 
hr/day) 


3-30 


WWW.SURVIVALEBOOKS.COM 


“Packing ------------------------ 1 round per 
fiber container 
2 fiber contain- 
ers per wooden 
box 

eight as 110 Ib 
eight ---------------------------- 
Dimensions ---------------------- 38-1/8 x 12 x 7- 
21/32 in. 
Cube ------------------------------- 2.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- (12) 1.2 
Storage compatibility group --- E 
DOT shipping class -------------- A 


DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILES 

DODAC ---------------- 1315-C472 

Drawing number ----------------- 9282517 

References: 

AMC-P 700-3-3 
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CARTRIDGE, 105-MILLIMETER: LEAFLET, M84B1 


30.49 MAX 





LEAFLETS 


CARTRIDGE CASE BASE PLUG 


LATE 


a чле aan NAY PAA mA 


PRIMER 


PROPEL LING CHARGE 


Type Classification 
OBS MSR 11756003. 
Use: 


The projectile of this cartridge is filled 
with printed instructional or propaganda mate- 
rial in the form of leaflets for distribution to 
enemy troops and for civilians. 


Description 


The projectile body consists of a hollow 
steel forging with a boattail base, a streamlined 
ogive, gilding metal rotating band, and steel 
base lug threaded into the base of the projec- 
tile. A plastic encased black powder expelling 
charge is assembled to the projectile at the nose 
end. Next, a steel baffle plate is assembled 
behind the expelling charge followed by a 3/4- 
inch diameter wooden dowel, spacers, and the 
base plug. The leaflets are furnished later, to 
meet the mission requirements, and assembled 
in the projectile around the wooden dowel just 
prior to firing, 


The cartridge case contains a percussion 


I ent l7. 


PROJECTILE 


AR14970% 






WOODEN DOWEL 






EXPELLING CHARGE 







MTSO FUZE 





BAFFLE PLATE 


ROTATING BAND 


AR 199208 


primer assembly and seven individually bagged 
and numbered propelling charge increments. 
The base of the cartridge case is drilled and the 
primer assembly is pressed into the base. The 
percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing black powder. The seven num- 
bered increment bags are tied en in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case around the 
primer flash tube with Increment 1 at the base 
of the cartridge case and Increment 7 toward 
the mouth of the cartridge case. 


Functioning: 


Adjust the propelling charge, if required, 
rior to loading the cartridge into the weapon. 
mpact of the weapon firing pin results in the 

initiation of the percussion primer which, in 
turn, ignites the black powder in the flash tube, 
The flash tube provides for uniform ignition of 
the propelling charge producing a rapid expan- 
sion of the propellant gas which propels the pro- 
jectile out of the weapon tube. Engagement of 
the projectile rotating band with the rifling of 
the weapon tube imparts spin to the projectile 
providing in-flight stability. The projectile func- 
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tions above ground at a predetermined height 
based upon time of flight. The fuze ignites the 
black powder in the expelling charge which, in 
turn, through gas pressure on the baffle plate 
and through the dowel causes the base plate to 
separate from the projectile. The baffle plate 
pushes the leaflets out of the projectile, and 
the air stream and projectile spin disseminate 
the leaflets over the target area. 


Tabulated Data: 
Complete round: 
Ө -------------------------5----- Leaflet 
eight "e..u......a......nasaunuasa0o 39.7 Ib 
Length ---------------------------- 30.49 in 
Cannon (weapon) used 
with --------------..--- -00220 M2A1, M2A2 
(M101, 


M101A1), M49 
(M52, M52A1), 
M103 (M108), 


M137 (M102) 
Projectile: 
Body material ------------------ Forged steel 
Color —----------------------------- 
Filler ------------------------------ Leaflets 
Fuze ------------------------------- MTSQ, M501 or 
M501A1 
Propelling charge: 
Cartridge case ------------------ M14B1, M14B4 
Propelling charge: 
Model ----------------------------- M67 
Components: 
Incre- 


ment Prop Comp Web size Wt oz 
No. & Туре in. approx approx Perf 








1 М1, ТуреПп 0.014 8.6 Single 
2 М1, ТуреП 0.014 1.4 Single 
З Ml Typel 0.026 2.5 Multi 
4 M1,Typel 0.026 3.8 Multi 
5 M1,Typel 0.026 5.8 Multi 
6 MI,Typel 0.026 8.8 Multi 
1 Mi, Type I 0.026 14.3 Multi 
Weight, Total Increments 1-7 2.83 lb 
Primer ---------------------------- M28A2, M28B2 
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Performance: 
Maximum range --------------- 9943 yd 
Muzzle velocity ----------------- 1422 fps 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -65°F 
Upper limit ---------------------- +125°F 
Storage: 
Lower limit ---------------------- -65?F 
Upper limit ---------------------- +125°F 
“Packing ---------------------------- 1 round in fiber 
container; 2 
rounds in 
wooden box 
*Packing Box: 
Weight ---------- nn 120 Ib 
Dimensions ---------------------- 37-1/4 x 11- 
15/16 x 7-19/32 
in. 
Cube -----------------.-----..-.---. 2.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
's. 


Shipping and Storage Data: 





Quantity-distance class --------- (08) 1.2 

Storage compatibility group --- E 

DOT shipping class --------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILES 

DODAC ---------------------.---.---- 1315-C450 

UNO serial number -------------- 0321 

UNO proper shipping name --- Cartridges for 
weapons 

Drawing number ----------------- 9219187 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-25 1-20 
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CARTRIDGE, 105-MILLIMETER 


EA 


PRIMER 
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CARTRIDGE CASE 
PROPELLING CHARGE 


Type Classification: 
C & T AMCTC 7467, dtd 1970. 
Use: 





This cartridge is intended for illuminating 
a designated target area. 


Description: 


The projectile is а hollow steel forging 
with a streamlined ogive, gilding metal rotating 
band, and pinned base plug, The projectile is 
assembled with an MT Q fuze threaded into 
the nose of the projectile. The projectile cavity 
contains the expelling charge, illuminating canis- 
ter, and parachute assembly. The expelling 
charge consists of 0.11 lb of black powder con- 
tained in a cloth bag. The illuminating canister 
contains the illuminant and 0.15 lb of first-fire 
composition. The parachute assembly is 
attached to the illuminating canister body. The 
base plug 1 is inserted into the opening at the 
base of the projectile and held in place by three 
shear pins and three twist pins. The complete 
projectile is free-fitted to a cartridge case. The 
cartridge case contains a percussion primer 


SHEAR PIN 







B: 
BASE PLUG 
TWIST PIN 


COM 


TM 43-0001-28 


ILLUMINATING, M314, M314A2, M314A2B1 


(A 17 MAX. 
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assembly and seven individually bagged and 
numbered propelling charge increments. The 
base of the cartridge case is drilled and the 
primer assembly is pressed into the base. The 
percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing black powder. The seven num- 
bered increments bags are tied together, in 
numerical order, with acrylic cord. These are 
assembled into the cartridge case, around the 
primer flash tube, with Increment 1 at the base 
of the cartridge case and Increment 7 toward 
the mouth of the cartridge case. 


Functioning: 


If the шен is unfuzed, both the clos- 
ing plug and the fuze assembly to the projectile 
are removed prior to adjusting the charge and 
loading the cartridge into the те рев Impact 
of the weapon firing pin results in the initiation 
of the percussion primer which, in turn, ignites 
the black powder in the flash tube. The flash 
tube provides for uniform ignition of the propel- 
ling charge producing a rapid expansion of the 
propellant gas which propels the projectile out 
of the weapon tube. Engagement of the projec- 
tile rotating band with the rifling of the weapon 
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tube imparts spin to the projectile providing in- 
flight stability. The MTSQ fuze functions and 
ignites the expelling charge, and in tum, 
ignites the first-fire composition. The expelling 
charge ejects the illumination canister and para- 
chute assembly from the base of the projectile 
by blowing off the base plug. Concurrently, the 
parachute deploys and inflates, and the illumi- 
nant is ignited by the first-fire composition. 
Average luminosity is 450,000 candlepower 
with a burning time of 60 seconds. 


Tabulated Data: 
Complete round: 
pe ------------------------------- Illuminating 
eight ------------ men 46.43 Ib 
Length ---------------------------- 32.17 in. 


Cannon (weapon) used with M49 , (M52, 
M52A1), M2A1, 


M2A2 (M101, 
M101A1), M103 
(M108), M137 
(M102) 
Projectile: 
Body material ------------------ Forged steel 
Color -----.---.-------.----.--.---- Gray w/white 
band and white 
markings (Later 
manufacture - 
white w/black 
markings) 
Filler and weight -------------- Illum, 1.74 Ib 
Fuze ------------------------------ MTSQ, M501, 
M501A1 
Propelling charge: 
Cartridge Case ----------------- M14 series 
Propellant ----------------------- M67, 2.8 Ib 
Primer --------------- M28A2, M28B2 
Performance: 


Using M52, M52A1 and M101/M101Al howitzers: 


Muzzle Velocity Maximum Range 
Charge (fps) (mps) (т) ) 


1 650 198.1 3510 3840 
2 710 216.4 4110 4495 
3 780 237.7 4860 5315 
4 875 266.7 5950 6505 
5 1020 310.9 "7650 8370 
6 1235 376.4 9380 10,260 
7 1550 4724 11,270 12,330 
Maximum Range -------------- 11,270 m 
(12,330 yd) 
Muzzle velocity ----------------- 472.4 mps 
(1550 fps) 
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Using M102 and M108 howitzers: 


Muzzle Velocity Maximum Range 








Charge (fps) (mps) (m) (yd) 
1 673 205 3700 4040 
2 732 223 4300 4700 
3 810 247 5200 5690 
4 912 278 6300 6890 
5 1066 325 8100 8500 
6 1289 393 9600 10,500 
7 1621 494 11,500 12,590 

Maximum Range -------------- 11,500 m 
(12,590 yd) 

Muzzle velocity ----------------- 494 mps 
(1621 fps) 

Temperature Limits: 

Firing: 

Lower limit ---------------------- -40°F (-40°C) 

Upper limit ---------------------- +125°F (+52°C) 

Storage: 

Lower limit ---------------------- -80°F (for peri- 
ods not exceed- 
ing 3 days) 
(-63°C) 

Upper limit ---------------------- +160°Е (for 
periods not 
exceeding 4 
hr/day) 
(+71.1°C) 

“Packing --------=------------------- 1 round in fiber 
container, 2 
containers in 
wooden box 

“Packing Box: 

Weight ---+---- nennen 120 lb 

Dimensions ------------ 37-1/4 x 11- 
15/16 x 7-19/32 
in. 

Cube ---------------------------5-- 2 cu ft 


*NOTE: See DOD Consolidated Ammunition 
ns for complete packing data including 
8. 


Shipping and Storage Data: 


Storage class/SCG ---------------- (08) 1.2G 

DOT shipping class -------------- A 

DOT deslgnation ---------------- AMMUNITION 
FOR CANNON 
WITH ILLUMI- 
NATING 
PROJECTILES 

DODAC ----------------------...--- 1315-C449 

UNO serial number -------------- 0171 

UNO proper shipping name --- Ammunition, 
illuminating 

Drawing number ----------------- 75-1-229 
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Limitations: 


The M501/M501Al fuze is not dropsafe. 
Dropping or rough handling of a projectile 
assembled with fuze MTSQ M501/M501A1 can 
and has resulted in fuze functioning and expul- 
sion of projectile base plate and contents. 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 105-MILLIMETER: ILLUMINATING, M314A3 


ee 32.17 MAX. 


ROTATING BAND 
SHEAR PIN 


ATA x Rom 


CARTRIDGE CASE PAST PAD 


Type Classification: 


Std AMCTC 7467, dtd 1970. 





Use: 


This cartridge is intended for signaling or 
for illuminating a designated area. 


Description: 


The projectile is a hollow steel forging 
with a streamlined ogive, a gilding metal rotat- 
ing band, and a pinned base plug. The projectile 
is assembled with an MT or MTSQ fuze 
screwed into the nose. The projectile cavity con- 
tains an expelling charge, illuminati ng canister, 
and parachute assembly. The expelling charge 
consists of 0.18 Ib of black powder contained in 
a sealed plastic holder. The illuminating canis- 
ter body contains the illuminant and 0.15 Ib of 
first fire composition. 


The illuminating canister body is fitted 
with anti-rotational brakes. The parachute 
assembly is attached to the illuminating canis- 
ter body. The base plug is inserted into the open- 
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ing at the base of the projectile and held in 
place by three shear pins and three twist pins. 
The complete projectile assembly is free fitted 
to a cartridge case. The cartridge case contains 
a percussion primer assembly and seven indi- 
vidually bagged and numbered propelling 
charge increments. The base of the cartridge 
case is drilled and the primer assembly 15 
pressed into the base. The percussion primer 
assembly consists of a percussion ignition ele- 
ment and a perforated flash tube containing 
black powder. The seven numbered increment 
bags are tied together, in numerical order, with 
acrylic cord. These are assembled into the car- 
tridge case, around the primer flash tube, with 
Increment 1 at the base of the cartridge case 
and Increment 7 toward the mouth of the car- 
tridge case. 


If the projectile is unfuzed, the dosing 
plug is removed and a fuze assembled to the pro- 
jectile prior to adjusting the charge and loading 
the cartridge into the weapon. Impact of' the 
weapon firing pin results in the initiation of the 
percussion primer which, in turn, ignites the 
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black powder in the flash tube. The flash tube 
provides for uniform ignition of the propelling 
charge producing a rapid expansion of the pro- 
pellant gas which repels the projectile out of 
the weapon tube. Engagement of the projectile 
rotating band with the rifling of the weapon 
tube imparts spin to the projectile providing 
inflight stability. The MT fuze functions and 
ignites the expelling charge, in turn, igniting 
the first-fire composition in the illuminant canis- 
ter. The expelling charge also ejects the 
illumination canister and parachute assembly 
from the base of the projectile by blowing out 
the base plug. Concurrently, the parachute 
deploys and inflates. The canister body rotation 
or spin is rapidly decreased by the anti- 
rotational brakes which open to the airstream 
when the canister is ejected, and the illuminant 
is ignited by the first-fire composition. Average 
luminosity is 450,000 candlepower with a static 
burning time of 60 seconds. 


Tabulated Data: 





Complete round: 


pg Illuminating 
Weight ---------------------------- 46.43 1р 
Length = ree 32.17 


in. 
Cannon (weapon) used with M49 (M52, 
M52A1), M2A1, 
M2A2 (M101, 
M101A1), M103 
(M108), M137 


(М 102) 
Projectile: 
Body material ------------------ Forged steel 
Color ------------------------------ White w/black 
markings 
Expelling charge --------------- Black powder, 
0.18 Ib 
Filler and weight -------------- Шит, 1.97 Ib 
FUZE ---------------------—--—-—-- MT. M565 or 
548, MTSQ, 
M577A1, ET 
M762 
Propelling charge: 
Cartridge case ------------------ M14 series 
M 14 -------------------------------- Brass. 5.9 Ib 
(approx) 
M14B4 ---------------------------- Steel, 3 pc spiral 
wrap, 4.7 Ib 
(approx) 
Propellant M67, 
2.83 Ib 
Percussion primer assembly: 
M28A2 M28B2 





M61, 0.00014 Ib M61, 0.00014 Ib 
Black CI 1, MIL-P-223 CI 1, MIL-P-223 


Primer 


Powder (Note B), (Note B), 
0.043 Ib 0.043 Ib 
Body Brass, Type 1 Steel, Type 2 
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Performance: 


Using M52 M52A1 and M101/M 101A1 


Muzzle Velocity Maximum Range 





Charge (fps) (reps) (m) yd 
1 650 198.1 3510 3840 
2 710 216.4 4110 4495 
3 780 237.7 4860 5315 
4 875 266.7 5950 6505 
5 1020 310.9 7650 8370 
6 1235 376.4 9380 10.260 
7 1550 4724 11,270 12,330 

Maximum Range -------------- 11,270 m 
(12,330 yd) 

Muzzle velocity ----------------- 472.4 mps 
(1550 fps) 


Using M102 and M108 howitzers: 


Muzzle Velocity Maximum Range 








Charge (fps) (reps) (m) (yd) 
1 673 205 3700 4040 
2 732 223 4300 4700 
3 810 247 5200 5690 
4 912 278 6300 6890 
5 1066 325 8100 8500 
6 1289 393 9600 10,500 
7 1621 494 11,500 12,590 

Maximum range ---------------- 11,500 m 
(12,590 yd) 

Muzzle velocity ---------------- 494 mps 
(1621 fps) 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -40F (-40%) 
Upper limit ---------------------- +145°F (+63°C) 
Storage: 
Lower limit ---------------------- -65°F (-53 8°C) 
Upper limit ---------------------- +145°F (463°C) 
*P acking ----------------------------- 1 round in fiber 
container; 2 
containers in 
wooden box 
*Packing Box: 
Weight _ --------------------------- 114 Ib 
Dimensions ------------------------- 37-1/4 x 11- 


15/16 x 7-19/32 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 


Storage class/SCG ---------------- 
DOT shipping class -------------- 
DOT designation ----------------- 


**DODAC --------------------------- 
UNO serial number -------------- 
UNO proper shipping name --- 


(08) 1.2G 
A 


AMMUNITION 
FOR CANNON 
WITH ILLUMI- 
NATING 
PROJECTILES 
1315-C449 

0171 
Ammunition, 
illuminating 


TM 43-0001-28 


Drawing number ----------------- 9206821 


**NOTE: Some M314A3 areissued w/o fuze 
(DODAC-1315-C542) 


References: 


SB 700-20 

AMC-R 700-3-3 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 105-MILLIMETER: HERA, M548 


peo 32.705 MAX 
















ROCKET SELECTOR CAP 
CARTRIDGE CASE 
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PROPELLING 
CHARGE 


PERCUSSION PRIMER 





PROPELLANT 
GRAIN 


Type Classification: 
Std AMCTC 8414, dtd 1971. 





Use: 


This cartridge is a ы explosive, rocket 
assisted round with extended range capability 
used for fragmentation, blast and mining in sup- 
port of ground troops and armored columns. 


Description: 


The projectile consists of two pieces, a 
streamlined warhead and rocket motor body of 
boattail design. The nose of the warhead is 
threaded for a fuze and the warhead is filled 
with cast Composition B having a deep cavity 
and supplementary charge. The rocket motor 
body contains the rocket grain and rocket igni- 
tion system, contained in a spike at the rear of 
the body. The spike housing ignition system is 
fitted with a cap. A sintered iron rotating band 
is swaged to the rocket motor body and the 
body threaded to the warhead to complete the 
projectile assembly The cartridge case contains 
a primer and five individually bagged and num- 
bered propelling charge increments. The base 
of the cartridge case is drilled and a percussion 
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primer assembly is pressed into the base. The 
percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing benite. The five numbered 
increment bags are tied together, in numerical 
order, 3, 4, 5, 6 and 7 with acrylic cord. These 
are assembled into the cartridge case, around 
the primer flash tube, with Increment 3 at the 
base of the cartridge case and Increment 7 
toward the mouth of the cartridge case. 


Functioning: 


Rocket "OF F-MODE” — If the projectile is 
unfuzed, the closing plug is removed and a fuze 
assembled to the projectile, and if required, is 
set. The cartridge is loaded into the weapon. 
Upon firing, impact of the weapon firing pin 
results in the initiation of the percussion 
primer which, in turn, ignites the benite in the 
flash tube. The flash tube provides for uniform 
ignition of the propelling charge producing a 
rapid expansion of the propellant gas which pro- 
pa the projectile out of the weapon tube. 

е of the projectile rotating band 
with the rifling of the weapon tube imparts 
spin to the projectile providing in-flight stabil- 
ity. Projectile functioning is dependent upon 
the fuze used and may function on impact 
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(instantaneous or delay), function above 
ground either at a predetermined height based 
upon time of flight, or function in proximity 
with target area. Fuze function detonates the 
HE projectile filler resulting in projectile frag- 
mentation and blast. 


Rocket “ON-MODE” — The fuse is assem- 
bled to the projectile as in the Rocket "OFF- 
MODE ". The rocket cap, on the spike of the pro- 
jectile, is removed and the cartridge case with 
propellant is slipped over the projectile and the 
cartridge loaded into the weapon. After firing, 
the burning propellant gases initiate the igni- 
tion composition which, in turn, ignites the 
delay composition. Approximately 16 seconds 
later (the projectile has left the tube and is trav- 
eling down-range), the balance of the rocket 
motor ignition system ignites the rocket motor. 
The rocket motor burns for 2 seconds boosting 
the projectile velocity resulting in a greater pro- 
jectile range. Fuze initiation, as described for 
Rocket “OFF-MODE”, detonates the projectile 
HE filler resulting m projectile fragmentation 
and blast. 


Tabulated Data: 


Complete round: 


е --------------------- ыз-.----- HERA 
Weight ---------------------------- 38.5 Ib 
Length ---------------------------- 32.7 in 
Cannon (weapon) used 
with ----------------------------- M49 (M52, 
M52A1), M2A1, 
M2A2 (M101 


M101A), M103 
(M108), M137 


(M102) 
Projectile: 
Body material ------------------ High carbon 
steel forging 
Color ---------.--------.-----.-..-- Olive drab 
w/yellow mark- 
ings 
Filler and weight -------------- Comp B, 5.2 lb 
Fuzes------------------------.-..--- Prox M728, PD, 
"M739, M557 
MTSQ M564, 
MTSQ M582, 
and ET M767 
Propelling charge: 
Cartridge case: 
M14 ----------------------------- Brass, 5.9 Ib 
(approx) 
M14B] ------------------------- Steel, down, 5.4 
lb (approx) 
H14B4 ------------------------- Steel, 3 pc spiral 
wrap, 4.7 Ib 
(approx) 
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Propelling charge -------------- 
Percussion primer 


Benite (BP) ---------------------- 
Motor body ---------------------- 


Rocket propellant grain ----- 


Delay assembly: 


210 grains 
Steel alloy forg- 


ing 
XM 33 propel- 


Nitrocellulose 
base 1.06 Ib 





No. increments Weight Composition 
1 250 mg Flash 
6 950 mg (ea) Delay 
1 200 mg Igniter 
Flash composition: 
Constituent Parts by wt 
Zirconium ---------------------- 58 + 1.0 
Chromium oxide ------------- 16 +1.0 
Molybdenum trioxide ------ 25 +1.0 
Vinyl alcohol 
Acetate resin (solids) ------- 1.0 +0.1 
Igniter composition: 
Constituent Parts by wt 
Zirconium ----------------------- 65 €x 1.0 
Iron oxide ----------------------- 25 +1.0 
Diatomaceous earth ---------- 1041.0 
Vinyl alcohol 
Acetate resin (solids) --------- 1401 
Delay composition: 
Constituent Parts by wt 
Tungsten ------------------------ 42.5 +5 
Barium chromate ------------- 45 +5 
Potassium perchlorate ------ 12.5 + 0.25 
Vinyl alcohol 
Acetate resin (solids) --------- 1401 


Rocket propellant grain igniter: 


Type 1 Class 3 boron potassium nitrate 


pellets 5.0 grains (approx) 
Performance: 
Maximum range --------------- 


Muzzle velocity ----------------- 


16,404 yd 
(15,000 m) 
548.64 mps 
(1,800 fps) 
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Temperature Limits: Shipping and Storage Data: 
Firing Quantity-distance dass --------- (12) 12 
Lower limit  ---------------------- -40°F (-40°C) Storage compatibility group --- E 
Upper limit ---------------------- +145°F (463C?) DOT shipping class -------------- A 
DOT designation ----------------- AMMO FOR 
Storage . . CANNON 
Lower limit ---------------------- -65?F (-53.8°C) WITH 
Upper limit ---------------------- + 150? EXPLOSIVE 
(+65.6°C) РАО) ECTILE 
DODAC ---—— 1315-C463 
— UNO serial number -------------- 0321. 
*Packing ---------------------------- 1 round in fiber UNO proper shipping name --- Cartridges for 
container; 2 weapons 
containers in Drawing number ----------------- 9212376 
wooden box 
Limitations: 
*Packing Box: Charge 7 is authorized for firing in both 
Weight ---------------------------- 122 Ib Rocket-On and Rocket-Off modes. Charges 3, 
4, 5, and 6 are authorized for Rocket-Off Mode 
Dimensions ---------------------- 45-19/32 x 11- firing only under emergency combat conditions. 
13/16 x 7-11/16 
in. Reference: 
Cube ------------------------------- 2.4 cu ft 
SB 700-20 
u AMC-P700-3-3 
“NOTE: See DOD Consolidated Ammunition TM 9-1015-203-12 
Catalog for complete packing data including TM 9-1015-234-10 
NSN'S. TM 9-1300-251-20 
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CARTRIDGE, 105-MILLIMETER: HERA, M913 


Pe 32.32 MAX 








ROCKET SELECTOR CAP 






re 


BS., 
1 =o 


PN 
` N H 





PROPELLING 
CHARGE 


PROPELLANT 
PERCUSSION PRIMER GRAIN 


Type Classification: 


Std AMCTC dtd 1990. 





Use: 


This cartridge is a high explosive, rocket- 
assisted round with extended range capability 
used for fragmentation, blast and mining sup- 
port of ground troops and armored columns. 


Description: 


The projectile consists of two pieces, a 
streamlined warhead and rocket motor body of 
boattail design. The nose of the warhead is 
threaded for a fuze and the warhead is filled 
with TNT having a deep cavity and supplemen- 
tary charge. The rocket motor body contains 
the rocket grain and delay ignition system, con- 
tained at the rear of the body. The delay igni- 
tion system is fitted with a cap. A copper 
rotating band is welded to the rocket motor 
body. The body is threaded to the warhead to 
complete the projectile assembly The cartridge 
case contains a primer and a single bag propel- 
ling charge with a flash reducer. The base of 
the cartridge case is drilled and a percussion 
primer assembly is pressed into the base. The 


DELAY HOUSING ASSEMBLY 


ROCKET MOTOR 
ROCKET MOTOR CASE 










ROTATING BAND 


M913 
PROJ 105MM 
AMMO LOT 







PA PLUG 


U 
AR 5391 


percussion primer assembly consists of a percus- 
sion ignition element and a perforated flash 
tube containing black powder. 


Functioning: 


Rocket “OFF-MODE” — If the projectile is 
unfuzed, the closing plug is removed and a fuze 
is assembled to the projectile and, if required, is 
set. The cartridge is loaded into the weapon. 
Upon firing, impact of the weapon firing pin 
results in the initiation of the percussion 
primer which, in turn, ignites the black powder 
in the flash tube. The flash tube provides for 
uniform ignition of the propelling charge produc- 
ing a rapid expansion of the propelling gas 
which propels the projectile out of the weapon 
tube. Engagement of the projectile rotating 
band with the rifling of the weapon tube 
imparts spin to the projectile providing in-flight 
stability. Projectile functioning is dependent 
upon the fuze used and may function on impact 
(instantaneous or delay) function above 
ground either at a predetermined height based 
upon time of flight, or function in proximity 
with target area. Fuze function detonates the 
HE projectile filler resulting in projectile frag- 
mentation and blast. 
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Rocket “ON-MODE” — The fuze is assem- 
bled to the projectile as in the rocket "OFF- 
MODE". The cap on the delay igniter is 
removed, The cartridge is loaded into the 
weapon. Upon firing, the burning propellant 
gases initiate the delay ignition system. 
Approximately 16 seconds later (the projectile 
has left the tube and is traveling down-range), 
the delay ignition system ignites the rocket 
motor. The rocket motor burns for 2 seconds 
boosting the projectile velocity resulting in a 
greater projectile range. Fuze initiation, as 
described for Rocket "DFF-MODE'", detonates 
the projectile HE filler resulting in projectile 
fragmentation and blast. 


Tabulated Data: 





Complete round: 





e ———————————————————————— 
Weight ------------ 
Length ------------------.--..-...-. 
Cannon (weapon) used 
With ------------------..---.--.-.- M119 
Projectile: 
Body material ------------------- High carbon 
steel forging 
Color ------------------------------- Forest green 
w/yellow mark- 
ings 
Filler and weight --------------- TNT, 5.8 lb 
Киўлев------------------------------- PD M739 Prox 
M732E2, ET 
M767, MTSQ 
M582 
Suppl charge --------------------- Dwg No. 
8797090 
Propelling charge: 
Cartridge case: 
M14B4 -------------------------- Steel, 3 pe spiral 
wrap, 4.7 lb 
(approx) 
Propelling charge------------ M229, 4.25 lb 
Percussion primer 
assembly --------------------- M28B2 
Primer -------------------------- Dwg No. 
8838130 
Black powder ----------------- 300 grains 
Motor body -------------------- Steel alloy forg- 
ing 


Pyrotechnic Delay Assembly: 





No. Increments Weight Composition 
7 1025 mg (ea) Delay 
1 290 mg Igniter 
1 300 mg Flash 
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Delay Composition: 


Constituent Parts by Weight 





Potassium Perchlorate ---------- 14.5 + 0.25 
Tungsten ---------------------------- 45.0 x 5.0 
Vinyl Alcohol-Acetate 

Resins (solids) ---------------------- 1.0 +0.1 
Barium Chromate ----------------- 40.5 +5.0 


Igniter Composition: 


Constituent Parts by Weight 


Diatomaceous Earth ------------- 10.0 +1.0 
Zirconium --------------------------- 65.0 41.0 
Iron Oxide --------------------------- 25.0 +1.0 
Vinyl Alcohol-Acetate 

Resins (solids) ---------------------- 2.0 +0.1 


Flash composition: 


Constituent Parts by Weight 





Zirconium --------------------------- 58.0 + 1.0 
Chromium Oxide ------------------ 16.0 +1.0 
Molybdenum Trioxide ----------- 25.0 +1.0 
Vinyl Alcohol-Acetate 

Resins (solids) ---------------------- 1.0+0.1 


Rocket propellant: 
Grain m HTPB 


Temperature Limits: 





Firing: 
Lower limit ----------------------- -50°F (-45.5°C) 
Upper limit ----------------------- 145?F (63°С) 
Storage: 
Lower limit ----------------------- -65°F (-53.8°C) 
Upper limit ----------------------- 160°F (71.1°C) 


Performance with the M119 Howitzer: 





Maximum range ------------------- 19.5 km 
Muzzle velocity -------------------- 625 mps 
(2100 fps) 


Chamber pressure at 70°F ----- 45000 psi 
Chamber pressure at 145°F ---- 54000 psi 
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“Packaging: 


Packing------------------------------- 1 round in fiber 
container; 1 
container in 
metal container 

Metal container: 


Total weight --------------------- 54.5 Ib 

Dimensions----------------------- 44-1/2 x 6-7/8 x 
6-7/8 in. 

Смре-------------------------------- 1.2 cu ft 


- alternate packing - 


Packing-----+-------- +4 1 round in fiber 
container; 2 
containers in 
wooden hox 


Packing box: 
Weight ----------------------------- 122 lb 
Dimensions----------------------- 45-19/32 x 11- 
13/16 x 7-11/16 
in. 
Cube Homann nennen 2.4 cu ft 


“NOTE: See DOD Consolidated Amunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





DOD hazard class ---------------- 


DOD Storage Compatibility 


(агомир------------+---------------- 
DOT shipping class -------------- 


DOT designation ----------------- 


DODAC  ----------------------------- 
UNO serial number ------------- 
UNO proper shipping name --- 


Drawing number ----------------- 


Limitations: 
То Be Determined. 
References: 


OB 700-3 
TM 9-1300-25 1.20 


TM 9-1300-251-34 


TM 43-0001-28 


E 

CLASS A 
EXPLOSIVE 
AMMUNITION 
FOR CANNON 
WITH 
EXPLOSIVE 
PROJECTILE 
1315-C546 
0321 
Cartridges for 
weapons 
9390990 
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CARTRIDGE, 105-MILLIMETER: TACTICAL CS, M629 


Pe en 32.17 MAX 





PROPELLING CHARGE 
INCREMENTS 











Y, 
Ц 
PEJS Q 


BASE PLATE 


Type Classification: 


CONT MSR 03736119, dtd 1973. 





Use: 


This cartridge contains a CS riot control 
agent which emits irritating fumes intended to 
harass personnel. 


Description: 


This cartridge is similar in external con- 
figuration to Illuminating Cartridge 
M314A2E1. The projectile consists of a hollow 
steel forging with streamlined ogive, gilding 
metal rotating band, and pinned steel base 
plug. An MT or MTSQ fuze is internally 
threaded into the nose of the projectile. The pro- 
jectile cavity contains an expelling charge and 
four CS pyrotechnic-filled canisters. The expel- 
ling charge consists of 1.78 oz of black powder 
in a plastic container. It is assembled to the 
rear of the fuze and separated from the CS canis- 
ters by an aluminum baffle plate with flash 
hole. Each CS canister contains 0.825 Ib of CS 
pyrotechnic mix and 0.81 oz of starter mix. 
Located in the center of each (CS canister is a 


ROTATING BAND 


CS CANISTERS 


EXPELLING 
CHARGE 


U 
AR 139716 


perforated flash tube. The baseplug is held in 
place by three shear pins and three twist pins. 
The complete projectile assembly is free-fitted 
to a steel cartridge case. The cartridge case con- 
tains a percussion primer assembly and seven 
individually bagged and numbered propelling 
charge increments. The base of the cartridge 
case is drilled and the primer assembly is 
pressed into the base. The percussion primer 
assembly consists of a percussion ignition ele- 
ment and a perforated flash tube containing 
black powder. The seven numbered inclement 
bags are tied together, in numerical order. with 
acrylic cord. These are assembled into the car- 
tridge case around the primer flash tube with 
Increment 1 at the base of the cartridge case 
and Increment 7 toward the mouth of the car- 
tridge case. 


Functioning: 


If the projectile is unfuzed, the dosing 
plug is removed and a fuze assembled to the 
projectile prior to adjusting the charge and load- 
Ing the cartridge into the weapon. Impact of the 
weapon firing pin results in the initiation of 
the percussion primer which, in turn, ignites 
the black powder in the flash tube. The flash 
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tube provides for uniform ignition of the propel- 
ling charge producing a rapid expansion of the 
pro propellant gas which propels the projectile out 
the weapon tube. Engagement of the projec- 
tile rotating band with the rifling of the weapon 
tube imparts spin to the projectile providing in- 
flight stability. Projectile functioning is depend- 
ent upon the fuze used and may function оп 
impact (instantaneous or delay), function 
above ground either at a predetermined height 
based upon time of flight, or function in proxim- 
ity with the target area. The fuze functions and 
ignites the black powder in the expelling 
charge. The flash from the expelling charge 
ignites the four CS canisters through the perfo- 
rations in the flash tubes. Concurrently, the 
pressure from the ignition of the expelling 
charge shears the retaining pins, blows out the 
base plug and expels the burning canisters into 
the airstream. The CS pyrotechnic mixture in 
the canisters burns and emits irritating fumes 
for approximately 60 seconds. 


Tabulated Data: 





Complete round: 


Type -----------------------------—-- Riot control, CS 

Weight ---------------------------- 42.0 lb 

Length --------------.------------- 32.17 in. 

Cannon (weapon) used with M49 (M52, 
M52A1), 
M2A1,M2A2 
(M101, 


M101A1), M103 
(M108), M137 


(M102) 
Projectile: 
Body material ------------------ Forged steel 
Color ------------------------------- Gray w/1 red 
band and red 
markings (1 yel- 
low band with 
explosive 
burster) 
Filler and weight -------------- Starter mixture, 
riot mixture CS, 
.66 Ib 
Fuze --------------------.- MTSQ M548, 
MT M565 
Propelling charge: 
Cartridge case ----------------- M14 series: 
M14 ---------------------------- Brass, 5.9 Ib 
(approx) 
М14В1 ------------------------- Steel, drawn, 
5.4 ]b (approx) 
М14В4 ------------------------- Steel, 3 piece, 


spiral wrap 4.7 
lb (approx) 
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Percussion primer assembly: 


M28B2 M28A2 
Primer & weight-----M61, M61, 
.00014 Ib .00014 Ib 
Black powder------.-.- C11, C11, 
MIL-P-223 MIL-P-223 
(Note B) (Note B) 
Weight-------------------- 0.043 Ib 0.043 Ib 
Body----------------------- Steel, Brass, 
Type 2 Type 1 


Performance: 


Using M52, M52A1 and M101/M101A1 
howitzers: 
Muzzle Velocity Maximum Range 








Charge _ (fps) (mps) Qn (уд) 

1 650 1981 3510 3840 

2 710 216.4 4110 4495 

3 780 237.7 4860 5315 

4 875 266.7 5950 6505 

5 1020 310.9 7650 8370 

6 1235 376.4 9380 10,260 

7 1550 472.4 11,270 12,330 . 
Maximum range --------------- 11,270 m 

(12,330 уа) 

Muzzle velocity ----------------- 472.4 mps (1550 


fps) 


Using M102 and M108 howitzers: 
Muzzle Velocity Maximum Range 








Charge (fps) (mps) (m) (уф) 
1 673 205 3700 4040 
2 732 223 4300 4700 
3 810 247 5200 5690 
4 912 278 6300 6890 
5 1066 325 8100 8500 
6 1289 393 9600 10,500 
7 1621 494 11,500 12,590 
Maximum range --------------- 11,500 m 

(12,590 ydi 
Muzzle velocity ----------------- 494 mps 


(1621 fps) 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- + 145°F (+63°C) 
Storage: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- +145°Е (+63°C) 


#Packing ---------------------------- 1 round in fiber 
container: 2 
containers in 


wooden box 
к Вох: 
Weight ---------------------------- 120 1b 
Dimensions ---------------------- 37-1/4 x 11- 
15/16 x 7-19/32 
in. 
Cube ------------------------------- 2.0 cu ft 


*NOTE: See РОО Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- (12) 1.2 

Storage compatibility group --- o 

DOT shipping class -------------- 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
WITH CS 
PROJECTILES 
CLASS B DOT 
SPECIAL PER- 
MIT NO. 5208 
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DODAC ------------------------------ ig 

UNO serial number -------------- 0018 

UNO proper shipping name --- Ammunition, 
tear- -producing 

Drawing number ----------------- 9220225 


Limitations: 


Do not fire this cartridge with the fuze set 
on the "S" shipping mark as issued, because 
fuze functioning after approximately 2 seconds 
may be anticipated, Do not attempt to reset 
the fuze until just before firing. Fuzes reset for 
firing, but not fired, should be reset on the “S” 
setting. 


References 


SB 700-20 
AMC-P 700-3-3 
TM 9-1015- a ie 


TM 9:1803:331 
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CARTRIDGE, 105-MILLIMETER: HE, M760 


‚кетет cem EE 
M^ ramum. Mamm СР 


PERCUSSION PRIMER, M28B? 


PROPELLING CHARGE, M200 






PERCUSSION PRIMER, M28B2 


Type Classification: 
Std, MSR 09786043. 
Use: 





This cartridge is a high explosive round ini- 
tially developed for use with the Howitzer, 
Light Towed, 105mm: Soft Recoil, M204, 
Currently, the M760 Cartridge is only author- 
ized for use with the Howitzer, Light, Towed, 
105mm: M119. 


Description: 


The projectile of this cartridge consists of 
hollow steel forging and is similar to the projec- 
tile in the MI cartridge. The projectile is 
loaded with approximately 4.6 Ib (2.1 kg) of 
Type 1 TNT only. "Composition B" cannot be 
loaded with cartridge M760 as it is too sensitive 
for use with propelling charge M200. The pro- 


CASE CARTRIDGE 105MM, M14B4 








SUPPLEMENTARY 
CHARGE 


ANNO L 
САТО 105MM M760 


CHO PROP M200 





VIEW A-A 


CARTRIDGE CASE, M14B4 


U 
AR 2643 


pelling charge M200 is a single bag charge con- 
sisting of 4.25 Ib (1.93 kg) of M30 propellant, 
The bag charge has a hole through the center 
for fitting around the primer in the cartridge 
case. The M200 propelling charge is for 
extended range firing (Charge 8) for 105mm, 
Howitzer M119 use only. 


The cartridge case used is the M14B4 (3- 
piece spiral-wrapped steel). The mouth of the 
case can expand slightly by uncoiling, This 
makes it easier to insert the projectile in the 
mouth of the case, However, if the loader is not 
careful to grasp the projectile at its center of bal- 
ance, the lip of the mouth of the cartridge may 
protrude enough to catch on the lip of the lower 
extractor recess, making it impossible to cham- 
ber the round, The cartridge case may be manu- 
ally rotated and seated with no adverse effect 
on the ammunition, The primer used is the 
M28B2 percussion primer (300 grains of black 
powder). 
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Functioning: 





The weapon firing pin strikes the percus- 
sion primer of the cartridge case igniting the 
black powder of the primer tube which ignites 
the propelling charge. The pressure build-up 
from propellant burning propels the projectile. 
As the projectile is propelled through the 
weapon tube, the rotating band engages with 
the rifling, imparting spin to stabilize the projec- 
tile. Projectile functioning is dependent upon 
the fuze used and may function on impact 
(instantaneous or delay) function above ground 
either at a predetermined height based upon 
time of flight or function in proximity with the 
target area. Fuze function detonates the supple- 
mentary charge, and the supplementary charge 
detonates the high explosive projectile filler 
resulting in projectile fragmentation and blast. 


Tabulated Data: 


M760 Cartridge: 
иа HE. TNT loaded 
Weight ---------------------------- 39.92 Ib 
(18.11 kg) 
Length ---------------------------- 28.60 in. 
(72.64 cm) 
Cannon (weapon) 
used with --------------------- Howitzer, light, 
towed, 105mm: 
M119 
Projectile: 
Body material ------------------ Forged steel 
Color ----------------------------- Olive drab 
w/yellow mark- 
ings 
Filler 
Type  ------------------------------ TNT 
Weight ---------------------------- 4.6 lb (2,1 kg) 
Propelling charge: 
odel u.a M200 
Type 9 ----------------------------- Single base 
bag 
Propellant ---------------------- M30 (triple 
base 
Weight ннан ыккый ideis 4.25 Ib (1.93 kg) 
Primer 
Model ----------------------------- M28B2 
Туре ------------------------------- Percussion 
Filler and weight -------------- Black powder. 
300 grains 
Fuze ------------------------------ PD:M739/ 
M739A1: 
MTSQ: M582 
series, Prox: 
M732 


3-74 Change 1 


WWW.SURVIVALEBOOKS.COM 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -65°F EO 
Upper limit ---------------------- + 145°F (463°C) 
Storage 
Lower limit ---------------------- -65 °F (-54°C 
Upper limit ---------------------- + 160°F (471°C) 
Performance: 

Maximum range --------------- 14.000m 
(45,932 ft) at 
70°F (21°C) 

Muzzle velocity ----------------- 2020 ft/sec 
(616 00 аї 
70°F (21°C) 

Chamber pressure ------------ 41,000 psi 
282,695 kPa 
at 70°F 
tia . 

4,000 psi 
372,330 kPa 
at 145?F 
(63°С) 
#Packaging: 

Container ------------------------ 7549072 

Weight ---------------------------- 120 Ib (54 kg) 

Dimensions ---------------------- 37-1/4 x 
11-15/16 x 
7-19/32 in. 
(94.62 x 
30.33 x 19.28 
cm) 

GUIDE aise кандын рика IS 2 ft (0.61 m) 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- (12) 1.2 

Storage compatibility group -- E 

DOT shipping class -------------- A 

DOT designation ----------------- AMMUNITION 
FOR CANNON 
W/EXPLOSIVE 
PROJECTILE 

Drawing number ----------------- 9289185 

UNO serial number ------------- 0321 

UNO shipping name ------------- Cartridges for 

DODAC rennt t the ee s 1315-C473 

Limitations: 


This cartridge M760 can only be fired in 
the Howitzer, light, towed, 105mm: M119. 


References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-1015-252-10 


PROJECTILE, 
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155-MILLIMETER: DUMMY, M7 AND M7B1 WITH CHARGE, PROPELLING: 


DUMMY, M2 


27.56 MAX —————————————— 


IMPACT PLUNGER 


SPRING 























ROTATING BAND 


SETSCREW 


Type Classification: 
Std OTCM 36841 dtd 1958. 
Use: 


This dummy projectile and dummy propelling 
charge are inert and are used for training troops in han- 
dling ammunition and loading weapons. 


Description: 


The dummy projectile has a bronze cap, a steel 
body, a bronze forward hand (to simulate a bourrelet) 
and a bronze rear hand (simulating a rotating band). In 
configuration, weight and center of gravity, the projectile 
resembles a service round. The body is hollow and con- 
tains a spring-loadd impact plunger to assist in extrac- 
tion from the weapon. Exterior markings indicate weap- 
ons with which the dummy projectile may he used. The 


KITA SAM 


BOURRELET 


AR199662 


dummy propelling charge is also inert and simulates a 
service charge in size and weight. 


Functioning: 

Since both projectile and propelling charge are: 
inert, the only functioning involved is the action of the 
internal plunger in the projectile. When the round is 
rammed into the forcing cone of the cannon barrel, the 
plunger is pushed forward against the plunger spring. On 
rebound, the plunger strikes the internal base to loosen 
the projectile in the forcing cone and assist in extraction 
through the breech. 


Difference Among Models: 


M7 projectiles are to be used for training with gun 
cannons only. However, М7В1 projectiles are also suit- 
able for loading in howitzers. Roth projectiles are iden- 
tical except that the M7 cap is made of bronze and the 
М7ВІ cap is made of malleable iron. 
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Tabulated Data: 


Complete round: 
Type 
Cannon used with 


Projectile: 


Propelling charge: 
Weight E 


Fuze 


Inert 


Howitzers М1, 
M1A1,M45,M126, 
M126A1,M185, 
M199,M284 

Guns M2, M2AI, 
M46 


Cast steel 
95 Ib 
27.56 in. 


Blue or black 
w/white markings 
Bronze w/white 
markings 


7.371 

11.0 in. 

Expended M82 or 
MK2A4 depending 
on weapon used 
with 

None 

1 projectile in 
wooden crate: 2 
propelling charges 
M2 per metal con- 
tainer M13 A2 


33-3/8 x 10-1/8 x 


10-1/8 in. 
1.98 cu ft 


*NOTE: See DOD Consolidated Ammunition Catalog 
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for complete packing data including NSNs. 
Shipping and Storage Data. 


Quantity-distance class ------------- 00 
Storage compatibility group ------ N/A 
DOT shipping class ---------------- 00 
DOT designation -------------------- PROJECTILE 
NON-EXPLOSIVE 
DODAC: 
Dummy Projectile --------------- 1320-D553 
Dummy Propelling Charge ----- 1320-D539 
Assembly Dwg No: 
Dummy Projectile --------------- 72-1-69 
Dummy Propelling Charge ----- 72-2-54 
Limitations: 
References 
SB 700-2 
AMC-P 700-3-3 
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PROJECTILE, 155-MILLIMETER: HE, M107 (NORMAL AND DEEP CAVITY) 


"Na 
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GROMMET pren 





COVER 
ROTATING BAND 


Type Classification: 


Deep Cavity: Std OTCM 36841, dtd 1958. 
Normal Cavity: Std OTCM 36841, dtd 1958. 


Use: 


This projectile is fired from 155mm howit- 
zers and is used for blast effect, fragmentation, 
and mining. 


Description: 


The projectile is a hollow steel shell filled 
with 14.6 pounds of TNT or 15.4 pounds of 
a B. The shape is ogival with a boat- 
tail for aerodynamic efficiency. A supplemen- 
tary charge of 0.3 Ib. TNT is contained in an alu- 
minum liner in the deep fuze cavity. A 
threaded lifting plug closes the fuze cavity at 
the nose of the projectile for handling and stor- 
age. Point detonating, time or proximity (deep 
cavity only) fuzes may be used with this projec- 
tile. When a proximity fuze is fitted, the р 
mentary charge is removed. А rotating band 
encircles the shell casing near the base and is 
protected by a grommet before loading, A steel 
plate (base cover) is welded over the base to pre- 
vent entry of hot propellant gases into the pro- 


AR199685 


POS FUZE CAVITY 


SUPPLEMENTARY CHARGE U 
AR 199684 


jectile interior. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant charge generates rapidly expanding 
gases to propel the projectile through the barrel 
with the velocity required to reach the target. 
The soft alloy rotating band engages the barrel 
rifling to impart spin to the projectile for stabil- 
ity in flight. If a point detonating fuze or time 
fuze is “prayed, the fuze detonates the supple- 
mentary charge on impact (PD) or after the 
preset time (MT), and the supplementary 
charge detonates the projectile filler. When a 
proximity fuze is used, detonation occurs on 
approach to the target (proximity action). The 
proximity fuze contains its own booster ele- 
ment to initiate the warhead filler. 


Difference Between Models: 


155mm HE Projectile M107 (Normal 
Cavity) has a shallower fuze receptacle and can- 
not accommodate proximity fuzes. Because of 
the absence of a supplementary charge, the 
basic Composition B charge of 15.4 pounds is 
slightly greater than in the deep cavity projec- 
tile. 
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Tabulated Data: 





Weight Zones 
Loaded Projectile (w/o fuze, w/o plug) 
Pounds mE 
Zone Over Upto & Incl Marking 
2 900 913 ENIM 
3 911 924 LILJE] 
4 920 937 WHOA 





5 93.3 946 ее СС] 





Complete round: 


Type ------------------------------- HE 
Length w/lifting plug --------- 26.93 in. max 
Length w/o lifting plug ------ 23.89 in. 
Cannon used with ------------- МІ, МІАІ. 
МІА2, M45, 
M126, M126A1, 
"n M185, XM199 
Projectile: | 
Body material ------------------ Forged steel 
Color ------------------------------ Olive drab 
w/yellow mark- 
. . ings 
Filler and weight: 
INT Zune 14.6 Ib 
Comp B --------------------------- 15.4 Ib 
Primers: 
For cannon: 
M45, M126, M126A1, 
M199, and M185 --------------- M82 
MI, MIAI ------------------------ MK2A4 
Propelling charges ------------ M3, МЗАІ, 
M4A1, M4A2, 
M119/M119A1 
Fuzes ------------------------------ PD: M557, M78 


series, M739 
series, MK399 





MOD 1; MTSQ: 
M564, M582 
series: Prox: 
M728, M732 
series, ET: 
M767 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -65?F 
Upper limit ---------------------- +145°Е 
Storage: 
Lower limit ---------------------- -80°F (for peri- 


ods not more 
than 3 days) 
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Upper limit ---------------------- + 160°F (for 
periods not 
more than 4 


: hr/day) . 

*Packing ------------------------- 8 projectiles on 

pallet 
#Pallet: 

Weight ---------------------------- 797 lb 

Dimensions ---------------------- 27-18 x 13-5/8 x 
32 in. 

ir a UN 65 cu ft 


*NOTE See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- (18) 1.1 
Storage compatibility group -- D 
DOT shipping class -------------- A 
DOT designation................ 'EXPLOSIVE 
PROJECTILES 
DODAC: 
Deep cavity ---------------------- 1320-D544 
Normal cavity ------------------ 1320-D571 
Assembly Dwg No. 
Deep cavity ------------------- 9216352 
UNO serial number -------------- 0168 


UNO proper shipping name --- Projectiles 
Ballistics: 


Cannon M1, M1A1, M45: 
Muzzle Max 





Velocity Range Elevation 

Charge (m/s) (m Gm) © 
1, M3, 

green bag 207.3 3900 774.4 
2,M3, 

green bag 234.7 4800 698.6 
3,M3, 

green bag 268.2 6100 729.2 
4,M3, 

green bag 310.9 7800 749,6 
5,M3, 

greenbag 371.9 9700 760.7 
3, M4A1, 

whitebag 274.3 6300 702.7 
4, МААІ, 

white bag 316.4 8000 729.9 
5, M4Al, 

white bag 374.6 9700 720.6 
6, М4А1, 

white bag 463.3 12000 159.8 
7, M4A1, 

white bag 563.9 14600 | 740.8 
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Ballistics: (cont.) 


Cannon M126/M126A1: 

Muzzle Max 

Velocity Range Elevation 
Charge (m/s) (m) (mil) 
1, M3A1, 
green bag 207.3 3900 729.2 
2, M3A1, 
green bag 236.2 4900 710.1 
3, МЗА1, 
green bag 275.8 6500 739.3 
4, МЗА1, 
green bag 317.0 8200 744.1 
Cannon M126/M126A1: 

Muzzle Max 

Velocity Range Elevation 
Charge (m/s) (m) (mil) 
5, M3A1, 
green bag 374.9 9800 743.2 
white bag 269.7 6200 700.7 
white bag 313.9 8000 700.8 
5, M4A2, 
white bag 373.4 9800 778.8 
white bag 461.8 12000 746.2 
7, M4A2, 
white bag 562.4 14600 772.5 
Cannon M185: 

Muzzle Max 
Velocity Range Elevation 

Charge (m/s) (m) (mil) 
1, M3A1, 
green bag 211.8 4000 673.6 
2, M3A1, 
green bag 237.7 5000 722.4 
3, M3A1, 
green bag 277.4 6500 690.4 
4, M3A1, 
green bag 318.5 8300 760.9 
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5, МЗА1, 
green bag 374.9 9800 717.2 
3, M4A2, 
white bag 292.6 7200 734.9 
4, M4A2, 
white bag 336.8 8900 736.8 
5, M4A2, 
white bag 393.2 10300 756.1 
6, M4A2, 
white bag . 475.5 12400 758.4 
white bag 565.4 14800 760.3 
8, M119/ 
M119A1 684.3 18100 181.5 
Cannon M199: 

Muzzle Max 

Velocity Range Elevation 
Charge (m/s) (m) (mil) 
1, M3A1, 
green bag 212.8 4000 673.6 
2, M3A1, 
green bag 239.8 5000 722.4 
3, M3A1, 
green bag 280.8 6500 690.4 
4, M3A1, 
green bag 322.9 8300 760.9 
5, M3A1, 
green bag 380.1 9800 717.2 
3, M4A2, 
white bag 296.5 7200 734.9 
4, М4А2, 
white bag 340.9 8900 736.8 
5, M4A2, 
white bag 398.0 10300 756.1 
6, M4A2, 
white bag 482.0 12400 758.4 
7, M4A2, 
white bag 574.3 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: AGENT H/HD, M110 








BURSTER TUBE 


Type Classification: 
Std OTCM 36841 dtd 1958. 





Use: 


This projectile is fired from 155mm howit- 
zers to produce a toxic effect on personnel and 
to contaminate habitable areas. 


Description: 


The projectile is a hollow steel casing con- 
taining a burster extending through the center. 
The burster tube is loaded with tetrytol and the 
remaining space within the projectile is filled 
with 11.7 Ib of Agent H or Agent HD. A lifting 
plug is installed in the nose fuze cavity for use 
ш shipping and handling, А rotating band encir- 
cles the projectile case near the base and is pro- 
tected by a grommet to be removed before 
loading the projectile in the weapon. A PD fuze 
is normally used with the projectile, The ballis- 
tics are the same as the HE, M107 projectile. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant generates rapidly expanding gases to pro- 
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pel the projectile through the barrel with the 
velocity required to reach the target. The soft 
alloy of the rotating band engages the barrel 
rifling to impart spin to the projectile for stabil- 
ity in flight, The rotating band also forms a 
seal to prevent escape of gas pressure past the 
projectile, The PD fuze functions on impact to 
explode the burster. The burster ruptures the 
projectile case and disperses the agent. 


Tabulated Data: 


WEIGHT ZONES 
Loaded Shell Without Fuze 
Lifting Plug And Grommet 

Over Up to & Including 





lb Ib Marking 
Zone H H H 
2 90.0 91.3 [+] [e] 
3 911 92.4 [a] [>] Ce] 
4 92.2 35 [e] [el (IL 
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Projectile: 
Type ------------------------------- H/HD agent 
Weight w/lifting 
lug ------------------------------- 94.59 1Ы 
Length w/lifting . 
——— 26.78 in 
Pana used with............ МІ, MIAI 
MIA2, M45, 


M126, M126A1, 
M185, M199 
Stee 


*Color: 
Old mfg ------------------------ Gray w/green 
markings and 
New пЁ... en Bande 


w/green mark-- 
kings, two green 
bands and one 
yellow band 


Н or HD -------------------------- 11.7 Ib 
кш. жал е ЫЧ M82 (M126, 
M126A1, M199, 
M185 cannon) 
MK2A4 (MI, 
MIAI, MIA2, 
M45 cannon) 
FHZÉN нечнннннннненненечененаненнннн PD M557: M739 
MTSQ, M564, 
M582 series, ET 

767 





#NOTE: Renovated or newly manufactured 
(Post 1976) projectiles will be marked with one 
colored green marking and, if burstered, one 
yellow band, 


Temperature Limits: 


Firing: 
Lower limit ---------------------- -40°Е (-40°C) 
Upper limit ---------------------- + 125°Е 
(+52.0°С) 
Storage: 
Lower limit ---------------------- -80°F (-62.2°C) 
for not more 
D. than 3 days 
Upper limit ---------------------- +125°F 
(+52.0°C) for 
not more than 4 
. hr/day . 
**Packing --------------------------- 8 projectiles on 
pallet 
** Pallet: 
NA 797 lb 
Рітпепѕіопѕ ...................... 27-1/8 х 13-5/8 x 
32 in. 
Cube -------------------------------- 6.8 cu ft 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 
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Shipping and Storage Data: 











Quantity-distance class......... Es 1.2 
Storage compatibility group -- 
DOT Shi Шой T ps . = . er 
DOT designation ----------------- EXPLOSIVE 
PROJECTILES 
DODAC nennen, 1320-0543 
UNO serial number............. 0020 
UNO proper shipping name --- Ammunition, 
toxi 
Assembly Dwg. Мо............ 15-14-317 
Ballistics: 
Cannon М1, M1A1, M45: 
Muzzle Max 
Charge Velocity Range Elevation 
(mps) (m) (mil) 
1, M3, 
green bag 207.3 3900 774. 
2,M3, : 
green bag 234.7 4800 698. 
3,M3, i 
green bag 268.2 6100 129.2 
4, МЗ, 
green bag 310.9 7800 749.6 
green bag 371.9 9700 760. 
3, M4A1, к 
whitebag 274.3 6300 702.7 
uh 
white bag 316.4 8000 729. 
5, М4А1, = 
whitebag 374.6 9700 720.6 
6, b 
white bag 463.3 12000 759.8 
7, M4A1, 
white bag 563.9 14600 740.8 
Cannon M126/M126A1: 
Muzzle Max 
Charge ao Range Elevation 
m/s (m) (mil 
1, МЗА1, = 
green bag 207.3 3900 729.2 
2, M3A1, 
green bag 236.2 4900 710.1 
3, M3A1, 
greenbag 275.8 6500 739.3 
4, коре 
greenbag 317.0 8200 744.1 
5, M3A1, 
green bag 374.9 9800 743.2 
alat 
whitebag 269.7 6200 700.7 
4, ne 
whitebag 313.9 8000 700. 
5, M4A2, : 
white bag 373.4 9800 718.8 
„у NE 
white bag 461.8 12000 746. 
7, M4A2, = 
white bag _ 562.4 14600 712.5 





WWW.SURVIVALEBOOKS.COM 








Cannon M185: 

Muzzle Max 
Charge Velocity Range Elevation 

(m/s) (m) (mil) 

1, M3A1, 
green bag 211.8 4000 673.6 
2, M3A1, 
green bag 237.7 5000 722.4 
3, M3A1, 
green bag 277.4 6500 690.4 
4, МЗА1, 
green bag 318.5 8300 760.9 
5, МЗАІ, 
green bag 374.9 9800 717.2 
3, М4А2, 
white bag 292.6 7200 134.9 
4, M4A2, 
white bag 336.8 8900 736.8 
5, M4A2, 
whitebag 393.2 10300 756.1 
6, M4A2, 
whitebag 475.5 12400 758.4 
7, M4A2, 
white bag 565.4 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
Cannon M199: 

Muzzle Max 
Charge Velocity Range Elevation 

(m/s) (m) (mi) 

1, M3A1, 
green bag 212.8 4000 673.6 
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2, M3A1, 

green bag 239.8 5000 722.4 
3, M3A1, 

greenbag 280.8 6500 690.4 
4, M3A1, 

green bag 322.9 8300 760.9 
5, M3A1, 

green bag 380.1 9800 717.2 
3, M4A2, 

white bag 296.5 7200 134.9 
4, M4A2, 

white bag 340.9 8900 736.8 
5, M4A2, 

white bag 398.0 10300 756.1 
6, M4A2, 

white bag 482.0 12400 758.4 
7, M4A2, 

whitebag 574.3 14800 760.3 
8, M119/ 

M119A1 684.3 18100 781.5 
Limitations: 


This ammunition is not tobe fired or 
stored at temperatures higher than 125°F 
because of the tetrytol burster. 


References: 


AMC-P 700-3-3 

SB 700-20 

TM 9-1025-200-12&P 
TM 9-1300-251-20 
ТМ 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: SMOKE, WP, M110 AND M110E1 


26.78 MAX 











WP FILLER 
GROMMET 


Type Classification: 
Std. 
Use: 





These projectiles are fired from 155mm 
howitzers to produce screening smoke. The pro- 
jectiles also have a slight incendiary effect. 


Description: 


The 155mm Smoke WP, M110, and 
MI IOEI projectiles consist essentially of a steel 
shell (casing) containing an M6 burster loaded 
with tetrytol running through the center of the 
shell, and an explosive filler of 15. 6 Ib WP 
(white phosphorous). An adapter in the nose of 
the projectile is threaded to receive the fuze. 
For shipping and handling, a шш plug is 
installed. in the nose fuze cavity. rotating 
band encircles the projectile case near the base 
and is protected by a grommet for shipment 


AR 199679-A 


BURSTER TUBE 


LIFTING PLUG 


ADAPTER 
TETRYTOL BURSTER 


AR199678 


and handling, The grommet is to be removed 
before loading the projectile in the weapon. A 
PD fuze is normally used with these projectiles. 
Except for the WP contents, these projectiles 
are exactly the same as the projectile H/HD. 
M110, and the ballistics and configuration are 
the same as the HE, M107 projectile. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant charge generates rapidly expanding 
gases to propel the projectile through the barrel 
and to the velocity required to reach the target. 
The rotating band engages the barrel rotating 
band also provides a seal to pee leakage of 

as pressure past the projectile. When the fuze 
unctions, the burster is detonated to rupture 
the projectile case and disperse the contents. 
White phosphorous ignites spontaneously upon 
contact with air and produces a dense white 
smoke. 
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Tabulated Data: 
WEIGHT ZONES 


Loaded Projectile Without Fuze, 
Lifting Plug And Grommet 


Over Up To & Incl 




















Zone. Pounds Marking — 

5 93.3 94.6 («1 [$108] Gd 6) 

6 944 97 GIGIGIGILIGI 

7 955 96.8 Ja 
8 966 97.9 [eile] [Le] (9 LJ 63 [0] [0] 








Complete round: 


Filler weight -------------------- 
Projectile: 

Body material ------------------ 

Color 


Propelling charge -------------- 


Primers ---------------------------- 


Temperature Limits: 


Firing: 
Lower limit ---------------------- 
Upper limit ---------------------- 
Storage: 
Lower limit ---------------------- 
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- Smok WP 


26.78 in. max 


МІ, MIAI, 


MIA2, M45, 
M126, M126AI, 
M185, M199 
15.6 Ib WP 


Steel 

Light green 
w/yellow band 
and light red 
markings 
M3/MA4 series, 
M119/M119A1 
MK2A4 (MI, 
MIAI, MIA2, 
M45 cannon) 
M82, (M126; 
M126A1, M185, 
M199 cannon) 
PD M557: 
M739, MTSQ: 
M564, M582, 
ET: M767 





-40°F -40°C 
+ 125°F +52.0°C 


-80°F--62.2°C 
for not more 
than 3 days 

+ 125°F +52.0°C 
for not more 
than 4 hr/day 

8 projectiles on 
pallet 


Dimensions ---------------------- 27-1/8 x 13-5/8 x 
32 in. 
Cube ------------------------------- 6.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
ale for complete packing data including 
's 


Shipping and Storage Data: 


Quantity-distance class --------- (12) 1.2 
Storage compatibility group -- 
DOT shipping class -------------- A 


DOT designation ----------------- EXPLOSIVE 
PROJECTILES 
DODAC ------------------------------ 1320 -D550 


UNO serial number -------------- 0245 
UNO proper shipping name --- Ammunition 
smoke, white 











phosphorus 
Assembly Dwg. No. -------------- 9210424 
Ballistics: 
Cannon M1, M1A1, M45: 

Muzzle Max 
Velocity Range Elevation 
Charge (m/s) (m) (mil). 
1, M3, 
green bag 207.3 3900 774.4 
2,M3, 
green bag 234.7 4800 698.6 
3, M3, 
green bag 268.2 6100 729.2 
4, M3, 
greenbag 310.9 7800 749.6 
green bag 371.9 9700 760.7 
3, M4A1, 
white bag 274.3 6300 702.7 
4, M4A1, 
white bag 316.4 8000 729.9 
5, M4A1, 
white bag 374.6 9700 720.6 
6, M4A1, | 
whitebag 463.3 12000 759.8 
7, M4A], 
white bag 563.9 14600 740.8 
Cannon M126/M126A1: 
Muzzle Max 
Charge Velocity Range Elevation 
(m/s) (m) (mil) 

1, МЗАІ, 
green bag 207.3 3900 729.2 
2, M3A1, 
green bag 236.2 4900 710.1 
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Cannon M126/M126A1: 

Muzzle Max 
Charge Velocity Range Elevation 

(m/s) (m) (mil) 
3, M3A1, 
green bag 275.8 6500 739.3 
4, M3A1, 
green bag 317.0 8200 744.1 
5, M3A1, 
green bag 374.9 9800 743.2 
3, M4A2, 
white bag 269.7 6200 700.7 
4, M4A2, 
whitebag 313.9 8000 700.8 
5, M4A2, 
whitebag 373.4 9800 778.8 
6, M4A2, 
white bag 461.8 12000 746.2 
7, M4A2, 
white bag 562.4 14600 112.5 
Cannon M185: 

Muzzle Max 
Charge Velocity Range Elevation 

(m/s) (m) (mil) 

1, M3Al, 
green bag 211.8 4000 673.6 
2, МЗАІ, 
green bag 237.7 5000 722.4 
3, M3A1, 
green bag 277.4 6500 690.4 
4, M3A1, 
green bag 318.5 8300 760.9 
5, M3A1, 
green bag 374.9 9800 711.2 
3, M4AZ, 
whitebag 292.6 7200 734.9 
4, М4А2, 
white bag 386.8 8900 736.8 
5, M4A2, 
white bag 393.2 10300 756.1 
6, M4A2, 
white bag 475.5 12400 758.4 
7, M4A2, 
white bag 565.4 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
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Cannon M199: 
Muzzle Max 
Charge Velocity Range Elevation 
( 





m/s) _ (т) (mil) 
1, МЗА1, 
green bag 212.8 4000 673.6 
2, M3A1, 
green bag 239.8 5000 722.4 
3, M3A1, 
green bag 280.8 6500 690.4 
4, M3A1, 
greenbag 322.9 8300 760.9 
5, M3A1, 
green bag 380.1 9800 717.2 
3, M4A2, 
whitebag 296.5 7200 734.9 
4, M4A2, 
white bag 340.9 8900 736.8 
5, M4A2, 
whitebag 398.0 10300 756.1 
6, M4A2, 
whitebag 4820 12400 758.4 
7, M4A2, 
whitebag 574.3 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
Limitations: 


This ammunition is not to be fired or 
stored at temperatures above +125°F because 
of the terytol burster. When temperatures are 
above 111°F, the WP in the ammunition will 
melt and become liquid. If the temperature 
drops, it will solidify. If the WP solidifies in 
munitions stacked on their sides, the ballistics 
of the rounds will be changed; therefore, it is 
required that the WP munitions will be stacked 
in an upright position at all times. 


References: 


AMC-P 700-3-3 

SB 700-20 

TM 9-1025 -200-12&P 
TM 9-1025-211-10 
TM 9-1300-251-20 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: SMOKE WP, M110A1 (M110E2) M110A2 (M110E3) 


PU 28.93 MAX 


C 
| O1 
|| Ol 
O 
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ROTATING BAND 


Type Classification: 
Std АМСТС, 9019 dtd 1972. 


Use: 


This projectile is fired from 155mm howit- 
zers to provide screening smoke. The projectile 
also has a slight incendiary effect. 


Description: 


The projectile is essentially a steel shell 
filled with 15.6 Ib of white phosphorous (WP) 
with an M54A1 burster extending through the 
center, and an adapter in the nose of the projec- 
tile is threaded to receive the fuze. The burster 
tube is made from high strength aluminum 
alloy and is filled with Composition B5. The 
M110A2 has an aluminum plug which seals the 
base of the tube. The MIIOAI (the earlier 
model) has a plastic plug sealing the base of 
the tube. The tube is secured in the projectile 
well by a threaded cap assembled below the 
fuze well cup. For shipment and handling, a lift- 
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ing plug is installed in the fuze cavity. A rotat- 
ing band encircles the projectile near the base 
and is protected by a grommet to be removed 
before loading the projectile in the weapon. A 
PD fuze is normally used with this projectile, 
although an MTSQ fuze may also be employed. 
Except for the WP contents, this projectile is 
the same as the projectile H/HD M110, and the 
ballistics are the same as the HE M107 projec- 
tile. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant charge generates rapidly expanding 
gases to propel the projectile through the barrel 
to the velocity required to reach the target. 
The rotating band engages the barrel rifling to 
impart spin to the projectile for stability in 
flight. The fuze normally installed functions on 
impact and detonates the burster. The burster 
ruptures the projectile case and disperses the 
WP filler. White phosphorous ignites spontane- 
ously upon contact with air and produces a 
dense white smoke. 
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Difference Between Models: 


The M110A1 and M110A2 projectiles both 
contain a comp B5 burster providing greater 
high temperature tolerance than the tetrytol 
bursters used in previous models of the M110 
series WP projectiles. The M110A2 contains a 
burster tube assembly with an aluminum plug 
sealing the base of the tube while the MIIOAI 
contains a plastic plug, 


Tabulated Data: 


WEIGHT ZONES 
Loaded Projectile Without Fuze, 
Lifting Plug And Grommet 
Over | Up To & Incl 


Zone Pounds Pounds Marking 














6 944 957 JEJ Ca E LJ Lel 
7 955 968 ЫЫ [0] LJ 6 E) El 
8 


96.6 9973200002000 
































Complete round: 


Type ------------------------------- Smoke WP 

Weight w/lifting plug --------- ы lb nomi- 
na 

Length w/lifting lug --------- 26.93 in. max 

Cannon used with ------------- MI, MIAI, 
MIA2, M45, 
M126, M126AI, 
M185, M199 

Projectile: 
Body material ------------------ Steel 
Color ------------------------------ Light green 


w/yellow band 
and light red 
markings 
Filler and weight -------------- White phospho- 
rous, 15.61 
Propelling charge -------------- M3/M4 series, 
MII9/MI19A1 


M1A2, M45 can- 
non) M82 
(M126, M126A1, 
M195 cannon) 
Fuze. =-=========-============-======= PD:M557, 
M739, MTSQ 
M564, M582, 
ET: M767 





Temperature Limits: 


Firing: 
Lower limit ---------------------- -65?F (-53.8?C) 
Upper limit ---------------------- + 145°F (+63°С) 
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Storage: 
Lower limit ---------------------- -80°F (-64.5°C) 
for not more 
than 3 days) 
Upper limit ---------------------- + 160°F 
( +73.0°C) for 
not more than 4 
hr/day) 
*Packing ---------------------------- 8 е оп 
pallet 
#Pallet: 
Weight ----- 830 Ib 
Dimensions ---------------------- 27-1/8 x 13-5/8 x 
32 in. 
Cube ------------------------------- 6.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





Storage compatibility group -- 


Quantity-distance class --------- (12) 12 
DOT shipping class -------------- А 


DOT designation ----------------- EXPLOSIVE 
PROJECTILES 

DODAC ------------------------------ 1320 -D550 

UNO serial number -------------- 0245 

UNO proper shipping name --- Ammunition, 
smoke, white 
phosphorus 

Assembly Dwg. No. -------------- 9217030 


Muzzle Max 











Charge Velocity Range Elevation 
| (m/s) (m) (mil) 
4, M3, 
green bag 310.9 7800 749.6 
5, M3, 
green bag 371.9 9700 760.7 
3, M4A1, 
whitebag 274.3 6300 702.7 
4, M4A1, 
white bag 316.4 8000 729.9 
5, M4A1, 
white bag 374.6 9700 720.6 
6, M4A1, 
white bag 463.3 12000 759.8 
Т, M4A1, 
white bag 563.9 14600 740.8 
Cannon M126/M126A1: 

Muzzle Max 
Charge Velocity Range Elevation 
: (m/s) (m) (mil) 
1, МЗА1, 
green bag 207.3 3900 729.2 
2, M3Al, 
green bag 236.2 4900 710.1 
3, M3Al, 
green bag 275.8 6500 739.3 





Cannon M126/M126A1: 
Muzzle Max 


Charge Velocity Range Elevation 
(m/s) (m) (mil) 

4, M3A1, 

green bag 317.0 8200 744.1 
5, МЗА1, 

green bag 374.9 9800 743.2 
3, M4A2, 

white bag 269.7 6200 700.7 
4, M4A2, 

white bag 313.9 8000 700.8 
5, M4A2, 

white bag 373.4 9800 718.8 
6, M4A2, 

white bag 461.8 12000 746.2 
7, M4A2, 


white bag 562.4 14600 772.5 
Cannon M185: 


Muzzle Max 
Charge Velocity Range Elevation 
(m/s) (m) (mil) 

1, M3A1, 

green bag 211.8 4000 673.6 
2, M3A1, 

green bag 237.7 5000 722.4 
3, M3A1, 

green bag 277.4 6500 690.4 
4, M3A1, 

green bag 318.5 8300 760.9 
5, M3A1, 

green bag 374.9 98000 717.2 
3, M4A2, 

white bag 292.6 7200 734.9 
4, M4A2, 

white bag 336.8 8900 736.8 
5, M4A2, 

white bag 3932 10300 756.1 
6, M4A2, 

whitebag 475.5 12400 758.4 
7, M4A2, 

white bag 565.4 14800 760.3 
8, M119/ 

M119A1 684.3 18100 781.5 
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Cannon M199: 
Muzzle Max 





Charge Velocity Range Elevation 
(m/s) (m) (mil) 

1, M3A1, 

green bag 212.8 4000 673.6 

2, M3A1, 

green bag 239.8 5000 722.4 

3, M3A1, 

green bag 280.8 6500 690.4 

4, M3A1, 

green bag 322.9 8300 760.9 

5, M3A1, 

green bag 380.1 9800 717.2 

3, M4A2, 

white bag 296.5 7200 734.9 

4, M4A2, 

white bag 340.9 8900 736.8 

5, M4A2, 

white bag 398.0 10300 756.1 

6, M4A2, 

white bag 482.0 12400 758.4 

7, M4A2, 

white bag 574.3 14800 760.3 

8, M119/ 

M119A1 684.3 18100 781.5 

Limitations: 


When temperatures are above 111 degrees 
F, the WP in the ammunition will melt and 
become liquid. If the temperature drops, it will 
solidify. If the WP solidifies in munitions 
stacked on their sides, the ballistics of the 
rounds will be changed; therefore, it is required 
that the WP munitions will be stacked in an 
upright position at all times. 


References: 


AMC-P 700-3-3 

SB 700-20 

TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: SMOKE BE, M116 AND M116B1, HC AND 
COLORED 









GROMMET 


ROTATING BAND 


Type Classification: 
Std OTCM 36841 dtd 1958. 
Use: 


The projectile is fired from 155mm howit- 
zers and is used for screening, spotting, or sig- 
nalling. 


Description: 


This base-ejection type projectile is a hol- 
low steel shell containing four canisters of chem- 
ical smoke compound. The canister filler may 
be either hexachloroethane-zinc (HC) or a 
smoke mixture in colors of green, red or yellow, 
The canisters are stacked within the projectile 
and each has a perforated central tube so that 
in the stack a flash tube is continuous through 
the contents. The front canister is cone-shaped 
to conform to the curvature of the projectile 
case. An expelling charge of black powder is 
contained in the nose of the projectile under 
the fuze cavity The fuze cavity is fitted with a 
lifting ring plug for shipment and handling. 


SMOKE CANISTERS 













HSS1 
INOWS 
OH 


vdt95£ 101 


91A ATLLOSPOUd 


у 
АҢ 199577 


BAFFLE PLATE 


EXPELLING 
CHAAGE 


U 
AR 199676 


A baffle plate with a central hole near the flash 
tube separates the expelling charge from the 
first smoke canister. A rotating band with a pro- 
tective grommet for shipment and handling 
encircles the projectile near the base. The base 
is closed with a metal closure disk and threaded 


plug. 
Functioning: 


When the weapon is fired, the burning pro- 
pelling charge generates rapidly expanding 
gases to propel the projectile through the barrel 
with the velocity required to reach the target. 
The rotating band engages the barrel rifling to 
impart spin to the projectile, The rotating band 
also forms a seal to prevent leakage of gas pres- 
sure past the projectile. Functioning of the 
fuze ignites the expelling charge. The expelling 
charge flashes through the central tube to 
ignite the smoke canisters, blow off the base, 
and expel the canisters. An effective smoke 
cloud is produced within 30 seconds, and maxi- 
mum smoke emission occurs in about one 
minute. 
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Difference Between Models: 


The expelling charge in Model M116B1 
(0.34 Ib of black powder) is contained in a poly- 
ethylene cup instead of m a cloth bag as in 
M116 (0.29 Ib of black powder), Also, the cop- 
per closure disk used in Model M116 has been 
replaced with a steel disk in the newer model. 


Tabulated Data: 


WEIGHT ZONES 
Over Ор To & Incl Marking 











Zone Pounds Pounds (Zone squares) 
2 90.7 92.0 [s] s] 
3 91.8 93.1 IC] 
4 92.7 944 [elle el] 





5 94.0 95.3 [o Jleliellelle] | 








Weight Zone applies to HC canister loaded pro- 
jectiles without fuze, lifting plug, gasket and 
grommet. 


Complete round: 


Type ------------------------------- Smoke НС or 
colored 
Weight as fired: 
HC --------------------------------- 94.80 Ib 
Colored --------------------------- 86.23 Ib 
Length w/lifting plug --------- 26.41 in. nomi- 
nal 
Cannon used with ------------- M1, MIAI, 
MIA2, M45. 
M126, M126AI, 
M185 
Projectile: 
Body material ------------------ Forged steel 
Color ----------------------------- Newer-Light 
green w/black 
markings 


(Colored smoke 
- Color indicated 
by a series of 3 
C’s) Older - 
Gray w/yellow 
markings 

Filler and weight -------------- HC: 25,84 Ib 
Colored smoke: 
17.19 Ib 

Propelling charge -------------- M МДА series, 

Primers --------------------------- MK2A4 (M1, 
MIAI, MIA2, 
MAS cannon) 
M82 (M126, 
M126A1, M185, 
cannon) 

Fuzes ------------------------------- MTSQ, M501 
series 
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Temperature Limits: 





Firing: |. . 

Lower limit ----------------------- -40?F (-40?C) 

Upper limit ----------------------- +125°F 
(+ 52.0°C) 

Storage: 

Lower limit ----------------------- -80°F for peri- 
ods not more 
than 3 days 
(-62.2°C) 

Upper limit ----------------------- + 160°F for peri- 
ods not more 
than 4 hr/day 
(+71.1°C) 

*Packing ----------------------------- 8 projectiles on 
pallet 
*Pallet: 
Colored HC 
: Smoke Loaded 
Weight 727 1b 802 Ib 
Dimensions 27-18 X 27-1/8x 
13-5/8 X 13-5/8x 
32 in. 32 in. 
Cube 6.8 cu ft 6.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 


Quantity-distance class --------- 1.3 

Storage compatibility group -- G 

DOT shipping class -------------- B 

DOT decimation ----------------- SPECIAL 
FIREWORKS, 
HANDLE 
CAREFULLY 
KEEP FIRE 
AWAY 

DODAC: 

(MEERE UR PAESE RU CAI RECAP 1320-D548 
Red --------------------------------- 1320-D549 
Yellow ----------------------------- 1320-D551 
Green ----------------------------- 1320-D547 
Violet ------------------------------ 1320-D554 
Assembly Dwg No. ------------ 9227998 

UNO serial number -------------- 0016 

UNO proper shipping name --- Ammunition, 
smoke 

Ballistics: 


Cannon MI, MIAI, M45: 


Muzzle Max 

Velocity Range Elevation 
Charge (mps) (m) _ (mil) 
1,M3, 
green bag 207.3 3900 774.4 
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Cannon M1, М1А1, M45: 


Muzzle Max 
Velocity Range 
Charge (mps) (m) (mil) 
2,M3, 
green bag 234.7 4800 
3,M3, 
green bag 268.2 6100 
4, МЗ, 
green bag 310.9 7800 
5, M3, 
green bag 371.9 9700 
3, M4A1, 
whitebag 274.3 6300 
4, M4Al, 
whitebag 316.4 8000 
5, M4A1, 
white bag 374.6 9700 
6, M4Al, 
white bag 463.3 12000 
7, M4A1, 
white bag 563.9 14600 740.8 
Cannon M126/M126A1: 
Muzzle Мах 
Velocity Range 
Charge (mps) (m) (mil) 
1, МЗА1, 
green bag 207.3 3900 
2, M3Al, 
green bag 236.2 4900 
3, МЗА1, 
green bag 275.8 6500 
4, M3A1, 
green bag 317.0 8200 
5, M3A1, 
green bag 374.9 9800 
3, M4A2, 
white bag 269.7 6200 
4, M4A2, 
white bag 313.9 8000 
5, M4A2, 
white bag 373.4 9800 
6, M4A2, 
white bag 461.8 12000 
7, M4A2, 
white bag 562.4 14600 772.5 
Cannon M185: 
Muzzle Max 
Velocity Range 


1, M3A1, 
green bag 


211.8 


4000 


Elevation 


698.6 
729.2 
749.6 
760.7 
702.7 
729.9 
720.6 
759.8 


Elevation 


729.2 
7101 
739.3 
744.1 
743.2 
700.7 
700.8 
778.8 
746.2 


Elevation 


Charge (mps) (m) (mil) 


673.6 
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2, M3Al, 
green bag 237.7 5000 722.4 
3, M3A1, 
green bag 277.4 6500 690.4 
4, M3A1, 
greenbag 318.5 8300 760.9 
5, M3A1, 
green bag 374.9 9800 717.2 
3, M4A2, 
whitebag 292.6 7200 734.9 
4, M4A2, 
white bag 336.8 8900 736.8 
5, М4А2, 
white bag 393.2 10300 756.1 
6, MAA2, 
whitebag 475.5 12400 758.4 
7, MAA2, 
whitebag 565.4 14800 760.3 
8, M119/ 
М119А1 684.3 18100 781.5 
Cannon M199: 

Muzzle Max 

Velocity Range Elevation 
Charge (mps) (m) (mil) 
1, M3Al, 
green bag 211.8 4000 673.6 
2, M3Al, 
green bag 239.8 5000 722.4 
3, M3A1, 
green bag 280.8 6500 690.4 
4, M3A1, 
green bag 322.9 8300 760.9 
5, M3A1, 
green bag 380.1 9800 717.2 
3, М4А2, 
whitebag 296.5 7200 734.9 
4, М4А2, 
white bag 340.9 8900 736.8 
5, М4А2, 
white bag 398.0 10300 756.1 
white bag 482.0 12400 758.4 
7, M4A2, 
whitebag 574.3 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1025-200-12&P 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: SMOKE, HC, M116A1 





BASE PLUG- 


SMOKE CANISTERS 


Type Classification: 
Std MSR 04786002. 


Use: 


This projectile is tired from 155mm howit- 
zers and is used for screening, spotting, and sig- 
nalling. 


Description: 


This base-ejection type projectile is basi- 
cally similar to Models M116 and M116B1, but 
with some design changes to improve reliability. 
The projectile is a hollow steel casing contain- 
ning four canisters of chemical smoke compound. 
The canister filler is HC (white smoke). The can- 
isters are stacked within the projectile and 
separated by aluminum spacers. A metal ring 
supports the expelling charge of 0.34 Ib of black 
powder in the nose of the projectile under the 
fuze cavity. Each canister has a perforated tube 
through the center. A baffle plate, between the 
top canister, and the expelling charge, has a cen- 
tral hole. A flash tube is thus formed from the 
expelling charge through the length of the 


hua 26.72 MAX 


‘Wd-£96£ 101 


FLASH TUBE 
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3INOWS 
OH 







AR 199675-8 


BAFFLE PLATE 


EXPELLING CHARGE 


AR 199674-A 


stacked canister. The fuze cavity will accommo- 
date MT or MTSQ fuzes. For shipment and han- 
dling, the cavity has a lifting ring plug 
installed. A rotating band with a protective 
grommet for shipment and handling encircles 
the projectile near the base. The base is closed 
with a metal closure disk and a threaded base 


plug. 
Functioning: 


When the weapon is fired, the rotating 
band engages the barrel rifling to impart spin 
to the projectile. The rotating band also forms 
a seal to prevent leakage of gas pressure past 
the projectile. The burning propellant charge 
generates rapidly expanding gases to propel the 
projectile through the barrel with the velocity 
required to reach the target. Functioning of 
the fuze ignites the expelling charge which 
flashes through the central tube to ignite the 
smoke canisters. The expelling charge also 
blows off the base and expels the canisters. An 
effective smoke cloud is produced within 30 sec- 
onds, and maximum smoke emission occurs in 
about one minute. 
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Di 


fference Between Models: 


bo 


Models M116 and M116B1 have card- 
ard canister separators and a smaller fuze cav- 


ity. The size of the cavity limits choice of fuzes. 


Tabulated Data: 


Pounds 

Zone Over Up To & Incl Marking, 

1 88.9 90.2 LJ 

2 900 91.3 CIC] 

3 91.1 92.4 [* ES С] 

4 92.0 93.7 GORE 

5 933 94.6 (216) C31 C] 

6 944 957 JO AL 

7 955 968 AA (IC 
Complete round: 

Type ------------------------------ Smoke, HC or 


WEIGHT ZONES 





Weight with lifting plug ----- 97.0 Ib 


Pr 


Length with lifting plug ----- ros in. nomi- 
na 


Cannon used with ------------- MI, MIAI, 
M1A2, M45, 
M126, M126A1, 
M185, M199 

ojectile: 

Body material ------------------ Steel 

Color 


------------------------------ Jasa reen 
w/black mark- 


ings (Color indi- 
cated by a series 
of 3C's in color 








of smoke) 
Filler and weight --------------- HC 5.45 Ib 
Propelling charge -------------- M3/M4 series, 
M119, М119А1 
Primers --------------------------- MK2A4 (MI, 
MIAI, MIA2 
cannon) M82 
(M126, M126A1, 
M185, M199 
cannon) 
Fuzes ------------------------------ MT, M565: 
MIO M577; 
ET,M762 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -40°F 
Upper limit ---------------------- + 125°F 
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Storage: 

Lower limit ---------------------- -80°F (for peri- 
ods not more 
than 3 days) 

Upper limit ---------------------- + 160°F (for 
periods not 
more than 

| 4 hr/day) 

*Packing ------------------------- 8 projectiles on 

pallet 
*Pallet: 

Weight ---------------------------- 814 Ib 

Dimensions ---------------------- 27.1/8 x 13.5/8 x 
31-1/2 in. 

Cube ------------------------------- 6,8 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 


Quantity-distance class --------- 1.3 

Storage compatibility group -- G 

DOT shipping class -------------- B 

DOT designation ------------------ SPECIAL 
FIREWORKS, 
HANDLE 
CAREFULLY, 
KEEP FIRE 
AWAY 

DODAC: 

НСМІІ6АІ..................... 1320-0506 


HC M116, M116B1 
UNO serial number -------------- 
UNO proper shipping name --- Ammunition, 

smoke 
Assembly drawing number ---- 8885162 


1320-D548 
0016 





Ballistics: 
Cannon M1, M1A1, M45: 

Muzzle Max 
Charge Velocity Range Elevation 

(mps) (m) (mil) 

1, M3, 
greenbag 207.3 3900 774.4 
green bag 234.7 4800 698.6 
3, M3, 
green bag 268.2 6100 729.2 
4, M3, 
green bag 310.9 7800 749.6 
5, M3, 
green bag 371.9 9700 760.7 
3, M4Al, 
white bag 274.3 6300 702.7 
4, M4A1, 
white bag 316.4 8000 729.9 
5, M4A1, 
white bag 374.6 9700 720.6 
6, M4A1, 
whitebag 463.3 12000 759.8 
7, M4A1, 
white bag 563.9 14600 740.8 
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Cannon M126/M126A1: 

Muzzle Max 

Velocity Range Elevation 
Charge (mps) (m) (mil) 
1, M3A1, 
green bag 207.3 3900 729.2 
2, M3A1, 
green bag 236.2 4900 710.1 
3, МЗА1, 
green bag 275.8 6500 739.3 
4, МЗА1, 
green bag 317.0 8200 744.1 
5, M3A1, 
greenbag 374.9 9800 743.2 
3, M4A2, 
white bag 269.7 6200 700.7 
4, M4A2, 
white bag 313.9 8000 700.8 
5, M4A2, 
white bag 373.4 9800 778.8 
6, M4A2, 
white bag 461.8 12000 746.2 
7, M4A2, 
white bag 562.4 14600 772.5 
Cannon M185: 

Muzzle Max 
Velocity Range Elevation 

Charge (mps) (m) (mil) 
1, M3A1, 
green bag 211.8 4000 673.6 
2, M3A1, 
greenbag 237.7 5000 722.4 
3, M3A1, 
green bag 277.4 6500 690.4 
4, M3A1, 
green bag 318.5 8300 760.9 
5, M3A1, 
green bag 374.9 9800 717.2 
3, M4A2, 
whitebag 292.6 7200 734.9 


4, M4A2, 
white bag 336.8 8900 736.8 
5, M4A2, 
whitebag 393.2 10300 756.1 
6, М4А2, 
white ba 475.5 12400 158.4 
7, M4A2, 
white bag 565.4 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
Cannon M199: 

Muzzle Max 

Velocity Range Elevation 
Charge (mps) (m) (mil) 
1, M3A1, 
green bag 211.8 4000 673.6 
2, M3Al, 
green bag 239.8 5000 122.4 
3, M3A1, 
green bag 280.8 6500 690.4 
4, M3AI, 
green bag 3229 8300 760.9 
5, M3A1, 
green bag 380.1 9800 717.2 
3, M4A2, 
whitebag 296.5 7200 734.9 
4, M4A2, 
white bag 340.9 8900 736.8 
5, M4A2, 
white bag 398.0 10300 756.1 
6, M4A2, 
white bag 482.0 12400 758.4 
7, M4A2, 
white bag 574.3 14800 760.3 
8, M119/ 
M119A1 684.3 18100 781.5 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: ILLUMINATING, M118 SERIES 


2340 MAX 





y 
AR 199673 


Type Classification: 
Std CONT AMCTC 6558 dtd 1969. 


Use: 


This projectile is fired from 155mm howit- 
zers for battlefield illumination at night or dur- 
ing other conditions of reduced visibility. 


Description: 


The projectile is a hollow steel shell con- 
taining an illuminant canister, an ejection 
charge in the nose, and a parachute in the base. 
A threaded nose cavity is provided for an 
MTSQ fuze, and a lifting plug in installed in 
the fuze cavity for shipment and handling. The 
base of the projectile is closed with a steel plug 
retained by twist and shear pins. A center wire 
connecting the parachute suspension lines and 
the illuminant canister runs through the illumi- 
nant charge within a tube and is secured at the 
forward end by solder attachment to a release 
sleeve. The release sleeve is imbedded in the for- 
ward end of the illuminant assembly behind a 
first fire charge. A rotating band encircles the 
projectile near the base and is protected by a 
grommet for shipment and handling. 











AA 
EJECTION CHARGE, / EES 
pu 
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Mm Y ‚FIRST FIRE CHARGE 


RELEASE SLEEVE -— 


GS 
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CENTER WIRE TUBE 


з МАУ S: 
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AND GROMMET 


U 
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Functioning: 


When the weapon is fired, the burning pro- 
pellant charge generates rapidly expanding 
gases to propel the projectile through the barrel 
to the velocity required to reach the function 
point. The rotating band engages the barrel 
rifling to impact spin to the projectile for sta- 
bility in flight and provides a seal to prevent 
leakage of gas pressure past the projectile. 
Functioning of the fuze detonates the ejection 
charge. The ejection charge ignites the first fire 
charge and the illuminant while blowing out 
the base plug to eject the parachute and the illu- 
minant canister, The parachute does not open 
until the burning illuminant has melted the sol- 
dered center wire from the release sleeve. 
Release of the center wire frees the parachute 
risers, permitting the parachute to open fully. 
This delay permits the canister and parachute 
to decelerate to a safe deployment speed. 
Suspended from the parachute, the illuminant 
burns for approximately 60 seconds with a max- 
imum of 400, 000 cuius. 
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Tabulated Data: 


Complete round: 


Туре -—------------------------------ Illuminum 
eight w/o fuze ---------------- 102 Ib 
Length w/lifting plug --------- 23.40 іп, тах 
Cannon used with ------------- MI, MIAI, 
M45, M126, 
M126A1 
Projectile: 
Body material ------------------ Forged steel 
Color -.. Gray w/white 
markings (Later 
manufacture- 
d w/white 
markings and a 
white band) 
Filler and weight -------------- Illuminum com- 
position, 4,30 Ib 
Propelling charge -------------- M3/MA series 
Primer ---------------------------- MK2A4 (MI, 
MIAI, MIA2, 
M45 cannon) 
M82 (M126, 
M126A1 can- 
non) M185, 
M199 
Fuze ------------------------------- MTSQ, M501 
series” 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -65°F 
Upper limit ---------------------- + 145°F 
Storage 
Lower limit ---------------------- -80°F (for peri- 
ods not more 
than 3 days) 
Upper limit ---------------------- + 160°F (for 
periods not 
more than 4 
hrs/day) 
*Packing ------------------------- 8 ша оп 
pallet 
#Pallet: 
Weight ---------------------------- 866 Ib 
Dimensions --------------------- 29-1/8 X 14-5/8 x 
28-1/2 in. 
Cube ------------------------------- 7.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class --------- 1.3 
Storage compatibility group -- С 
DOT shipping class -------------- B 
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DOT designation ----------------- SPECIAL 
FIREWORKS, 
HANDLE 
CAREFULLY, 
KEEP FIRE 
AWAY 
DODAC ------------------------------ 1320-D545 
UNO serial number ------------- 0254 
UNO proper shipping name --- Ammunition, 
illuminating 
Assembly Dwg No ---------------- 75-14-480 
Ballistics: 
Cannon M126/M126A1: 
Max 
Range 
Muzzle to Fuze 
Charge Velocity Burst Elevation Setting 
m/sec m mil sec 
1, M3 


green bag 200 2600 793.2 20.4 
2, M3 

green bag 228 3600 7829 25.2 
3, M3 

green bag 259 4700 770.1 29.6 
4, M3 

green bag 298 6100 761.7 345 
5, M3 

green bag 355 7800 743.3 39.4 
3, М4А1, 

white bag 270 5100 169. 6 31.1 
4, M4A1, 

white bag 309 6500 765.8 361 
5, M4A1, 

white bag 360 8000 796.4 42.5 


white bag 443 9700 758.8 46.1 
whitebag 536 11600 763.0 51.9 





Cannon M199: 





Muzzle Max 
Charge Velocity Range Elevation 
(m/s) {m) (mil) 

1, M3A1, 

greenbag 211.8 4000 673.6 
2, M3A1, 

green bag 239.8 5000 722.4 
3,M3A1, 

greenbag 280.8 6500 690.4 
4, M3A1, 

greenbag 322.9 8300 760.9 
5, M3A1, 

green bag 380.1 9800 717.2 
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Cannon M 199: (cont.) 6, M4A2, 
white bag 482.0 12400 758.4 
Muzzle Max 7, M4A2, 
Charge Velocity Range Elevation white bag 574.3 14800 760.3 
(m/s) (m) (mil) 8, M119/ 
М119А1 684.3 18100 781.5 
3, М4А2, 
white bag 296.5 7200 734.9 References: 
4, M4A2, 
white bag 340.9 8900 736.8 AMC-P 700-3-3 
5,M4A2, SB 700-20 
white bag 398.0 10300 756.1 TM 9-1025-200-12&P 


TM 9-1300-251-20 
TM 9-2350-311-10 
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PROJECTILE, 155-MILLIMETER: VX (Persistent) or GB (Non-Persistent): M121A1 





VX OR GB FILLER 









ROTATING BAND BURSTER 


Type Classification: 
Std OTCM 37870 dtd 1961, 


Use: 


This projectile is used in 155mm howit- 
zers to produce casualties. Projectiles filled 
with VX agent may also be used to contaminate 
habitable areas. 


Description: 


The projectile is a hollow, deep-cavity steel 
shell containing essentially a a у М 
charge, burster, and gas filler or GB. 
Burster M71 is a thin metal cylinder filled with 
Composition B extending through the center of 
Burster Casing M15. The remainder of the inte- 
rior s ace of the projectile is filled with lique- 
fied VXor GB agent, The neck of the burster 
tube seals the agent cavity, The nose of the 
steel projectile is closed with a threaded 
adapter to seal in the burster tube and supple- 
mentary TNT charge (0.3 Ib), and also to 
pana a fuze receptacle, For shipment and 

andling, an adapter-type lifting plug is 


BURSTER CASE 


AR 199671.A 


Mn 


NG 





LIFTING PLUG 


U 
AR 199670 


installed in the fuze cavity. A point-detonating 
or proximity fuze is installed before loading the 
weapon. hen a proximity fuze is used, the 
supplementary charge is removed. A rotating 
band encircles the projectile near the base and 
is by a grommet during shipment 
and handling. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant generates rapidly expanding gases to pro- 
pel the projectile through the barrel with the 
velocity required to reach the target. The soft 
alloy of the rotating band engages the barrel 
rifling to impart spin to the projectile for stabil- 
ity in flight. The rotating band also forms a seal 
to prevent escape of gas pressure past the projec- 
Ше. When a PD fuze is used, the fuze deto- 
nates the supplementary charge on impact. The 
supplementary charge detonates the burster 
which ruptures the projectile case and heats 
the agent so that dispersal is in the gaseous 
state, When a proximity fuze is employed, deto- 
nation of the purster tube results directly from 
action of the fuze booster and occurs on 
approach to the target. 
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Difference Between Models: 


Payload may be either 6.0 Ib of VX or 6.5 
Ib of GB agent; type is specified in external 
marking. 


Tabulated Data: 


WEIGHT ZONES 
Loaded Projectile Without Fuze, 
Lifting Plug And Grommet 


Over Up To & Incl 
Zone Pounds Pounds Marks 





2 90.0 91.3 GIRI 

3 91.1 92.4 CJ GIG) 

4 92.0 93.7 fel ted bet Lal 

5 93.3 94.6 CIDG G3 CI 

6 944 95.7 RIGI GIGIL] [e] 

7 95.5 96.8 (9 CO GIGI GI GIG) 
8 966 979 [el [i] L] G] L] LJ LJ GJ 








9 97.7 99.0 [o] Ce] fe] Le] (a) Ca Co] (2) [2] 
10 98.8 100.1 Es fe} Ce) Le] Le) Ce) Le] Le) E] 

















Complete round: 
Type ------------------------------- Agent УХ (рег- 
sistent) or GB 
(non-persistent) 


Projectile: 
Weight ---------------------------- 98.9 Ib 
Length w/lifting [ие --------- 26.93 іп. тах 
Cannon used with ------------- M1,MIAI, M45, 
M126, M126AI, 
M185, MI99 
Body material ------------------ Steel 
*Color: 

GB loading -------------------- Gray w/green 
markings and 
one green band 
(Later manufac- 
ture - three 
green bands). 

VX loading 


—— Gray w/green 
markings and 
two green bands 

NEW ———— Three green and 
one yellow band 
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Filler and weight -------------- УХ 6.0 lb or GB, 
6.5 Ib 

Propelling charges ------------ M3 or М4 series 

Primers --------------------------- M82 or Mk2A4 


(depending on 
cannon model 

Fuzes ------------------------------ PD M557, M739 
PROX: M728, 
M732 


“NOTE: Renovated or newly manufactured 


projectiles (Post 1976) will be marked with one 
green band and, if burstered, one yellow band. 


Temperature Limits: 


Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ---------------------- + 125°F 
(+52.0°C) 
Storage: 
Lower limit ---------------------- -80°F (for period 


not more than 3 
days) (-62.2°C) 
Upper limit ---------------------- + 160°F (for 
period not more 
than 4 hr/day) 
(+71.1°C) 


*Packing ---------------------------- 8 projectiles on 
pallet 
*Pallet: 
Weight ---------------------------- 831 Ib 
Dimensions --------------------- 27-1/8 x 13-5/8 x 
32 in. 
Cube ------------------------------- 6.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data inducting 
NSN’s. 


Quantity-distance class --------- (12) 1.2 
Storage compatibility group -- K 
DOT shipping class -------------- A 
DOT designation ----------------- EXPLOSIVE 
PROJECTILES 
DODAC 
УХ --------------------------------- 1320-D568 
B --------------------------------- 1320-D542 
UNO serial number -------------- 0020 
UNO proper shipping name --- Ammunition, 
toxic 
Assembly Dwg. No.: 
VX filling assembly ----------- 8861031 
GB filling assembly ----------- 8861030 
Mss. assembly, VX 
or GB --------------------------- 8861029 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 























Ballistics: Cannon М185: 
Cannon M1, M1A1, M45: Muzzle Max 
Velocity Range Elevation 
Muzzle Max Range Charge (mps) (m) (mil) o. 
Velocity Range Elevation 
Charge (mps) (m) (mil) _ 1, M3A1, 
green bag 211.8 4000 673.6 
1, M3, 2, M3A1, 
greenbag 207.3 3900 774.4 greenbag 237.7 5000 122.4 
2, M3 3, M3A1, 
green bag 234.7 4800 698.6 green bag 277.4 6500 690.4 
3, M3, 4, M3A1, 
green bag 268.2 6100 729.2 greenbag 318.5 8300 760.9 
4, M3, 5, M3A1, 
green bag 310.9 7800 749.6 green bag 374.9 9800 717.2 
5, M3, 3, М4А2, 
green bag 371.9 9700 760.7 whitebag 292.6 7200 734.9 
3, M4A1, 4, M4A2, 
whitebag 274.3 6300 702.7 whitebag 336.8 8900 736.8 
4, МАА1, 5, M4A2, 
whitebag 316.4 8000 729.9 whitebag 393.2 10300 756.1 
5, M4A1, 6, М4А2, 
white bag 374.6 9700 720.6 whitebag 475.5 12400 758.4 
6, М4А1, 7, M4A2, 
white bag 463.3 12000 759.8 white bag 565.4 14800 760.3 
7, МААЛ, 8, M119/ 
whitebag 563.9 14600 740.8 M119A1 684.3 18100... 781.5... 
Cannon M199: 
Cannon M126/M126A1: 
Muzzle Max 
Muzzle Max Velocity Range — Elevation 
Velocity Range Elevation Charge —— (mps) _ (m) (mil) 
Charge ___(mps) mo (шр |. 
1, M3A1, 
1, МЗАІ, green bag 212.8 4000 673.6 
green bag 207.3 3900 729.2 2, M3A1, 
2, МЗАІ, green bag 239.8 5000 722.4 
green bag 236.2 4900 710.1 3, M3Al, 
3, M3A1, green bag 280.8 6500 690.4 
green bag 275.8 6500 739.3 4, M3Al, 
4, M3A1, green bag 322.9 8300 760.9 
green bag 317.0 8200 744.1 5, M3A1, 
5, M3Al, greenbag 380.1 9800 717.2 
green bag 374.9 9800 743.2 3, MAA2, 
3, M4A2, whitebag 296.5 7200 734.9 
white bag 269.7 6200 700.7 4, M4A2, 
4, M4A2, whitebag 340.9 8900 736.8 
white bag 313.9 8000 700.8 5, M4A2, 
5, M4A2, white bag 398.0 10300 756.1 
whitebag 373.4 9800 778.8 6, M4A2, 
6, M4A2, white bag 482.0 12400 758.4 
white bag 461.8 12000 746.2 7, M4A2, 
7, M4A2, white bag 574.3 14800 760.3 
white bag _ 5624 14600 772.5 8, M119/ 
M119A1 684.3 18100 781.5 | 
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Limitation: 


When contingency plans so require, these 
projectiles may be transported fully assembled 
with explosive components. Otherwise, assem- 
bly is prohibited except for storage and use. 
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References: 


SB 700-20 

AMC-P 700-3-3 

TM 9-1025-200-128P 
TM 9-1300-251-20 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: ПЕ, M449 SERIES 


27.5 MAX 
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BASE PLUG ROTATING BAND 


Type Classification: 
Std AMCTC 3982. 
Use: 


‚ This projectile is used to deliver a concern- 
tration of antipersonnel grenades. 


Description: 


This projectile is of the separate loading 
type. The fuze, propelling charge, and primer 
are handled and loaded separately. The projec- 
tile is provided with an eyebolt lifting plug in 
place of a fuze for handling. The plug must be 
replaced by a fuze before the projectile is 
loaded. The projectile contains 10 layers of gre- 
nades with six grenades in each layer. The gre- 
nades are contained by a base plug attached to 
the projectile with shear pins. An expulsion 
charge is contained in the nose of the projectile 


аа тя 
a 


AR 199430-A 


PUSHER PLATE 


EXPULSION CHARGE 






U 
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and separated from the grenades by a pusher 
plate. The metal rotating band near the base of 
the projectile is protected during storage and 
handling by a removable grommet. 


Functioning. 


When the primer is detonated, the flash 
ignites the propelling charge producing gases 
which force the pi projectile out of 
the gun tube and propel it to the target. The 
fuze, having been set to function at a pre- 
determined time in flight, initiates the expul- 
sion charge ejecting the entire grenade load 
from the time in flight, initiates the expulsion 
charge ejecting the entire grenade load from 
the rear of the projectile. Centrifugal force dis- 
perses the grenades from the projectile line-of- 
flight. The M43 grenade is an airburst submis- 
sile which is expelled from its housing on 
impact and projected upward to burst at 4-to-6 
feet above the ground. 
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Tabulated Data: Performance (full charge): 


Maximum range ---------------- 14,600 m 
Projectile: Muzzle velocity ----------------- 563.0 mps 
уре ------------------------------- HE 
Weigh as fired: Temperature Limits: 
M449 ------------------------------ 95,0 Ib 
M449E1 -------------------------- 95.0 Ib Firing: 
M449A1 Lower limit ----------------------- -40°F (-40°C) 
(M449E2) ----------------------- 93.5 Ib Upper limit ----------------------- + 125° F 
Lensth: (+52.0°C) 
[fuze ---------------------------- 27.5 in. Storage: 
Wilifting plug ------------------- 26.9 in. Lower limit ----------------------- -65°F (-53.8°C) 
Body material ------------------ Forged steel Upper limit ----------------------- + 165°F 
Color ------------------------------ Olive drab (+73.9°C) 
w/yellow dia- #Packing -------------------------- Pallet of 8 pro- 
monds and jectiles 
markings *Pallet: 
Filler and weight: Weight (loaded): 
Number of M449 or M449E1 ------------ 804 Ib 
grenades ----------------------- 60 (M449E2) ---------------------- 793 Ib 
Explosive, Comp AS, Dimensions ----------------------- 27-1/8 x 13-5/8 x 
each grenade ----------------- 21.25 gr 32.0 in. 
Explosive, Comp A5, Cube ------------------------------- 6.8 cu ft 
each projectile -------------- 2.80 Ib 
Type of grenades: *NOTE: See DOD Consolidated Ammunition 
nn M43 Catalog for complete packing data including 
49E] -------------------------- МАЗЕ1 NSN's. 
M449A1 (M449E2) ------------ МАЗАІ, 
(М43Е2) Shipping and Storage Data 
Expulsion charge -------------- M10 propellant, 
30 grams Storage class/SCG ---------------- (18) 1.2 
DOT shipping class -------------- D 
Components: DOT designation ----------------- EXPLOSIVE 
Propelling charge: PROJECTILES 
M3, M3A] --------------------- Propellant MI, DODAC: 
5.0 Ib (Zones 1- M449 and МА49Е1 ------------ 1320-D561 
M449A 1, MA49E2 -------------- 1320-D562 


UNO serial number -------------- 0169 
UNO proper shipping name --- Projectiles 
Projectile drawing number ----- 8875850 


5) 
МА, M4A] --------------------- Propellant MI, 
135 Ib (Zones 3- 


MI19/MII9A] --------------- Propellant M6, Packing drawing number ------- 7549275 
20.5 Ib (Zone 8) 

Primer ------------------------- M82, MK2A4 or References: 
MK15 

Fuze ---------------------------- MT, M565; TM 9-1025-200-12&P 
MESQ M77; TM 9-1300-25 1-20 
ET, 2 TM 9-1300-25 1-34 

Cannon used with ---------- MI, МІАІ, SB 700-20 
MIA2, M45, AMC-P 700-3-3 
M126, M126E1, TM 9-2350-311-10 
M185 and M199 TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: HE, M483A1 
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Type Classification: 
Std A 10756043 dtd 1975. 
Use: 


. This projectile is used to deliver submis- 
siles dual purpose armor defeating and anti- 
personnel grenades. 


Description 


This projectile is of the separate loading 
type. The fuze, propelling charge, and primer 
are handled and loaded separately. The projec- 
tile is provided with a fusible une plug in 
place of a fuze for handling. The lifting plug 
may be the yellow fusible type or the universal 
type. The plug must be replaced by a fuze 
before the projectile is loaded. The projectile con- 
tains a total of 88 dual-purpose grenades (64 
M42 and 24 M46). The grenades are contained 
by a base plug, with a left-hand thread which is 
screwed into the base of the projectile. For nor- 
mal usage, the expulsion charge is contained in 
a cavity in the nose of the projectile to eject the 
grenades. The expulsion charge can be a bagged 
expulsion charge assembly or the cylindrical 
plastic expulsion charge type. If desired, this 


и 
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expulsion charge may be replaced by a spotting 
charge designated to detonate the entire projec- 
tile as if it were a bulk-loaded HE projectile. 
The metal rotating band near the base of the 
projectile is protected during storage and han- 
dling by a removable plastic grommet. The 
M46 Grenades have stronger bodies to carry 
the load at the rear setback when fired. 


Functioning. 


When the primer is detonated, the flash 
ignites the propelling charge producing gases 
which force the spin-stabilized projectile out of 
the gun and propels it to the target. The fuze, 
having been set to function at a pre-determined 
time in flight, initiates the expulsion charge 
ejecting the entire grenade load from the rear 
of the projectile. Centrifugal force disperses 
the grenades radially from the projectile line-of- 
flight. The M42 and M46 grenades are ground- 
burst submissiles which explode on impact. 
With the alternate loading of the spotting 
charge instead of the expulsion charge, the func- 
tioning of the fuze detonates the entire projec- 
tile over the target, permitting observation of 
the projectile fuze functioning in relation to the 
target. 
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Tabulated Data 
M483A1 Projectile: 


Projectile: 
Type ---------------------------- HE 
eight -------------------------- 102.6 Ib (46,5 k) 

Length w/fuze --------------- 35.4 in. 
(89.9 cm) 

Body material ---------------- Forged steel/alu- 
minum 

Color ---------------------------- Olive drab 
w/yellow dia- 
monds and 
markings 


Filler and weight: 
Number of grenades, M42 -- 64 
Number of grenades, M46 -- 24 
Explosive, Comp A5, 


each grenade ------------------ 30.5 g (1.08 oz) 
Explosive, Comp A5, 
each projectile ---------------- 6.25 Ib (2.84 kg) 
Expulsion charge -------------- M10 propellant, 
58 g (2.05 oz) 
Components: 
Propelling charge M3 -------- Propellant M1, 
5.0 Ib (2.3 kg) 
(Zones 1 -5) 
Propelling charge M4A2 ---- Propellant 
M1,13.5 Ib 
(Zones 3 -7) 
Primer ---------------------------- M82 
Fuze ------------------------------- MTSQ, M577; 
ET, M762 
HOWITZER CANNON 
USED WITH 
M109 M126A 
M109A1 M185 
M109A1B M185 
M109A2 M185 
M109A3 M185 
M198 M199 
M114A2 MIA2 
Performance (full charge): 
Maximum range --------------- 14,586 m 
(15,951 yd) 
Muzzle velocity ----------------- 560,2 mps 


(1837.9 fps) 


------------------------------ Special Single 
Zone (8) for use 


with the 
M109A1 only 
Performance: 
Maximum range --------------- NAY m (19400 
y 
Muzzle velocity ----------------- 650 mps (2132,5 
fps) 
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Temperature Limits: 





Firing: 
Lower limit ---------------------- -40°F (-40°C) 
Upper limit ----------------------- + 125°F 
(+52.0°C) 
Storage: 
Lower limit ---------------------- -65°F (-53.8°C) 
Upper limit ---------------------- + 165°F 
(+73.9°C) 
*Packing ------------------------- Pallet of 8 pro- 
jectiles 
*Pallet: 
Weight (loaded) ---------------- 874 lb (396 kg) 
Dimensions ---------------------- 39-3/8 x 29 x 14- 
1/2 in (100.01 -- 
73.66 X 36.83 
cm) 
Cube ------------------------------- 9,7 cu ft 
(0.3 cu m) 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 

Shipping and Storage Data 


Hazard class/division and 
Storage Compatibility 


Group ----------------------------- (18) 1.1D 
DOT class --------------------------- Class A 
Explosive 
DOT marking --------------------- EXPLOSIVE 
PROJECTILES 
DODAC ------------------------------ 1320-D563 
UNO serial number ------------- 0168 
UNO proper shipping name --- Projectiles 
Drawing number ----------------- 9215220 
Top packing drawing 
number -------------------------- 8837839 


Shipping and Storage Data For: 
Charge. Spotting, Projectile: 


Hazard class/division and 
Storage Compatibility 


Group ----------------------------- 1.1D 
DOT class --------------------------- Class A 
Explosive 
DOT marking --------------------- Class A 
SUPPLE- 
MENTARY 
CHARGE 
(EXPLOSIVE) 
HANDLE 
CAREFULLY 
DODAC ------------------------------ 1320-D003 
UNO serial number -------------- 0060 
Drawing number ----------------- 9272016 
Payment drawing 
U0 --------------------------- 9273539 
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WEIGHT ZONES 3, M3A1, 
Loaded Projectile (w/o fuze, w/o plug) green bag 263.0 5940 
Upto& 4. M3A], 
Over Incl green bag 304.1 7500 
Zone lb Markin 5, күне А T 
green bag 58.3 9330 
2 991 100.3 nir 3. M4A2, 
(41.3 kg) (45.5 kg) white bdg 297.5 7230 
3 1003 1013 CJE E] 4, M4A2, 
(45.5 kg) (45.9 kg) white bag 337.0 8630 
4 1013 102.6 Cs} Ce) Le} Ce) 5, M4A2, 
(45.9 kg) (46.5 kg) white bag 386.0 10080 
5 1026 103.6 CILIGI GIGI 6, M4A2, 
(46.5 kg) (47 kg) white bag 460.0 12150 
6 1036 1048 ŒA ee 7, M4A2, 
(47 kg) (47.5 kg) white bag 546.5 14650 
8, M119/M119A1 Я 
Ф * ы 
Ballistics: white bag 650.0 17740 


Howitzer - M198 Towed (M199 C 
Howitzer, Self-Propelled, M109 (M126A1 owitzer - M198 Towed (M199 Cannon) 











Cannon): Charge Muzzle Velocity Max Range 
Muzzle velocity Max Range (m/s) im! 
Charge (mps) mj ___ Propelling Charge-Green bag 
M3A1 M3 

1,M3A1, 3G 261.9 257.9 5852 
poen bag 200 3640 4G 303.6 301.6 7450 

> , 5G 358.1 356.1 9167 
dcs 224.5 4570 o 
3, 1 Р lling С - White b 
greenbag 253.9 5590 и а ee 
4, МЗА1, 3W 285.2 285.2 7230 
green bag 293.5 7080 4W 326.5 324.5 8630 
9, МЗА1, 5W 381.3 378.3 10080 
groon sag 349.5 9050 6W 460.7 455.7 12150 

, , W 46.2 543.2 14650 
white bag 334.2 6490 7 3 Ў ê 
4, M442, i R 
«hilo bos 3101 7720 Charge ine M d n с 
5, M4A2, 
е рав 363.5 9420 Propelling Charge - M119/M119A1 
white bag 445.0 11730 655.8 1774 
7, M4A2, i : i 
white bag 535.2 14320 __ Propelling Charge - M119A2 
Howitzer, Self-Propelled, M109A1/M109A2 7R 660.0 17740 
(M185 Cannon): 

. **Firing below charge 3 may result in stickers 
Muzzle Velocity Max Range when fired in M185 and M199 Cannons. 

Charge (m/s) (m) 
**1. M3AI, References: 
green bag 180.9 2980 TM 9-1300-251-20 
**2, МЗА1, TM 9-1300-251-34 
green bag 216.0 4220 TM 9-2350-311-10 


TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER: ILLUMINATING, M485 SERIES 


23,790 MAX 
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Type Classification: 


M485A2: Std AMCTC dtd 1970 M485A1: 
Std AMCTC dtd 1970 M485: C & T AMCTC dtd 


Use: 


This projectile is fired from 155mm howit- 
zers and is used to illuminate the battlefield at 
night or during other conditions of reduced visi- 
bility. 


Description 


The projectile is a hollow steel shell con- 
taining an illuminant canister, a canister expel- 
ling charge in the nose, and a drogue parachute 
in the base. The illuminant canister contains 
the main parachute and lines, the illuminant 
candle assembly, a secondary expelling charge 
and a delay element holder. The outer shell of 
the canister is fitted with four longitudinal 
fins. The fins extend under spin forces when 
the canister is ejected from the projectile. The 
base of the projectile is closed with a press- 
fitted steel plug retained by shear and twist 
pins. A gilding metal rotating band and a plas- 
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PROJECTILE BODY 
CANISTER NOSE 


SECONDARY 
EXPELLING CHARGE 


SPACER 
ENTERING TUBE 





PRIMARY EXPELLING 
CHARGE 






MAIN PARACHUTE SUPPORT AR 199668 


tic obturating band encircle the projectile near 
the base and are protected by a grommet dur- 
ing shipment and handling. The projectile uses 
an MT type fuze. The fuze cavity is fitted with 
a lifting ring plug for shipment and handling. 


Functioning. 


When the weapon is fired, the rotating 
band engages the barrel rifling to impart spin 
to the projectile for stability in flight. The obtu- 
rator band expands to prevent leakage of gas 
pressure past the projectile. The burning pro- 
pellant charge reduces rapidly expanding 
gases to propel tRe projectile through the bar- 
rel with the velocity required to reach the 
desired point of function. When the fuze func- 
tions, the primary expelling charge ignites forc- 
ing the drogue parachute and canister assembly 
against the base plate, rupturing the base pins 
and expelling the canister and parachute. The 
drogue parachute then deploys, and the canis- 
ter fins extend. These actions combine to 
decelerate the canister and stop rotation, The 
expelling charge also u the delay element 
in the canister nose, The delay element ignites 
the secondary expelling charge within the canis- 
ter after 8 seconds when velocity has been 
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safely reduced. The secondary expelling charge 
then ignites the candle illuminant, and expels 
the main parachute and candle loading assem- 
bly. With the main parachute open, the illumi- 
nant candle descends at 15 fps and burns for 
120 seconds producing approximately 1,000,000 
candle-power. 


Difference Between Models: 


Model M485A1 has both shear and twist 
pins retaining the base plug. Model M485 has 
only shear pins. Model M485A? has perforated 
canister fins to decrease the rate of deceleration 
before the parachute deploys. 








Tabulated Data: 
Complete round: 
Type ----------- mn Illum 
Weight w/o fuze ----------------- 92 Ib nom 
Length w/o fuze or 
lifting plug -------------------- 23.79 in. max 
Cannon used with ------------- M1, M1A1 
M1A2, M45, 
M126, M126A1, 
M185, M199 
Projectile: 
Body material ------------------ Forged steel 
Color ------------------------------ Olive drab 


w/white mark- 
ings (Later 
manufacture- 
Olive drab 
w/white mark- 
ings and one 
white band) 
Filler and weight -------------- Illum 
Compound, 94 


02 

Propelling charge -------------- МЗ/МА series, 
M119/M119A1 

Primer --------------------.-.----- M82, MK2A4 

Fuzes------- nennen MT, M565; 
MTSQ, M577; 
ET, M762 


Temperature Limits: 
Firing and Storage: 


Lower limit --------------+-----+- -65°F (-53,8°C) 
Upper limit ---------------------- +145°F (+63°C) 
"Packing ---—------------------------ 8 projectiles on 
pallet 
*Pallet: 
Weight ------- nennen 782 lb 
Dimensions ---------------------- 27-1/8 x 13-5/8 x 
32 in. 
Cube ------------------------------ 6.8 cu ft 
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“NOTE: Зее DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 








Storage class/SCG --------------- 13G 
DOT class -------------------------- B 
DOT designation ----------------- SPECIAL 
FIREWORKS, 
HANDLE 
CAREFULLY, 
KEEP FIRE 
AWAY 
DODAC ------------------------------ 1320-D505 
UNO serial number -------------- 0254 
UNO proper shipping name --- Ammunition, 
illuminating 
Assembly Dwg No. --------------- 9214150 
Ballistics: 
Cannon M1A1: 
Muzzle Мах Range Eleva- Fuze 
Velocity toFunction tion Setting 
(mps) (m) (mil) (sec) 
Charge 1, 
M3, green 
bag 212 2788 796.5 19.5 
Charge 2, 
M9, green 
bag 241 3858 785.0 24.1 
Charge 3, 
M3, green 
bag 275 5121 759.1 28.0 
Charge 4, 
МЗ, green 
bag 318 6908 794.2 35.3 
Charge 5, 
M3, green 
bag 381 8675 772.4 39.7 
Charge 3, 
МАА1, white 
bag 279 §324 774.7 29.3 
Charge 4, 
МААІ, white 
bag 322 6993 761.9 34.3 
Charge 5, 
M4A1, white 
bag 382 8670 7619 39.2 
Charge 6, 
M4A1, white 
bag 472 10,962 783.2 46.7 
Charge 7, 
M4A1, white 
bag | 576 18,648 783. 5 53.8 
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Cannon М 126А1: Саппоп М 199: 
Muzzle Мах Range Eleva- Fuze Muzzle Max Range Elevation 
Charge Velocity to Function tion setting Charge Velocity to Function 
(mps) (m) (mil) (sec) (mps) (m) (mils) 

1, M3A1, 1. МЗА1. 

green bag 211.4 2949 931.0 24.5 green bag 212.8 4000 673.6 

2, M3A1, 2, M3A1, 

green bag 239.1 3923 924.6 29.2 green bag 239.8 5000 722.4 

green bag 282.6 5587 920.3 36.0 green bag 280.8 6500 690.4 

4, M3A1, 4. M3A1. 

green bag 324.7 7236 852.7 39.0 green bag 322.9 8300 760.9 

5, МЗА1, 5, МЗА1, 

green bag 385.6 8816 856.6 44.1 тел bag 380.1 9800 717.2 

3, M4A2, , M4A2, 

white bag 275.0 5293 921.4 34.9 white bag 296.5 7200 734.9 

4, MAA2, 4. MAA2. 

white bag 320.7 7057 898.8 40.4 white bag 340.9 8900 736.8 

5, M4A2, 5, M4A2, 

white bag 380.0 8635 898.7 45.7 white bag 398.0 10300 756.1 

6, M4A2, 6, M4A2: 

white bag 473.6 10,993 855.0 50.7 white bag 482.0 12400 758.4 

7, M4A2, 7, MAA2, 

white bag 5765 13,586 870.2 59.7 white bag 574.3 14800 760.3 
8, M 119/ 

Cannon M 185: M119A1 684.3 18100 781.5 





Muzzle Max Range Eleva- Fuze 
Charge Velocity to Function tion Setting 





(mps) (m) (mil) (sec) Limitations: 

*1, M3A1, Reliability of projectiles M485A1 and 
green bag 213.6 2970 995.1 26.8 M485A2 degrades rapidly when firing at Zones 
2, M3A1, 6 and 7 with fuze settings of 10 seconds or less. 
green bag 240.3 3933 954.7 30.3 Model M485 is restricted to firing at Zones 1 
3, M3A1, through 6. Model M485 is also restricted to a fir- 
green bag 281.0 5569 874.2 34.0 ing temperature range of 40°F to 145°F. 
4, M3A1, 

green bag 323.3 7155 896.4 40.7 When firing the 155mm illuminating pro- 
5. M3A1. jectile at Zone 1 from the M114A1 howitzer, 
y bag 381.7 8721 865.6 44.3 effective illumination times less than 90 sec 

, M4A2, onds should be expected. 
white bag 309.8 6746 865.1 37.9 
4, LA 
white bag 353.2 7049 906.3 43.9 References: 

5, M4A2, 
white bag 408.4 9317 870.0 46.4 AMC-P 700-3-3 

6, MAA2, SB 700-20 

white bag 488.9 11,304 885.5 53.4 TM 9-1025-200-12&P 

, M4A2, TM 9-1300-251-20 
white bag 576.5 13,586 878.5 59.7 TM 9-2350-311-10 

8, M119/ TM 9-2350-314-10 

M119A1 696.7 17,086 856.5 68.0 





*NOTE: Charge 1 is restricted to emergency 
combat use only. 
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PROJECTILES, 155-MILLIMETER: HERA, M549 AND M549A1 


33.00 MAX 


NOTE: LOADED WITH TNT 
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Type Classification: 


M549: Std AMCTC 8753, dtd 1971. 
M549A1: Std. 


Use: 


Fragmentation and blast effect against per- 
sonnel and materiel. Also extends the range 
and improves effectiveness of 155mm M109 and 
M109A1/A2/A3 self propelled and M114A2 and 
M198 Towed Howitzers. 


Description: 


These projectiles consist of two major com- 
onents, a warhead filled with 16 pounds of 
omposition B high explosive (M549) or 15 

pounds of TNT high explosive (M549A1), and a 
solid propellant rocket motor. These compo- 
nents are threaded together so that the outer 
steel shells of both form a stremlined ogive. A 
supplementary charge is installed in the deep 
cavity of the nose. A rotating hand encircles 


GRAIN SUPPORT SONDING ASSEMBLY 
PROPELLANT GRAIN ASSEMBLY 


u 
AR 3921 


the assembled projectile near the base. A rocket 
cap is threaded into the base. The cap is 
removed prior to firing to allow ignition of the 
rocket motor for extended range. The rocket 
motor body contains seven pounds of solid 
rocket propellant arranged in two segmented 
grains. Each of the three segments of the for- 
ward grain contains an ignition pellet. The 
motor nozzle is recessed in the center of the 
boat tail rocket motor base of the projectile, 
and thrust is along the longitudinal axis. 


The M549/M549A1 projectiles have a lift- 
ing plug designed to protect the projectile fuze 
area against accidental damage. The new plug 
has an oversized (3-3/4 in.) flange. If this protec- 
tive lifting plug is broken at the neck area, the 
threaded portion of the plug will remain in the 
pa and the projectile cannot be fuzed. 

o attempt should be made to extract any por- 
tion of a broken plug from a projectile, the 
projectile is not to be used and should be 
returned to supply point. 
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The projectile M549/M549A1 also has a Projectile: 


new type of grommet designed especially to fit Body material ------------------ Steel 
the configuration of this projectile. It is of poly- Color -----.----.-----.-- e Olive drab 
carbonate composition. w/yellow mark- 
ings 
Functioning: Filler and weight: 
М549А1 ------------------------ HALA P. lb Supp 

When the weapon is fired, the rotating Chg 0 Ib 
band engages the barrel rifling to impart spin N 
to the projectile for stability in flight. The obtu- М549 -------------------------—- bo B 16 lb 
rator and rotating band form a seal to prevent Supp Chg 0.30 
га е of gas pressure past the projectile. b TNT 

dly expanding gases from the burning pro- Propelling charge ---------------- MA series at 
Glan charge propel the projectile through the Charge 7 only 
aaral with the valo ocity necessary to reach the Propelling charge ---------------- M119A1, 

target. Extended range is obtained through M119A2, 
rocket assist, the rocket cap is removed prior to M203 
weapon chambering exposing the pyrotechnic w/M549A1 
delay assembly in the base of the rocket motor. projectile only 
When the projectile is fired, the propellant Primer ------- nn M82 
gases ignite the delay which burns for approxi- Fuzes -------------------------------- See appendix A 
mately 7 seconds and then sets off the rocket 
igniter to initiate the rocket motor propellant. Temperature Limits: 
The rocket motor burns for approximately 
three seconds. This additional thrust augments Firing: 
the velocity and consequently, the range of the Lower limit ---------------------- -50°F (-45.5°C) 
projectile. If a PD or ET is used, the fuze deto- Upper limit ---------------------- +145°F (+63°C) 
nates the supplementary charge and the supple- Storage: 
mentary charge detonates the warhead filler Lower limit ---------- -65?F (-53.8°C) 
either on impact or at the preset time. Upper limit ---------------------- +160°F 


(+71.1°C) (for 
periods not 














Difference Between Models: more than 
4 hr/day) 
Model M549 is filled with Composition B; * Pallet: 
Model M549A1 is filled with TNT. Weight ---------7----- 780 lb 
Dimensions ---------------------- 14-5/8 x 29-1/8 x 
Tabulated Data: 38-3/4 in. 
Cube -------—------------------+---- 9.5 cu ft 
Complete round: 
Type --+- nennen HE, rocket *NOTE: See DOD Consolidated Ammunition 
assist Catalog for complete packing data including 
Weight w/fuze -------- 96 Ib (approx) NSN's. 
Lenin E Fr a. in. max Sh pr: Б 
Length w/o fuze ---------------- 78 in. max ipping and Storage Data: 
Cannon used with-------------- M126, M126A1, SEES У 
М185, M1A2, M549 M549A1 
M199 Storage class/ 
SCG-----------..--. (18) 1.1D (18) 1.1D 
Weight zone information: ud shipping 
| с1аз8---------------- А 
WEIGHT ZONE DOT designation- EXPLOSIVE EXPLOSIVE 
LOADED PROJECTILE (W/O FUZE) : PROJECTILE PROJECTILE 
Pounds DODAC 1320-D579 1320-D579 
Zone Over Up to & Incl Marking UNO serial 
number ---------- 0168 0168 
3 91.8 93.6 [e] fe} Le] UNO proper 
4 93.2 95.0 Cel fe] [e] Ce] shipping name-- Projectiles Projectiles 
5 946 96.4 CIE [o] [o] Assembly Dwg 
NO. aaa 9235999 9235999-1 
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Ballistics: 


Muzzle Maximum 





Propelling Velocity Range 
Howitzer Charge Charge (m/s) 
M114A2 M4A2 7 560.8 19,300 
M109 M4A2 7 560.8 19,300 
(M109A1 
M109A2) M4A2 567.5 19,500 
M109A3) M119A1, 
A2 8,7 678.2 23,500 
M198 M4A2 7 567.5 19,500 
M119A1, 
A2 8,7 678.2 23,500 
M203 8 826.0 30,100 


Limitations: 
M549 and M549A: 


The M549/M 549A1 cannot be fired if the 
obturating band is missing or broken. 


There are no firing tables for rocket off fir- 
ings of the M549/M 549A1. The M549/M 549A1 
will be fired rocket-on only (rocket cap 
removal). 


The M549/M 549A1 cannot be fired in the 
M199 cannon if origin wear in the cannon 
exceeds 0.093 inches. 
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Use of the M119 propelling charge with 
the M549/M 549A1 is prohibited. Rocket motor 
ignition failures resulting in short rounds will 
occur. 


A 6000 meter safety zone is required short 
of the target because of the possibility of rocket 
motor non-ignition. 


M549: 


The M549 model cannot be fired with the 
M203 propelling charge. 


References: 


AMC-P 700-3-3 
TM 9-1300-251-34 
SB 700-20 

TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-1025-211-10 
TM 9-2350-311-10 
TM 9-2350-314-10 
TM 43-0001-28-4 
TM 43-0001-28-5 
TM 43-0001-28-6 
TM 43-0001-28-7 
TM 43-0001-28-8 
TM 43-0001-28-9 
TM 43-0001-28-10 
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PROJECTILE, 155-MILLIMETER: TACTICAL CS, XM631 























4 NG 
ss. 


SS 





OBTURATOR 
ROTATING BAND 





CS CANISTERS 


Type Classification: 





Use: 


This projectile is fired from 155mm howit- 
zers and is used to harass personnel by emit- 
ting CS irritant fumes. 


Description: 


The base-ejecting type projectile is a hol- 
low steel shell containing five stacked canisters. 
Each canister is filled with approximately two 
pounds of CS-Pyrotechnic mix and 0.81 ounce 
of starter mix. An expelling charge of 3.36 
ounces of black powder in a plastic container is 
located in the nose of the projectile below the 
fuze cavity. A baffle plate with a central hole 
separates the expelling charge from the top can- 
ister. A central perforated tube runs through 
each canister to form a flash tube extending the 
length of the stack from the expelling charge to 
the base of the projectile. The base is a steel 
plug secured by three shear pins. An MTSQ 
fuze is used with this projectile. For shipment 


27.56 MAX 


` rs 3 
UIN DE СААМА 
EL 


= (Mo. = 





AR190665 


BAFFLE PLATE 





AR 199684 


and handling, a lifting plug is installed in the 
fuze cavity. A gilding metal rotating band and a 
plastic obturating band encircle the projectile 
near the base, and are protected by a grommet 
for shipment and handling. 


Functioning: 


When the weapon is fired, the burning pro- 
pellant charge generates rapidly expanding 
gases to propel the projectile through the barrel 
and to the velocity required to reach the target. 
The rotating band engages the barrel rifling to 
impart spin to the projectile. The obturating 
band expands, forming a seal to prevent leak- 
age of gas pressure past the projectile. 
Functioning of the fuze ignites the expelling 
charge. The expelling charge flashes through 
the flash tube to ignite the CS canisters, blow 
off the base, and ехре! the burning canisters. 
The average canister burning time is 90 sec- 
onds. The effect of the CS agent on personnel 
is burning off the eyes, coughing, and difficulty 
in breathing. 
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Tabulated Data: 


(ар 
Length w/o lifling plug ------ 23.79 in. 
Cannon used with dba ------- М1 


M45, М 126, 
n M 126A1, M185 
Projectile: — . 
Body material ------------------ Steel | 
Color ------------------------------ Gray wired 
bands and red 
markings 
Filler and weight -------------- CS, 14.05 Ib 
Propelling charge -------------- M 3/M4 series 
Primers --------------------------- M82, MK2A4 
Fuze ------------ MTSQ M548 
Temperature Limits: 
Firing: . 
Lower limit -----------—---—---- -40°F (-40*C) 
Upperlimit  ---------------------- +125°F 
(+52.0°C) 
Storage — . 
Lower limit ---------------------- -80°F (-62.2°C) 
(for period not 
more than 3 
"T days 
Upper limit ---------------------- +160°F 
(+71.1°C) (for 
period not more 
| than 4 hr/day) 
*Packing ------------------------- 8 шеше on 
pallel 
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echt 782 Ib 
eight ------- 
Dimensions —— === === == S x 13-5/8 x 
in. 
Cube --—---- 6.8 cu ft 


*NOTE: See DOD Consolidated Ammunition 
ао for complete packing data induding 
's. 


Shipping and Storage Data: 


Quantity-distance dass --------- 4 
Storage compatibility group --- A 
DOT shipping dass -------------- B 


DOT designation ----------------- TACTICAL CS 
ERSLECTILES 
CLASS 
SPECIAL 
PERMIT NO. 
5208 

DODAC ------------------------------ 1320-D581 

Assembly Dwg. No. -------------- 9220382 

Limitations: 


Do not fire with fuze set as issued. If 
impact detonation is intended instead of time 
functioning, set the fuze for 90 seconds. 


References: 


AMC-P 700-3-3 

SB 700-20 

TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2350-311-10 
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PROJECTILE, 155-MILLIMETER: GB2, M687 
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Type Classification: Functioning: 


STD - MSR 01776009. When the weapon is fired, the burning 
propellant charge generates rapidly expanding 


gases to propel the projectile through the barrel 


Use: 


The projectile is used to produce a lethal 
effect on personnel. 


Description: 


The M687 projectile consists of a modi- 
fied M483A1 steel projectile body, an aluminum 
closed bottom ogive, and a domed steel base. 
The closed bottom ogive contains the explosive 
burster (Comp-B/Oxamide), the projectile body 
is internally keyed to prevent relative spin of 
the canisters during launch and flight. The 
improved domed steel base allows firing with 
the M203/M203Al propelling charge in the 
M198 howitzer. 


The M687 projectile is stored and shipped 
with the M210PA (Isopropyl alcohol - Isopro- 
pylamine) canister installed, while the M20 DF 
(Methylphosphonic difluoride) canister is 
stored and shipped separately. The projectiles 
will be prepared for firing at a chemical ammuni- 
tion supply point (CASP) in accordance with 
TM 3-1320-242-10, at which time a cover is 
removed from the broken green band marking. 
If a projectile is received at the firing site with 
the rubber marking cover on the projectile, 
assembly of the M20 canister has not been 
шшр and the projectile is not to be 
fired, 


with the velocity required to reach the target. 
The rotating band engages the barrel rifling 
and imparts spin to the projectile. Setback 
forces rupture the adjacent rupture discs allow- 
ing the DF and OPA to combine. In flight spin 
aids in mixing to form the agent GB. 


On impact the PD fuze functions, initiat- 
ing the burster charge which disseminates the 
GB. 


Tabulated Data: 





Projectile w/fuze: 


Type nennen AGENT GB2 

Length --------------- 35.5 in 

Weight ---- en 93 Ib 

Burster ------------- -=== 2.27 lb (Comp 
B/Oxamide 

Body material ------------------ Body/Base - 
steel Ogive - 
aluminum 

Color --------- een Gray, with dark 


green markings 
and 1/yellow 


band. 
Canister: 
M20 (DF) M21(OPA) 
Weight: 10.1 Ib 14.5 Ib 
Length: 7.82 in. 13.87 in. 
Diameter: 5.00 in. 5.00 in. 
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Components: 
Cannon/Howitzer used 
with-- nennen M1A2 
(M114A2), 
M185 
(M109A2/A3) 
M199 (M198) 
Primers---------------+--+----++--- MK2A4 (M1A2) 
M82 
(M185/M199) 
Propelling charges ------------- M3 Series M4 
Series, M119 
Series, M203 
Series 
Fuzes----------------- 000 PD, M557, 
M739/M739A1 
Temperature Limits: 
Firing: 
Lower Limit ------------ -13°F (-25°C) 
Upper Limit --------------------- +125°F (+52°С) 
Storage: 
Lower Limit --------------------- -60°Е (-51°С) 
Upper Limit --------------------- +145°F 
(+62.8°C) 
“Packaging ---------------------- 8 projectiles 
(stored horizon- 
tally in side 
loading pallet) 
*Pallet: 
Weight --------------------------+- 784 lb 
(356.8 kg) 
Dimensions ---------------------- 36 x 32 x 25 in. 
Cube ------------------------------- 16.7 cu ft 
“M20 (DF) Canister ---------- 1 ea canister 


per fiber con- 
tainer; 8 fiber 
containers per 
wooden box. 
*M21 (OPA) Canister -------- 1 ea canister 
per fiber con- 
tainer; 8 fiber 
containers per 
wooden box. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





The following interim hazard data has 
been assigned to the projectile. 
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Interim DOD Hazard Class/ 


Division/Storage 
Compatibility Group --------- (12) 1.2L 
Interim DOT hazard class------ Class А 
Explosive 
Interim DOT marking ---------- EXPLOSIVE 
PROJECTILE 
Interim DOT label --------------- Explosive A 


The following DOT markings apply to the M20 

DF Canister: 

DOT hazard class: ------------ Corrosive 
Material 

DOT marking ------------------- CORROSIVE 
LIQUID, N.O.S. 
(METHYL- 
PHOSPHONIC 
DIFLUORIDE) 
UN 1760 


The following DOT markings apply to the M21 
OPA Canister: 


DOT hazard class ----------- Flammable 
Liquid 
DOT marking----------------- FLAMMABLE 
LIQUID N.OS. 
(ISOPROPYL 
ALCOHOL- 
ISOPROPYLA- 
MINE) UN 
1993 
DODAC: 
M687 Projectile ---------------- 1320-D594 
M20 DF Canister -------------- 1320-D001 
M21 OPA Canister ------------ 1320-D002 
UNO serial number -------------- 0355 
UNO proper shipping name --- Articles, explo- 
sives 
Assembly drawing number: 
M687 w/o M20 ------------------ E15-12-330 
M20 ------------------------------—-- D15-12-61 
M21 --------—--MMMMe D15-12-62 
References: 
AMC-P 700-3-3 
SB 700-20 


TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-2350-311-10 
TM 9-2350-314-10 
FT 155-AN-1 

FT 155-ADD-K-1 
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PROJECTILE, 155-MILLIMETER: HE, M692 
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Type Classification: 
Std 01766014. 
Use: 





This projectile is used to deliver submis- 
siled antipersonnel mines fired from a 155mm 
howitzer and is called Area Denial Artillery 
Munitions (ADAM). 


Description: 


This projectile is of the separate loading 
type. The fuze, propelling charge, and primer 
are handled separately. The projectile is pro- 
vided with a fusible lifting plug in place of a 
fuze for handling. The lifting plug may be the 
yellow fusible type or the universal type. The 
plug must be replaced by a fuze before the pro- 
jectile is loaded. The projectile contains a num- 
ber of at personal mines. The mines are 
contained by a base plug, with a left-hand 
thread, which is screwed into the base of the pro- 
jectile. An expulsion charge is contained in a 
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cavity in the nose of the projectile to eject the 
mines. The expulsion charge can be a bagged 
expulsion charge assembly or the cylindrical 
plastic expulsion charge type. The metal rotat- 
ing band near the base of the projectile is pro- 
tected during storage and handling by a 
removable plastic grommet. 


Functioning: 


When the primer is detonated, the flash 
ignites the propelling charge producing gases 
which force the spin-stabilized projectile out of 
the gun tube and propels it to the target. The 
M577 fuze having been set to function at a pre- 
determined time in flight, initiates the expul- 
sion charge ejecting the mines from the rear of 
the projectile. Centrifugal force disperses the 
mines radially from the projectile line-of-flight. 
The mines are completely armed a short time 
after ground impact. A self-destruct mecha- 
nism is activated which initiates the mine after 
a predetermined time if the munition is not func- 
tioned by trip wire or disturbance. 
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Tabulated Data: 





Projectile: 


Color -------------------+---------- 


Filler and weight: 
Number of mines -------------- 
Explosive, Comp А5, 
each mine --------------------- 
Expulsion charge -------------- 


Components: 


HE 

102.5 Ib (46.5 
kg) without fuze 
35.4 in. 

(88.9 cm) 
Forged steel 
Olive drab 
w/yellow tri- 
angles and 
markings 


36 


21.25 g (0.75 oz) 
M10 propellant, 
51g (1.80 oz) 


Propellant M1, 
5.0 lb (2.3 kg) 
(Zones 1-5) 


Propellant M1, 
13.5 Ib (6.1 kg) 
(Zones 3-7) 


M119/M119A1 Special Single Zone (8) 


for use with the M109A1, M198 


Muzzle 
Velocity 
(mps) 
650 
Primer ---------------------.----.- 
Fuze ----------.---—— 


Performance (full charge): 
Maximum Range -------------- 


Muzzle velocity ----------------- 


Temperature Limits: 





Firing: 
Lower limit ---------------------- 
Upper limit ---------------------- 
Storage: 
Lower limit ---------------------- 
Upper limit ---------------------- 


“Packing ---------------------------- 
*Pallet: 


Weight (loaded) ----------------- 
Dimensions ---------------------- 
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Max 
Range 
(m) 
17,740 


M82 

MTSQ, M577; 
ET, M762 
M185, M199, 
M1A2, 
M126A1 


14,586 m 
(47,854 ft) 

560.2 mps 
(1,837.9 ft/sec) 


-25°F (-31.6°C) 
+125°F (+52°С) 


-30°F (-31.1°C) 
+165°F 
(+73.9°C) 
Pallet of 8 pro- 
jectiles 


874 Ib (396 kg) 
39-3/8 x 29 x 14- 
1/2 in. (100.01 x 
73.66 x 36.33 
cm) 


Cube ----------------------------—-- 9.7 cu ft 
(0.27 cu m) 


“NOTE: See DOD Consolidated Ammunition 
ed for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Hazard class/division and Storage 



































Compatibility Group ---------- (12) 1.2D 
DOT class -------------------------- Class А 
Explosive 
DOT marking ----------------+---- EXPLOSIVE 
PROJECTILES 
DODAC -------.-.--..-- Lue 1320-D501 
UNO serial number ------------- 0169 
UNO proper shipping name --- Projectiles 
Drawing number ----------------- 9298315 
Top packaging drawing 
number ------------ u... 8837839 
WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 
Up To & 
Over Incl 
Zone Ib Markings 
2 991 100.4 [e] Ce] 
(41.3 kg) (45.5 kg) 
3 100.2 101.5 Le] [+] [2] 
(45.5 kg) (46.0 kg) 
4 1019 102.8 [o] (201 2 (el 
(45.9 kg) (46.6 kg) 
5 1024 103.7 [+] [o] Le] Lo] Ls 
(46.4 kg) (47 kg) 
6 103.5 1048 [ei fe) [2] [2] G] L] 
(46.9 kg) (47.5 kg) 
Ballistics: 


Howitzer, Self-Propelled, M109: 





Muzzle Max 
Charge Velocity Range 
(m/s) .— . (m) 
*1, M3A1, 
green bag 200.0 3640 
*2, M3Al, 
green bag 225.0 4570 
3, МЗА1, 
green bag 254.0 9590 
4, M3A1, 
green bag 293.5 7080 
5, M3Al, 
green bag 349.5 9050 
3, M4A2, 
white bag 334.2 6490 
4, M4A2, 
white bag 310.1 TT20 
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PROJ ECTILE, 155-MILLIMETER: HEAT GUIDED, CANNON-LAUNCHED, M712 
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Type Classification: 


Standard, MSR 11796005. 


Use: 





Cannon Launched Guided Projectile; 
M 712, Copperhead, is a 155mm, separate load- 
ing, laser-guided, high-explosive, projectile. It is 
intended to be used against tanks, armored vehi- 
des, and other moving or stationary hardened 
targets. The M 712 projectile is designed for use 
with M 109A 1/A2/A3, M 198, and M 114A2 howit- 
zers. 


Description: 


The M712 projectile consists of three 
main sections: a forward section (guidance sec- 
tion), a center section (warhead or payload sec- 
tion), and an aft section (control section). 


The guidance section consists of two 
major assemblies: the seeker head assembly 
and the electronics assembly. The laser detec- 
tor, decoding circuits, gyro, and all of the 
electronic circuits that stabilize and control the 
flight of the projectile to the target are con- 
tained in this section. Also, there are several 
components of the fuzing system physically 
located in the guidance section. These include 
a dual section direct impact sensor (DIS) 


U 
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located in the forward end of the seeker head 
assembly and six shock wave sensors (SWS) 
located strategically throughout the guidance 
section. Also, there are five screwdriver-set 
Switches located in the forward bourrelet. 
These switches, identified as code and time 
switches, are set by the howitzer crew just prior 
to loading and firing the projectile. 


The warhead section is dassified as high 
explosive antitank warhead. The housing is a 
cylindrical steel shell with a cone-shaped liner 
located at the forward end and a fuze conpart- 
ment located at the aft end. The explosive 
filler, consisting of 14.75 pounds of Composition 
B, is cast into the space between the liner and 
the fuze compartment. A cylindrical shaped 
fuze assembly (module) fits into the fuze com- 
partment. The fuze module consists of a dual- 
channel safety and arming (S&A) device, two 
detonators, two explosive actuators, two explo- 
sive leads, and a single booster charge, Except 
for the booster, the fuze is a dual-channel redun- 
dant system where both channels are totally 
independent of one another and where initia- 
tion of either channel will cause normal 
functioning of the warhead explosive charge. 


The control section contains a battery 
that provides electrical power, a high-pressure 
gas bottle that provides pneumatic power, four 
fins, four wings, and the mechanism to extend 
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and actuate these control surfaces during 
flight. The housing for the control section is a 
cylindrical steel shell. The forward end is 
designed to mate with the warhead section by 
means of an internal-fitting splice ring. The aft 
end is designed to receive a screw-on aft closure 
(base) with a rotating plastic obturator. The 
obturator is retained between the aft closure 
and the control section housing. It is designed 
to not only seal off propelling charge gases but 
the rotating feature of the obturator reduces 
the spin of the projectile to approximately 10 
revolutions per second. This spin rate is suffi- 
cient to deploy the fins, but slow enough to 
allow the control surfaces to stabilize the projec- 
tile through the entire flight. The base of the 
M 712 projectileis designed to receive an extrac- 
tor device used to unload the projectile from 
the gun tube. 


The projectile is shipped and stored in a 
sealed metal container. The container is a top- 
opening design which provides full environ- 
mental protection during normal handling and 
storage operations. Containerized projectiles 
are normally stored and transported on pallets 
designed to be compatible with standard Army 
storage and transporting facilities and equip- 
ment. 


Functioning: 


The M712 projectile is designed for indi- 
rect firing operations only. However, the projec- 
tile trajectory can be programmed for either of 
two modes. In the ballistic mode, the projectile 
is fired on a high trajectory. J ust past the apex 
of the trajectory, the projectile sees the target 
through reflected laser energy and steers on a 
steep path to the target. The second mode is 
the glide mode. The trajectory for the glide 
mode is generally flatter than the ballistic mode 
so that the projectile can fly under and out of 
cloud ceilings. In this mode, the guidance sec- 
tion applies different glide characteristics to the 
projectile control surfaces, allowing it to fly a rel- 
atively low flat trajectory. Either mode is 
selected by specific settings of the switches. 


Except for the trajectory differences for 
the ballistic and glide modes, the projectile func 
tions in the same manner for all firings. Before 
the projectile is loaded in the tube, the code 
and time switches located in the forward bour- 
relet are set to a five digit command originating 
from the Fire Direction Center. The five switch 
settings will program a time delay based on the 
duration of the flight, will set up the projectile 
for a ballistic or glide flight, and will key the pro- 
jectile's code detector to match the pulse code 
of the laser designator used by the Forward 
Observer calling for the fire mission. When the 
round is fired, the setback and acceleration 
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forces initiate the mechanical arming portion of 
the fuze S&A. These forces also cause the fins 
to unlatch and a portion of the battery to acti- 
vate. On leaving the tube, the fins snap out by 
centrifugal force, and lock in the extended posi- 
tion. After the time delay set in by the code 
and time switches has expired, the main por- 
tion of the battery will activate, providing elec- 
trical power to all of the electronic circuits in 
the projectile. At the approximate midpoint of 
the trajectory, the wings will be deployed and 
the roll control and guidance functions will 
take over the flight of the projectile. When the 
projectile receives and decodes the laser energy 
reflected from the target, the projectile will 
steer onto a gliding intercept course to the tar- 
get. At the same time, the fuze will become 
electrically armed. When the projectile hits 
the target, either the direct impact sensors or 
the shock wave sensors will trigger the fuze deto- 
nators and the warhead will function. 


Tabulated Data: 





Type ---------------------------------- HEAT 
Weight _ ------------------------------- 138 Ib 
Length | ------------------------------- 54 in. 
Weapon used with ---------------- M198, 
M109A1/A2/A3 
M114A2 howit- 
zers 
Body material --------------------- Steel 
Projective ogive (nose cone) 
material -------------------------- Plastic 
Color --—--——--——--——-—--—--—----—-—-———- Black w/yellow 
markings 
Filler and weight ----------------- Comp, B 
14.75 Ib 
Propelling charge ---------------- M3A1, MAA2, 
M119, 
M119A1, 
M119A2 
Primer ------------------------------- M82 
Container: 
Weight (without projectile) - 67.5 Ib 
(with projectile) ------------- 205.5 Ib) 
Length ---------------------------- 61 in. 
Height | ---------------------------- 11.375 in 
idth ------------------------------ llin. 
Cube ------------------------------- 4.4 cu ft 
Color -————————————-————-———-—-————- Forest green 
w/yellow mark- 
ings 
Packaging: 
Quantity ------------------------- 6 разе рег 
pallet 
Pallet weight -------------------- 1358 Ib 
Dimensions: 
Length | ---------------------------- 61 in 
Height -----— 27.5 іп 
Width ------------------------------ 33 іп. 
Cube ------------------------------- 32 cu ft 


Shipping and Storage Data: 





Quantity distance hazard 
class ------------------------------- class 1.1 
Storage compatibility 


------------------------------ Group Р 
DOT shipping class -------------- Class A 
DOT designation ----------------- EXPLOSIVE 
PROJECTILE 
DODAC ------------------------------ 1320-D510 
UNO serial number -------------- 0168 


UNO proper shipping name --- Projectiles 
Assembly drawing number: 


Projectile ------------------------- 9305300 
Container ------------------------- 9300440 
Ballistics: 
Howitzer M109A1/A2/A3 and M198: 
Propelling Muzzle Maximum Chamber 
charge velocity range pressure 


(mps) (m) 
M3AI 


Charge 4 257 5,200 9.46 
Charge5 313 6,700 14.50 
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M4A2 
Charge 4 278 5,800 6.60 
Charge5 323 7,000 10.00 
Charge 6 396 8,500 15.90 
Charge 7 468 9,900 27.50 
М119* 
Charge 8 577 16,000 29.60 





#Not used with M109A1 


Limitations: 


Maximum safe limit for a hot M712 projectile in 
a hot tube is 1 minute. 


References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1025-211-10 
TM 9-2350-311-10 
TM 9-1025-200-12&P 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER AT, M718 
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Type Classification: 


Standard with Logistic Control Code “A,” 
MSR 02786003, dtd 18 Jan 78. 


Use: 


These projectiles are used to deliver anti- 
tank mines in front of enemy armored forces to 
deny/delay access to a particular area for a spe- 
cific time period. The "L" means "Long" for long 
time until mine self-destructs (over 24 hours). 


Description: 


The projectiles are of the separate loading 
type (the fuzes, propelling charges, and primers 
are handled separately). The projectiles are 
shipped from the loading plant with fusible lift- 
ing plugs to facilitate handling, and as a safety 
measure, The lifting plug may be the yellow fus- 
ible type or the universal type. Before firing, 
the lifting plugs must be replaced with M577 
MTSQ fuzes. The projectiles contain a payload 
of anti-tank mines that are ejected during projec- 
tile flight by an expulsion charge. The 
expulsion charge can be a bagged expulsion 
charge assembly or the cylindrical plastic expul- 
sion charge type. The rotating bands are pro- 
tected from damage during transportation and 
handling by plastic grommets. 


Functioning: 


When the projectile is fired, the primer 
ignites the propelling charge which propels the 
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round to the target area. The MTSQ fuze func- 
tions at its pre-set time setting, initiating the 
expulsion charge, which ejects the mines from 
the projectile. The mines (having been sub- 
jected to the required set-back, rotational, and 
set-forward forces) are armed soon after ground 
impact. Upon sensing the proximity of tanks, 
the mines initiate. If the mines are not initi- 
ated during their intended life span, a circuit is 
activated causing the mines to self-destruct. A 
percentage of the mines in each projectile have 
anti-disturbance mechanisms to discourage 
attempts at mine field clearing. 


Tabulated Data: 


Projectile: 
pe ------------------------------- Antitank (AT) 
Weight ---------------------------- 103 Ib (47 kg) 
with fuze 
Length (w/lifting plug) ------- 33.9 in. 
i 9 (86.1 ст) 
Body material ------------------ Forged steel 
Color ------------------------------ Olive drab 
w/yellow mark- 
ings 
Marking drawing -------------- 9277852 
Filler and Weight: 
Number of mines -------------- 9 
Explosive ------------------------- PBX 0280 (95% 
КОХ, 5% 
Estane) 
Explosive Wt/mine ------------ 1.26 Ib (0.57 kg) 
Expulsion charge -------------- M10 Propellant 
(58.0 € 1 gr) 
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Components: Ballistics: 
Propelling Charges --------------- M3A1, M4A2, Howitzer, Self-Propelling, M109A1, M109A2: 
M119, M119A1, 
M119A2 Firing Tables: 
Primers -------------------------.---- MK2A4, MK15, 
M82 FT 155-AN-C. C1 
Fuze ---------------------------------- MTSQ, M577; FT 155-Addendum N-1 
ET, M762 
Muzzle Velocity Max Range 
Temperature Limits: Charge (mps) (m) 
Firing: 3,M3A1, 
Lower limit ---------------------- -25°F (-32°C) green bag 263.2 5900 
Upper limit ---------------------- +145°Е (63°С) 4,МЗА1, 
Storage: green bag 305.7 7500 
Lower limit ---------------------- -60°F (-51°C) 5,M3A1, 
Upper limit ---------------------- +160°F (71°C) maa bag 360.1 9300 
“Packing Data: white bag 295.5 7100 
4,M4A2, 
Packing ----------------------------- Pallet of 8 pro- white bag 335.5 8600 
jectiles 5,M4A2, 
Pallet: white bag 386.8 10000 
Weight (loaded) ---------------- 882 lb (400 kg) 6,M4A2, 
Dimensions ---------------------- 39-3/8 x 29-1/8 x white bag 462.7 12000 
14-5/8 in. 7,M4A2, 
(100.01 x 73.98 white bag 548.1 14400 
x37.15cm) 8,M119, prop 
Cube ----.------——MMM 9.7 cu ft M6, 20.3 Ib 650.5 17500 
(0.3 cu m) 
“NOTE: See DOD Consolidated Ammunition Howitzer, Self-Propelled, M109: 
Catalog for complete packing data, including 
NSNs. Howitzer, Towed, M114A2: 
Shipping and Storage Data: Charge Muzzle Velocity Max Range 
(mps) (m) 
Storage class/SCG ---------------- 1.1 D 
DOT shipping class -------------- Class A Propelling Charge - green bag M3A1 
Explosive 
DOT designation ---------------- EXPLOSIVE M3A1 M3 
PROJECTILES 
DODAC ----.---.--------------------- 1320-D503 3G 261.9 257.9 5852 
UNO serial number -------------- 0168 4G 303.6 301.6 7450 
UNO proper shipping name --- та 5G 358.1 356.1 9167 
Drawing numbers ---------------- 9277852 
Top packaging drawing Propelling Charge - White Bag M4A2 
number ----------------------..--- 8837839 
M4A2  M4A1 
WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 3W 285.2 285.2 7230 
Up to éz 4W 326.5 324.5 8630 
Over Incl Markings 5W 3813 378.3 10080 
petes Ww 5462 Sago 14650 
546. A 
2 (кә dob kg) i Propelling Charge - M119/M119A 
(45 kg) 45.5 kg ropellin, агре - M119/M119A1 
3 Mods DE CIRIC] Й a ' 
(45.5 kg) (46 kg) 655.8 17740 
re (46.6 kg) кш ишы Propelling Charge - М119А2 
45.9 kg 4 g ropellin rge - 
: e dk ) (47 ip саноа ТЕ 660.0 17740 
46.4 kg) (47 kg | 4 
6 103.5 104.8 Le) [JIL Ce] C9) 


(46.9 kg) (47.5 kg) 
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Weapons fired from: 





M109, M109A1, M109A2, M114A2, M198 


Weapon/Propelling Charge/Primer/Combina- 
tions: 


M109/M3A1, M4A2/M82, M109A1/M3A1, MAA2, 
M119, M119A1/M 119A2/M 82, M109A2/M3A1, 
M4A2, M119, M119A1/M82, M114A2/M 3A1, 
M4A2/MK2A4, MK15, M119A2, M198/M 3A1, 
M4A2, M119, M119A1/M 119A2/M 82 


References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER AT, M718A1 





PROJECTILE 15544 
1 


PLATE PUSHER AT M718A 


ROTATING ВАНО 


OBTURATOR GROMMET 
SEAL 
Ly TEE 
BASE N SS í g 
PROJECTILE 
BODY 





Type Classification: 
Std, Logistics Control Code A MSR 
04866010, 


Use: 


These projectiles are used to deliver anti- 
tank mines in front of or upon enemy armored 
formations to deny/delay access to a particular 
area for a specific time period, The "L" means 
"Long" for long time until mine self-destructs 
(over 24 hours). 


Description 


The projectiles are of the separate loading 
type (the fuzes, propelling charges, and primers 
are handled separately). The projectiles are 
shipped from the loading plant with fusible lift- 
ing plugs to facilitate handling and as a safety 
measure. The lifting plug may be the yellow fus- 
ible type or the universal type. Before firing, 
the lifting plugs must be replaced with M577 
Series MTSQ fuzes. The projectiles contain a 
payload of antitank mines that are ejected dur- 
ing projectile flight by an expulsion charge. 
The expulsion charge can be a bagged expulsion 
charge, or the cylindrical plastic expulsion 
charge type, The rotating bands are protected 
from damage during transportation and han- 
dling by plastic grommets. 


Functioning 


When the projectile is fired, the primer 
ignites the propelling charge which propels the 
round to the target area. The MTSQ fuze func- 
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tions at its pre-set time setting, initiating the 
expulsion charge, which ejects the mines from 
the projectile. The mines (having been sub- 
jected to the required set-back, rotational, and 
set-forward forces) are armed instantly after 
coming to rest on the ground. When sensing 
the proximity of tanks, the mines initiate. If 
the mines are not initiated during their 
intended life span, a circuit is activated causing 
the mines to self-destruct. A percentage of the 
mines in each projectile have anti-disturbance 
mechanisms to discourage attempts at mine 
field clearing. 


Tabulated Data: 





Projectile: 
Type ------———MMeee- Antitank (AT) 
Weight ---------------—- 103 lb 
(47 kg) w/fuze 
Length (w/lifting plug) ------- 33.9 in. 
(86.1 cm) 
Body material ------------------ Forged steel 
Color nennen Olive drab 
w/yellow 
markings 
Marking drawing -------------- 11786215 
Filler and Weight: 
Number of mines -------------- f 
Explosive ------------------------- PBX 0280 
(959; RDX, 


5% Estane) 
1.26 lb (0.57 kg) 
M10 propellant 
(58.0 + 1 gr) 


Explosive Wt/mine 
Expulsion charge 
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Components: 


Propelling charges ------------- M3AI, M4A2, 
M119, M119A1, 
M119A2 

Ргїтпегё---------------------------- MK2A4, M82 

Fuze -----------------------.------- MTSQ, M577 
Series; ET, 
M762 


Temperature Limits: 





Firing: 
Lower limit ---------------------- -25°F (-32°C) 
Upper limit ---------------------- +145°F (+63°C) 
Storage: 
Lower limit----------------------- -60°F (-51°C) 
Upper limit----------------------- +160°F (+71°C) 


Packing Data:* 


Packing---------+--- ee Pallet of 8 pro- 
jectiles 
Pallet: 
Weight (loaded) -------------- 882 Ib (400 kg) 
Dimensions ------------------- 39-3/8 x 
29-1/8 x 
14-5/8 in. 
(100.01 x 
13.98 x 37.15 
cm) 
Cube -------------------------5-- 9.7 cu ft 
(0.3 cu m) 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data, including 
NSNs. 


Shipping and Storage Data: 


























Storage Class/SCG --------------- 11р 
DOT shipping class -------------- Class A 
explosive 
DOT designation ----------------- EXPLOSIVE 
PROJECTILES 
DODA( en 1320-D515 
UNO serial number -------------- 0168 
UNO proper shipping name --- Projectiles 
Drawing number ----------------- 11786215 
Top packaging drawing 
number ----------++--+-------+-+-- 8837839 
WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 
Up To & 
Over Incl 
Zone Ib lb Markings 
2 991 1004 [a] la) 
3 1002 101.5 Co} LJ GJ 
4 1011 102.8 [s] [aJ Le] E] 
5 1024 1037 | 
6 


o] La] GJ L] la) 
103.5 104.8 E] CI E9 e] (3 Cad 
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Weapons Fired From: 
M109. M109A1, M109A2, M109A3, M114A2, 
M198 


Weapon/Propelling Charge/Primer 


Combinations: 

Propelling 

Weapon Charges Primer 

M109 M3A1, M4A2 M82 

M109A1 M3A1, M4A2, M119 M82 
M119A1, M119A2 

M109A2/A3 M3A1, M4A2, M119, M82 
M119A1, M119A2 

M114A2 M3A1, M4A2 MK2A4 

M198 M3A1, M4A2, M119, M82 
M119A1, M119A2 

Firing Tables: 


M109/M114A2 - FT 155-AK-2 and FT 155ADD- 
P-1. M109A2/A3 and M198 - FT 155-AN-1 and 
FT 155ADD-N-1. 

Ballistics: 


Howitzer, Self-Propelled, M109A1, M109A2, 
M109A3: 





Charge Muzzle Velocity Max Range 
А (mps) (m 
3, M3A1, green 263.2 5900 
bag 

4, M3Al, green 305.7 7500 
bag 

5, M3A1, green 360.1 9300 
bag 

3, M4A2, white 295.5 7100 
bag 

4, M4A2, white 335.5 8600 
bag 

5, oe white 386.8 10000 

a 

6, M4A2, white 4627 12000 
bag 

7, M4A2, white 548.1 14400 
bag 

8, M119, prop 650.5 17500 
M6, 20.3 Ib 
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Ballistics: 
Howitzer, M198 (M199 Cannon): 


Charge Muzzle Velocity Max Range 


(mps) (m) 





Propelling Charge - Green Bag M3A1 


M3A1 M3 
3G 261.9 257.9 5852 
4G 303.6 301.6 7450 
5G 358.1 356.1 9167 


Propelling Charge - White Bag M4A2 


M4A2 M4A1 
3W 285.2 285.2 7230 
4W 326.5 324.5 8630 
5W 381.3 378.3 10080 
6W 460.7 455.7 12150 
7W 546.2 543.2 14650 
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Propelling Charge - M119/M119A1 





8 655.8 17740 
Propelling Charge - M119A2 

TR 660.0 17740 

References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-2350-314-10 
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PROJECTILE, 155-MILLIMETER. HE, M731 












——— — oe a ee ga. 


ESA GMT saa abo AMT 


ROTATING BAND 







Type Classification: 
Std 01766014. 
Use: 


This projectile is used to deliver submis- 
siled antipersonnel mines fired from a 155mm 
howitzer and is called Area Denial Artillery 
Munitions (ADAM). 


Description: 


This projectile is of the separate loading 
type. The fuze, propelling charge, and primer 
are handled separate] . The projectile is pro- 
vialed with a fusible lifting blag in place of a 
fuze for handling. The lifting plug may be the 
yellow fusible type or the universal type. The 
plug must be replaced by a fuze before the pro- 
jectile is loaded. The projectile contains a num- 
ber of antipersonnel mines. The mines are 
contained by a base lug, with a left hand 
thread, which is screwed into the base of the pro- 
jectile. An expulsion charge is contained in a 
cavity in the nose of the projectile to eject the 
mines. The expulsion charge can be a bagged 
expulsion charge assembly or the cylindrical 
plastic expulsion charge type. The metal rotat- 
ing band near the base of the projectile is pro- 
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tected during storage and handling by a 
removable plastic grommet. 


Functioning. 


When the primer is detonated, the flash 
ignites the propelling charge producing gases 
which force the spin-stabilized projectile out of 
the gun tube and propels it to the target, The 
M577 fuze, having been set to function at a pre- 
determined time in flight, initiates the expul- 
sion charge ejecting the mines from the rear of 
the projectile. Centrifugal force disperses the 
mines radially from the projectile line-of-flight. 
The mines are completely armed a short time 
after ground impact. A self-destruct mechanism 
is activated which initiates the mine after a pre- 
determined time if the munition is not 
functioned by trip wire or disturbance. 


Tabulated Data: 


Projectile: 
уре nennen HE 
Weight ------- Me 102.5 lb (46.5 
kg) w/o fuze 
Length w/fuze ------------------ 35.4 in. 
(89.9 cm) 
Body material ------------------ Forged Steel 
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Color anan aaa aaa Olive drab 
w/yellow tri- 
angles and 


markings 
Filler and weight: 
Number of mines -------------- 36 
Explosive, Comp A5, 
each mine --------------------- 21.25 g (0.75 oz) 
Expulsion charge -------------- M10 propellant, 
51g (1.8 oz) 
Components: 
Propelling charge 
BA] -------------------------- Propellant M1, 
5.0 lb (2.3 kg) 
(Zones 1-5) 
Propelling charge 
M4A2 --------MMMMMM Propellant M2, 


13.5 Ib (6.1 kg) 
(Zones 3-7) 


M119/M119A1 Special Single Zone (8) 
for use with the M109A1 only. 


Muzzle Max 
Velocity Range 
(mps) (m) 
650 17,740 
Primer --------.--Meee-. M82 
Fuze ------------------------------- MTSQ, M577, 
ET M762 
Cannon used with ------------- M185, M199, 
M1A2, M126, 
M126A1 
Performance (full charge): 
Maximum range --------------- 14,586 m 
(47.854 ft) 
Muzzle velocity ----------------- 560.2 mps 


(1,837.9 ft/sec) 


Temperature Limits: 








Firing: 
Lower limit ---------------------- -25°F(-32°C) 
Upper limit ---------------------- +125°F (452°C) 
Storage: 
Lower limit ---------------------- -30°F (-31.1°C) 
Upper limit ---------------------- +160°F 
(+71.1°C) 
“Packing ------ nn Pallet of 8 pro- 
jectiles 
*Pallet: 
Weight (loaded) 874 Ib (396 kg) 
Dimensions ------------ 39-3/8 x 29 x 14- 
1/2 in. (100.01 x 
13.66 x 36.83 
cm) 
Cube ---------+-------------------- 9.7 cu ft 
(0.3 cu m) 


NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 


Hazard class/division and Storage 


Compatibility Group --------- (12) 1.2D 

DOT class -------------------------- Class À 
Explosive 

DOT marking --------------------- EXPLOSIVE 
PROJECTILES 

DODAC ------------------------------ 1320-D502 

UNO serial number ------------- 0169 

UNO proper shipping name --- Projectiles 

Drawing number ----------------- 9298316 

Top packaging drawing --------- 8837839 

WEIGHT ZONES 


Loaded Projectile (w/o fuze, w/o plug) 





Upto & 
Over Incl 
Zone lb Markings 
9 991 1004. Г.Г] 
(45 kg) (45.5 kg) 
3 1002, 1015 1.1] 
(45.5 kg) (46.0 kg) 
4 1011 1028 СУСУСУЈСЈ) 


(45.9 kg) (46.6 k 

5 1024 Е 1087 gel ES) 
(46.4 kg) (47 

6 1085 304 E TC ICS |Р || ES 
(46.9 kg) (47.5 kg) 





Ballistics: 
Howitzer, Self-Propelled, M109: 





Muzzle velocity Max Range 

Charge (mps) (m) 
*1,M3A1, 

green bag 200 3640 
“2, M3A1 

green bag 225.0 4570 
3, МЗА1, 

green bag 254 5590 
4, M3A1, 

green bag 293.5 7080 
5, M3A1, 

green bag 349.5 9050 
3, M4A2, 

white bag 334.2 6490 
4, M4A2, 

white bag 310.1 7720 
5, M4A2, 

whitebag 363.5 9420 
6, M4A2, 

white bag 445.0 11730 
7, M4A2, 

white bag 535.2 14320 
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Howitzer, Self-Propelled, M109A1/M 109A2 Propelling Charge - White Bag 
M185 C : 
‚ ш M4A2 М4А1 
Muzzle Max 3W 285.2 285.2 7230 
Velocity Range 4W 326.5 324.5 8630 
Charge (reps) (m) 5W 381.3 378.3 10080 
6W 460.7 455.7 12150 
*1, т pama TW 546.2 543.2 14650 
een bag T 
a Maa P Propelling Charge - M119/M119A1 
een bag 216.0 8 655.8 17740 
- M3AT. 4220 
green bag 263.0 5940 Propelling Charge -M119A2 
4, Jasa ^43 7R 660.0 17740 
green bag . 
5, DE "^ 1909 
green bag 58. i 
S M4A2 9330 Howitzer, Towed, M114A2 
ante eo 297.5 7230 Firing Tables not compiled at this time. 
white bag 337.0 8630 | 
5, М4А2, Weapons fired from: 
white bag 386.0 10080 
6, M4A2, M109, M109A1, M114A2, M198 
white bag 460.0 12150 
7. MAR2. | ‚ 
white bag 546.5 14650 Weapon/Propelling__Charge/Primer/Combina- 
8, M119/ tions: 
M119A1 650.0 17740 
M109/M3Al, M4A2/M82 
Firing below charge 3 with M185 and M 199 M109A1/M3A1, M4A2 M119, M119A1, 
Cannons may result in stickers. M119A2/M82 
M114A2/M3A1, M4A2/MK2A4, MK15 
Howitzer - M 198: M338/M 3A1, M4A2, M119, M119A1/M119A2, 
Charge Muzzle Velocity Max Range 
(mps) (m) References: 
Propelling Charge - Green Bag TM 9-1300-251-20 


TM 9-1300-251-34 


M3Al M3 TM 9-2350-311-10 
3G 261.9 257.9 5852 TM 9-2350-314-10 
4G 303.6 301.6 7450 
5G 358.1 356.1 9167 
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PROJECTILE, 155 MILLIMETER: AT, M741 





LIFTING PLUG 
ASSEMBLY, 
FUSIBLE PLATE PUSHER 
CUP 


PROJECTILE 155 ММ 
АТ. M741 SHIM 





EZ 
КУЕ 
v. 








4 PLACES) 
EXPULSION CHARGE 


ASSEMBLY O-RING 9 ANTITANK MINES 


Type Classification: 


Standard with Logistic Control Code "A," 
MSR 01786003, dtd 18 Jan 78. 


Use: 


These projectiles are used to deliver anti- 
tank mines in front of enemy armored forces to 
deny/delay access to a particular area for a speci- 
fic time period. The "S" means "Short" for short 
time until mine self-destructs (under 24 hours). 


Description: 


The projectiles are of the separate loading 
type (the fuzes, propelling charges, and primers 
are handled separately), The projectiles are 
shipped from the loading plant with fusible lift- 
ing plugs to facilitate handling, and as a safety 
measure. The lifting plug may be the yellow fus- 
ible type or the universal type. Before tiring, 
the fang plugs must be replaced with M577 
MTSQ fuzes. The projectiles contain a payload 
of antitank mines that are ejected during projec- 
tile flight by an expulsion charge. The expul- 
sion charge can be a bagged expulsion charge 
assembly or the cylindrical plastic expulsion 
charge type. The rotating bands are protected 
from damage during transportation and han- 
dling by plastic grommets. 


Functioning: 


When the projectile is fired, the primer 
ignites the propelling char e which propels the 
round to the target area. The MTSQ fuze func- 
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tions at its pre-set time setting, initiating the 
expulsion charge, which ejects the mines from 
the projectile. The mines (having been sub- 
jected to the required set-back, rotational, and 
set-forward forces) are armed soon after ground 
impact. Upon sensing the proximity of tanks, 
the mines initiate. If the mines are not initi- 
ated during their intended life span, a circuit is 
activated causing the mines to self-destruct. A 
percentage of the mines in each projectile have 
anti-disturbance mechanisms to discourage 
attempts at mine field clearing. 


Tabulated Data: 


Projectile: 
Type -------- nn Antitank (AT) 
Weight -------- men 103 Ib (47 kg) 
with fuze 
Length with lifting plug ----- 33.9 in. 
(86.1 cm) 
Body material ------------------ Forged steel 
Color ------------------------------ Olive drab 
w/yellow mark- 
ings 
Marking drawing--------------- 11786240 


Filler and Weight: 


Number of mines ----------------- 9 
Explosive ---------------------------- PBX 0280 
(95% RDX, 
5% Estane) 
Explosive Wt/mine --------------- 1.26 Ib (0.57 kg) 
Expulsion charge ----------------- 110 
Propellant 
(58.0 + 1 gr) 
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Components: 





Propelling charges --------------- M3A1, M4A2, 
M119, M119A1, 
M119A2 
Primers ------------------------------ uo MKI15, 
Fuze -----------------.---------------- MTSQ, M577 
Series, ET 
M762 
Temperature Limits: 
Firing: 
Lower limit ---------------------- -25°F (-32 °C) 
Upper limit ---------------------- +145°F (+63°C) 
Storage: 
Lower limit ---------------------- -60F (-51°C) 
Upper limit ---------------------- +160°F (4717C) 
*Packing Data: 
Packing -----------------------.--- Pallet of 8 pro- 
jectiles 
Pallet: 
Weight (loaded) ---------------- 882 Ib (400 kg) 
Dimensions --------------------- 39-3/8 x 29-1/8 x 
14-5/8 in. 
(100.01 x 73.98 
x 37.15 cm) 
Cube ------------------------------- 9.7 cu ft 
(0.3 cu m) 


"NOTE: See DOD Consolidated Ammunition 
Renee for complete packing data including 
NSNs. 


Shipping and Storage Data: 














Storage class/SCG ---------------- 11D 
DOT shipping class -------------- Class А 
Explosive 
DOT designation ----------------- EXPLOSIVE 
PROJECTILES 
DODAC ------.---------...-..---..-.. 1320-D509 
UNO serial number -------------- 0168 
UNO proper shipping name --- Projectiles 
Drawing number ----------------- 9278014 
Top pak aging drawing 
number -------- nennen 8837839 
WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 
Up To & 
Over Incl 
Zone lb Markings 
2 991 1004 [2] [0] 
(45 kg) (45.5 kg) 
3 100.2 2015 [+] E) Cel 
(45.5 kg) (46 kg) 
4 101.1 1098 [+] [4] LE] Lo] 
(45.9 kg) (46.6 kg) 
5 1024 103.7 LJ LJ GI GI L] 
(46.4 kg) (47 kg) 
6 1035 1048 СУЈУ 




















(46.9 kg) (47.5 kg) 
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Ballistics: 
Howitzer, Self-Propelled, M109A1, M109A2: 


Firing Table: 


FT 155-AN-1, C1 
FT 155-Addendum N-1 








Muzzle Velocity Max Range 
Charge (mps) (m) 
3,M3A 1, 
green bag 263.2 5900 
4,M3A1, 
green bag 305.7 7500 
5,M3A1, 
green bag 360.1 9300 
3,M4A2, 
white bag 295.5 7100 
4,MAA2, 
white bag 335.5 8600 
5,M4A2, 
white bag 386.8 10000 
6,M4A2, 
white bag 462.7 12000 
7,MAA2, 
white bag 548.1 14400 
8,M119, prop 
М8, 20.3lb 650.5 17500 
Weapons fired from: 





M109, M109A1, M109A2, M114A2, M198 


Weapon/Propelling Charge/Primer/Combina- 
tions: 





M109/M3A1, M4A2/M82, M109A1/M3A1, M4A2, 
M119, M119A1/M119A2/M82, M109A2/M3A1, 
M4A2, M119, M119A1/M119A2/M82, 

M1 14A2/M3A1, M4A2/MK2A4, MK15, 
M198/M3A1, M4A2, M119, M119A1/ 
M119A2/M82 


Howitzer - M198 (M199 Cannon): 


Charge Muzzle Velocity Max Range 
( 


(mps) m) 





Propelling Charge - Green Bag 








M3A1 M3 

3G 261.9 257.9 5852 
4G 303.6 3016 7450 
5G 358.1 356.1 9167 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 











Charge Muzzle Velocity Max Range Propelling Charge - M119A2 
(mps) (m) 
ТЕ 660.0 17740 
Propelling Charge - White Ва 
References: 
M4A2 M4A1 
3W 285.2 285.2 7230 TM 9-1300-251-20 
4W 326.5 324.5 8630 TM 9-1300-251-34 
5W 381.3 378.3 10080 TM 9-2350-311-10 
6W 460.7 459.7 12150 TM 9-2350-314-10 


TW 546.2 543.2 14650 


Propelling Charge - M119/M119A1 
8 655.8 17740 
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PROJECTILE, 155-MILLIMETER: M741A1 
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Type Classification: 


Std, logistics control code A MSR 
04866010. 


Use: 


These projectiles are used to deliver anti- 
tank mines in front of or on enemy armored for- 
mations to deny/delay access to a particular 
area for a specific time period. The "5" means 
"Short" for short time until mine self-destructs 
(under 24 hours). 


Description: 


The projectiles are of the separate loading 
type (the PA propelling charges, and primers 
are handled separately). The projectiles are 
shipped from the loading plant with fusible lift- 
ing plugs to facilitate a. and as a safety 
measure, The lifting plug may be the yellow fus- 
ible type or the universal type. Before firing, 
the lifting plugs must be replaced with M577 
Series MTSQ fuzes. The projectiles contain a 
payload of antitank mines that are ejected dur- 
ing projectile flight by an expulsion charge. 
The expulsion charge can be a bagged expulsion 
charge assembly or the cylindrical plastic 
charge type. The rotating bands are protected 
from damage during transportation and han- 
dling by plastic grommets. 


Functioning: 


When the projectile is fired, the primer 
ignites the propelling charge which propels the 
round to the target area. The MTSQ fuze func- 
tions at its pre-set time setting, initiating the 
expulsion charge, which ejects the mines from 
the projectile. The mines (having been sub- 
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jected to the required set-back, rotational, and 
set-forward forces) are armed instantly after 
coming to rest on the ground. When sensing 
the proximity of tanks, the mines initiate. If 
the mines are not initiated during their 
intended life span, a circuit is activated causing 


"the mines to self-destruct. A percentage of the 


mines in each projectile have anti-disturbance 
mechanisms to discourage attempts at mine 
field clearing. 


Tabulated Data: 
Projectile: 
Type ------------------------------- Antitank (АТ) 
eight --------------------------- 103 Ib (47 kg) 
with fuze 
Length with 
lifting plug -------------------- 33.9 in. 
(86.1 cm) 
Body material ------------------ Forged steel 
Color --------..----.------.------ Olive drab 
w/yellow 
markings 
Marking drawing -------------- 9278014 
Filler and Weight: 
Number of mines _ ---------------- 9 
Explosive --------------------------+ PBX 0280 
(95% RDX, 
5% Estane) 
Explosive wt/mine --------------- 1.26 Ib (0.57 kg) 
Expulsion charge ----------------- M10 Propellant 
(58.0 + 1 gr) 
Components: 
Propelling Charges -------------- M3A1, M4A2, 
M119, M119A1, 
M119A2 
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Primers ------------------------------ MK2A4, MK15, 
M82 

Fuze -------- nenn MTSQ, M577 
Series, ET 
M762 


Temperature Limits: 


Firing: 
Lower limit ---------------------- -25°F (-32°C) 
Upper limit ---------------------- +145°F 
(+63°C) 
Storage: 
Lower limit ---------------------- -60°F (-51°C) 
Upper limit ---------------------- +160°F (+71°C) 
*Packing Data: 
Packing -------+---- men Pallet of 8 
projectiles 
Pallet: 
Weight (loaded) ---------------- 882 ]b (400 kg) 
Dimensions ---------------------- 39-3/8 x 29-1/8 x 
14-5/8 in. 
(100.01 x 73.98 
x 37.15 cm) 
Cube ------------------------------- 9.7 cu ft 
(0.3 cu m) 


*NOTE: See DOD Consolidated Ammunition 
OR for complete packing data including 
NSNs. 





Shipping and Storage Data: 





Storage class/SCG ---------------- LID 
DOT shipping class -------------- Class А explo- 
sive 
DOT designation ----------------- EXPLOSIVE 
PROJECTILES 

DODAC -----.---------------------—-- 1320-D514 
Drawing number ----------------- 11786240 
UNO serial number -------------- 0168 
UNO proper shipping name --- Projectiles 
Тор packaging drawing 

number --------------------------- 8837839 

WEIGHT ZONES 
Loaded projectile (w/o fuze, w/o plug) 
Pounds 

Zone Over Upto&Inc Markings 
2 99.1 100.4 C] CH 
3 100.2 101.5 [+] (+) E) 
4 101.1 1028 HAGA 
5 1024 1037 Le] LIGIG) E) 
6 103.5 104.8 [+] £+] C1 C8) GIG 
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Weapons fired from: 


M109, M109A1, M109A2, M109A3, M114A2, 
M198. 


Weapon/Propelling Charge/Primer/Combina- 
tions: 


Propelling 
Weapon Charges Primer 
M109 M3A1, M4A2 M82 
M109A1 M3A1, M4A2, M119, M82 
M119A1, M119A2 
M109A2/A3 M3A1, M4A2, M119, M82 
M119A1, M119A2 
M114A2 M3A1, M4A2, MK2A4 
M198 M3A1, M4A2, M119 M82 


M119A1, M119A2 


Firing Tables: 
M109/M114A2 - FT 155-AK-2 and FT 155ADD- 


P-1. M109A2/A3 and M198 - FT 155-AN-1 and 
FT 1 55ADD-N-1. 


Ballistics: 
Howitzer, Self-Propelled, M109A1, M109A2, 
M109A3: 





Muzzle Max 
Velocity Range 
Charge (mps) (m) 
3, M3A1, green 
bag 263.2 5900 
4, Mini green 
305.7 7500 
5, Mian, green 
360.1 9300 
3, Mine, white 
bag 295.5 7100 
4, M4A2, white 
bag 335.5 8600 
5, MÁA, white 
bag 386.8 10000 
6, M4A2, white 
bag 462.7 12000 
7, M4A2, white 
bag 548.1 14400 
8, M119, prop 
M8, 20.3 Ib 650.5 17500 
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Howitzer, M198 (M199 Cannon): Propelling Charge-M119/M119A1 








Muzzle Velocity Max Range 8 655.8 17740 
Charge (mps) (m) 
Propelling Charge - Green Bag Propelling Charge-M119A2 
M3A1 M3 ТЕ 660.0 17740 
3G 261.9 257.9 5852 
4G 303.6 301.6 7450 
5G 358.1 356.1 9167 References: 
Propelling Charge - White Bag TM 9-1300-251-20 
TM 9-1300-251-34 
M4A2 M4Al TM 9-2350-311-10 
3W 2852 285.2 7230 TM 9-1025-200-12&P 
4W 326.5 324.5 8630 TM 9-1025-211-10 
5W 381.3 378.3 10080 TM 9-2350-314-10 
6W 460.7 459.7 12150 
TW 546.2 543.2 14650 
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PROJ ECTILE, 155-MILLIMETER: HE, M795 
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Type Classification: 


STD MSR 07856004. 





Use: 


This projectile is part of the new family of 
ballistically similar 155mm Howitzer ammuni- 
tion. It will eventually replace the 155mm HE 
M107 projectile. The M795 projectile will be util- 
ized to provide conventional support fires for 
division/corps elements. 


Description: 


The configuration of the M795 projectile 
will be similar to the M 483A1 externally, except 
that it is two inches shorter. The M 795 projec- 
tile consists of 23.8 pounds of TNT explosive 
loaded into a 78.1 pound body assembly. A gild- 
ing metal rotating band encircles the high frag- 
mentation steel HF-1 body near its base. The 
obturator is plastic. The base is protected by a 
carbon steel base plate. The projectile is fitted 
with a protective lifting plug at the nose and a 
grommet which protects the rotating band dur- 
ing shipping and handling. The projectile uses 
impact, mechanical time, and short intrusion 
proximity fuzes. The M 795 projectile has a sup- 
plementary charge which should not be 
removed since firing long intrusion proximity 
fuzes is not authorized. The projectiles have a 
lifting plug designed to protect the projectile 
nose area against accidental damage. The new 
plug has an oversized (3-3/4 in.) flange. If this 
protective lifting plug is broken at the neck 
area, the threaded portion of the plug will 
remain in the projectile and the projectile can 
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not be fuzed. No attempt should be made to 
extract any portion of a broken plug from a pro- 
jectile; the projectile is not to be used and 
should be returned to supply point. 


When the weapon is fired, the rotating band 
engages the barrel rifling to impart spin to the 
projectile for stability in flight. The obturator 
behind the rotating band forms a seal to pre- 
vent leakage of gas pressure past the projectile. 
Rapidly expanding gases from the burning pro- 
pellant charge propel the projectile through the 
barrel with the velocity necessary to reach the 
target. At the target, the warhead filler is deto- 
nated by the fuze. The fuze mode can be either 
impad, preset time, or proximity depending on 
fuze selection. 


Tabulated Data: 


WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 





Zoe E Er P & B Marking 
2 449 99.0 45.5 100.3 nin 
45.4 100.1 46.0 101.4 elle! 
(e) Ce} E) E) 














46.4 102.3 47.0 103.6 Lol LJ le] Ce} EJ 
46.9 103.4 47.5 104.7 le] 16) [8] [2] Lo] [e] 











3 
4 45.8 101.0 46.6 102.7 
5 
6 
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Complete Round: 
Type ------------------------------- High Explosive 
Approx weight ------------------ ag Ib - 46.90 
g 
Length --------------------------- 33.2in. (84.33 
cm 
Cannons used ------------------- M185, M199, 
M1A2, M126A1 
Projectile: 
Body material ------------------ Steel, HF-1 
Color ---------------.--.-.-......-. Olive drab 
w/yellow mark- 
ings 
Filler and weight -------------- TNT 23.8 lb 
Components: 
Propelling charge -------------- M3A1 and 
M4A2 M119, 
M119A1, 
M119A2, M203, 
M203A1 
“Trilateral cartridges --------- 1,2,3 
Primer: 
M82 -------------------------------- for M126A1, 
M185, M199 
Cannons 
MK2AA --------------------------- for M1A2 
Cannon 
Fuze (PD) ------------------------ M557, M739 
Series 
(MTSQ) --------------------------- M564, M582 
Series 
(Prox.) ---------------------------- M732 
(ET) ----------------- 2 eee 2- M767 
Performance: 
Range: 
Maximum ---------------.----- 22 to 24 kilome- 
ters 
(M198 
Howitzer) 


Minimum (indirect fire) --- 1800 to 2800 
meters at 200 
mils quadrant 
2600 to 3600 
meters at high 
angle 


Propellant Muzzle Velocity (M185/M199 
Cannon): 


M3A1 863 to 263 to 
(3 thru 5) 1178 fps 441 mps 
M4A2 975 to 297 to 

(3 thru 7) 1795 fps 547 mps 
M119/A1/A2 2135 fps 651 mps 
M203/A1 2630 fps 802 mps 
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Trilateral 
Cartridge 1 
(Zone 1-2) 830 fps 253 mps 
(Zone 2 only) 
Trilateral 
Cartridge 2 
(Zone 3-7) 938 to 2190 fps 288 to 668 mps 
Trilateral 

Cartridge 3 


(Zone 8) 2630 fps 802 mps 


Weapon/Ammunition Combinations for M795 
Projectile: 
WEAPON FUZES PROP CHARGE 


Il FH70, PD-M739 Series M3A1, M4A2, 


M557 MTSQ- M119 Series, 
M564, M582 M203, *Trilat- 
Series Prox- eral Cartridge 
M732 1,2,3 
MIO9AVA2/ Same as M3A1, M4A2, 
A3 above M119 Series 
*Trilateral 
Cartridge 1 
and 2 
M109/ 
M114A2 Same as M3A1, M4A2 
above 


*NOTE: These Trilateral Cartridges provide a 
zoning solution for the Trilateral (Federal 
Republic of Germany, United Kingdom, and 
Italy) FH 70 and SP 70 Howitzers. This zoning 
solution is designed to give velocity levels which 
are equivalent at appropriate zones tn the 
United States propelling charges. 


Temperature Limits: 


Firing: 

Lower limit ---------------------- -50°F 

Upper limit ---------------------- +145°F 
Storage: 

Lower limit ---------------------- -65°F for peri- 


ods of not more 
than 3 days 
Upper limit --------------------- +160°F for not 
more than 4 
hours per day 


#Packing ------------------------- 8 projectiles per 
pallet 
Pallet: 
Weight w/projectile ------------ 865 lb 
Dimensions ---------------------- 29-1/8 x 14-5/8 x 
36-1/2 in. 
Cube ------------------------------- 9.0 cubic feet 


*NOTE: See DOD Consolidated Ammunition 
а for complete packing data including 
NSNs 
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Shipping and Storage Data 


Quantity-distance class --------- (18) 1.1 

Storage compatibility group --- 

DOT shipping class a. R 

DOT designation ---------------- EXPLOSIVE 
PROJECTILE 

DODAC ----------------------------- 1320-D529 

UNO serial number -------------- 0168 


UNO proper shipping name --- Projectiles 


References: 


TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-2350-311-10 
AMC-P 700-3-3 

SB 700-20 


TM 43-0001-28 


------- 9312769 
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PRO) ECTILE, 155 MILLIMETER: PRACTICE, M804 AND M804A1 





SMOKE 
CANISTER 


AAD 8? 0057 


Type Classification: 





M804: Standard MSR 01816002. 
M804A1: Standard: dtd December 91 


Use: 


The 155mm, M804/M804A1 projectile is 
used in place of the M107, HE projectile for 
training in indirect fire of 155mnl howitzers. 
The M804/M 804A1 projectile contains a smoke 
canister in the fuze well, which provides for a 
visual determination of functioning. It can be 
used in training at less cost than an M 107 pro- 
jectile, without the blast and fragmentation 
which accompany functioning of an M 107. 


Description: 


The M804/M804A1 is similar in weight 
and external configuration to the M 107 HE pro- 
jectile. The body of the projectile is a thick 
walled hollow steel shell, which contains no 
filler. A smoke canister, which has the same 
external appearance as a supplementary 
charge, is contained in the deep fuze cavity. A 








nt CM) 
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threaded lifting plug closes the Тиге cavity at 
the nose of the projectile for handling and stor- 
age. A rotating band encircles the shell casing 
near the base and a steel base plate is welded 
over the base to prevent entry of propellant 
gases into the interior. The rotating band is pro- 
tected during shipping and handling by a 
pig grommet installed at the time of manu- 
acture. 


Functioning: 


The projectile fitted with a PD, MTSQ, or 
PROX fuze is loaded into the weapon with pro- 
pelling charge and primer. When the weapon is 
fired, the burning propellant charge generates 
rapidly expanding gases to propel the projectile 
through the barrel with the velocity required to 
reach the target. The soft alloy rotating band 
engages the barrel rifling to impart spin to the 
projectile for flight stability. Fuze functioning 
detonates the smoke canister. The flash and 
smoke escape, producing a visual as well as audi- 
ble report. This enables the observer to spot 
the location of the projectile functioning. 
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Difference Between Models: 





The smoke canister in the M804 is smaller 
(195 g smoke composition) and is contained in 
an aluminum liner. The smoke canister in the 
M804A1 is larger (495 g smoke composition) 
and is contained in a steel cup. In addition, the 
smoke canister in the M804A1 contains an explo- 
sive 20 g pellet. 


The body of the M804 contains four holes, 
90 degrees apart, whereas the M804A1 doesn't 
have any. 


For storage, handling, and transportation 
the M804A1 must have the cover support over 
the lifting plug to prevent the rub off action 
from the pallet cover. 


Tabulated Data: 


WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 














Pounds 
Zone Over Upto&Incl Marking 
2 90.0 91.3 CG) CJ 
3 91.1 92.4 Le] Ге) Ce) 
4 92.0 93.7 Ca) G2 Ce) GO 
5 93.3 94.6 Cel(#JLe] Ce] Ce] 
Complete round: 
Туре-------------------------------- Practice 
Length w/lifting plug---------- 26.85 in. max 
Length w/o lifting plug ------- 23.80 in. max 
Cannon used with-------------- M1, MIA1, 
M142, M45, 
M126, M126A1, 
M185, M199, 
M284 
Projectile: M804 
Body material ------------------- Forged steel 
Color -----------------------.--..--- Blue w/white 
marking and 
brown band 
Projectile: M804A1 
Body material ------------------- Cast iron 
Color ------------------------------- Blue w/white 
marking and 
yellow band 
Smoke Canister: 
M804: 
Length -------------------------- 2.57 in. 
Diameter ----------------------- 1.79 in. 
Weight -------------------------- 0.43 Ib 
Filler: weight ---------------- 190g 
(smoke comp) 
M804A1 
Length -------------------------- 6.51 in. 
Diameter ----------------------- 1.75 in. max 
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Weight -------------------------- 0.43 Ib 


(smoke comp) 
Canister Composition for M804 and M804A1: 


Zinc dust -------------------------- 40% 
Potassium perchlorate-------- 20% 
Potassium nitrate -------------- 20% 
Alumjnum (Atomized) -------- 20% 
Pellet Assembly: M804A1 

Length ----------------------------- 0.53 in. max 
Diameter -------------------------- 1.730 in. max 
Explosive: 

Weight -------------------------- 20g 
Marking (Black): 

THIS END UP 


CANISTER, SMOKE 
SW-522 SW-522 SW-522 
FOR ARTILLERY PROJECTILE 


Primers: 
For cannon: 
M45, M126, M126A1, 
M199, M185, and M284 --- M82 
МІ, M1A1, M1A2------------ MK2A4 
Weapons --------------------------- M198, M109, 
M109A1, 
M109A2, 
M109A3, 
M109A4, 
M109A5, 
M109A6, 
M114A1, 
M114A2 
Propelling charges ---------------- M3 Series, 
M4 Series, 
M119 Series 
Fuzes------------- men PD: M557, 
M739 Series, 
MTSQ: M564, 
M582 , PROX: 
M732 only with 
the M804, ET: 
M767 


Temperature Limits: 





Firing: 

Lower limit----------------------- -60°F (-51°C) 

Upper limit----------------------- +145°Е 
(+62.8°С) 

Storage: 

Lower limit----------------------- -80°F (-62.2°C) 
(for periods not 
more than 
3 days) 

Upper limit----------------------- +160°Е 


(+71.1°C) (for 
periods not 
more than 4 
hr/day) 
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Packing Data: Cannon M126/M126A1, M1A2: 
*Packing -------------------------- 8 projectiles on Muzzle Max 
pallet Velocity Range Elevation 
*Pallet: Charge (mps) (m) (mi) 
Weight ----+-- nennen 780 Ib 
Dimensions-------------- 27-1/2 x 14-1/8 x 1, M3Al, 
30-7/16 in. green bag 207.3 3900 729.2 
Сиһе-------------------------------- 6.8 cu ft 2, M3A1, 
green bag 236.2 4900 710.1 
"NOTE: See DOD Consolidated Ammunition A ; 
Catalog for complete packing data including green ba 275.8 6500 739.3 
NSN’s. A cover support is necessary to protect 4, M3A1, 
the top of each M804A1 projectile while in the greenbag 317.0 8200 744.1 
pallet. The cover supports are considered part 5, M3A1 
of the pallet. green bag 374.9 9800 743.2 
3. M4A2, 
Shipping and Storage Data: white bag 269.7 6200 700.7 
4, M4A2, 
UNO serial number -------------- 0362 whitebag 313.9 8000 700.8 
DOT hazard class/ 5, M4A2, 
division/SCG --------------------- 1.4G white bag 373.4 9800 778.8 
DOT class --------------------------- Class C 
Explosives Cannon M185: 
DOT marking ---------------------- CARTRIDGE, 
PRACTICE Muzzle Max 
AMMUNITION Velocity Range Elevation 
DOT label --------------------------- EXPLOSIVE C Charge (mps) (m) (mi) 
DODAC --------..-.----...----..--.-- 1320-D513 
UNO serial number 0362 1, МЗАІ, 
UNO proper shipping name --- Ammunition green bag 208 3900 719.6 
practice 2, M3A1 
M804 Assembly Dwg. No. ------ 9331794 green bag 236 4900 735.1 
M804A1 Assembly Dwg. No. -- 12913926 3. M3A1, 
green bag 276 6500 125.8 
Limitations: 4, M3A1 
greenbag 316 8100 719.3 
Charge 1 must not be fired in the M199 can- 5, M3A1 
non because of stickers. green bag 376 9900 724.0 
3, M4A2, 
Ballistics: whitebag 297 7300 700.3 
Сы 4, M4A2 
Cannon M1, М1А1, M45: white bag 337 8800 770.5 
5, M4A2 
Muzzle Max white bag 397 10300 728.7 
Velocity Range Elevation 6, M4A2 
Charge (mps) (m) (mi) white bag 474 12200 726.6 
7, M4A2, 
1, M3, white bag 568 14700 756.8 
green bag 207.3 3900 774.4 8, M119 
2, M3, M119A1 684 18100 804.1 
green bag 234.7 4800 698.6 7, M119A2, 
3, M3, red bag 686 18154 804.1 
green bag 268.2 6100 129.2 
4, M3, 
green bag 310.9 7800 749.6 
green bag 371.9 9700 760.7 
3, МААІ, 
whitebag 274.3 6300 702.7 
4, М4А1, 
whitebag 316.4 8000 729.9 
5. M4A1, 
white bag _ 374.6 9700 720.6 
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Cannon M199: * Firing at charge 2 may result in stickers occa- 


sionally. 
Muzzle Max 
Velocity Range Elevation 





Charge (mps) (тї) (mi) 

“2, M3Al References: 
green bag 236 4900 735.1 

3. M3A1, AMC-P 700-3-3 
green bag 276 6500 725.8 SB 700-20 

4, МЗА1 TM 9-1025-200-12&P 
greenbag 316 8100 719.3 TM 9-1300-251-20 
5, M3A1 TM 9-1300-251-34 
green bag 376 9900 724.0 TM 9-1025-211-10 
3, M4A2, TM 43-0001-28-4 
white bag 297 7300 700.3 TM 43-0001-28-5 
4, M4A2 TM 43-0001-28-6 
white bag 337 8800 770.5 TM 43-0001-28-7 
5, M4A2 TM 43-0001-28-8 
white bag 397 10300 728.7 TM 43-0001-28-9 
6, MAA2 TM 43-0001-28-10 
whitebag 476 12254 726.6 TM 9-2350-31 1-10 
7, M4A2, TM 9-2350-314-10 
white bag 572 14808 156.8 

8, M119 

M119A1 688 18208 804.1 

7, M119A2, 

red bag 690 18262 804.1 
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PROJ ECTILE, 155 MILLIMETER: TRAINING, M823 





Type Classification: 





STD MSR 11796005. 


Use: 


The projectile, 155mm: Training, M823 is 
an inert round which is not to be fired from the 
howitzer. It is designed to train the 155mm 
Howitzer weapon crews in handling the 
Cannon Launched Guided Projectile M712 
(Copperhead) at crew level. 


Description: 


The training projectile M823 simulates 
the M 712 in weight, center of gravity and exter- 
nal appearance. The M823 projectile consists of 
the following components: 


a. The M712 projectile ogive (nose cone). 


b. The M712 closure plug modified for 
easy removal and reassembly in connection 
with obturator replacement. 


с. The plastic M 712-type obturator. 


d. A onepiece body assembly with five 
M712-type code and time switches mounted in 
a bracket located in the forward bourrelet. It 
also simulates, in appearance, the recessed fins 
and wings of the M712 round. 


This projectile provides crew training in 
unpacking and repacking, setting the required 
time and code, ramming and extraction of the 
tactical projectile. 


Provisions have been made to replace the 
obturator (should it become damaged from 
repeated use) by removing the projectile aft clo- 


AR 102162 


sure. In addition, the plastic nose cone on the 
training projectile can be replaced if it becomes 
damaged or broken. The switch bracket with 
ls code and time switches is also easily replace- 
able. 


The training round M823 contains no 
explosive. It is designed to be reusable with lit- 
tle maintenance and is used for training the 
155mm howitzer crew in the operation of the 
ING M712 projectile. The procedures are as fol- 
OWS: 


a. The projectile is unpackaged and 
inspected. 


b. The code and time switches are set. 


с. The projectile is rammed into the how- 
itzer tube. 


d. The projectile is extracted from the 
howitzer tube. 


е. The projectile is repacked. 


This training round simulates the M712 
in all artillery unit activities except that no pro- 
pellant charges or other hazardous materials 
shall he used in training exercises with this 
item. 


The Extractor: 





The extractor tool is used to extract the 
projectiles M712 and M823 from the cannon 
tubes in Howitzers M 109A1/A21 A3, M114A2, 
and the MI 98. These howitzers have the can- 
non tubes M 185, M1A2, and M 199, respectively. 
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The extractor tool consists of a two-piece 
adjustable screw driven rod. An expansion ring 
on one end is designed to snap and lock into the 
base of the projectile. A ratchet driven drive 
nut is located on the opposite end of the rod 
just to the rear of a T-Bar striker which is 
designed to fit against the rear face of a 155mm 
breech. A ratchet is provided to turn the drive 
nut. In use, the tool is extended and inserted in 
the open chamber of a 155mm howitzer 
through the weapon breech until the forward 
end makes contact with the projectile base. The 
projectile is engaged and locked by a plying for- 
ward pressure to the extractor tool. The extrac- 
tor drive nut is then turned by hand until the 
striker bar is against the breech ring face. The 
ratchet tool is then inserted in the drive nut 
and turned until the projectile is pulled free. 


Tabulated Data: 





Projectile: 
Type ------------------------------- Inert (training) 
Weight ---------------------------- 138 lb 
Length ---------------------------- 54.0 in. 
Outside diameter -------------- 6.1 in. (155mm) 
Body material ------------------ Aluminum 
Color ------------------------------ Bronze w/black 


markings 


Weapon System Information: 


Weapon Type Cannon Tube 
MIO9AVAZ/AS-SP.M185 
M198-Towed-M199 
M114A2-Towed-M1A2 


Charge propelling ---------------- N/A 
Fuze ------—-------------------------- N/A 
Firing temperature ------------- N/A 
“Packing: 


One projectile per container, six containers 
per pallet (when delivered in quantity). 


Container: 
Weight: 
w/projectile ------------------ 205.5 lb 
w/o projectile ----------------- 67.5 Ib 
Length ----------.----------------- 61 in 
Width ----------------------.------- 11 in. 
Height ---------------------------- 11.375 in. 
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Cube -----—з--—-----5---------5-—- 4.4 cu ft 

Color 2 a: Forest green 
w/white mark- 
ings 


Pallet (unit load with 
contained projectiles and 


dunnage) ---------------------- 1358 Ib 
Length ------------------------.-.- 61 in. 
Width ------------ -2-27 -2-22 ---- 33 in. 
Height ---------------------------- 271.5 in. 
Cube ------------------------------- 32 cu ft 
DOT designation -------------- PROJECTILE - 
NON- 
EXPLOSIVE 
DODAC --------------------------- 1320 - D511 
Drawing No. 
Projectile ---------------------- 9329721 
Extractor ---------------------+ 9305465 
Container --------------------- 9300440 


*NOTE: Both the M712 and the M823 projec- 
tiles use the same container and pallet. 
However, the markings on the containers differ 
as follows: The container for the M712 projec- 
tile is painted forest green with yellow mark- 
ings. 


The container for the M823 projectile is 
painted forest green with bronze patches and 
white markings. 


See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSNs. 


Limitations: 


The M823 Training Projectile is not to be 
fired from a weapon. Such firing could be a haz- 
ard to personnel forward of the howitzer. 


References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-1025-211-10 
TM 9-1025-200-12&P 
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PROJ ECTILE, 155 MILIMETER: SMOKE, WP, M825 AND M825A1 


31.613 MAX —— | 
се, 











STEEL RING BASE BODY 






FILL CLOSURE 


OBTURATOR ROTATING BAND 





Type Classification: 





M825: Std, MSR 01836014, dtd 1983. 
M825A1: Std 


Use: 


The M825/M825A1 smoke projectile is 
used by the artillery to produce screening 
smoke to obscure enemy vision or to screen 
maneuvering elements. 


Description: 


These projectiles are separate loading 
155mm artillery projectiles which are used to 
produce a ground screening smoke of 5-10 min- 
utes duration. The M825/M825A1 projectile con- 
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sists of a modified M483A1 projectile carrier con- 
sisting of an M483A1 ogive and expulsion 
charge in a modified M 483A 1 all steel body and 
a threaded steel ring base. А rotating band 
encircles the assembled projectile near the 
base. The projectile carries a payload of white 
phosphorus impregnated 3/4-inch felt wedges 
contained in a hermetically sealed steel canister 
(29 per тшше 116 per canister). А burster 
charge, 1/4-inch diameter (approximately 21 
grams Composition A-5) runs the entire length 
of the canister in the 1/2-inch x 1/2-inch central 
cavity which was produced by off-setting the can- 
ister X ribs. A launch activated safe and arm 
(S&A) module from the MTSQ M577 Series or 
ET M762 fuze separates the forward end of the 
main charge from the heat sensitive pyro- 
technic delay equipment. 
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Difference Between Models: 


The M825Al projectile contains an 
improved payload and a new base which have 
corrected the M825 flight instability. 

The M825A1 base is made out of steel and 
has two wrench slots. The M825 base is made 
out of aluminum and has recesses for wrench. 

For storage in the M109 series howitzer 
bustle rack, a provided spacer with solid top 
must be used. 


Function: 


When the weapon is fired, the flash from 
the primer ignites the propelling charge. The 
obturator and rotating band form a seal to pre- 
vent leakage of gas pressure past the projectile. 
The burning of the propelling char e generates 
rapidly expanding gases to propel the projectile 
through the barrel with the velocity required to 
reach the target. In-flight functioning of the 
mechanical time fuze ignites the expulsion 
charge causing ejection of the smoke payload. 
The 100 MS delay is activated by the burning 
expulsion charge and provides ample time for 
the canister to clear the projectile body before 
the main charge functions rupturing the canis- 
ter and igniting the smoke payload. The mul- 
tiple burning wedges fall to the target area and 
produce obscuring smoke (125-250 meters 
wide) lasting 5-10 minutes. 





Tabulated Data: 
Projectile: 
ре-------------------------------- Smoke, WP 
Weight ---- ------------------------- 102.6 1b 
Length w/fuze: 
M825 --------------------------- 35.4 in 
M825A1 ------------------------ 34.9 in. 
Body material ------------------- Forged steel/alu- 
minum 
Color 
M825 --------------------------- Light green 
w/yellow band 
and light red 
markings 
М825А1 ------------------------ Similar to М825 
and a red band 
near top of pro- 
jectile 
Filler and weight --------------- 116 felt submu- 
nitions satu- 
rated with 12.75 
Ib of white phos- 
phorus 
Burster ---------------------.------ Composition 
A-5, 21.2 g 
Expulsion charge --------------- M10 propellant, 
5lg 
Components: 
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Propelling charges ------------- M3 series, M4 
series, M119, 
M119A1, 
M119A2, M203, 
and M203A1 

Primer ----------------------------- Percussion, 
M82, 
(Percussion, 
MK2A4 for 
M114A2 weapon 


only) 
Fuze ------ nn nn MTSQ M577 
Series and ET 


M762 

Weapon (cannon) 

used млїһ--------------------<-- M114A2, 
(M1A2), M109 
(M126A1), 
M109A1, 
M109A2, 
M109A3, 
M109A4 
(M185), 
M109A5, 
M109A6 (M284) 
and M198 
(M199) 


Temperature Limits: 





Firing: 
Lower limit ----------------------- -50°F (-46°C) 
Upper limit----------------------- +145°F (+63°C) 
Storage: 
Lower limit ----------------------- -65°Е (-53.8°C) 
Upper limit ----------------------- +165°F 
(+73.9°C) 


M825 projectiles (manufactured Jan 85 - 
May 86) fired at temperatures above +110°F 
(+43°C) (WP liquified) have resulted in flight 
instability and short rounds. This instabilit 
does not occur below +110°F (+43°C) ( 
solid). This restriction does not apply to 
M825A1 projectile. 


“Packaging ------------------------- Eight projectiles 
on a pallet. 
*Pallet: 
Weight --------------- 874 Ib 
Dimensions -------------------- 39-3/8 x 29 x 14- 
1/2 in. 
Cube ----------------------------- 9.7 cu ft 
*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


A pallet insert is necessary to support the 
base of each M825Al projectile while on the pal- 
let. These inserts are considered part of the pal- 
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Shipping and Storage Data: 


Quantity-distance class 
Storage compatibility group--- H 
B 


mE (02) 1.8 


DOT shipping class --------------- 

DOT designation ------------------ AMMUNITION 
FOR CANNON 
WITH SMOKE 
PROJECTILES 

DODAC ------------------------------ 1320-D528 

UNO serial number -------------- 246 


UNO proper shipping name --- Ammunition, 


smoke, white 


hosphorus 
Drawing number ------------------ 15-12-259 
Top packaging drawing 
number ----------.-- en 8837839 
WEIGHT ZONES 


Loaded Projectile (w/o fuze, w/o plug) 




















Pounds 

Zone Over Upto & Incl Marking 

2 99.1 100.4 Cej Се] 

3 100.2 101.5 Ce] Ce) Co] 

ña 101.1 102.8 Ca Се) 

5 102.4 103.7 [9C 9] Cal Ce) 

6 103.5 104.8 fe} Ce) Cel Ce} Ce1 CO 
Ballistics: 


Howitzer, Self-Propelled, M109 (M126A1)** 


Howitzer, Towed, M114A2 


Muzzle Max 
Velocity Range 
Charge (mps) (m) 
*1, M3Al, green bag 200.0 3640 
*2, M3A1, green bag 224.5 4570 
3, M3A1, green bag 253.9 5590 
4, M3A1, green bag 293.5 7060 
5, M3A1, green bag 349.5 9050 
3, M4A2, white bag 334.2 6490 
4, M4A2, white bag 310.1 7720 
5, M4A2, white bag 363.5 9420 
6, M4A2, white bag 445.0 11730 
7, M4A2, white bag 535.2 14320 
Howitzer, Self-Propelled, M109A2/M109A3, 
M109A4*** (M185) 
Muzzle Max 
Velocity Range 
Charge mps m 
*1, M3Al, green bag 180.9 2980 
*2, M3Al, green bag 216.0 4220 
3, M3A1, green bag 263.0 5940 
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4, M3A1, green bag 304.1 7500 
5, M3A1, green bag 358.3 9330 
3, M4A2, white bag 297.5 7230 
4, M4A2, white bag 337.0 8630 
5, M4A2, white bag 386.0 10080 
6, M4A2, white bag 460.0 12150 
7, M4A2, white bag 546.5 14650 
8, M119/M119A1, 

white bag 650.0 17740 
7, M119A2, red bag 660.0 17740 





Howitzer, Self-Propelled, M109A5, M109A6 
(М284)**** 


“Firing below charge 3 may result in stickers 
when fired in M185 and M199 cannons (for 
M825 only). 


“#Piring tables for M825A1 are under prepara- 
tion. For the M825 use FT 155-ADD-S-O- 


««*Refer to FT 155-ADD-Q-O for corrections 
to FT 155-AN-1 for the M825/M825A1. 


****Firing Tables are under preparation. 


Howitzer, Towed - M198 (M199 Cannon) 


Muzzle Max 

velocity Range 

Charge (mps) (m) 
Propelling Charge - Green bag 
M3A1 МЗ 

3G 261.9 257.9 2980 

4G 303.6 301.6 4220 

5G 358.1 356.1 5940 


Propelling Charge - White bag 


M4A2 МАА 

3W 2852 285.2 7230 

4W 326.5 324.5 8630 

5W 381.3 378.3 10080 

6W 460.7 455.7 12150 

TW 546.2 543.2 14650 
Propelling Charge - M119/M119A1 

8 655.8 17740 
Propelling Charge - M119A2 - Red Bag 

7 660.0 17740 
Propelling Charge - M203 - Red Bag 

85 797.0 22400 
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Limitations: 


Firing the M825 projectile below charge 3 
in the M185 or the М199 cannons may result in 
stickers, M825 projectiles are restricted to fir- 
in below 950 mils elevation with the M203 pro- 
pelling charge in the M199 cannon. Firing this 
combination at elevations exceeding 950 roils 
may result in short rounds. The restrictions 
imposed on the M825 do not apply to the 
M825Al. Do not remove the obturator band 


3-168 


URVIV ALEB OOKS : COM 


from the M825/M825A1. Presence of the obtura- 
tor is essential for proper firing. 


References: 


TM 9-1300-25 1-20 
TM 9-1300-251-34 
TM 9-1025-220-12&P 
TM 9-1025-211-10 
TM 9-2350-311-10 
TM 9-2350-314-10 
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TM 43-0001-28 


PROJECTILE, 155MM: EXTENDED RANGE, DP, M864 






INNER 
WEATHER SEAL 


OUTER 
WEATHER SEAL 


31.54 MAX 


Type Classification: 


Standard: MSR 01886009 


Use: 


The M864 projectile is used to deliver dual pur- 
pose armor defeating and antipersonnel grenades at 
ranges beyond the capability of the M483A1 projectile or 
when the M483A1 is not available. 


Description: 


The Projectile, 155ММ: HE, M864 is of the sepa- 
rate loading type. The fuze, propelling charge, and 
primer are handled and loaded separately. The projectile 
contains a total of the 72 dual-purpose grenades (48 each 
M42 and 24 each M46). A base burner assembly con- 
taining 2.6 pounds of HTPB-AP propellant is assembled 
to the base of the projectile body. This propellant is 
ignited by the propelling charge when the weapon is 
fired. The projectile is assembled with a universal lifting 
plug which is replaced by an MTSQ or ET fuze prior to 
loading the projectile in the weapon. 


PLUG ASSEMBLY, 
UFTING, UNIVERSAL 


ASSEMBLY | PACKING, PREFORMED 
" RING 


“0 


SPACER 





U 
AR 4092 


Functioning 


When the primer is fired, the flash ignites the pro- 
pelling charge producing gases which force the spin-sta- 
bilized projectile out of the gun. This also ignites the pro- 
pellant in the base burner unit. The gases expelled from 
the base burner unit greatly reduce drag directly behind 
the base, thus increasing the projectile's range. For nor- 
mal usage, the expulsion charge is contained in a cavity 
in the nose of the projectile to eject the grenades. If 
desired, this expulsion charge may be replaced by a spot- 
ting charge designed to detonate the entire projectile as if 
it were a bulk-loaded HE projectile. The copper rotating 
band near the base of the projectile is protected during 
storage and handling by a removable plastic grommet. 
The M46 grenades have stronger bodies to carry the set- 
back load at the rear when fired. The fuze (set to function 
at a predetermined time in flight) initiates the expulsion 
charge ejecting the entire grenade load from the rear of 
the projectile. Centrifugal force disperses the grenades 
radially from the projectile line-of-flight. The M42 and 
M46 grenades are ground-burst submissiles which 
explode on impact. With the alternate loading of the 
spotting charge instead of the expulsion charge, the func- 
tioning of the fuze detonates the entire projectile over the 
target, permitting observation of the projectile fuze func- 
tioning in relation to the target. 
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Projectile: 
Type -------- HE 
Weight ----------------------------- 102.0 Ib 
Length w/fuze ----------------------------- 36.23 in. 
Body material -------------------- Forged steel 
Color---------------------------------- Olive drab w/yel- 
low diamonds and 
markings 
DODAC --------------------------- 1320-D864 
UNO serial number -------------- 01 


UNO proper shipping name----- Projectiles 


Filler and weight: 
Number of grenades: 
M4 


2 ------------------------------ 48 
M46 ------------------------------ 24 
Explosive, Comp AS, 
each grenade --------------------- 30.5 gm 
Explosive, Comp A5, 
each projectile 77777 4.81 1b 
Expulsion charge ---------------- M10 propel- 
lant, 105 gm 
Propellant. base burner ---------- HTPB-AP propel- 
lant 2.6 Ib 
Net explosive content ------------ TA lb 
Components: 
Propelling charges --------------- MA series, M119, 
M119A1,M119A2 
M203, M203A1 
Primer ------------------------------------- Percussion M82 
(MK2A4 for 
M114A2 weapon 
only), 
Fuze -------------------------------- MTSQ,M577 


series ET, M762 


Temperature Limits: 





Firing: А | 
Lower limit === -60'F (-51°C) 
Upper limit ------------------------- 145°F (+62.5°C 

Storage: a o 
Lower limit 5-559 -60 F C51 C) 
Upper limit een +160 F (471 C) 

*Packing -------------------------- Pallet projectiles 
Pallet: 

Weight (loaded) ------------------ 870 Ib 

Dimensions ----------------------- 39-3/8x 29 x 14-1/2 
in. 

Cube ------------------------------- 9.7 cu ft 


*NOTE: See DOD Consolidated Ammunition Catalog 
for complete packing data including NSNs. 
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Shipping and Storage Data: 





Hazard class/division and 


storage compatibility group ----- : 
DOT c an ------ Cine abe 
DOT marking ------------------------ EXPLOSIVE PRO- 
JECTILES 
DODAC ------------------------------- 1320-D864 
UNO serial number ----------------- 0168 
UNO proper shipping name ------- Projectile 
Drawing number -------------------- 9381131 
Top packaging drawin 
и Pod: ---------- as SE 8837839) 
DOT registration number ---------- EX-8905282 
(wood container) 
EX-9206043 


(metal container) 


Shipping and Storage Data: 





Charge,Spotting,Projectile 


UNO serial number -------------- 0060 
Hazard class/division and 
storage compatibility group -- 1.1р 


DOT class-------------------------- Class A explosive 

DOT marking ----------------------- CLASS A SUP- 
PLE-MENTARY 
CHARGE 
(EXPLOSIVE)- 
HANDLE CARE- 
FULLY 

DODAC ---------------------------- 1320-D003 

UNO serial number -------------- 0060 

Drawing number------------------ 9272016 


Packaging drawing number ----- 92773539 


WEIGHT ZONES 
Loaded Projectile (w/o fuze, w/o plug) 





Pounds 
Zone Over Up to & Incl Marking 
2 99.1 100.4 [e][e] 
3 100.2 101.5 [e][e][e] 
4 101.1 102.8 (ele Te] 
5 102.4 103.7 [e]e]e Te] [e] 
6 103.5 104.8 

[elele Te lle e] 

Ballistics: 


Howitzer, Self-Propelled, M109A2/A3 
(MI85 Cannon:) 


Muzzle Max 

velocity range 
Charge (mps) (m) 
TWB, M4A2 550 17180 
8WB, М119А1 671 22000 
TRB, M119A2 671 22000 
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CARTRIDGE, 60 MILLIMETER: HE, M49A3 (M49A2E 1) AND M49A2 












IGNITION CARTRIDGE 


PROPELLANT en 
: CHARGE 


Type Classification: 





M49A3: Std AMCTC 6632, dtd 1969. 
M49A2: Std OTCM 37119, dtd 1959. 


Use: 


This cartridge is fired in 60mm mortars 
M2 or M19 for use against personnel and mate- 
riel, providing both fragmentation and blast 
effect. 


Description: 


The complete round consists of a projec- 
tile body a point-detonating fuze (staked), a fin 
assembly, four increments of propellant charge, 
an ignition cartridge, and a percussion primer. 
The projectile body is of pearlitic malleable iron 
(PMD, and is threaded internally at the nose to 
accept the fuze and at the base to accept the fin 


9.61 MAX 





PROPELLANT INCREMENT 
CHARGE 






INCREMENT HOLDER 


AR199518: 


HE CHARGE 


GAS CHECK BAND 
Ja BODY 
m 
PD FUZE 
AR199617 


assembly. The body is filled with Composition B 
high explosive. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The flash 
from the primer ignites the ignition cartridge, 
and the cartridge ignites the propellant charge. 
Rapidly expanding gases from the burning pro- 
pellant expel the projectile from the mortar 
tube and propel it to the target. The projectile 
is fin-stabilized in flight. The point-detonating 
fuze functions on impact, detonating the fuze 
booster charge and, in turn, the high explosive 
charge. The high explosive charge shatters the 
projectile body, producing near optimum frag- 
mentation and blast effect at the target. 
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Difference Between Models: 


The projectile body of the M49A2 is of 


forged steel and is filled with flaked TNT. 
Tabulated Data: 


Complete round: 


e ———— 
Weight w/fuze -------------------- 3.07 Ib 
Length w/fuze -------------------- 9.61 in 
Projectile: 
Body material: 
M49A3 _ --------------------------- Cast PMI 
M49A2 --------------------------- Forged steel 
Color emmm Olive drab 
w/yellow 
markings 
Filler and weight: 
M49A3 _ --------------------------- Comp B, 
0.42 Ib 
М4942 ------------------- TNT, 0.34 Ib 
Components: 
Ignition cartridge --------------- M5A1 
Propellant charge --------------- M3A1 
Percussion primer --------------- M32 
Fin assembly --------------------- M2 
у РО, М525 
ѕегіеѕ 
РО, М717 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40*F (-40°С) 
Upper limit ------------------------ +125°F 
(451.7°C) 
Storage: 
Lower limit ------------------------ -80°F (for 
period not 
more than 3 
days) (-62.2°C) 
Upper limit ------------------------ +160°F (for 
period not 
more than 4 
hr/day) 
(+71.1°C) 


*Packing: One round in fiber container, 10 con- 
tainers in wooden box. 


*Packing Box: 
Weight ------------------------------ 49 Ib 
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Dimensions ----------------------- 17-9/16 x 12- 
1/8 x 8-7/32 in. 
Cube ---------------—-—-------——----——- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 

Quantity-distance dass ---------- (08) 1.2 

Storage compatibility group ---- E 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ------------------- 1310-B632 

Drawing number ------------ 9207925 

Ballistics: 

Muzzle 
Velocity Maximun Range 

Charge (fps) (yd) (m) 

0* 189 332 303 

1 292 784 716 

2 377 1204 1101 

3 449 1594 1458 

4 518 1978 1809 


“Charge O is the ignition cartridge only; Charge 
lis the an cartridge and one increment 
charge; Charge 4 is the ignition cartridge and 4 
increment charges. 


Limitations: 


Although this cartridge is safe for firing 
at standard temperatures, excessive pressure 
may develop at Charge 4 below 0%F. Maximum 
allowable rate of fire: 30 rounds-per-minute for 
periods not exceeding one minute; 18 rounds- 
per-minute for periods not exceeding 4 min- 
utes; 8 rounds-per-minute indefinitely. 


References: 
FM 23-90 


TM 9-3071-1 
TM 9-1015-215-10 
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CARTRIDGE, 60 MILLIMETER: HE, M49A4 (M49A2E2) 





11.59 MAX 

















IGNITION 
CARTRIDGE 





INCREMENT HOLDER 


Type Classification: 


CON MSR 11756003 (M49A4) 
OBS MSR 11756003 (M49A2) 





Use: 


This cartridge is fired in 60mm mortars 
M2 and M19 for use against personnel and light 
materiel, providing both fragmentation and 
blast effect. 


Description: 


The complete round consists of a projec- 
tile body a point-detonating fuze (staked), a fin 
assembly with a 2 inch extension! four incre- 
ments of propellant charge, an lgnition car- 
tridge, and a percussion primer. The projectile 
body is of forged steel or pearlitic malleable 
iron (PMI), and is threaded internally at the 


FIN EXTENSION "^ 


FIN ASSEMBLY M2 e INCREMENT CHARGE 


AR199516 


PROPELLANT INCREMENT CHARGE 


EXPLOSIVE FILLER 


NG CHECK BAND 






BOOSTER 





PD FUZE 


\ PROJECTILE BODY AR 199515 


nose to accept the fuze and at the base to 
accept the fin extension. The body is filled with 
Composition B high explosive. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The flash 
from the primer ignites the ignition cartridge, 
and the cartridge ignites the propelling charge. 
Rapidly expanding gases from the burning pro- 
pellant expel the projectile from the mortar 
tube and propel it to the target. The projectile 
is fin-stabilized in flight. The point-detonating 
fuze functions on impact, detonating the fuze 
booster charge and, in turn, the Composition B 
high explosive. The bursting charge shatters 
the projectile body, producing near optimum 
fragmentation and blast effect at the target. 


4-5 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


Tabulated Data: Cube --------------------------------- 1.4 cu ft 


Complete round: *NOTE: See DOD Consolidated Ammunition 





Type mm HE Catalog for complete packing data including 
Weight WITUZe -------------------- 3.25 Ib NSN's. 
Length w/fuze -------------------- 11.59 in. 
Projectile: Shipping and Storage Data: 
Body material -------------------- Forged steel 
or cast PMI UNO serial number ---------------- 0321 
Color  -------------------------------- Olive drab Quantity-distance class ---------- (08) 1.2 
w/yellow Storage compatibility group ---- 
markings DOT shipping dass --------------- 
Filler and weight ---------------- Comp B, DOT designation ------------------- AMMUNI- 
0.42 Ib TION FOR 
Components: CANNON 
Ignition cartridge --------------- M5A2 WITH 
Propellant charge --------------- M181 EXPLOSIVE 
Percussion primer -------------- M32 PROJ EC- 
Fin assemby --------------------- M2 plus TILES 
extension DODAC ------------------ 1310-B 632 
Faze --------------------------------- PD, M525 Drawing number ------------------- 9220179 
series; PD, 
M717; PD Ballistics: 
M935 
Muzzle 
Temperature Limits: Velocity Maximum Range 
u Charge (fps) (yd) (m) 
Firing: =e оо о о оу о о о э an m 
Lower limit -------- -40°F (-40°C) 0 169 280 256 
Upper limit ------------------ +125°Е 1 247 700 639 
(-51.7°C) 2 373 1163 1069 
Storage: 3 450 1587 1452 
Lower limit ------- -80°F (for 4 520 1985 1814 
period not 
more than 3 *Charge 0 is the ignition cartridge only; 
days) (-62.2°C) Charge 1 is the ignition cartridge and one 
Upper limit ------------------ +160°F (for increment charge: Charge 4 is the ignition 
period not cartridge and 4 increment charges. 
more than 4 
hr/day) Limitations: 
(+71.1°С) 

*Packing ------------------------------ 1 round їп Excessive short rounds may occur when 
fiber con- this round is fired at temperatures below OPF. 
tainer; 12 con- Maximum allowable rate of fire: 30 rounds-per 
tainers in minute for periods not exceeding 1 minute, 18 
wooden box rounds-per-minute for periods not exceeding 4 

minutes, 8 rounds-per-minute indefinitely. 

“Packing Box: 

Weight ------------------------------ 55.5 Ib References: 
Dimensions ----------------------- 16-1/16 x 13- 50 
5/8 х 11-5/16 ЕМ 23-90 
іп. ТМ 9-3071-1 


ТМ 9-1015-215-10 
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TM 43-0001-28 


CARTRIDGE, 60 MILLIMETER: HE, M49A5 (M49A4E 1) 





14.71 MAX 








FIN 
ASSEMBLY 














IGNITION 
CARTRIDGE 










Pd 
<4 


П Z 
REE NG 







PROPELLANT 
INCREMENTS 


Type Classification: 


Use: 


This cartridge is used against personnel 
and light materiel, providing both fragmenta- 
tion and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a fin assembly two increments of pro- 
pellant charge, and an ignition cartridge with a 
p primer. The alloy steel projectile 

ody is internally threaded at the nose to 
accept the fuze, externally threaded at the base 
to accept the fin assembly and grooved to hold 
the Delrin obturating ring. The body is loaded 
with Composition B high explosive. 


HIGH 
EXPLOSIVE CHARGE FUZE 


AR199514 


OBTURATING 
RING 


FUZE BOOSTER 
CHARGE 


PROJECTILE 
BODY 








AR199513 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The flash 
from the primer ignites the ignition cartridge, 
and the cartridge ignites the propellant charge. 
Rapidly expanding gases from the burning pro- 
pellant expel the projectile from the mortar 
tube and propel it to the target. The projectile 
is fin-stabilized in flight. The point-detonating 
fuze functions on impact, detonating the fuze 
booster charge and, in turn, the Composition B 
high explosive. The bursting charge shatters 
the projectile body producing near optimum 
fragmentation and blast effect at the target. 
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Tabulated Data: “Packing ------—------------------------ 1 round in 
fiber con- 
Complete round: tainer, 8 con- 
Туре eMe HE tainers in 
eight w/fuze ------ 3.90 Ib metal box; 2 
Length w/fuze -------- 14.71 in. metal boxes 
Cannon used with --------------- M19 in wirebound 
Projectile: box 
Body material -------------------- Alloy steel *Packing Box: 
Color -------------------------------- Olive drab Weight ------------------------------ 100 Ib 
w/yellow Dimensions ----------------------- 
markings Cube ----------------------.---------. 2.0 cu ft 
Filler and weight ---------------- Comp B, 
0.79 Ib “NOTE: See DOD Consolidated Ammunition 
Components: Catolog for complete packing data including 
Ignition cartridge --------------- M702 NSN's. 
Propellant charge --------------- M204 
Percussion primer -------------- M35 Shipping and Storage Data: 
Fin assembly --------------------- M25 
Fuze ---------------------..--.-...--. PD, M935 UNO serial number ---------------- 0321 
Quantity-distance class ---------- (08) 1.2 
Temperature Limits: Storage compatibility group ---- E 
DOT shipping class ---------------- A 
Firing: DOT designation ------------------- AMMUNI- 
Lower limit ------------------------ —40*F (-40°С) TION FOR 
Upper limit ------------------------ +125 °F CANNON 
(+51.7°C) WITH 
Storage: EXPLOSIVE 
Lower limit ------------------------ -65°F (for PROJEC- 
period not TILES 
more than 3 DODAC ------------------------------- 1310- 
days) (-53.8°C) Drawing number ------------------- 9241292 
Upper limit ------------------------ +160°F (for 
period not References: 
more than 4 
hr/day) FM 23-90 
(+71.1°C) TM 9-3071-1 


TM 9-1015-215-10 
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CARTRIDGE, 60 MILLIMETER: HE, M720 


14.84 MAX 





M27 FIN PROPELLANT CHARGE 
M204 


Type Classification: 





Std MSR 01786006. 
Use: 


This cartridge is fired in the 60mm M224 
mortar in the Lightweight Company System. It 
is used against troops (either in the open or in 
foxholes), light vehides, light bunkers and simi- 
lar targets. 


Description: 


The complete round consists of a projec- 
tile body, a multi-option fuze, a fin assembly 
four increments of propellant charge, ignition 
cartridge and obturating ring. The projectile 
body is of alloy steel and is threaded internally 
at the nose to accept the fuze and at the base to 
accept the fin assembly. The body is filled with 
Composition B high explosive. 


WARNING: 
MORTAR MI9 USE NO MORE THAN 


COMP B FILLER 










WHEN FIRING IN 60MM 


TWO CHARGES 
MULTI-OPTION 
FUZE M734 






OBTURATING RING AR 101716; 


When the cartridge is loaded, it slides 
down the mortar tube. The firing pin at the 
bottom of the tube initiates the primer. The 
flash from the primer ignites the ignition car- 
tridge which in turn ignites the propellant 
charge. Rapidly expanding gases from the burn- 
ing propellant expand the obturating ring, accel- 
erating the cartridge and propelling it in flight. 
Stabilization in flight is accomplished by aero- 
dynamic and spin action of the fin assembly. 


Tabulated Data: 


Complete round: 


ск НЕ 
Weight w/fuze -------------------- 3.75 Ib 
Length w/fuze -------------------- 14.84 in. 
Cannon used with --------------- M19, M224 
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Projectile: 
Body material -------------------- Alloy steel 
Color ----- Olive drab 
Filler and weight ---------------- Comp B 
0.42 Ib 
Components: 
Ignition cartridge --------------- M702 
Propellant charge --------------- M204 
Percussion primer -------------- M35 
Fin assembly --------------------- M27 
Faze ---------------------------------- Multi-Option 
M734 
Temperature Limits: 
Firing: 
Lower limit ----------------------- -50°F Е15.6°С) 
Upper limit ------------------------ +145 
(+62.8°C) 
Storage: 
Lower limit ----------------------- -80°F (for 
period not 
more than 3 
days)(-62.2°C) 
Upper limit ------------------------ +160°F (for 
period not 
more than 
Ahr/day) 
(+71.1°C) 
#Packing ------------------------------ 1 round in 
fiber con- 


tainer; 8 fiber 
containers in 
metal con- 
tainer; 2 
metal contain- 
ers in wire- 


bound box 
*Packing Box: 
Weight _---------------------------- 112 Ib 
Dimensions ----------------------- 14-15/16 x 13- 
3/16 x 17-3/4 


in. 
Cube --------------------------------- 2.1 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 





UNO serial number ---------------- 0321 
Quantity-distance dass ---------- (08) 1.2 
Storage compatibility group ---- E 
DOT shipping class ---------------- A 
DOT marking ----------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 
DODAC ---------------- 1310-B642 
Drawing number ------------------- 9275526 
Ballistics: 
Muzzle Minimum Maximum 
Velocity Range Range 
Charge (fps) (m) (m) 
0* 210 70 400 
1 415 250 1340 
2 560 350 2150 
3 680 500 2890 
4 810 650 3490 


“Charge 0 is the ignition cartridge only; 
Charge 1 is the ignition cartridge and one 
propellant charge: Charge 4 is the ignition car- 
tridge and 4 propellant charges. 


Limitations: 


Do not tire the M720 cartridge in the 
M19 mortar above propellant charge 2. 

Do not fire the M720 cartridge with 
charge greater than 1 in the hand held mode. 


References: 


FM 23-90 

TM 9-1010-223-10 
TM 9-1015-215-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-3071-1 
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CARTRIDGE, 60 MILLIMETER: ILLUMINATING, M721 


a 16.58 MAX. 
| 3 








FIN 
ASSEMBLY 


©з, NG, NO, Ny 
NO AP AS 
w 


IGNLTLON 







E KITI smt | AD + a y 
CARTRIDGE ec {= 
(W/PRIMER) (UE канады LM QN ae P ла 


ita s 


PROPELLING 


RCE 
PHARES RING 


Type Classification: 
Std Sep '87 





Use: 


This cartridge is an illumination round for 
the 60mm M 224 mortar and is used for laminat- 
ing a desired point or area. 


Description: 


The cartridge has a mechanical time super- 
quick fuze with an expulsion charge, a can- 
dle/parachute assembly a four increment propel- 
ling charge, and an ignition cartridge. The 
round provides 400,000 average candlepower 
illumination for about 40 seconds. 


Functioning: 


Loaded fin-end first into the mortar bar- 
rel, the cartridge slides down the barrel and 
strikes the firing pin. The ignition cartridge 
functions and ignites the propelling charge. 
Combustion gases from the ignition cartridge 
and propelling charges propel the cartridge out 
of the barrel. At a pre-set time the fuze func- 
tions in flight. The expulsion charge ignites 
and ejects the candle assembly. A spring ejects 








OBTURATING 


SPRING PARACHJTE EXPULSION 


PARACHUTE ASSEMBLY FUZE 











EXPULSIUN 
CHARGE 





САМЈІЕ 
ASSEMBLY 


SHEAR PINS 


AR 4022 


the parachute from the tail cone. The para- 
chute opens, slowing the descent of the burning 
candle which illuminates the target. 


Tabulated Data: 





Complete Round: 


Туре m Illumination 
Weight ee 3.76 Ib 
(1.71 ko) 
Length ------------------------------ 16.58 max. 
Projectile 
Material  ---------------------------- 
Color -------------------------------- White w/black 
markings 
Filler -------------------------------- Illuminating 
Assembly 
Components: 
Ignition cartridge --------------- M702 
Fin assembly --------------------- M27 
FUZE  --------------------------------- MTSQ, M776 
(DM 93) 
Propelling charge --------------- M 204 
Drawing number -------------------- 9345338 
Maximum range ------------------ 3490 m 
(11,450 ft) 
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Temperature Limits: *Packing ------------------------------ 1 cartridge per 
fiber con- 
Firing: tainer; 8 con- 
Lower menu -50°F poo tainers per 
Upper ------------------------------- +145° metal box; 2 
(+62.8°C) metal boxes 
Storage: per wirebound 
Lower --------------------- -50°F (-45.6°C) box. 
for a period of *Packing Box: 
not morethan Weight ------------------------------ 112 Ib 
3 days . (50.80 kg) 
Upper --------------------- +160°F Dimensions ----------------------- 14-15/16 x 
(+71.1°C) for 13-3/16 x 20 
a period of not in. (37.94 x 
more than 33.50 x 50.8 
Ahr/day cm) 
Cube -----------------------------——- 2.3 cu ft 
Shipping and Storage Data: (0.07 cu m) 
DODAC ----------------------- 1310-B647 
UNO serial number ---------------- 0171 
DOD hazard dass ------------------ (08) 1.2 *NOTE: See DOD Consolidated Ammunition 
Storage compatibility group ---- G Catalog for complete packing data including 
DOT shipping class ---------------- A NSN's. 
DOT designation ------------------- AMMUNI- 
TION FOR Limitations: 
CANNON 
WITH The M721 cartridge cannot be fired above 
ILLUMINA- Charge 2 in the М 19 mortar. Do not fire below 
TING Charge 1. 
PROJ EC- 
TILES References: 


TM 9-1010-223-10 
DOD Consolidated Ammunition Catalog 
AMC-P 700-3-3 
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CARTRIDGE, 60 MILLIMETER: SMOKE (W), M722 


14.84 MAX. —_ ee l_= 




























FIN ASSEMBLY WHITE d FILLER 

FUZE 
IGNITION RAS PK С Аат 
CARTRIDGE 5 ==]! en JI 

ET RD KA CX SSS СОГД eas 
BURSTER 
PROPELLING BAM CHARGE U 
kabag AR 4023 
Type Classification: WP filler. The WP produces smoke upon expo- 
sure to the air. 

Std Oct '87 

Tabulated Data: 
Use: —————O 
Complete Round: 

This cartridge is a smoke round for the Type --------------------------------- Smoke 
60mm M 224 mortar and is used for spotting pur- Weight ------------------------------ 3.75 Ib 
poses. (1.70 kg) 

Length ------------------------------ 14.84 in. 
Description: (37.69 cm) 
max. 

The cartridge has a po nt- pa ty fuze, Projectile: 

a burster charge, white phosphorus (WP ) filler, Material ---------------------------- Steel 

a thin walled shell, fin assembly, a four incre- Color -------------------------------- Light green 

ment propelling charge and an ignition car- w/red mark- 

tridge. ings and one 
yellow band 

Functioning Filler --------------------------------- White phos- 
phorus 

Loaded fin-end first into the mortar bar- Components: 
rel, the cartridge slides down the barrel and Ignition cartridge -------------- M 702 
strikes the firing pin. The ignition cartridge Fin assembly --------------------- M27 
functions and ignites the propelling charge. Fuze --------------------------------- PD M745 
Combustion gases from the ignition cartridge Propelling charge --------------- M204 
and propelling charges propel the cartridge out Drawing number ------------------- 12902791 
of the barrel. On impact, the fuze functions. Maximum range --------------------- 3490 m 


The fuze initiates the burster charge. The 
burster charge ruptures shell and disperses the 
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Temperature Limits: 





Firing: 
Lower 


Lower 


Shipping and Storage Data: 
UNO serial number ---------------- 


DOD hazard class 
Storage compatibil 


ity group ---- 


DOT shipping dass ---------------- 


DOT designation 


“Packing 


-50°F (-45.6°C) 
145°F 
(+62.°C) 


-50°F (-45.5°C) 
for a period of 
not morethan 


for a period 
of not more 
than 4 hr/day 


0246 
1.3 
H 

B 


AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 
1 cartridge 
per fiber con- 
tainer: 8 con- 
tainers per 
metal box: 2 
metal boxes 
er wirebound 
Ох 


“Packing Box: 

Weight ------------------------------ 112 Ib 

Dimensions ----------------------- 14-15/16 x 
13-3/16 x 
17-3/4 in. 
(37.94 x 33.50 
X 45.09 cm) 

Cube --------------------------------- 2.0 cu ft 
(0.06 cu m) 


DODAC ee 1310-B646 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Limitations: 


The M722 cartridge cannot be fired above 
Charge 2 in the M19 mortar. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will re-solidify with void space in 
normal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 
TM 9-1010-223-10 


DOD Consolidated Ammunition Catalog 
AMC-P 700-3-3 
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CARTRIDGE, 60 MILLIMETER: HE, M888 





Type Classification: 
Std LCC-A-MSR 04836008. 


Use: 


This cartridge is fired in the 60mm M224 
mortar in the nun Company System. It 
is used against personnel and light materiel, pro- 
viding both fragmentation and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a fin assembly, four increments of pro- 
pellant charge, and an ignition cartridge with a 
E primer. The alloy steel projectile 

ody is internally threaded at the nose to 
accept the fuze, externally threaded at the base 
to accept the fin assembly and grooved to hold 
the Delrin obturating ring. The body is loaded 
with Composition B high explosive. 


Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
Ing pin in the base cap of the mortar. The flash 


from the primer ignites the propellant charge. 
Rapidly expanding gases from the burning pro- 
pelant expel the projectile from the mortar 
tube and propel it to the target. The projectile 
is fin-stabilized in flight. The point-detonating 
fuze functions on impact, detonating the fuze 
booster charge and, in turn, the Composition B 
high explosive. 


Tabulated data: 





Complete round: 


Type -----—---—-Meese-. HE 
Weight w/fuze -------------------- 3.90 Ib 
Length w/fuze -------------------- 14.71 in. 
Cannon used ---------------------- M224 
Projectile: 
Body material -------------------- Alloy steel 
Color -------------------------------- Olive drab 
w/ yellow 
markings 
Filler and weight ---------------- Comp B, 
0.79 lb 
Components: 
Ignition cartridge --------------- M702 
Propellant charge -------------- M204 
Percussion primer -------------- M35 
Fin assembly --------------------- M27 
Fuze -------------------------------- PD, M935 
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Temperature Limits: “NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
Firing: NSN's. 
Lower limit ------------------------ -50°F (-45.6°C) 
Upper limit ------------------------ +145°F Shipping and Storage Data: 
(+62.8°C) 
Storage: UNO serial number ---------------- 0321 
Lower limit ------------------------ -80°F (for Quantity-distance class --------- (08) 1.2 
period not Storage compatibility group --- E 
more than 3 DOT shipping class ---------------- A 
days) (-62.2°С) DOT designation ------------------ AMMUNI- 
Upper limit ------------------------ +160°F (for TION FOR 
period not CANNON 
more than WITH 
4/hr day) EXPLOSIVE 
(+71.1°C) PROJEC- 
“Packing ------------------------------ lround in TILES 
fiber con- DODAC ------------------------------- 1310-B643 
tainer; 8 fiber Drawing number ------------------ 9354430 
containers in 
metal box, 2 Limitations: 
metal boxes in 
wirebound box When firing in 60mm mortar M19 or M2 
“Packing box: use no more than two (2) charges. 
Weight ------------------------------ 112 lb 
Dimensions ----------------------- 14-15/16 x 13- References: 
3/16 in. x 17- 
3/4 in. FM 23-90 
Cube -------------------------—-------- 2.1 cu ft TM 9-3071-1 
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CARTRIDGE, 60 MILLIMETER: TARGET PRACTICE, M50A3 (M50A2E 1) 









PERCUSSION 
PRIMER 






IGNITION 
CARTRIDGE 








Мнн EXTENSION э... 
INERT FILLER 


EIL HOLDER 
PROPELLANT 
INCREMENT CHARGE 


Type Classification: 


C & T AMCTC 6632, dtd 1969. 





Use: 


This cartridge is fired in 60mm mortars 
M2 and M 19 for target practice and contains a 
spotting charge for observation. 


Description: 


The complete round consists of a projec- 
tile body, a point-detonating fuze, a fin assem- 
bly with a 2 inch extension, four increments of 
propellant charge, and an ignition cartridge 
with a percussion primer. The projectile body is 
of forged steel or pearlitic malleable iron (PMI), 
and is threaded internally at the nose to accept 
the fuze and at the base to accept the fin ex- 
tension. The body is loaded with an inert plas- 


11.61 MAX 


PROJECTILE 
BODY 





AR199512 











PD a] 


ОРЕ 
LPS. 


SPOTTING PELLET 


GAS CHECK BAND . AR199511 


ter filler to simulate the weight and ballistic 
characteristics of a high explosive cartridge. A 
pellet of black powder for a spotting charge is 
loaded in a cavity just below the booster casing 
of the fuze. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
Ing pin in the base cap of the mortar. The flash 
from the primer ignites the ignition cartridge, 
and the cartridge ignites the propellant charge. 
Rapidly expanding gases from the burning pro- 
pellant expel the projectile from the mortar 
tube and propel it to the target. The projectile 
is fin-stabilized in flight. The point-detonating 
fuze functions on impact, detonating the fuze 
booster charge and the spotting charge. 
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Tabulated Data: 


Complete round: 
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“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Type «ce TP 
Weight w/fuze «eene 03.15 Ib Shipping and Storage Data: 
Length w/fuze -------------------- 11.61 in. 
Projectile: UNO serial number ---------------- 0321 
Body material ------------------- Forged steel Quantity-distance class ---------- (08) 1.2 
or cast PMI Storage compatibility group ---- E 
Color  -------------------------------- Blue w/white DOT shipping dass ---------------- A 
markings and DOT designation ------------------- AMMUNI- 
brown band TION FOR 
Filler and weight ---------------- Inert, 0.29 Ib CANNON 
Spotting charge ------------------ Black powder, WITHEX- 
0.55 Ib PLOSIVE 
Components: PROJ EC- 
Ignition cartridge --------------- M5A1 TILES 
Propellant charge --------------- M181 DODAC ---------------- 1310-B 634 
Percussion primer -------------- M32 Drawing number ------------------- 9220383 
Finassemby --------------------- M2 plus 
extension Ballistics: 
Fuze --------------------------------- PD, M525 
series; PD, Muzzle 
M935 Velocity Maximum Range 
Charge fps d m 
Temperature Limits: x a Ya = 
1 247 700 639 
Firing: 2 373 1163 1069 
Lower limit ----------------------- -40°F (-40°C) 3 450 1587 1452 
Upper limit ------------------------ +125°F 4 520 1963 1814 
(+51.7°C) =< 
Storage: *Charge O is the ignition cartridge only; Charge 
Lower limit ------------------------ -80°F (for 1 is the ignition cartridge and one increment 
period not charge; Charge 4 is the ignition cartridge and 4 
more than 3 increment charges. 
days) (-62.2°C) 
Upper limit ----------------------- +160°F (for Limitations: 
period not 
more than 4 Excessive short rounds may occur when 
hr/day) this round is fired at temperatures below OPF. 
(+71.1°C) Maximum allowable rate of fire: 30 rounds-per- 
*Packing ---------------- 1 round in minute for periods not exceeding 1 minute; 18 
fiber con- rounds-per-minute for periods not exceeding 4 
tainer; 10 con- minutes; 8 rounds-per-minute indefinitely. 
tainers in 
wooden box References: 
*Packing Box: 
Weight ------------------------------ 49.0 Ib TM 9-3071-1 
Dimensions ----------------------- 17-9/16 x 12- TM 9-1015-215-10 
1/8 x 8-7/32 in. 
Cube --------------------------------- 1.3 cu ft 
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CARTRIDGE, 60 MILLIMETER: TRAINING, M69 


7.72 MAX 





PRIMER, 
"PERCUSSION: M32 


CARTRIDGE, 
IGNITION: M5A1 


а ГИ 






| kad LLOW 


CARTRIDGE, IGNITION: M4 


Type Classification: 
Std OTCM 37119, dtd 1959. 
Use: 


This cartridge is used for training in the 
loading and firing of 60mm mortars M2 and 


Description: 


Unlike other mortar ammunition, the com- 
ponents of this round are issued separately. 
This facilitates replacement of damaged, worn, 
or expended parts. The complete round con- 
sists of an inert projectile, a fin assembly, an 
ignition cartridge, and a percussion primer. 
The pear-shaped, cast iron projectile has no pro- 
vision for a fuze and is internally threaded at 
the base to accept the fin assembly. 


48199515 





PROJECTI \ 


AR 199509 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer detonates the ignition cartridge. Since 
this round is fired only at Charge О, the gases 
from the ignition cartridge expel the projectile 
from the mortar tube and propel it to the tar- 
get. The projectile is fin-stabilized in flight. 
Since the cartridge is inert, there is no detona- 
tion upon impact and the cartridge may be 
recovered for reuse. 


Tabulated Data: 


Complete round: 


Type --------------------------------- Training 

Weight assembled --------------- 4.43 Ib 

Length assembled --------------- 7.72 in. 
Projectile: 

Body material -------------------- Cast iron 
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Filler and weight ---------------- 
Components: 
Ignition cartridge --------------- 


Propellant charge --------------- 


Percussion primer -------------- 
Fin assembly --------------------- 


Temperature Limits: 


Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


“Packing --------------------------+--- 


4-20 


Black or blue 
w/white mark- 
ings 

Bronze 
w/white mark- 
ings 

Inert 


M5A1 or M4 
(complete) 
None 

M32 

M5 (or modi- 
fied M2) 
None 


-40°F (-40°C) 
+125°F 
(+51.7°C) 


-80°F (for 
period not 
more than 3 
days) (-62.2°C) 
+160°F (for 
period not 
more than 4 
hr/day) 
(+71.1°C) 

A training kit 
used in the 
field holds 10 
training car- 
tridges and 
accessories 


кзы Вох: 
Weight ------------------------------ 65 Ib 
Dimensions ----------------------- 21-7/16 x 18- 
5/16 x 7-27/32 
in. 
Cube --------------------------------- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


Quantity-distance class ---------- N/A 

Storage compatibility group ---- N/A 

DOT shipping class ---------------- N/A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH INERT 
PROJEC- 
TILES 

DODAC ------------------.-.---------- 1310-B629 

Drawing number ------------------- 9222994 

Ballistics: 

Charge ----------------------------5--- 0 

Muzzle velocity ---------------------- 46.4 mps 
(152.24 fps) 

Maximum range -------------------- 193 m 
(211.14 yd) 

Limitations: 


This round is to be fired at Charge 0 only. 
Reference: 


TM 9-3071-1 
TM 9-1015-215-10 
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CARTRIDGE, 60 MILLIMETER: ILLUMINATING, M83A3, M83A2, AND M83A1 


14.28 MAX 































AR189508 
PROPELLANT 
INCREMENT 
CHARGE 
P 
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PRIMER IGNITION EXPELLING CHARGE 
CARTRIDGE _ 
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TAIL CONE i аа - 
FIN ADAPTER PARACHUTE CASE ADAPTER 
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M2 \PROPELLANT INCREMENT CHAAGE FIRST FIRE CHARGE AR199507 






Type Classification: 


M83A3: Std AMCTC 8346, dtd 1971. 
M83A2&A1: C&T OTCM 37119, dtd 1959. 


Use: 


This cartridge provides illumination for 
observation during night missions. 


Description: 


The complete round consists of a body 


tube, a tail cone assembly, an illuminant 
charge, a parachute assembly, a time fuze, a fin 
assembly with four increments of propellant 
charge, an ignition cartridge, and a percussion 
primer. The nose of the thin-walled steel body 
tube is fitted with a steel adapter, which is inter- 
nally threaded to accept the fuze. The cone is fit- 
ted with an internally threaded adapter to 
accept the fin assembly and is attached to the 
body tube with four equally spaced shear pins. 






The illuminant assembly, which consists of a 
first-fire charge and an illuminant charge, is con- 
tained in a boxboard casing which is attached 
to the parachute with a suspension line. An 
expelling charge directly below the fuze, ejects 
the illuminant and parachute assembly. 


Functioning 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The flash 
from the primer ignites the ignition cartridge. 
The cartridge ignites the propellant charge, and 
the gases from the propellant charge expel the 
projectile from the mortar tube and propel it to 
the desired height. The projectile is fin- 
stabilized in flight. The time fuze functions 
approximately 15 seconds after firing, detonat- 
ing the expelling charge and igniting the first- 
fire charge through a length of quickmatch. 
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The expelling charge separates the cone from “Packing Вох: 
the tube allowing the parachute and illuminant Weight ------------------------------ 57 Ib 
assembly to fall free, The first-fire charge Dimensions ----------------------- 18-15/16 x 10- 
a the illuminant charge, and the para- 3/4 x 11-27/32 
ute deploys to support the burning charge. in. 
Cube -—----—----—----------------—-—--- 1.4 cu ft 
Tabulated Data: 
*NOTE: See DOD Consolidated Ammunition 
Complete round: Catalog for complete packing data including 
Type -------------------- Illuminating NSN's. 
Weight w/fuze -------------------- 4.15 Ib 
Length w/fuze -------------------- 14.28 in. 
Projectile: Shipping and Storage Data: 
Body material -------------------- Steel tubing 
Color -------------------------------- White w/black UNO serial number ---------------- 0171 
marking Quantity-distance class ---------- (08) 1.2 
Filler and weight ---------------- Illuminant, Storage compatibility group ---- ү 
0.49 Ib DOT shipping class ---------------- 
Illuminant charge: DOT designation ------------------- AM MUNI- 
M83A3 M83A2 M83A1 TION FOR 
CANNON 
Burn time 32 sec 32 sec 25 sec WITH 
Candlepower 250,000 250,000 145,000 ILLUMINA- 
TING 
Components: PROJ EC - 
Ignition cartridge --------------- M5A2 TILES 
Propelling charge: DODAC ------------------------------- 1310-B627 
M 83A3 --------------------------- M182 Drawing number ------------------- M 83A3, 
M83A2 € M83A1 ------------- M3A1 9207516 
Percussion primer -------------- M32 M83A2, 
Fin assembly --------------------- M2 75-1-143 
Fuze --------------------------------- Time, M65Al 
Ballistics: 


Temperature Limits: 
Muzzle Horizontal Height 


Firing: Velodty Range of Burst Elevation 
Lower limit ------------------------ - 40°F Charge (fps) (yd) (m) (yd) (m) (deg/min) 
(-40°C) Se ee ee иниеееа 
Upper limit ------------------------ +125°F 2* 312 475 434 170 155 68/00 
(+51.7°С) 2 312 500 457 157 144 66/45 
Storage: 2 312 525 480 145 133 65/30 
Lower limit ------------------------ -80°F (for 3 374 875 800 152 139 51/45 
period not 4 434 1100 1006 175 160 45/15 
more than ee 
3 days) *Charge 2 is the ignition cartridge and 2 incre 
(-62.2°C) ment charges; Charge 4 is the ignition cartridge 
Upper limit ------------------------ +160°F (for and 4 increment charges. 
period not 
more than Limitations: 
4 hr/day) 
(+71.1°C) Firing this cartridge below Charge 2 will 
*Packing ------------------------------ One round in result in duds. 
jungle- 
wrapped fiber References: 
or metal con- 
tainer; mul- AMC-P 700-3-3 
tiple packing TM 9-1015-215-10 
of fiber/metal TM 9-3071-1 
containers in 
wooden box 
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CARTRIDGE, 60 MILLIMETER: SMOKE, WP, M302 


$ 





11.07 MAX 















INCREMENT HOLDER 


PROPELLANT 
INCREMENT 


INCREMENT HOLDER 


Type Classification: 
С&Т OTCM 37119, dtd 1959. 


Use: 





This smoke cartridge is fired in 60mm mor- 
tars M2 or M19 and is used for screening and 
spotting. 


Description: 


The complete round consists of a projec- 
tile with a PD fuze, a fin assembly four propel- 
lant increments, an ignition cartridge, and a per- 
cussion primer. The ее body is of 
relatively thin-walled steel construction with 
cylindrical side walls, a conical base, and is 
filled with a charge of white phosphorous. The 
projectile base is internally threaded to accept 
the fin assembly. The projectile nose is fitted 
with a steel adapter, threaded to accept the fuze 
and designed to hold the casing of the burster 
assembly. One of two types of burster assem- 








IGNITION CARTRIDGE 


AR199505 


WP FILLER 


OBTURATING RING 
BURSTER 


BURSTER CASING 


AT nnn 


blies is used, differing only in the construction 
of the steel burster casing. Both carry the same 
designation. The burster charge consists of 
tetryl pellets under pressure, and the burster 
casing Is press-fitted into the adapter in the pro- 
jectile nose. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
flash from the primer ignites the ignition car- 
tridge. Theignition cartridge ignites the propel- 
lant charge, and gases from the propellant 
charge expel the projectile from the mortar and 
propel it to the target. The projectile is fin- 
stabilized in flight. The PD fuze functions on 
impact, detonating the burster charge which 
ruptures the projectile and disperses the white 
phosphorous filler. The white phosphorous 
Ignites on contact with the air producing a 
doud of dense white smoke. 
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Tabulated Data: 


Complete round: 


Body material -------------------- 
Color, old mfg --------------------- 


Color, new mfg ------------------- 


Filler and weight ---------------- 
Burster charge ------------------- 
Components: 
Ignition cartridge --------------- 
Propellant charge --------------- 
Percussion primer 
Projectile burster ---- 
Fin assembly --------------------- 
Fuze --------------------------------- 





Temperature Limits: 


Firing: 
Lower limit ----------------------- 
Upper limit ----------------------- 


Storage: 
Lower limit ----------------------- 
Upper limit ----------------------- 


“Packing ------------------------------ 


*Packing Box: 
Weight ------------------------------ 
Dimensions ----------------------- 


Forged steel 
Gray w/yellow 
band and yel- 
low markings 
Light green 
w/yellow band 
and light red 
markings 

WP 0.75 Ib 
Tetryl, 0.38 oz 


M5A1 
M3A1 
M32 
M19 


M2 
PD, M527 
series 


-40°F (-40°C) 
+125°F 
(+51.7°C) 


-40°F (-40°C) 
+145°F 
(+62.8°C] 
One round in 
fiber con- 
tainer; six 
containers in 
wooden box 


49.0 lb 
15-3/8 x 13- 
11/16 x 8- 
15/32 in. 
1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
8. 


NSN' 
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Shipping and Storage Data: 


UNO serial number ---------------- 0245 
Quantity-distance class ---------- 
Storage compatibility group --- Н 

A 


DOT shipping class ---------------- 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJEC- 
TILES 
DODAC ---------------------M 1310-B630 
Drawing number ------------------- 9205340 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (уд) m) 
0* 156 244 219 
1 244 570 520 
2 316 912 838 
3 380 1260 1154 
4 439 1610 1472 


“Charge 0 is the ignition cartridge only; Charge 
lis the ignition cartridge and one increment 
charge, Charco 4 is the ignition cartridge and 
four increment charges. 


Limitations: 


Excessive short rounds may occur when 
this round is fired at temperatures below 0°F. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


AMC-P 700-3-3 
TM 9-1015-215-10 
TM 9-3071-1 

SB 700-20 
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CARTRIDGE, 60 MILLIMETER: SMOKE, WP, M302A1 (M302E1) AND M302A2 


13.07 MAX 










INCREMENT 


PHOPELLANT 
INCREMENT 


Type Classification: 


C&T OTCM 37119, dtd 1959. 





Use: 


This smoke cartridge is fired in 60mm mor- 
tars M2 or M19 and is used for screening and 
spotting. 


Description 


The complete round consists of a projec- 
tile body with a PD fuze, a fin assembly and a 2- 
inch extension, four increments of propellant 
charge, an ignition cartridge, and a percussion 
primer. The projectile body is a relatively thin- 
walled steel cylinder with a conical base, and is 
filled with a charge of white phosphorous. The 
base is internally threaded to accept the fin 
assembly. The projectile nose is fitted with a 
steel adapter, internally threaded to accept the 
fuze, and designed to hold the sleeve of the 
burster assembly. One of two types of burster 


HOLDER os 


PROJECTILE RODY 


AR199504 






BURSTER CASING 





i 
ADAPTER 
OBTURATING RING 


AR159503 


assemblies is used, differing only in the construc- 
tion of the steel burster casing. Both carry the 
same designation. The burster charge consists 
of tetryl pellets under pressure, and the burster 
casing is press-fitted into the adapter in the pro- 
jectile nose. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
flash from the primer ignites the ignition car- 
tridge. The ignition cartridge ignites the propel- 
lant charge, and the gases from the propellant 
charge expel the projectile from the mortar 
tube and propel it to the target. The PD fuze 
functions on impact, detonating the burster 
charge, which ruptures the projectile and dis- 
perses the white phosphorous filler. The white 
phosphorous ignites on contact with air, produc- 
ing a doud of dense white smoke. 
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Tabulated Data: 


Complete Round: 





Type E AREER Smoke (WP) 
Weight w/fuze -------------------- 4.10 Ib 
Length w/fuze -------------------- 13.07 in. 
Projectile: 
Body material -------------------- Forged steel 
Color -------------------------------- Light green 
w/yellow band 
and light red 
markings 
Filler and weight ---------------- WP, 0.75 Ib 
Burster charge -------------------- Tetryl, 0.38 oz 
Components: ` 
Ignition cartridge --------------- M5A2 
Propellant charge --------------- M181 
Percussion primer -------------- M32 
Projectile burster --------------- M19 
Fin assembly --------------------- M2 plus 
extension 
Fuze --------------------------------- PD, M527B1 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
(-40°C) 
Upper limit ------------------------ +125°F 
(451.7°C) 
Storage: 
Lower limit ------------------------ -80°F (for 
period not 
more than 3 
days) (-62.2°C) 
Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 
(+71.1°С) 
*Packing ------------------------------ One round in 
fiber con- 
tainer; nine 
containers in 
wooden box 
*Packing Box: 
Weight ------------------------------ 56.6 Ib 
Dimensions ----------------------- 17-3/4 x 10-7/8 
x 11-27/32 in. 
Cube nn 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 


NSN's. 
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Shipping and Storage Data: 
UNO serial number ---------------- 0245 
Quantity-distance class ---------- (12) 1.2 
Storage compatibility group ---- H 
DOT shipping class ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJEC - 
TILES 
DODAC ------------------------------- 1310-B 630 
Drawing number ------------------- 9215575 
Ballistics: 
Muzzle . 
Velocity Maximum Range 
Charge (fps) (yd) (m) 
0** 156 195 213 
1 244 488 535 
2 316 839 916 
3 380 1164 1272 
4 439 1448 1582 


“Charge 0 is the ignition cartridge only: 


Charge 1 is the ignition cartridge and one 
increment charge, Charge 4 is the ignition 
cartridge and 4 increment charges. 


Limitations: 


Excessive short rounds may occur when 
this round is fired at temperatures below OPF. 
Maximum allowable rate of fire: 30 rounds-per 
minute for periods not exceeding 1 minute, 18 
rounds-per-minute for periods not exceeding 4 
minutes, 8 rounds-per-minute indefinitely. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


AMC-P 700-3-3 
TM 9-1015-215-10 
TM 9-3071-1 

SB 700-20 


CARTRIDGE, 60MM MORTAR TRAINING DEVICE: 60MM SABOT (INERT) M3 AND 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


22MM SUBCALIBER PRACTICE CARTRIDGE M744, M745, M746 AND M747 


NOSE 





AR ї0180%А 





Type Classification: 
LCCA, STD, MSR 06806010, 
Use: 


The cartridge is a training device for all 
60mm mortars. T he cartridge provides realis- 
tic mortar firing training at distances which cor- 
respond to range fire distances in the ratio of 1 
to 10. The subcaliber device of the cartridge can 
be fired using standard mortar sighting, fire con- 
trol equipment and a special firing table 
(Operators Manual TM 9-1310-249-12&P) in 
the same manner as standard service mortar 
ammunition. 


Description: 
The cartridge consists of a 60mm M3 


sabot which is assembled with a 22mm sub- 
caliber practice cartridge M 744, M 745, M746 or 


U 
AR 6235 


M747. The 22mm subcaliber practice car- 
ише M 744 ir 1), M745 (Charge 2), 
M746 (Charge 3), and M 747 (Charge 4) is com- 
prised of a steel-bodied projectile which 15 assem- 
bled to a cartridge case containing a propelling 
and ejection charge. The projectile is flattened 
at the tip and contains a percussion piece assem- 
bly and smoke charge. A wingshaft assembly 
containing stabilizer fins (steel wrapped around 
the shaft) is press fitted into the body of the pro- 
jectile. The propelling and ejection charges are 
contained in two separate chambers located in 
a jet-housing assembly, which is threaded into 
the base of the cartridge case. A flash tube hole 
between the chambers permits ignition of the 
propelling charge by the ejection charge. The 
cartridges are manufactured in a variety of four 
propellant charges. Each charge can be identi- 
fied by notches on the jet screw assembly. One 
notch designates M 744 (Charge 1), two notches 
designate M745 (Charge 2), etc. 


4-27 


ТМ 43-0001-28 


The 60mm M3 sabot (INERT) is designed to 
fire the 22mm subcaliber practice cartridge. 
When not loaded with a 22mm practice car- 
tridge, the sabot (INERT) may be used as a 
dummy round. The sabot is rugged and can be 
reloaded and fired again (up to 2,000 times) for 
training purposes. The sabot (aluminum alloy 
body) has similar bore-riding dimensions and 
configuration of a 60mm mortar cartridge. It 
contains an insert 22mm barrel (not rifled) 
placed longitudinally to receive the 22Mm sub- 
caliber cartridge which is loaded in the barrel 
just prior to firing. The shaft of the sabot has 
stabilizer fins (similar to fins of the service mor- 
tar cartridge) to guide the sabot as it travels up 
the mortar tube when fired. 


Functioning: 


When the practice round (22mm subcal- 
iber cartridge) is loaded into the sabot, the 
device is ready for firing. The protective plastic 
cap covering the percussion cap of the sub- 
caliber cartridge must be removed prior to fir- 
ing. The sabot with subcaliber cartridge is 
dropped into the mortar tube. The percussion 
cap strikes the firing pin of the mortar and is 
ignited. The percussion cap ignites an ejection 
charge in the jet-housing assembly. The gases 
emerge through the eight axial holes in the jet 
screw assembly initiating travel of the sabot 
and subcaliber cartridge up the mortar tube. 
Simultaneously the ejection charge ignites the 
subcaliber projectile propelling charge, also con- 
tained in the jet housing assembly. This 
propels the subcaliber projectile out of the car- 
tridge case and through the barrel of the sabot. 
As the sabot leaves the muzzle of the mortar, 
the subcaliber projectile clears the barrel of the 
sabot. The sabot impacts the ground within 1 
to 5 meters (depending upon charge fired) of 
the mortar tube, while the subcaliber projectile 
continues its flight down range to the target. 
On impact the projectile functions producing a 
yellow doud of smoke and an audible sound. 


Tabulated Data: 
60mm Sabot M3: 


yp 
Weight --------------------------------- 6.25 Ib 
Length (overall) -------------------- 16.181 in. 


Cannon used with ----------------- M2, M19, 
4 
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Body material ----------------------- Aluminum 
alloy/steel 


22mm Subcaliber Practice Cartridge: 





Type ------------------------------------ Practice 
Weight --------------------------------- 1,097 Ib, 497 g 
(0.497 kg 
Weight of projectile ---------------- 0.662 Ib, 300 g 
(0.300 kg) 
Length with protective cap 
(overall) ---------------------------- 9.697 in. 
24.6 cm (246,3 
mm) 
Length without protective cap 
(overall) ---------------------------- 9.618 in. 
24.4 cm (244.3 
mm) 
Ejection Charge: 
Weight: 
Charge 1 0.05 oz nominal 
(1.5 g) nominal 
Charge 2 0.05 oz nominal 
(1.5 g) nominal 
Charge 3 0.06 oz nominal 
(1.7 g) nominal 
Charge 4 0.06 oz nominal 


(1.7 g) nominal 


Propelling Charge: 





Weight: 
Charge 1 0.0302 nominal 
(0.8 g) nominal 
Charge 2 0.04 oz nominal 
(1.1 g) nominal 
Charge 3 0.06 oz nominal 
(1.6 g) nominal 
Charge 4 0.08 oz nominal 
(2.1 g) nominal 
Ballistics: 
Muzzle velocity: 
Charge 1 men 148 ft/sec 
(45 m/sec) 
Charge 2 75-708 164 ft/sec 
(50 m/sec) 
Charge 3 ^6 197 ft/sec 
(60 m/sec) 
Charge 4 9c 230 ft/sec 
(70 m/sec) 
Maximum effective range: 
Chargel 639 ft (195 m) 
Charge 2 770 ft (235 m) 
Charge 3 1082 ft (330 т) 
Charge 4 1427 ft (435 m) 


Temperature Limits: 





Firing: 
Lower Limit 
Upper Limit 
Storage: 


Lower Limit 
Upper Limit 


Packing: 


60MM Sabot M3 -------------------- 


Box dimensions ------------------- 


Box weight -- 


Box cube ------ 


22mm practice cartridge---------- 


Box dimensions ------------------ 


Box weight 


(+48.9 °C) 


—40°Е (-0°C) 
+120°F 
(+48.9°C) 


3 Sabots / 
wooden box 
21-1/16 x 14- 
1/16 x 6 in. 
(53.47 x 35.72 
x 15.24 cm ) 
39 Ib 

(17.706 kg ) 
1.02 cu ft 
(28,886 cc) 


1 cartridge 
[polystyrene 
compartment; 
100 cartridges 
er wirebound 


ох 
23x 21-3/4 x 
13-3/8 in. 
(58.42 x 55.25 
x 33.97 cm) 
120 lb 
(54.33 kg) 
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Shipping & Storage Data: 

UNO serial number ---------------- 
Quantity-distance class ---------- 
Storage compatibility group ---- 
Dot shipping class ------------------ 
Dot designation --------------------- 


Drawing Numbers: 


Sabot 60mm Practice M3--------- 
Cartridge Subcaliber 22mm 
Practice: 
Charge 1, M744---------------- 
Charge 2, М745---------------- 
Charge 3, М746---------------- 


Charge 4, M747 ---------------- 


References: 


TM 9-1300-251-20 
TM 9-1310-249-12&P 


TM 43-0001-28 


3.9 cu ft 
(110,448 сс) 


0015 

(04) 1.2 

G 

C 
PRACTICE 


ОТЕ 


DODAC 
9328601-1310- 
B611 


9287907-1305- 
A680 
9287908-1305- 
A681 
9287909-1305- 


A682 
9287910-1305- 
A683 
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CARTRIDGE, 81MM: MORTAR TRAINING DEVICE, 81MM SABOT (INERT) M1 AND 
22MM SUBCALIBER PRACTICE CARTRIDGE M744, M745, M746 AND M747 


SABOT 


22-MM BARREL 





22-MM SUBCALIBER CARTRIDGE 


Type Classification: 
Std MSR 06756032. 


The 81mm sabot (Inert) is a training 
device for all 81mm mortars. 


Description: 


The sabot is designed to fire a 22mm sub- 
caliber practice cartridge M 744, M 745, M746 or 
M747 (Charges 1, 2, 3, or 4 respectvely) as a 
training device in all model 81mm mortars. 
The sabot with 22mm subcaliber practice car- 
tridges provides realistic mortar firing training 
at distances which correspond to range firing 
distances in the ratio of 1 to 10. The sub- 
caliber device can be fired using standard mor- 
tar and sighting and fire control equipment and 
special firing table in the same manner as stan- 
dard service mortar ammunition. 


The aluminum body sabot has the bore 
reading dimensions and configuration of an 


81mm mortar cartridge. It contains an insert 


22mm barrel (not rifled) placed longitudinally 
to receive the 22mm subcaliber cartridge which 
is loaded in the magazine just prior to firing. 
The shaft of the sabot has stabilizer wings and 
guide pads to guide the sabot as it travels up 
the mortar tube when fired. On firing, the 
loaded sabot is ejected from the mortar barrel 
and hits the ground within 1 to 5 yards (depend- 
ing upon charge fired) in front of the mortar 
while the 22mm practice cartridge flies on to its 
target. The sabot may be used as a dummy 


AR 100577.А, 


round when not loaded with a 22mm practice 
cartridge. The sabot is rugged and can be 
reloaded and fired again up to 1000 times for 
training purposes. It is stored (INERT) in a 
packing box containing 3 rounds. 


22mm Subcaliber Practice Cartridge: 


The cartridge consists of the projectile 
with stabilizer fins and cartridge case (divided 
chambers). The projectile has a steel body flat- 
tened at the tip. The wing-shaft assembly 
press-fit into the projectile body contains the 
stabilizer tins (spring steel wrapped around the 
shaft) to stabilize flight. The wing-shaft assem- 
bly also serves to seal the base of the projectile 
body. The projectile body contains the Impact 
fuze and smoke signal charge. The propelling 
and ejection charges are contained in two sepa- 
rate chambers located in the jet-housing 
assembly, which is threaded into the base of the 
cartridge case. A flash tube hole between the 
chambers permits ignition of the propelling 
charge by the ejection charge. The cartridges 
are manufactured in a variety of four propel- 
lant charges. Each charge can be identified b 
notches on the jet screw saaembly. One notd 
designates M 744 (Charge 1), two notches desig- 
nate M745 (Charge 2), etc. 


Functioning: 


The protective plastic cap covering the per- 
cussion cap of the subcaliber cartridge must be 
removed prior to firing. When the practice 
round is loaded into the sabot, the device is 
ready for firing. When the sabot with the subcal- 
iber cartridge is dropped into the mortar tube, 
the percussion cap strikes the firing pin of the 
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mortar and is ignited. The percussion cap 
ignites the ejection charge in the jet housing 
assembly. The gasses emerge through the axial 
holes in the jet screw assembly initiating travel 
of the sabot and subcaliber cartridge up the mor- 
tar tube. Simultaneously the ejection charge 
ignites the subcaliber projectile propelling 
charge, also contained in the jet housing assem- 
bly. This propels the subcaliber projectile out of 
the cartridge case and through the barrel of the 
Sabot. As the sabot leaves the muzzle of the 
mortar, the subcaliber projectile clears the bar- 
rel of the sabot. The sabot impacts the ground 
within 1 to 5 yards (depending on charge fired) 
of the mortar tube, while the subcaliber projec- 
tile continues its flight down range. 


Tabulated Data: 





81mm Sabot: 
Type ----------——---------——-------—-- Practice 
Weight ------------------------------ 8.5 | 
Length ------------------------------ 15.618 in 
Cannon used with --------------- M1, M29, 
M29A1 
Body material -------------------- Aluminum/ 
steel 
22mm Subcaliber Practice Cartridge: 
е -------------------------------=-- Practice 
Weight ------------------------------- 1.097 Ib 
Length w/percussion cap ------ 9.697 in. 


Length w/o percussion cap--- 9.618 in. 


Propelling Charge: 
Black powder weight: 


Charge 1 ~------------------------ 0.03 oz 
Charge 2 ------------------------- 0.04 oz 
Charge 3 ------------------------- 0.06 oz 
Charge 4 ------------------------- 0.08 oz 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
(-40°C) 
Upper limit ------------------------ +120°Е 
(+48.9°С) 
Storage: 
Lower limit ------------------------ -40°F 
(-40°C) 
Upper limit ------------------------ +120°F 
(+48.9°C) 
Packing: 
81mm sabot ------------------------ 3 round per 
packing box 
22mm practice cartridges ----- 1 per poly- 
styrene com- 


partment; 100 
cartridges per 
box 
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Packing Box: 
Weight ---------------------------- 50 Ib 
Dimensions --------------------- 19 x 20 x 6-1/2 
in. 
Cartridges: 
Weight ---------------------------- 1201b 
Dimensions --------------------- 23 X 21-3/4 x 
13-3/8 in. 
Cube ------------------------------- 3.9 cu ft 
Shipping and Storage Data: 
UNO serial number ---------------- 0015 
Quantity-distance class ---------- (04) 1.2 
Storage compatibility group ---- S 
DOT shipping class ---------------- G 
DOT designation ------------------- PRACTICE 
AMMUNI- 
TION EX- 
PLOSIVE C 


Drawing Numbers: 
DODAC 


Sabot 81mm Practice M1 ----- 9287906-N /A* 
Cartridge Subcaliber 22mm 


Practice: 

Charge 1 М744--------------- 9287907-1305- 
A680 

Charge 2 M745--------------- 9287908-1305- 
A681 

Charge 3 M746--------------- 9287909-1305- 
A682 

Charge 4 М747--------------- 9287910-1305- 


A683 


*Sabot 81mm practice M1 is a reusable item - 
DODAC not required 


Ballistics: 
Muzzle velocity: 
Charge 1 ---------------------------- 148 ft/sec 
(45 m/sec) 
Charge 2 ---------------------------- 164 ft/sec 
(50 m/sec) 
Charge 3 ---------------------------- 197 ft/sec 
(60 m/sec) 
Charge 4 ---------------------------- 230 ft/sec 
(70 m/sec) 
Maximum effective range: 
Charge 1 --------------------------- 639 ft 
(195 m) 
Charge 2 ---------------------------- 770 ft 
(235 m) 
Charge 3 ---------------------------- 1082 ft 
(330 m) 
Charge 4 ---------------------------- 1427 ft 
(435 m) 
References: 


TM 9-1300-251-20 
TM 9-1315-249-12&P 
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CARTRIDGE, 81 MILLIMETER: TARGET PRACTICE, M43A1 






PROPELLANT 
INCREMENT 


IGNITION 
CARTRIDGE 






FIN 
ASSEMBLY 
Type Classification: 
C&T AMCTC 6267 dtd 1968. 





Use: 


This cartridge is used for target practice 
and contains a spotting charge for observation. 


Description: 


The complete round consists of a projec- 
tile body, a PD fuze, a fin assembly, a propellant 
charge, an ignition cartridge, and a percussion 
primer. The projectile body is of forged steel, 
and is threaded internally at the nose to accept 
the fuze and at the base to accept the fin assem- 
bly. The body is loaded with an inert plaster 
filler to simulate the weight and ballistic charac- 


INERT FILLER 


AR133502 


OBTURATING 


BAND 






SPOTTING PELLET 
PROJECTILE BODY 


AH199501 


teristics of a high explosive cartridge. A pellet 
containing a spotting charge of black powder is 
loaded in a cavity just below the booster charge 
of the fuze. 


Functioning: 
When the cartridge is loaded, it slides 


down the mortar tub; until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer detonates the ignition cartridge, the car- 
tridge ignites the propellant charge, and gases 
from the propellant charge expel the projectile 
and propel it to the target. The projectile is fin- 
stabilized in flight. The PD fuze functions on 
impact, detonating the fuze booster charge and 
the spotting charge. 
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Difference Between Models: 

One series has a modified fuze in which 
the tetryl booster charge has been replaced 
with a black powder booster charge. 
Tabulated Data: 


Complete Round: 





Type --------------------------------- TP 

Weight ------------------------------ 07.29 Ib 

Length ------------------------------ 13.32 in. 

Cannon used with --------------- M1, M29, 
M29A1 

Projectile: 

Body material -------------------- Forged steel 

Color: 

Old saaan Blue or black 
w/white mark- 
ings 

New ------------------------------- Blue w/white 
markings 

Filler and weight ---------------- Inert, 1.29 Ib 

Spotting charge ------------------ BP, 24.84 
1.50 

Components: 

Ignition cartridge --------------- M8 

Propellant charge ---------------- M1A1 

Percussion primer -------------- M34 

Fin assembly --------------------- M3 

Fuze --------7*MMMMMMMMM PD,M52A1B1 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°Е 
Upper limit ------------------------ +125°Е 
Storage: 

Lower limit ------------------------ -80°F (for 
period not 
more than 
3 days) 

Upper limit ------------------------ +160°F (for 
period not 
more than 
4 N 

*Packing ------------------------------ 1 round in 
fiber con- 
tainer; 4 fiber 
containers in 
wooden box 

*Packing box: 

Weight ---------------------------------- 49.8 Ib 
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Dimensions ----------------------- 17-3/4 x 9- 
11/16 x 10- 
15/32 in. 

cube -------------------------------- 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number -------------- 0321 
Quantity-distance class ---------- (08) 1.2 
Storage compatibility group ---- E 
DOT shipping class ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC  --------------------- 1315-С227 
Drawing number ------------------- 75-1-89 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (m) (yd) 
**0 238 517 565 
1 351 1024 1111 
2 443 1511 1649 
3 519 1947 2120 
4 590 2349 2560 
5 656 2700 2950 
6 719 3016 3290 
7 779 3292 3590 
8 834 3701 4050 


**Charge 0 is the antin cartridge only; 
Charge 1 is the ignition cartridge andone 
increment charge; Charge 8 is the ignition car- 
tridge and eight increment charges. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-3071-1 

TM 9-1300-251-20 
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CARTRIDGE, 81 MILLIMETER: HE, M43A1 AND M43A1B1 














PROPELLANT 
INCREMENT 
CHARGE 


INCREMENT 
HOLDER 


FIN ASSEMBLY M3 


IGNITION CARTRID 





PERCUSSION PRIMER 


Type Classification: 


OBS 11756003. 





Use: 


This cartridge is used against personnel 
and light materiel, providing both fragmenta- 
tion and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a point-detonating fuze, a tin assem- 
bly a propellant charge, and an ignition charge 
with a percussion primer. The projectile body is 
of forged steel, and is threaded internally at the 
nose to accept the fuze and at the base to 
accept the fin assembly. The projectile body is 
filled with Composition B high explosive. 


AR 199500 


BOOSTER 


m PD FUZE 


HE BURSTING 
CHARGE 





AR199499 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge, and the 
cartridge ignites the propellant charge. Rapidly 
expanding gases from the burning propellant 
expel the projectile from the tube and propel it 
to the target. The projectile is fin-stabilized in 
flight. The PD fuze functions on impact deto- 
nating the fuze booster charge and, in turn, the 
high explosive charge. The bursting charge shat- 
ters the projectile body, producing near 
optimum fragmentation and blast effect at the 
target. 


Difference Between Models: 


The two cartridges differ only in some 
minor metal parts. 
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Tabulated Data: 


Complete Round: 


чырын кы НЕ 

Weight rasen 07.5 Ib 

Length | ------------------------------ 13.32 in. 

Cannon used with --------------- MI,M9 
M29A1 

Projectile: 

Body material "ee Forged steel 

Color- a Olive drab 
w/yellow 
markings 

Filler and weight ---------------- Comp. B, 
01.29 Ib 

Components: 

Ignition cartridge --------------- M8 or M6 

Propellant charge --------------- M1A1 

Percussion primer -------------- M34 

Fin assembly --------------------- M3 

Fuze --------------------------------- PD, M525 
series PD, 
M717 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for 
period not 
more than 
3 days) 

Upper limit ------------------------ +160% (for 
period not 
morethan 
4 hr/day) 

*Packing ------------------------------ 1 round in 
fiber contain- 
ers; 4 contain- 
ers in wooden 
box 

*Packing box: 

Weight ------------------------------ 49.8 Ib 

Dimensions ----------------------- 17-3/4 x 9- 
11/16 x 10- 
15/32 in- 
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Cube ----——-----------------------———-- 1.0 cu ft 
*NOTE: See DOD Consolidated Ammunition 
catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 
Quantity-distance class ---------- (08) 1,2 
Storage compatibility group ---- E 
Dot shipping class ----------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC ------------------------------- 1315-C225 
Drawing number ------------------- 9218433 
Ballistics: 
үа Maximum Range 
Charge (fps) (m) (yd) 
0 238 517 565 
1 31 1029 1111 
2 443 1511 1649 
3 519 1947 2120 
4 590 2349 2560 
5 656 2700 2950 
6 719 3016 3290 
7 779 3292 3590 
8 834 3701 4050 


“Charge 0 is the ignition cartridge only: 
Charge 1 is theignition cartridge and one 
increment charge: Charge 8 is the ignition car- 
tridge and eight increment charges. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-3071-1 

TM 9-1300-251-20 
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CARTRIDGE, 81 MILLIMETER: SMOKE, WP, M57A1 AND M57 





PROPELLANT 
INCREMENT 










FIN 
ASSEMBLY 


mg 
> 


IGNITION CARTRIDGE 
PERCUSSION PRIMER OBTURATOR 





Type Classification: 





With WP Filler: CON 11756003. 
With FS Filler: OBS OTCM 37196 dtd 1961. 


Use: 


This cartridge is used against personnel 
and materiel as an incendiary device and alsoto 
produce screening smoke. 


Description: 


The complete round consists of a projec- 
tile body with a burster assembly, a point- 
detonating fuze, a fin assembly a propellant 
charge, and an ignition cartridge with a percus- 
sion primer. The projectile body is of relatively 
thin-walled steel, and is filled with white phos- 
phorous (WP) or a liquid smoke filler (FS). The 
base of the projectile is internally threaded to 
accept the fin assembly, and the nose is fitted 
with a steel adapter. The adapter is internally 
threaded to accept the fuze, and is designed to 


INCREMENT HOLDER 


AR 101981 
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De PROJECTILE BODY 


5222222222222 o. "M 







BURSTER 


FUZE 
ADAPTER 


BURSTER CASING AR 101982 


hold the burster assembly. The burster assem- 
bly is a thin-walled steel tube filled with tetryl 
and extends into the smoke charge. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge, and the 
cartridge ignites the propellant charge. Rapidly 
expanding gases from the burning propellant 
&pel the projectile from the tube with the veloc- 
ity required to reach the target. The fuze func- 
tions on impact, detonating the burster charge 
which ruptures the projectile and disperses the 
chemical filler. Both WP and FS react spontane- 
ously on contact with the air; WP ignites produc 
ing a dense white smoke and some incendiary 
effect, while FS, combining with the moisture 
in the air, creates a doud-like smoke screen with- 
out burning. 
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Difference Between Models: 


The M57 is fitted with the M4 fin assem- 
bly and the M57A1 uses the M4A1 assembly. 
These differ in minor manufacturing details 
only. Cartridges with liquid smoke filler (FS) 
are classified as obsolete. 


Tabulated Data: 


Complete Round: 


Type Smoke 
Weight ------------------------------- 11.38 Ib 
Length  ------------------------------- 22.91 in 
Cannon used with --------------- M1, M29, 
M29A1 
Projectile: 
Body material --------------------- Steel 
Color --------------------------------- Grey w/yellow 
markings 
Filler and weight ----------------- WP, 4.06 Ib 
Burster charge -------------------- Tetryl, 0.08 Ib 
Components: 
Burster assembly ---------------- M1 
Ignition cartridge ---------------- M6 
Propellant charge ---------------- M2A1 
Percussion primer --------------- M34 
Fin assembly ---------------------- M4, M4A1 
FUZE mn M525 series 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for 
period not 
more than 
3 days) 

Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 

#Packing ------------------------------ 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 

*Packing Box: 

Weight _ ------------------------------ 43.0 Ib 

Dimensions ----------------------- 28 x 9-11/16 x 
6-15/32 in. 
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Cube ------------—--------------——-—-- 1.0 cu ft 
*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0245 
Quantity-distance class ---------- (12) 1.2 
Storage compatibility group ---- H 
DOT shipping dass ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 
DODAC -------------------- 1315-C230 
Drawing number ---------------- 75-|-93 
Ballistics: 
MuzzleVelocity Maximum Range 
Charge (fps) (m) (yd) 
1** 630 700 
2 1199 1300 
3 1646 1800 
4 2169 2872 


**Charge 1 is the ignition cartridge and one 
increment charge; Charge 4 is the ignition 
cartridge and four increment charges. 


Limitations: 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1300-251-20 
TM 9-3071-1 
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CARTRIDGE, 81 MILLIMETER: TRAINING, M68 





B--ASSEMBLED 
AR 199496 
Type Classification: 


Std OTCM 36841 dtd 1958. 
Use: 


This cartridge is used for training in the 
loading and firing of the 81mm mortar. 


Description: 


Unlike other mortar ammunition, the com- 
ponents of this round are issued separately to 
facilitate replacement of damaged, worn, or 
expended parts. The complete round consists 
of an inert projectile, a fin assembly, and an igni- 
tion cartridge. The pear-shaped, cast iron pro- 
jectile has no «Рола ов for а Тиге and is 
Internally threaded at the base to accept the fin 
assembly. 


Functioning: 


When the cartridge is loaded it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge. Since this 
round is fired only at Charge O, the gases from 
the ignition cartridge expel the projectile from 
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the mortar tube and propel it to the target. 
The projectile is fin-stabilized in flight. Since 
the projectile is inert, there is no detonation 
upon impad, and the cartridge may be recov- 
ered for reuse. 


Tabulated Data: 


Complete Round: 


Type --------------------------------- Trainin 

Weight, assembled -------------- 10:79 b 

Length, assembled -------------- 11.08 in. 

Cannon used with --------------- M1, M29, 
M29A1 

Projectile: 

Body material --------------------- Cast iron 

Color --------------------------------- Black w/white 
markings 
Later manu- 
facture - no 
paint or 
bronze body) 

Filler and weight ---------------- Inert 

Components: 

Ignition cartridge --------------- M6 or M3 

Propellant charge --------------- None 

Percussion primer -------------- M34 

Fin assembly --------------------- M6 

Fuze --------------------------------- None 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°Е 
Storage: 

Lower limit ------------------------ -80°F (for 
period not 
more than 
3 days) 

Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 

*Packing ------------------------------ A training kit 
used in the 
field holds ten 
training car- 
tridges and 
accessories 

*Packing Box: 

Weight ------------------------------ 51.0 Ib 

Dimensions ----------------------- 25-11/16 x 13- 

9/16 x 6-11/32 
in. 

Cube --------------------------------- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammuntion 
Catalog for complete packing data induding 
NSN's. 
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Shipping and Storage Data: 





Quantity-distance class ---------- 4 

Storage compatibility group ---- E 

DOT shipping class ---------------- B 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH INERT 
PROJ EC- 
TILES 

DODAC -------------------- 1315-C228 

Drawing number -------------------- 75-2-302 

Ballistics: 

Charge --------------------------------- 0 

Muzzle velocity --------------------- 173 fps 

Maximum range -------------------- 284 m 

Limitations: 


This round is to be fired at Charge 0 only. 
References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1300-251-20 
TM 9-3071-1 
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CARTRIDGE, 81 MILLIMETER: ILLUMINATING, M301A2 AND M301A1 










PROPELLANT 


INCHEMENT INCREMENT 


HOLDER 


SHEAR PIN 
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>. 


IGNITION CARTRIDGE, CONE Pad 


PARACHUTE 


Type Classification: 
CONT MSR 11756003. 


Use: 


This projectile is used for illuminating a 
desired point or area. 


Description: 


The complete round consists of a body 
tube and tail cone assembly, an illuminant can- 
die, and parachute assembly a time fuze with a 
built in expelling charge, a fin assembly with 
propellant charge, and an ignition cartridge 
with percussion primer. The nose of the thin- 
walled steel tubing body is fitted with a steel 
adapter and internally threaded to accept the 
fuze. The tail cone is internally threaded to 
accept the tin assembly, and is attached to the 
body tube with four equally spaced shear pins. 
The illuminant assembly consisting of a first- 
fire charge and an illuminant charge, is con- 





AR199434 






BODY TUBE 





7 EXPELLING 
CHARSE 
QUICKMATCH 
ILLUMINANT FIRST 


FIRE CHARGE AH 139493 


tained in a boxboard case and attached to the 
parachute with a 30-inch suspension line. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge, and the 
cartridge ignites the propellant charge. Rapidly 
expanding gases from the burning propellant 
expel the projectile from the tube and propel it 
to the desired height. The projectile is fin- 
stabilized in flight. Functioning of the time 
fuze detonates the expelling charge and ignites 
the first-fire charge by means of a length of 
quickmatch. The expelling charge separates 
the cone from the tube allowing the illuminant 
candle and parachute to fall free. The first-fire 
charge ignites the illuminant, and the para- 
chute deploys to support the burning candle. 
Burning time is at least 60 seconds with a mini- 
mum of 500,000 candlepower. 
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Difference Between Models: 


Cartridge M301A1 has gas check bour- 
relet grooves and some minor dimensional differ- 
ences in metal parts. 


Tabulated Data: 


Complete Round: 
Туре----------------------------------- 


Projectile: 
Body material 


Color: 


Filler and weight 


Components: 
Ignition cartridge 
Propellant charge 
Percussion primer 
Fin assembly 
FUZE nn nn 


Temperature Limits: 


Firing: 
Lower 
Upper 


Storage: 
Lower 


Upper 
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Gray w/white 
band white 
markings 
White w/black 
markings 
Illuminating, 
1.37 Ib 


M4A1 
Time, M84 


-40°Е (-40°C) 
+125% 
(452.0*C) 


-80°F (for 
period not 
more than 3 
days) (-62.2°C) 
+160°F (for 
period not 
more than 

4 hr/day) 
(+71.1°C) 
One round in 
jungle 
wrapped fiber 
or metal con- 
tainer; three 
fiber/metal 
containers in 
wooden box 


*Packing Box: 


Weight ------------------------------ 53.6 Ib 

Dimensions ----------------------- 30-9/16 x 13- 
15/16 x 6- 
25/32 in. 

Cube ----——-----------------------——-- 1.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 
Quantity-distance dass 
Storage compatibility group ---- С 
DOT shipping dass ---------------- A 


DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
ILLUMINA- 
TING 
PROJ EC- 
TILES 
DODAC -------------------------------- 1315-C226 
Drawing number -------------------- 8865058 
Ballistics: 
Muzzle 
Velocity Range to Burst 
Charge (fps) (m) (yd) 
2* 440 1000 1094 
3 517 1600 1750 
4 595 2150 2350 


*Charge 2 is the ignition cartridge and two 
increment charges; Charge 4 is the ignition 
charge and four increment charges. 


Limitations: 


Firing with less than two propellant incre- 
ment charges (Charge 2) is not authorized. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1300-251-20 
TM 9-3071-1 
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CARTRIDGE, 81 MILLIMETER: ILLUMINATING, M301A3 











INCREMENT 
HOLDER 


FIN ASSEMBLY 


RIMER IGNITION 
ý fer CARTRIDGE SHEAR PIN 
Type Classification: 


Std AMCTC 6390, dtd 1968. 
Use: 


This cartridge is used for illuminating a 
desired point or area. 


Description: 


The complete round consists of a body 
tube and tail cone assembly, an illuminant can- 
dle and parachute assembly a time fuze with a 
built-in expelling charge, a fin assembly with a 
cartridge housing and propellant increment 
charges, and an ignition cartridge with percus- 
sion primer. The nose of the thin-walled steel- 
tubing body is fitted with a steel adapter and 
internally threaded to accept the fuze. The tail 
cone may be internally or externally threaded, 
depending upon the model. Models that are 
internally threaded require an adapter for 
attaching the fin assembly. The tail cone is 
attached to the body with four equally spaced 
shear pins. The illuminant assembly, consist- 
ing of a first-fire charge and an illuminant 


24.735 MAX 





AR 1949392 


U 
AR 199491 


charge, is contained in a boxboard case and 
attached to the parachute with a 30-inch suspen- 
sion line. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the fin assembly strikes 
the firing pin in the base cap of the mortar. The 
burning primer flashes through the central 
flash hole in the cartridge housing, igniting the 
ignition cartridge. The cartridge ignites the pro- 
pellant charge, and rapidly expanding gases 
from the burning propellant expel the projectile 
from the tube and propel it to the desired 
height. The projectile is fin-stabilized in flight. 
Functioning of the time fuze detonates the expel- 
ling charge and ignites the first-fire charge by 
means of a length of quickmatch. The expelling 
charge also separates the cone from the tube, 
allowing the illuminant candle and parachute 
assembly to fall free. The first-fire charge 
ignites the illuminant, and the parachute 
deploys to support the candle. Burning time is 
at least 60 seconds with a minimum of 500,000 
candlepower. 
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Difference Between Models: 





Fin assembly attaches with or without 
adapter, depending upon design of the tail cone. 


Tabulated Data: 


Complete Round: 


Type --------------------------------- lluminating 
Weight ------------------------------ 10.1 Ib 
Length _ ------------------------------ 24.735 in. 
Cannon used with --------------- M1, M29, 
M29A1, M252 
Projectile: 
Body. material -------------------- Steel tube 
СЕ AA White w/bl ack 
markings 
Filler and weight ---------------- Illuminating, 
1.37 Ib 
Components: 
Ignition cartridge --------------- M66A1 
Propellant charge --------------- M185 
Percussion primer -------------- M71A2 
Fin assembly --------------------- M158 
ee ee Time, M84A1 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper limit ------------------------ 125°F 
(+52.0°С) 
Storage: 
Lower limit ------------------------ -80°F (for 
period not 
more than 3 
days) (-62.2°C) 
Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 
(+71.1°C) 
#Packing ------------------------------ One round in 
jungle 
wrapped fiber 
or metal con- 
tainer; three 
fiber/metal 
containers in 
wooden box 
*Packing Box: 
Weight ------------------------------ 53.6 Ib 
Dimensions ------------------------- 30-9/16 x 13- 
15/16 x 6- 
25/32 in. 
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Cube mn 1.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0171 

Quantity-distance dass --------- (08) 1.2 

Storage compatibility group ---- s 

DOT shipping dass --------------- 

DOT designation ------------------- ATE 
TIONFOR 
CANNON 
Wit INA- 
TING 
PROJ EC- 
TILES 

DODAC ------------------ 1315-C226 

Drawing number ------------------- 9220705 


Ballistics: 


Fuze Horizontal Height 
Setting Range of burst Elevation 


Charge (sec) (m) (mi.) 

3" 20.6 250 600 1501.1 

19.93 250 600 1501.1 
3 15.9 1050 600 1042.1 
4 19.8 1550 600 1004.3 
5 22.1 2050 600 942.6 
6 26.1 2450 600 967.4 
7 27.6 2950 600 904.7 
8 29.8 3150 600 883.9 


*Charge 3 is the ignition cartridge and three 
increment charges; Charge 8 is the ignition car- 
tridge and eight increment charges. 


Limitations: 


Firing with less than three propellant 
increment charges (Charge 3) is not authorized. 
Exposure of the propelling charge to moisture 
can produce short rounds. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1300-251-20 
TM 9-7031-1 
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CARTRIDGE, 81 MILLIMETER: HE, M362A1 AND M362 
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Type Classification: 


M362A1: Std AMCTC 1770, dtd 1964. 
M362: CON 11756003. 


Use: 


This cartridge is used against personnel 
and materiel, providing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a point-detonating or a proximity 
fuze, a fin assembly that includes a cartridge 
housing and propellant increment charges, an 
ignition charge, and a percussion primer. The 
projectile body is of pearlitic malleable iron 
(PMI), and is threaded internally at the nose to 
accept the fuze and externally at the base to 
accept the fin assembly. The projectile body is 
filled with Composition B high explosive. 


IGNITION CARTRIDGE |... о. 
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When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the fin assembly strikes 
the firing pin in the base cap of the mortar. 
The burning primer flashes through the central 
flash hole in the cartridge housing, igniting the 
ignition cartridge. The cartridge ignites the pro- 
pellant charge. Rapidly expanding gases from 
the burning propellant expel the projectile from 
the tube and propel it to the target. The projec- 
tile is fin-stabilized in flight. Functioning of 
the fuze detonates the fuze booster charge and, 
in turn, the high explosive charge. Depending 
upon the type of Тиге used, the projectile bursts 
over or on the target, producing near optimum 
fragmentation and blast effect. 


Difference Between Models: 





The projectile body of the M362 is of 
forged steel. 
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Tabulated Data: 





Complete Round: 
Type 
Weight, w/fuze 01111771177 
Length, w/fuze ------------------- 


Cannon used with --------------- 
Projectile: 
Body material -------------------- 


Filler and weight ---------------- 


Components 
Ignition cartridge --------------- 
Propellant charge --------------- 
Percussion primer -------------- 


Temperature Limits: 


Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ----------------------- 


Upper limit ------------------------ 


*Packing 


*Packing Box: 
Weight-------------------------- 
Dimensions 
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9.42 Ib 
20.838 in. 
(max) 
M1,M29, 
M29A1, M252 


M 3621, cast 
PMI; M362 
forged steel 
Olive drab 
w/yellow 
markings 


M 

M71, M71A1 
M141 

PD, M524 
series; PD, 
M526 series: 
PD, M716; 
Prox, M532 


-40°F (-40°C) 


-80°F (for 
period not 
more than 3 
days) (-62.2°C) 
+160°F (for 
period not 
more than 4 
hr/day) 
(+71.1°C) 
One round in 
fiber con- 
tainer three 
containers in 
wooden box 


51.0 Ib 


25-11/16 x 13- 
9/16 x 6-11/32 
IN. 


Cube --------—-------------——------—-- 1.4 ft 
“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 
Quantity-distance class ---------- (08) 1.2 
Storage compatibility group ---- E 

DOT shipping class ---------------- A 


DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC ------------------------------- 1315-C222, 
1315-C223 
Drawing number -------------------- M362A1, 
8838144 
M 362, 
7549034 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (m) (yd) 
p* 181 297 324 
298 777 849 
2 397 1301 1430 
3 480 1791 1951 
554 2246 2450 
Dr 620 1657 2910 
6 673 3027 3300 
7 722 3327 2740 
8 775 3618 3940 


*Charge 0 is the ignition cartridge only; Charge 
1 іѕ the ignition cartridge and one increment 
charge; Charge 8 is the ignition cartridge and 
eight increment charges, 


**Charge 5 is the maximum authorized for fir- 


ing in Mortar М1. 
Limitations: 

See above chart. 
References: 


TM 9-1300-251-20 
TM 9-7031-1 
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CARTRIDGE, 81 MILLIMETER: SMOKE, WP, M370 
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Type Classification: 
Std AMCTC 2048, dtd 1964. 


Use: 


This cartridge is used to produce a smoke 
screen. 


Description: 


The complete round consists of a projec- 
tile body with a burster assembly a point- 
detonating fuze, a fin assembly that includes a 
cartridge housing, a propellant charge, an igni- 
tion charge, an a percussion шш Тһе рго- 
jectile body is of relatively thin-walled steel, 
and is filled with white phosphorous. The base 
of the projectile is externally threaded to accept 
the cartridge housing of the fin assembly. The 
nose of the projectile is fitted with a steel 
adapter designed to hold the burster casing, 
and internally threaded to accept the fuze. The 
burster casing is a thin-walled steel cylinder 
press-fitted into the adapter and containing a 
burster charge of RDX. 


PROPELLANT INCREMENT 


WP FILLER 


IGNITION CARTRIDGE 


AR199488 


BURSTER CHARGE 
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AR 199487 : 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the tin assembly strikes 
the firing pin in the base cap of the mortar. 
The burning primer flashes through the central 
flash hole in the cartridge housing, igniting the 
ignition cartridge. The cartridge ignites the pro- 
pellant charge. Rapidly expanding gases from 
the burning propellant expel the projectile from 
the tube and propel it to the target. The projec- 
tileis fin-stabilized in flight. The PD fuze func- 
tions on impact, detonating the burster charge 
which ruptures the projectile and disperses the 
white phosphorous filler. WP ignites spontane- 
ously on contact with the air producing dense 
white smoke. 


Tabulated Data: 





Complete Round: 


Type --------------------------------- Smoke (WP) 
Weight ------------------------------ 9.34 Ib 
Length ------------------------------ 20.813 in 
Cannon used with --------------- M 


1, M29, 
M29A1, M252 
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Projectile: 
Body material --------- Steel 

olor: 

Old '-------------------------------- Grey w/yellow 
band and yel- 
low markings 

New ------------------------------- Light green 
w/yellow band 
and light red 
markings 

Filler and weight ---------------- WP, 1.60 1b 
Burster charge ------------------- RDX,0.025 Ib 
Components: 
Booster assembly ---------------- M47 
Ignition cartridge --------------- M66 
Propellant charge M5 
Percussion primer M71E1 
Fin assemly --------------------- M141 
Fuze --------------------------------- PD,M524A4 
PD,M 526 
series 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40*F (-40°C) 
Upper limit ------------------------ +125°Е 
(+52.0°С) 
Storage: 
Lower limit ------------------------ -80°Е (for 
period not 
more than 3 
days) (-62.2°C) 
Upper limit ------------------------ +160°F (for 
period not 
more than 
4hr/day) 
(+71.1°C) 
#Packing эзы One round in 
fiber con- 
tainer; three 
fiber contain- 
ers in wooden 
box 
*Packing Box: 
Weight -—————---———-——--—----——----———-- 51.0 Ib 
Dimensions ----------------------- 25-11/16 x 13- 
9116x6-11132 
in. 
Cube -------------------- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN'S. 
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Shipping and Storage Data: 





UNO serial number ---------------- 0245 
Quantity-distance class ----------- (12) 1.2 
Storage compatibility group ---- 
DOT shipping dass ---------------- 
DOT designation ------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH 
SMOKE 
TEC 
DODAC ------------------ 1315-C234 
Drawing number ------------------- 8848900 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (m) (yd) 
9 б 274 300 
640 700 
1188 1300 
3 1691 1850 
2148 2350 
Se 2661 2920 
6 2926 3200 
7 3292 3600 
8 3646 3987 


“Charge 0 is the ignition cartridge only: 

Charge 1 is the ignition cartridge and one 

increment charge; Charge 8 is the ignition car- 
idge and eight increment charges. 

MAK CSA: 8 5 the maximum Suthorized for fir- 


ing in mortar M1. 
Limitations: 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP tiller. 


References: 


AMC-P 700-3-3 
TM 9-1015-215-10 
TM 9-3071-1 

SB 700-20 
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CARTRIDGE, 81 MILLIMETER: HE, M374A2 AND M374 
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Type Classification: 


Std LCC-B, dtd 1975 (M374A2). 
CON 11756003 (M374). 


Use: 


This cartridge is used against personnel 
and materiel, producing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body a point-detonating or proximity fuze, 
a fin assembly that includes a cartridge hous- 
ing, a propellant charge with two types of incre 
ment charges, an ignition charge, and a per- 
cussion primer. The projectile body is threaded 
internally at the nose to accept the fuze and 
externally at the base to accept the fin assem- 
bly. The projectile is filled with Composition B 
high explosive. The fins are canted 5 degrees to 
produce spin. 


PROPELLANT INCREMENT 


амаа. > 
INCREMENT HOLDER 
OBTURATOR 


AR 199485 






CHARGE B PROJECTILE BODY 
HE FILLER 
PROPELLANT INCREMENT 
CHARGE A 


nun 


AR199485 
Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the tin assembly strikes 
the firing pin in the base cap of the mortar. 
The burning primer flashes through the central 
hole in the cartridge housing to ignite the igni- 
tion cartridge. The cartridge ignites the propel- 
lant charge, and rapidly expanding gases from 
the burning propellant expel the projectile from 
the tube and propel it to the target. The projec- 
tile is fin-stabilized in flight. Functioning of 
the fuze detonates the fuze сат charge апа, 
in turn, the high explosive charge. Depending 
upon the type of fuze used, the projectile bursts 
either over or on the target producing near opti- 
mum fragmentation and blast effect. 


Difference Between Models: 


The projectile body may be of forged steel 
or pearlitic malleable iron (PMI). Early produc- 
tion used the M66 ignition cartridge with the 
M149 fin assembly while later series used the 
M285 cartridge and M170 fin assembly. Model 
M374A2 is a modification of M374 to include 
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moisture-proof ignition system, moisture resis- 
tant propelling charges, and improved protec- 
tive packaging. 

Tabulated Data: 


Complete Round: 


Type --------------------------------- HE 
Weight -——————-—————————--—-—-———---———- 9.34 Ib 
Length | ------------------------------ 20.838 in. 
Cannon used with --------------- M1, M29, 
M29A1 
Projectile: 
Body material -------------------- Forged steel 
or cast PMI 
Color an Olive drab 
w/yellow 
markings 
Filler and weight ---------------- Comp B, 
2.10 Ib 
Components: 
Ignition cartridge --------------- M66A1 with 
fin assembly 
M285 with fin 
assembly 
M170 
Propellant charge --------------- M90 (A and B) 
M374, M90A1 
(A and B) 
M374A2 
Percussion primer -------------- M71A2 
Fin assembly --------------------- M 149 w/igni- 
tion cartridge 
M66A1; M170 
w/ignition car- 
tridge M285 
у= РО, М524 
ѕегіеѕ, РО, 
M526 series. 
PD, M567, 
PD, M716, 
Prox, M532 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper limit ------------------------ +125°F 
(+52.0°С) 
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Storage: 

Lower limit ------------------------ -80?F (for 
period not 
morethan 3 
days) (-62.2°С) 

Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 
(+71.1°C) 

*Packing ------------------------------ One round per 

fiber con- 
tainer in jun- 
gle wrap, one 
round per 
plastic con- 
tainer in 
barrier bag; 
three contain- 
ers per 
wooden box 


Packing Box: 
Weight ------------------------------ 51.0 Ib 
Dimensions ----------------------- 26-3/16 x 13- 
15/16 x 6- 
25/32 in. 
Cube --—--------——------—----—-----—-- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 
Quantity-distance dass ---------- (08) 1.2 
Storage compatibility group ---- E 
DOT shipping class ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC | ------------------------------- 1315-C236, 
1315-C256 
Drawing number: 
With fuze -------------------------- 8881026 
Without fuze ---------------------- 9225283 


Ballistics: 


Muzzle 


Velocity Maximum Range 
Charge (fps) (m) (yd) 


0 210 403 442 
1 341 1001 1095 
2 433 1529 1674 
3 505 1988 2175 
4 577 2475 2710 
Dee 656 2955 3237 
6 709 3416 3740 
7 764 3831 4190 
8 814 4197 4598 
9 856 4500 4932 


**Charge 0 is the ignition cartridge only; 
Charge 1 is the ignition cartridge and one 
increment charge; Charge 9 is the ignition car- 
tridge and nine increment charges. (NOTE: 
Increment A is used as Charge 1 and will be one 
of the increments assembled when fining above 
Charge 1.) 
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***Charge 5 is the maximum authorized for fir- 
ing in mortar М1. 


Limitations: 


Firing with more than five propellant incre- 
ment charges (Charge 5) is not authorized in 
mortar М1 

When firing as many as 10 cartridges with 
maximum charge (Charge 9) in Mortar M29, 
the rate of fire will not exceed 12 rounds-per- 
minute. 

Occasional short rounds will occur when 
firing at Charge 3 or below. 

Rounds assembled with Fuze, PD, 
M524A1, M52A2, M524A3, M524A4 are for 
USMC/USN use only. 


References: 


TM 9-3071-1 
TM 9-1300-251-20 
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CARTRIDGE, 81 MILLIMETER: HE, M374A3 (M374A2E 1) 











PROPELLANT INCREMENTS 





PLASTIC SUPPORT 
IGNITION CARTRIDGE 


PRIMER 


Type Classification: 
Std MSR-05756028. 


Use: 


This cartridge is used against personnel 
and materiel, providing both blast and fragmen- 


tation effects. 


Description: 


The complete round consists of a projec- 
tile body, a point-detonating fuze, a fin assem- 
bly four propellant charge increments, an igni- 
tion cartridge and a percussion primer. The 
steel alloy body is threaded internally at the 
nose to accept the fuze, and threaded externally 
at the base to accept the fin assembly. The pro- 
jectile body is filled with Comp B high explo- 
sive. The paper and brass ignition cartridge 
assembly contains a Percussion Primer M35, a 
black powder pellet, and approximately 115 
grains of propellant M9. Surrounding the fin 
assembly are four horseshoe-shaped propelling 
charge M205 increments. Each propelling 
charge M205 increment consists of a nitro- 





= 


AR 199480 


OBTURATOR 





PR 
HE FILLER OJECTILE BODY 


AR 199479 


cellulose container holding approximately 400 
grains of propellant M10. A protective plastic 
propelling charge support surrounds the four 
propelling charge increments. 


Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge, which 
ignites the propellant charge. Gases from the 
burning propellant expel the projectile from the 
mortar tube and propel it to the target. The pro- 
jectile is fin-stabilized in flight. Functioning of 
the fuze detonates the fuze booster charge, in 
turn, detonating the high explosive charge. The 
projectile bursts on the target, producing near 
optimum blast and fragmentation effect. 


Tabulated Data: 


Complete Round: 
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Cannon used with 


Projectile: 


Body material 
Color = ---------------------- 


Fin assembly 


Propelling charge 
Propellant --------------- 
Ignition cartridge 

rimer-------------------------- 


Temperature Limits: 


Firing: 
Lower limit 
Upper limit 
Storage: 


Lower limit -------------- 


*Packing Box: 


Weight -------------------- 
Dimensions -------------- 
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20.813 in. 
(20.833 when 
assembled 
w/Fuze, PD 
M524A6) 

M1, M29, 
M29A1, M252 


Steel alloy 
Olive drab 
w/yellow 
markings 
Comp B, 
2.10 Ib 

PD, M567; 
PD, M524A6 
Mod nee 


M 299 
Perc, M35 


-65?F (for 
period not 
more than 

3 days) 
+160°F (for 
period not 
more than 

4 hr/day) 

1 round per 
fiber con- 
tainer in jun- 
gle wrap; 3 
containers in 
wirebound 
box 


49.4 Ib 

25-1/8 x 15-1/4 
x 7-9/16 in. 

1.7 cu ft 
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“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 








UNO serial number ---------------- 0321 
Quantity-distance class ---------- (08) 1.2 
Storage compatibility group ---- E 
DOT shipping class ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
РАО) ECTILE 
DODAC --------------------- 1315-C256 
Drawing number ------------------- P9241291 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (m) (yd) 
per 215 454 504 
438 1633 1814 
2 608 2866 3184 
3 750 4013 4459 
4 879 4800 5333 


**Charge 0 is the ignition cartridge only: 
Charge 1 is the ignition cartridge and one incre- 
ment charge, Charge 4 is the ignition cartridge 
and four increment charges. 


Maximum range -------------------- 5,333 yd 
Muzzle velocity ---------------------- 879 fps 
Limitations: 


Firing with more that two propellant incre 
meats (Charge 2) is not authorized in Mortar 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1300-251-20 
TM 9-3071-1 
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CARTRIDGE, 81 MILLIMETER: SMOKE, WP, M375A2 AND M375A1 









Type Classification: 
Std AMCTCM 7321, dtd 1969. 
Use: 


This cartridge is used to produce a screen- 
ing smoke and as an incendiary device against 
personnel and materiel. 


Description: 


The complete round consists of a projec- 
tile body with burster assembly a PD or proxim- 
ity fuze a fin assembly that indudes a cartridge 
housing, a propellant charge including two 
types of increment charges, an ignition car- 
tridge, and a Percussion primer. The base of 
the projectile Is externally threaded to accept 
the fin assembly. The projectile nose is fitted 
with an internally threaded adapter designed to 
receive the fuze and hold the burster assembly. 
The burster assembly consists of a burster cas- 
ing containing a small RDX burster charge. 
The burster casing is press-fitted into the 
adapter in the nose. The projectile is loaded 
with a white phosphorous filler. The fins are 
canted at 5 degrees at the rear to spin-stabilize 
the projectile in flight. 


Си 20.838 МАХ 


p 


AR199474 





Tim ds 217: 


Cc 
| 


AR199174 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion pri- 
mer in the hub of the fin assembly strikes the fir- 
ing pin in the base cap of the mortar. The burn- 
ing primer flashes through the central flash 
hole in the cartridge housing, igniting the igni- 
tion cartridge. The cartridge ignites the propel- 
lant charge. The propellant gases expel the pro- 
jectile from the mortar tube and propel it to the 
target. The projectile is fin-stabilized in flight. 
Functioning of the fuze detonates the burster 
charge, which ruptures the projedile, disper- 
sing the white phosphorous. The white phospho- 
rous ignites on contact with the air, producing a 
cloud of dense white smoke with some incendi- 
ary effect. 


Difference Between Models: 


Models are identical except that the fin 
assembly with M 375A2 is M170, while M375A1 
uses M149 fin assembly. Also, M375A2 has a 
moisture-proof ignition system and propelling 
charge. 
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Tabulated Data: 


Complete Round: 





pe -------------—---------——----——-- Smoke, WP 

Weight ------------------------------ 9.34 Ib 

Length ------------------------------ 20.838 in 

Cannon used with --------------- M1, M29, 
M29A1, M252 

Projectile: 

Body material --------------------- Forged steel, 
or cast pearl- 
itic malleable 

iron 

Color -------------------------------- Light green 
w/yellow band 
and light red 

markings 

Filler and weight ---------------- WP, 1.60 Ib 

F UZE --------------------------------- PD, M524 
series, PD, 

M526 series, 
PD,M567, 
PD, M716, or 
Prox, M532 
Fin assembly --------------------- M170 
(M 375A2) 
M 149 
(M 375A1) 
Propelling charge: 
Propellant ------------------------- M90A1 (A& 
B) 
Ignition cartridge --------------- M285 
(M 375A2) 
M66A1 
(M375A1) 
Primer ------------------------------ Percussion, 
M71A1 or 
M71A2 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40*F (.40?C) 
Upper limit ------------------------ +125°Е 
(+52.0°С) 
Storage: 
Lower limit ------------------------ -80°F (for 
period not 
more than 3 
days) (-62.2°C) 

Upper limit ------------------------ +160°F (for 

period not 
more than 
4 hr/day) 

(+71.1°С) 
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*Packing ------------------------------ 1 round per 
fiber con- 
tainer in jun- 
gle wrap, or 
1 round per 
plastic con- 
tainer in 
barrier bags, 3 
containers in 


wooden box 
KAN box: " 
Weight ------------------------------ 51.0 
Dimensions ----------------------- 26-13/16 x 13 
15/16 x 6- 
25/32 in 
Cube --------------------------------- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's 


Shipping and Storage Data: 








UNO serial number ---------------- 0246 
Quantity-distance dass ---------- 1.3 
Storage compatibility group ---- H 
DOT shipping dass -------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 
DODAC ---------------------- 1315-C276 
Drawing number ------------------- 9240953 
(M375A2) 
9251985 
(M375A1) 
Ballistics: 
Muzzle 
Velodty Maximum Range 
Charge (fps) (m) (yd) 
ger 210 403 422 
341 1001 1095 
2 433 1529 1674 
3 505 1988 2175 
4 577 2475 2710 
5 656 2995 3237 
6 709 3416 3740 
7 764 3831 4190 
8 814 4197 4598 
9 856 4500 4932 


**Charge 0 is the ignition cartridge only; 
Charge 1 is the ignition cartridge and one incre- 
ment charge, Charge 9 is the ignition cartridge 
and nine increment charges. 


Maximum range --------------------- 4932 yd 
(4508.22 m) 
Muzzle velocity ---------------------- 856 fps 


(260.9 reps) 


Limitations: 


Increment A is used as Charge 1 and will 
be one of the increments assemble when firing 
above Charge 1. Firing with more than five pro- 
pellant increment charges (Charge 5) is not 
authorized in Mortar M1. When firing as many 
as ten cartridges with maximum charge 
(Charge 9) in Mortar M29, the rate of fire will 
not exceed 12 rounds per minute. Occasional 
short rounds will occur when firing at Charge 3 
or below in Mortar M29. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of W). If 
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impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


Rounds assembled with Fuze, PD, 
M524A1, M524A2, M524A3 or M524A4 are for 
USMC/USN use only. 


References: 
AMC-P 700-3-3 
TM 9-1015-215-10 


TM 9-3071-1 
SB 700-20 
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CARTRIDGE, 81 MILLIMETER: SMOKE, WP, M375A3 


PROPELLANT INCREMENTS 


LY ADE 


PRIMER 





PLASTIC SUPPORT 
IGNITION CARTRIDGE 





OBTURATOR 


BURSTER CASING ADAPTER 
SR UE | 
| 2 


E LAN NG AN j 


\ FUZE 
с. 


PROJECTILE BODY 
AR 101980 


BURSTER CASE 
WP FILLER 


20.838 MAX 





Type Classification: 


Std MSR 05756028. 





Use: 


This cartridge is used to produce a screen- 
ing smoke and as an incendiary device against 
personnel and materiel. 


Description: 


The complete round consists of a projec- 
tile body with burster assembly a PD or proxim- 
ity fuze a fin assembly that includes a car- 
tridge housing, a propellant charge including 
two types of increment charges, an ignition car- 
tridge, and a percussion primer. The base of 
the projectile is externally threaded to accept 
the fin assembly. Surrounding the fin assembly 
are four horseshoe-shaped Propelling Charge 
M205 increments. Each Propelling Charge 
M205 increment consists of a nitrocellulose con- 
tainer holding approximately 400 grains of pro- 
pellant M10. A protective plastic propelling 
charge support surrounds the four propelling 
charge increments. The projectile nose is fitted 
with an internally threaded adapter designed to 


AR 101979 


receive the fuze and hold the burster assembly. 
The burster assembly consists of a burster cas- 
ing containing a small RDX burster charge. 
The burster casing is press-fitted into the 
adapter in the nose. The projectile is loaded 
with a white phosphorous filler. The fins are 
canted at 5 degrees at the rear to spin-stabilize 
the projectile in flight. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the fin assembly strikes 
the firing pin in the base cap of the mortar. 
The burning primer flashes through the central 
flash hole in the cartridge housing, igniting the 
ignition cartridge. The cartridge ignites the pro- 
pellant charge. The propellant gases expel the 
projectile from the mortar tube and propel it to 
the target. The projectile is fin-stabilized in 
flight. Functioning of the fuze detonates the 
burster charge, which ruptures the projectile dis- 
persing the white phosphorous. The white phos- 
phorous ignites on contact with the air, pro- 
ducing a cloud of dense white smoke with some 
incendiary effect. 
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Tabulated Data: 





Complete Round: 


Length 
Cannon used 


Projectile: 
Body material 


Faze 


Fin assembly 


Propelling charge: 


Propellant --- 


Ignition cartri 
Primer 


dge --------------- 


TemperatureLimits: 





Firing: 


Lower limit -- 
Upper limit -- 


Storage: 


Lower limit -- 


“Packing Box: 
Weight 


Dimensions ----------------------- 


M1, M29, 
M29A1, M252 
Forged steel, 
or cast pearl- 
itic malleable 
iron 

Light green 
w/yellow band 
and light red 
markings 

WP, 1.60 Ib 
PD, M567; 
PD,M524A6 
(Alternate) 
M24 


M205 
M299 
Percussion, 
M35 


-40°F 
+125°F 


-80°F (for 
period not 
more than 

3 days) 
+160°F (for 
period not 
more than 

4 hr/day) 

1 round per 
fiber con- 
tainer in jun- 
gle wrap, 3 
containers in 
wirebound 
box 


49.4 Ib 

25-1/8 x 15-1/4 
x 7-9/16 in. 

1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 


NSN's. 
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Shipping and Storage Data: 





UNO serial number ---------------- 
Quantity-distance dass 
Storage compatibility group ---- Н 
DOT shipping dass ---------------- A 





DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 
DODAC --------------------- 1315-C276 
Drawing number ------------------- 9294735 
(M 375A3) 
Ballistics: 
Muzzle 
Velodty Maximum Range 
Charge (fps) (m) (yd) 
0* 215 454 504 
438 1633 1814 
2 608 2866 3184 
3 750 4013 4459 
4 879 4800 5333 


“Charge 0 is the ignition cartridge only; Charge 
lis the ignition cartridge and one increment 
charge; Charge 4 is the ignition cartridge and 
four increment charges. 


Maximum range -------------------- 5,333 yd 
Muzzle velocity ---------------------- 879 fps 
Limitations: 


Firing with more than two propellant 
increments (Charge 2) is not authorized in 
Mortar М1. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space inner- 
mal position in the nose of the projectile 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


AMC-P 700-3-3 
TM 9-1015-215-10 
TM 9-3071-1 

SB 700-20 
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CARTRIDGE, 81 MILLIMETER: SMOKE, WP, M375 





———20.838 MAX 




















INCREMENT 


FLASH HOLES HOLDER 


- FIN ASSEMBLY 









Type Classification: 
Std AMCTC 7379 dtd 1969. 


Use 


This cartridge is used to produce a screen- 
ing smoke and as an incendiary device against 
personnel and materiel. 


Description: 


The complete round consists of a projec- 
tile body with burster assembly, a PD or proxim- 
ity fuze, a fin assembly that includes a car- 
tridge housing, a propellant charge including 
two types of increment charges, an ignition car- 
tridge, and a percussion primer. The base of 
the projectile is externally threaded to accept 
the fin assembly. The projectile nose is fitted 
with an internally threaded adapter designed 
to receive the fuze and hold the burster assem- 
bly. The burster assembly consists of a burster 


IGNITION CARTRIOGE 


PRESSURE PLATE 


BURSTER 


PROPELLANT INCREMENT CHARGE A 


AR199478 


PROPELLANT (NCREMENT CHARGE B 


WP SMOKE FILLER 
OBTURATOR 


BURSTER CASING 


BURSTER 
CASING 


ADAPTER m 


casing containing a small RDX burster charge. 
The burster casing is press-fitted into the 
adapter in the nose. The projectile is loaded 
with a white phosphorous filler. The fins are 
canted at 5 degrees at the rear to spin-stabilize 
the projectile in flight. 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the hub of the fin assembly strikes 
the firing pin in the base cap of the mortar. 
The burning primer flashes through the central 
flash hole in the cartridge housing, igniting the 
ignition cartridge. The cartridge ignites the pro- 
pellant charge. The propellant gases expel the 
projectile from the mortar tube and propel it to 
the target. The projectile is fin-stabilized in 
flight. Functioning of the fuze detonates the 
burster charge, which ruptures the projectile, 
dispersing the white phosphorous. The white 
phosphorous ignites on contact with the air, 
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producing a cloud of dense white smoke with 


some incendiary effect. 


Tabulated Data: 


Complete Round: 


Projectile: 
Body material 


FUZE -----—-----MMMMM 


Fin assembly --------------------- 


Propelling charge: 
Propellant ------------------—-----——-- 
Ignition cartridge --------------- 
Primer --—-----—----------—-----—--- 


Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


*Packing Box: 


4-62 


M1, M29,& 
M29A1, 252 


Forged steel 
or cast pearl- 
itic malleable 
iron 

Light green 
w/yellow band 
and light red 
markings 
WP, 1.60 Ib 
PD, M524 
series, PD, 
M526 series, 
PD, M567, 
PD, M716, or 
Prox, M532 
M149 


M90 (A&B) 
M66A1 
Percussion, 
M71A2 


-40°F (-40°C) 
+125°F 
(+52.0°C) 


-80°F (for 
period not 
more than 3 
days) (-62.2°C) 
+160°F (for 
period not 
more than 

4 hr/day) 
(+71.1°C) 

1 round per 
fiber con- 
tainer in jun- 
gle wrap, or 1 
round per 
plastic con- 
tainer in 
barrier bag; 3 
containers in 
wooden box. 


Weight ------------------------------ 51.0 Ib 

Dimensions ----------------------- 26-13/16 x 13- 
15/16 x 6- 
25/32 in 

Cube -----------——---------------——-——-- 1.4 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0245 
Quantity-distance class ---------- (12) 1.2 
Storage compatibility group --- 
DOT shipping dass ---------------- 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 
DODAC -----------------------=------ 1315-C276 
Drawing number ---------------------- 8885264 
Ballistics: 
Muzzle 
Velocity Maximum Range 
Charge (fps) (m) (yd) 
0* 210 403 422 
1 341 1001 1095 
2 433 1529 1674 
3 505 1988 2175 
4 577 2475 2710 
5 656 2995 3237 
6 709 3416 3740 
7 764 3831 4190 
8 814 4197 4598 
9 856 4500 4932 


Charge 0 is the ignition cartridge only; Charge 
1 is the ignition cartridge and one increment 
charge, Charge 9 is the ignition cartridge and 
nine increment charges. 


Maximum range --------------------- 4932 yd 
(45 08.23 m) 
Muzzle velocity ---------------------- 856 fps 
(260.9 mps) 
Limitations: 


Increment A is used as Charge 1 and will 
be one of the increments assembled when firing 
above Charge 1. Firing with more than five pro- 
pellant increment charges (Charge 5) is not 
authorized in Mortar M1. When firing as many 
as ten cartridges with maximum charge 
(Charge 9) in Mortar M29, the rate of fire will 
not exceed 12 rounds per minute. Occasional 
short rounds will occur when firing at Charge 3 
or below in Mortar M29. 


Limitations: cont. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 
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Rounds assembled with Fuze, PD, 
M524A1, M524A2, M524A3 or M524A4 are for 
USMC/USN use only. 


References: 
SB 700-20 
AMC-P 700-3-3 


TM 9-1300-251-20 
TM 9-3071-1 
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CARTRIDGE, 81 MILLIMETER: TRAINING, M445 (T32E 1) 


| 20.76 МАХ 





PRIMER 
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FIN ASSEMBLY 


Type Classification: 
Std OTCM 37767 dtd 1961. 


Use: 


This cartridge is used for training in the 
loading and firing of the 81mm mortar. 


Description: 


Unlike other mortar ammunition, the com- 
ponents of this round are issued separately. 
This facilitates replacement of damaged, worn, 
or expended parts. The complete round con- 
sists of a projectile body, a training fuze, and a 
fin assembly designed to hold an ignition car- 
tridge and a smoke cartridge. The projectile is 
internally threaded at the nose to accept the 
training fuze, and externally threaded at the 
base to accept the fin assembly 


Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 


IGNITION (PROPELLING) CARTRIDGE 


SMOKE (SPOTTING) CARTRIDGE 


PROJECTILE BODY 








Wig 


132€1 113HS 
ONINIVYL 


AR199472 


METAL WEIGHT 


AR199471 


ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge. Since this 
round is fired only at Charge O, the gases from 
the ignition cartridge expel the projectile from 
the mortar tube and propel it to the target. 
The smoke cartridge detonates on impact provid- 
ing a spotting charge. The ignition and smoke 
cartridge are replaceable and the round is 
designed for reuse. 


Tabulated Data: 


Complete Round: 


уре --------------------------------- Training 
Weight ------------------------------ 9.58 Ib 
Lenath -- 20.76 in 
Cannon used with --------------- M 1, M29, 
M29A1 
Projectile: 
Body material -------------------- Bar steel 
Color: 

Old: н Black or blue 
w/white mark- 
ings 

New -=----- MMMM MMMM Bronze 
w/white mark- 
ings 
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Filler and weight ---------------- Steel weight, “Packing Box: 
2.19 Ib Weight _ ------------------------------ 45.0 Ib 
T EPUM ES Inert, M531 Dimensions ----------------------- 28-5/16 x 6- 
Fin assembly --------------------- M151 13/32 x 12- 
11/16 in 
Propelling charge: Cube --------------------------------- 1.3 cu. ft 
Ignition cartridge --------------- M 100 
Primer ------------------------------ Percussion 
Performance: *NOTE: See DOD Consolidated Ammunition 
Maximum range ----------------- 172m Catalog for complete packing data induding 
(188.7yd) NSN's. 
Muzzle velocity ------------------ 41.3 mps 
(135 fps) Shipping and Storage Data: 
Temperature Limits: Quantity-distance class ---------- (08) 1.2 
Storage compatibility group --- E 
Firing: DOT shipping dass ------------ B 
Lower limit ------------------------ -40°F (-40°C) DOT designation ------------------- AMMUNI- 
Upper limit ------------------------ +125°F TION FOR 
(452.0?C) CANNON 
Storage: WITH 
Lower limit ------------------------ -80°F (-62.2°C) SMOKE 
(for period PROJ EC- 
not more than TILES 
3 days) DODAC ------------------------------- 1315-C228 
Upper limit ------------------------ +160°F Drawing No. ------------------------- P87815 
(+71.1°C) for 
period not 
more than Limitations: 
4/hr/day) 
This round is to be fired at Charge O only. 
*Packing ------------------------------ 1 training 
cartridge, 3 References: 
fin assemblies, 
and 3 dummy SB 700-20 
fuzes in AMC-P 700-3-3 
wooden box 
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INFRARED (IR), 


MS16 


W/FUZE, MECHANICAL TIME SUPERQUICK, M776 


CHARGE, PROPELLING: 81MM, M219 









FIN, MORTAR, CARTRIDGE:61MM, M29 







Type Classification: 
(To be assigned). 


Use: 


This cartridge is an Infrared (IR) Illuminating 
round developed for use in the I-31MM M252 Mor- 
tar System to take advantage of the night vision de- 
vice and reduce friendly forces exposure to the 
enemy. 


Descrintion: 


The complete round consists of an MTSQ fuze 
with an expulsion charge, a body tube and tail cone 
assembly containing an Infrared (IR) illuminant 
charge and a parachute assembly. The ignition car- 
tridge with integral percussion primer is assembled 
to the end of the fin assembly. The propellant 
charge is contained in four horse-shoe type propel- 
lant increments which are assembled around the fin 
assembly shaft 


CARTRIDGE, IGNITION, M752A1 


SS 









9L8AX DIO 
N 18 
WNT YI 
391 четт 
53035 62A ONY INI 


ISN LON OQ ONINHYM 


BAND, ORANGE 


PROJECTILE, 81MM: 


INFRARED ILLUMINATING XM816 LOADING 
ASSEMBLY 


OSA de 
«SS ID wag i 






25.499 MAX 


u 
AR 7182 | 


Functioning: 


When the cartridge is loaded, it slides down the 
mortar tube until the percussion primer in the igni- 
tion cartridge strikes the firing pin at the bottom of 
the tube. 


The percussion primer initiates the charge in 
the ignition cartridge. The charge in the ignition 
flashes through the holes in the shaft of the fin as- 
sembly and ignites the propelling charge. The gas- 
es from the burning propellant expand and propel 
the cartridge out of the mortar tube. The projectile 
is fin-stabilized in flight. Functioning of the time fuze 
detonates the expelling charge and the expelling 
charge separates the cone from the tube allowing 
the illuminant candle and parachute to fall freely. 
The parachute deploys to support the burning can- 
dle. 


Change2 4-66.1 


_~ STRIP, 
IDENTIFYING 


FUZE, MTSQ, M772 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


Tabulated Data: 





Complete round: 


Туре  --------------------------------- Шит. (Infrared) 

Ө s mE aan 9.25 Ibs. 

Length  ------------------------------- 25.49 in. 

Assembly dwg No. ---------------- 12953389 
Projectile: 

Body material ---------------------- Steel, (Tube) 

Color --------------------—----------- White w/black 


markings and one 
orange band 


Filler and weight------------------- Infrared/2.99 Kg 
Illumination burn time------------ 60 Sec. min. 
Components: 
Ignition cartridge ------------------ M752A1 
Propellant charge ------------------ M219 
fin Assembly ---------------------- M29 
Fuze --------------------------------- Mechanical Time 
Super Quick, 
M772 
Limitation: 


Cartridge cannot be fired at charge 0 (ignition 
cartridge only). Cartridge cannot be fired in the М1 
and the M29 Series Mortar. 


Termperature Limits: 





Firing: 
Lower limit ------------------------- -50°F 
Upper limit ------------------------- +145°F 


4-66.2 Change 2 


Storage: 


Lower limit ---------------- 
Upper limit -------------- 


Packing: 


Pack | ------------------------ 


Shipping and Storage Data: 


Fiber container (PA114) 


Metal Can (PA157) 


Quantity-distance class 
Storage compatibility group 
DOT shipping class 


DOT designation 


DODAD eine 


NEN ato... 


-60°F out 
+160°F 


One round per 


fiber container 
and three fiber 
containers per 
metal can 


Dwg No. 
9354333 


Dwg No. 
12944510 


(08) 1.2 

G 

A 

Ammunition for 
cannon w/illum- 
inating projectile 
1315-C484 

0171 
1315-01-379- 
1026 


*NOTE: See DOD Consolidated Ammunition Catalog 
for complete packing data including NSN's. 
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CARTRIDGE, 81 MILLIMETER: SMOKE, RP, M819 






FIN ASSEMBLY M28 


o "rm 


IGNITION татил», с __, 
MET 4 


PROPELLING 
CHARGE 
M218 


Type Classification: 


Std Dec '86. 





Use: 


This cartridge is a smoke screen round 
developed for use in the M252 improved 81mm 
mortar system. A three round volley is used to 
develop the basic smoke screen. 


Description: 


The complete round consists of a MTSQ 
fuze with an expulsion charge, a projectile con- 
taining red phosphorus smoke pellets, a propel- 
ling charge comprised of four horse-shoe type 
propellant increments, a fin assembly, and an 
ignition cartridge with integral percussion 
primer. 


Functioning: 


After setting the fuze with appropriate 
functioning time, the cartridge is loaded into 
the mortar tube. The cartridge slides down the 
mortar tube until it reaches the firing pin in 
the base cap. The firing pin strikes the plunger 
of the percussion primer. The primer element 
functions and initiates the charge in the igni- 
tion cartridge. The charge in the ignition car- 


FUZE, MTSQ, M772 


OBTURATING RING 


AR 4024 


tridge flashes through the holes in the fin assem- 
bly and ignites the propelling charge (horse- 
shoe increments). The base end of the mortar 
tube is pressured by the hot gases generated 
from the burning propellant. The pressurized 
gas expands and propels the cartridge. The car- 
tridge leaves the mortar tube and travels 
towards the target. Upon a pre-set time, the 
fuze functions to expel and ignite the red phos- 
horus smoke pellets in flight. The burning pel- 
ets produce a cloud of dense smoke after 
hitting the ground. А three round volley is 
required to develop the basic smoke screen. 


Tabulated Data: 


Complete Round: 


Type -................................ Smoke, RP 
Weight ----------------------------- 10.7 Ib 
(4.9 kg) 
Length €—————— 25.5 in. 
(64.8 cm) 
Projectile: 
Body material -------------------- Steel 
Cdo uc lo ы Green w/black 
markings and 
brown band 
Filler -------------------------------- Red phospho- 
rus 2.6 Ib 
(1.2 kg) 


Components: 


FUZE --------------------------------- 
Propelling charge 
Ignition cartridge 
Fin assembly 
Maximum range 


Muzzle velocity 


Temperature Limits: 





Firing: 
Lower Limit 


Upper Limit 


Storage: 
Lower Limit 


Upper Limit 


*Packing:  -------------------- 


*Packing Box: 


Weight -------------------- 


4-68 


MTSQ, M772 
18 


M2 


5000 m 


(16.404 ft) 


915 ft/sec 


(279 mps) 


wax-treated 
fiber con- 
tainer, 3 con- 
tainers in 
wood box. 


66 Ib 

(29.94 kg) 
30-15/16 х 
13-13/16 x 
6-11/16 in. 
(78.58 x 
33.50 x 16.99 
cm) 
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Cube --——----—---—---------—------——-- 1.65 cu ft 
(0.05 cu m) 


*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0016 

Quantity-distance class ---------- (04) 1.3 

Storage compatibility group ---- G 

DOT shipping dass ---------------- A 

DOT designation -------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
РАО) ECTILE 

DODAC ------------------ 1315-C870 

Drawing number ------------------- 9327839 

Limitations: 


Cartridge cannot be fired at Charge 0 (igni- 
tion cartridge only). 


Cartridge cannot be fired in the M1 mor- 
tar or above Charge 3 in the M29 mortar. 
References: 


AMC-P 700-3-3 
SB 700-20 
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CARTRIDGE, 81 MILLIMETER: HE, M821 





20.0 IN. 


IGNITION 
CARTRIDGE 








үу 


BAON NN 4 
Ш л N ng 
SII HESS BEER, П WS : 
E | N à 





mua 





PROPELLING 


FIN 
ASSEMBLY CHARGE 


Type Classification: 
Std DA Ltr 7/84. 


Use: 


This cartridge is a high explosive round 
developed for use in the M252 improved 81mm 
mortar system. It is intended for use against 
personnel and light materiel targets. 


Description: 


The complete round consists of a fuze, pro- 
pellant charge, fin assembly, ignition cartridge, 
and shell body. The shell body made of Ductile 
Cast Iron, is loaded with a RDX/TNT filler. 
The ignition cartridge has a percussion primer 
and is assembled to the end of the fin assembly. 
The propelling charge is contained in four 
horse-shoe felt-fiber containers and assembled 
around the fin assembly shaft. 


Functioning: 


When the cartridge is dropped down the 
mortar tube, the firing pin at the bottom of the 
tube initiates the percussion primer and charge 
in the ignition cartridge. The charge in the igni- 
tion cartridge flashes through the holes in the 


OBTURATING RING 












WARNING:IN 81MM MORTAR 
M29:USE a S MAXIMUM 


EXPLODER 
ASSEMBLY 
















RDX/TNT 


ARD 2536 


shaft of the fin assemblyand ignites the propel- 
ling charge. The gases from the burning propel- 
lant expand and propel the cartridge out of the 
mortar tube. The fuze functions proximity, 
near surface, on impact, or delay depending on 
the fuze setting and detonates the projectile. 


Tabulated Data: 





Complete Round: 


Type -------------=-===========----=—- E 
Weight _ ------------------------------ 8.96 Ib 
Length _ ------------------------------ 20.1 in. 
Assembly drawing number --- 9354443 
Projectile: 
Body material -------------------- Ductile cast 
iron 
Color  -------------------------------- Olive drab 
w/yellow 
markings 
Filler and weight ROXITNT, 
Components: 
Ignition cartridge --------------- L33A1 
Propellant charge MK5 -------- 4 increments 
(M 205 
propellant 
containers 
w/UK ball 
propellant) 
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FUZE  ---—--MMMMÓMMM Multi-option, B OX nn C374MK2, 
steel box Dwg. 
Fin assembly --------------------- TV180 SV547A 
m (British) 
Temperature Limits: 
*NOTE: See DOD Consolidated Ammunition 
Firing: Catalog for complete packing data induding 
Lower limit ----------------------- -50°F NSN's. 
Upper limit ------------------------ +145°Е 
Storage: Shipping and Storage Data: 
Lower limit ------------------------ -60°F (for РЕ z 
period not UNO serial number ---------------- 0321 
more than 3 Quantity-distance dass --------- (08) 1.2 
days) Storage compatibility group ---- E 
Upper limit ------------------------ +160°F (for DOT shipping class ---------------- A 
period not DOT designation ------------------- AMMUNI- 
more than 4 TION 
hr/day) FOR 
Packing ---—-----------------—------ 1 round per CANNON 
plastic con- WITH 
tainer, 3 con- EXPLO- 
tainers per SIVE 
metal box PRO] EC- 
Ammo container ----------------- Dwg GD/ TILES 
030P /100954 DODAC------------------------------------- 1315-C868 
(British) 
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CARTRIDGE, 81 MILLIMETER: ILLUMINATING, M853A1 





FIN ASSEMBLY M29 





IE 

IGNITION - 3 PIE | 

CARTRIDGE > отот 
M752 


PROPELLING 
CHARGE M219 


Type Classification: 
Std Dec '86. 
Use: 


This cartridge is an illuminating round 
developed for use in the M252 improved 81mm 
mortar system and is used for illuminating a 
desired point or area. 


Description: 


The complete round consists of a time 
fuze with an expulsion charge, a projectile con- 
taining an illuminant canister and parachute 
assembly, a propelling charge comprised of four 
horse-shoe Npa propellant increments, a fin 
assembly, and an ignition cartridge with inte 
gral percussion primer. 


Functioning: 


After setting the fuze to appropriate time, 
the cartridge is loaded into the mortar tube. 
The cartridge slides down the mortar tube until 
it reaches the firing pin in the base cap. Thefir- 
ing pin strikes the plunger of the percussion 
primer. The primer element functions and initi- 
ates the charge in the ignition cartridge. The 
charge in the ignition cartridge flashes through 
the holes in the fin assembly and ignites the pro- 


OBTURATING RING TLLUMINANT 


CANISTER 
ASSEMBLY 


AR 4025 


pelling charge (horse-shoe increments). The 
base end of the mortar tube is pressurized by 
the hot gases generated from the burning pro- 
pellant. The pressurized gas expands and pro- 
pels the cartridge. The cartridge leaves the mor- 
tar tube and travels towards the target. Upon 
a pre-set time, the fuze functions to expel and 
ignite the illuminant canister assembly. The 
parachute deploys to slow the descent of the illu- 
minant canister assembly. The burning candle 
provides a minimum of 600,000 candle power 
illumination for at least 60 seconds. 


Tabulated Data: 





Complete Round: 


Type --------------------------------- Illuminating 
Weight ------------------------------ 8.8 Ib (4 kg) 
Length ------------------------------ 25.3 in. 
(64.3 cm) 
Projectile: 
Body Material -------------------- Aluminum 
nn nnn nnn nnn White w/black 
markings 
Filler -------------------------------- Illuminant, 
1.4 Ib (0.6 kg) 
Components: 
Кие --------------------------------- MTSQ, M772 
propelling charge --------------- M219 
Ignition cartridge --------------- M752 
Fin assembly --------------------- M29 


4-71 


TM 43-0001-28 


Maximum range -------------------- 5000m 
(16,404 ft) 
| (burst) 
Muzzle velocity --------------------- 1020 ft/sec 
(311 mps) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -50°F (-45.5°C) 
Upper limit ------------------------ +145°F 
(+63°C) 
Storage: | 
Lower limit ------------------------ 51.1C 
Upper limit ----------------------- AG sb? F 
| (+71.1°С) 
*Packing: 0na 1 round in 
wax-treated 
fiber con- 
tainer, 3 con- 
tainers in 
| wood box 
“Packing Box: 
Weight ------------------------------ 60 Ib (27.2 kg) 
Dimensions ----------------------- 30-15/16 x 13- 
13/16 x 6-11/ 
16 in. (76.6 x 
35.1 x 17 cm) 
Cube ---—-—-—-—MMMMMMMMM 1.65 cu ft 
(0.05 cu) 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 
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Shipping and Storage Data: 





UNO serial number ---------------- 0171 

Quantity-distance dass ---------- (04) 1.2 

Storage compatibility group ---- T 

DOT shipping dass ---------------- 

DOT designation ------------------- AMMUNI- 
TION 


ILLUMINA- 

TING 

PROJ ECTILE 
DODAC ------------------------------- 1315-C871 
Drawing number ------------------- 9152621 


Limitations: 


Cartridge cannot be fired at Charge 0 (igni- 
tion cartridge only). 


Cartridge can not be fired in the M1 mor- 
tar or above Charge 3 in the M29 mortar. 


References: 


AMC-P 700-3-3 
SB 700-20 
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CARTRIDGE, 81 MILLIMETER: HE, M889 
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Type Classification: 
Std - DA Ltr 7/84. 





Use: 


This cartridge is a high explosive round 
developed for use in the M252 improved 81mm 
mortar system. It is intended for use against 
personnel and light materiel targets. 


Description: 


The complete round consists of a fuze, pro- 
pellant charge, fin assembly, ignition cartridge, 
and shell body. The shell body, made of ductile 
cast iron, is loaded with a RDX/TNT filler. The 
ignition cartridge has a percussion primer and 
is assembled to the end of the fin assembly. 
The propelling charge is contained in four horse- 
shoe felt-fiber containers and assembled around 
the fin assembly shaft. 


Functioning: 


When the cartridge is dropped down the 
mortar tube, the firing pin at the bottom of the 
tube initiates the percussion primer and charge 
in the ignition cartridge. The charge in the igni- 
tion cartridge flashes through the holes in the 







WARNING:IN 81MM MORTAR 
M29:USE ARCE MAXIMUM 





EXPLODER 
ASSEMBLY 


OBTURATING RING 





ADAPTER 







FILLER 
ROX/TNT 


U 
АВ 6236 


shaft of the fin assembly and ignites the propel- 
ling charge. The gases from the burning propel- 
lant expand and propel the cartridge out of the 
mortar tube. The fuze functions on impact and 
detonates the projectile. 


Tabulated Data: 


Complete Round: 


Type --------------------------------- HE 
Weight ------------------------------ 8.96 Ib 
Length ------------------------------ 20.0 in. 


Assembly drawing number --- 9354444 
Projectile: 


Body material -------------------- Ductile cast 
iron 

Color -------------------------------- Olive drab 
w/yellow 
markings 

Filler and weight ---------------- Sa 1.6 

Components: 

Ignition cartridge --------------- L33A1 

Propellant charge MK5 -------- 4 increments 
(М 205 propel- 
lant contain- 
ers with UK 
ball propel- 
lant) 
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FUZE mann 


Temperature Limits: 


Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 
Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


4-74 


PD, M935 
TV180 


-60°F (for 
period not 
more than 
3 days) 
+160°F (for 
period not 
more than 
4 hr/day) 


1 round per 
plastic con- 
tainer, 3 con- 
tainers per 
metal box 


Dwg. 
GD/030P /1009 
54 (British) 


BOX ---------------------------------- C374 MK2, 
steel box Dwg. 
SV 547A 
(British) 


*МОТЕ: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 

Quantity-distance class ---------- (08) 1.2 

Storage compatibility group ---- E 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ------------------ 1315-C869 
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CARTRIDGE, 81 MILLIMETER: HE, M821A1 WITH FUZE, MULTI-OPTION, M734 


FIN ASSEMBLY, M24 


BODY LOADING ASSEMBLY 





CARTRIDGE, IGNITION, M299 


FUZE, MULTI-OPTION, M734 


4 - CHARGE, PROPELLING, M220 






Type Classification: 
TBD 


Use: 


This cartridge is a high explosive round 
developed for use in the M252 improved 81mm 
mortar tn It is intended for use against 
personnel and material providing both blast 
and fragmentation effect. 


Description: 


The complete round consists of a fuze, 
four increment charges, fin assembly, ignition 
cartridge, and shell body. The shell body, made 
of forged steel material, is loaded with a 
Composition В (RDX/TNT) filler. The ignition 
cartridge has a percussion primer and is assem- 
bled to the end of the fin assembly. The propel- 


19.55 MAX. 


WARNING 
DO NOT USE IN М1 MORTAR 
DO NOT EXCEED CHARGE 3 IN M29 MORTAR 


03.174 МАХ, 


lant charge is contained in four horseshoe felt- 
fiber containers and assembled around the fin 
assembly shaft. 


Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge which 
ignites the propellant charge. Gases from the 
burning propellant expel it to the target. The 
projectile is fin-stabilized in flight. Functioning 
of the fuze detonates the high explosive charge. 
The projectile bursts on the target, producing 
near optimum blast and fragmentation effect. 
The fuze functions proximity near surface, on 
impact, or delay depending on the fuze setting 
and detonates the projectile. 
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Difference Between Models: 

The M821A1 cartridge is produced using 
the Americanized TDP based on the M821 car- 
tridge. 

Tabulated Data: 


Complete Round: 


туре nn HE 
Weiche == 9.22 Ib 
Length ------------------------------ 19.55 in. 
Projectile: 
Body material -------------------- Forged steel 
Color aaa Olive drab 
w/yellow 
markings 
Filler and weight ---------------- Comp B, 
2.05 Ib 
Components: 
Ignition cartridge --------------- M 299 
Propellant charge --------------- M220 
Primer --———----——---———-----——--———-- М55 
Percussion 
FUZE --------------------------------- Multi-Option, 
M 734 
Fin assembly ---------------------- M24 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -50°Е 
Upper limit ------------------------ +145°F 
Storage: 
Lower limit ------------------------ -60°F 
Upper limit ------------------------ +160°Е 
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Packing -------------------------------- 1 round per 
wax treated 
fiber con- 
tainer; 3 con- 
tainers in 
wirebound box 

Weight ------------------------------ 42 Ib 

Dimensions ----------------------- 23-11/16 x 

13-3/8 x 5-5/16 
in. 

Cube --------------------------------- cu ft 
Shipping and Storage Data: 
Quantity-distance class ---------- (08) 1.2 
Storage compatibility group ---- E 
DOT shipping class ---------------- A 
DOT designation ------------------- AMMUNI- 

TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC-------------------------------------- 1315-C868 

NSN cnn 1315-01-285- 
6416 

Drawing number -------------------- 12630672 

Limitations: 


Cartridge can not be fired in the М1 mor- 
tar or above Charge 3 in the M29 Mortar. 


References: 


TM 9-1015-249-10 

SB 700-20 

AMC-P 700-3-3 

DOD Consolidated Ammunition Catalog 
TM 9-1300-251-20 
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CARTRIDGE, 81 MILLIMETER: TARGET PRACTICE M879 WITH FUZE, PD, M751 





IGNITION CARTRIDGE (W/INTEGRAL PRIMER) 


PROPELLING CHARGE 
FIN ASSEMBLY 


INERT FILL 


Type Classification: 
TBD 


Use, 


This cartridge is a full range training round for use 
in the M252 improved 81mm mortar system. 


Description: 


This cartridge consists of a PD (practice) fuze, an 
inert loaded projectile body, fin assembly, four propel- 
lant increments, obturating ring and an ignition cartridge 
(with integral primer). The cartridge with the M751, PD 
fuze resembles the 81MM M821 HE cartridge. These 
practice cartridges are ballistic matches to the HE car- 
tridges and produce a similar signature (flash, audible 
sound, and smoke cloud) upon impact on the ground. 


Functioning: 


When the cartridge is loaded, it slides down the 
mortar tube until the percussion primer in the ignition 
cartridge strikes the firing pin in the base cap of the mor- 
tar. The primer ignites the ignition cartridge which 
ignites the propellant charge. Gases from the burning 
propellant expel the projectile from the mortar tube and 
propel it to the target. The projectile is fin-stabilized in 
flight. The acceleration arms the fuze. The cartridge 
travels down-range and impacts the target. The fuze 





PROJECTILE BODY 


OBTURATING RING U 
AR 4501 


functions on impact. A pyrotechnic smoke charge in the 
fuze produces a flash, an audible sound, and a smoke 
cloud. 


Tabulated Data: 


Complete Round: 


Type ------------------------------- Practice (full 
range) 

Weight ----------------------------- 9.40 1b 

Length ------------------------------ 19.55 in. 

Projectile: 

Body material Steel 

Color Blue w/white 
markings and 1 
brown ban 

Filler and weight ------------------ Hydrocal (inert), 
2.05 Ib 


Components: 
Ignition cartridge ----------------- M299 (with inte- 


gral primer) 


Propellant charge ----------------- M220 
Fuze---------------------------------- PD, M751 
Fin assembly ----------------------- M24 
Maximum range ------------------- 5700 m 
Maximum muzzle velocity------- 305 mps 
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T aag 
Firing: 
Lower limit ------------------------ 
Upper limit ------------------------- 
Storage: 
Lower limit ------------------------ 
Upper limit 
Packing 


Weight 


Shipping and Storage Data: 


UNO serial number ------------------ 


Quantity-distance class -------------- 


Storage compatibility group 
DOT shipping class 


4-78 Change 2 


-45°F 

+145°F 

1 cartridge per 
wax treated fiber 
container; 3 con- 
tainers in metal 
box 

x lb 

25-1/16 x 13- 
13/16x 6-11/16 
in. 

1.34 cu ft 


0328 


Drawing number 


ias р 
None. 


References: 


TM 9-1015-249-1 
SB 700-20 
AMC-P 700-3-3 


0 


AMMUNITION 
FOR CANNON 
WITH INERT 
LOADED PRO- 
JECTILE 
1315-C875 
1315-01-200- 


4223 
9381430 


DOD Consolidated Ammunition Catalog 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 81 MILLIMETER: TARGET PRACTICE (SR), M880 WITH FUZE, 
PD, M751 









-—————— 14.57 MAX. 


BREECH PLUG AND FIRING PIN 
3 - INCREMENT PLUGS 


BODY ASSEMBLY 
FUZE M775 (INERT) 






SPRING PIN 
OGIVE SIMULATED 


PROPELLANT CARTRIDGE M734 
TAIL FIN OBTURATING RING 
U 
AR 4500 
Type Classification: tic plugs removed (before firing) and the 
amount of gas allowed to escape from the barrel 
Std through the projectile body. The fuze functions 
on impact with the ground or target. A pyro- 
Use: technic smoke cartridge in the fuze produces a 
flash, an audible sound, and a cloud of smoke 
This cartridge is a short range (SR) train- (simulation of the HE cartridge function). 
ing round for use in the M252 improved 81mm 
mortar system. 
Tabulated Data: 
Description: 
Complete Round: 
This cartridge consists of a PD (practice) Type ------------------- Practice 
fuze, hollow projectile body with vent holes, fin (short range) 
assembly, three plastic plugs (simulations of pro- Weight ------------------------------ 6.84 Ib 
pellant charge increments), obturating ring and Length | ------------------------------ 14.5 in. 
ignition cartridge with percussion primer. Projectile: 
Body material -------------------- Steel 
Functioning: йй m Blue w/white 
markings and 
When the cartridge is loaded, it slides 1 brown band 
down the mortar tube until the primer in the Filler --------------------------------- None (hollow 
ignition cartridge strikes the firing pin in the body) 
base cap of the mortar. The primer ignites the Fuze --------------------------------- PD, M775 
ignition charge and the gases generated by the (practice) 
ignition cartridge propel the cartridge out of Maximum range -------------------- 490 m 
the barrel. The distance of the cartridge travel- (538 yd) 
ing downrange depends on the number of plas- Maximum muzzle velocity ------- 73 mps 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 
Storage: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Packing 


Weight 


Cube 


Shipping and Storage Data: 





UNO serial number ---------------- 
Quantity-distance dass ---------- 
Storage compatibility group ---- 


4-80 


] cartridge 
per fiber con- 
tainer; 8 con- 
tainers per 
wireboundbox 
77 Ib 

(34.47 kg) 

e 1/2 x 


DOT shipping class ---------------- С 

DOT designation ------------------- AMMUNI- 
TION FOR 

CANNON 

WITH INERT 
PROJ ECTILE 

DODAC ----——----——----—-—----—----———-- 1315-C876 

МСМ-----——--—------------—---—-—----—-———-—- 1315-01-216- 
7071 

Drawing number -------------------- 9381430 

Limitations: 

None. 


NOTE: After the round functions it can be 
retrieved and refurbished as indicated in TM 9- 
1315-252-12&P. 


References: 


TM 9-1015-249-10 

SB 700-20 

AMC-P 700-3-3 

DOD Consolidated Ammunition Catalog 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 81 MILLIMETER: HE, M889A1 WITH FUZE, PD, M935 


FIN ASSEMBLY, M24 
11726889 
NOTE 2 





4 - CHARGE, PROPELLING, M220 


CARTRIDGE, IGNITION, M299 


DO NOT 


BODY LOADING ASSEMBLY 
12630553-2 


FUZE, PD, M935 


WARNING 
DO NOT USE IN M1 MORTAR 
EXCEED CHARGE 3 IN M29 MORTAR 





Type Classification: 
TBD 


Use: 


This cartridge is a high explosive round 
developed for use in the M252 Improved 81mm 
mortar зар It is intended for use against 
personnel and material, providing both blast 
and fragmentation effect. 


Description: 


The complete round consists of a fuze, 
increment charges, fin assembly, ignition car- 
tridge, and shell body. The shell body, made of 
forged steel material, is loaded with a 
Composition В (RDX/TNT) filler. The ignition 
cartridge has a percussion primer and is assem- 
bled to the end of the fin assembly. The propel- 
lant charge is contained in four horseshoe felt- 
fiber containers and assembled around the fin 
assembly shaft. 


Functioning: 


When the cartridge is loaded, it slides 
down the mortar tube until the percussion 
primer in the ignition cartridge strikes the fir- 
ing pin in the base cap of the mortar. The 
primer ignites the ignition cartridge which 


U 
AR 4499 


ignites the propellant charge. Gases from the 
burning propellant expel the projectile from the 
mortar tube and propel it to the target. The pro- 
jectile is fin-stabilized in flight. Functioning of 
the fuze detonates the high explosive charge. 
The projectile bursts on the target, producing 
near optimum blast and fragmentation effect. 
The fuze functions either superquick or delay 
action (0.05 sec) depending on the fuze setting 
and detonates the projectile. 


Tabulated Data: 





Complete Round: 


уре --------------------------------- HE 
Weight rencia 9.22 Ib 
Length ------------------------------ 19.67 in. 
Projectile: 
Body material -------------------- Forged steel 
Color  -------------------------------- Olive drab 
w/yellow 
markings 
Filler and weight ---------------- Comp B, 
2.05 Ib 
Components: 
Ignition cartridge --------------- M299 
Propelling charge --------------- M220 
Primer ------------------------------- Percussion, 
M35 
FUZE ---------------------------------- Point detonat- 
ing, M935 
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Fin assembly ---------------------- M24 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -50°F 
Upper limit ------------------------ +145°F 
Storage: 
Lower limit ------------------------ -60°Е 
Upper limit ------------------------ +160°F 
Packing -------------------------------- 1 round per 
wax treated 
fiber con- 
tainer: 3 con- 
tainers in 
wirebound box 
Weight ------------------------------------ 41 Ib 
Dimensions -------------------------- 23-11/16 x 
13-3/8 x 


5-5/16 in. 
cu ft 


Shipping and Storage Data: 
Quantity-distance dass ---------- 1.2 (08) 


Storage compatibilitygroup ---- E 
DOT shipping class ---------------- А 


4-82 


WWW.SURVIVALEBOOKS.COM 


DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 
DODAC ----------------- 1315-C869 
NSN ------------------- 1315-01-286- 
1385 
Drawing number- ------------------- 12630535 
Limitations: 


Cartridge can not be fired in the M1 mor- 
tar or above Charge 3 in the M29 mortar. 


Difference Between Models: 


The M889A1 cartridge is produced using 
the Americanized TDP based on the M889 car- 
tridge. 


References: 


TM 9-1015-249-10 

SB 700-20 

AMC-P 700-3-3 

DOD Consolidated Ammunition Catalog 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 4.2-INCH: GAS, M2A1 AND M2 





- PRESSURE PLATE NUT 


PRESSURE PLATE 
ROTATING DISK 
















L PROPELLANT INCREMENTS 
IGNITION CARTRIDGE 


STRIKER NUT 


Type Classification: 


M2A1: Std OTCM 36841 dtd 1958. 
M2: OBS MSR 05776015. 





Use: 


This cartridge is used for casualty effect 
and may be filled with either non-persistent 
gases CNB, CNS, CK or СС, or persistent gases 
H, HD or HT. 


Description: 


The complete round consists of a projec- 
tile body, a PD fuze with an integral burster, 
and a tail assembly. The body contains a perfo- 
rated vane assembly welded to the inside of the 
body and is designed to accommodate the 
burster tube that extends from the fuze. The 
tail assembly consists of a pressure plate and 
rotating disc, a propelling charge, a cartridge 
container and ignition cartridge, and a striker 
nut assembly. 


PERFORATED VANE 


AR 199468.A | 


PROJECTILE BODY 









BURSTER 
ASSEMBLY 


PD FUZE 


AR 199447 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin imparted 
to the projectile as it leaves the weapon stabi- 
lizes it in flight. The perforated vane causes 
the liquid filler to rotate with the projectile to 
reduce the possibility of erratic flight. The fuze 
functions on impact, detonating the burster 
charge which ruptures the projectile and dis- 
perses the gas filler. 


Difference Between Models: 
Cartridge M2 differs slightly from 


Cartridge M2A1 in the design of the obturating 
mechanism. 
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Tabulated Data: 


Complete Round: 


Туре --------------------------------- Agent 

Weight | ------------------------------ 24.67 Ib 

Length ------------------ 21.01 in 

Cannon used with --------------- M2,M30 
Projectile: 

Body material -------------------- Steel 

** Color: 

Persistent ----------------------- Gray w/2 
green bands 
and green 
markings 

Non-persistent ---------------- Gray м/1 
green band 
and green 
markings 

Filler and weight ---------------- Gas, 5.75 to 
8.00 Ib 

Ignition cartridge --------------- M2* 

Propelling charge --------------- M6* 

FUZE MM PD, M8 (with 


M14 burster) 
Performance (full charge): 


Maximum range ----------------- 4879 yd 
(4,460 m) 

Muzzle velocity ------------------ 839 fps 
(255.8 mps) 


*NOTE: See separate data sheets. 
**NOTE: Renovated or newly manufactured 


projectile. (Post 1976) will be marked with one 
green band and, if burstered, one yellow band. 


Temperature Limits: 


Firing 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°F 
(-52.0°C) 

Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not morethan 
3 days) 
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Upper limit ------------------------ +160°F 
(+71.1 °C) 
(for period 
not more than 
u 
***Packing --------------------------- 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 
***Packing Box: 
Weight ------------------------------ 75.0 Ib 
Dimensions ----------------------- 27-1/16 x 11- 
hie І 
Cube ————--—————-—-———--——- 1.3 cu ft 


***NOTE: see DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0020 

Quantity-distance class ---------- (12) 1.2 

Storage compatibility group ---- K 

DOT shipping class ---------------- A 

DOT designation  ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH GAS 
PROJ EC- 
TILES 

DODAC ---------------- CNB, CNS, 
CNS-1315- 
C701 H, HD, 
HT-1315-C703 

Drawing number ------------------- 75-1-284 

Limitations: 


Short rounds may occur when Cartridge 
M2A1 is fired with fewer than seven incre- 
ments. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 4.2-INCH: SMOKE, PWP OR WP, M2A1 & M2 





21.01 MAX 








STRIKER NUT ASSEMBLY 








CARTRIDGE CONTAINER 
IGNITION CARTRIDGE 






ROTATING DISK 


PRESSURE PLATE 
PROPELLING CHARGE 





Type Classification: 


OBS 11756003. 





Use: 


This cartridge is used against personnel 
and materiel as an incendiary device, and to pro- 
duce a screening smoke. 


Description: 


The complete round consists of a projec- 
tile body a PD fuze with an integral burster, 
and a tail assembly. The body contains a perfo- 
rated vane assembly welded to the inside of the 
body and designed to accommodate the burster 
tube that extends from the fuze. Thetail assem- 
bly consists of a pressure plate and rotating 
disc, a propelling charge, a cartridge container 
and ignition cartridge, and a striker nut assem- 
bly. 


PROJECTILE BODY 


AR 199468 


SMOKE FILLER 


BURSTER TUBE 


PERFORATED VANE 
AR 199466 


Functioning: 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin imparted 
to the projectile as it leaves the weapon stabi- 
lizes it in flight. On impact, the functioning of 
the fuze detonates the burster charge which 
shatters the projectile casing, dispersing the 
filler. On contact with the air, the WP (or PWP) 
filler ignites creating a dense white smoke with 
some incendiary effect. 


Difference Between Models: 





Cartridge M2 differs slightly from cart- 
ridge M2A1 in the design of the obturating 
mechanism. 
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Tabulated Data: 


Complete Round: 


Уре --------------------------------- Smoke 
Weight ------------------- 24.91 Ib 
Length ------------------------------ 21.01 in. 
Cannon used with --------------- M2, M30 

Projectile: 
Body material -------------------- Steel 
Color ------- Gray w/yellow 
band and yel- 
low markings 
Filler and weight ---------------- WP,7.50 Ib 
Components: 
Ignition cartridge ------------- M2* 
Propelling charge --------------- M6* 
Fuze --------------------------------- PD, M8 (with 


M14 burster) 
Performance (full charge): 


Maximum range ----------------- 4879yd 
(4,460 m) 

Muzzle velocity ------------------ 839 fps 
(255.8 mps) 


*NOTE: See separate data sheets. 
Temperature Limits: 


Firing: 
Lower limit ------------------------ 40°F (-40°C) 
Upper limit ------------------------ +125°F 
(+52.0°C) 
Storage: 
Lower limit ------------------------ -80°F (-62.2°C) 


(for not more 
than 3 days) 
Upper limit ------------------------ +160°F 
(+71.1°C) (for 
not more than 
4 hr/day) 
**Packing ----------------------------- 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 
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**PackingBox: 


Weight ------------------------------ 70 Ib 
Dimensions ----------------------- 27-1/6 x 11-1/8 

х 7-7/32 in. 
Cube -—-------------—--------—----——-- 1.3 cu ft 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0245 

Quantity-distance class ---------- (12) 1.2 

Storage compatibility group ---- H 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 

DODAC  ---------—---MMM 1315-C708 

Drawing number ------------------ 75-1-284 

Limitations: 


Short rounds may occur when Cartridge 
М2А1 is fired with fewer than seven incre- 
ments. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space inner- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 
CARTRIDGE, 4.2-INCH: HE, M3A1 & МЗ 


23.05 MAX 


3 
c 
5 
”: 
o 
x 
о 





PROPELLING CHARGE 
PRESSURE PLATE 
ROTATING DISK 


SS 


IGNITION CARTRIDGE 
CARTRIDGE CONTAINER 
STRIKER NUT ASSEMBLY 


Type Classification: 
OBS 11756003. 


Use: 


This cartridge is used against personnel 
and materiel, providing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body a fuze, and a tail assembly. The steel 
body is designed to accommodate an impact, 
delay, or proximity fuze A deep fuze well in 
the nose, is fitted with a supplementary charge 
of TNT. This charge is removed to accommo- 
date certain proximity fuzes. The tail assembly 
consists of a pressure plate and rotating disc, a 
propelling charge, a cartridge container and igni- 
tion cartridge, and a striker nut assembly. 


HE FILLER 





SUPPLEMENTARY CHARGE 


PROJECTILE BODY 


AR199463 


When the cartridge is released, it slides down 
the mortar tube until the percussion primer 
strikes the firing pin. The flash from the 
primer ignites the ignition cartridge which, in 
turn, ignites the propelling charge. The gases 
from the propelling charge exert pressure on 
the pressure plate at the base of the projectile 
which expands the rotating disc, engaging it in 
the rifling of the tube. The spin imparted to 
the projectile as it leaves the weapon stabilizes 
it in flight. The functioning of the fuze deto- 
nates the supplementary charge (when used) 
and the high explosive charge. Depending on 
the type of fuze used, the projectile bursts 
either over or on the target producing near opti- 
mum fragmentation and blast effect. 


Difference Between Models: 





The fuze well on the M3 cartridge is 
designed to accommodate the burster tube of 
the M9 fuze. In addition, the physical dimen- 
sions of the two models are slightly different. 
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Tabulated Data: 


Complete Round: 





Type --------------------------------- НЕ 
Weight ------------------------------ 26.20 Ib 
Length ----- nn 23.05 in. 
Cannon used with --------------- M2, M30 
Projectile: 
Body material -------------------- Steel 
Color -------------------------------- Olive drab 
w/yellow 
markings 
Filler and weight ---------------- TNT, 7.80 Ib 
Supplementary charge -------- TNT, 0.365 Ib 
Components: 
Ignition cartridge M2* 
Propelling charge M6* 
Fuze M3 PD, M9 
МЗА1 ----------------------- PD, M557, 
MTSQ, M520 
series, M564; 
Prox. M513 
series 
Performance (full charge): 
Maximum range ----------------- 5043 yd 
(4,610 m) 
Muzzle velocity ------------------ 845 fps (258 
reps) 


*NOTE: See separate data sheets. 


Temperature Limits: 


Firing: 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°F 
(452.0?C) 

Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not morethan 
3 days) 
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Upper limit ------------------------ +160°Е 

(+71.1°С) 
(for period 
not more than 
4 hr/day) 

Packing —-------------------------- 1 round in 
fiber con- 
tainer; 2 fiber 
containers їп 


wooden box 
**Packing Box: 
Weight ------------------------------ 76 Ib 
Dimensions ----------------------- 31-5/16 x 11- 
13/16 x 7-3/8 
in. 
Cube nn 1.6 cu ft 


**NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0006 

Quantity-distance Class ---------- 1.1 

Storage compatibility group ---- Е 

DOT shipping dass ---------------- 

DOT designation ------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ----------------- 1315-C704 

Drawing number ------------------- 75-1-285 

Limitations: 


Minimum charge for firing cartridge 
M3A1 with a proximity fuze is 10 increments. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: SMOKE, WP, M328A1 AND M328 










CONTAINER 


PROP IN А 
EXTENSION n OPELLING CHARGE MISA? 


BURSTER 
CHARGE 






ROTATING DISK 
[irem PLATE 


STRIKER NUT ASSEMBLY 


Type Classification: 


Std AMCTC 124 dtd 1962 (M328A1). 
CON 11756003 (M 328). 





Use: 


These cartridges are used to produce a 
screening smoke. 


Description: 


The complete round consists of a projec- 
tile body, a PD fuze, and a tail assembly. The 
Steel body contains a perforated vane assembly 
and is designed to accommodate a burster cas- 
ing containing an initiator charge and a burster 
charge. Cartridges loaded prior to 1963 have a 
tetrytol burster charge; those loaded after 1963 
use a Composition B burster charge. The tail 
assembly consists of a pressure plate and rotat- 
ing disc, a propelling charge, a striker nut 


18-2-8107 NNY 


WP SMOKE 
CHARGE 


peo 


W-NI Tp 
34ONS dM 
IV8ZEW 


у 
АН 199452 
BURSTER 
CASING 
BURSTER 






INITIATOR 


a 


PERFORATED VANE | 


PROJECTILE BODY PO FUZE 


AR1989451 


assembly, a cartridge container and extension, 
and an ignition cartridge. 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin, imparted 
to the projectile as it leaves the weapon, stabi- 
lizes it in flight. The PD fuze functions on 
impact, activating the burster initiator which 
detonates the burster charge. The burster 
charge shatters the projectile body, dispersing 
the WP filler. White phosphorous ignites on 
contact with the air, producing a dense white 
smoke with some incendiary effect. 
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Difference Between Models: 


Cartridge M328 is similar to M328Al as 
illustrated except that M328 uses ignition car- 
tridge M2 and propelling charge M 36. See sepa- 
rate data sheets for details of ignition car- 
tridges M2 and M2A2, and propelling charges 
M36 and M 36A1. 


Tabulated Data: 


Complete Round: 





Weight ------------------------------ 28.66 Ib 

Length ------------------------------ 25.77 in. 

Cannon used with --------------- M2, M30 
Projectile: 

Body material -------------------- Steel 

Color: 

Old -------------------------------- Gray w/yellow 
band and yel- 
low markings 

New ------------------------------- Light green 
w/yellow band 
and light red 
markings 

Filler and weight ---------------- WP, 8.4 Ib 
(M328A1). WP, 
7.5 lb (M328) 
Components: 
M328A1 M 328 
Ignition cartridge M2A2* M2* 
Propelling charge M36A1* M36* 
Burster assembly M35 M35 
Burster initiator M13 M13 
Fuze PD, M48A3 PD 
(w/adapter), M48A3 
M521 (w/adapter) 


*NOTE: See separate data sheets. 


Performance (full charge): 


Maximum range ----------------- 6,180 yd 
(5,650 m) 

Muzzle velocity ------------------ 981 fps 
(299 reps) 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper limit ------------------------ +125°F 
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Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not morethan 
3 days) 

Upper limit ------------------------ +160°F 
(+71.1 C) 

(for period 

not more than 
**Packing----------------------- о, 

fiber соп- 

tainer: 1 con- 

tainer in 

wooden box. 
**Packing Box: 

Weight | ------------------------------ 761b 

Dimensions ----------------------- 31-15/16 x 11- 
13/16 x 7-3/8 
in. 

Cube mn 1.6 cu ft 


**NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0245 

Quantity-distance class ---------- (12) 12 

Storage compatibility group ---- Н 

DOT shipping dass ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE 
PROJ EC- 
TILES 

DODAC | ------------------------------- 1315-C708 

Drawing number ------------------- 8797829 

Limitations: 


Short rounds may occur when firing with 
fewer than 10 increments. 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: HE, M329 AND M329B1 





PRESSURE PLATE NUT 










PROPELLING 
CHARGE 


STRIKER NUT 





PROPELLANT 
HOLDERS 


CONTAINER EXTENSION 





Type Classification: 


Std AMCTC 124 dtd 1962 (M329B1). 
CON 11756003. 





Use: 


These cartridges are used against person- 
nel and materiel, providing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a fuze, and a tail assembly. The steel 
body is designed to accommodate an impact, 
delay, or proximity fuze. A deep fuzewell in 
the nose is fitted with a supplementary charge 
of TNT; this charge is removed to accommodate 
deep-intrusion proximity fuzes. The tail assem- 
bly includes a pressure plate and rotating disc, 
a propelling charge, a cartridge container and 
ignition cartridge, and a striker nut assembly. 


EXPLOSIVE FILLER 


ROTATING DISK 
PRESSURE PLATE 


AR199448 


SUPPLEMENTARY 
CHARGE 
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PROJECTILE BODY 
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When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin, imparted 
to the projectile as it leaves the weapon, stabi- 
lizes it in flight. Functioning of the fuze deto- 
nates the supplementary charge and, in turn, 
the high explosive charge. Depending upon the 
type of fuze used, the projectile bursts either 
over or on the target, producing near optimum 
fragmentation and blast effect. 


Difference Between Models: 


The M329B1 has a projectile body made 
from a forging with an integral base. 
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Tabulated Data: 





Complete round: 


Type --------------------------------- 
Weight ------------------------------ 27.07 Ib 
Length ------------------------------ 25.77 in. 
Cannon used with --------------- M2, M30 
Projectile: 
Body material -------------------- Steel tube 
a сена EE Olive агар 
w/yellow 
markings 
Filler and weight ---------------- TNT 7.08 Ib 
Supplementary charge -------- TNT 0.365 Ib 
Components: 
Ignition cartridge --------------- M2* 
Propelling charge --------------- M36* 
F UZOS------------------------------------- PD, M557, 
M739, MTSQ, 
M520 series, 
M564, Prox, 
M513 series 


*NOTE: See separate data sheets. 


Performance (full charge) 


Maximum range ----------------- 5929 yd 
(5420 m) 

Muzzle velocity ------------------ 964 fps 
(294 mps) 

Temperature Limits: 
Firing: 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°F 
(+52°С) 

Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not more than 
3 days) 

Upper limit ------------------------ +160°F 
(+71.1°C) 

(for period not 
morethan 
4 hr/day) 
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**Packing ----------------------------- 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box. 

Og Box: 

Weight ------------------------------ 76 Ib 
Dimensions ----------------------- 31-15/16 x 11- 
13/16 x 7-3/8 
in. 
Cube --—--------——------—----—-----—-- 1.6 cu ft 


**NOTE: See DOD Consolidatd Ammunition 


Catalog for complete packing data induding 
NSN's. 


Storage and Shipping Data: 


UNO serial number ----------------- 0006 

Quantity-distance class ---------- 11 

Storage compatibility group ---- E 

DOT shipping dass ---------------- A 

DOT designation ------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ------------------ 1315-C704 
w/fuze 

DODAC -------------------- 1315-C705 
w/o fuze 

Drawing number ------------------- (M 329), 
8863682 
(M329B1) 

Limitations: 


Short rounds may occur when firing with 
less than seven increments. Minimum charge 
for firing with a proximity fuze is 10 incre 
ments. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: HE, M329A1 


STRIKER PROPELLING 
UT CHARGE 
ASSEMBLY 






CARTRIDGE 
CONTAINER 


EXTENSION PRESSURE PLATE 


Type Classification: 


Std (LCC-B) 01756003. 





Use: 


This cartridge is used against personnel 
and materiel, providing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body, a fuze, and a tail assembly. The steel 
body is designed to accommodate an impact, 
delay, or proximity fuze. A deep Тиге well in 
the nose is fitted with a supplementary charge 
of TNT; this charge is removed to accommodate 
certain proximity fuzes. The tail assembly 
includes a pressure plate and rotating disc, a 
propelling charge, a cartridge container and igni- 
tion cartridge, and a striker nut assembly. 


Functioning: 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 


ROTATING DISK 


SUPPLEMENTARY 
CHARGE 
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in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin, imparted 
to the projectile as it leaves the weapon, stabi- 
lizes it in flight. The functioning of the fuze det- 
onates the supplementary charge and, in turn, 
the high explosive charge. Depending on the 
type of fuze used, the projectile bursts either 
over or on target, producing near optimum frag- 
mentation and blast effect. 


Tabulated Data: 





Complete Round: 


уре -----------------=-=-----=------- HE 

Weight _ ------------------------------ 27.07 |b 

Length ------------------------------ 25.79 in. 
(65.51 cm) 

Cannon used with --------------- M2, M30 

Projectile: 

Body material -------------------- Steel tube 

Color — --------------------------—----- Olive drab 
w/white mark- 
ings 

Filler and weight ---------------- TNT, 7.08 Ib 
(3.21 kg) 

Supplementary charge -------- TNT, 0.365 Ib 
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Components: 

Ignition cartridge --------------- M2A2* 

Propelling charge --------------- M 36A1* 

Fuze --------------------------------- PD, M557; 
MTSQ, M520 
series or 
M564, Prox, 
M513 series 


*NOTE: See separate data sheets. 


Performance (full charge): 


Maximum range ----------------- 6180 yd 
з (5650 т) 
Muzzle velocity ------------------ 981 fps 
(299 mps) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -41°F (40°С) 
Upper limit ------------------------ +125°Е 
(+52°C) 
Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not more than 

en 3 days} 

Upper limit ------------------------ +160° 
(+71.1°C) (for 
period not 
more than 4 
hr/day) 

**Packing ----------------------------- 1 round in 
fiber con- 
tainer; 2 fiber 
containers in 
wooden box 

**Packing Box: 

Weight ------------------------------ 76 Ib 
(34.47 ko) 
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Dimensions ----------------------- 31-5/16 x 11- 
13/16 x 7-3/8 
in. (79.53 x 30 
x 18.73 cm) 

Cube nn 1.6 cu ft (0.05 
cu m) 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0006 

Quantity-distance dass ---------- 1.1 

Storage compatibility group ---- E 

DOT shipping dass ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH ` 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ------------------------------- 1315-C704 
w/fuze 

DODAC ------------------------------- 1315-C705 w/o 
fuze 

Drawing number ------------------- 5863685 

Limitations: 


Short rounds may occur when firing with 
fewer than 10 increments. Minimum charge 
for firing with a proximity fuze is 10 incre 
ments. The Point Detonating Fuze: M 739 
series with the M 329 series cartridges were not 
qualified during acceptance test. At the pre- 
sent time, the fuze M557 is the only PD fuze 
е for use with the M329 series саг- 
tridge. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: HE, M329A2 











ROTATING BAND 
OBTURATOR 







IGNITION CARTRIDGE 
CARTRIDGE CONTAINER 





Type Classification: 


Std LCC-A MSR 01756033. 





Use: 


This cartridge is used against personnel 
and materiel, providing both fragmentation 
and blast effect. 


Description: 


The complete round consists of a projec- 
tile body a fuze, and a tail assembly. The 
forged steel body has a pre-engraved rotating 
band and a neoprene rubber obturating ring 
near the base, and is designed to accommodate 
an impact, delay, or proximity fuze. Below the 
nose is a deep fuze cavity containing a TNT sup- 
plementary charge which is removed when 
using a long-intrusion proximity fuse. The tail 
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assembly consists of a cartridge container and 
ignition cartridge, a propelling charge, and a 
striker nut assembly. 


Functioning: 


The cartridge is positioned so that the pre- 
engraved rotating band aligns with the rifling 
grooves in the bore of the tube. When the car- 
tridge is released, it slides down the mortar 
tube until the striker point in the striker nut 
assembly strikes the weapon firing pin. The 
striker point functions the percussion primer in 
the ignition cartridge. The flash from the 
primer ignites the ignition cartridge which, in 
turn, ignites the propelling charge. 


The gas from the propelling charge exerts 
pressure on the base of the projectile, expands 
the obturator, and forces the projectile back up 
the tube. The pre-engraved rotating band is 
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engaged in the rifling and imparts spin to the 
projectile. The spin stabilizes the projectile in 
flight. Functioning of the fuze detonates the 
supplementary charge and, in turn, the high 
&plosive charge. Depending upon the type of 
fuze used, the projectile bursts either over or 
on the target, producing near optimum fragmen- 
tation and blast effect. 


Tabulated Data: 


Complete Round: 


Type ------------------- HE 
Weight ------------------------------ 22.00 Ib 
(9.98 kg) 
Length ------------------------------ 20.25 in. 
(51.44 am) 
Cannon used with --------------- M2, M30 
Projectile: 
Body material -------------------- Forged steel 
Color mn Olive drab 
w/yellow 
markings 
Filler and weight --------------- Comp B, 5.75 
Ib (2.61 kg) 
Components: 
Ignition cartridge --------------- M2A2* 
Propelling charge --------------- M 36A2* 
Fuzes -------------------------------- PD, M557; 
MTSQ, M564 
Performance (full charge): 
Maximum range ----------------- 6600 m 
(21,653.54 ft) 
Muzzle velocity ------------------ 308 mps 


(1010.50 fps) 
*NOTE: See separate data sheets. 


Temperature Limits: 


Firing: 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°F 
(452°C) 

Storage: 

Lower limit ------------------------ -65°F (for 
period not 
more than 
3 days) 
(-53.89°C) 

Upper limit ------------------------ +160°F (for 
period not 
more than 
4 hr/day) 
(71.11°C) 


4-96 


WWW.SURVIVALEBOOKS.COM 


** Packing ------ l round in 


tainer; 2 con- 

tainers in 

wooden box 
** Packing Box: 


Weight ------------------------------- 63 Ib 


Dimensions ----------------------- 25-3/4 x 
11-11/16 x 
6-3/8 in. 
(60.33 x 29.69 
x 16.19 cm) 
Cube --------------------------------- 1.4 cu ft 
(0.04 cu m) 


**NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0006 

Quantity-distance dass ----------- 11 

Storage compatibility group --- E 

DOT shipping dass ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC -------------------------------- 1315-C704 
w/fuze 

DODAC __ ------------------------------- 1315-C697 
w/o fuze 

Drawing number ------------------- 9235654 

Limitations: 


Excessive short rounds may occur when 
this round is fired at temperatures below O°F. 


The supplementary charge must be 
removed from the nose cavity before attempt- 
ing to install a long-intrusion proximity fuze. 
The Point Detonating Fuze: M739 series with 
the M329 series cartridges were not qualified 
during acceptance test. At the present time, 
the fuze M557 is the only PD fuze authorized 
for use with the M329 series cartridges. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: ILLUMINATING, M335A1 AND M335 


25.70 MAX 





PARACHUTE ASSEMBLY 
CARTRIOGE CONTAINER 
EXTENSION 





ROTATING DISK 
PRESSURE PLATE 


STRIKER NUT ASSEMBLY 


PROPELLING CHARGE 


Type Classification: 


M335A1: Std AMCTC 3881 dtd 1965. 
M335: Cont AMCTC 9546 dtd 1972 





Use: 


This cartridge is used for target and battle- 
field illumination at night and during other peri- 
ods of low visibility. 


Description: 


The complete round consists of a projec- 
tile body with a detachable base plug, an MTSQ 
fuze, an illuminant assembly attached to a para- 
chute assembly, and a tail assembly. The steel 
tube body is designed to accommodate an expel- 
ling charge immediately below the fuze, and the 
base plug is attached with four equally spaced 
shear pins. The illuminant assembly consists 
of a first-fire charge and an illuminant charge, 
contained in a canister fitted with anti- 
rotational brakes to reduce canister spin at the 
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time of ejection and prevent twisting of the par- 
achute suspension lines. The tail assembly 
indudes a pressure plate and rotating disc, a 
propelling charge, a cartridge container and igni- 
tion cartridge, and a striker nut assembly. 


Functioning 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin imparted 
to the projectile as it leaves the weapon stabi- 
lizes it in flight. Upon functioning of the 
MTSQ fuze, the expelling charge is ignited, 
expelling the illuminant and parachute assem- 
blies from the projectile body and igniting the 
first-fire charge in the illuminant canister. 
The first-fire charge ignites the illuminant 
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charge, the spring-loaded brakes extend to stop 
rotation, and the parachute deploys. Burning 
time is approximate 70 seconds at 500,000 
candlepower for the M335A1, and 60 seconds 
for the M 335. 


Difference Between Models: 





M335A1 and M335 are similar except for 
ignition cartridges and propelling charges. 
See separate data sheets or detailed descrip- 
tions of ignition cartridges M2A1 and M2, and 
propelling charges M36A1 and M 36. 


Tabulated Data: 





Complete Round: 


Type --------------------------------- Illuminating 

NN 26 

ГЕО a een 25.70 in 

Cannon used With ............... M2, M30 
Projectile: 

Body material................. Steel 

Color -------------------------------- White w/black 

І : markings 
Filler and weight ---------------- Illuminánt, 
А 3.31 Ib 

Expelling charge ---------------- BP 0.18 Ib 
Components: 

г. М 335 M335A1 
Ignition cartridge M2 M2A1* — 
Propelling charge M36* M36A1* 
Fuse MTSQ, MT, 

M501 M562 
Performance (full charge): dd 39 
| М 335 M335A1 
Maximum range 5251 yd 5787 yd 
| (4800 т) (5290 m) 
Muzzle velocity 952 fps 990 fps 


(290 reps) (301.7 reps) 
“NOTE: See separate data sheets. 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper їтїї........................ +125°F 


(+52.0°C) 
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Storage: 
Lower limit ------------------------ -80°F (-62.2°C) 
(for period 
not more than 


_. 3 days) 
Upper limit ------------------------ +160° 
(+71.1°F) 
(for period 
not more than 
4 hr/da 
** Packing ----------------------------- 1 ШАР In 
fiber con- 
tainer; 2 con- 
tainers in 


wood box 
**Packing Box: 
Weight ------------------------------ 76.0 Ib 
Dimensions -------------------------- 31-5/16 x 
11-13/16 x 
7-5/8 in. 
Cube -——----—-------------——-----——-- 1.6 cu ft 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0171 

Quantity-distance dass ----------- 1.2 (08) 

Storage compatibility group ----- G 

DOT shipping dass -------------- A 

DOT designation -------------------- AMMUNI- 
TION FOR 
CANNON 
WITH ILLU- 
MINATING 
PROJ EC- 
TILES 

DODAC -------------------------------- 1315-C706 

Drawing number -------------------- 8833724 
(M335A1) 
8833741 
(M 335) 

References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 4.2-INCH: ILLUMINATING: M335A2 
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Type Classification: chute suspension lines. The tail assembly 
indudes a pressure plate and rotating disc, a 
Std AMCTC 3881 dtd 1965 propelling charge, a cartridge container and igni- 


tion cartridge, and a striker nut assembly. 


Use: 


Functioning: 
This cartridge is used for target and battle- 


field illumination at night and during other peri- When the cartridge is released, it slides 
ods of low visibility. down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 

Description: the primer ignites the ignition charge. The 
gases from the propelling charge exert pressure 

The complete round consists of a projec- on the pressure plate at the base of the projec- 

tile body with a detachable base plug, a time tile which expands the rotating disc, engaging 
fuze, an illuminant assembly attached to a para- it in the rifling of the tube. The spin imparted 
chute assembly, and a tail assembly. The steel to the projectile as it leaves the weapon stabi- 
tube body is designed to accommodate an expel- lizes it in flight. Upon functioning of the fuze, 
ling charge immediately below the fuze, and the the expelling charge is ignited, expelling the illu- 
base plug is attached with four equally spaced minant and parachute assemblies through the 
shear pins. The illuminant assembly consists base of the projectile body and igniting the first 
of a first-fire charge and an illuminant charge, fire charge. The first-tire charge ignites the illu- 
contained in a canister fitted with antirota- minant charge; the spring-loaded brakes extend 


tional brakes to reduce canister spin at the to stop rotation, and the parachute deploys. 


time of ejection and prevent twisting of the para- 
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Burning time is approximately 90 seconds at 
850,000 candlepower. 


Tabulated Data: 


Complete Round: 


Туре  --------------------------------- Illuminating 
Weight ------------------------------ 26.00 Ib 
Length ------------------------------ 25.698 in 
Cannon used with --------------- M2, M30 
Projectile: 
Body material -------------------- Steel 
Color -------------------------------- White w/black 
markings 
Filler and weight ---------------- Illuminating, 
3.31 Ib 
Expelling charge ---------------- BP, 0.18 Ib 
Components: 
Ignition cartridge --------------- M2A2* 
Propelling charge --------------- M 36A1* 
Fuze ------—---- MT, M565; 
MTSQ M577 
Performance (full charge): 
Maximum range ----------------- 6006 yd 
(5490 m) 
Muzzle velocity ------------------ 1001 fps 
(305.1 rps) 


*NOTE: See separate data sheets. 


Temperature Limits: 


Firing: 

Lower limit ------------------------ -40°Е (-40°С) 

Upper limit ------------------------ +125°F 
(452.0?C) 

Storage: 

Lower limit ------------------------ -80°F (-62.2°C) 
(for periods 
not morethan 
3 days) 
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Upper limit ------------------------ +160°F 

(+71.1°C) 
(for period 
not more than 
4 hr/day) 

**Packing —————— 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 


wooden box 
**Packing Box: 


Weight ------------------------------ 76.0 Ib 

Dimensions ----------------------- 31-5/16 x 
11-13/16 x 
7-5/8 in. 

Cube --------------------------------- 1.6 cu ft 


**NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0171 

Quantity-distance dass ---------- 1.2 (08) 

Storage compatibility group ---- A 

DOT shipping dass ---------------- 

DOT designation ------------------- AMMUNI- 
TION FOR 


DODAC ------------------------------- 1315-C706 
Drawing number ------------------- 8886595 


References: 


TM 9-1015-215-10 
TM 9-1015-215-20&P 
TM 9-1015-215-30 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 4.2-INCH: TACTICAL CS, M630 












SHEAR PINA SPACER 
PROPELLING CHARGE \ 
STRIKER NUT 
ASSEMBLY К UM Ao A 
| H 


pps a 


d i 


2 i les 1 
CARTRIDGE CONTAINER / Е i 


PRESSURE PLATE 
ROTATING DISK 
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Type Classification: 
Std AMCTC 8233 dtd 1971 
Use: 


This cartridge is used to harass personnel 
by emitting irritant fumes. 


Description: 


The complete round consists of a projec- 
tile body with a detachable base plug, a time 
fuze, and a tail assembly. The steel tube body is 
designed to accommodate an expelling charge 
immediately below the fuze, and the base plug 
is attached with four equally spaced shear pins. 
The body contains four canisters of CS pyro- 
technic mix, each with a small charge of starter 
mix. An aluminum baffle separates the expel- 
ling charge from the canisters, and chipboard 
Spacers separate the canisters from each other. 
The baffle, the spacers, and the canisters have 
a center hole allowing the flash from the expel- 
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ling charge to provide ignition. The tail assem- 
bly includes a pressure plate and rotating disc, 
a propelling charge, a cartridge container and 
ignition cartridge, and a striker nut assembly. 


When the cartridge is released, it slides 
down the mortar tube until the percussion 
primer strikes the firing pin. The flash from 
the primer ignites the ignition cartridge which, 
in turn, ignites the propelling charge. The 
gases from the propelling charge exert pressure 
on the pressure plate at the base of the projec- 
tile which expands the rotating disc, engaging 
it in the rifling of the tube. The spin imparted 
to the projectile as it leaves the weapon stabi- 
lizes it in flight. Upon functioning of the time 
fuze, the expelling charge is ignited. Flash 
from the expelling charge ignites each of the can- 
isters, and the burning canisters are expelled 
from the projectile body. Average burning time 
of each canister is 60 seconds, producing a gas 
which causes extreme burning of the eyes. 
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coughing, difficulty in breathing, and chest 
tightness. 


Tabulated Data: 





ee round: 


BAO nn ЕТЕР Tactical CS 
Ha -——------------------—-—-------—- 27.07 Ib 
Length  ------------------------------ 25.698 in. 
Cannon used with --------------- M2, M30 
Projectile: 
Body material -------------------- Steel 
Color -------------------------------- Gray w/red 
band and red 
markings 
Filler and weight ---------------- CS, 4.0 Ib 
Expelling charge ---------------- BP, 0.16 Ib 
Components: 
Ignition cartridge --------------- M2A2* 
Propelling charge --------------- M36A1* 
Fuze ---------------------------------- MT, M565; 
MTSQ, M548 
Performanceffull charge): 
Maximum range ----------------- 6180 yd 
(5,650 m) 
Muzzle velocity ------------------ 981 fps 
(299 mps) 


*NOTE: See separate data sheets. 


Temperature Limits: 


Firing: 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°F 
(452.0?C) 

Storage: 

Lower limit ------------------------ -BO?F (-62.2°C) 
(for period 
not morethan 
3 days) 

Upper limit ------------------------ +160°F 
(+71.1°C) 

(for period 
not more than 
4 hr/day) 
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**Packing ----------------------------- 1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 

ite Box: 

Weight ------------------------------ 76.0 Ib 
Dimensions ----------------------- 31-5/16 x 
11-13/16 x 
7-318 in. 
Сире --------------------------------- 1.6 cu ft 


**NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 

UNO serial number ---------------- 0018 

Quantity-distance class ---------- 1.2 (12) 

Storage compatibility group ---- Ki 

DOT shipping class ---------------- 

DOT designation ------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH 
TACTICAL 
CS PROJ EC- 
TILES- 
CLASS B 
DOT 
SPECIAL 
PERMIT NO 
5208 

DODAC ------------------ 1315-C710 

Drawing number ------------------- 9220299 





Limitations: 

Firing with less than 10 increments of pro- 
pellant can result in short rounds. 
References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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CARTRIDGE, 120 MILLIMETER: HE, M933 WITH FUZE, PD: M745 


PROPELLING CHARGE, M230 





FUZE, MO, M745 BODY LOADING ASSEMBLY 
CARTRIDGE, 
ADAPTER OBTURATING RING FIN, M31 IGNITION, M981 
BOOSTER eit pics 


~<A. MM 





710.95 MM 
AR4541-B 
Type Classification: in the ignition cartridge. The charge in the igni- 
tion cartridge flashes through the holes in the 
TC-Std (May 92). shaft of the fin assembly and ignites the propel- 
ling charge. The gases from the burning propel- 
Use: lant expand and propel the cartridge out of the 
mortar tube. The fuze functions on point- 
This cartridge is a high explosive round detonating and detonates the projectile. 
developed for use in the M120 and M121 
120mm mortar system. It is intended for use 
against personnel and materiel targets, provid- Tabulated Data: 
ing for fragmentation and blast effects. 
Complete Round: 
Description: Type ---------------------------------- HE 
Weight  ------------------------------- 31.2 Ib 
The complete round consists of a fuze, pro- Length ------------------------------- 27.99in. 
pellant charge, fin assembly, ignition cartridge, (710.95 mm) 
and shell body. The shell body made of Assembly drawing number --- 12577504 
шоп carbon steel, is loaded with Projectile: 
Composition B filler. The ignition cartridge has Body material --------------------- Wrought car- 
a percussion primer and is assembled to the bon steel 
end of the fin assembly. The propellant charge Color --------------------------------- Olive drab 
is contained in four horseshoe-shaped felt fiber w/yellow 
containers assembled around the fin assembly markings 
shaft. Filler and weight ----------------- Comp B, 6.59 
Ib (2.99 kg) 
Functioning: Components: 
Ignition cartridge ---------------- M981 
When the cartridge is dropped down the Propellant charge ---------------- M230 
mortar tube, the firing pin at the bottom of the Fin assembly ---------------------- M31 
tube initiates the percussion primer and charge Faze ---------------------------------- PD, M745 
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WWW.SUR 


TM 43-0001-28 


Temperature Limits: 





Firing: 


Lower limit --------- 


Upper limit ---------- 


Storage: 


Lower limit ---------- 


Upper limit ---------- 


*Packing 


Fiber container: 
Drawing number 


4-104 


-50?F 

(-45.6°C) 
+145°F 
(+62.8°C) 


-60°F 
(-51.1°С) 
+160°F 
(+71.1°C) 


| round per 
fiber con- 
tainer w/2 
containers 
per metal 
container 


12577551 


IVALEBOOKS.COM 


Metal container: 
Drawing number -------------- 12577570 


*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0005 

Quantity-distance class ----------- 11 

Storage compatibility group ----- F 

DOT shipping class ---------------- A 

DOT designation -------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC ---------------- 1315-C623 


WWW.SURVIVALEBOOKS.COM 
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CARTRIDGE, 120 MILLIMETER: HE, M934 WITH FUZE, MULTI-OPTION: M734 


FUZE, MO, M734 BODY LOADING ASSEMBLY 


ADAPTER 










Т 
nn FELT DICS 


Type Classification: 
TC - Std (May 92). 


Use: 


This cartridge is a high explosive round 
developed for use in the M120 and M121 
120mm mortar system. It is intended for use 
against personnel and materiel targets, provid- 
ing for fragmentation and blast effects. 


Description: 


The complete round consists of a fuze, pro- 
pellant charge, fin assembly ignition cartridge, 
and shell body. The shell body made of 
wrought carbon steel is loaded with 
Composition B filler. The ignition cartridge has 
a percussion primer and is assembled to the 
end of the fin assembly. The propellant charge 
is contained in four horseshoe-shaped felt fiber 
containers and assembled around the fin assem- 
bly shaft. 


Functioning: 


When the cartridge is dropped down the 
mortar tube, the tiring pin at the bottom of the 
tube initiates the percussion primer and charge 
in the ignition cartridge. The charge in the igni- 


OBTURATING RING 


642.5 MM 
710.95 MM 


PROPELLING CHARGE, M230 











CARTRIDGE, 


FIN, M31 IGNITION, M981 


U 
AR4540-B 


tion cartridge flashes through the holes in the 
shaft of the fin assembly and ignites the propel- 
ling charge. The gases from the burning propel- 
lant expand and propel the cartridge out of the 
mortar tube. The fuze functions on (proximity, 
near surface, on impact, or delay, depending on 
the fuze setting) and detonates the projectile. 


Tabulated Data: 


Complete Round: 


Type rr HE 

Weight -----------7------ 31.2 Ib 

Length ------------------------------- 27.99 in. 
(710.95 mm) 


Assembly drawing number --- 12577501 
Projectile: 


Body material --------------------- Wrought car- 
bon steel 

Color --------------------------------- Olive drab 
w/yellow 
markings 

Filler and weight ----------------- Comp B, 6.59 
Ib (2.99 kg) 

Components: 

Ignition cartridge ---------------- M981 

Propellant charge ---------------- M230 

Fin assembly ---------------------- M31 

Faze ---------------------------------- Multi-option, 
M734 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -50°F 
-— (-45.6°C) 
Upper limit ------------------------ +145°F 
(+62.8°C) 
Storage: 
Lower limit ------------------------ -60°F 
Mud (-51.1°C) 
Upper limit ------------------------ +160°F 
(+71.1°C) 
*Packing ------------------------------ 1 round per 
fiber con- 
tainer w/2 
fiber contain- 
ers per metal 
container 
Fiber container: 
Drawing number -------------- 12577551 
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Metal container: 
Drawing number -------------- 12577570 


*NOTE: See DOD Consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0005 

Quantity-distance class ----------- 11 

Storage compatibility group ----- F 

DOT shipping dass ---------------- A 

DOT designation -------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC -------------------------------- 1315-C379 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 120 MILLIMETER: HE, M57 WITH FUZE, POINT-DETONATING: M935 


ONE BROWN INCREMENT 





TWO BLUE INCREMENTS 


Type Classification: 





(To be assigned). 


Use: 


This cartridge is a TNT round developed 
for use in the M120 120mm mortar system 
only. It is intended for use against personnel 
and light materiel targets. 


Description: 


The complete round consists of a fuze, pro- 
pellant charge, fin assembly ignition cartridge, 
and shell body. The shell body, made of high 
fragmentation steel, is loaded with TNT filler. 
The ignition cartridge has a percussion primer 
and is assembled to the end of the fin assembly. 
The propellant charge is contained in one 
brown increment, two blue increments, and 
four white increments assembled around the 
fin assembly shaft. 


Functioning: 


When the cartridge is dropped down the 
mortar tube, the firing pin at the bottom of the 
tube initiates the percussion primer and charge 
in the ignition cartridge. The charge in the igni- 








XXX-10S LOT 
¿SW 91YO 
INL 
WIN 021 


FOUR WHITE INCREMENTS 


AR 4505 


tion cartridge flashes through the holes in the 
shaft of the fin assembly and ignites the propel- 
ling charge. The gases from the burning propel- 
lant expand and propel the cartridge out of the 
mortar tube. The fuze, PD, M935 functions 
either superquick, or on delay, 0.05 seconds 
depending on the fuze. 


Tabulated Data: 





Complete Round: 


Type ---------------------------------- 

Weight ------------------------------- 28.65 Ib 
(13 kg) 

Length ------------------------------- 26.18 in. 
(665 mm) 


Assembly drawing number --- 512-0057-05 
Projectile: 


Body material --------------------- High fragmen- 
tation steel 

Color --------------------------------- Olive drab 
w/white mark- 
ings 

Filler and weight ----------------- TNT, 4.63 Ib 
(2100 g) 

Components: 

Ignition cartridge ---------------- N/A 

Fin assembly ---------------------- N/A 

Faze ---------------------------------- PD, M935 
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Propellant charge, max. 


Temperature Limits: 





Firing: 


Lower limit ------------ 


Upper limit 


Storage: 


Lower limit ------------ 


Upper limit 


4-108 


1 brown incre- 
ment, 2 blue 
increments, 4 
white incre- 
ments 


-28°F 
(-33.3°С) 
+145°Е 
(462.8°C) 


—— -50°Е 


(-45.6°С) 
+145°F 
(462.8°C) 


1 round per 
fiber con- 
tainer: 2 con- 
tainers per 
wooden box 


WWW.SURVIVALEBOOKS.COM 


Ammo container: 


Drawing number ----------------- 512-3007-01 
Box: 
Drawing number ----------------- 512-5015-00 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 

Quantity-distance class ----------- (08) 1.2 

Storage compatibility group ----- E 

DOT shipping class ---------------- A 

DOT designation -------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC -------------------------------- 1315-C788 


WWW.SURVIVALEBOOKS.COM 
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CARTRIDGE, 120 MILLIMETER: SMOKE (WP), M68 WITH FUZE, 
POINT-DETONATING: M935 


ONE BROWN INCREMENT 





TWO BLUE INCREMENTS 


Type Classification: 
(To be assigned). 
Use: 


This cartridge is used against personnel 
and materiel as incendiary device and to pro- 
duce a screening. This cartridge is for use in 
the M 120 120mm mortar system only. 


Description: 


The complete round consists of a fuze, 
three types of propellant increment, fin assem- 
bly, ignition cartridges and shell body. The 
shell body, made of steel, is loaded with white 
phosphorus (WP) filler. The ignition cartridge 
has a percussion primer and is assembled to the 
end of the fin assembly. The propellant charge 
is contained in one brown increment, two blue 
increments and four white increments and is 
assembled around the fin assembly shaft. 


Functioning: 


When the cartridge is dropped down the 
mortar tube, the firing pin at the bottom of the 
tube initiates the percussion primer and charge 
in theignition cartridge. The charge in the igni- 
tion cartridge flashes through the holes in the 
shaft of the fin assembly and ignites the propel- 







ам 34ONS 
WW 02: 


XXX-10S LOT 
89W 9182 


FOUR WHITE INCREMENTS 


U 
AR 4506 


ling charge. The gases from the burning propel- 
lant expand and propel the cartridge out of the 
mortar tube. The fuze, point-detonating (PD), 
M935 functions either superquick, or on delay 
0.05 seconds. 


Tabulated Data: 





Complete Round: 


Type ----------——----------------—-——-- Smoke 

Weight ------------------------------- 28.65 Ib 
(13 kg) 

Length ------------------------------- 26.18 in 


(665 mm) 
Assembly drawing number --- 512-0068-03 
Projectile: 


Body material --------------------- Steel 

Color --------------------------------- Light green 
w/black mark- 
ings 

Filler and weight ----------------- WP, 4.47 Ib 
(2030 9) 

Components: 

Ignition cartridge ---------------- N/A 

Fin assemble ---------------------- N/A 

F aZe ---------------------------------- PD, M935 

Propellant charge, max -------- 1 brown incre 
ment, 2 blue 
increments, 4 
white incre- 
ments 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -28°F (-33.3°C) 
Upper limit ------------------------ +145°F 
(+62.8°C) 
Storage: 
Lower limit ------------------------ -50°F (-45.6°C) 
Upper limit ------------------------ +145°F 
(+62.8°C) 
*Packing ------—-- 1 round per 
fiber con- 
tainer; 2 con- 
tainers per 
wooden box 
Ammo container: 
Drawing number ----------------- 512-3007-01 
Box: 
Drawing number ----------------- 512-5015-00 


*NOTE: See РОО Consolidate Ammunition 
Catalog for complete packing data induding 
NSN's. 
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Shipping and Storage Data: 





UNO serial number ---------------- 0245 

Quantity-distance class ----------- (04)1.2 

Storage compatibility group ----- H 

DOT shipping dass ---------------- A 

DOT designation -------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH 
SMOKE 
PROJ ECTILE 

DODAC -—---——---——----——------—----———-- 1315-C789 

Limitations: 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases so that if WP 
melts, it will resolidify with void space in nor- 
mal position in the nose of the cartridge. 
Erratic performance may occur if voids exist 
inside of WP filler. 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 57-MILLIMETER: HE, M306A1 AND M306 









E» 


U 
AR 199777 


ROTATING BAND 





Type Classification: 


M306A1 C & T OTCM 37119 dtd 1959. 
M306 C & T OTCM 37119 dtd 1959. 





Use: 


High Explosive Cartridge M306A1 is de- 
signed for blast, fragmentation and mining. 
The cartridge is used with Rifles M18A1 and 
M18. 


Description: 


HE Cartridge M 306A1 consists of a perfo- 
rated cartridge case containing a plastic liner 
and percussion primer. The propelling charge is 
loosely loaded into the liner. The cartridge case 
is crimped to a high-explosive projectile with a 
square base, a short internally threaded ogive 
and integral, pre-engraved rotating band. The 
projectile contains an explosive charge of 
Composition B or TNT. Projectiles are fuzed 
with point-detonating (PD) Fuze M503A2, 


U 
AR 199776 


M503A1 or M503 which function on direct 
impact or graze. There is a bourrelet on the 
rear of the ogive and another immediately in 
front of the rotating band. The cartridge is spin- 
stabilized in flight. 


The primer ignites the propellant when 
struck by the weapon firing pin, and the burn- 
ing propellant generates gases to propel the pro- 
jectile through the barrel. Recoil is eliminated 
because the design of the cartridge case permits 
controlled escape of some gas pressure through 
apertures in the rifle breech-block. The rotat- 
ing band engages the rifling in the barrel to 
spin the projectile for stability in flight. The 
point-detonating fuze functions either on direct 
impact or graze. When the fuze functions, the 
firing pin strikes a detonator to initiate the 
explosive train in the fuze, and subsequently det- 
onates the explosive charge producing blast and 
fragmentation. 


TM 43-0001-28 


Difference Between Models: 





Cartridge HE, M306 is similar to 
Cartridge M306A1, differing principally in the 
design of the crimping groove. 

Tabulated Data: 


Complete round: 


Type --------------------------------- HE 
Weight ------------------------------ 5.46 Ib 
Length ------------------------------ 17.54 in. 
Cannon used with --------------- M18, M18A1 
Projectile: 
Body material -------------------- Forged steel 
Color --———-----—----—-----——------—-- Olive агар 
w/yellow 
markings 
Filler and weight ---------------- M306A1: 
Comp B, 0.55 
lb. M 30 
TNT, 0.55 Ib 
Components: 
Cartridge case -------------------- M30A1B1 or 
M30A1B2 
Propelling charge --------------- M10 
Primer ------------------------------ M60, M60A1 
or M46 
Tracer ------------------------------ N/A 
Fuze --------------------------------- PD, M503 
series 
Performance: 
Maximum range ----------------- 4,508 m 
Muzzle velocity ------------------- 1,200 fps 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -65°F 
Upper limit------------------------ +160°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 
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“Packing TA 1 round in 
fiber con- 
tainer: 6 fiber 
container in 
wooden box 

#Packing Box: 

Weight ------------------------------ 51 Ib 
Dimensions ----------------------- 21-1/2 x 
10-7/16 
X 8-3/16 in. 
Сире == ч шышы ша 1.1 cu ft 


*'NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data inducting 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 

Quantity -distance class ----------- (08) 1.2 

Storage compatibility ------------- E 

DOT shipping dass ---------------- A 

DOT designation ------------------- AMMUNI - 
TION FOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJ EC- 
TILE 

DODAC  ---—--—---— 1310-B586 

Drawing number ------------------- 9215030 

Limitations: 


Because M60 primers rupture occasion- 
ally, gun bores must be inspected for fragments 
after each firing. 


Reference- 


SB 700-20 
AMC-P 700-3-3 
TM 9-1300-251-20 
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CARTRIDGE, 57-MILLIMETER: HEAT, M307A1 AND M307 


18.78 MAX 











BOOSTER PELLET 


PROPELLING CHARGE 


Type Classification: 


Cont OTCM 37119 dtd 1959. 





Use: 


This cartridge is employed against 
armored targets and used with 57mm Rifles 
M18 and M18A1. 


Description: 


HEAT Cartridge M307A1 includes a per- 
forated metal cartridge case containing a plas- 
ticliner and a percussion primer and is crimped 
to the projectile just behind the pre-engraved 
rotating band of the projectile. The projectile 
forward cap is threaded to receive a point deto- 
nating fuze. A hemispherical copper liner 
crimped to the interior of the projectile forms a 
shaped charge to the rear and space forward to 
provide the standoff necessary for penetration. 
A steel sleeve brazed to the neck of the copper 
liner provides a passage from the fuze to a 
booster pellet in the base of the projectile. The 
booster pellet extends into the high explosive 
charge. 


LINER 


AR199775 
SHAPED HE CHARGE 
SLEEVE 
COPPER LINER 


POORER О RERO NG 





Pt FUZE 


AR 199774 A 


Functioning: 


The primer ignites the propellant when 
struck by the weapon firing pin, and the burn- 
ing propellant generates gases to propel the pro- 
jectile through the barrel. Recoil is eliminated 
because the design of the cartridge case permits 
controlled release of some gas p re through 
apertures in the rifle breech-block. The rotat- 
ing band engages the barrel rifling to spin the 
projectile. The fuze functions upon impact and 
fires through the steel sleeve to the booster pel- 
let. Detonation of the explosive charge collapses 
the copper liner and creates a focussed, high 
velodty shock wave containing a jet of metal par- 
tides that penetrates the interior of the target. 


Difference Between Models: 





M307 uses a paper-lined Cartridge Case 
M30 and Percussion Primer M46. 


Tabulated Data: 


Complete round: 


е --------------------------------- HEAT 
Weight ------------------------------ 5.43 Ib 
Length ------------------------------ 18.78 in. 
Cannon used with --------------- M18, M18A1 
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Filler and weight ------------ 


Booster weight 


and type --------------------- 


Components: 


Cartridge case ---------------- 


Performance: 


Maximum range ------------- 
Muzzle velocity -------------- 


Temperature Limits: 
Firing: 


Lower limit -------------------- 
Upper limit -------------------- 


Storage: 


Lower limit -------------------- 


Forged steel 
Olive drab 
w/yellow 
marking 
Comp B or 50- 
50 Pentolite- 
0.40 Ib 


Integral 
(tetryl) 


M30A1 or 
M30A1B1 


4,443 m 
1,200 fps 


-40°F 
+125°F 


-80°F (for not 
more than 3 
days) 

+160°F (for 
not morethan 
4 hr/day) 

1 round per 
fiber con- 
tainer: 6 fiber 
containers in 
wooden box. 


WWW.SURVIVALEBOOKS.COM 


“Packing Box: 


Weight ------------------------------ 51.51 Ib 

Dimensions ----------------------- 23 x 10-7/16 x 
8-11/32 in. 

Cube ---------------——-------—----——- 1.2 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0006 

Quantity-distance dass ---------- 11 

Storage compatibility ------------- E 

DOT shipping dass ---------------- A 

DOT designa ------------------------- AMMUNI- 
TIONFOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJ EC- 
TILES 

DODAC ---------------- 1310-B587 

Drawing number ------------------- 75-1-215 


Limitations: 


Because M60 primers rupture occasion- 
ally, gun bores must be inspected for fragments 
after each firing. 


References: 


SB 700-20 
AMC-P 700-3-3 
TM 9-1300-251-20 
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CARTRIDGE, 57-MILLIMETER: SMOKE, WP, M308A1 AND M308 





LINER 


PROPELLANT 





BURSTER TUBE 


ROTATING BAND 


Type Classification: 





Cont OTCM 37119 dtd 1959. 


Use: 


This cartridge is used in 57mm recoilless 
Rifles M18A1 and M18 and is intended primar- 
ily for screening and spotting. 


Description: 


WP Cartridge M308A1 indudes a per- 
forated cartridge case containing a plastic liner 
and a percussion primer. The propelling charge 
is loosely loaded into the plastic liner. The car- 
tridge case is crimped to the projectile just 
behind the pre-engraved rotating band. A steel 
adapter forms the front end of the projectile. 
The burster is press-fitted into the adapter, and 
the fuze is threaded into the adapter. The pro- 
jectile is filled with white phosphorous. 


AR199773 


SMOKE (WP) FILLER 


PO FUZE 





ADAPTER 


AR1993172 


The primer ignites the propellant when 
struck by the weapon firing pin, and the burn- 
ing propellant generates gases to propel the pro- 
jectile through the barrel. Recoil is eliminated 
because the design of the cartridge case permits 
the controlled release of some gas pressure 
through apertures in the rifle breech-block. 
The rotating band engages the barrel rifling to 
spin the projectile for stability in flight. On 
impact, the fuze functions to detonate the 
burster tube. The burster ruptures the projec- 
tile and disperses the white phosphorous filler. 
White phosphorous ignites spontaneously on 
contact with air, emitting a dense white smoke. 


Difference Between Models: 





M308 uses a paper-lined cartridge case 
and Percussion Primer M46. 


WWW. 
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Tabulated Data: 











ан aa ner Smoke WP 

Weight ------------------------------ 5.43 Ib 

Length _ ------------------------------ 17.54 in. 

Cannon used with --------------- M18A1, M18 

Projectile: 

Body material -------------------- Forged steel 

Color: 

Old -------------------------------- Gray with yel- 
low band and 
yellow mark- 
ings 

New  ------------------------------- Light green 
with black 
markings 

Filler and weight WP, 0.37 Ib 

Burster ----------------------------- M21, 0.19 oz 
tetryl 

Components: 

Cartridge case: 

М308А1-------------------— M30A1B1 

M308 ----------------------------- M30 

Propelling charge --------------- M10 

Primer: 

M308A1 ------------------ M60A1 

M308 mm M46 

d E шаша PD, M503 
series 

Performance: 
Maximum range ------------------ 4143 m 
Muzzle velocity ------------------ 1,200 fps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not morethan 
4 hr/day) 


*Packing: ------------------------------ 1 round in 
fiber con- 
tainer; 6 con- 
tainers in 
wooden box 

*Packing Box: 

MEL == 51.0 Ib 

Dimensions ----------------------- 21-9/16 x 
10-7/16 x 
8-3/16 in 

Cube ------------------ - ------ | cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 
Quantity-distance 
Storage compatibility group ---- Н 
DOT shipping class ---------------- A 
DOT designation ------------------- 


AMMUNI- 
TION FOR 
CANNON 
WITH 
SMOKE PRO- 
JECTILES 
1310-B590 
9215427 


DODAC 


Limitations: 


Store and transport WP rounds at tempera- 
tures below 111.4°F (melting point of WP). If 
impractical, store rounds on bases, so that if 
WP melts it will resolidify with void space in nor- 
mal position in the nose of the projectile. 
Erratic performance may occur if voids exist 
inside of WP filler. 


References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-1300-251-20 
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CARTRIDGE, 57-MILLIMETER CANISTER, T25E5 


——————M— 15.48 МАХ 





ry. CANISTER 





CARTRIDGE 
CASE 


POLYETHYLENE STEEL 


КОП зд Т. 
T 


ARI99771 


CLOSING 
LINER SLUGS DISK 








PRIMER 


PROPELLANT 


Type Classification: 


LP AMCTC 7875 dtd 1970. 





Use: 


This canister cartridge is fired from 
57mm recoilless rifles for antipersonnel effect 
at close range. 


Description: 


The cartridge consists of a perforated 
metal cartridge case crimped to a cylindrical can- 
ister pae The cartridge case contains a 
polyethylene liner which is loosely filled with 
propellant and is equipped with a percussion 
primer. The primer ignition tube extends 
through the length of the propelling charge. The 
canister case is loaded with 154 or 176 stacked, 
cylindrical steel slugs. The thin steel case has 
four equally spaced slits extending from the 
nose to within 1/4 inch of a pre-engraved rotat- 








IGNITION CANISTER 
TUBE 
U 
AR 199770 


ing band near the base. The canister is dosed 
at the front by crimping and welding to a steel 
disk, and at the rear by a heavy steel base. 


When the primer is struck by the firing 
pin of the weapon, flame from the primer black 
power ignites the propellant. The burning pro- 
pellant generates gases to propel the canister 
through the barrel, and spin is provided by the 
rotating band engaging the barrel rifling. 
Recoil is eliminated because the design of the 
cartridge case permits the controlled release of 
some gas pressure through apertures in the 
rifle breech-block. Breakup of this projectile is 
initiated by fracture at the body grooves under 
forces encountered in firing. The payload of 
Steel slugs is dispersed by centrifugal action 
after breakup of the canister at the rifle muz- 
zle. The slugs are thrown forward in a conical 
pattern. 
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Tabulated Data: 





Complete round: 


Type --------------------------------- Antipersonnel 

Weight ------------------------------ 5.43 Ib 

Length ------------------------------ 15.48 in. 

Cannon used with --------------- M18A1, M18 
Projectile: 

Body material -------------------- Steel 

Color: 

Old -------------------- Black w/white 
markings 

New ------------------------------- Olive drab 
w/white 
markings 

Filler and weight ---------------- Steel slugs, 
1.8 Ib 

Components: 

Cartridge case -------------------- M30A1B1 or 
M30A1B2 

Propelling charge --------------- M10 

Primer  ------------------------------ M60A1 

Performance: 
Maximum range ----------------- 160m 
Muzzle velocity ------------------ 1,200 fps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 


5-12 


not more than 
4 hr/day) 


*Packing: ----------------------------- 1 round in 
fiber con- 
tainer; 6 con- 
tainers in 
wooden box 

*Packing Box: 

Weight ------------------------------ 49.0 Ib 
Dimensions ----------------------- 19-5/8 x 10-1/2 

х 8-13/32 in. 
Cube nn 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 
Quantity-distance dass ----------- 
Storage compatibility group ---- С 
DOT shipping dass ---------------- B 
DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
SOLID PRO- 
JECTILE 
1310-B585 
9215708 


DODAT ee 


Limitations: 


Canister may not be fired overhead of 
friendly troops. 


References: 
SB 700-20 


AMC-P 700-3-3 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 75-MILLIMETER: HE, M309A1 AND M309 


MÀ ————— ——————32892МАХ—————+- 





IGNITER 






PROPELLANT 
CARTRIDGE CASE 


Type Classification: 


Cont OTCM 37119 dtd 1958. 





Use: 


This cartridge is fired from 75mm 
recoilless rifles and is used for blast, fragmenta- 
tion, and mining effects. 


Description: 


The cartridge consists of a perforated 
metal cartridge case crimped to a hollow steel 
projectile. The cartridge case contains a plastic 
liner which is filled loosely with propellant. An 
igniter charge is positioned on top of the propel- 
lant. A percussion primer is fitted in the base, 
with an igniter tube extending through the pro- 
pelling charge. The projectile is fitted with 
either a point detonating or mechanical time, 
superquick fuze in the nose, and is filled with 
TNT. The rotating band near the base is pre- 
engraved to match the bore rifling of the 
weapon. A bourrelet at the rear of the ogive 
and another forward of the rotating band are 
provided as bearing surfaces for the projectile 
in the rifle bore. 


ROTATING BAND 








AR199767 
HE CHARGE 
FUZE 
PROJECTILE BODY 
AR199766 


When the weapon firing pin strikes the 
primer, flame from the primer black powder 
ignites the propelling charge. The burning pro- 
pellant generates rapidly nd gases to pro- 
pel the projectile through the rifle barrel and to 
thetarget. Recoil is eliminated because some 
gas pressure escapes through the perforated car- 
tridge case, and is controlled by apertures in 
the rifle breech-block. Тһе rotating band 
engages the bore rifling to spin the projectile 
for stability in flight. On impact, fuze function- 
ing detonates the high explosive, producing 
blast and fragmentation. 


Difference Between Models: 





M309 has a paper-lined cartridge case, 
and does not have the igniter charge on top of 
the propelling charge. 

Tabulated Data: 


Complete round: 


Type ------ nenn HE 
Weight with fuze ---------------- 22.37 lb 
Length with fuze ---------------- 28.92 in, 
Cannon used with --------------- M20 


Projectile: 


Body material ---------------- 
Go [o == 


Filler and weight ------------ 


Components: 
Cartridge case: 


M309A1 --------------------- 
M309 ----------------- 


Primer nn 


Performance: 


Maximum range ------------- 
Muzzle velocity -------------- 


Temperature Limits: 
Firing: 


Lower limit -------------------- 
Upper limit -------------------- 


Storage: 


Lower limit -------------------- 


Upper limit -------------------- 


5-14 


Forged steel 
Olive drab 
w(yellow 
markings 
TNT, 1.49 Ib 


Series or 
M557; MTSQ, 
M520A1 


6364 m 
990 fps 


-40°F 
+125°F 


-80°F (for not 
more than 3 
days) 

+160°F (for 
not more than 
4 hr/day) 


WWW.sURMIV ALEBOOKS.COM 


*Packing ------------------------------ І мш» IN 
fiber con- 
tainer: 2 con- 
tainers in 
wooden box 

“Packing Box: 

Weight ------------------------------ 73.0 Ib 
Dimensions ----------------------- 34-1/4 x 
11-5/16 
x 7-9/32 in. 
Cube ---------------------------------- 1.64 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 
Quantity-distance class ---------- g08)1.2 
Storage compatibility group ---- 

DOT shipping dass ---------------- 


DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJ ECT- 
ILES 

DODAC  ------------------------------- 1315-C051 

Drawing number -------------------- 75-1-221 

References: 

SB 700-20 

АМС-Р 700-3-3 


ТМ 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 75-MILLIMETER: HEAT-T M310A1 AND M310 


28.92 MAX 





PLASTIC LINER IGNITER CHARGE 





Type Classification: 





Use: 


This cartridge is fired in 75mm recoilless 
rifles against armored targets. 


Description: 


This cartridge consists of a perforated 
metal cartridge case, containing a plastic liner, 
crimped to a high explosive antitank projectile. 
The liner is loosely filled with propellant, with 
an igniter charge on top, and all retained by a 
distance wad. A percussion primer is fitted in 
the base with an igniter tube extending 
through the propelling charge. The hollow 
steel projectile of M310A1 is filled with 
Composition B around an internal copper cone 
to shape the charge. The nose of the shell is cov- 
ered by a windshield threaded to a steel nose 
adapter. The space within the cone, adapter, 
and windshield provide the appropriate stand- 
off distance for the shaped charge. The base of 
the projectile carries a base-detonating fuze. A 
rotating band near the base is pre-engraved to 
match the weapon rifling. 


ROTATING BAND 


U 
AR 199763 


ADAPTER 
COPPER CONE 


WINOSHIELD 
SHAPED HE CHARGE 


U 
AR 199762 


The primer ignites the propelling charge 
when struck by the firing pin of the weapon. 
The burning propellant generates rapidely 
expanding gases to propel the proiectle 
through the barrel. Recoil is eliminated 
because some of the gas pressure escapes 
through the perforated cartridge case and 
release is controlled through apertures in the 
breech-block of the rifle. The propelling charge 
also ignites the tracer in the BD fuze to provide 
visibility of the trajectory. The rotating band 
engages the barrel rifling to spin the projectile 
for stability in flight. On impact, the fuze func 
tions to detonate the shaped charge and col- 
lapse the internal cone. This action generates a 
focussed high velocity shock wave. The inten- 
sity of the shock wave causes failure of the 
target armor, and a jet of metal particles pene- 
trates the interior of the target. 


Difference Between Models: 





M310 has a paper-lined cartridge case and 
the projectile is 50/50 pentolite loaded. There 
is no igniter charge in the propelling charge. 


TM 43-0001-28 


Tabulated Data: 


Complete round: 





уре --------------------------------- НЕАТ-Т 
Weight -----------------------------+ 21.061Ь 
Length ------------------------------ 28.92 in 
Cannon used with --------------- M20 
Projectile: 
Body material -------------------- Forged steel 
Color ---.-.-----.---......-.-........ Olive drab 
w/yellow 
markings 
Filler and weight: 
M310A] ------------------------- Comp B, 1.0 Ib 
M310 ----------.-........-....-..- 50/50 pento- 
lite, 0.89 Ib 
Components: 
Cartridge case: 
M310A] ------------------------- M31A1 
M310 ----------------------------- M31 
Propelling charge ---------------- M10 
Primer -----------+------------+----- M47B2 or 
M47 
Tracer ------------------------------ M5 
Fuze --------------------------------- BD, M91A1 
Performance: 
Maximum range ----------------- 6575 m 
Muzzle velocity ------------------- 1000 fps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -80°F (for not 
more than 3 
days) 


WWW.SURVIVALEBOOKS.COM 


Upper limit ------------------------ +160°F (fur 

not more than 
4 hr/day) 

"Packing: --------------—------------ 1 cartridge in 
fiber con- 
tainer, 2 con- 
tainers in 
wooden Бох 


“Packing Box: 
Weight ------------------.----------- 73.0 Ib 
Dimensions ----------------------- 34-1/4 x 
11-5/16 
x 7-9/32 in. 
Cube --------------------------------- 1.64 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0006 

Quantity-distance class ------.--- 11 

Storage compatibility group ----- E 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJEC- 
TILES 

DODAC ------------ -+++ 1315-C052 

Drawing number ------------------- 75-1-2922 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 75-MILLIMETER: SMOKE, WP, M311A1 and M311 





PROPELLING 







BURSTER CASE 
CARTRIDGE 
CASE 


Type Classification: 


Cont OTCM 37119 dtd 1959. 





Use: 


This cartridge is used in 75mm recoilless 
rifles for screening and spotting. 


Description: 


The cartridge consists of a perforated 
metal cartridge case containing a plastic liner 
which is crimped to a hollow steel projectile. 
The liner is filled with loose propellant and an 
igniter charge is positioned on top of the propel- 
lant. A percussion primer is assembled in the 
base of the cartridge case. The igniter tube of 
the primer extends through the propelling 
charge. The projectile is filled with white 
phosphorous. The projectile has a pre-engraved 
rotating band near the base. Two bourrelets, 
one behind the ogive and one just ahead of the 
rotating band, provide bearing surfaces for the 
projectile in the weapon barrel. An adapter at 
the nose accommodates the burster tube and is 
threaded to accept the point detonating fuze. 


CHARGE LINER 


BURSTER М8 


AR 199765 


ADAPTER 
PROJECTILE BODY 


BURSTER 
INITIATOR 
MI 


AR 199764 


The burster tube holds a tetryl charge and is 
press-fitted into the adapter to seal in the WP 
projectile contents. 


Functioning: 


The primer ignites the propelling charge 
when struck by the weapon firing pin. Rapidly 
expanding gases from the burning propellant 
provide the force to propel the projectile 
through the barrel and to the target. Recoil is 
eliminated because the cartridge case design per- 
mits controlled escape of some gas pressure 
through apertures in the rifle breech-block. 
The rotating band engages the barrel rifling to 
spin the projectile. On impact, the Тиге deto- 
nates the burster charge to rupture the project- 
ile and disperse the white phosphorous. WP 
ignites spontaneously on contact with air and 
produces a dense white smoke. 


Difference Between Models: 





M311 has a paper-lined cartridge case, 
and does not have the igniter charge on top of 
the propelling charge. 


ТМ 43-0001-28 


Tabulated Data: 


Complete round: 





WWW.SURVIVALEBOOKS.COM 


* Packing ----------------------------- 1 cartridge in 
fiber con- 
tainer; 2 con- 


pe --------------------------------- Smoke (WP) tainers in 
Weight ------------------.--.-....--- 23.20 lb wooden box 
Length ------------------------------ 28.92 in *Packing Box: 
Cannon used with --------------- M20 Weight ------------------------------ 73.0 Ib 
Projectile: --------------------------- Dimensions ------------------------ З4-1/4 х 
Body material --------------------- Forged steel 11-15/16 x 
Color -----------------------------—--- Gray w/yellow 7-9/32 in. 


band and yel- 
low markings 





Filler and weight ----------------- WP 1.35 Ib “NOTE: See DOD Consolidated Ammunition 
Burster casing -------------------- M6: initiator Catalog for complete packing data including 
Ml and bur- NSN's. 
ster M8, 1.01 
oz. tetryl Shipping and Storage Data: 

Components: 

Cartridge case ban fa Pia Paa ende "T 
M311AL1 ---------------------+--+ M31A1 Quantity-distance class ---------- (12) 1.2 
M311 ----------------------.-.---- M31 Storage compatibility group --- Н 

Propelling charge ---------------- M10 DOT shipping class ---------------- А 

Primer ------------------------------ М47В2 ог DOT designation ------------------- AMMUNI- 

M47 TION FOR 
Fuze --------- Mele PD, M48A3, CANNON 
M57 (MOD) WITH 

Performance: SMOKE 
Maximum range------------------ 6364 m PROJEC- 
Muzzle velocity ------------------- 990 fps TILES 

DODAC ------------------------------- 1315-C056 
Drawing number -------------------- 75-1-225 

Temperature Limits: Limitations: 

Firing: Rounds should be stored and transported 
Lower limit ------------------------ -40°F on their hases when temperatures exceed 
Upper limit ------------------------ +125°Е 111.4°F the melting point of WP, to avoid cavi- 

Storage: ties in the filler. 

Lower limit ------------------------ -80°F (for not 

more than 3 References: 
days) 

Upper limit +160°Е (for B 700-20 

not more than .MC-P 700-3-3 


5-18 


4 hr/day) 


Cube --------------------------------- 1.64 cu ft 





'M 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 75-MILLIMETER: HEP-T, M349 


060066 


00000 
ообо 





Type Classification: 





OBS MSR 11756003. 
Use: 


This cartridge is designed for use against 
armored targets light materiel and personnel. 


Description: 


The complete round consists of a thin 
steel projectile with an internally threaded 
base, assembled to a perforated steel cartridge 
case. The projectile contains a filler of 2.55 
pounds of Composition A3 and employs a base- 
detonating fuze. The cartridge case contains a 
propelling charge of single-perforated propel- 
lant, and an igniter charge, both of which are 
sealed in a double rayon/plastic liner, a percus- 
sion primer is positioned in the base of the car- 
tridge case. 


Functioning: 


When the weapon is fired, the firing pin 
strikes the primer which ignites the propellant. 
The propellant creates gases that force the pro- 
jectile out of the tube and propel it to the tar- 
get. The tracer is also ignited and burns during 
the early stages of flight. On impact, the func- 
tioning of the fuze detonates the explosive. 


Tabulated Data: 


Complete round: 


Type --------------------------------- НЕР-Т 
Weight ------------------------------ 16.52 Ib 
Length ------------------------------ 26.36 in 





U 
AR 101989 
Cannon used With --------------- M20 + 
Т21Е12 
Projectile: 
Explosive filler ------------------- 2.55 |b Comp 
A3 
Body materiel -------------------- Steel 
Color а Olive drab 
w/yellow 
markings and 
black bands 
Cartridge case ----------------------- M31A1 
Primef = -------------------------------- M47 or 
M47B2 
Propellant: 
Type --------------------------------- M10 
Weight ------------------------------ 3.36 Ib 
Tracer ------------------------------ Integral 
w/fuze 
F uze BD---------------------------- M91A1 
Ballistics: 
Maximum range --------------------- 7,180 yd; 
6,570 m 
Muzzle velocity --------------------- 1400 fps 
Temperature Limits: 
Firing: 
Lower limits ---------------------- -40°F 
Upper limits ---------------------- +125°F 
Storage: 
Lower limits ---------------------- -80°F (for pe 
riods of not 
more than 3 
days) 
U pper limits ---------------------- +160°F (for 
periods of not 
more than 4 
hr/day) 
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TM 43-0001-28 





#Packing ------------------------------- 1 cartridge per Shipping and Storage Data: 
fiber con- 
tainer; 2 con- UNO serial number ---------------- 0006 
tainers per Quantity-distance class ---------- 1.1 
wooden box Storage compatibility group ----- E 
DOT shipping dass ---------------- A 
DOT designation ------------------- AMMUNI- 
TION FOR 
" Packing box: CANNON 
Weight filled ---------------------- 95 Ib WITH 
Dimensions OD ------------------ 32 x 11-5/16 x EXPLOSIVE 
7-9/32 in. PROJ ECTILE 
Cube --------------------------------- 1.52 cu ft DODAC  ------------------------------- 1315-C053 
Drawing number ------------------- 75-1-32 
*NOTE: See DOD Consolidated Ammunition References: 
Catalog for complete packing data including 
NSN's. AMC-P 700-3-3 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 90-MILLIMETER: HEAT M371A1 








PROPELLING CHARGE 


IGNITION CARTRIDGE 
PRIMER 







RUPTURE DISK 





PIBD FUZE 


Type Classification: 
Std AMCTC 4265 dtd 1966. 
Use: 


This cartridge is used in 90mm recoilless 
rifles and is intended primarily for defeat of 
armor. There is also some limited effectiveness 
against fixed targets and personnel through 
blast and fragmentation. 


Description: 


The cartridge consists of an aluminum car- 
tridge case and a steel projectile containing a 
shaped charge of high explosive. A percussion 
primer with a black powder ignition cartridge is 
assembled to the base of the round. A rupture 
disk is held in place in the base of the cartridge 
case by the primer. The propelling charge is con- 
tained in a bag installed around the fin assem- 
bly which contains the primer ignition car- 
tridge. The projectile has a stand-off spike, 
containing a piezoelectric element and a paper 
insulating cup, which is threaded to the body. 


ADAPTER 


АН199769 







COPPER CONE 
PIEZOELECTRIC 
ELEMENT 


An internal copper cone shapes the charge. 
The point initiating, base detonating fuze is con- 
tained in an adapter threaded to the base. The 
adapter is threaded to the fin assembly. The 
fins provide in-flight stability. 


The primer ignites the propelling charge 
when struck by the firing pin of the weapon. 
The burning propellant generates rapidly 
expanding gases to propel the projectile out of 
the barrel and to the required velocity. Recoil 
is minimized by blowout of the rupture disk 
and controlled pressure relief through aper- 
tures in the breech-block. The rojectile is stabi- 
lized in flight by the tail fins. On impact, crush- 
ing of the piezoelectric unit triggers the fuze. 
The standoff spike provides the optimum dis- 
tance from the target surface for explosion of 
the shaped charge. The detonation collapses 
the copper cone and creates a focussed, high 
velocity shock wave. The intensity of the shock 
wave causes failure of the target armor, and a 
jet of metal particles penetrates the interior. 


TM 43-0001-28 


Tabulated Data: 





pe ee HEAT 

Weight with fuze ---------------- 9.25 lb 

Length -----------------.-..--------- 27.78 in. 

Cannon used with --------------- M67 

Projectile: 

Body mater.al --------------------- Steel and alu- 
minum 

Color: 

Old mfg. ------------------------- Olive drab 
w/yellow 
markings 

New mfg. -------------+--------+- Black w/yel- 
low markings 

Filler and weight ---------------- ap B, 1.72 

Components: 

Cartridge case -------------------- 

Propelling charge 

rimer: 

M371A1 ------------------------- M92A1 

МЗ3Т1------------------------------ M78 

Fuze--------------------------....... PIBD, 
M530A1 
M530 

Performance: 
Maximum range ----------------- 400 m 
Muzzle velocity ------------------ 213 mps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit -----------------+------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 
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* Packing ----------------------------- 1 round in 
fiber con- 
tainer; 1 con- 
tainer in 
wooden box 


* Packing Box: 
Weight ------------------ an 42 lb 
Dimensions ----------------------- 32-15/16 x 
9-7/8 x 6-3/8 
in. 
Cube ---- nennen 1.3 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 

Quantity-distance class ---------- (12) 1.2 

Storage compatibility group ----- E 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJEC- 
TILES 

DODAC ------------------------------- 1315-C282 

Drawing number ------------------- 8863468 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1015-223-12 
TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE, 90-MILLIMETER: PRACTICE, M371 


еН 27.778 МАХ. 






0001010 101 
SHIN WINOG 





BP IGNITION CHARGE 
RUPTURE DISK 


INERT FILLER 
PROJECTILE 800Y 


PROPELLING CHARGE 


Type Classification: 
Std OTCM 37136 dtd 1959. 


Use: 


This cartridge is used to train personnel 
armed with the 90mm recoilless rifles in han- 
dling and use of HEAT rounds. 


Description: 


The cartridge resembles 90mm HEAT 
round M371A1 and has similar ballistic charac 
teristics, except that the high explosive filler is 
replaced with inert material of the same 
weight. A standoff spike with piezoelectric ele- 
ment in the nose cap is threaded to the nose of 
the projectile, and an adapter and fin are 
threaded to the base. The point initiating, base 
detonating fuze is housed in the adapter and a 
smoke pellet is installed immediately ahead of 
the fuze. A copper cone in the projectile shapes 
the inert filler to maintain a ballistic match 
with the service round. The bagged propellant 
in the cartridge case surrounds the fin. The 
base of the cartridge case holds a percussion 
primer and a rupture disk. The black powder 


O&SW 0819 320J/ 









= 


LEW 39QIHLUVI 
3DILIVHd 406 





U 
AR 199757 


SMOKE PELLET 


PIBO FUZE 


COPPER CONE 


WIRE LEAD PIEZOELECTRIC 


ELEMENT 
STANDOFF SPIKE 


AR199756 


ignition charge of the primer is contained 
within the fin. 


When the firing pin of the weapon strikes 
the primer, it ignites the propelling charge. 
The burning propellant generates rapidly 
expanding gases to propel the projectile out of 
the barrel and to the target. The fin stabilizes 
the projectile in flight. On impact, distortion of 
the piezoelectric element induces an electric cur- 
rent to function the PIBD fuze and ignite the 
smoke pellet for marking. 


Tabulated Data: 


Complete round: 





Уре --------------------------------- Practice 
Weight ------------------------------ 9.25 lb 
Length ------------------------------ 27.718 in. 
Cannon used with --------------- M67 

Projectile: 
Body material -------------------- Aluminum 
alloy 
Color ------------------------------- Blue or black 


w/white mark- 
ings 
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TM 43-0001-28 


Filler and weight 


Components: 


Cartridge case -------------------- 


Propelling charge --------------- 


Primer ------------- 
Fuze --------------------.---------.-- 


Performance: 


Effective range-------------------- 
Muzzle velocity - 


TemperatureLimits: 





Firing: 


Lower limit ------- 
Upper limit ------- 


Storage: 


Lower limit ------- 


Upper limit ------- 


* Packing ----------------.-.-------.-- 


5-24 


Inert E, 1.79 
lb Pellet Box 
2B 


400 m 


-80°F (for 
periods not 
more than 3 
days) 
+160°F (for 
periods not 
more than 4 
hr/day) 
lround in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 


ens Box: A 
Weight ------------------------------ 471 
Dimensions ----------------------- 32-15/16 x 
9-7/8 x 6-3/8 
in. 
Cube -----------------------5--------- 1.3 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 
Quantity-distance class ---------- 
Storage compatibility group ---- E 

A 


DOT shipping class ---------------- 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH EX- 
PLOSIVE 
PROJEC- 
TILES 

DODAC ------------------------------- 1315-C283 

Drawing number ------------------- 8865243 

References: 

SB 700-20 

AMC-P 700-3-3 


TM 9-1015-223-12 
TM 9-1300-251-20 
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TM 43-0001-28 


CARTRIDGE, 90-MILLIMETER CANISTER, ANTIPERSONNEL, M590 (XM590E 1) 


r 


PROPELLING 


PERCUSSION 
PRIMER 






RUPTURE DISK 


90 MM 
CARTRIDGE CASE 


Type Classification: 


Std AMCTC 8601 dtd 1971. 





Use: 


This cartridge is used in 90mm recoilless 
rifles for close-in defense against massed attack 
by infantry, or for attacking enemy troops con- 
cealed by vegetation. 


Description: 


The cartridge consists of an aluminum car- 
tridge case crimped to an aluminum canister 
filled with steel flechettes. The cartridge case 
is unperforated and the base contains a rupture 
disk. A percussion primer is assembled 
through the rupture disk into a perforated flash 
tube that is threaded into the base of the canis- 
ter. The cartridge case is filled with double- 
base propellant in a silk bag arranged around 
the primer tube. The canister projectile has a 
blunt forward end and a heavy aluminum base 
with three bleed holes to the cartridge case. 
The sides are scored to facilitate splitting when 
the round is fired. 


[e] 
>< 

pair 
IDe 
an 

о 
Sn» 
m- 
mel" 





U 
AR 199761 


BLEED 
PRIMER H 
TUBE ng 


BASE CANISTER 


U 
AR 199760 


The primer ignites the propellant when 
struck by the firing pin of the weapon. The 
burning propellant generates rapidly expanding 
gases to propel the canister out of the barrel. 
Recoil is minimized by blowout of the rupture 
disk in the base and controlled pressure release 
through apertures in the breech-block. At the 
same time, the bleed holes in the canister base 
permit gas pressure to build up inside the canis- 
ter. When the projectile leaves the muzzle, the 
pressure ruptures the canister along the score 
marks to release the flechettes. 


Tabulated Data: 





Complete round: 


Type --------------------------------- Canister anti- 
personnel 

Weight | ------------------------------ 6.79 Ib 

Length | ------------------------------ 19.12 in 

Cannon used with --------------- M67 

Projectile: 
Body material -------------------- Aluminum 
Color -————————————————————-—-———-———- Olive drab 


w/white mark- 
ings and white 
diamonds 
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TM 43-0001-28 








Filler and weight ---------------- 2400 Cube --------------------------------- 1.8 cu ft 
flechettes; 
2.5 lb *NOTE: See DOD Consolidated Ammunition 
Components: Catalog for complete packing data including 
Cartridge case -------------------- M112 SN's. 
Propelling charge --------------- M178 
Primer ----------------------------- M92A1 Shipping and Storage Data: 
Performance: 
Effective range ------------------- 200 m UNO serial number ---------------- 0328 
Muzzle velocity ------------------ 1200 fps Quantity-distance class ----------- (08) 1.2 
Storage compatibility group ---- C 
DOT shipping class ---------------- B 
Temperature Limits: DOT desigtion ---------------------- AMMUNI- 
TION FOR 
Firing: CANNON 
Lower limit ------------------------ -40°F WITH 
Upper limit ------------------------ +125°F SOLID 
Storage: PROJEC- 
Lower limit ------------------------ -80°F (for not TILES 
more that 3 DODAC ------------------------------- 1315-C410 
days) Drawing number ------------------- 9214567 
Upper limit ------------------------ +160°Е (for 
not more than Limitations: 
4 hr/day) 
* Packing ----------------------------- 1 round in Canister may not be fired overhead of 
fiber con- friendly troops. 
tainer; 6 con- 
tainers in References: 
wirebound box 
*Packing Box: SB 700-20 
\МҮе1һҺ&------------------------------- 58 Ib AMC-P 700-3-3 
Dimensions ----------------------- 22-5/8 x 13-1/2 TM 9-1015-223-12 
x 10-1/16 in. TM 9-1300-251-20 
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CARTRIDGE, 106-MILLIMETER: HEP-T, M346A1 


TM 43-0001-28 








Type Classification: 


Std OTCM 37119, dtd 1959. 





Use: 


This cartridge is intended for use against 
armored targets and is also effective against per- 
sonnel and light materiel. 


Description: 


The projectile is a thin-walled steel cylin- 
der with a short ogive and flat base. There are 
two indexing buttons, spaced 180° apart on the 
forward bourrelet. A pre-engraved rotating 
band encirdes the projectile just forward of the 
base. The base is fitted with a base-detonating 
fuze with integral tracer. The projectile body is 
loaded with 7.72 pounds of Composition A3. 
The perforated steel cartridge case, crimped to 
the projectile contains a propelling charge in a 
rayon and plastic liner. A percussion primer is 
press fitted to the base. 


Functioning: 


When the weapon is fired, the firing pin 
strikes the primer and a flash from the primer 
ignites the tracer (which burns during the early 
stages of flight) and creates gases which force 
the projectile out of the gun tube and propel it 
to the target. On impact, the functioning of the 
fuze detonates the explosive. 


Tabulated Data: 


Complete round: 


Type --------------------------------- HEP-T 
Weight ------------------------------- 37.37 |b 
Length --—-----------------—----———-- 38.1 in. 
Cannon used with --------------- M40A1 and 
М40А1С 





U 
AR 101983 
Projectile: 

Explosive filler -------------------- 7.72 lb Comp 
A3 

Body materiel -------------------- Steel 

Color -------------------------------- Olive Drab 
w/yellow 
markings and 
black band 

Cartridge case -------------------- M94B1 

Propellant: 
WIRE -———--—----------------------——- 26 
eight ------------------------------ 7.86 Ib 
Primer --------------------------------- M57 
Fuze BD ------------------------------- M91A2 
Ballistics: 
Maximum range --------------------- 7,515 yd 
6,870 m 
Muzzle velocity ---------------------- 1,635 fps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for 
period of not 
more than 
3 days) 

Upper limit ------------------------ +160°F (for 
period of’ not 
more than 4 
hr/day) 

*Packing ------------------------------- 1 round per 
fiber con- 
tainer; 2 con- 
tainers per 
wooden box 
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“Packing Box: 


Weight ------------------------------ 95 Ib 

Dimensions ----------------------- 27-5/8 x 3-7/16 
x 4-13/16 in. 

Qube a to 1.52 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0005 
Quantity-distance dass ---------- 1.1 
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Storage compatibility group ----- Е 
DOT shipping class ---------------- A 


DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJ ECTILE 

DODAC  ------------------------------ 1315-C651 

Drawing number ------------------- 8837335 

References: 

AMC-P 700-3-3 
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CARTRIDGE. 106-MILLIMETER: HEAT, M344A1 AND M344 





CARTRIDGE CASE 
PERCUSSION 
PRIMER 


IGNITION TUBE 


PISTON ASSEMBLY 


Type Classification: 


Std OTCM 3711959 dtd 1958. 





Use: 


This cartridge is used in 106mm recoilless 
rifles against armored targets. 


Description: 


The cartridge consists of a perforated, plas- 
tic-lined steel cartridge case crimped to a steel 
projectile containing a shaped charge. The 
nose cone adapter of the projectile carries a cap 
with a piezoelectric element to initiate the 
PIBD fuze in the base. A copper cone within 
the projectile shapes the charge. The hollow 
space within the cone and the adapter provides 
the appropriate standoff distance between tar- 
get and shaped charge. An aluminum chamber 
threaded to the base of the projectile supports 
the fuze, six folding fins, and a piston assembly 
for opening the fins, The cartridge case is 






U 
AR 199753 


PROJECTILE 
PIEZOELECTRIC 
ELEMENT 







AE AD COPPER CONE 


U 
AR 199752 


loosely filled with propellant, and the base is fit- 
ted with a percussion primer. The ignition tube 
of the primer extends through the propelling 
charge, 


The primer ignites the propelling charge 
when struck by the firing pin. The burning pro- 
pellant generates rapidly expanding gases to pro- 
pel the projectile through the barrel and to the 
target. Recoil is eliminated by controlled 
escape of propellant gases to the rear through 
openings in the breech-block. Gas pressure 
also builds up in the piston in the projectile 
base. When the projectile leaves the muzzle, 
the piston moves rearward to extend the fins 
for stability in flight. On impact, distortion of 
the piezoelectric element generates an electri- 
cal charge and initiates fuze functioning to 
detonate the projectile, Explosion of the 
shaped charge collapses the copper cone and 
focuses a high velocity shock wave and a jet of 
metal particles that penetrates the target, 
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Difference Between Models: 
M344 has a propelling charge of 8.1 Ib 


M10, and the design of the projectile charge- 
shaping cone is different from M 344A1, 


Tabulated Data: 





Complete round: 





уре --------------------------------- НЕАТ 

Weight -------------------2------- 200+ 37.23 Ib 

Lenght------------------------------- 39.31 in 

Cannon used with --------------- M40A1, 
M40A1C 

Projectile: 

Body material --------------------- Steel 

Color: 

Old mfg -------------------------- Olive drab 
w/yellow 
markings 

New mfg ------------------------ Black w/yel- 
low markings 

Filler and weight ---------------- Comp B, 
2.79 ]b 
Components: 
Cartridge case: 

M344A] -------------------------- M94B1 

М344------------------------------ M93 or 
M93B1 

Propelling charge --------------- M26 
(M344A1); 
M10 (M344) 
Primer ------------------------------ M57 
Fuze --------------------------------- PIBD, 
M509A1 
Performance: 
Maximum range------------------ 3000 m 
Muzzle velocity --------.......... 502.9 mps 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
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Storage: 
Lower limit ------------------------ -80?F 
Upper limit ------------------------ +160°F (for 
periods not 
more than 3 
days) 
*Packing -+----+-+--- nennen 1 round in 
fiher con- 
tainer; 2 con- 
tainers in 
wooden box 
*Packing box: 
Weight ------------------------------ 120 lb 
Dimensions ----------------------- 45-1/15 x 
12-5/8 x 
7-11/16 in. 
Cube --------------------------------- 2.5 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
SN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0321 

Quantity-distance class ---------- (12) 1.2 

Storage compatibility group ---- E 

DOT shipping class ---------------- A 

DOT designation ------------------- AMMUNI- 
'' TON FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJEC- 
TILES 

DODAC ------------------------------- 1315-C650 

Drawing number ------------------- 7549097 


(M344A1): 75- 
1-319 (M344) 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1000-205-12 
TM 9-1300-251-20 
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CARTRIDGE, 106-MILLIMETER: DUMMY, M368 








CARTRIDGE CASE 








CONNECTING ROD 
DUMMY PRIMER 


Type Classification: 


Std OTCM 36685 dtd 1958 





Use: 


This cartridge is used to train gun crews 
in loading and unloading ammunition for 
106mm recoilless rifles. 


Description: 


The cartridge simulates HEP-T Cartridge 
M346Al, but because it is a drill round is com- 
pletely inert and contains no propellant. A 
dummy cartridge case is crimped to a dummy 
projectile, and the components are further con- 
nected by a metal rod threaded into the base 
plug of the dummy projectile on one end and 
onto a dummy primer in the base of the car- 
tridge case. A pre-engraved rotating band encir- 
cles the dummy projectile near the base for 
engagement with the barrel rifling of the 
weapon. 


Functioning: 


The round has no function other than prac 
tice loading. 


37.26 MAX 






AHLLEISLITIELLIG 


N 


DUMMY PROJECTILE 


ROTATING BAND 


Tabulated Data: 





*Packing 


Complete round: 


Projectile: 


Body material 
Color: 


Filler and weight ----------------- 


Cartridge case 


Primer ---------- 


TM 43-0001-28 





AR139751 





AR199750 


Dummy 
37.93 Ib 
37.26 in. 
M40A1, 
M40A1C 


Steel 


Black or blue 
w/white mark- 
ings 

Bronze 
w/white 
markings 
Filler E, 

7.75 lb 
M94B1 
Dummy 


1 round in 
fiber con- 
tainer; 2 con- 
tainers in 
wooden box 
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“Packing Box: 


Weight ------------------------------ 127.6 Ib 
Dimensions ----------------------- 44-5/8 x 
12-13/16 
x 7-31/32 in. 
Cube 447-2 -------------- === 2.6 CU ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


5-32 


Shipping and Storage Data: 





DOT designation ------------------- AMMUNI- 
TION NON- 
EXPLOSIVE 
DODAC ---------------------------- 1315-C654 
Drawing number ---------------- 8596153 
References: 
SB 700-20 
AMC-P 700-3-3 


TM 9-1000-205-12 
TM 9-1300-251-20 
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CARTRIDGE, 106-MILLIMETER: APERS-T, M581 
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FUZE FUNCTIONING 
FOR PAYLOAD 


DISCHARGE 


106 MM 


MUZZLE ACTION 


Type Classification: 


Std AMCTC 8416 dtd 1971. 





Use: 


This cartridge is fired from 106mm 
recoilless rifles to cause personnel casualties. 


Description: 


A perforated metal cartridge case is 
crimped to a projectile fitted at the nose with a 


AR 199754 





AR199725 


fuze adapter, The propelling charge is con- 
tained within a plastic cartridge case liner. The 
base of the cartridge case contains a percussion 
primer with the igniter tube extending through 
the реп charge. The projectile is loaded 
with 8 grain flechettes packed in separate bays, 
and also carries yellow dye marker in the two 
aft bays. The fuze adapter is equipped with 
four radially: spaced detonators for splitting the 
projectile. A fifth detonator with relay charge 
15 installed for igniting an expelling charge In 
the base through a flash tube formed by the 
flechette bays. Two indexing buttons are 
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provided on the forward bourrelet to facilitate 
indexing of the pre-engraved rotating band 
with the barrel rifling of the weapon. A tracer 
is threaded into the base of the projectile. 


Functioning: 


The primer ignites the propelling charge 
when struck by the firing pin of the rifle. The 
burning propellant ignites the tracer and gener- 
ates rapidly expanding gases to propel the projec- 
tile through the barrel. Spin is provided by the 
rotating band for stability in flight, and trajec- 
tory visibility is provided by the tracer. Recoil 
is eliminated by controlled escape of propellant 
gases to the rear through openings in the breech- 
block. The fuze commences arming immedi- 
ately upon firing, and will function on muzzle 
action or range, according to the setting. When 
the fuze functions, the four radial detonators in 
the adapter rupture the shell case. Simul- 
taneously the axial detonator and relay explode 
the expelling charge in the base. The combina- 
tion of forward force and centrifugal force from 
rotation results in a conical forward dispersion 
of flechettes. The yellow dye marks the func- 
tion point. 


Tabulated Data: 


Complete round: 


Type ---------MMe»e---. Antipersonnel 
Weight ------------- nenn 41.29 lb 
Length ------------- + 42.729 in. 
Cannon used with --------------- M40A1 
Projectile: 
Body material -------------------- Aluminum 
and steel 
Color: 
Old mfg. ------------------------- Black w/white 
markings 
New mfg. ------------------------ Olive drab 
w/yellow band 
and white 


markings 
Filler and weight: 


Flechettes ------------------------- 10.9 Ib 

Expelling charge ---------------- M9, 1.23 oz 
flake propel- 
lant 

Yellow dye T--------2.2--.--242--2-..---- 11 grams 

Detonators ------------------------ (4) M86 
(ХМ86); 
(1) ХМ87 with 
relay M7 

Components: 

Cartridge case -------------------- M94B1 

Propelling charge --------------- M26 

Primer ------------------------------ M57 

Tracer -------------—-------—--—------ M13 
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Temperature Limits: 


Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -80°F (for 
pertods not. 
more than 3 
days) 
Upper limit ------------------------ +160°F (for 
periods not 
more than 4 
hr/day) 
“Packing: --------------------2-------+- 1 round fiber 
container; 2 
containers in 
wooden box 
* Packing box: 
Weight -------------------+----2--2-6+ 134 Ib 
Dimensions ------------------------ 49-5/8 x 13x 
8-1/4 in. 
Cube уу------------------------------- 2.9 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number ---------------- 0321 

Quantity-distance class ---------- (12) 1.2 

Storage compatibility group --- E 

DOT shipping class ---------------- А 

DOT designation ------------------- AMMUNI- 
TION FOR 
CANNON 
WITH 
EXPLOSIVE 
PROJEC- 
TILES 

DODAC mem ae 1315-C660 

Drawing number -------------------- 9210605 

Limitations: 


Firing overhead of exposed friendly troops 
is prohibited. 


References: 


SB 700-20 
AMC-P 700-3-3 
TM 9-1000-205-12 
TM 9-1300-251-20 
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CARTRIDGE, 84-MILLIMETER: M136 (AT4) AND LAUNCHER 





Type Classification: 
M136 - STD 





Use: 


The AT4 is issued as a complete round of 
ammunition. It is factory loaded with one 
84mm HEAT round and a disposable launcher. 


Description: 


The ATA consists of a fiberglass reinforced 
launching tube fitted with a firing mechanism, 
sight, carrying sling, and protective covers. 
The recoilless design is superior to rocket-type 
weapons for this application. The fin-stabilized 
cartridge contains the projectile (warhead) and 
case assembly. The warhead is a shaped charge 
HEAT projectile with 84mm full caliber fuzing 
action. Detonation of the Octol explosive 
charge is achieved with a piezoelectric impact 
fuze sensitive to impact angles as shallow as 
ten degrees. 


Functioning: 


The trigger is pressed releasing the firing 
rod. The firing rod strikes a pin and ignites the 
percussion cap which ignites the propellant 
load. Pressure builds up in the launcher from 
burning propellant, the plastic baseplate breaks 
and gages exit rearward to balance the 
launcher recoil. Burning propellant expels the 
projectile from the launcher. The round hits 
the target and the shock is transmitted to the 
piezoelectric base detonating fuze. The fuze 
train detonates the charge which collapses the 
copper liner into a finger-shaped jet. The jet is 
preceded by extremely hot, high velocity gases 


18.0" 
CARTRIDGE CASE 


IGNITER ASSEMBLY 







TRACER 
sem UZE 





R LINER у 
HIGH EXPLOSIVE CHARGE AR 3413 


which melt a hole in the target layer diode to 
the electric detonator, thus initiating the fuze. 
The fuze explosive train detonates the shaped 
charge which collapses the copper liner into a 
finger-shaped plasma jet. The high velocity jet, 
at tremendous pressure, melts a hole and pene- 
trates the target. Almost simultaneously the 
body and standoff cone are blasted into small 
fragments. 


Tabulated Data: 





AT4 System: 

Model ------..---.----.-------------- M136 

Weight ------------------------------ 15 lb (6.8 kg) 

A 40 in. 

Color aa aan 6-6-5 (No. 34087 
per Fed Spec 
595A, C6) 
Dime Drab 

Code --------------------------------- Yellow on a 
one (1) inch 
wide black 
band 

Arming distance (min) -------- 15-25 m 
(49.21-82.02 
ft) 

Tactical Projectile: 

Length, as fired ------------------ 18.19 in. 
(462mm) 

Weight, as fired ------------------ 3.97 lb 
(1.80 kg) 

Body material -------------------- Aluminum 

Caliber ----------------------------—-- 84mm 
(3.35 in.) 

Color ----------------<-—-------------- Black w;yel- 


low marking 
Explosive Charge: 
Shaped charge ------------------- 0.97 lb (440g) 
Type --———MMee-- 70/30 Octol 
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Booster: 


Explosive ---- 


Cartridge case: 


Igniter --------- 


Propellant --- 


Type (dble base) ----------------- 


Configuration 
Number strips 


Other: 


Electronic detonator ----------- 


Packing: 


AT4’s per wood container --- 


Gross weight 


Dimensions -- 


Pallet Load: 


Wood containers ----------------- 


Gross weight 


Dimensions - 
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16.4 g 
Composition 
A5 


15.0 g 
(0.53 oz) 
0.78 lb (355 д) 


0.13 g 
(0.005 oz) 


Point Initiat- 
ing, Base 
Detonating 
(Piezoelectric) 
0.93 Ib (420g) 


Sealed in 
plastic 
barrier 

5 ea 

113 lb 
(51.26 kg) 
44.37 x 35.43 
x 8.35 in. 
(112.70 x 90 
x 21.21 cm) 
7.8 cu ft 
(0.22 cu m) 


4 еа 

553 Ib 
(250.84 kg) 
44.49 x 35.63 
x 40.98 in. 
(113 x 90.50 
x 104.09 cm) 
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37.7 cu ft 
(1.07 cu m) 


Shipping and Storage Data: 
Storage class/SCG (Q-D) 


DOT shipping class ---------------- 
DOT designation -------------------- 





LIE 
A 


ROCKET 
AMMUNI- 
TION WITH 
EXPLOSIVE 
PROJECTILE 
Group F 
1315-6995 


Field storage ------------------------ 

DODAC 

Drawings: 
84mm HEAT Round ATA ----- 


13229923 
(FFV 
Sweden)/ 
28201800 
(Honeywell 
U.S 


13229942 
(FFV 
Sweden)/ 
28201817 
(Honeywell 
U.S.) 
13230240 
(FFV 
Sweden)/ 
28202869 
(Honeywell 
U.S.) 


84mm HEAT Shell ------------- 


Box, Packed, Marked ----------- 


References: 


DOD Consolidated Ammunition Catalog, 
Ammo 1-2-3 

TM 9-1300-251-34 

TM 9-1315-886-12 

AMC-P 700-3-3 
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CHAPTER 6 


AMMUNITION FOR GRENADE LAUNCHERS 
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CARTRIDGE, 40-MILLIMETER: HE, M381 





AR199576 


Type Classification: 


Std AMCTC 9392 dtd 1972 





Use: 


This cartridge is a high explosive round 
designed to inflict personnel casualties from 
ground burst effect, and is fired from 40mm 
Grenade Launcher M79 or the M203 (attached 
to the M16 series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly. The projectile has a hol- 
low, one-piece aluminum body containing rotat- 
ing bands. А hollow aluminum ogive is fitted 
to the front end of the projectile. A hollow steel 
ball assembly containing the bursting charge is 
fitted into the rear of the projectile body. A 
booster charge with a PD fuze is threaded into 
a well in the forward side of the ball. The pro- 
jectile assembly is press-fitted into a cartridge 
case. The case is a hollow, aluminum bicham- 
bered cylinder with an annealed brass propel- 
lant cup fitted into the cartridge base. The cup 
contains the propelling charge with a percus- 
sion primer in the center. The cup acts as a 
high pressure chamber and the hollow cavity in 
the case, which surrounds the cup, acts as a low 
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pressure chamber. The fuze contains an iner- 
tial ring operating through push pins and lev- 
ers upon a detonator. 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge in 
the high-pressure chamber. The burning pro- 
pelling charge generates sufficient pressure to 
rupture the propellant cup forcing the expand- 
ing gases through vent holes into the low- 
pressure chamber. The rotating band around 
the projectile engages the rifling in the 
launcher tube to impart spin of' 3600 RPM to 
the pro.jectile. The pressure created by the 
expanding propellant gases in the low-pressure 
chamber forces the projectile through the 
launcher barrel with a muzzle velocity of 76 
meters per second (250 fps). Setback force 
from firing causes the firing pin in the f'uze to 
be withdrawn from the rotor ball detent, and 
centrifugal force from projectile rotation causes 
the rotor ball assembly to allign the detonator 
with the explosive train. The fuze arms after 
the projectile has traveled approximately 2.4 to 
3 meters (8 feet) from the launcher. Upon 
graze or impact with the target, inertia causes 
the inertial ring to act on the push pins, pivot- 
ingthe levers inward to force the firing pin into 
the detonator. The detonator ignites the 
booster charge, and the booster detonates the 
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explosive charge, producing blast and fragmenta- 
tion of the projectile body. 
Tabulated Data: 


Complete round: per wooden 


pe non enn HE box 
Weight --------------- 0.503 Ib *Packing Box: 
Length ------------------------------ 3.89 in. Weight ------------------------------ 54 Ib 
Weapons used with ------------- 40mm Gre- (24. 5 kg) 
nade Launch- Dimensions ----------------------- 17-3/4 x 
ers M79 and 14-1/8 x 
M203 11-15/32 in. 
(attached to (45.0 x 36.2 x 
M16 series 29.3 cm) 
rifle) Cube --------------------------- 1.7 cu ft 
Proiectile: (0.0475 cu m) 
Body material -------------------- Aluminum 
skirt and *NOTE: See DOD Consolidated Ammunition 
steel wire ball Catalog for complete packing data including 
Color -------------------------------- Olive drab NSN’s. 
w/yellow mar- 
kings & yellow Shipping and Storage Data: 
Ogive 
Filler ------------------- -=-= + Composition Hazard class/division and 
,32 8 storage compatibility group - (04)1.2E 
Fuze -----------------------------—--- PD, M552 UNO serial number --------------- 0321 
DOT class ---------------------------- Class A 
Propelling charge: Explosive 
Cartridge case ---------------- M118 DOT marking ---------------- AMMUNI- 
Propellant --------------------- M9, 330 mg TION FOR 
Primer -------------------------- Percussion, CANNON W/ 
M42 EXPLOSIVE 
Performance: PROJEC- 
Maximum range ------------- 400 m TILES 
Muzzle velocity ------------------ 76 mps DODAC ------------------------------- 1310-B568 
(250 fps) Cartridge drawing number ------ 8835941 
Packing drawing numbers ------- 8835104, 
8835105 
Temperature Limits: 
References: 
Firing: 
Lower limit -------------------- -45°F (-42.8°C) SB 700-20 
Upper limit -------------------- +125°F TM 9-1010-205-10 
(51.6°C) TM 9-1010-221-10 
Storage: TM 9-1300-251-20 


Lower limit -------------------- 
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-65°F (-53.6°C) 


TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: PRACTICE, M382 


40MM PRAC 
PROJ M382 





AR199574 


Type Classification: 
Std AMCTC 2681 dtd 1964 


Use: 


This cartridge is a practice impact type 
round fired from 40-mm Grenade Launchers 
M79 or the M203 (attached to the M16 series 
rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a projectile body and a car- 
tridge case assembly containing a propelling 
charge and a percussion primer. A hollow, alumi- 
num ogive is fitted to the front end of the 
projectile. Fitted in the rear of the projectile is 
a hollow steel ball assembly containing a yellow 
dye marking material. An RDX booster pellet 
with a PD fuze assembly is threaded into a cav- 
ity at the forward side of the ball assembly. 
The projectile assembly is press-fitted into the 
cartridge case. The case is a hollow aluminum 
bichambered cylinder with an annealed brass 
propellant cup assembly fitted into the center 
of the cartridge base. The cup contains the pro- 
pelling charge with a percussion primer in the 
center and acts as a high-pressure chamber. 
The hollow cavity in the case, which surrounds 
the cup, acts as a low-pressure chamber. The 
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fuze contains an inertial ring operating 
through push pins and levers on the firing pin. 


The weapon Шш pin strikes the percus- 
sion primer igniting the propelling charge in 
the high pressure chamber. The burning propel- 
ling charge generates sufficient pressure to rup- 
ture the propellant cup and to force the 
expanding gases from the burning propellant 
through vent holes into the low-pressure cham- 
ber. The rotating band around the projectile 
engages the rifling in the launcher tube impart- 
ing a spin of 3600 rpm to the projectile and a 
muzzle velocity of 76 mps. The pressure cre- 
ated by the expanding propellant gases in the 
]ow-pressure chamber forces the projectile 
through the laucher barrel. After the projectile 
leaves the launcher tube, setback force causes 
the firing pin in the fuze to be withdrawn from 
the ball detent, and centrifugal force created by 
rotation of the projectile causes the rotor ball 
assembly to align the detonator with the explo- 
sive train. The fuze arms after the projectile 
has traveled approximately 2.4 to 3 meters (8 
feet) from the launcher. U pon graze or impact 
with the target, the inertial force from impact 
causes the inertial ring to act on the push pins, 
pivoting the levers inward, and forcing the fir- 
ing pin into the detonator. The detonator 
explodes the RDX booster pellet which shatters 
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the chamber апа emits a yellow puff of smoke 
to simulate the explosion of a service round. 


Tabulated Data: 


Complete round: 


Type --------------------------------- Practice 
Weight ------------------------------ 0.50 Ib 
Length -------------------+---------- 3. 89 in. 
Weapon used with --------------- 40mm Gre- 
nade Launch- 
ers M79, 
M203 
(attached to 
M16 series 
rifle) 
Projectile: 

Body material --------------------- Aluminum 
skirt and 
steel ball 

Color -------------------------------- Olive drab 
w/yellow 
markin 

Filler and weight ---------------- Yellow dye, 
4.54 g (inert) 

Киле---------------------------------- PD, M552 

Propelling charge: 
Cartridge case -------------------- М118 
Propellant -------------------------- M9, 330 mg 
Performance: 

Maximum range ----------------- 400 m 

Muzzle velocity ------------------ Д 6 mps (250 

ps) 


Temperature Limits: 





Firing: 
Lower limit -45°Е (-42.8°С) 
Upper limit +125°Е 
(51.6°С) 
Storage: 
Lower limit ------------------------ -65?F (-53.8°C) 
Upper limit ------------------------ +165°F 
(73.9°C) 
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“Packing ------------------------------ 72 rounds per 
bandoleer, 12 
bandoleers (72 
rounds) per 
wooden box 


“Packing Box: 

Weight nee 54 lb (24.5 kg) 

Dimensions ----------------------- 17-3/4 x 
14-1/8 x 
11-15/32 in. 
(45.0 x 36.2x 
29.3 cm) 

Cube --------------------------------- 1.7 cu ft 


(0.0475 cu m) 
*NOTE: See DOD consolidated Ammunition 


Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number --------------- 0328 
Hazard class/division and 
storage compatibility group -- (04) 1.2 C 


DOT class ---------------------------- Class C 
Explosive 
DOT marking ----------------------- CAR- 
TRIDGES 
PRACTICE 
AMMUNI 
TION 
DODAC ------------------------- 1310-B577 
Cartridge drawing number ----- 8844607 
Packing drawing numbers ------ 8835104, 
8835105 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M383 
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Type Classification: 


Std AMCTC 8664 dtd 1971 





Use: 


This cartridge is a high explosive round 
designed to inflict personnel casualties in the 
target area using ground burst effect, and is 
fired from M 75 or M 129 40mm grenade launch- 
ers and the U.S. Navy 40mm machine gun 
MK19 Mod 1, at ranges up to 2200 meters. The 
cartridge is issued completely assembled in 
linked belts of 50 rounds. Recrimped rounds 
can be fired in the MK19 MOD 3 GMG. 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a  one-piece internally 
embossed steel projectile body with a metal 
rotating band, and a cartridge case assembly 
containing the propelling charge and percus- 
sion primer. A PD fuze is threaded into the 
front-end of the projectile and is enclosed with 
an aluminum ogive. The projectile cavity con- 
tains a Composition A5 bursting charge. The 
projectile assembly is press-fitted into a car- 
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tridge case. The саѕе іѕ a hollow bichambered 
aluminum cylinder with an aluminum dosing 
plug fitted into the open well of the propellant 
chamber in the cartridge base. The propelling 
charge is contained in the spherical high 
ене propellant chamber. This chamber 
as vent holes in the top and is sealed at the bot- 
tom by the dosing plug. The hollow chamber 
in the upper section of the case acts as a low- 
pressure chamber. А percussion primer is 
crimped into the center opening in the dosing 


plug. 
Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Gases from the burning propellant in the high- 
pressure chamber are forced through the vent 
holes into the low-pressure chamber. The rotat- 
ing band around the projectile engages the 
rifling in the launcher barrel imparting a spin 
of 12,000 rpm to the projectile. The expanding 
gases in the low-pressure chamber force the pro- 
jectile through the barrel with a muzzle 
velocity of 244 reps. After the projectile leaves 
the launcher tube, setback forces cause the fuze 
setback pin, which keeps the rotor out of line 
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with the detonator, to be disengaged from the 
rotor. The rotor is secured in position by a cen- 
trifugal lock which engages the star wheel in 
the timing mechanism of the fuze assembly. 
The centrifugal lock releases the star wheel and 
arming of the Тиге begins when the projectile 
attains sufficient spin. The rotor springs start 
rotation of the rotor which is sustained by cen- 
trifugal force. The escapement assembly delays 
arming of the fuze for approximately 0.07 to 
0.16 seconds. The rotor is then locked in the 
armed position, and the fuze is armed at approxi- 
mately 18 to 36 meters from the launcher tube. 
Upon graze or impact with the target, the iner- 
tial force from impact causes bracket weights to 
pivot inward forcing the firing pin into the deto- 
nator. Concurrently, the detonator detonates 
the explosive charge causing a blast and frag- 
mentation of the projectile body. 


Tabulated Data: 


NSN 1310-00-976-0907 ---------- US Army Pack 
NSN 1310-00-196-2654 ---------- US Marine 
Corps Pack 
(Recrimped) 
Complete round: 
Type -----------------------з--------- НЕ 
Weight ------------------ 4. 0.75 lb 
Length ------------------------------ 4.415 in. 
Weapons used with ---------------- M75, M129 
40mm gre- 
nade launch- 
ers MK19 
Mod 1, MK19 
Mod 3, 40mm 
machine guns 
Projectile: 
Body material -------------------- Blank and 
draw steel 
Color -------------------------------- Olive drab 
w/yellow 
markings and 
yellow ogive 
Filler and weight ---------------- RDX, Comp 
A5, 54.5 g 
Fuze --------------------------------- PD, M533 
Propelling charge: 
Cartridge Case -------------------- M169 
Propellant ------------------------- M2, 4.64 g 
Primer ------------------------------ Percussion, 
FED 215 
Performance: 
Maximum range ----------------- 2,200 m 
Muzzle velocity ------------------- 244 mps 
(795 fps) 
Arming distance ----------------- 18 to 36 m 
(59-118 ft) 
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Temperature Limits: 








Firing: 
Lower limit ------------------------ -45°F (-42.8°C) 
Upper limit ------------------------ +125°F 
(+51.6°C) 
Storage: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ +165°F 
(+73.9°C) 
U.S. Army Pack: 
*Packing -----------------------+------ 50 rounds in 
linked belt 
*Packing box: 
Weight ------------------------------ 53 Ib 
Dimensions ----------------------- 26-3/8 x 16-1/4 
x 6-3/16 in. 
Cube --------------------------------- 1.5 cu ft 
Packing drawing number ----- 9251995 
U.S. Marine Corps Pack: 
“Packing ------------------------------ 48 rounds in 
linked belt 
*Packing box: 
Weight ---------------- 59.5 Ib 
Dimensions ----------------------- 18-19/32 x 
14-19/32 x 
8-19/64 in. 
Cube --------------------+------------ 1.3 cu ft 
Packing drawing number ----- 9362543 


#NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


UNO serial number --------------- 0006 
Hazard class/division and 
storage compatability group-- 11E 





DOT class ---------------------------- Class A 
Explosives) 
DOT marking ----------------------- AMMUNI- 
TION FOR 
CANNON 
W/EXPLO- 
SIVE PRO- 
JECTILES 
DODAC -----------------------------—-- 1310-B571 
Cartridge drawing number ----- 9241371 
Packing drawing number -------- 9251995 
References: 
SB 700-20 


TM 9-1300-251-20 
TM 9-1010-230-10 
TM 9-1010-230-23&P 
TM 9-1300-251-34 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CARTRIDGE 40-MILLIMETER: HE, M384 
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Type Classification: 


Std AMCTC 8664 dtd 1971 





Use: 


This cartridge is a high explosive round 
designed to inflict personnel casualties in the 
target area using ground burst effect, and is 
fired from M75 and M129 40mm grenade 
launchers or the U.S. Navy 40mm machine gun 
MK19 Mod 1, at ranges up to 2200 meters. The 
cartridge is issued fully assembled in linked 
belts of 50 rounds. 


Description: 


This cartridge is a fixed round of ammunition 
consisting of a one-piece, internally embossed 
steel projectile body with a metal rotating band 
and a cartridge case assembly containing the 
propelling charge and percussion primer. A PD 
fuze is threaded into the front end of the projec- 
tile, and is enclosed with an aluminum ogive. 
The projectile cavity contains Composition A5 
bursting charge. The projectile assembly is 
press-fitted into a cartridge case. The case is a 
hollow bichambered aluminum cylinder with an 
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aluminum dosing plug fitted into the open well 
of the propellant chamber in the cartridge base. 
The propelling charge is contained in the spheri- 
cal high-pressure propellant chamber. This 
chamber has vent holes in the top and is sealed 
at the bottom by the dosing plug. The hollow 
chamber in the upper section of the case acts as a 
low-pressure chamber. А percussion primer is 
crimped into the center opening in the dosing 


plug. 
Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Gases from the burning propellant expand in 
the high-pressure chamber and are forced 
through the vent holes into the low-pressure 
chamber. The rotating band around the projec- 
tile engages the rifling in the launcher barrel 
imparting a spin of 12,000 rpm їо the projectile. 
The expanding gases in the low-pressue cham- 
ber force the projectile through the barrel with 
a muzzle velocity of 244 reps. 


After the projectile leaves the launcher 


tube, setback force causes the fuze rotor set- 
back pin to be disengaged from the rotor. The 
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rotor is secured in position by a centrifugal lock 
which engages the star wheel in the timing 
mechanism of the fuze assembly. The centrifu- 
gal lock releases the star wheel and arming of 
the fuze begins when the projectile attains suffi- 
cient spin. The rotor springs start rotation of 
the rotor which is sustained by centrifugal 
force. The escapement assembly delays arming 
of the fuze for approximately 0.07 to 0.16 sec 
onds, The rotor is then locked in the armed posi- 
tion, and the fuze is armed at approximately 18 
to 36 meters from the launcher. Upon graze or 
impact with the target, inertial force from 
impact causes bracket weights to pivot inward 
forcing the firing pin into the detonator, 
Concurrently the detonator detonates the explo- 
sive charge which in turn detonates the 
bursting charge producing blast and fragmenta- 
tion of the projectile body. 


Tabulated Data: 





Complete round: 


pe --------------------------------- HE 

Weight ------------------.------...-. 0.75 Ib 

Length ----------------....--...--.-. 4.415 in 

Weapons used with -------------- M75, M129 
grenade 
Launchers 
MK19 
Mod 1, MK19 
40mm 
machine gun 

Projectile: 
Body material -------------------- Plate steel 
Color -------------------------------- Olive drab 


w/yellow 
markings and 
yellow ogive 





Filler and weight ----------------- Comp A5, 
54.5 g 
Fuze --------------------------------- PD, M533 
Propelling charge: 
Cartridge case M169 
Propellant ---------- M2, 4.64 g 
Primer ------------------------------ Percussion, 
FED 215 
Performance: 
Maximum range ----------------- 2,200 m 
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Muzzle velocity ------------------ 244 mps (795 
fps) 

Arming distance------------------ 18 to 36 m 
(59 - 118 ft) 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -45?F (-42.8°C) 
Upper limit ------------------------ +125°F 
(+51.6°C) 
Storage: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ +165°F 
(+73.9°C) 
*Packing ------------------------------ 50 rounds in 
linked belt 
*Packing Box: 
Weight -------------------------.-.-- 53 lb 
Dimensions ----------------------- 26-3/8 x 16-1/4 
x 6-3/16 in. 
Cube --------------------------------- 1.5 cu ft 


*NOTE: See DOD Consolidated Ammunition 
UE for complete packing data including 
`8, 


Shipping and Storage Data: 
UNO serial number --------------- 0006 


Hazard class/division and 
storage compatibility group -- 1.1 E 





DOT class ---------------------------- Class A 
Explosive 
DOT marking ------------------------ AMMUNI- 
TION FOR 
EXPLOSIVE 
PROJECTILE 
DODAC ------------------------------- 1310-B470 
Cartridge drawing number ----- 8886397 
Packing drawing number -------- 9251995 
References: 
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CARTRIDGE, 40-MILLIMETER: PRACTICE, M385 


CTG 40MM 
PRACTICE M385 


CTG 40MM PRAC 
AMMLOTZ111 





Type Classification: 





Std AMCTC 2177 dtd 1964 
Use: 


This cartridge is fired from 40mm 
Grenade Launchers M 75 and M129 and 40mm 
Machine Gun MK19, Mod 1 and Mod 3. The car- 
tridge is designed only for practice or for proof 
testing weapons. 


Description: 


This cartridge is a fixed round of ammuni- 
tion. It consists of a one-piece solid inert alumi- 
num projectile body together with a metal rotat- 
ing band which is press-fitted into an 
aluminum bichambered cartridge case assem- 
bly. The case contains the propelling charge 
and percussion primer. 


The propelling charge is contained in a 
spherical high-pressure propellant chamber 
with vent holes in the top. The chamber is 
sealed at the bottom with an aluminum base 
plug which is crimped to the base of the car- 
tridge case. The hollow upper chamber in the 
case acts as a low-pressure chamber. A percus- 
sion primer is crimped into the center of the 
case closing plug. 






SOLID 
PROJECTILE 


PROPELLING 
CHARGE 
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The weapon firing pin strikes the percus- 
sion primer to ignite the propelling charge. 
The expanding gases from the burning propel- 
lant are forced from the high-pressure chamber, 
through vent holes into the low-pressure cham- 
ber. The rotating band around the plojectile 
engages the rifling in the launcher tube impart- 
ing a spin of 12,000 rpm to the projectile. The 
expanding gases in the low-pressure chamber 
force the projectile through the tube with a muz- 
zle velocity of 244 meters per second. Because 
it is inert, the projectile does not function upon 
impact with the target. 


Tabulated Data: 


Complete round: 


40mm Gre- 
nade Launch- 
ers MK19, 
Mod 1, MK19, 


od 3, 40mm 
machihe guns 
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Projectile: Dimensions ----------------------- 26-3/8 x 16-1/4 
Body material -------------------- Bar alloy x 6-3/16 in. 
aluminum Cube --------------------------------- 1.5 cu ft 
Color -------------------------------- Blue w/black 
markings *NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
Propelling charge: NSN’s. 
Cartridge case -------------------- Mi69 
Propellant ------------------------- M2, 4.2 g Shipping and Storage Data: 
Primer ---------+---------------+---- Percussion, 
FED 215 UNO serial number --------------- 0328 
Hazard class/division and 
Performance: storage compatibility group -- (04) 1.2C 
Maximum range------------------ 2,200 m DOT class ---------------------------- Class C 
Muzzle velocity ------------------- 244 mps Explosive 
(795 fps) DOT marking ----------------------- CAR- 
TRIDGES, 
Temperature Limits: PRACTICE 
AMMUNI- 
Firing: TION 
Lower limit ------------------------ -25?F (-31.5°C) DODAC ------------------------------- 1310-B480 
Upper limit ------------------------ +110°F Cartridge drawing number ------ 8886326 
(+43°C) Packing drawing number -------- 9251995 
Storage: 
Lower limit -30°F (-34°C) References: 
Upper limit +145°F 
(+62.5°C) SB 700-20 
“Packing ------------------------------ 50 rounds in TM 9-1010-230-10 
linked belt TM 9-1010-230-23&P 
*Packing Box: TM 9-1300-251-20 
Weight ------------------------------ 53 Ib TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: PRACTICE, M385A1 
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U 
AR 199568-A 


Type Classification: 
Std AMSR 12876002 


Use: 


This practice cartridge is fired from 40mm 
Grenade Launcher M75 and 40mm Grenade 
Machine Gun MK19 Mod 3. The cartridge is 
designed only for practice or for proof d 
weapons. Not authorized for use in M12 
Grenade Launcher. 


Description: 


This cartridge is a fixed round of ammuni- 
tion. It differs from the M 385 cartridge in that 
the ogi ve matches the shape of the M 430 projec- 
tile ogive. It consists of a one-piece solid inert 
aluminum projectile body together with a metal 
rotating band which is press-fitted into an alumi- 
num bichambered cartridge. The case contains 
the propelling charge and percussion primer. 


It is linked only with the M16A2 link, 
whereas the M385 is linked with either M16A1 
or M16A2 links. The propelling charge is con- 
tained in a spherical high-pressure propellant 
chamber with vent holes in the top. The cham- 
ber is sealed at the bottom with an aluminum 
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base plug which is crimped to the base of the car- 
tridge case. The hollow upper chamber in the 
case acts as a low-pressure chamer. A percus- 
sion primer is crimped into the center of the 
case closing plug. 


The weapon firing pin strikes the percus- 
sion primer to ignite the propelling charge. 
The expanding gases f'rom the burning propel- 
lant are forced from the high-pressure chamber, 
through vent holes into the low-pressure cham- 
ber. The rotating band around the projectile 
engages the rifling in the launcher tube impart- 
ing a spin of 12,000 rpm to the projectile. The 
expanding gases in the low-pressure chamber 
force the projectile through the tube vith a muz- 
zle velocity of 242 meters per second. Because 
it is inert, the projectile does not function upon 
impact with the target. 


Tabulated Data: 


Complete round: 


Type ———————— Practice 
Weight ------------------------------ 0.77 Ib (350 9) 
Length Ba 4.415 in. 

( 11.214 cm) 
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Weapons used with ------------- 40mm Gre- 
nade Launch- 
er MK19 Mod 
3, 40mm 
machine gun 

Projectile: 

Body material -------------------- Bar alloy 
aluminum 

Color ------------------------------—-- Blue w/black 
markings 

Propelling Charge: 

Cartridge case -------------------- M169 

Propellant ------------------------- M2, 4.2g 

Primer ------------------+----------+ Percussion, 
FED 25 

Performance: 

Maximum Range ---------------- 2,200 m 
(7217.85 ft) 

Muzzle velocity ------------------ 242 mps 
(795 fps) 

Temperaturc Limits: 
Firing: 

Lower limit ------------------------ -25°F 
(-31.5°C) 

Upper limit ------------------------ +110°F 
(+43°C) 

Storage: 

Lower limit ------------------------ -30°F 
(-34°C) 

Upper limit ------------------------ +145°F 
(+62.5°C) 

“NSN: 1310-01-159-3184 

Packing -------------------------------- 48 rounds in 
linked belt 

Packing Box: 

Weight ------------------------------ 59.5 lb 
(26.99 kg) 

Dimensions ------------------------ 18-19/32 x 
14-19/32 x 
8-19/64 in. 
(47.23 x 37.07 
x 21.07 cm) 
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Cube ---------------------------5---- 1.3 cu ft 
(0.04 cu m) 
Packing drawing number------ 9362543 


NSN: 1310-01-316-9973 


Packing -------------------------------- 32 rounds In 
linked belt 
Packing Box Metal PA-120: 
Weight ------------------------------ 42 lb (18.14 
kg) 
Dimensions ----------------------- 18.76 x 10.39 
x 6.36 in. 
(47.65 x 26.39 
x 16.15 cm) 
Cube --------------------------------- 0.72 cu ft 
(0.02 cu m) 
Packing drawing number------ 12928042 


NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
SN's. 


Shipping and Storage Data: 


UNO serial number --------------- 0338 
Hazard class/division and 
storage compatibility group -- (04) 1.4 C 


DOT class ---------------------------- Class C 
See 
DOT marking ----------------------- CAR- 
TRIDGES, 
PRACTICE 
AMMUNI- 
TION 
DODAC ------------------------------- 1310-B576 
Cartridge drawing number ----- 8886326 
References: 


DOD Consolidated Ammunition 
Catalog SB 700-20 

TM 9-1010-230-10 

TM 9-1010-230-23&P 

TM 9-1300-251-20 

TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M386 





AR199566 


Type Classification: 


Con MSR 11756003 





Use: 


This cartridge is a high explosive round de- 
signed to inflict personnel casualties from 
ground burst effect and is fired from 40mm 
Grenade Launcher M79 and M203 (attached to 
the M16 series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of an aluminum projectile body 
with a rotating band, and cartridge case contain- 
ing the propelling charge and percussion 
primer, a steel ball-shaped assembly containing 
the high explosive charge is fitted into the rear 
of the projectile. The ball assembly has an open- 
well on the forward side. A PD fuze with 
booster charge is threaded into the well. The 
{иге is covered by an aluminum ogive forming 
the nose of the projectile. The projectile body is 
press-fitted into the cartridge case. The case is 
a bichambered aluminum cylinder with an 
annealed brass propellant cup fitted into the cen- 
ter of the base. The cup contains the propel- 
ling charge and the percussion primer is fitted 
in the center. The cup acts as a high-pressure 
chamber while the cavity in the case surround- 
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ing the cup acts as a low-pressure chamber. 


Functioning 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge in 
the high-pressure chamber. The burning propel- 
ling charge generates sufficient pressure to rup- 
ture the propellant cup and force the exploding 
gases through the vent holes into the low- 
pressure chamber. The rotating band around 
the projectile engages the rifling in the 
launcher tube imparting spin to the projectile. 
The pressure created by the expanding propel- 
lant gases in the low-pressure chamber forces 
the projectile through the tube with a muzzle 
velocity of 76 meters per second. After the pro- 
jectile leaves the launcher tube, setback causes 
a Тиге setback pin to move reward and clear 
the fuze rotor which is held in an unarmed posi- 
tion by a firing pin, centrifugal lock, and the 
setback pin in the fuze assembly. Centrifugal 
force, generated by the rotation of the projec- 
tile, causes three pivoted inertial weights and 
the fuze centrifugal lock to move outward. 
This action causes the spring loaded firing pin 
and lock to retract from the rotor and gear 
train, respectively. The rotor, now free to 
rotate, aligns the fuze detonator with the 
exploslve train. A fuze escapement mechanism 
delays arming by controlling rotor movement. 
The fuze arms after the projectile has traveled 
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at least 14 meters (45 feet) from the launcher 
tube. Upon impact with the target, the firing 
pin is forced into the detonator. The detonator 
triggers the booster charge, in turn, detonating 
the high-explosive bursting charge, producing a 
blast and fragmentation of the projectile body. 


Tabulated Data: 


Complete round: 


pe --------------------------------- HE 
Weight ------------------------------ 0.50 Ib 
Length ------------------------------ 3.89 in 
Weapons used with -------------- M79, M203 
40mm gre- 


nade launch- 
ers (attached 
to M16 series 


rifle) 
Projectile: 

Body material --------------------- Aluminum 
skirt and 
steel ball with 
explosive filler 

Color -----------.-------.---.--.-..-- Olive drab 
w/yellow 
markings and 
yellow ogive 

Filler --------------------------------- Composition 
B, 32 

Киўзе---------------------------------- PD, M551 

Propelling charge: 

Cartridge case -------------------- M118 

Propellant ------------------------- M9, 330 mg 

Primer------------------------------- Percussion, 
M42, FED 100 

Performance: 

Maximum range------------------ 400 m 

Muzzle velocity ------------------- 76 mps 
(250 fps) 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -45°F (-42.8° 
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Upper limit------------------------ +125°F 
(51.6°C) 
Storage: 
Lower limit ------------------------ -65*F (-53.8*C) 
Upper limit ------------------------ +165°F 
(73.9°C) 
"Packing me 6 rounds per 


bandoleer; 12 
bandoleers (72 
rounds) per 


box 
Packing Box: 
Weight ------- nenne 54 lb 
Dimensions ----------------------- 17-3/4 x 14-1/8 
x 11-15/32 in. 
Cube ------- mean 1.7 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Dale for complete packing data including 
's. 


Shipping and Storage Data: 


UNO serial number --------------- 0321 
Hazard class/division and 
storage compatibility group -- (04) 1.2E 


DOT class ---------------------------- Class A 
Explosive 
DOT marking ------------------------ AMMUNI- 
TION FOR 
CANNON 
W/EXPLO- 
SIVE PRO- 
JECTILES 
DODAC ------------------------------- 1310-B574 
Cartridge drawing number ----- 8835951 
Packing drawinng number ------- 8835948 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M397A1 
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Type Classification: 
Std MSR 08746022 dtd 1974 





Use: 


This cartridge is a high explosive round de 
signed to inflict personnel casualties using air 
burst effect, and is fired from 40mm Grenade 
Launchers M 79 and M 203 (attached to the M 16 
series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a one-piece steel projectile 
body with a metal rotating band and a cartridge 
case assembly containing the propelling charge 
and percussion primer. A hollow ogive is fitted 
to the front end of the projectile. A hollow steel 
ball assembly containing a delay detonator, a 
booster charge, and an HE bursting charge, is 
fitted into the rear end of the projectile. A PD 
fuze assembly is threaded into the front open- 
ing of the ball assembly. The projectile assen- 
bly is press-fitted into a cartridge case. The 
case is a hollow bichambered aluminum cylin- 
der with an annealed brass propellant cup 
assembly fitted into the center of the cartridge 
base. 
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The cup contains the propelling charge 
and a percussion primer in the center. The cup 
acts as a high-pressure chamber, and the hollow 
cavity in the case, which surrounds the cup, 
acts as a low-pressure chamber. 


Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge in 
thehigh-pressure chamber. The burning propel- 
ling charge generates sufficient pressure to rup- 
ture the propellant cup forcing the expanding 
gases from the burning propellant through the 
vent holes into the low-pressure chamber. The 
rotating band around the projectile engages the 
rifling in the launcher tube, imparting spin to 
the projectile. The pressure, created by the 
expanding propellant gases in the low-pressure 
chamber, forces the projectile through the 
tube with a muzzle velocity of 76 meters per sec- 
ond. When the projectile is fired, setback forces 
cause the fuze setback pin to retract f'rom the 
fuze rotor causing the bellville type washer to 
be crushed. This permits the fuze housing 
assembly containing the rotor to retract from 
the stationary fuze firing pin. In the unarmed 
position, a set-back pin, a firing pin, and a cen- 
trifugal lock in the fuze assembly, combine to 
prevent movement of the rotor. This keeps the 
fuze detonator from aligning with the separa- 
tion charge assembly. Centrifugal force, from 
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rotation of the projectile, causes the centrifugal 
lock to retract from the Тиге gear train. The 
rotor, now free to rotate, lines up the detonator 
with the separation charge assembly. A fuze 
escapment mechanism delays arming by control- 
ling rotor movement. The fuze arms after the 
projectile has traveled at least 14 meters (45 
feet) from the launcher tube. Upon impact 
with the target, the M55 detonator within the 
setback sleeve and housing assembly is driven 
forward into the firing pin. In turn, the detona- 
tor ignites the separation charge assembly 
which initiates the delay detonator of the auxil- 
iary fuze in the ball assembly. Gas pressure 
drives the delay detonator into the armed posi- 
tion. Concurrently, the ball assembly with the 
auxiliary fuze ejects from the rear of the projec- 
tile into the air. The pyrotechnic delay detona- 
tor in the ball assembly detonates the booster 
charge, in turn, detonating the bursting charge 
80 milliseconds after ejection. This results in a 
blast and fragmentation of the ball assembly 5 
feet above the impact point. This cartridge func- 
tions with improved performance on snow tar- 
gets in comparison to the performance of M 397 
and M406. 


Tabulated Data: 





Complete round: 


Уре ---------------------------------- НЕ 

Weight | ------------------------------ 0.51 Ib 

Length ------------------------------ 4.05 in. 

Weapons used with ------------- M79, M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material -------------------- Aluminum 
skirt with 
steel ball con- 
taining 
explosive filler 

Color -------------------------------- Olive drab 
w/yellow 
markings and 
yellow ogive 

Filler --------------- OCTOL, 32g 

Fuze --------------------------------- PD, M536E1 

Propelling charge: 

Cartridge case --------------------- M118 

Propellant -------------------------- M9, 330 mg 

Primer ------------------------------ M42, FED 100 
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Performance: 
Maximum range ------------------ 400 m 
Muzzle velocity ------------------ 76 mps 
(250 fps) 
Arming delay distance --------- 14 to 27 m 
(45 to 90 ft) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -45°F (-42.8°C) 
Upper limit ------------------------ +125°F 
(51.6°C) 
Storage: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ +165°F 
(73.9°C) 
*Packing ------------------------------- 6 rounds per 
bandoleer; 
12 bandoleers 
(72 rounds) 
per box 
*Packing Box: 
Weight ------------------------------ 58 Ib 
Dimensions ----------------------- 17-3/4 x 14-1/8 
x 11-15/32 in. 
Cube --------------------------------- 1.7 cu ft 


*N ote: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 
UNO serial number --------------- 0006 


Hazard dass/division and 
storage compatibility group -- 1.1 E 





DOT dass ---------------------------- Class A 
Explosive 
DOT marking ------------------------ AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC ------------------------------- 1310-B569 
Cartridge drawing number ------ P 9233158 
Packing drawing number -------- 882362 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M397 


40 MM OCTOL 
PROJ M397 





AR199564 


Type Classification: 
Std MSR 08746022 


Use: 


This cartridge is a high explosive round de- 
signed to inflict personnel casualties using air 
burst effect, andfired from 40mm Grenade 
Launchers M79 and M 203 (attached to the M 16 
series rifle). 


Description: 


The cartridge is a fixed round consisting 
of an aluminum projectile body with rotating 
band press-fitted into a cartridge case contain- 
ing a propelling charge and percussion primer. 
A hollow steel ball assembly containing the HE 
charge and a delay detonator is fitted into the 
rear of the projectile. A PD fuze with a sepa- 
ration charge is threaded into a well on the 
front side of the ball. The cartridge case is a 
bichambered aluminum cylinder with an an- 
nealed brass cup pressed into the center of the 
base. The cup contains the propelling charge 
and the percussion primer extends into the cen- 
ter of the charge. The cup constitutes a high- 
-pressure chamber, and the hollow cavity in the 
case surrounding the cup acts as a low-pressure 
chamber. 
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The weapon firing pin strikes the primer 
to ignite the propelling charge. The burning pro- 
pellant ruptures the propellant cup, and the 
expanding-gases are vented into the low-pres- 
sure chamber to propel the projectile through 
the tube with a muzzle velocity of 76 meters 
per second. The rotating band engages the spi- 
ral lands in the launcher tube to impart spin to 
the projectile. Setback from firing withdraws a 
lock pin from the fuze rotor. After the projec- 
tile leaves the launcher, centrifugal force from 
rotation withdraws the firing in from the 
rotor and releases a centrifugal lock from the 
fuze gear train. The rotor then turns, re- 
strained by an escapement mechanism, to line 
up the rotor detonator with the separation 
charge. This rotor movement is complete 
when the projectile has traveled at least 14 
meters (45 feet) from the weapon. Upon 
impact, the fuze firing pin is driven into the det- 
onator to explode the separation charge. The 
separation charge ejects the high explosive 
assembly upward from the rear of the projectile 
and simultaneously ignites the delay charge. 
Detonation and fragmentation of the HE ball 
thus occurs at approximately 5 feet above the 
ground impact point. 
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Tabulated Data: 


Complete round: 


Projectile: 
Body material -------------------- 


Propelling charge: 
Cartridge case -------------------- 
Propellant ------------------------- 
Primer ------------------------------ 
Performance: 
Maximum range ----------------- 
Muzzle velocity ------------------ 


Arming distance ---------------- 


Temperature Limits: 

Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 
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4.05 in. 

M79, M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle) 


Aluminum 
skirt and steel 
ball contain- 
ing explosive 
filler 

Olive drab 
w/yellow 
marking and 
yellow ogive 
OCTOL, 32 g 
PD, M536 


M118 
M9, 330 mg 
M42, FED 100 


400 m 

76 mps 
(250 fps ) 
14to 27m 
(45-90 ft) 


-45°F (-42.8°C) 
+125°F 
(51.6°C) 


-65°F (-53.8°C) 


Upper limit ------------------------ +165°F 
(73.9°C) 
“Packing ------------------------------ 6 rounds 
packed in 
lastic bando- 
eer; 12 ban- 
doleers (72 
rounds) per 
box 
*Packing Box: 
Weight ---------------------------—-- 58 Ib 
Dimensions ----------------------- 17-3/4 x 14-1/8 
х 11-15/32 in. 
Cube --------------------------------- 1.7 cu ft 


“NOTE: See DOD Consolidated Ammunition 
RUE for complete packing data Including 
's. 


Shipping and Storage Data: 
UNO serial number --------------- 


Hazard class/division and 
storage compatibility group -- e E 





DOT class ----------------------------- lass A 
Explosive 
DOT marking ----------------------- AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJEC- 
TILES 
DODAC ---------------------—— 1310-B569 
Cartridge drawing number ----- 8883461 
Packing drawing number -------- 8882362 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M406 


CTG40MM HE 





Type Classification: 


Std AMCTC 9392 dtd 1972 





Use: 


This cartridge is a high explosive round de- 
signed to inflict personnel casualties using 
ground burst effect, and is fired from 40mm 
Grenade Launchers M79 or M203 (attached to 
the M16 series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of an aluminum projectile body 
with a rotating band and a cartridge case assem- 
bly containing the propelling charge and percus- 
sion primer. A hollow aluminum ogive is fitted 
to the front end of the projectile. A steel ball 
assembly containing a booster charge and a 
bursting charge is fitted in the rear end of the 
projectile. A PD fuze assembly is threaded into 
the front opening of the ball assembly. The pro- 
jectile assembly is pressfitted into a cartridge 
case. The case is a hollow bichambered alumi- 
num cylinder with an annealed brass propellant 
cup assembly fitted into the center of the car- 
tridge base. The cup contains the propelling 
charge and a percussion primer in the center. 
It acts as a high-pressure chamber while the hol- 
low cavity in the case, which surrounds the cup, 
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acts as a low-pressure chamber. 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge in 
the high-pressure chamber. The burning propel- 
ling charge generates sufficient pressure to rup- 
ture the propellant cup forcing the expanding 
gases through the vent holes into the low- 
pressure chamber. The rotating band around 
the projectile engages the rifling in the 
launcher tube imparting a spin of 3,600 rpm to 
the projectile. The pressure created by the 
expanding propellant gases in the low-pressure 
chamber force the projectile through the tube 
with a muzzle velocity of 76 meters per second. 
When the projectile is fired, setback forces 
cause the fuze setback pin to retract from the 
fuze rotor. The rotor is held in an unarmed posi- 
tion by a firing pin, a centrifugal lock, and the 
setback pin in the fuze assembly. Centrifugal 
force, generated by the rotation of the projec- 
tile causes the three pivoted inertia weights 
and the centrifugal lock in the fuze to move out- 
ward. In turn, the spring loaded firing pin and 
the lock retract from the rotor and fuze gear 
train, respectively. The rotor, now free to 
rotate, lines up the fuze detonator with the 
explosive train. A fuze escapement mechanism 
delays arming by controlling rotor movement. 
The fuze arms after the projectile has traveled 
at least 14 meters (45 feet) from the launcher 
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tube. Upon impact with the target, the firing 
pin is forced into the detonator. Concurrently 
the detonator triggers the booster charge, in 
turn, detonating the high explosive bursting 
charge, which produces a blast and fragmenta- 
tion of the projectile body. The projectile body 
is wire wrapped so that fragmentation is more 
uniform on impad. 


Tabulated Data: 








Weight _ ------------------------------ 

Length --------------------- 

Weapons used with 
40mm gre 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material -------------------- Aluminum 
skirt with 
steel ball 

Color --------------------------------- Olive drab 
w/yellow 
markings and 
yellow ogive 

Filler and weight ---------------- Comp B, 32g 

Faze --------------------------------- PD, M551 

Propelling charge: 

Cartridge case -------------------- M118 

Propellant -------------------------- M9, 330 mg 

Primer ------------------------------ M42, FED 100 

Performance: 

Maximum range ----------------- 400 m 

Muzzle velocity =77777777-------- 76 mps 
(247 ips) 

Arming distance 11117117177 14t027m 

Temperature Limits: 
Firing: 
Lower limit ----------------------- -45°F (-42.8°C) 
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Upper limit ------------------------ +125°F 
(51.6°C) 
Storage: 
Lower limit ----------------------- -66?F (-53.8°C) 
Upper limit ------------------------ +165°F 
(73.9°C) 
#Packing ------------------------------ 6 rounds per 


bandoleer; 12 
bandoleers (72 


rounds) per 
box 
Е Вох: Б 
eight ------------------------------ 54 
Dimensions ----------------------- 17-3/4 x 14-1/8 
X 11-15/32 
Cube --------------------------------- 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number --------------- 0321 
Hazard dass/division and 
storage compatibility group -- Me 12E 


DOT class ---------------------------- ass A 
Explosive 
DOT marking ----------------------- AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC __ ------------------------------- 1310-B 568 
Cartridge drawing number ------ 8835950 
Packing drawing number -------- 8835104, 
8835105 
References: 
SC 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: PRACTICE, M407A1 
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Type Classification: 


Std AMCTC 2681, dtd 1964 





Use: 


This cartridge is a fixed practice type 
ammunition designed to be fired from 40mm 
Grenade Launchers M79 and M203 (attached 
to the M16 series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of an aluminum projectile body 
with a rotating band and a cartridge case assem- 
bly. A hollow aluminum ogive is fitted to the 
front end of the projectile. A plastic ball assem- 
bly containing an RDX booster pellet and two 
yellow smoke pellets is fitted into the rear end 
of the projectile A PD fuze assembly is 
threaded into the front opening of the ball 
assembly. The projectile assembly is press- 
fitted into a cartridge case. The case is a hollow 
bichambered aluminum cylinder with an 
annealed brass propellant cup assembly 
crimped into the center of the cartridge base. 
The cup contains the propelling charge and per- 
cussion primer in the center. The cup acts as a 
high-pressure chamber while the hollow cavity 
in the case, which surrounds the cup, acts as a 
low-pressure chamber. 
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Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge in 
the high-pressure chamber. The burning propel- 
ling charge generates sufficient pressure to rup- 
ture the propellant cup and to release the 
expanding propellant gases through the vent 
holes into the low-pressure chamber. The rotat- 
ing band around the projectile engages the 
rifling in the launcher tube imparting a spin of 
3,600 rpm to the projectile. The pressure, cre- 
ated by the expanding propellant gases in the 
low-pressure chamber, forces the projectile 
through the tube with a muzzle velocity of 76 
meters per second. When the projectile is fired, 
setback forces cause the fuze setback pin to 
retract from the fuze rotor. The rotor is held in 
an unarmed position by a firing pin, a centrifu- 
gal lock, and the setback pin in the fuze 
assembly. Centrifugal force, generated by the 
rotation of the projectile, causes the three piv- 
oted ¡nertia weights and the centrifugal lock in 
the Тиге, to move outward. In turn, the spring 
loaded firing pin and the lock retract from the 
rotor and fuze gear train, respectively. The 
rotor, now free to rotate, lines up the fuze deto- 
nator with the explosive train. A fuze escape- 
ment mechanism delays arming. by controlling 
rotor movement. The fuze arms after the projec- 
tile has traveled at least 14 to 27 meters (45 to 
90 feet) from the launcher tube. Upon impact 
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with the target, the firing pin is forced into the 
detonator. Concurrently, the detonator ignites 
the RDX booster pellet which fragments the 
plastic ball and ignited the two yellow smoke pel- 
lets, causing a puff of yellow smoke which simu- 
lates explosive impact. 


Tabulated Data: 


Complete round: 


Type --------------------------------- Ргасїїсе 
Weight | ------------------------------ 0.50 Ib 
Length _ ------------------------------ 3.894 in. 
Weapons used with ------------- M79, M203 
40mm gre 
nade launch- 
ers (attached 
to M16 series 
rifle) 
Projectile: 

Body material -------------------- Aluminum 
skirt and plas- 
tic ball 

Color  -------------------------------- Blue w/white 
markings 

Filler and weight ---------------- Yellow dye 

Риге Geter PD, M551 

Propelling charge: 

Cartridge case -------------------- M118 

Propellant — ------------------------- M9, 330 mg 

POURED eee eee M42, FED 100 

Performance: 

Maximum range ----------------- 400 m 

Muzzle velocity ------------------ 76 mps 
(249 fps) 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -25°F (-31.5°C) 
Upper limit ------------------------ +110°F (43°C) 
Storage: 
Lower limit ------------------------ -30°F (-34°C) 
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Upper limit ------------------------ a ) 
62.5°С 
“Packing ------------------------------ 6 rounds per 


bandoleer: 12 
bandoleers (72 
rounds) per 


box 
KAG Box: Ba 
Weight ------------------------------ 
Dimensions ----------------------- 17-3/4 x 14-1/8 
X 11-15/32 in. 
Cube -—-—---——----——----—-----—----—-—-- 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 


UNO serial number --------------- 0328 
Hazard dass/division and 
storage compatibility group -- ka 12C 


DOT class ---------------------------- ass С, 
Explosive 
DOT marking ----------------------- CAR 
TRIDGES, 
PRACTICE 
AMMUNI- 
TION 
DODAC | ------------------------------- 1310-B577 
Cartridge drawing number ----- 8835952 
Packing drawing numbers ------ 8835104, 
8835105 


References: 


TM 9-1010-205-10 
TM 9-1010-221-10 
SB 700-20 

TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HEDP, M430, M430A1 





40MM 
HEDP 
CRTG M430 
3 
n 
3 
4 
CRTG 40MM НЕОР M430 
AR 199556-B 
Type Classification: 





Std AMCTC 8664 dtd 1971 
Std LCC-A MSR 10926030 dtd 
1992- M430A1 


Use: 


This cartridge is a high explosive, dual pur- 
pose, impact type round designed to penetrate 
two inches (three inches for the M430A1) of 
steel armor at 0 angle of obliquity and inflict per- 
sonnel casualties in the target area. It is fired 
from 40mm Machine Gun MK19 Mod 3. Not 
authorized for use in M129 Grenade Launcher. 


Description: 


This cartridge is a fixed round of ammuni- 
tion with an internally embossed steel projec- 
tile body containing a high explosive charge of 
Comp A5 and a copper liner. The liner in the 
M430A1 is slightly longer so there is less Comp 
A5. A PIBD fuze, integral with the ogive and 
containing a spit-back charge, is threaded into 
the loaded body forming the complete projec- 
tile. An M169 Cartridge Case Assembly is 
crimped to the projectile. The case is a hollow, 
bichambered aluminum cylinder with vents con- 
necting the chambers. The propellant chamber, 
which contains the propelling charge, is sealed 
at the rear by a base plug. A percussion primer is 
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crimped into the center opening in the base 
plug. The propellant chamber ads as a high- 
pressure chamber, and the forward hollow cav- 
Ity in the case acts as a low-pressure chamber. 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Pressure, generated by the burning propellant 
in the high-pressure chamber, forces the expand- 
ing gases through the vent holes into the low- 
pressure chamber, and propels the projectile for- 
ward. The rotating band around the projectile 
engages the rifling in the launcher tube, impart- 
ing a spin of 12,000 rpm to the projectile. The 
expanding gases in the low-pressure chamber 
force the projectile through the barrel attaining 
a muzzle velocity of 241 meters per second. 
Prior to firing, the detonator in the fuze rotor 
is held out of line by the position of the set- 
back pin against the rotor and gear assembly. 
Upon firing, setback force frees the rotor from 
the pin. The spin of the projectile causes the 
safety spring assembly to disengage from the 
rotor and gear assembly. The detonator then 
begins to move toward the armed position 
under the influence of centrifugal force on the 
eccentrically located rotor. The movement of 
the rotor and gear assembly is resisted by an 
escapement mechanism, providing the required 
time delay in the arming of the fuze. The deto- 
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nator reaches the armed position when the pro- 
jectile has traveled a distance of 18 to 40 meters 
from the launcher. Upon impact with the tar- 
get, the firing pin is driven into the detonator. 
The effect of the detonator initiates the spit- 
back charge producing a jet which in turn initi- 
ates the main charge. Detonation of the main 
charge provides both the armor piercing effect 
of the shaped charge and fragmentation of the 
steel body. 


Tabulated Data: 


M 430: 
NSN 1310-00-867-6609 -U S Army Pack 
NSN 1310-01-159-8043- M548 US Marine 
Corps Pack 
NSN 1310-01-319-1541- ra i S Army 
ac 


NSN 1310-01-362-5296- PA 120 US Marine 
Corps Pack 


M430A1: 
NSN 1310-01-350-0247- M 548 Pack 
NSN 1310-01-354-8745- PA 120 US Army 


Pack 
NSN 1310-01-362-5295- PA 120 US Marine 
Corps Pack 
Complete round: 
Type --------------------------------- HEDP 
Weight ------------------------------ 0.75 Ib (340 g) 
Length | ------------------------------ 4.415 in. 
Weapons used with ------------- MK19 Mod 1 
and Mod 3 
40mm Gre 
nade Machine 
Gun 
Projectile: 
Body material -------------------- Blanked and 
drawn steel 
Color --- Olive drab 
w/yellow 
markings and 
yellow ogive 
Filler and wieght ---------------- Comp A5, 38 g 
(32g - 
M430A1) 
Faze  --------------------------------- PIBD, M549 
Propelling charge: 
Cartridge case -------------------- M169 
Propellant  ------------------------- M2, 4.29 
Primer  ------------------------------ Percussion, 
FED 215 


6-26 


WWW.SURVIVALEBOOKS.COM 


Performance: 
Maximum range ----------------- 2,200 m 
Muzzle velocity ------------------- 241 mps 
(790 fps) 
Arming distance ----------------- 18 to 40 m 
(59 -131 ft) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ +125°F 
(+52.0°C) 
Storage: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ +165°F 
(+73.9°C) 
U.S. Army Pack: 
*Packing -—————————————————---—-—-—————- 50 rounds in 
linked belt 
*Packing box: 
Weight _ ------------------------------ 53 Ib 
Dimensions ----------------------- 26-3/8 x 16-1/4 
х 6-3/16 in. 
Cube -————————-—---———————--———-——————- 1.5 cu ft 
Packing drawing number ----- 9251995 
Packing, PA 120 --------------------- 32 rounds in 
linked belt 
Packing Box: 
Weight --------------------------- 42 Ib 
Dimensions ------------------------ 18.76 x 10.39 
x 6.36 in. 
Cube -----------7—MMMMMMM 0.72 cu ft 
Packing drawing number ------ 12928042 
PA -120 metal container ------ 12564414 
U.S. Marine Corps Pack: 
*Packing ------------------------------ 48 rounds in 
linked belt 
*Packing box: 
Weight ------------------------------ 59.5 Ib 
Dimensions ----------------------- 18-19/32 x 
14-19/32 x 
8-19/64 in. 
Cube -----------——-----------—--——-—-- 1.3 cu ft 
Packing drawing number ----- 9362543 
M548 metal container ---------- 7258943 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 
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“Shipping and Storage Data: 





UNO serial number --------------- 

Hazard class/division and 
storage comparability group - 

DOT class ---------------------------- 


DOT marking ----------------------- 


(04) 1.1E 
Class A 
Explosive 
AMMUNI- 
TION FOR 
CANNON 


WITH 
EXPLOSIVE 
PRO} EC- 
TILES 
1310-B542 


TM 43-0001-28 


Cartridge drawing number 


M 430--------------------------------- 9287851 
M430A1 cartridge drawing 
number------------------------------ 12926811 


*NOTE: See DOD Consolidated Ammunition 
Catalog for additional data. 


References: 


SB 700-20 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1010-230-10 
TM 9-1010-230-23&P 
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CARTRIDGE, 40-MILLIMETER: HEDP, M433 


Сто 40MM 
HEDP 
M433 


AMMO LOT (7010141014 





AR199554 


Type Classification: 
Std AMCTC 8306 dtd 1971 
Use: 


This cartridige is a dual purpose impact 
type round which is designed to penetrate at 
least two inches of steel armor at O angle of 
obliquity and inflict personnel casualties in the 
target area. It is fired from 40mm Grenade 
Launchers M79 and M203 (attached to the M16 
series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a one-piece, aluminum projec- 
tile body with rotating band, and a cartridge 
case assembly. A hollow aluminum ogive is fit- 
ted to the front end of the projectile. A PIBD 
fuze assembly with an RDX spit-back charge 
and copper cone liner is fitted to the opening of 
the projectile cavity. The cavity is sealed by the 
fuze assembly and contains the high explosive 
shaped charge. The projectile assembly is press- 
fitted into the cartridge case assembly. The 
case is a hollow bichambered aluminum cylin- 
der with a steel closing plug crimped into the 
opening of the annealed brass propellant cup 
assembly in the cartridge base. The propellant 
cup has vent holes in the sides, is sealed in the 
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bottom by the closing plug, and contains the pro- 
pelling charge. A percussion primer is crimped 
into the center of the closing plug. The propel- 
lant cup acts as a high-pressure chamber, and 
the upper hollow cavity in the case acts as a low- 
pressure chamber. 


Functioning: 


The weapon firing pin strikes the percus- 
sion primer, which ignites the propelling 
charge. Pressure created by the burning propel- 
lant in the high-pressure chamber causes the 
propellant cup to rupture. The propellant 
gases escape through vent holes into the low- 
pressure chamber. The rotating band around 
the projectile engages the rifling in the 
launcher tube to impart a spin of 3750 rpm to 
the projectile. Expanding gases in the low- 
pressure chamber force the projectile through 
the tube with a muzzle velocity of 76 meters 
er second. After the projectile leaves the 
auncher tube, initial rotation causes the fuze 
detent to free the fuze rotor. Centrifugal force 
causes three hammer weights to move radially 
outward, allowing a conical spring to move the 
firing pin forward, disengaging the rotor. 
Dynamic imbalance of the rotor causes it to 
rotate to the armed position, aligning the M55 
detonator with the firing pin and the spitback 
shaped charge. A fuze escapement mechanism 
retards rotor movement, delaying arming until 
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the projectile has traveled at least 45 feet from 
the launcher tube. Upon impad with the tar- 
get, the firing pin is driven into the detonator, 
triggering the spit-back shaped charge and pro- 
ducing a jet blast which detonates the HE burst- 
ing charge. Detonation of the bursting charge 
forms an armor-piercing jet of molten metal 
and fragmentation of the projectile body. 


Tabulated Data: 





Complete round: 


Уре --------------------------------- HEAP 

Weight: > 0.507 Ib 

Length ------------------------------ 4.05 in 

Weapons used with ------------ M79, M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material --------------------- Aluminum 
skirt with 
steel cup 
attached 

Color = -------------------------------- Olive drab 
w/white 
markings and 
yellow ogive 

Filler and weight ---------------- Comp A5, 450 

Faze --------------------------------- PIBD, M550 

Propelling charge: 

Cartridge case --------------------- M118 

Propelling charge ---------------- M9, 330 mg 

Primer ------------------------------- M42, FED 100 

Performance: 

Maximum range ------------------ 400 m 

Muzzle velocity ------------------ 76 mps 
(250 fps) 

Arming distance ----------------- 14to27m 
(45 -90 ft) 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -45'F (-42.8°C) 
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Upper limit ------------------------ +125°Е 
(51.6°С) 
Storage: 
Lower limit ------------------------ -65°F (-53.8*C) 
Upper limit- ----------------------- +165°F 
(73.9°C) 
*Packing ------------------------------ 6 rounds in 
bandoleer; 
12 bandoleers 
(72 rounds) 
per box 
*Packing Box 
Weight | ------------------------------ 53.5 Ib 
Dimensions ----------------------- 17-3/4 x 
14-1/8 x 
11-15/32 in. 
Cube --------------------------------- 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Storage and Shipping Data: 
UNO serial number --------------- 0006 


Hazard dass/division and 
storage compatibility group -- (04) 1.1 E 





DOT class ---------------------------- Class A 
Explosive 
DOT marking ------------------------ AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC ------------------------------- 1310-B546 
Cartridge drawing number ------ 8886371 
Packing drawing number -------- 8835104, 
8835105 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE, M441 


3.89 MAX 


M 


AR199552 


Type Classification: 
Con MSR 11756003 


Use: 


This cartridge is a high explosive round de- 
signed to inflict personnel casualties using 
ground burst effect. It is fired from 40mm 
Grenade Launchers M79 and M203 (attached 
to the M16 series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a projectile body with a ro- 
tating band and a cartridge case assembly. A 
hollow aluminum ogive is fitted to the front of 
the projectile. A PD fuze with a booster charge 
is threaded into the opening of a steel ball as- 
sembly crimped into the projectile base. The 
ball assembly contains an HE bursting charge. 
The projectile assembly is press-fitted into the 
aluminum cartridge case. The case is a hollow 
bichambered cylinder with a metal dosing plug 
crimped into the cartridge case. The propellant 
cup assembly is sealed by the dosing plug in 
the bottom, and contains the propelling charge. 
A percussion primer is crimped into a center 
opening in the dosing plug. The propellant cup 
assembly acts as a high-pressure chamber, and 
the hollow cavity in the case surrounding the 
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cup acts as a low-pressure chamber. 


Functioning: 


The weapon firing pin strikes the primer 
igniting the propelling charge. Gases from the 
burning propellant expand in the high-pressure 
chamber. This pressure ruptures the prope- 
lant cup, forcing the gases to escape through 
the vents into the low-pressure chamber. The 
rotating band around the projectile engages the 
rifling in the launcher tube imparting spin to 
the projectile. Expanding gases in the low- 
pressure chamber force the projectile through 
the tube with a muzzle velocity of 76 meters 
per second. At the time of firing, setback 
causes the firing pin to be withdrawn from the 
fuze rotor detent. Prior to this action, the deto- 
nator in the rotor is held out of line with the 
explosive train. With the rotor free, centrifugal 
force causes the rotor ball to turn and aline the 
detonator with the firing pin. The fuze arms 
after the projectile has traveled approximately 
2 to 4 meters (8 feet) from the launcher tube. 
Upon graze or impad, inertia throws the iner- 
tial ring forward against the push pins. The 
push pins pivot the levers inward to drive the fir- 
ing pin into the detonator. The detonator initi- 
ates the booster to detonate the high explosive 
charge resulting in blast and fragmentation of 
the projectile body. 
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Tabulated Data: 


Complete round: 





Type mn HE 

Weight ------------------------------ 0.503 Ib 

Length ------------------------------ 3.89 in. 

Weapons used with -------------- M79, M203 
40mm gre 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material -------------------- Aluminum 
skirt with 
steel ball con- 
taining 
explosive filler 

Color = -------------------------------- Olive drab 
w/yellow 
markings and 
yellow ogive 

Filler and weight ----------------- CompB, 320 

Faze ---------------------------------- PD, M552 

Propelling charge: 

Cartridge case -------------------- M118 

Propellant ------------------------- M9, 330 mg 

Primer ------------------------------ Percussion, 
M42 

Performance: 

Maximum range ----------------- 400 m 

Muzzle velocity ------------------ 76 mps 
(250 fps) 

Temperature Limits: 
Firing: 

Lower limit ------------------------ Р k 42.8'C) 

Upper limit ------------------------ 
по 

Storage: 
Lower limit ------------------------ -65°F (-53.°C) 
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Upper limit ------------------------ 
*Packing ------------------------------ 


*Packing Box: 
Weight ------------------------------- 
Dimensions ----------------------- 


+165°F 
(73.9°C 

6 rounds per 
bandoleer; 12 
bandoleers (72 
rounds) per 
box 


53 Ib 


17-3/4 x 14-1/8 


x 11-15/32 in, 
1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
catalog for complete packing data including 


NSN's. 


Storage and Shipping Data: 





UNO serial number --------------- 

Hazard dass/division and 
storage compatibility group -- 

DOT dass ---------------------------- 


DOT marking ----------------------- 


DODAC 
Cartridge drawing number ----- 
Packing drawing number -------- 


References: 


SB 700-20 

TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 


(04) 1.2E 
Class A 
Explosive 
AMMUNI- 
TIONFOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 
1310-B575 
9884459 
8835105 
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CARTRIDGE, 40-MILLIMETER: MULTIPLE PROJ ECTILE, M576 





AR199548 


Type Classification: 
Con MSR 11756003 


‚ This cartridge is intended for use in coun- 
ter-insurgency and conventional operations in 
jungle environments, particularly during peri- 
ods of poor visibility where Pe targets 
appear at short distances without warning and 
ыш i San only ү Itis 
designed to be fired from 40mm Grenade 
Launchers M79 and M 203 (attached to the M16 
series rifle). 


Description: 


. The cartridge is a fixed round of ammuni- 
tion consistin a multiple projectile assembly 
and a cartridge case assembly. The projectile 
assembly indudes a polyethylene sabot carrier 
with one center cavity and several smaller cavi- 
ties around the outside perimeter, A plastic pel- 
let cup filled with 20 metal pellets is fitted into 
the center cavity and is covered by a snap on 
cap. The outer cavities act as air scoops. An 
obturator on the rear of the sabot serves as a 
propellant gas seal between the cartridge case 
and the sabot. 
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The projectile assembly is crimped into 
the cartridge case. The case is a hollow bicham- 
bered cylinder with a metal closing plug 
crimped into the open well of the propellant 
chamber in the cartridge base. The propellant 
chamber acts as a high-pressure chamber and 
has ten vent holes in the top sealed by a copper 
disk. The upper hollow cavity in the case 
serves as a low-pressure chamber. A percussion 
primer is crimped into a center opening in the 
dosing plug. 


Functioning: 


The weapon firing pin strikes the primer 
which ignites the propelling charge. Gases 
from the burning propellant expand in the high- 
pressure chamber. The pressure ruptures the 
copper disk allowing the expanding gases to 
escape through the vent holes into the low- 
pressure chamber. Continuing gas expansion 
forces the projectile through the launcher tube. 
Setback force from cartridge ignition causes the 
pellet cup in the sabot carrier to move rear- 
ward, This movement disengages the cap from 
the pellet cup. Upon reaching the muzzle, the 
sabot carrier and pellet cup are discarded allow- 
ing the metal pellets free flight to the target. 
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Tabulated Data: 


Complete round: 


Type --------------------------------- Multiple pro- 
| jectile 
Weight ------------------------------ 0.254 lb 
Length «ee mnm 2.646 in. 
Cannon used with --------------- M79, M203, 
40mm gre- 


nade launch- 
ers (attached 
to M16 series 


rifle) 
Projectile: 

Body material -------------------- Molded 
polyethylene 
plastic 

Color -------------------------------- black w/white 
markings 

Filler and weight ---------------- 20 metal pel- 
lets, 24g 

Propelling charge: 

Cartridge case -------------------- M199 

Propellant ------------------------- M2, 186 mg 

Primer ------------------------------ Percussion, 
0.45 cal, 
Remington, 
No. 2-1/2 

Performance: 

Effective range ------------------- 30 m 

Muzzle velocity ----------------- 269 mps 
(885 fps) 

Temperature Limits: 
Firing: 

Lower limit ------------------------ -45°F (-42.8'C) 

Upper limit ------------------------ +125°F 
(51.8'C) 

Storage: 
Lower limit ------------------------ -65°F (-53.8'C) 
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Upper limit ------------------------ 
#Packing ------------------------------ 


(73.9°C) 

6 rounds per 
bandoleer; 12 
bandoleers (72 
rounds) per 


wirebound 
wooden box 
*Packing Box: 
Weight ------------------------------ 34 Ib 
Dimensions ----------------------- 16-1/4 x 13-1/4 
x 10-11/16 in. 
cube --------------------------------- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


NSN’s. 
Storage and Shipping Data: 





UNO serial number --------------- 

Hazard class/division and 
storage compatibility group-- 

DOT class ---------------------------- 


DOT marking ----------------------- 


DODAC 
Cartridge drawing number ------ 
Packing drawing number -------- 


References: 


SB 700-20 

TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 


I 
1310-B534 
10542398 
8835105 
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CARTRIDGE, 40-MILLIMETER: PARACHUTE, WHITE STAR, M583A1; 
GREEN STAR, M661, AND RED STAR, M662 


5.272 
MAX 





AR199546 


Type Classification: 


M583Al-Std LCC-A, AMCTC, 9096 dtd 1972 
M661-5td LCC-A, MSR 09766018 
M662-Std LCC-A, MSR 09766018 


Use: 


These cartridges are designed for illumina- 
tion and signaling with less weight and bulk 
and greater accuracy than comparable hand- 
held signals. They are fired from 40mm 
Grenade Launchers M79 and M203 (attached 
to the M16 series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly. The projectile has a one- 
piece, hollow aluminum body with a metal rotat- 
ing band. A plastic ogive, embossed with a 
raised letter for night identification of payload, 
is snapped into an O-ring in the front opening 
of the projectile cavity. The cavity contains a py- 
rotechnic flare candle assembly, and an inte- 
gral ignition/ejection charge attached to a 20- 
inch diameter parachute. The projectile has a 
4- to 5-second delay ignition element crimped 
into the center opening of a metal delay carrier. 
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The projectile is press-fitted into an O-ring in 
the front opening of the cartridge case. The 
case is a hollow bichambered cylinder with a 
metal dosing plug crimped into the base of the 
cartridge case. The propellant cup is sealed on 
the bottom by the dosing plug. The cup acts as a 
high-pressure chamber, and the cavity in the 
case surrounding the cup acts as a low-pressure 
chamber. A percussion primer is crimped into a 
center opening in the dosing plug. 


Functioning: 


The weapon firing pin strikes the primer 
igniting the propelling charge. Gases from the 
burning propellant expand in the high-pressure 
chamber. This pressure ruptures the propel- 
lant cup, and the pressure escapes through the 
vent holes into the low-pressure chamber, pro- 
pelling the projectile forward with the velocity 
required to reach the burst altitude. The burn- 
ing propellant also ignites the .5-second delay ele- 
ment in the base of the projectile. The rotating 
band engages the rifling in the launcher tube to 
impart a spin of 3750 rpm to the projectile. At 
the end of the delay, the delay element ignites 
the ejection charge. The ejection charge ignites 
the candle and blows the candle assembly out 
through the top of the projectile body. The 
attached parachute deploys upon ejection to 
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lower the candle at 7 feet per second. The сап- 
dle burns for approximately 40 seconds. The 
candle functions at an altitude of 500 to 700 
feet when fired vertically and is visible to an air 
observer at a slant range of at least 3 miles 
from 3000 feet altitude. 


Tabulated Data 


Complete round: 





Type --------------------------------- Parachute, 
white, green, 
rod star 
Weight ------------------------------ 0.49 Ib 
Length _ ------------------------------ 5.272 in. 
Weapons used with -------------- M79, M203 
40mm gre 
nade launch- 
ers (attached 
to M16 series 
rifle) 
Projectile: 
Body material -------------------- Impact or bar 
ce alumi- 
Color «enn White w/bl ack 
' markings 
Filler and weight ---------------- Шит us 
M583A1 -93 0 
M661 -86 g 
| M662 -85 0 
Average candlepower (rein): ----- M583A1 - 
90,000 
M661 .8,000 
M662 -20,000 
Propelling charge: 

Cartridge case -------------------- M195 
propellant ren M9, 330 mg 
A RAIN ARONA Perc., M42 

Performance: 
Burst height ---------------------- 
(ОЁ =85° ) 
‚ i sl 
Muzzle velocity ------------------ mps (250 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -45°F (-42.8°C) 
Upper limit ----------------------- +125°F 
(51.6°C) 
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Storage: 
Lower limit ------------------------ -65° (-53.8°C) 
Upper limit ------------------------ +165°F 
(73.9°C) 
Packing «eene 22 rounds per 
metal box: 
2 metal boxes 
(44 rounds) 
per wirebound 
wooden box 
“Packing Box: 
Weight  ------------------------------ 45, 9 Ib 
Dimensions ------------------------ 14-5/8 x 
12-13/16 
x 9-1/8 in 
Cube --------------------------------- 1.0cu ft 


*NOTE: See DOD Consolidated Ammunition 
КЕМ for complete packing data induding 
's. 


Shipping and Storage Data: 


UNO serial number ........... 0312 
Hazard class/division and 
storage compatibility group -- 1.4 G 





DOT dass «eene Class C 
Explosive 
DOT marking ----------------------- SIGNAL 
FLARES, 
HANDLE 
CARFULLY 
-KEEP 
FIRE AWAY 
DODAC ------------------------------- 131 0-B535 
(M583A1) 
131 0-B504 
(M661) 
131 0-B505 
(M 662) 
Cartridge drawing number ----- 9243881 
Packing drawing numbers ------ 9209204, 
9209205 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: CLUSTER, WHITE STAR, M585 
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Type Classification: 


Con MSR 11756003 





Use: 


The cartridge is designed for illumination 
and signaling with less weight and bulk and 
greater accuracy than comparable hand-held sig- 
nals. It is fired from 40mm Grenade Launch- 
EE d and M 203 (attached to the M16 series 
rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly. The projectile has a one- 
piece, hollow aluminum body with a rotating 
band. A plastic ogive, embossed with a raised 
"W" for night identification of payload color and 
five raised dots to identify a cluster round, is 
snapped into an O-ring in the front opening of 
the projectile cavity. The cavity contains an illu- 
minant candle assembly of five white star 
charges and a black powder ejection charge. 
The star charges are contained in phenolic- 
coated Kraft paper and mounted on a base plug 
of similar material over the ejection charge. A 
5-second delay pyrotechnic ignition charge is fit- 
ted into the center of the projectile base. 
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The projectile assembly is fitted into the 
cartridge case. The case is a hollow bicham- 
bered cylinder with a metal closing plug 
crimped into the base of the cartridge case. 
The propellant cup is sealed at the bottom by 
the dosing plug. The cup acts as a high-pres- 
sure chamber, and the cavity surrounding the 
cup in the cartridge case acts as a low-pressure 
chamber. A percussion primer is crimped into a 
center opening in the dosing plug. 


The weapon firing pin strikes the primer 
igniting the propelling charge. Gases from the 
burning propellant expand in the high-pressure 
chamber. The pressure ruptures the propel- 
lant cup and the gas pressure escapes through 
the vents into the low-pressure chamber. The 
expanding gases propel the projectile through 
the launcher tube with a muzzle velocity of 76 
mps and reaches a burst altitude of 550 feet at 
a quadrant elevation of 85 degrees. The burn- 
ing propellant also ignites the delay element in 
the base of the projectile. Within 4 to 5 seconds 
after firing, the delay element ignites the eject- 
lon charge. The ejection charge ignites the star 
charges and blows the candle assembly out 
through the top of the projectile body. The indiv- 
vidual stars burn for approximately 7 seconds 
during free fall and produce 55,000 candle- 
power. 
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Tabulated Data: 


Complete round: 


Type --------------------------- 


Projectile: 


Body material ------------- 


star 


40-mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle) 


------ Impact or bar 


aluminum 


------ White w/black 


WWW.SURYIVALEBOOKS.COM 


#Packing ------------------------------ 22 rounds per 
metal box: 2 
metal boxes 
(44 rounds) 
per wirebound 


wooden box 
“Packing Box: 
Weight ON 45.9 lb 
Dimensions ------------------------ 14-5/8x 
12-13/16x 
9-1/8 in, 
Cube ----------------------- LO „ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 





markings Shipping and Storage Data: 
Filler and weight ---------------- Illum, 85 g 
(each pellet UNO serial number --------------- 0312 
17g) Hazard class/division and 
Propelling charge: storage compatibility group -- 1.4G 
Cartridge case -------------------- M195 DOT class ---------------------------- Class C 
Propellant ------------------------ M9, 330 mg Explosive 
Primer ------------------------------ percussion, DOT marking =------------------- SIGNAL 
M42 FLARES, 
Performance: HANDLE 
Burst height ---------------------- 167 m CAREFULLY 
(QE=85°) -KEEP 
(approx) FIRE AWAY 
Muzzle velocity ------------------ 16 mps DODAC ------------------------------ 1310-B536 
(250 fps) Drawing number ------------------ 9207987 
Packing drawing numbers ------ 9209204 
9209205 
Temperature Limits: 
References: 
Firing: 
Lower limit ------------------------ -45?F SB 700-20 
Upper limit ------------------------ +125°Е TM 9-1010-205-10 
Storage: TM 9-1010-221-10 
Lower limit ------------------- -65°F TM 9-1300-251.20 
Upper limit ------------------------ +165°F TM  9-1300-25 1-34 
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CARTRIDGE 40-MILLIMETER: CANOPY YELLOW SMOKE, M676 
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Type Classification: 
Std LCC-A, MSR 09766018 


Use: 


This cartridge is designed for accurately 
marking the position of a man or unit located 
beneath moderately thick foliage for aerial ob- 
servation. The cartridge has the advantage of 
less weight and bulk and greater accuracy than 
comparable existing signals. It is fired from 
40mm Grenade Launchers M79 and M203 
(attached to the M 16 series rifle). 


Description: 


The cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly The projectile is a hollow, 
one-pi ece aluminum body with a rotating band. 
A plastic ogive is snapped into an O-ring in the 
front opening of the projectile cavity. The color 
of the ogive denotes smoke color. The cavity con- 
tains a pyrotechnic ignition candle and an 
aluminum canister containing yellow smoke 
composition attached to a rotating “X” type para- 
chute. A 2-second ignition delay element is 
crimped into the center of the metal delay car- 
rier. The delay carrier is threaded into the pro- 
jectile base. A cavity about the delay element 
contains an ejection charge pellet consisting of 
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12 grams of black powder. The igniter and 
smoke canister are seated above the ejection 
charge in the projectile cavity. The projectile 
assembly is press-fitted into an O-ring in the car- 
tridge case opening. The case is a hollow alumi- 
num bichambered cylinder with a metal dosing 
plug crimped into the base of the cartridge case. 
The propellant cup is sealed in the bottom by 
the dosing plug. A percussion primer is fitted 
into the center of the dosing plug. The cup 
acts as a high-pressure chamber, and the cavity 
around the cup in the cartridge case acts as a 
low-pressure chamber. 


The weapon firing pin strikes the primer 
igniting the propelling charge. Gases from the 
burning propellant expand in the high-pressure 
chamber. This pressure causes the propellant 
cup to rupture, forcing the gases to escape 
through the vent holes into the low-pressure 
chamber to propel the projectile through the 
launcher barrel with a muzzle velocity of 76 
mps and reaches a burst altitude of 300 feet at 
a quadrant elevation of 85 degrees. Concur- 
rently, the propellant gases ignite a 2-second 
delay element in the base of the projectile. The 
rotating band engages the rifling in the 
launcher barrel to impart a spin of 3750 rpm to 
the projectile. Approximately two seconds after 
firing, the delay element ignites the ejection 
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charge. The ejection charge ejects the smoke 
canister and parachute assembly out the top of 
the projectile body and simultaneously ignites 
the smoke candle. The parachute deploys upon 
ejection. The smoke canister descends emitting 
a 90-second smoke signal and becomes entan- 
gled in the dense foliage by means of the “Х” 
type parachute. 


Tabulated Data: 


Complete round: 





Type ---------------------------------- Canopy yel- 

low smoke 

Weight ------------------------------- 0.48 Ib 

Length ---- 5.212 in. 

Weapons used with -------------- M79, M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 

ae rifle) 
Projectile: 

Body material --------------------- Impact or bar 
aluminum 
alloy 

Color -------------------------------- Light green 
w/black mark- 
ings 

Filler and weight ---------------- Yellow smoke 
composition 

| 599 
Propelling charge: 

Cartridge case nee M195 

Propellant -------------------------- M9, 330 mg 

Primer ----------------------------- Perc., M42 

Performance: 

Burst height ---------------------- 91 m 
(ОЕ =85°) 

‚ (арргох) 

Muzzle velocity ------------------- 76 mps 
(250 fps) 

Temperature Limits: 
Firing: 
Lower limit ------------------------ -45°F 
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Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ 65 
Upper limit ------------------------ +165°F 
*Packing ------------------------ 22 rounds per 
metal box; 2 
metal boxes 
(44 rounds) 
per wirebound 
wooden box 
*Packing Box: 
Weigh vu po LL LE 45.9 Ib 
Dimensions ------------------------ 14-5/8 x 
12-13/16 x 
9-1/8 in. 
Cube A =-=- 1.0 cu ft 


“NOTE: See DOD Consolidated Ammunition 
eee for complete packing data including 
'S. 


Storage and Storage Data: 


UNO serial number --------------- 0197 
Hazard dass/division and 
storage compatibility group -- 1.4 G 


DOT dass ----------------------------- dass c 
Explosive 
DOT marking ------------------------ SMOKE 
SIGNALS, 
HANDLE 
CAREFULLY 
- KEEP FIRE 
AWAY 
DODAC ------------------------------- 1310-B475 
Drawing number -------------------- 9229370 
Packing drawing number -------- 9209204, 
9209205 
Reference: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE-1; M677 


40 MMHE 


CTG M677 


4.415 MAX 


(T640MMHE M677 
AMMO LOT (лиш 





AR199540 


Type Classification: 
Not type classified 
Used: 


This cartridge is a high explosive round 
containing a tracer element for flight tracking 
purposes designed to inflict personnel casual- 
ties in the target area from ground burst effect. 
It is fired from 40mm Grenade Launchers M75 
and M129, and from 40mm Machine Gun 
MK19 Mod 1. 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of an internally embossed one 
piece steel projectile body with a mental rotat- 
ing band, and a cartridge case assembly contain- 
ing a propelling charge and a percussion 
primer. A PD fuze is threaded into the front 
end of the projectile. The projectile cavity con- 
tains a high explosive bursting charge and an 
RDX booster pellet seated below the fuze. A 
tracer element is threaded into the opening in 
the center of the projectile base. The projectile 
assembly is press-fitted into a cartridge case, 
The case is an aluminum bichambered cylinder 
with a metal closing plug crimped into the open 
well of the propellant chamber in the base. The 
propelling charge is contained in the spherical 
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high-pressure propellant chamber. The cham- 
ber has vents in the top and is sealed in the bot- 
tom by the dosing plug. The hollow chamber 
in the upper section of the case acts as a low- 
pressure chamber. A percussion primer is 
crimped into the center opening in the dosing 


plug. 
Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the prop n charge. 
Gases from the burning propellant expand in 
the high-pressure chamber. This pressure 
forces the gases through the vents into the low- 
pressure chamber and propels the projectile for- 
ward. The rotating band around the projectile 
engages the rifling in the launcher tube, impart- 
ing a spin of 12,000 rpm to the projectile. The 
expanding gases in the low-pressure chamber 
ignite the tracer element and force the projec- 
tile through the tube with a velocity of 244 
meters per second. When the projectile is fired, 
setback forces cause the fuze setback pin, 
which keeps the fuze rotor out of alignment 
with fuze detonator, to be pulled out of' the ro- 
tor. The rotor is secured in position by a fuze 
centrifugal lock which engages the star wheel 
in the fuze timing mechanism. The centrifugal 
lock releases the star wheel and arming of the 
projectile begins when the projectile attains suf- 
ficient spin. The rotor springs start rotation of 
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the rotor which is sustained by centrifugal 
force. The fuze escapement assembly engages 
the rotor gear delaying arming of the fuze for 
approximately 0.07 to 0.16 seconds. The rotor 
is then locked in the armed position, and the 
fuze is armed approximately 18 to 36 meters 
from the launcher. The tracer element provides 
flight trace and burns for approximately ten sec- 
onds after ignition. Upon impact or graze with 
the target, inertial forces from impad cause the 
fuze bracket weights to pivot inward and force 
the fuze firing pin into the detonator. Concur- 
rently the detonator triggers the booster 
charge, in turn, detonating the bursting charge 
and causing a blast and fragmentation of the 
projectile body. 


Tabulated Data: 





Complete round: 


Type --------------------------------- НЕ-Т 
Weight ------------------------------ 0.75 Ib 
Length ------------------------------- 4.415 in 
Cannon used with --------------- M75, M 129 
40mm 
Grenade 
Launchers 
MK19 Mod 1 
40mm 
machine gun 
Projectile: 
Body material --------------------- Plate steel 
Color -------------------------------- Olive drab 
w/yellow 
markings and 
yellow ogive 
Filler and weight ----------------- Cydotol 70/30, 
45 g 
Fuze -------------------------------- PD, M533 
Propelling charge: 
Cartridge cafe --------------------- M 169 
Propellant --------------------- M2, 4.64 g 
Primer ------------------------------ Percussion, 
FED 215 
Performance: 
Maximum range ----------------- 2,200 m 
Muzzle velocity ------------------- 244 mps 
(795 fps) 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ - 45°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ - 65°F 
Upper limit ------------------------ +165°F 
*Packing rem 50 rounds in 
linked beit 
*Packing Box: 
Weight ----------------------- 53 lb 
Dimensions ----------------------- 25.11/16 x 
16-1/4 x 
6-27/32 in. 
«еа 1.7 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data in- eluding 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0006 
Hazard class/division and 
storage compatibility group - 1.1 E 


DOT dass ---------------------------- Class A 
Explosive 
DOT marking ----------------------- AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 
DODAC: 
M383 and M677 
linked 3 to 1 -------------------- 1310-B529 
M384 and M677 
linked 3 to 1 -------------------- 1310-B527 
Drawing number -------------------- 9234424 
Packing drawing number -------- 9251995 
References: 
SB 700-20 


TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: CANOPY WHITE SMOKE, M680 
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AR199538 


Type Classification: 


Std LCC-A, MSR 09766018 





Use: 


This cartridge is designed for accurately 
marking the position of a man or unit located 
beneath moderately thick foliage for aerial ob- 
servation. This cartridge has the advantage of 
less weight and bulk and greater accuracy over 
comparable existing signals. It is fired from 
40mm Grenade Launchers M79 and M203 
(attached to the M 16 series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly. The projectile body is a 
hollow one-piece aluminum body with a metal 
rotating band. A plastic ogive is snapped into 
an O-ring in the front opening of the projectile 
cavity. The color of the ogive denotes smoke 
color. The cavity contains a pyrotechnic ig- 
nition candle and an aluminum canister con- 
taining white smoke composition attached to a 
rotating "X" type parachute. A 2-second delay 
ignition element is crimped into the center of 
the metal delay carrier. 
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The carrier is threaded into the projectile 
base. А cavity above the delay element con- 
tains an ejection charge pellet which consists of 
12 grams of black powder. The igniter and 
smoke canister are seated above the ejection 
charge in the projectile cavity. The projectile 
assembly is press-fitted into the O-ring in the 
cartridge case opening. The case is a hollow alu- 
minum bichambered cylinder with a metal clos- 
ing plug crimped into the base of the cartridge 
case. The propellant cup is sealed in the bot- 
tom by the dosing plug. A percussion primer is 
crimped into the center opening of the closing 
plug. The cup assembly acts as a high-pressure 
chamber and the cavity in the case which sur- 
rounds the cup, acts as a low-pressure chamber. 


Functioning: 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Gases from the burning propellant expand in 
the high-pressure chamber. This pressure 
causes the propellant cup to rupture forcing the 
gases to escape through the vent holes into the 
low-pressure chamber and propels the project- 
tile through the launcher barrel. The rotating 
band around the projectile engages the rifling 
in the launcher barrel imparting a spin of 3750 
rpm to the projectile. The expanding gases 
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in the low-pressure chamber force the projectile 
through the barrel with a muzzle velocity of 76 
mps and reaches a maximum burst height of 
300 feet at quadrant elevation of 85 degrees. 
Concurrently the propellant gases ignite the 2- 
second delay element in the base of the projec- 
tile. Approximately two seconds after ignition, 
the delay element ignites the ejection charge 
and ignition candle. The ignition candle ignites 
the white smoke composition in the smoke canis- 
ter. The ejection charge ejects the smoke canis- 
ter and parachute out the front end of the 
projectile. The parachute deploys upon ejec- 
tion. The smoke canister descends, emitting a 
90-second smoke signal and becomes entangled 
in the dense foliage by means of the" X" type par- 
achute. 


Tabulated data: 





Complete round: 

Type --------------------------------- Canopy white 
smoke 

Weight | ------------------------------ 0.48 Ib 

Length ----- 5.212 in. 

Weapons used with -------------- M79, M203, 
40mm gre 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material --------------------- Impact or bar 
aluminum 
alloy 

Color = -------------------------------- Light green 
w/black 
markings 

Filler and weight ---------------- White smoke 
composition, 
59g 

Propelling charge: 


Cartridge case -------------------- M195 
Propellant -------------------------- M9, 330 mg 
Primer ------------------------------ Percussion, 
M42 
Performance: 
Burst height ---------------------- 91m 
(QE =85°) 
(approx) 
Muzzle velocity ------------------- 76 mps 
(250 fps) 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -45°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +165°F 
*Packing ------------------------------- 22 rounds per 
metal box; 2 
metal boxes 
(44 rounds) 
per wooden 
box 
*Packing Box: 
Weight ------------------------------- 45.9 Ib 
Dimensions ----------------------- 14-5/8 x 
12-13/16 x 
9-1/8 in. 
Cube --------------------------------- 1.0 CU ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data in- eluding 
NSN'S. 


Shipping and Storage Data: 





UNO serial number --------------- 0197 
Hazard dass/division and 
storage compatibility group - 1.4 G 


DOT class ---------------------------- Class C 
Explosive 
DOT marking ----------------------- SMOKE 
SIGNALS 
HANDLE 
CAREFULLY 
- KEEP 
FIRE AWAY 
DODAC | ------------------------------- 1310-B477 
Drawing number -------------------- 9235365 
Packing drawing numbers ------- 9209204, 
9209205 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE 40- MILLIMETER: CANOPY RED SMOKE M682 
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AR199536 


Type Classification: 


Std LCC-A, MSR 09766018 





Use: 


This cartridge is designed for accurately 
marking the position of a man or unit located 
beneath moderately thick foliage for aerial ob- 
servation. This cartridge has the advantage of 
less weight and bulk and greater accuracy over 
comparable existing signals. It is fired from 
40mm Grenade Launchers M79 and M203 
(attached to the M16 series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a projectile assembly and a car- 
tridge case assembly The projectile body is a 
hollow one-piece aluminum body with a metal 
rotating band. A plastic snap-on ogive is 
snapped into the O-ring in the front opening of 
the projectile cavity. The color of the ogive de- 
notes smoke color. The cavity contains a py- 
rotechnic igniter and an aluminum canister con- 
taining red smoke composition attached to a 
rotating “X” type parachute. A 2-second delay 
ignition element is crimped into the center of a 
metal delay carrier (base plug). The delay car- 
rier is threaded into the projectile base. The 
ejection disk above the delay element contains 
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an ejection charge pellet which consists of 1.2 
grams of black powder. The igniter and smoke 
canister are seated above the ejection disk in 
the projectile cavity The projectile assembly is 
press-fitted into the O-ring in the cartridge 
case opening. The case is a hollow aluminum 
bichambered cylinder with a metal dosing plug 
crimped into the base of the cartridge case. 
The propellant cup is sealed in the bottom by 
the dosing plug and contains the propelling 
charge. A percussion primer is crimped into 
the center opening of the dosing plug. The cup 
assembly acts as a high-pressure chamber and 
the cavity in the base which surrounds the cup 
acts as a low-pressure chamber. 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Gases from the burning propellant expand in 
the high-pressure chamber. This pressure 
causes the propellant cup to rupture forcing the 
gases through the side vents into the low- 
pressure chamber and propels the projectile 
through the launcher barrel. The rotating 
band around the projectile engages the rifling 
in the launcher barrel imparting a spin of 3750 
rpm to the projectile. The expanding gases in 
the low-pressure chamber force the projectile 
through the barrel with a muzzle velocity of 76 
raps and reaches a maximum burst height of 
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300 feet at a quadrant elevation of 85 degrees. 
Concurrently the propellant gases ignite the 2- 
second delay element in the base of the projec- 
tile. Approximately two seconds after ignition, 
the delay element ignites the ejection charge 
and igniter. The igniter ignites the red smoke 
composition in the smoke canister. The ejec- 
tion charge ejects the smoke canister and 
parachute out of the front end of the projectile. 
The parachute deploys upon ejection. The 
smoke canister descends emitting a 90-second 
smoke signal and becomes entangled in the 
dense foilage by means of the "X" parachute. 


Tabulated Data: 


Complete round: 


Type nn Canopy red 

smoke 

Weight ------------------------------ 0.48 Ib 

Length ------------------------------ 5.212 in. 

Weapons used with -------------- M79 M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle) 

Projectile: 

Body material --------------------- Impact or bar 
aluminum 
alloy 

Color ER Light green 
a 

Filler and weight -------------------- Red smoke 
composition, 
80 g 

Propelling charge: 

Cartridge case M195 

Propellant ------------------------- M9 330 mg 

Primer ------------------------------ Perc, M42 

Performance: 

Burst height | ------------------------- 91 m 
(QE =85°) 

Muzzle velocity ------------------- FRPP 50 
fps) 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -45°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -65°F 
Upper limit... saa +165°F 
A PACKING: ee 22 rounds per 
metal boxes; 
2 metal boxes 
(44 rounds) 
paa aan 
*Packing Box: асн 
Wagi ee 45.9 Ib 
DIMENSIONS nee 14-5/8 x 
12-13/16 x 
9-1/8 in. 
CUBE: ae 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Shipping and Storage Data: 





UNO serial number --------------- 0197 
Hazard dass/division and 

storage compatibility group -- 1.4 G 
DOT class ---------------------------- Class C 


Explosi 
DOT тагКкїпд....................... Хи RES 
SIGNALS 
HANDLE 
CAREFULLY 
- KEEP 
DODAC ------------------------------- PORE KAYAY 
______ 9235963 
Packing drawing numbers ------ 9209204 
9209205 


References: 


SB 700-20 

TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: HE M684 


40 MM HE 
CTG M 684 


AMO LOT Got 


CASE CARTRIDGE MI69 
D0DD-O-00-00 





AR199534 


Type Classification: 


CONT MSR 03736153 dtd 1973 





Use: 


This cartridge is a high explosive round de- 
signed to inflict personnel casualties from air 
burst effect. It is fired from M 75 and M 129 gre- 
nade launchers and is issued completely assem- 
bled in linked belts of 50 rounds. 


Description: 


This cartridge is fixed round of ammuni- 
tion consisting of a one-piece internally em- 
bossed steel body with a metal rotating band 
and a cartridge case containing the propelling 
charge and percussion primer. The projectile 
cavity contains a Composition A5 bursting 
charge. An electric proximity fuze is threaded 
into -the front opening of the projectile. The 
fuze assembly includes all solid-state circuitry, 
liquid reserve power supply electronic detona- 
tor, mechanical safety arming mechanism, and 
an independent mechanical impact element. 
The projectile assembly is press-fitted into a car- 
tridge case. The case is a hollow bichambered 
aluminum cylinder with an aluminum closing 
plug crimped into the open well of the propel- 
lant chamber in the cartridge base. The 
propelling charge is contained in the spherical 
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high-pressure propellant chamber. This cham- 
ber has vent holes in the top and is sealed at 
the bottom by the closing plug. The hollow 
chamber in the upper section of the case acts as a 
low-pressure chamber. A percussion primer is 
crimped into the center opening in the dosing 


plug. 
Functioning: 


The weapon firing pin strikes the percuss- 
ion primer igniting the propelling charge. 
Gases from the burning propellant expand in 
the high-pressure chamber. The rotating band 
around the projectile engages the rifling in the 
launcher barrel imparting a spin of 12,000 rpm 
to the projectile. The expanding gases in the 
low-pressure chamber force the projectile 
through the barrel with a muzzle velocity of 
244 meters per second. After the projectile 
leaves the launcher the fuze arms mechani- 
cally at a distance of 18 to 36 meters. Elec- 
tronic arming occurs at approximately 125 
meters from the launcher. Air burst function- 
ing will occur after this distance upon ap- 
proach to the target. The target reflects the 
CW transmission of the fuze. The fuze de 
tects the reflected radio wave and discrim- 
inates between the reflected wave and other 
radio signals emanating from normal com- 
munications systems or other nearby f'uzes 
When the proper reflected signal is obtained 
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near approach to the target, the firing circuit is 
energized causing initiation of the electronic 
detonator. In turn the high explosive bursting 
charge detonates causing an air burst and projec- 
tile fragmentation at an optimum height above 
the target. The burst height will vary depend- 
ing upon the ability of the target to reflect radio 
waves and the angle of approach. In the event 
the electronic circuit fails or the electronic sen- 
sor fails to initiate the explosive train, impact 
or graze with the target will cause the mechani- 
cal fuze to initate the explosive train. 


Tabulated Data: 





Complete round: 


Wee и Е 
eight. ------------------------------- 0.74 Ib 
Length ----------------------------- 4.415 in. 
Weapons used with -------------- M75, M125 
40mm gre- 
nade launch- 
пет ers 
Projectile: 
Body material -------------------- Impact steel 
Color m Olive drab 
w/yellow 


markings and 
translucent 


an 
Filler and weight ----------------- omp A5, 53g 
Fuze m Electronic 
Med 
| 596 
Propelling charge: 
Cartridge case -------------------- M 169 
Propellant -------------------------- M2, 4.649 
Primer ------------------------------- Percussion, 
FED 215 
Performance: 
Maximum range ----------------- 2,200 m 
Muzzle velocity ------------------ 244 mps 
in S) 
Arming distance ------------------ 8 to 36 m 
(59 -118 feet) 
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Temperature Limits: 








Firing: 
Lower || -45°F 
Upper +125°F 
Storage 
Lower li -65^F 
U pper +165°F 
*Packing 50 rounds per 
unit in linked 
belt 
“Packing Box: 
Weight  ------------------------------ 53 Ib 
Dimensions ------------------------ 25-11/16 x 
16-1/4 х 
6-27/32 in. 
Cube --------------------------------- 17 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Katalog for complete packing data induding 


Shipping and Storage Data: 


UNO serial number ---------------- 0006 
Hazard class/division and 
storage compatibility group -- (12) 1.1 E 





Dot Саѕ ------------------------------ Class A 
Explosive 

DOT marking ------------------------ AMMUNI- 
TION FOR 
CANNON W/ 
EXPLOSIVE 
PROJ EC- 
TILES 

DODAC ----- o 1310-B573 

Cartridge drawing number ------ 9247850 

Packing drawing number -------- 9251995 

References: 

SB 700-20 

TM 9-1300-251-20 


TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: GROUND MARKER RED SMOKE M713, GREEN 
SMOKE, M715, AND YELLOW SMOKE, M716 
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Tape Classification: 
Std LCC-A, MSR 09766018 


Use: 


These cartridges are used to provide aerial 
identification and location of troops on the 
ground and are designed to be fired from 40mm 
Grenade Launchers M79 and M203 (attached 
to the M16 series rifle). 


Description: 


The cartridges consist of a cartridge case, 
a Projectile with pyrotechnic smoke payload, 
and a pyrotechnic impact fuze. The cartridge 
case is a dual-chambered aluminum container 
housing a brass propellant cup. The propellant 
cup is held in the case by a crimped base plug 
which provides a pressure-type waterproof seal. 
The base plug houses a percussion primer. The 
projectiles utilize a one-piece aluminum body- 
ogive and a steel base. The payload consists of 
a pyrotechnic smoke mixture pressed into the 
body-ogive with a cylindrical cavity in the cen- 
ter. The fuze is cemented to the base of the pro- 
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jectile and protrudes into the cylindrical cavity 
of the smoke mixture. The fuze is designed to 
arm at a minimum of 15 meters and a maxi- 
mum of 45 meters from the muzzle of the 
weapon. 


Functioning: 


Upon firing the primer ignites the propel- 
ling charge. In turn, the projectile is acceler- 
ated down the launcher barrel where a spin of 
3,750 rpm is imparted by the barrel rifling. A 
muzzle velocity of approximately 250 fps is 
attained. In addition to launching the projec- 
tile, the propellant gases ignite the first fire 
mixture of the fuze in the base of the projectile. 
The first fire mixture ignites a high-temper- 
ature transfer mixture contained in the steel 
cup. The transfer mixture burns during the 
first 15 meters of projectile flight. When the pro- 
jectile is between 15 and 45 meters from the 
launcher muzzle, heat transfer through the 
steel cup ignites the delay mixture. Upon 
impact, the delay casing breaks and the burn- 
ing portion flies forward out of the fuze sup- 
port, contacting and igniting the pyrotechnic 
smoke mixture. Ignition of the smoke mixture 
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causes a buildup of pressure which dislodges 
the fuze support at the aft end of the projectile 
thus allowing smoke to be emitted at the aft 
end of the projectile. Projectile impact prior to 
the minimum arming distance (15 meters) 
results in a dud. Between 15 and 45 meters 
from the launcher muzzle, the fuze may or may 
not function on impad. In the event the fuze 
fails to function upon impact, the output mix- 
ture provided in the front end of the delay cas- 
ing acts as a backup to the impact feature. 
When the flame reaches this point (8 to 10 sec- 
onds after launch) the output mixture flashes 
and ignites the smoke mixture. The difference 
among the models is the color of the smoke. 


Tabulated Data: 





Complete round: 





Type ---------------------------------- Ground 
marker smoke 
Weight ------------------------------- 0.49 Ib 
Length ------------------------------ 3.91 in. 
Weapons used with -------------- M79 M203 
40mm gre- 
nade launch- 
ers (attached 
to M16 series 
rifle). 
Projectile: 
Body material --------------------- Aluminum 
Color --------------------------------- Light green 
w/black mark- 
ings 
Filler and weight ----------------- Smoke 
mixture, 75 g 
Fuze ---------------------------------- Impact pyro- 
technic M733 
Propelling charge: 
Cartridge case -------------------- M118 
Propellant -------------------------- M9, 330 mg 
Primer  ------------------------------ Percussion, 
FED 100 
Performance: 
Maximum range ------------------ 400 m 
Muzzle velocity ------------------- 76 mps 
(250 fp) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -45°F 
Upper limit ------------------------ +125°F 
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Storage: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +165°F 
*Packing ------------------------------- 22 round per 
metal box; 
2 metal boxes 
per wire 
bound wooden 
box 
*Packing Box: 
Weight ---------------------------- 45.9 Ib 
Dimensions --------------------- 14-5/8 x 
12-13/16 x 
9-1/8 in. 
Сире ------------------------------ 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0197 
Hazard dass/division and 
storage compatibility group -- 1.4 G 


DOT dass ----------------------------- Class C 
Explosive 
DOT marking ------------------------ SMOKE 
SIGNALS, 
HANDLE 
CAREFULLY 
- KEEP 
FIRE AWAY 
DODAC -------------------------------- M 713-1310- 
B506 
M715-1310- 
B508 
M716-1310- 
B509 
Cartridge drawing number: 
13--------------------------------- 9323251 
M 715--------------------------------- 9323261 
M716--------------------------------- 9323265 
Packing drawing numbers ------- 9209204, 
9209205 
References: 
SB 700-20 


TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CARTRIDGE, 40-MM: PRACTICE, M781 
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Type Classification: 
Std LCC-A, MSR 05786002 


Use: 


This cartridge is a fixed, practice type 
ammunition designed to be fired from 40mm 
Grenade Launchers M79 and M203 (attached 
to the M16 series rifle). 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a metal projectile body with a 
rotating band and a cartridge case assembly. A 
hollow plastic ogive is filled with a high visibil- 
ity yellow-orange dye. The projectile assembly 
is attached to a cartridge case with an attached 
adhesive substance. The case is a hollow 
bichambered plastic cylinder. A .38 caliber 
blank cartridge is press-fitted into the base of 
the cartridge case and provides the gas pres- 
sure needed to propel the projectile through the 
launcher barrel. 


Functioning: 


The weapon firing pin strikes the .38 cali- 
ber blank cartridge primer igniting the propel- 
ling charge. The burning propelling charge gen- 
erates sufficient pressure to release the 





JiLoVud WWO 919 
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expanding propellant gases through the vent 
hole into the low-pressure chamber. The rotat- 
ing band around the projectile engages the 
rifling in the launcher tube imparting a spin of 
3,600 rpm to the projectile. The pressure cre- 
ated by the expanding propellant gases in the 
low-pressure chamber, forces the projectile 
through the tube with a velocity of 76 meters 
per second. Upon impact with the target, the 
frangible ogive ruptures and releases the dye 
causing a puff of yellow-orange smoke which 
simulates explosive impact. 


Tabulated Data: 


NSN 1310-01-050-7967- U.S. Army Pack 
NSN 1310-01-148-8881- U.S. Army Pack 
NSN 1310-01-211-8073- U.S. Army Pack 
NSN 1310-01-107-5404- U.S. Marine Corps 


Pack 
Complete round: 
TS aetna geen Practice 
Weight ------------------------------- 205 g 
Length ------------------------------- 4.05 
Weapons ---------------------------- Used with 
M79, M203 
(attached to 
M16 series 
rifle) 40mm 
grenade 


launchers 
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Projectile: 
Body material --------------------- 


FUZE men 
Propelling charge: 
Cartridge case --------------------- 


Propellant nn 
Primer number ------------------- 


Performance: 
Maximum range ------------------ 


Muzzle velocity ------------------ 


Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 
Upper limits ----------------------- 
U.S. Army Pack: 


NSN 1310-01-148-8881: 
*Packing ---------------------------- 





*Packing Box: 
Weight ---------------------------- 
Dimensions --------------------- 


Cube -——-—-———-———-——-—————----———-- 
Packing drawing number--- 


NSN 1310-01-050-7967: 
*Packing ---------------------------- 


“Packing Box: 
Weight ---------------------------- 
Dimensions --------------------- 


Packing drawing number--- 
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Zinc or alumi- 
num 

Blue w/white 
markings 
Orange dye 
None 


M212 

M9, 340 mg 
1-1/2 (com- 
mercial) 


400 m 
(437.6 yd) 


76 mps 
(250 fps) 


-25°F (-31.6°C) 
+110°F 
(+43.3°C) 


a al) 
(+63°C) 


100 rounds 
per wood box 


64 Ib 

22-3/4 in. x 
11-1/16 in. x 
11-5/8 in. 
1.7 cu ft 
9325896 


75 rounds per 
wood box 


53.2 Ib 
22-318 in. x 
11-1/16 in. x 
11-22/32 in. 
9325896 


NSN 1310-01-211-8073: 


*P acking ---------------------------- 100 rounds 
per wirebound 
Box 
*Packing Box: 
Dimensions --------------------- 22-3/8 in. х 
10-13/16 in. x 
10-5/8 in. 


Packing drawing number--- 9325896 


U.S. Marine Corps Pack: 
NSN 1310-01-107-5404: 





*Packing ---------------------------- 44 rounds per 
box 
*Packing box: 
Weight ---------------------------- 45.9 Ib 
Dimensions --------------------- 14-5/8 in. x 
12-13/16 in. x 
9-1/8 in 
Cube ------------------------------- 1.0 cu ft 
Packing drawing number--- 9209204, 
9209205 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data. 


Shipping and Storage Data: 


UNO serial number ---------------- 0339 
Hazard dass/division and 
storage compatibility group -- 1.4 C 
DOT ааѕѕ ---------------------------- Class С 
Explosive 
DOT marking ------------------------ CAR- 


PRACTICE 

AMMUNI- 

TION 
DODAC 1310-B519 
Cartridge drawing number ------ 9322240 





References: 


SB 700-20 

TM 9-1010-205-10 
TM 9-1010-221-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
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40-MILLIMETER PRACTICE, M918 


FIRING PIN 
OGIVE ASSEMBLY 








M550 FUZE 
ESCAPEMENT 






















ASSEMBLY EVER 
ANNS 

en SS 

CARTRIDGE 40мм AN NY INSERT 

PROJECTILE > — 

40MM M169 “И 


Type Classification: 





Std LCC-A MSR 01866003 
Use: 


This cartridge is a target practice round 
designed to simulate the M430 Cartridge in 
appearance and ballistics. It is fired from the 
40mm Grenade Machine Gun MK19 Mod 3. It 
is also used in the cartridge, subcaliber ammuni- 
tion, training (CSAT): M970 to simulate the 
loading and firing of large caliber ammunition. 


Description: 


This cartridge is a fixed round of ammuni- 
tion consisting of a one-piece steel projectile 
body which is fitted to a cartridge case assem- 
bly An aluminum ogive, which contains a fir- 
ing pin plate assembly, a cellular foam anti- 
creep spring, and the standard M550 fuze 
escapement assembly is threaded to the projec- 
tile body An aluminum insert which contains a 
flash charge chamber is enclosed in the projec- 
tile body. A plastic container contains the flash 
charge chamber which contains one gram of 
flash charge composition. The projectile assem- 
bly is press-fitted into a cartridge case. The 
case is a hollow bichambered aluminum cylin- 
der with a metal closing plug crimped into the 
open well of the propellant chamber cartridge 
base. The propellant in the chamber, which con- 
tains the propelling charge, has vent holes in 
the top and is sealed at the bottom by a closing 
plug. A percussion primer is crimped into the 
center opening in the closing plug. The propel- 
lant chamber acts as high pressure chamber, 


ANMULAR GROOVE na ——. 







40MM 
M918 TP 


CRTG 40MM M918 TP; 





U 
AR 2685-A 


and the upper hollow cavity in the case acts as 
a low-pressure chamber. 


The weapon firing pin strikes the percus- 
sion primer igniting the propelling charge. 
Pressure, generated by the burning propellant 
in the high-pressure chamber, forces the expand- 
ing gases through the vent holes into the low- 
pressure chamber and propels the projectile for- 
ward. The rotating band around the projectile 
engages the rifling in the launcher tube impart- 
ing a spin of 12,000 rpm to the projectile. The 
expanding gases in the low-pressure chamber 
force the projectile through the barrel with a 
velocity of 242 meters per second. When the pro- 
jectile is fired, setback force causes the fuze set- 
back pin to move rearward from the fuze rotor. 
The rotor is held out of line with the fuze deto- 
nator by the setback pin and fuze centrifugal 
lock which engages the gear teeth of the fuze 
rotor. When the projectile attains sufficient 
spin, the centrifugal lock releases the rotor and 
arming begins. The rotor begins rotation 
toward the center of the projectile. The rotor 
gear engaged with the pinion shaft delays arm- 
ing of the fuze. After the projectile has traveled 
18 to 30 meters from the launcher tube, the 
rotor is locked in the armed position and the 
fuze is armed. Upon impact with the target, 
the entire escapement moves forward compress- 
ing the cellular foam spring and driving the 
detonator into the firing pin, which in turn 
flashes through the small hole of the insert and 
ignites the flash powder. Gases generated by 
the burning powder are concentrated upon the 
base of the projectile body causing it to rupture 
and producing a flash, smoke and a loud report. 
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Rupture begins at the very center of the projec- 
tile base forming hinged petals. 


Tabulated Data: 





NSN 1310-01-218-7070- U.S. Army Pack 
NSN 1310-01-218-7069- U.S. Marine Corps 


NSN 1310-01-283-8652- M970 Pack 
NSN 1310-01-317-5948- PA-120 Pack 


Complete round: 





Туре ---------------------------------- Target prac- 
tice 
Weight ------------------------------- 0.76 Ib 
Length ------------------------------- 4.415 in. 
Weapons used with ------------- MK19, Mod 3, 
40mm gre- 
nade machine 
gun, M970 
CSAT 
Projectile: 
Body material -------------------- Blank and 
draw steel 
Colop o ессе; Blue w/black 
markings 
brown band 
and blue ogive 
Filler and weight ---------------- Flash charge 
рыш; 
9 
PS M550 escape- 
ment 
Propelling charge: 
Cartridge case --------------------- M169 
Propellant -------------------------- M2, 4.2g 
Primer -----—----------------—----——-—-- Percussion, 
FED 215 
Performance: 
Maximum range ------------------ 2,200 m 
Muzzle velocity ------------------- 244 mps 
(795 
Arming distance ----------------- 18 to 30 m 
(59 -98 ft) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -25°F (-31.7°C) 
Upper limit ------------------------ +110°F 
(443.3'C) 
Storage: 
Lower limit ------------------------ -30°F 
Upper limit ------------------------ +145°C 
(+62.8°C) 
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U.S. Army Pack: 








Packing -————————————--—-—------------———- 50 rounds in 
linked belt 
“Packing Вох: 
Weight. irre 53 Ib 
Dimensions ----------------------- 26-3/8 x 16-1/4 
x 6-3/16 in. 
Сире mm 1.5 cu ft 
Packing drawing number ------ 9251995 
Packing, PA-120 --------------------- 32 rounds in 
linked belt 
Packing Box: 
Weight ------———--————------—-—-———--——-——- 42 Ib 
Dimensions ------------------------ 18.76 x 10.39 
x 6.36 in. 
Сире —— 0.72 cu ft 
Packing drawing number ------ 12928042 
PA-120 metal container ----------- 12564414 
U.S. Marine Corps Pack: 
*Packing ------------------------------- 40 rounds in 
linked belt 
*Packing Box 
Weight ---------—-----------——---——-- 59.5 Ib 
Dimensions _ ---------------------- 18-19/32 x 
14-19/32 x 
8-19/64 in. 
Cube -------------------------------- 1.3 cu ft 


Packing drawing number ------ 9362543 
*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Hazard class/division and 
storage compatibility group-- Nat 14C 
UNO serial number ---------------- 338 


DOT dass ---- Class C 
Explosive 

DOT marking ----------------------- CARTRIDGE, 
PRACTICE 
AMMUNI- 
TION 

DODAC -------------------------------- 1310-B584 

Cartridge drawing number------ 9399372 

References: 

SB 700-20 


DOD Consolidated Ammunition Catalog 
TM 9-1010-230-10 

TM 9-1010-230-23&P 

TM 9-1300-251-20 

TM 9-1300-251-34 
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CARTRIDGE, 40-MILLIMETER: DUMMY, M922 









Type Classification: 


Std LCC-A MSR 0689601524 May 90 





Use: 


This dummy cartridge is used as a drill 
round to train users in handling ammunition 
and loading the MK19 series grenade machine 
gun and the M129 grenade launcher. 


Description: 


The cartridge is completely inert and simu- 
lates a loaded round of 40mm HE ammunition 
in size, shape, and weight. This fixed round con- 
sists of a one-piece solid aluminum projectile 
body together with a copper rotating band. The 
cartridge case is SA pap around the projectile 
body. There are four thru-holes drilled through 
the cartridge case to the high-pressure chamber 
for positive identification. The primer hole is 
filled with RTV sealant. The rotating band and 
the belt links are modified for repositioning 
after cyding in an MK19 weapon. 


Functioning: 


This cartridge is completely inert and non- 
functional. 


Tabulated Data: 





NSN 1310-01-154-6525- M2A1 Pack 
NSN 1310-01-159-3161- M 548 Pack 
NSN 1310-01-315-1636- PA-120 Pack 


Complete round: 
Type -----------------------------=-=- Dummy 


DUMMY CTG 


40 MM HIGH VEL M822 
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Weight ---------------------------- 
Length ---------------------------- 
Weapons used with ----------- 


Projectile: 


Body material ------------------ 


Color ------------------------------ 


Propelling charge: 


Cartridge case ------------------ 
Propellant ----------------------- 
Primer 2 ee 


Performance: 


Maximum range --------------- 
Muzzle velocity ---------------- 


Temperature Limits: 





Firing: 
Lower limit ---------------------- 
Upper limit ---------------------- 
Storage: 
Lower limit ---------------------- 
Upper limit ---------------------- 
M2A1 Pack: 
* Packing 7m 


“Packing Box-2 supplied: 
Weight ------ 
Dimensions ------------------ 


TM 43-0001-28 


Grenade 
Launcher, 


MK19, Mod 3 
Grenade 


Machine Gun 
Bar alloy alu- 


minum 
Gold w/black 
markings 


20 rounds, 2- 
10 rounds in 
linked belts 


29.0 Ib 
14.63 x 12.81 
x 9.13 in. 
0.99 cu ft 
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CARTRIDGE, 40-MILLIMETER: DUMMY, M922AI 





Type Classification: 


Std LCC-A, 31 Mar 93, 
MSR 04936031. 


Use 


This dummy cartridge is used as a drill round to 
tram users in handling ammunition and loading the 
MKI9 series grenade machine gun and the M129 
grenade launcher. 


Description: 


This cartridge is completely inert and simulates 
a loaded round of 40mm HE ammunition in size, 
shape, and weight. This fixed round is a one piece 
solid aluminum round. There is no separate car- 
tridge case. Four grooves allow easy repositioning 
of M16A2 link after being cycled through the weap- 
on. There is a hole in the base to prevent damage to 
the firing pin. The entire round is gold in color. 


Functioning: 


This cartridge is completely inert and nonfunc- 
tional. 


Tabulated Data: 


Complete round: 
Type 
Weight 
Length 
Weapons used with 


Projectile: 
Body material 
Color 


Propelling charge: 
Cartridge case.. 
Propellant 
Primer 

Performance: 
Maximum range 
Muzzle velocity 


Dummy 


350gr(0.771b) 


4.42 in. 

М129 40mm grenade 
launcher; MK19 Mod 
3 grenade machine 


gun 


Bar alloy aluminum 
Gold with black 
markings 


None 
None 
None 


N/A 
N/A 
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Temperature Limits: 





Firing: 
Lower limit N/A 
Upper limit N/A 
storage : 
Lower limit N/A 
Upper limit N/A 
M?AI pack: 
NSN 1310-01-369-4705 
Inner pack (metal box): 
NSN 8140-00-960-1699 
*Packing 20 rounds, 2-10 rounds 


in linked belts 
Packing drawing 


number 9362530 
Outer pack (wirebound box): 
NSN N/A 
*Packing box - 2 supplied: 
Weight Ib 
Dimensions 14.63 x 12.81 x 
9.13 in. 
cube 1 cu ft 


Total explosive weight N/A 
Field storage category A 
М2А1 metal container 


drawing number 1553296 
MS48 pack: 
NSN 1310-01-368-7104 
Inner pack (packing fillers): 
*Packing 48 rounds in linked 
belt 
Packing drawing 
number 9362543 
Quter pack (metal box): 
NSN 8140-00-739-0233 
*Packing box: 
Weight 60 Ib 
Dimensions 18-19/32 x 14-19/32x 
8-19/64 in. 
Cube 1.3 cu ft 


Total explosive weight N/A 
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Field storage category A 
M548 metal container 


drawing number 7258943 
PA120 pack: 
NSN 1310-01-369-1902 
Inner pack (packing fillers): 
*Packing 32 rounds in linked 
belt 
Packing drawing 
number 12928042 
Outer pack (metal box): 
NSN 8140-01-316-9143 
*Packing box: 
Weight 42 lb 
Dimensions 18.76 x 10.39 x 
6.36 in. 
Cube 0.7 cu ft 


Total explosive weight. N/A 
Field storage category A 
PA120 metal container 
drawing number 12564414 

*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 


Quantity-distance class.. N/A 
Storage compatibility 

group N/A 
DOT shipping class.. N/A 
DOT designation N/A 
DODAC 1310-B472 


Cartridge drawing number 12937903 
References: 


SB 700-20 

DOD Consolidated Ammunition Catalog 
TM 9-1010-230-10 

TM 9-1010-230-23&P 

TM 9-1300-25 1-20 

TM 9-1300-251-34 
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FUZE, BASE DETONATING: M58, PRACTICE 










^7. 
"A pUPU- 






FIRING PIN ER, 
lm imei. 
iL ГЕНА 
RESISTANCE RING ME 7 220 
AASA 


SLEEVE ASSEMBLY 
Type Classification: 
Std OTCM 37119 dtd 1959. 
Used: 





Base Detonating Fuze M58 Practice is 
used with target practice cartridges for 37mm 
subcaliber guns. 


Description: 


The fuze has a brass or steel body contain- 
ing the firing pin and a spring-loaded sleeve 
assembly. A resistance ring holds the tiring pin 
at the rear of the sleeve and away from the deto- 
nator prior to firing; there are no bore-safety 
provisions or external safety devices. The deto- 
nator is housed in a brass detonator holder 
forward of the firing pin. A brass or steel cap 
and aluminum washer close the forward end of 
the fuze. A hole is provided in the closing cap 
to allow detonator flashthrough. 


Functioning: 


Setback from weapon firing forces the 
resistance ring back over the shoulder of the fir- 
ing pin and into a groove near the back of' the fir- 
ing pin, locking the pin in a more forward posi- 
tion in the sleeve. During the flight of the 
projectile, the combined firing pin and sleeve 
assembly is held out of contact with the detona - 


BODY 





1.61 MAX 


AR 199946 


DETONATOR 


FLASH HOLE 


CAP 

y 

AR 199944 
tor by the sleeve compression spring. Upon 
impact, inertia of the sleeve and firing pin over- 


comes the spring and drives the pin into the det- 
onator. 


Tabulated Data: 


Type --——-- BD 
Weight --------------------------------- 0.29 Ib 
Length Overall ---------------------- 1.61 in. 
Thread size -------------------------- 1.02-1SN S-3 
(LH) 
Assembly Dwg. No.: 
Practice ---------------------------- 73-1-191 


Temperature Limits: 





Refer to complete round for upper and 
lower limits. 


Explosive Components: 





Detonator M18. 
Limitations: 

None. 
References: 
TM 9-1015-203-12 


TM 9-1025-200-12&P 
TM 9-1800-251-20 
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FUSE, BASE DETONATING: M62 SERIES 


PLUNGER ASSEMBLY 







HEAD 






ROTOR FIRING PIN 


Type Classification: 





Std AMCTC 4266 dtd 1966. 
Use: 


Base detonating fuzes of the M62 Series 
are the non-delay type. M62A1 is used with 
75mm and 105mm recoilless rifle with HEAT 
and HEP cartridges. The M62A2 is used with 
165mm guns with HEP cartridge. (The illustra- 
tion shows the M62A2). 


Description: 


The steel head of the fuze contains a sprin- 
gloaded inertial-type plunger assembly contain- 
ing the rotor-mounted firing pin. The firing 
pin is retained in the unarmed position by 
spring-loaded safety pins (not shown in illus- 
tration). The plunger assembly is contained in 
a steel housing and uses one compression 
spring. A detonator is located in a holder just 
forward of the plunger assembly. Bore safety is 
рае by a spring-loaded slider located 

etween the detonator and the booster lead 
charge. The slider functions as an interrupter 
in the unarmed position, but also carries a 
tetryl charge, aligned when the slider moves to 
the armed position, so the slider charge 
becomes a part of the detonator train. A tetxyl 
booster charge is retained in the base by a brass 
cup threaded over the fuze body. 


SLIDER SPRING 


BOOSTER LEAD CHARGE 


DETONATOR 


SLIDER CHARGE 


BOOSTER CUP 


BOOSTER CHARGE 


AR199947 


Centrifugal force withdraws the safety 
pins to permit the rotor to turn and align the fir- 
ing pin with the detonator. Centrifugal force 
also moves the slider transversely against the 
slider spring to align the slider charge between 
the detonator and the booster charge. 
Rotational speed required for slider arming is 
not less than 2350 rpm nor more than 3650 
rpm. During projectile flight the firing pin is 
held out of contact with the detonator by the 
plunger assembly spring. Upon impact, the iner- 
tia of the plunger overcomes the spring and 
drives the firing pin into the detonator to initi- 
ate the explosive train to the projectile. 


Difference Between Models; 





In fuze M62, the plunger assembly is con- 
tained in a light brass housing and uses two 
small compression springs. In fuze M62Al, a dif- 
ferent detonator is used. 


Tabulated Data: 





Туре ------------------------------------ BD 
Weight ---------------------------------- 1.27 Ib 
Length --------------------------------- 3.46 in. 
Thread size -------------------------- 1.5 in.-I2NS-I 
(LH) 
Assembly Dwg. No.: 
M62A2 --------------------------- 8886414 
M62A] ---------------------------- 73-2-168 
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Temperature Limits: 





Refer to complete round 
lower limits. 


Shipping and Storage Data: 





7-6 Change 1 


for upper and 


1390-N266 


Detonator 
M58, tetryl 
slider charge, 
tetryl booster 
lead charge, 
and tetryl 
booster charge. 


Limitations: 

None. 
References: 
TM 9-1300-251-20 
TM 9-2350-222-10-1 


TM 9-2350-222-10-2 
TM 9-2350-222-10-3 


Detonator 
M22, tetryl 
slider charge, 
tetryl booster 
lead charge, 
and tetryl 
booster charge. 
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FUZE, BASE DETONATING: M68 SERIES 


3.527 MAX. 








DETONATOR 
BOOSTER CHARGE 


BOOSTER HOLDER 


DELAY PELLET 


PRIMER HOLDER ASSEMBLY 


Type Classification: 
Std OTCM 36841 dtd 1958. 





Use: 


Base Detonating Fuzes M68 series are 
delay-action fuzes used with 90mm gun, APC-T 
cartridges. 


Description: 


Fuzes are of the sp inertia type, with- 
out bore-safe provision. The body of the fuze is 
threaded externally to fit the projectile base cav- 
ity, and is threaded internally to receive a 
booster holder assembly containing a tetryl 
booster charge and a detonator. The booster- 
holder assembly, in turn, is threaded inter- 
nally to receive a primer holder assembly con- 
taining a primer and black powder delay pellet. 
The firing pin is contained within the fuze body 
and is restrained prior to impact by a soft steel 
washer. The base of the fuze is threaded inter- 
nally to receive a tracer assembly. The tracer 
assembly is contained in the base of the fuze. 
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WASHER 


FIRING PIN 


TRACER ASSEMBLY 
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Functioning: 


The tracer composition in the base of the 
fuze is ignited by the flash of the propelling 
charge and provides a visible trace for at least 3 
seconds. There is no other action until impact, 
when the inertia of the firing pin breaks the 
soft steel washer, and the firing pin point 
strikes the primer. The primer flash ignites the 
black powder delay pellet. After a burning time 
of 0.01 second, the delay pellet ignites the deto- 
nator which fires the booster charge to deto- 
nate the filler the projectile. 


Difference Between Models; 


Fuze M68A1 is slightly larger but lighter 
than Fuze M68; otherwise the fuzes are identi- 
cal in design. 


Fuze M68 contains primer No. 26. 
Fuze M68A1 contains primer No. 31. 
M68 tracer is press fit. 

M68A1 tracer is threaded. 
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Tabulated Data: Temperature Limits: 
Refer to complete round for upper and 
T pe ----------------------------------- BD lower limits. 
eight: 
68A 1----------------- 1.44 Ib Explosive Components: 
M 68------------------ 1.56 Ib | 
Length Overall Primer No. 26 (M68), No. 31 (M68A1), 
M68A1 ------------------------------ 3.527 in. black powder delay pellet, Detonator M17, 
M68 --------------------------------- 3.46 in. tetryl booster Charge, and Tracer Assembly M5. 
Thread size ------------------------ 2.0 in.-LONS-1 
(LH) References: 
Assembly Dwg. No.: 
M68 series -------------------------- 73-2-181 TM 9-1300-251-20 
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FUZE, BASE DETONATING: M91 SERIES 


4.212 MAX 


DETONATOR 
SLIDER ASSEMBLY 
SLIDER SPRING 
DY 


BOOSTER LEAD 


BOOSTER CHARGE 


CUP BOOSTER 


CHARGE 


Type Classification: 
Std OTCM 37119 dtd 1959. 





Use: 


Base Detonating Fuzes M91 series are non- 
delay type used with HEAT-T cartridge in 
105mm howitzers and with HEP cartridge in 
106mm guns when tracer is required. 


Description: 


Fuzes of the M91 series consist of a steel 
head and body, brass booster cup, and a tracer, 
The head contains a spring-loaded plunger 
assembly with a rotor-mounted firing pin. The 
firing pin is retained in the unarmed position 
by spring-loaded safety pins. The body con- 
tains a detonator, a slider assembly with slider 
charge, a booster lead charge and a tetryl 
booster charge retained by a threaded cup. The 
tracer is contained in a steel or aluminum alloy 
cup threaded into the head. Bore safety is pro- 
vided by the spring-loaded slider. In the 
unarmed position the slider acts as an inter- 
rupter, but in the armed position the slider 
charge is aligned between the detonator and 
the booster lead charge to become part of the 
detonation train. 


Functioning: 


The tracer is ignited by the propelling 
charge and provides a luminous trace during 
the flight of the projectile. When projectile rota- 
tion speed after firing reaches at least 1700 
rpm, but less than 3600 rpm, centrifugal force 
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withdraws the rotor lock pins to permit the 
rotor to turn and align the firing pin with the 
detonator. Centrifugal force also moves the 
slider transversely against the slider spring to 
align the slider charge between the detonator 
and the booster lead charge. Rotational speed 
required for slider arming is not less than 2400 
rpm nor more than 3600 rpm. During projectile 

ight the firing pin is held out of contact with 
the detonator by the plunger assembly spring. 
Upon impact, the inertia of the plunger over- 
comes the spring and drives the firing pin into 
the detonator. 


Difference Between Models: 





Fuze M91 contains a M22 detonator and 
an integral press fit tracer. 

Fuze  M9IAI contains a M22 detonator 
and a M5A2BI tracer assembly. 

Fuze M91A2 contains a M58 detonator 
and a M5A2BI tracer assembly. 


Tabulated Data: 


Type ----------------------—------------- D 
eight ---------------------------------- 1.40 Ib 
Overall Length: 
M91A2 and М9ІАІ -------------- 4.212 in. 
M9] ---------------------------------- 4.11 in. 
Thread size ------------------------ 1,50 in.-12NS- 
1 (LH) 
Assembly Dwg. No: 
M91A2 «enn 8837308 
(Rev 4) 
MOLAL --------------------------- 73-2-239 
M9] ------------------------------- 73-2-239 
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Temperature Limits: 





Refer to complete round for upper and 
lower limits. 


Shipping and Storage Data: 
DODAC -------------------------------- CER 265 


UNO serial number ---------------- 0408 
UNO proper shipping name ----- Fuzes, detonat- 
ing 
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Explosive Components: 





Detonator M58 (M91A2): Detonator M22 
(M91 and M91A1); tetryl slider charge, tetryl 


booster lead charge, and tetryl booster charge. 
Limitations: 
None. 
References: 
TM 9-1015-203-12 
TM 9-1015-234-10 


TM 9-1300-251-20 
TM 9-2350-311-10 
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FUZE, BASE DETONATING: M534A1 





LOCKING SCREW 











DETONATOR 
RDX SH УУСГАХ 
BOOSTER \ ККУУ e : 
CHARGE N ШЕ] LI | P ko. ENG 
NE CZ 
CLOSING DISK N LE mL ИК AGE 
ЖЕНТЕК Әр Чар 
САР Ne pH YES 
КҮ: л 
N 7 


ÓN 
CHARGE SIA III IN DIS 


a: 
BOOSTER LEAD KW 


DISK ESCAPEMENT 
BOOSTER CUP 


Type Classification: 
Std OTCM 37930 dtd 1959. 
Use: 


Base Detonating Fuze М534А1 is used 
with HEP-T and W-T ammunition in 105mm 
guns. 


Description: 


The fuze has an aluminum body with a 
threaded base flange. A steel impact ball is 
housed in a sleeve near the rear of the fuze 
body. A spring-loaded striker assembly con- 
taining the firing pin is located just forward of 
the impact ball and is locked when in the un- 
armed oo by setback ins and a spin- acti- 
vated locking segment. The detonator and 
escapement mechanism is carried in a spin acti- 
vated delayed arming shutter ahead of the 
striker, and is out of line in the unarmed condi- 
tion. The booster lead charge and RDX booster 
charge are contained in a booster cup threaded 
into the forward end of the fuze body and the 
cup is closed with a threaded cap. 


Functioning: 


The fuze becomes armed when centrifugal 
force from projectile rotation moves the locking 
segment to the armed position (6000 to 8500 
rpm), thus releasing the striker assembly, and 
moves the delayed arming shutter to align the 
detonator with the firing pin (7000 to 8500 
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rpm). This delayed arming provides a safety dis- 
tance from the muzzle of at least 26 feet. Upon 
either impact or graze, the impact ball drives 
the striker and firing pin forward into the deto- 
nator. The detonator flash fires the booster lead 
charge and the booster charge to detonate the 
projectile. 


Tabulated Data: 


Type ----------------------------------- BD 

Weight ---------------------------------- 007 Ib 

Overall length ---------------------- 4.870 in. 

Assembly Dwg. No------------------ 8860724 

Thread size -------------------------- 1.8 in.-12UNS- 
2A (LH) 


Temperature Limits: 





Refer to complete round for upper and 
lower limits. 


Shipping and Storage Data: | 
DODAC -------------------------------- 1390-N252 


Explosive Components: 


Detonator M61, RDX booster lead charge, 
and RDX booster charge. 


References: 


TM 9-1300-251-20 


Change 1 7-11 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


THIS PAGE INTENTIONALLY LEFT BLANK 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


FUZE, BASE DETONATING: M578 








SLEEVE 


STRIKER 
ASSY 


Type Classification: 


Std AMCTC 3325 dtd 1965. 





Use: 


Base Detonating Fuze M578 is used with 
HEP ammunition fired from 105mm gun can- 
nons, 


Description: 


The fuze has a steel body. A steel impact 
ball is housed in the rear of the fuze body. A 
spring-loaded striker assembly containing the 
firing pin is located just forward of the impact 
ball and is locked when in the unarmed position 
by setback pins and a spin-activated locking seg- 
ment. The detonator and escapement me- 
chanism are carried in a spin-activated de- 
layed arming shutter ahead of the striker, and 
are out of line in the unarmed condition. The 
booster lead charge and RDX booster charge 
are contained in a booster cup threaded into 
the forward end of the fuze body. Earlier mod- 
els have slightly different exterior configuration. 


Functioning: 


The fuze becomes armed when centrifugal 
force from projectile rotation moves the lockin 
segment to the armed position (6000 to 8500 
rpm), thus releasing the striker assembly, and 
moves the delayed arming shutter to align the 
detonator with the firing pin (7000 to 8500 


DELAYED-aRMING BOOSTER 
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rpm). This delayed arming provides a safety dis- 
tance from the muzzle of at least 26 feet. U pon 
either impact or graze, the impact ball drives 
the striker and firing pin forward into the deto- 
nator. The detonator flash fires the booster lead 
charge and the booster charge to detonate the 
projectile. 


Tabulated Data: 





Type ------------------------------------ BD 

Weight -------------------------------- 1.876 Ib 

Overall length ----------------------- 4.38 in. 

Thread size -------------------------- 1.8 in.-12UNS- 
2A 

Assembly Dwg. No------------------ 8886434 


Temperature Limits: 





Refer to complete round for upper and 
lower limits, 


Explosive Components: 


Detonator M61, RDX booster lead charge, 
and RDX booster charge, 





Shipping and Storage Data: 
DODAC  -------------------------------- 1390-N 349 





References: 


TM 9-1300-251-20 
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FUZE, MECHANICAL TIME: M562 


= 013579 


FUZE, MT, М562 
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Type Classification: 
Std AMCTC 267 dtd 1962. 





Use: 


Fuze M562 is a mechanical time type used 
with 4.2-inch mortar illuminating cartridges. 


Description: 


The aluminum head is threaded into the 
bell housing under the lower cap. The rotatable 
lower cap has an exterior scale graduated in sec- 
onds from O to 100, plus a safety line stamped 
"S" The movement is a spring driven clock- 
work and escapement mechanism to provide 
the fuze functioning time desired. The steel 
body of the fuze contains a detonator near the 
top and a relay in a retainer at the base. A fuze 
setting line and vernier scale are inscribed on 
the exterior. 


Functioning: 


When the lower cap is rotated to set the 
time, the timing disk of the movement is 
rotated also by means of a setting pin lodged in 
an upraised lug on the disk. When the car- 
tridge is fired, setback causes a hammer spring 






LOWER CAP. 
SETTING PIN 
HAMMER 


SPRING 
LUG 


BELL 
HOUSING 


TIMING DISK 


DETONATOR M47 
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to strike the upraised lug, releasing the disk 
from the setting pin. Centrifugal force releases 
the detents (not shown) holding the timing 
movement. When the timing disk has rotated to 
the preset time, a notch in the disk engages the 
firing arm. The firing arm slides into the notch 
and turns, permitting the spring loaded firing 
pin to strike the detonator and initiate the explo- 
sive train. 


Tabulated Data: 





Type ------------------------------------ 
Weight ---------------------------------- 1.56 Ib 
Length: 
Visible ------------------------------ 3.76in 
Overall ------------------------------ 4.66 in. 
Thread size ------------------------ 2-12 UNS-1 
Assembly Dwg. No--------------- 10520791 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ 80°F (for not 
more than 3 
days) 
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Storage: (continued) 


Upper o A +160°F (for 
not more than 
4hr/day) 

#Packing aaa 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers 
in wirebound 
box 

*Packing Box: 

Weight emitidas 45.2 Ib 

Dimensions ------------------------ 14-7/8 x 12- 
13/16 x 9-1/4 
in. 

(aiii ee 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 





Quantity-distance class ----------- 1 

Storage compatibilty group ------ B,N&E 
DOT shipping class ---------------- C 

DOT designation -------------------- TIME FUZES 
DODAC -------------------------------- 1390-N283 


Explosive Components: 
Detonator M47 and Relay M7. 


References: 


TM 9-1300-251-20 
SC 1340/98-IL 
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FUZE, MECHANICAL TIME: XM563 SERIES 


y 


1-3 £95NX “LN 3204 


DETONATOR M4? 
RELAY M11 






CLOSING PLUG 


DETONATOR M87 WEIGHT SPRING 


Type Classification: 


LP AMCTC 8269 dtd 1971. 





Use: 


Mechanical time fuzes of the M563 series 
are used to function flechette-loaded 105mm 
Cartridge M546. 


Description: 


Mechanical Time M563 series fuzes are 
comprised of a solid aluminum head, a lower 
= assembly with time graduation in seconds 
which houses a setting pin and hammer spring, 
a fuze body which contains the clockwork tim- 
ing mechanism, the muzzle action feature, the- 
detonator-holder plug assembly and the vernier 
scale for accurate time settings to a tenth of a 
second. The lower cap time graduations con- 
tain an MA designation for muzzle action, a 1/2 
second setting for minimum downrange func- 
tioning, and whole-second increments for pre- 
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set downrange functioning. The vernier scale 
for fractional-second time settings and refer- 
ence zero-line time indication are contained on 
exterior of the body. Detonator M47 is posi- 
tioned directly under the timing movement fir- 
ing pin. The detonator holding plug assembly 
contains Detonator M87 centrally located below 
Relay M11 positioned in the closing plug. Be- 
tween Relay M11 and Detonator M87 two over- 
lapping centrifugally operated weights provide 
safety in handling. 


When the fuze is set, turning the lower 
cap rotates the timing disk proportionately by 
means of the setting pin, engaged in an 
upraised lug on the disk. Upon firing, setback 
forces the hammer spring to strike the upraised 
lug, releasing the timing disk from the setting 
pin. As projectile spin rate increases, centrifu- 
gal force releases the detents securing the tim- 
ing movement, and the timing disk begins to 
turn. At the same time, centrifugal force 
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causes the safety weights in the base of the fuze Overall ----------------------------- 5.264 in. 
to move aside to clear the detonation path Assembly Dwg. No. 
between Relay M11 and Detonator M87. When M 563-------------------------------- 10520688 
the disk has rotated for the preset time, the XM563E2 -------------------------- 10535651 
notch in the disk releases the firing arm. The XM 563E 1--------------------------- 8864490 
firing arm turns, moving the firing arm safety 
plate so that the firing pin strikes Detonator Temperature Limits: 
M47 to initiate the explosive train to the projec- 
tile. If muzzle action was selected, the fuze will Firing: 
function immediately as the projectile leaves Lower limit ------------------------ 40°F 
the muzzle. This is accomplished by the combi- Upper limit ------------------------ + 125°F 
nation of angular acceleration and setback Storage: 
forces releasing the alpha weights or setback Lower limit ------------------------ -80°F (for not 
pins depending on the fuze used, which in turn, more than 3 
releases the centrifugal weights exposing the days) 
notch in the timing disk activating the firing Upper limit ------------------------ + 160°F (for 
pin sequence for functioning of the M47 deto- not more than 
nator and initiation of the fuze explosive train. 4 hr/day) 
If another range was set, fuze function will Packing ----------------------------- Fuzes are 
occur so as to result in optimum flechette dis- assembled to 
persion for the range; for setting between 200 Cartridge 
and 500 meters, the fuze will function 100 M546 and are 
meters short of the range set. For longer range not packed as a 
settings up to 4400 meters, functioning will separate item 
occur 75 meters short of the range set. of issue. 
Difference Between Models: Explosive Components: 
Fuze XM563E1 has a larger timing disk Detonator M47, Relay M11, and Deton- 

than Fuze XM563E2. The muzzle action fea- ator M87. 
ture in Fuzes XM563E1 and XM563E2 is acti- 
vated by four alpha weights and two centrifugal Shipping and Storage Data: 
weights. In Fuzes XM563E3 and XM 563E 4, the 
alpha weights are replaced by four setback pins. DODAC  -------------------------------- 1390-N 261 
The M563 (XM563E4) differs from the 
XM563E3 in the escapement mechanism in Limitations: 
which an improved configuration of balance 
lever and spring is used. Overhead firing is prohibited, 

References 
Tabulated Data: 

TM 9-1015-203-12 
Type ------------------------------------ MT TM 9-1300-251-20 
Weight --------------------------------- 1.41 Ib TM 9-1015-234-10 
Length: SC 1340/98-IL 

Visible ---. 3.764 in. SB 700-20 
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FUZE, MECHANICAL TIME: M565 
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Type Classification: 
Std AMCTC 1874 dtd 1964. 





Use: 


Mechanical Time Fuze M565 is used to det- 
onate a variety of spin-stabilized projectiles for 
cannons of 105mm through 8-inch, except 
175mm, when superquick point detonating capa- 
bility is not a requirement. 


Description: 


The fuze consists of a solid steel head 
threaded into a steel lower cap containing the 
timing movement, and a steel body containing 
a detonator. A safety adapter containing a relay 
and a detonator in addition to an interrupter 
assembly is threaded into the base of the fuze 
body. The timing movement is a spring-driven 
clockwork mechanism secured in the unarmed 
position by setback pins and centrifugal 
detents. A time scale graduated from О to 100 
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seconds is inscribed on the rotatable lower cap, 
and a vernier scale to permit setting accuracy 
to 0.1 second appears on the base. The safety 
adapter interrupter mechanism in the base con- 
sists of two centrifugal weights which prevent 
alignment of the detonator with the relay until 
a safe arming distance of at least 200 feet from 
the muzzle is reached, 


Upon firing, setback causes the hammer 
sping to strike the upraised lug of the timin 
isk, flattening the lug and releasing the dis 
from the setting pin. When sufficient centrifu- 
gal force has developed, the detents holding the 
escapement lever of the movement assembly 
and the rotor of the delayed-arming safety 
adapter move outward, leaving the escapement 
components free to run. Simultaneously, cen- 
trifugal force actuates the arbor lock, which dis- 
engages from the arbor and thus releases the 
mainspring. As the mainspring drives the move- 
ment, the rate of rotation of the arbor and, 
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therefore, of the timing disk is governed by the 
escapement through the gear train. When the 
notch in the rotating timing disk reaches the 
upright of the firing arm, the firing arm turns 
permitting the firing pin safety plate to swing 
out from under the firing pin flange, allowing 
the firing pin to strike the detonator. 
Detonator M47 initiates the explosive train 
Шш: the relay and detonator to the projec- 
tile. 


Tabulated Data: 





(NAA MT 

Weight ------- nun. 2.05 Ib 

Length: 
Visible -----------...-............... 3.77 in 
Overall ------------------............ 5.276 in. 
Thread size ---........... 2.00 in. -12NS- 

1 (R) 

Assembly Dwg. No.--------...... 10522991 


Temperature Limits: 





Firing: 
Lower limit ----------------..--.-.- -40°F 
Upper limit ---------- un. +125°F 
Storage: 

Lower limit --.... -80°F for not 
more than 3 
days) 

Upper limit --------------.--------- +160°F (for 
not more than 
4 hr/day) 

“Packing rennen 8 fuzes in 
metal con- 


tainer; 2 con- 
tainers in wire- 
bound box 
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aching Box: 
eight ---------------...-.-.......... 54.6 Ib 
Dimensions nn. HRS x Y? 
13/16 x 9-1/8 
in. 
Cube ---------------.---.-......- 1.0 cu ft 


"NOTE: See DOD Consolidated Ammunition 
NODE for complete packing data including 
's. 


Shipping and Storage Data: 





Quantity-distance class ----------- 1.4 

Storage compatibility group ----- B 

DOT shipping class --.............. C 

DOT designation -------------....... TIME FUZES, 
HANDLE 
CAREFULLY 

DODAC ----------.--...--........... 1390-N248 

UNO serial number---------------- 0257 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





Detonator M47, Relay M11, and Deton- 
ator XM87. 


Limitations: 
None. 
References: 


SC 1340/98-IL 

TM 9-1300-251-20 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-2300-216-10 
TM 9-2350-311-10 
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FUZE, MECHANICAL TIME AND SUPERQUICK: M548 


5.256 





U 
AR 199905 


Type Classification: 
CON MSR 11756003. 
Use: 


Mechanical Time and Superquick Fuze 
M548 is a dual purpose type used with projec- 
tiles when a choice between timed and super- 
quick action is desired. 


Description: 


The fuze housing is a steel ogive composed 
of the head, lower cap, fuze body, and safety 
adapter. A po nt detonator assembly contained 
in the head consists of firing pin with support 
cup, a detent safety mechanism with adapter 
assembly, and a (SQ) detonator. The rotatable 
lower cap has a scale graduated from O to 100 
seconds and contains a hammer spring and hous- 
in. The fuze body contains a detonator and a 
relay. The body is inscribed on the exterior 
with a zero line and vernier scale for time set- 
tings. The movement assembly contained in the 
fuze body and lower cap is a spring-driven clock- 
work mechanism with a gear train to regulate 
the fuze timing. The safety adapter is threaded 
into the base of the fuze body and contains a 
delayed arming mechanism with a rotor. A det- 
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onator is situated in the rotor which holds the 
detonator out of alignment prior to arming, 


Setback upon weapon firing causes the 
hammer spring to strike an upraised lug on the 
timing disk and release the disk from the set- 
ting in. When projectile rotation develops 
enough centrifugal force, the detents holding 
the escapement lever of the movement assem- 
bly, and the detents holding the rotor of the 
Safety adapter move outward, releasing both 
movements. Centrifugal force also disengages 
the arbor stop lever (not shown) to release the 
mainspring, and the timing mechanism is 
started. The time required for the delayed arm- 
ing mechanism to complete rotor movement 
and arm the detonator provides at least 66 
meters (200 feet) safety arming distance from 
the muzzle. When the timing disk has rotated 
to the preset number of seconds, a notch in the 
disk engages a post on the firing arm. The arm 
turns to remove the firing pin safety plate and 
to permit the firing pin to strike the detonator 
which initates the detonation train through the 
relay and detonator to the projectile. If the tim- 
ing mechanism does not function properly, or if 
superquick action was preselected, the detona- 
tion train is initiated by the detonator in the 
point detonator assembly. 
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Tabulated Data: 


Туре ------------------------------------ MTSQ 
Weight ---------------------------------- 2.05 Ib 
Length: 
Visible ------------------------------ 3.761 in. 
Overall ------------------------------ 5.256 in 
Thread size ------------------------ 2-12NS-1 
Assembly Dwg. No--------------- 8596001 


Temperature Limits: 





Firing 
Lower limit ------------------------ - 40°F 
Upper limit ------------------------ + 125°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ + 160°F (for 
not more than 
4 hr/day) 

Packing ----------------------------- 1 fuze in fiber- 
board con- 
tainer; 8 con- 
tainers in 


metal can; 2 

metal cans in 

wirebound box 
*Packing Box: 


Weight ------------------------------ 54.6 Ib 

Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 9-1/8 
in. 

Cube --------------------------------- 10cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 


Quantity-distance class ----------- 1.4 

Storage compatibility group ----- B 

DOT shipping class ---------------- A 

DOT designation ------------------- TIME FUZES, 
HANDLE 
CAREFULLY. 

DODAC -------------------------------- 1390-N282 

UNO serial number ---------------- 0257 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 


Timed Action ------------------------ Detonator 
M47, 
Detonator 
M50, Relay M7 
and Detonator 
M49. 


Limitations: 


Premature functioning downrange may 
occur if fuze is fired in rainfall. 


To avoid accidental functioning of PD ele- 
ment, do not drop, roll, or strike fuzes under 
any circumstances, packaged, unpackaged, or 
assembled to projectiles; and do not strike 
fuzed round against breech of weapon. 


References: 


SC 1340/98-IL 

TM 9-2350-311-10 
TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-2300-216-10 
TM 9-1015-215-10 
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FUZE, MECHANICAL TIME AND SUPERQUICK: M564 





BOOSTER 
LEAD 
CHARGE 






BOOSTER CHARGE RELAY M7 








SAFETY ADAPTEA 
DELAY ARMING MECHANISM тоңо 


BODY 


Type Classification: 
Std AMCTC 268 dtd 1962. 


Use: 


Mechanical Time and Superquick Fuze M564 is 
used with 105mm, 155mm, and 8-in. projectiles when a 
choice between time and superquick action is desired. 


Dagatan 


The M564 fuze consists of head, cap, body, and 
delay arming mechanism (DAM). The head contains the 
point detonating assembly, consisting of the firing pin, 
support plate and two spin detents. The rotatable cap that 
has an engraved time scale graduated from 0 to 100 sec- 
onds (functional time range is from 2.0 to 100 seconds) 
contains the T103E1 Stab Primer, setting pin and ham- 
mer spring assembly. The cap and the forward portion of 
the body (that is engraved with a vernier scale and zero 
line for time settings) contain the timing movement that 


U 
AR 199933-B 


DETONATOR M47 


TIMING MOVEMENT TIO3E! STAB PRIMER 


FIRING PIN 






SO FIRING PIN 


SUPPORT CUP 


CAP 
AR-199932-A 


is basically a clock type mechanism for controlling the 
time of function. The movement assembly contains a 
trigger mechanism, firing pin and M47 Detonator. The 
rear portion of the body houses the M7 Relay and the 
DAM assembly with an КОХ (Comp A5) booster pellet. 
The DAM contains an MI7 detonator (out-of-line) and 
tetryl lead charge. 


Functioning: 


"The fuze is set by turning the cap clockwise which 
turns the movement timing disc proportionately by 
means of the setting pin engaged in a tab on the timing 
disc. Upon firing, setback deflects the hammer spring to 
strike the tab thus releasing the timing disc from the set- 
ting pin. As projectile spin rate increases, centrifugal 
force moves the detents securing the movement, and the 
timing mechanism begins to run. At the same time, cen- 
trifugal force starts the delay arming mechanism. The 
time required for arming will take the projectile at least 
66 meters (200 ft) from the Muzzle of the cannon. When 
the timing disc has rotated to the present time, a slot in 
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the timing disc aligns with the firing arm. The firing arm 
enters the slot, releasing the firing pin safety plate which 
releases the firing pin permitting the firing pin to strike 
the M47 detonator and initiate the explosive train 
through the relay. detonator, booster lead charge and 
booster charge to the projectile. In the event superquick 
action (fired as shipped. set on “S”) is desired or if the 
timing mechanism malfunctions, detonation will be ini- 
tiated by the SQ tiring pin striking the T103E1 stab 
primer on impact. 


Tabulated Data: 


Type ------------------------------------ MTSQ 
Weight — ----------------------------------- 2.10 Ib 
Length: 
isible ------------------------------ 3.75 in. 
Overall  ---- ----------- 5.966 in 
Thread size ------------------------- 2-12UNS-1A 
Assembly Dwg No. --------------- 10534285 


Temperature Limits: 





Firing: 
Lower Limit  ------------------------- 
Upper limit ------------------------ 


-40°F (-40°C) 
+125F: (+52°C) 


Storage: 

Lower limit ------------------------- -80°F (-62.2°C) 
(for a period of not 
more than 3 days) 
+160°F (+71.1°C) 
(for a period of not 
more than 4 hr/ 
day) 

X fuzes in metal 
containers, 2 con- 
tainers in wire- 


Upper limit ------------------------- 


*Packing  ------------------------------- 


hound box 
*Packing Box: 
Weight: ee 63.0 Ib 
Dimensions ------------------------- 14-5/8 x 12-13/16 
x 9-1/8 in. 
Cube--------------------------------- 1 cu ft 


*NOTE: See DODC Consolidated Ammunition Catalog 
for complete packing data including NSN's. 


Shipping and Storage Data: 


Storage class/SCG ----------------- 11 
DOT shipping class ------------------ A 
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DOT designation --------------------- DETONATING 
FUZES. (“LASS A 
EXPLOSIVES. 
HANDLE CARE- 
FULLY, DO NOT 
STOKE OK 
LOAD WITH 
ANY HIGH 
EXPLOSIVES. 

DODAC ------------------------------- 1390-N278 

UNO serial number ------------------ 0408 

UNO proper shipping name -------- Fuzes, detonating 


Explosive Components: 





Detonator M47, stab primer T103, Relay M7, Det- 
onator M17, tetryl booster lead charge, and RDX/Comp 
A5 booster charge. 


Limitations: 


Fuzes manufactured prior to January 1970 must be 
set for 90 seconds if super-quick (impact) action only is 
desired. Fuzes manufactured from January 1970 on. 
could be set on either “S” or “90 seconds" if superquick 
(impact) action is desired. However, current doctrine 
dictates that all M564 fuzes, regardless of manufacture: 
date. must be set on 90 seconds if superquick (impact) 
action is desired. 

Premature functioning may occur downrange 
when the fuzes are fired in rainfall. 

To avoid accidental functioning of PD element, do 
not drop, roll, or strike fuzes under any circumstances: 
packaged, unpackaged, or assembled to projectile. and 
do not strike round against breech of weapon. 


References: 


TM 9-1025-211-10 
B 700-20 

C 1340/98-IL 

M 9-1300-251-20 
M 9-2300-216-10 
M 9-1025-200-12&P 
9-1015-203-12 
9-1015-234-10 
9-1300-251-34 
9-2350-304-10 
43-0001-28-4 
43-0001-28-5 
43-0001-28-6 
43-0001-28-7 
43-0001-28-8 
43-0001-28-9 
43-0001-28-10 
9-2350-311-10 
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FUZE, MECHANICAL TIME AND SUPERQUICK: M577 SERIES 


5.26 MAX 





SAFE SEPARATION 
RELEASE, TRIGGER 


INTERLOCK PIN RENI 21/72 


222 
MULTI PURPOSE -T ^ 


LEAD 


SAFE SEPARATION 
DEVICE ASSEMBLY 


BODY 





TIMING SCROLL 
TIMING MECHANISM 


SETTING DIALS 


SETTING KEY 
SQ ELEMENT 
SCROLL FOLLOWER 
OGIVE 
SETBACK PIN : 
AR 199930 


Type Classification: 


M577 Standard A MSR_05736060 March 
73. M577A1 Standard A, MSR 06846012 J une 
84. M577 Standard B. MSR 06846012 J une 84. 


Use: 


Mechanical Time and Superquick (MTSQ) 
Fuze M577A1/M577 is used with 4.2-inch and 
105mm cartridges, and 155mm and 8-inch pro- 
jectiles. It is used with projectiles carrying pa - 
loads that are expelled during projectile flight 
(airburst). See_cartridge/projectile fuze combina- 
tion charts in| Appendix А | for current usage. 


Description: 


. , The fuze contains a mechanical clockwork 
timing mechanism that can be set to function 
at any time from 2 to 200 seconds. The fuze is 
set with M35 fuze setter or flat screwdriver. 





The setting key is at the nose of the fuze, and 
the time to be set is viewed on three dials 
through a window in the side of the ogive. The 
dial closest to the nose indicates hundreds of sec- 
onds, or a triangle for a non-time setting. The 
second dial indicates tens of seconds, and the 
third dial indicates seconds and tenths of sec- 
onds. All sound are made by reference to a 
hairline visible through the window 


The timing mechanism and point detonat- 
ing element are contained in the ogival nose 
section of the M577. The M577A1 does not con- 
tain the point detonating element, but rather 
utilizes the safe separation assembly as an iner- 
tial element to initiate impact function. On 
impact, the safe separation assembly slides for- 
ward and the detonator in the rotor is stabbed 
by the firing pin in the trigger mechanism. The 
safe separation device and trigger are contained 
in the fuze body. The timing mechanism and 
safe separation assembly are prevented from 
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ы before adequate projectile spin is 
attained by centrifugally operated lock pins and 
the centrifugal detents are further restrained 
by setback pins. The safety and arming mecha- 
nism includes a spin-activated rotor to block 
the detonation train prior to arming. 
Movement of the arming mechanism is inter- 
locked by a scroll fol- lower in the timing mecha- 
nism which also restrains the firing pin. 


The M577 fuze has an aluminum ogive 
with an anodized black coating and a steel 
lower body. The M577A1 fuze has a zinc ogive 
but earlier manufactured Al fuzes have black 
paint coated ogives while later manufactured 
A] fuzes have chromate finished (gold color) 
ogives. The M577A1 ogive also has different 
wrench slots though the same wrench is used. 
The lower body is aluminum with chromate coat- 
ing. 


Functioning: 


Setback and centrigual forces from 
weapon firing acting on spring, lock, and spin 
detents allow the fuze to arm and function at 
its preset time or if the setting is point detonat- 
ing, on impact with the target. The safe separa- 
tion device is designed to provide the safety and 
arming features of the fuze. A rotor, which car- 
ries a detonator, is held out of line with respect 
to the firing pin by two spin detents, and fur- 
ther restrained by the interlock in the trigger, 
A properly sequenced firing environment (set- 
back and spin) will actuate the interlock and 
detents allowing the rotor to rotate to the in- 
line (ARMED) position. When the setting is 
point detonating (<98) or for a time less than 4 
seconds, the rotor is released almost immedi- 
ately. However, when set for a longer time, the 
rotor is not released by the interlock until 
approximately 3 seconds before the set time, 
thus providing overhead safety (because of this 
delay, when the fuze is set for airburst and the 
projectile impacts before the time setting, the 
fuze may not function). Motion of the rotor is 
controlled by a runaway escapement with its 
arming distance dependent on the subjected 
spin rate. Spin rate is a function of the charac- 
teristics of the weapon/propelling charge combi- 
nation. 


A difference in functioning must be noted 
in the point detonating mode between the 
M577A1 and the M577. On impact, a point deto- 
nating element in the nose initiates the 
explosive train of the M577 fuze. For the 
M577A1 fuze, on impact the safe separation 
device will shale forward and the rotor detona- 
tor will be stabbed by the firing pin in the trig- 
ger mechanism to activate the explosive train of 
the fuze. 
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Tabulated Data: 





NON + ete 1390-00-805- 
0692 
Туре ------------------------------------ MTSQ 
eight --------------------------------- 1.41 Ib 
Lengt 
x Шема дын ннен. 3.77 in, 
Overall ------------------------------ 5.28 in. 
Assembly Dwg. No, ------------- М577А1- 
9352381 


М577-9236500 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -35°F 
Upper limit ------------------------ + 145°F 
Storage 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ + 165°F 


Method -------------------------------- Setback and 
spin 
Fully armed -------------------------- 2-4 see/before 
set time 
Rotation: 
Non-arm --------------------------- 16.7 rps 
Arm ---------------------------------- 30 rps 
Setback 
Non-arm --------------------------- 300 G 
Arm ---------------------------------- 600 G 
*Packing --------------------------- 8 fuzes in 
metal contain- 
ers in wire- 
bound box 
*Packing Box: 
Weight ------------------------------ 43.8 Ib 
Dimensions ------------------------ 14-5/8 x 12-13/ 
16 x 9-1/8 in. 
Cube --------------------------------- 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





M577 Hazard class/division and 
storage compatibility group -- 1.4 D 
M577A1 Hazard class/division 
and storage compatibility 


Explosive 

DOT designation -------------------- COMBINAT- 
ION FUZES- 
HANDLE 
CAREFULLY 

DODAC ------------------------------- M577A1/M577- 
1390-N285 

UNO serial number --------------- 0410 

UNO proper shipping name ----- Fuzes, detonat- 
ing 
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Explosive Components: 





M577: 
Detonator M55, Detonator M94 


MILD Detonating Fuze Lead, 
Multipurpose (РА510) 


М577А1: 
Detonator M94 


Lead, Multipurpose (РА510) 
Limitations: 


For point detonating function, a minimum 
impact velocity equivalent to 450 fps against 
1/8-inch steel plate is required, The fuze may 
not function or may function on impact if set 
for a time-to-airburst shorter than required for 
arming. 


References: 


SC 1340/98-IL 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-215-10 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-2350-257-10-1 
TM 9-2350-304-10 
TM 43-0001-28-4 
TM 43-0001-28-5 
TM 43-0001-28-6 
TM 43-0001-28-8 
TM 43-0001-28-9 
TM 43-0001-28-10 


TM 43-0001-28 
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FUZE, MECHANICAL TIME AND SUPERQUICK: M582 SERIES 
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Type Classification: 


M582 Standard A, MSR 05736060 March 
73. M582A1 Standard A, MSR 06846012 J une 
84. M582 Standard В, MSR 06846012 ) une 84. 


Use: 


Mechanical Time and Superquick (MTSQ) 
Fuze M582A1/M582 is used with the 105mm 
howitzer conventional cartridges HE, M 1: 
HERA, M548; and WP Smoke M60 series. It is 
used with the 155mm howitzer projectiles HE, 
M107; HERA, M549/M549A1; and both the 
M110 Agent and WP Smoke. It is also used 
with the 8-inch projectiles HE, M 106 and 
HERA, M650. 


Description: 


The fuze contains a mechanical dockwork 
timing mechanism that can be set to function 
at any time from 2 to 200 seconds. The fuze is 
set with M35 fuze setter or flat screwdriver. 
The setting key is at the nose of the fuze, and 
the time to beset is viewed on three dials 


through a window in the side of the ogive. The 
dial closest to the nose indicates hundreds of sec- 
onds, or a triangle for a non-time setting. The 
second dial indicated tens of seconds, and the 
third dial indicates seconds and tenths of sec- 
onds. All settings are made by reference to a 
hairline visible through the window. The M582 
series MTSQ fuze is the same as the M577 
series fuze except that it contains a 
Composition A5 booster pellet and cap. 


The timing mechanism and point detonat- 
ing element are contained in the ogival nose 
section of the M 582. The M582A1 does not con- 
tain the point detonating element, but rather 
utilizes the safe separation assembly as an iner- 
tial element to initiate impact function. On 
impact, the safe separation assembly slides for- 
ward and the detonator in the rotor is stabbed 
by the firing pin in the trigger mechanism. The 
safe separation device and trigger are contained 
in the fuze body. The timing mechanism and 
safe separation assembly are prevented from 
operating before adequate projectile spin is 
attained by centrifugally operated lock pins, 
and the centrifugal detents are further 
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restrained by setback pins. The safety and arm- 
ing mechanism includes a spin-activated rotor 
to block the detonation train prior to arming. 
Movement of the arming mechanism is inter- 
locked by a scroll follower in the timing mecha- 
nism which also restrains the firing pin. 


The M582 fuze has an aluminum ogive 
with an anodized black coating and a steel 
lower body. The M582A1 fuze has a zinc ogive, 
Earlier manufactured Al fuzes have black 
paint coated ogives while later manufactured 
Al fuzes have chromate finished (gold color) 
ogives. The M582A1 ogive also has different 
wrench slots though the same wrench is used. 
The lower body is aluminum with chromate coat- 
ing. 


Functioning: 


Setback and centrifugal forces from 
weapon firing acting on spring, lock, and spin 
detents allow the fuze to arm and function at 
its preset time or if the setting is point detonat- 
ing, on impact with the target. The safe separa- 
tion device is designed to provide the safety and 
arming features of the fuze. A rotor, which car- 
ries a detonator, is held out of line with respect 
to the firing pin by two spin detents, and fur- 
ther restrained by the interlock in the trigger. 
A шоу sequence firing environment (set- 
back and spin) will actuate the interlock and 
detents allowing the rotor to rotate to the in- 
line (ARMED) position. When the setting is 
point detonating (< 98) or for a time less than 
4 seconds, the rotor is released almost immedi- 
ately. However, when set for a longer time the 
rotor is not released by the interlock until 
approximately 3 seconds before the set time, 
thus providing overhead safety (because of this 
delay, when the fuze is set for airburst and the 
projectile impacts before the time setting, the 
fuze may not function). Motion of the rotor is 
controlled by a runaway escapement with its 
arming distance dependent on the subjected 
spin rate. Spin rate is a function of the charac- 
teristics of the weapon/propelling charge com- 
bin-ation. 

A difference in functioning must be noted 
in the point detonating made between the 
M582A1 and the M582. On impact, a point deto- 
nating element in the nose initiates the 
explosive train of the M582 fuze. For the 
M582A1 fuze, on impact the safe separation 
device will shale forward and the rotor detona- 
tor will be stabbed by the firing pin in the trig- 
ger mechanism to activate the explosive train of 
the fuze. 


Tabulated Data: 





NSN aaa 1390-01-159- 
044 

jj pe MTSQ 

Weight --------------------------------- 1.51 Ib 
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Length: 
Visible ------———--—-----2--- 3.77 in 
Overall ----------------------------- 5.819 in 
Assembly Dwg. No. ------------- М582А1- 
9352382 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -35°F 
Upper limit ------------------------ + 145°F 
Storage: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ + 165°F 
Arming Data: 
Method --------------------------------- Setback and 
spin 
Fully armed -------------------------- 2-4 sec before 
set time 
Rotation: 
Non-arm ---------------------------- 16.7 rps 
M ann 30 rps 
Setback: 
Non-arm --------------------------- 300 G 
Arm ---------------------------------- 600 G 
#Packing ---------------------------- 8 fuzes in 
metal 


container; 2 

containers in 

wirebound box 
#Packing Box: 


Weight ------------------------------ 43.8 Ib 
Dimensions ----------------------- 14-5/8 x 12-13/ 

16x 9-1/8 in. 
Cube --------------------------------- 1.0 cu ft 


NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 


M582A1, M582 Hazard class/ 
division and Storage 
Compatibility Group ------------ 11D 

DOT shipping class ---------------- Class A 
Explosive 

DOT designation -------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES. 

DODAC -------------------------------- M582A1/1390- 
N286 

UNO serial number --------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 





Explosive Components: 





M582: 


Detonator M55, Detonator M94 Booster 
Standard Comp A-5 MILD Detonating Fuze 
Lead Multipurpose (PA510). 


М582А1: 


Detonator M94 Booster Standard Comp А- 
5 Lead, Multipurpose (PA510). 


Limitations: 


For point detonating function, a minimum 
impact velocity equivalent to 450 fps against 
1/8-inch steel plate is required. The fuze may 
not function or may function on impact if set 
for a time-to-airburst shorter than required for 
arming. 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


The M582 series fuze is authorized for fir- 
ing with the 8-inch, M650 projectile in the 
rocket-off mode only. 


References: 


SC 1340/98-IL 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-2350-304-10 
TM 43-0001 -28-4 
43-0001 -28-5 
43-0001 -28-6 
43-0001 -28-7 
43-0001 -28-8 
43-0001 -28-9 
M 43-0001-28-10 
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FUZE, MECHANICAL TIME AND SUPERQUICK: M776 


STRIKER 


FUZE SETTER 


SAFETY WIRE 
PIN 


SETBACK SLEEVE 
LOCK SPRING 





Type Classification: 





Std Sep” 87. 
Use: 


This fuze is used on the 60mm illumina- 
tion cartridge, M721. 


Description: 


The fuze is designed for a base ejection 
type round. The fuze has a mechanical arm- 
ing/timing device and a black powder expulsion 
charge. The fuze can be set to function 
between 6 to 52 seconds of flight. 


Functioning: 


Upon setting of fuze, the setback sleeve is 
locked in place by the safety wire/pin. Removal 
of the salat pin allows the setback sleeve to 
move rearward. Setback force retracts the set- 
back sleeve when the fuzed cartridge is pro- 
pelled up the mortar barrel. The retracted set- 
back sleeve allows the locking balls to move in- 
ward and the setback р to move rearward. А 
V-spring locks the setback pins in the rearward 
position. The escapement lever and gears of the 
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mechanical arming/timing device are released. 
The gears rotate the rotor release shaft. 
During setback, the firing pin is driven tempo- 
rarily rearward into a blind hole in the rotor: 
this prevents the rotor from being prematurely 
released until the cartridge has left the mortar 
barrel. The rotor is released when the grooves 
in the setback pins are aligned with the flange 
of the rotor and the end of the rotor release 
shaft is disengaged from the slot in the rotor. 
The rotor rotates to the armed position where 
the detonator is aligned with the firing pin. 
The mainspring turns the mainspring barrel. 
The release lever disengages from the firing 
lever, when the firing lever engages a slot In the 
mainspring barrel. Disengagement of the 
release lever from the firing lever allows the 
striker to impact the firing pin. The firing pin 
stabs the detonator. The detonator initiates the 
black powder expulsion charge. The expulsion 
charge ejects the payload. The time of ejection 
can he set/varied prior to firing by rotating the 
head of the fuze: this adjusts the starting posi- 
tion of the firing lever (relative to the slot in 
the mainspring barrel) and the required degree 
of rotation. The fuze functions on impact 
should the timing device fail or the set time 
exceed the time of flight. 
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Tabulated Data: 
M776 Fuze. 


Complete Round: 
Type ------------------------------- 


Thread size ------------------------ 
Intrusion 


Drawing number uulan 


Temperature Limits; 


Storage: 
Lower 


7-44 Change 1 


Mechanical 
time super- 
qui ck 

0.50 Ib 

(0.23 kg) 

3,44 in. 

(8.77 cm) 
1.5-12UNF-IA 
1.08 in. (2.74 


cm) 
12361000 


-50°F (-45.5°C) 
+145°F 
(+ 63°C) 
-50°F (-45.5°C) 
(for a period of 


not more than 
3 days) 





Upper ------------------------------- + 160°F 
(+71.1C°) (for 
a period of not 
more than 4 
hr/day) 
Shipping and Storage Data 
DOD hazard саѕѕ............... (04) 1.2 
Storage compatibility group ---- B 
DOT shipping class ............ C 
DOT designation ....... .... DETONA- 
TING FUZE - 
CLASS A 
EXPLOSIVE - 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY 
IVE 
DODAC ——— 1390:00? р 
Limitations: 
None. 
References: 


TM 9-1010-223-10 
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FUZE, MULTI-OPTION: M734 
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Type Classification: 
Standard, MSR 01786006. 
Use: 


Multi-Option Fuze M734 is designed to pro- 
vide a selectable function capability for use 
with mortar cartridges. The four settings are 
PRX (Proximity), NSB (Near Surface Burst), 
IMP (Impact), and DLY (Delay). 


Description: 


Externally, the fuze consists of a head 
which may be rotated for option selection rela- 
tive to a base which is rigidly screwed into the 
projectile. Markings PRX, NSB, IMP and DLY 
are on the head and the corresponding index 
line on the base. The two-piece fuze head con- 
sists of a plastic ogive containing the electronic 
assembly, rigidly attached to an aluminum 
ogive base containing the turbine alternator 
(T/A). The aluminum fuze base contains the 
safety and arming assembly (S&A). 





U 
AR 101757 


Functioning: 


Two distinct gun firing signals are 
required to arm the fuze: (1) Setback accelera- 
tion for the time duration of in-bore travel of 
the projectile and (2) travel through the air at 
projectile velocity for more than a minimum dis- 
tance. Acceleration time is measured by a zig- 
zag setback device in the S&A before dis- 
engaging from the S&A rotor. Air velocity- 
distance is measured by airflow through ports 
in the ogive which rotate the turbine of the 
T/A. A predetermined number of turns 
through a mechanical ear reduction unscrews 
a jackscrew lock from the S&A rotor. An inter- 
lock between zigzag setback device and gearing 
ee spurious air turbine rotation Cs. 
lowing hard into inlet hole). Once released by 
both locks, the spring-driven rotor turns 180 
degrees to armed position, aligning explosive ele- 
ments and connecting the electric detonator to 
the electronics. 
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The T/A is also an electrical generator 
which powers fuze electronics. Voltage (v) and 
frequency (f) of T/A output depend on velocity 
of the fuze through the air. The fuze electronics 
monitor voltage and frequency to provide a fuze 
electrical-function delay, additional to and 
greater than the mechanical arming delay. 


Multi-Option Functioning: 





The three function modes PRX, NSB and 
IMP are electrical and detonate the fuze 
through the electric, detonator in the S&A. 
DLY function is completely mechanical and is 
always available after arming, thereby serving 
as Bangaan for all electrical functions. PRX pro- 
vides airburst detonation (mean HOB 3 to 13 
ft) for maximum fragmentation spread, NSB is a 
desensitized PRX (mean НОВ 0 to 3 ft) for near- 
contact bursts. IMP is by closure of an electri- 
cal impact switch, airburst capability being sup- 
pressed. Fuze electronics automatically provide 
cascading functionability in descending order, 
should the set function not receive sufficient sig- 
nal to trigger. Examples: Set PRX, M734 could 
also function NSB or IMP (and of course DLY); 
Set NSB, M734 could function IMP (and DLY). 
Only in DLY setting is there no backup. 


Tabulated Data: 


Type ------------------------------------ Multi-Option 
(PRX, NSB, 
IMP, DLY) 
Weight --------------------------------- ee Ib + 0.03 
Length: 
Visible ------------------------------ 2.605 in, 
Overall ----------------------------- 3.715 in. max 
Intrusion --------------------------- 1.110 max 
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Thread size ------------------------ 1.50-12 
UNF-IA 
Assembly Dwg. No --------------- 11723100 


Temperature Limits: 








Firing: 
Lower limit ------------------------ -50°F (-45.5°C) 
Upper limit ------------------------ + 145°F 
(+63°C) 
Storage: 
Lower limit ----------------------- -50°F (-45.5°C) 
Upper limit ------------------------ +160°F 
(+71.1°c) 
Packing: | 
Not a аав issued item, component of 
cartridge, 60 , HE M720. 
Shipping and Storage Data: 
Storage class/SCG ----------------- 1.4 B 
DOT shipping class ---------------- A 
DOT description ------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLO- 
SIVES 
DODAC -------------------------------- 1390-N288 
Limitations: 
None 
References 


SC 1340/98-IL 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1010-223-10 
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FUZE, POINT DETONATING: M8 


16.258 MAX 





DETENT LOCK PIN 


DETONATOR 
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STRIKER SPRING 


BURSTER TUBE LOCK PIN 


SLIDER 


Type Classification: 


Std OTCM 36841 dtd 1958. 





Use: 


Point Detonating F uze M8 is a superquick 
action impact fuze used with 4.2-inch mortar 
gas and smoke cartridges. 


Description: 


The aluminum body of the fuze contains a 
spring-loaded striker at the nose mounted 
within a movable circular retainer. The strik- 
er and integral firing pin are retained in the 
unarmed position by a shear wire (not shown in 
illustration) and a removable safety pin. 


Two safety balls are positioned by detents 
between the striker and the retainer. A slider 
containing the detonator and designed to posi- 
tion the detonator in line with the firing pin is 
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mounted transversely in the fuze body and is 
secured by a setback pin. A hole or slot is pre- 
sent in the retainer of some fuzes for viewing 
position of the safety balls. A 14-inch long 
burster tube is threaded into the base of the 
fuze. 


The safety pin is pulled from the fuze just 
prior to firing. Upon firing, as the cartridge 
moves up the barrel, the retainer, acted upon 
by setback, breaks the shear wire positioning a 
slot in the retainer wall to accept the safety 
balls. Centrifugal force moves the safety balls 
into this detent, and this movement assists the 
striker spring in forcing the striker forward 
about 1/4-inch to armed position. The firing 
pin on the lower end of the striker is with- 
drawn from a hole in the slider. At the same 
time, setback from firing withdraws the set- 
back pin from the slider. Centrifugal force 
causes the slider to move outward until a 
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shoulder contacts a stop on the fuze body, and 
another setback pin, also activated by centri- 
fugal force, locks the slider in armed position. 
The detonator is now aligned with the firing 
pin, and detonation of the projectile will be 
superquick action at impact. 


Tabulated Data: 


Type ---——-—-———---—---—---——--—-------———-- 

Weight MM 1.90 Ib 

Length: 
Visible ------------------------------ 2.15 in. 
Overall mm 16.25 in. 
Thread size ------------------------ 1.7-14N S-2A 
Assembly Dwg. No--------------- 73-2-311 


Temperature Limits: 





Refer to complete round upper and lower 
limits. 
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Shipping and Storage Data: 








DODAC  -------------------------------- 1390-N 335 

UNO serial number ---------------- 0107 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





Detonator and tetryl burster tube. 


Limitations: 
None. 


References: 


TM 3-1390:357-38 
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FUZE, POINT DETONATING: M9 


6.87 MAX 





DETONATOR 


LEAD CHARGE 


BOOSTER 
SPRING 


SETBACK PIN 


Type Classification: 





Std OTCM 36841 dtd 1958. 
Use: 


Point Detonating Fuze M9 is a superquick 
action impact fuze used with 4.2-inch mortar 
HE cartridges. 


Description: 


The aluminum body of the fuze contains a 
spring-loaded striker at the nose mounted 
within a movable circular retainer. The strik- 
er and integral firing pin are retained in the 
unarmed position by a shear wire (not shown in 
illustration) and a removable safety pin. Two 
safety balls are positioned by detents (not- 
shown) between the striker and the retainer. A 
slider containing the detonator and designed to 
position the detonator in line with the firing 
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pin is mounted transversely in the fuze body 
and is secured by a setback pin. A hole Or slot 
is present in the retainer of some fuzes for view- 
ing position of the safety balls. A 4-inch long 
tetryl booster is threaded into the base of the 
fuze. 


Functioning: 


The safety pin is pulled from the fuze just 
prior to firing. Upon firing and as the cartridge 
moves up the barrel, the retainer. actecd upon 
by setback, breaks the shear wire and positions 
a slot in the retainer wall to accept the safety 
balls. Centrifugal force moves the Safety balls 
into this detent, and this movement assists the 
striker spring in forcing. the striker forward 
about l/4-inch into armed position. The firing 
pin on the lower end of the striker is with - 
drawn from a hole on the slider. At the 
same time, setback from firing withdraws the 
setback pin from the slider Centrifugal force 
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causes the slider to move outward until а shoul- 
der contacts a stop on the fuze body, and 
another pin, also activated by centrifugal force, 
locks the slider in armed position. The detona- 
tor is now aligned with the firing pin, and 
detonation of the projectile will be on super- 
quick action at impact. 


Tabulated Data: 


Type ---------—----------------------- 
Weight ------------------------------ 0.98 Ib 
Length: 
Visible --------------------------- 2.16 in. max 
Overall --------------------------- 6.87 in 
Thread size ------------------------ 1.7-14NS-2A 
RH 
Assembly Dwg. No. ------------- 73-2-312 


Temperature Limits: 


Refer to complete round for upper and 
lower limits. 
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Packing: 


See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN'S. 


Explosive Components: 





Detonator and tetryl booster. 


Limitations: 


None. 


References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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FUZE, POINT DETONATING: MK27 





2.45 MAX 


BOOSTER LEAD CHARGE 


BOOSTER CHARGE 





OTOR ASSEMBLY 


FIRING PIN DETENT 


Type Classification: 
Std OTCM 37119 dtd 1959. 





Use: 


Point Detonating Fuze MK27 is of the 
superquick type designed to function on light 
impact. The fuze is used with 40mm gun HE 
ammunition. 


D escription: 


The fuze has a one-piece aluminum body 
containing a striker in the nose to drive a firing 
pin. The firing pin is held by two spring-loaded 
detent pins. A n (ee rotor containing the 
detonator is axially in line with the firing pin. 
The rotor housing restricts rotor movement to 
the transverse axis of the fuze. The detonator 
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is held out of line until arming by two spring- 
loaded pins which lock the rotor m position. A 
base plug containing the booster lead charge 
mue charge is threaded into the base of 
the fuze. 


Functioning: 


Upon firing, as the speed of rotation 
becomes sufficient, centrifugal force withdraws 
the detent pins from the firing pin and from the 
rotor against the resistance of the pin springs. 
U pon release from the detent pins, the rotor 
revolves to align the detonator with the firing 
pin and with the booster lead charge. Upon 
impact, the striker drives the firing pin intothe 
detonator. Detonator action is transmitted 
through the booster lead charge and booster 
charge to explode the projectile. 
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Tabulated Data: 





Type ------------------------------------ 
Weight --------------------------------- 0.22 Ib 
Length: 
Visible ------------------------------ 1.9 in. 
Overall ----------------------------- 2.45 in. 
Thread size ------------------------ 1.18-14NS-2 
Assembly Dwg No. ------------- 300423 (Navy) 


Temperature Limits: 


See complete round for upper and lower 
limits. 


Shipping and Storage Dat a: 


DODAC -------------------------------- 1390-N345 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 
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Packing: 
See DOD Consolidated Ammunition 


Catalog for complete round, for complete pack- 
ing data including NSN's. 


Explosive Components: 





Detonator MK18 Mod О, tetryl booster 
lead charge and tetryl booster charge. 


Limitations: 


None, 


References: 


TM 9-1300-251-20 
TM 43-0002-33 
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FUZE, POINT DETONATING: M48 SERIES 


4.59 MAX 
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Type Classification: 


Std OTCM 36841 dtd 1958 OBS MSR 
11756003 (M48A3). 


Use: 


The M48 series point detonating fuzes 
offer selection between superquick or 0.05 sec- 
ond delay action, and are used primarily to deto- 
nate Smoke, WP ammunition in calibers 75mm, 
90mm and 4.2-inch. 


Description; 


The M48 series fuzes have a PD head 
assembly containing a firing pin held in posi- 
tion by a firing pin support which prevents ini- 
tiation of Detonator M24 until impact. The fuze 
body contains an MI delay plunger assembly 
and an interrupter assembly with a setting 
sleeve which provides a means of setting or 
selecting fuze PD (Super Quick Action) or delay 





AR199987 
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functioning The delay plunger assembly 
includes a firing pin and Delay Element M2. 
The delay element includes Primer M54, a 
black powder delay charge and Relay M7. The 
delay plunger assembly of the M48A2 fuze 
comes with delay times of 0.05 seconds or 0.15 
seconds, the time delay being stamped on the 
fuze body. The head assembly is attached to 
the body by means of the flash tube which also 
positions the fuze windshield or ogive. The 
ogive is a thin-walled steel stamping utilized to 
provide an aerodynamic shape to the fuze. 


Functioning: 


No action occurs until after the projectile 
has left the muzzle of the cannon, when Centri- 
fugal force withdraws the flash tube inter- 
rupter if SQ action has been selected, thus open- 
ing the flash tube. At the same time, the delay 
plunger is armed in preparation for impact by 
centrifugal withdrawal of the plunger lock pins. 
Upon impact, the superquick firing pin is 
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driven against Detonator M24, exploding the 
projectile if the SQ mode has been selected. 
Should the superquick element fail, the delay 
train is also armed and will serve to detonate 
the projectile, thus avoiding a dud. When the 
fuze has been preset for delay the superquick fir- 
ing pin and detonator still function but have no 
effect, because the flash tube interrupter is pre- 
vented from moving, and functioning is solelv 
the result of the delay element. 


Difference Between Models: 





M48A2 --------------------------------- Mfg. w/sepa- 
rate delay set- 
tings; either 








0.05 or 0.15 
second 
M48A3 --------------------------------- One delay 
setting, 0.05 
second 
Tabulated Data: 
Type ------------------------------------ PD 
eight | ---------------------------------- 1.41 Ib 
M48A3E2------------------------------ 1.63 Ib 
Length: 

Visible ------------------------------ 3.74 in 

Overall ------------------------------ 4.59 in. 

M48A3E2 -------------------------- 4.55 in. 

Assembly Dwg. No. 
M48A2 ------------------------------ 8798219 
M48A3E2 --------------------------- 9231837 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ + 125°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ + 160°F (for 
not more than 
4 hr/day) 
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*Packing --------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in wire- 


bound box 
*Packing Box: 
Weight ------------------------------ 66 Ib 
Dimensions ------------------------ 14-5/8 x 12- 
13/16 
x 9-1/8 in. 
Cube --------------------------------- 1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. Fuzes may be supplied in assembly 
with ammunition. 


Shipping and Storage Data: 





Quantity-distance class ---------- 3 

Storage compatibility group ----- B 

DOT shipping claas ---------------- С 

DOT designation ------------------- PERCUSSION 
FUZES 

DODAC ------------------------------- 1390-N318 

UNO serial number ---------------- 0257 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





SQ Action ---------------------------- Detonator M24 
Delay Action ------------------------- Primer, black 
powder delay 


charge, Relay 
M7 


Limitations: 
None. 

References: 

TM 9-1300-251-20 


SC 1340/98-IL 
SB 700-20 
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FUZE, POINT DETONATING: M51A5 


5.93 MAX 





BOOSTER DELAY MECHANISM 
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Type Classification: 
Std OTCM 36841 dtd 1958. 
Use: 





Point Detonating Fuze M51A5 is a selec- 
tive, superquick or 0.05 second delay impact 
fuze used to detonate HE ammunition in cali- 
bers 75mm through 105mm. 


Description: 


The M51A5 fuze consists of Fuze M48A3 
assembled with the M21A4 booster. The fuze 
PD head assembly contains a firing pin held in 
osition by a firing pin support which prevents 
Initiation of Detonator M24 until impact. The 
fuze body contains an M1 delay plunger assem- 
bly and an interrupter assembly with a setting 
sleeve which provides a means of setting or 
selecting fuze PD (Super Quick Action) or delay 





AR 199985 


DELAY PLUNGER 


ASSY M1 


DETONATOR M24 
FIRING PIN 


SUPPORT 
SQ FIRING 
PIN 
INTERRUPTER 
DELAY FIRING PIN AR199984 


functioning. The delay plunger assembly 
includes a firing pin and Delay Element M2. 
The delay element includes Primer M54, a 
black powder delay charge and Relay M7. The 
head assembly is attached to the body by means 
of the flash tube which also positions the fuze 
windshield or ogive. The ogive is a thin-walled 
steel stamping utilized to provide an aerody- 
namic shape to the fuze. The M21A4 booster 
consists of a brass booster body having ex- 
ternal (male) threads to fit projectiles having 2- 
inch diameter, 12 threads per inch and internal 
(female) threads to receive fuzes having 1.7- 
inch diameter, 14 threads per inch. An alumi- 
num booster cup containing a 340-grain tetryl 
booster pellet is threaded to the booster body. 
The M21A4 booster internal configuration is 
that of an eccentric rotor containing an M17 det- 
onator held in an unarmed (out of line) position 
by centrifugal and setback lock ins. On firing, 
the locking mechanisms are released and the 
rotor becomes aligned with the booster lead 
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charge and the fuze flash tube when set for PD 
action or the fuze delay plunger relay charge 
when set for “delay” action. 


Functioning: 


Upon firing, the combination of setback 
and centrifugal forces are utilized to arm the 
fuze. The setback forces retract the booster 
lock pin allowing centrifugal force to extract 
the rotor lock pin and permitting the rotor to 
rotate into an armed position aligning the rotor 
M17 detonator with the detonation train of the 
fuze. Simultaneously, centrifugal force will arm 
the MI delay plunger of the fuze and retract 
the flash tube interrupter unless the fuze is set 
delay, in which instance, the flash tube inter- 
rupter will not retract and the flash from the 
nose superquick element will be prevented 
from initiating the explosive train of the 
booster. The fuze is initiated upon impact with 
the target, the firing pin oft the fuze head assem- 
bly is driven into the M24 detonator which 
flashes through to the M17 detonator activat- 
ing the lead charge and booster pellet. If set 
delay, the flash tube is blocked and the M17 deto- 
nator is activated by the delay element. 


Difference Between Models: 





M51A5 Mod 3 --------—----------- — USN mod cer- 
tification only 


Tabulated Data: 


Type ------------------------------------ PD 
Weight --------------------------------- 2.12 Ib 
Length: 
Visible ------------------------------ 3.74 in. 
Overall ----------------------------- 5.93 in. 
Assembly Dwg. No. ------------- 73-2-146 


Temperature Limits: 


Firing: o 
Lower limit =----------------- -40°F 
Upper limit ------------------------ +125°F 

Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 

#Packing --------------------------- 8 fuzes in 
metal con- 
tainer, 2 con- 
tainers in 


wooden box 
*Packing Box: 
Weight ------------------------------ 55.8 Ib 
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Dimensions ----------------------- 14-5/8 x 12- 
13/16 
x 9-1/8 in. 
Cube --------------------------------- 1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





UNO serial number ---------------- 0106 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Quantity-distance class ----------- 1.1 

Storage compatibility group ----- B 

DOT shipping class ---------------- A 

DOT designation -------------------- DETONAT- 
ING FUZE 
CLASS A 
EXPLOSIVES, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVE. 


Explosive Components: 





SQ Action ---------------------------- Detonator 
M24, Detona- 
tor M17, tetryl 
booster lead 
charge, and 
tetryl booster 
charge 

Delay Action -------------------------- Delay plunger 
assembly 
MI (Delay 
Element M2, 
M54 primer, 
black powder 
delay charge, 
Relay M7), 
Detonator 
M17, tetryl 
booster lead 
charge, and 
tetryl booster 
charge. 


Limitation: 


Bore safe only. Premature functioning 
can occur when fuzes are fired in heavy rainfall. 
References: 


TM 9-1300-251-20 


SC 1340/98-IL 
SB 700-20 
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FUZE, POINT DETONATING: M78 SERIES 


«—— —— 1.60 MAX 


BOOSTER LEAD 
CHARGE 





SETBACK PIN AE 
LOCK PIN 


FLASH 
BOOSTER M25 HOLE 


Type Classification: 





Std OTCM 36841 dtd 1958. 
Use: 


Point detonating fuzes of the M78 series 
are constructed especially for use in spotting 
and destruction of concrete targets. The fuzes 
are used with HE projectiles fired from guns 
and howitzers in calibers 75mm through 8- 
inch, except 175mm. 


Description: 


The fuze has a solid hardened steel body 
with an ogival nose. A well in the base houses a 
firing pin and an inertial-type delay plunger 
mechanism containing a detonator. The delay 
plunger in each type is locked by two spin- acti- 
vated, spring-loaded plunger pins. All M78 
series fuzes are equipped with Booster M25, 
designed solely for this fuze. The booster has 
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an externally threaded body containing a 
delayed arming mechanism, Detonator M17, 
and tetryl booster lead charge. The delayed arm- 
ing mechanism is an eccentric, spin-activated 
rotor containing the detonator. In the unarmed 

osition, the detonator is out of line with the 
lash hole and the rotor is locked by a spring- 
loaded centrifugal lock pin, which is in turn 
locked by a setback pin. The base of the booster 
is an aluminum cup threaded onto the body and 
containing a 340-grain tetryl booster charge. As 
issued, Booster M25 is packed and shipped 
with, but not attached to, the fuze. 


Functioning: 


Upon weapon firing, setback force with- 
draws the setback pin from the lock pin. As the 
spin rate of the projectile increases, centrifugal 
force withdraws the two plunger pins from 
delay plunger Assembly MI in the head of the 
fuze, thus arming the delay plunger. Simulta 
neously, centrifugal force withdraws the lock 
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pin, permitting the rotor to turn on the pivot 
pin until Detonator M17 is aligned with the 
flash hole in the booster top cover. The rotor is 
locked in the armed position by the centrifugal 
lock pin for the remainder of the flight. This 
delayed arming of the booster mechanism pro- 
vides bore safety. Upon impact, Delay Plunger 
M1 is driven forward by inertia into the firing 
pin to initiate the explosive train. 


Difference Between Models: 


Fuze M78 has a delay plunger with a sin- 
gle 0.025 second delay. Fuze M78A1 is supplied 
with a non-delay Plunger Assembly M1, or a 
0.025 second delay Plunger M1. Fuzes preset 
for non-delay are intended primarily for spot- 
ting, and are identified by a white-painted nose. 


Tabulated Data: 





Type ------------------------------------ PD 
Weight -------------------------------- 2.09 Ib 
Length: 
Visible ------------------------------ 2.68 in 
overall ----------------------------- 3.48 in. 
Thread size ------------------------ 2-12NS-1 
Assembly Dwg. No. ------------- 73-2-214 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80° (for not 
more than 8 
days 

Upper limit ------------------------ -1600° (for not 
more than 4 
hr/day) 

nPacking --------------------------- 8 fuzes and 8 
boosters in 
metal con- 
tainer, 2 con- 
tainers in wire- 
bound box. 

Packing Box: 

Weight ------------------------------ 60 Ib 
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Dimensions ----------------------- 14-7/8 x 13 x 9- 
1/4 in, 
Cube ------------------------------——-- 1.04 cu ft 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


Quantity-distance class ---------- 1,1 

Storage compatibility group ----- B 

DOT shipping class ---------------- A 

DOT designation ------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY 
DO NOT 
STORE OR 
LOAD ‘WITH 
ANY HIGH 
EXPLOSIVES 

DODAC ------------------------------- 1390 -N330 
(Non- delay) 
1390-N331 


: (apes delay) 
UNO serial number ---------------- 106 
UNO proper shipping name ----- Fuzes, detonat- 
ing 
Explosive Components: 

Detonator M24, Detonator M17, tetryl 
booster lead charge, tetryl booster charge, and 
delay Plunger Assembly M1. 

Limitations: 

None. 
References: 


TM 9-1300-251-20 
TM 9-1015-203-12 
TM 9-1025-200-12&P 
TM 9-2350-311-10 
TM 9-1015-234-10 
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Type Classification: 





1989 
Use: 


Military Operations on Urbanized Terrain 
(MOUT) Fuze, PD, MK399, MOD 1 is used 
with high-explosive (fragmentation) 105mm car- 
tridges and 155mm and 8-inch projectiles. 


Description: 


The MOUT fuze can be set to function 
superquick (PD) or Delay. In the Delay mode, 
the fuze is designed to penetrate urban struc- 
tures, i.e., buildings and bunkers, then function 
the projectile inside. In the PD, the fuze func- 
tions as a standard PD fuze which is also useful 
for ranging in on targets. 


The fuze has an aluminum PD head assem- 
bly threaded onto a hardened steel body. 
Internally the fuze is composed of a PD head 
assembly, selector switch assembly (screwdriver 
or M18 fuze wrench operated), pyrotechnic 
delay assembly, the MK49 MOD 2 safe & arm- 
ing device which provides 400 calibers safe sepa- 
ration distance, and a booster pellet. 


Functioning: 


Upon weapon firing the setback pin 
| located behind the S&A rotor is retracted by set- 
back force into the lead block and then locked 
lin place by spin force. Rotor detents in the 
S&A are withdrawn by spin, allowing the rotor 
“to turn to the armed position and lock. Arming 
‚18 delayed by the gear train. On impact, the 
nose collapses, and the firing pin initiates the 
| stab detonator. Flash from the detonator 
| passes through the flash channel and relay 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


(MOUT FUZE) 
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MK49-2 BO 
SELECTOR OOSTE 
SWITCH ASSEMBLY SS DEVICE 





PYROTECHNIC 
DELAY ASSEMBLY AR 6868 

block assembly initiating the MK29 relay. 
When set PD, the flash channel is open and the 
MK29 will initiate the MK50 relay in the S&A. 
A delay subassembly initiates from the MK29 
at the same tie, serving as a backup should the 
MK29 fail to initiate the S&A. When set delay, 
direct flash to the S&A is blocked and only the 
delay subassembly is initiated. A delay pellet 
burns in 0.003 to 0.007 s, initiating the MK50 
in the S&A rotor. The output of the MK50 initi- 
ates the first MK8 lead in the lead block, the sec- 
ond MKS8 lead and then the CH-6 booster which 
initiates the projectile. 


Tabulated Data: 





Type -------- men PD 
Weight ----------- messen 2.64 Ib 
Length: 
Visible ---------- nenn 3.76 in. 
Overall -------+------ 4 6.0 in. 
Assembly Dwg. No.----------------- 5918048 


Temperature Limits: 





Firing: 

Lower limit ------------------------ -29°F 

Upper limit ----------- + 54°F 
Storage: 

Lower limit ------------------------ -54?F 

Upper limit ------------------------ +71°F 
Arming Data: 

Method ---------------------------—- Setback and 

spin 

Fully armed ------------------------ 400 calibers 
Rotation: 

oe -arm ------—--ÁMMMMMMMee-. 16 rps 

Teese 42 rps 

ао 

Non-arm --+--+-- men 900g 

Arm --eMMMeeeese 1385g 


Change 1 7-58.1 
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nPacking TTL 8 fuzes in 
M2A1 con- 
tainer; 2 con- 
tainers in wire- 
bound box 
*Packing Box: 
Weight ------------------------------ 67.4 Ib 
Dimensions ----------------------- 14-5/8 x 
12-13/16 x 
9-1/8 in. 
Cube --------------------------------- 1.0 cu ft 


"NOTE: See DOD consolidated ammunition 
catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class ---------- 1.2 

Storage compatibility group ----- B 

DOT shipping class ---------------- Class A 
Explosive 

DOT designation ------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY. 
DO NOT * 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES 
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Explosive Components: 





Stab Detonator 
Relay MK29 

Rleay MK50 

Lead, MK8 (two) 
CH-6 Booster 

Delay lead styphnate 


References: 


SB 700-20 
SC 1340/98-IL 


FM 312012234! 7o 
TM 9-1015-252-10 
TH 9530070 
TM 9-2350-304-10 
TM 9-2350-311-10 


1390-01-263 
8046 
1390-N347 
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FUZE, POINT DETONATING: M503A2 
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Type Classification: 

Std OTCM 32814 dtd 1949. 
Use: 

Point Detonating Fuze M503A2 is of the 
single-action superquick type, functioning on 


impact or graze. The fuze is designed for use 
with 57mm rifle ammunition. 





Description: 


The aluminum body of the fuze is recessed 
at the nose to hold the firing pin head, support 
cup, and firing pin. The firing pin projects 
through a spring-loaded rotor restrainer. The 
brass rotor containing the detonator is re- 
strained in the unarmed condition by four 
spring-loaded detents in the rotor housing. The 
rotor housing also contains a booster lead cup 
assembly А mechanical safety feature, consist- 
ing of a setback sleeve, setback spring, and half- 
block retainers mounted externally on the rotor 
housing, assists the detent springs securing the 
rotor before firing. А booster cup containing a 
booster charge is threaded into the base of the 
fuze. 
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Functioning: 


Setback from weapon firing displaces the 
setback sleeve to the rear against the setback 
spring. In this position the sleeve continues to 
hold the rotor detents (not shown in illustra- 
tion) locked, thus providing a minimum of 60 
feet safe distance from the muzzle before arm- 
ing. When rotation achieves approximately 
9000 rpm, centrifugal force moves the halfblock 
retainers outward. Thus, when the setback 
sleeve moves forward again with deceleration, 
it moves to a new position with the groove of 
the sleeve opposite the rotor detents. The 
detents move forward into the groove due to cen- 
trifugal force, thus freeing the rotor. The rotor 
turns due to imbalance, to align the detonator 
with the firing pin. At this point, the rotor is in 
contact with the rotor restrainer, and the res- 
trainer spring prevents contact between firing 
pin and detonator. When impact is made on the 
nose of the fuze, the firing pin is driven into the 
detonator to initiate the explosive train. If graz- 
ing impact is made, the inertia of the rotor over- 
comes the restrainer spring, and the detonator 
is driven into the firing pin. 


7-59 
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Tabulated Data: Shipping and Storage Data: 
Type -- nennen PD DODAC ------------------------------- 1390-N321 | 
Weight --------------------------------- 0.34 1b 
Length: Explosive Components: 
Visible -----------------------+--+++- 1.755 in 
Overall --.-.---.--------.--------.-- 2.58 in. Detonator M42, tetryl booster lead charge 
Thread size ------------------------ 1.7-14-NS-1 and tetryl booster charge. 
Assembly Dwg. No. ------------- 9215031 
Limitations: 
Temperature Limit: Refer to complete round. 
Firing: References: 
Refer to complete round for upper and lower 
limits. TM 9-1300-251-20 
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FUZE, POINT DETONATING: M508A1 AND M508 SERIES 


5.95 MAX 
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Type Classification: 





OBS-MSR11756003. 
Use: 


Point Detonating Fuzes M508A1 and 
M508 are single-action, delayed arming impact 
fuzes used to detonate 105mm, 155mm, and 8- 
inch gas or smoke WP projectiles. 


Description: 


The M508 series fuzes consist of a PD 
head assembly containing a firing pin held in 
position by a firing pin support which prevents 
initiation of Detonator M18 until impact, a 
stamped steel windshield to provide an aero- 
dynamic shape to the fuze, a fuze body contain- 
ing an interrupter assembly to provide bore- 
safe firing, and an M125Al or M125 booster 
assembly. The boosters are physically similar. 
Booster M125A1 requires 200 feet of projectile 


U 
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travel before arming, and Booster M125 
requires 150 feet. The threaded brass body of 
the booster contains a delayed arming mech- 
anism, Detonator M17, and a tetryl lead charge. 
The delayed arming mechanism 1s operated by 
centrifugal force acting through a gear train to 
turn a rotor carrying Detonator M17. In the 
unarmed position, the detonator is held out of 
line with the flash hole in the booster cover by 
rotor detents. An aluminum cup containing a 
340-grain tetryl charge is threaded onto the 
base of the booster. 


Functioning: 


No action occurs until the spin of the pro- 
jectile, after firing, causes centrifugal force to 
withdraw the interrupter from the flash tube 
against the interrupter spring. At the same 
time, centrifugal force moves the rotor detents 
in the booster outward and starts the delayed 
arming gear train. The timing of the mecha- 
nism is such that when the rotor has aligned 


7-61 


Detonator M17 with the flash hole to complete 

arming of the fuze, the projectile will be at least 

150 feet from the muzzle. On impact, the firing 
in is driven into the detonator in the fuze 
ead to initiate projectile detonation. 


Difference Between Models: 


M508A1 has Booster M125Al which 
requires 200 feet of travel to arm. M508 has 
booster M125 which requires 150 feet of travel 
to arm. 





Tabulated Data: 


Type ------------------------------------ PD 
Weight ------------------- mem 2.15 Ib 
Length: 
Visible ------------------------------ 3.74 in 
Overall ----------------------------- 5.95 in. 
Assembly Dwg. No. ------------- 7549041 


Temperature Limits: 


Firing: 

Lower limit ------------------------ -40°F (-40°C) 

Upper limit ------------------------ +125°Е 
(+52.0°C) 

Storage: 

Lower limit ------------------------ -80°F (for peri- 
ods not more 
than 3 days) 
(-62.2°C) 

Upper limit ------------------------ +160°F (for 
periods not 
more than 4 
hr/day) 
(+71.1°C) 

“Packing --------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in 
wooden box 

*Packing Box: 

Weight -------+-------- nee 55.8 Ib 

Dimensions --------------------- 14-5/8 x 
12-13/16 x 
9-1/8 in. 

Cube ------------------------------ 1.04 cu ft 
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*NOTE: See DOD Consolidated Ammunition 
UN for complete packing data including 
NSN's 


Shipping and Storage Data: 


Quantity-distance class ----------- 11 

Storage compatibility group ---- В 

DOT shipping class ---------------- A 

DOT designation ------------------- DETONA- 
TING FUZES 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVE. 

DODAC ---------------—--- 1390-N326 

UNO serial number ---------------- 0106 | 





UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 


Fuze Detonator M18, Booster Detonator 
M17, tetryl booster lead charge, and tetryl 
booster charge. 


Limitations: 


Overhead firing with HE Projectiles for 
practice is not authorized. To avoid premature 
functioning, do not use this fuze when firing 
during rain or snow. 


References: 


TM 9-1300-251-20 
SC 1340/98-IL 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-2300-216-10 
TM 9-2350-311-10 
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FUZE, POINT DETONATING: M521 
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Type Classification: 
Std OTCM 37119 dtd 1959. 
Use: 


Point Detonating Fuze M521 is of the 
superquick, delayed arming type used with WP 
Smoke cartridges, fired from 4.2-inch mortars. 
The fuze can he set for a 0.05 second delay or 
superquick action. 


Description: 


The head contains a superquick (SQ) ele- 
ment consisting of firing pin, firing pin support 
and detonator An ogive exterior shell supports 
the SQ element and the flash tube to the fuze 
body. The body contains a setting sleeve with 
flash tube interrupter and delay assembly M1 
consisting of plunger, firing pin, primer, black 
powder delay charge, and relay charge. 


Functioning: 


No action takes place upon firing until suf- 
ficient rotational speed has been established to 
overcome the resistance of springs and setback 
force on the several safety devices. When set for 
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superquick action, after the projectile leaves 
the muzzle of the weapon, centrifugal force 
causes the interrupter to move outward, open- 
ing the passage. At the same time, the plunger 
pins locking the delay plunger assembly in 
unarmed position also move outward, releasing 
that assembly in preparation for impact. The 
plunger pin lock then swings on its pivot under 
centrifugal force, placing an arm against the 
inner end of each plunger pin, thereby prevent- 
ing the return of the pins to the unarmed posi- 
tion. Upon impact, the firing pin of the 
superquick element is driven against the detona- 
tor, initiating the superquick action. Inertia 
causes the delay plunger to move forward, driv- 
ing the primer against the delay firing pin and 
initiating the delay action. In normal function- 
ing with superquick action, the delay action has 
no effect since the superquick train will have 
caused the projectile to explode before the delay 


train can burn for its prescribed time. 


However, should the superquick action fail, the 
projectile will function with delay action rather 
than become a dud. When set for delay action, 
the interrupter which interrupts the super- 
quick passage is restrained from moving. Upon 
impact, the superquick firing pin and detonator 
function but the effect is prevented from being 
transmitted to the projectile. 
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Tabulated Data: 
Type +---- nun P 
Weight ----------- nenn 1.60 lb 
Length: 
Visible -------------------.------.--- 3.74 in 
Overall ------------------.----------- 4.63 in. 
Thread size ------------------------ 2 in.-12NS-1 
Assembly Dwg. №. -------------- 7549112 


Temperature Limits: 





Refer to complete round for upper and 
lower limits. 
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Shipping and Storage Data: 
DODAC -----------------------5-------- 1390-N301 | 





Explosive Components: 

Detonator, primer, black powder delay 
charge, and relay charge (delay plunger assem- 
bly). 

Limitations: 


None. 


References: 


IM 9356155131 
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FUZE, POINT DETONATING: M524 SERIES 
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Type Classification: 


Std A AMCTC 3402 dtd 1965 (M524A1, 
A2, A3, and A4 for USMC/USN use only). 


Std A AMCTC 7075 dtd 1969. 
Use: 


The M524 series point detonating fuze is 
used to detonate HE, M362 or Smoke WB M374 
or M375 ammunition fired from 81mm mor- 
tars. The fuze is dual purpose, designed to func- 
tion on impact or graze with superquick action 
or 0.05 second delay. 


Description: 


The fuze has an aluminum body threaded 
externally to fit the round and internally to 
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accept a tetryl booster. The nose of the fuze is a 
springloaded striker with a slot for selection of 
superquick or delay action. Depending on that 
selection, either detonation train within the 
fuze body is initiated by independent firing 
pins. The SQ train consists of Detonator M63 
and has a detonator lead charge. The delay 
train includes primer and delay Charge M2. 
Either train fired Detonator M80 and a booster 
lead charge to detonate the tetryl booster in the 
base. The fuze is bore-safe by means of a 
delayed arming mechanism consisting of a 
spring-loaded rotor released by setback upon 
weapon firing and a timing device. Two safety 
pins are provided, one to secure the internal 
plunger and one to secure the setback arming 
device. А pull wire connects the pins for 
removal before firing. 


TM 43-0001-28 


Functioning: 


Setback upon weapon firing trips the arm- 
ing mechanism release, permitting the arming 
delay rotor to turn toward the armed position. 
The mechanism assures that arming will occur 
in not less than 1.25 seconds or more than 2.50 
seconds after the round has left the muzzle of 
the mortar. If SQ action has been preselected, 
explosion of the projectile will occur on impact 
by the SQ firing pin striking Detonator M63. If 
delay action was selected, the firing pin is not 
aligned with Detonator M63 and projectile 
charge detonation occurs 0.05 second after the 
delay firing pin operates on the delay train 
through Delay Charge M2. Each mode operates 
by separate flash tubes upon Detonator M80, 
the booster lead charge and the booster. 


Difference Between Models: 





Army Models M524A5 and M524A6 incor- 
porate the second safety pin retaining the 
plunger and provide that the pin cannot be 
removed if the arming mechanism starts inad- 
vertently The models are similar except that 
Fuze M524A6 requires greater setback force to 
arm. Models M524A1, M524A2, M524A3 and 
M524A4 are for USN and USMC use only, and 
have only one safety pin (arming). Fuzes 
M524A1 and M524A4 incorporate design differ- 
ences but function similarly. The delay charge 
in Fuze М524А2 is replaced by a non-delay ele- 
ment. Fuze M524A3 is capable only of super- 
quick action. 


Tabulated Data: 





Type -----—---------------------------—-- PD 
Weight --------------- aasa 1.27 Ib 
Length: 
Visible --------------Mee€ 3.80 in. 
Overall ----------------------------- 6.01 in. 
Thread size ------------------------ 2-12М5-1 
Assembly Dwg. No. 
(M524A6) ----------------------- 9205729 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -80°F (for not 
more than 3 
days) 
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Upper limit ------------------------ +160°F (for 
not more than 
4 hriday) 

"Packing -------------------------- 8 fuzes in 
metal contain- 
er; 2 contain- 
ers in wire- 
bound box 


ne box: 
eight -------- MM 41.8 lb 
Dimensions ----------------------- 14 7/8 x 12- 
13/16 
x 9-1/8 in. 
Cube ---.-...-..------.. Le ee enon 1.0 cu ft 


*NOTE: See DOD Consolidated Ammunition 
AMOR for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class ---------- 3 

Storage compatibility group ---- B 

DOT shipping class ---------------- А 

DOT designation-------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES 

DODAC ----------------------------—-- 1390-N308 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





SQ action aman Detonator 
M63, tetryl 
plunger lead 
charge, Deto- 
nator M80, and 
tetryl booster. 

Delay action -------------—e- Primer, black 
powder Delay 
Element M2, 


Detonator 
M80, and tetryl 
booster. 
Limitations: 
None. 
References: 


TM 9-1300-251-20 
TM 9-2300-257-10 


SC 1340/98-IL 
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FUZE, POINT DETONATING: M525A1 SERIES 
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Type Classification: 
M525: Std BAMCTC 3403 dtd 1965. 
Use: 


Point detonating M525 Series fuzes are of 
the superquick, delayed arming, impact type 
used with 60mm and 81mm HE cartridges and 
81mm TP or WP Smoke cartridges. 


Description: 


The head of the fuze contains a spring- 
loaded striker, direct-acting firing pin, and a 
clockwork mechanism to delay arming for a 
safe distance from the muzzle of the mortar. 
The head is threaded into an aluminum body 
containing a cylindrical slider to position the det- 
onator, and a booster lead charge. Positive 
safety is provided by a safety pin to be removed 
just prior to firing. 


Functioning: 


After removal of the pull ring and safety 
pin, setback from weapon firing causes the set- 
back pin (not shown in illustration) to release a 
bore riding pin. The bore riding pin then con- 
tacts the bore of the mortar and is ejected as the 
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projectile leave the muzzle. Setback also 
releases the pallet and escape pinion wheel (not 
shown) to begin movement of the delayed arm- 
ing mechanism. This movement withdraws the 
firing pin from a detent in the slider. The slider is 
then moved transversely in the fuze body by a 
compression slider spring, to align the detona- 
tor with the firing pin. The delayed ч 
occurs approximately 3 seconds afte. the roun 
has left the muzzle. Upon impact superquick 
action occurs from detonator through booster 
lead charge and booster charge to explode the 
projectile. 


Difference Between Models: 





M525 and M525A1 differ in the design of 
the fuze nose, and in the pull and safety wires. 


Tabulated Data: 





Type ---------- nee PD 
Weight --------------- nennen 0.44 lb 
Length: 
Visible ------------------------------ 2.42 in 
Overall ----------------------------- 3.535 in. 
Thread size ------------------------ 1/2-12NF 
Assembly Dwg. No. -------------- 8800197 
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Temperature Limits: 





Refer to complete round for upper and 
lower limits. 


Shipping and Storage Data: 





DODAC ---.---------------------------- 1390-N312 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Packing: 


Refer to SC for cumplete packing data 
including NSN's. 
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Explosive Components: 





Detonator, tetryl lead charge, and tetryl 
booster charge or black powder charge. 


Limitations: 

Do not fire in the immediate vicinity of 
any object which might  deflect, obstruct, or 
damage the cartridge. 

M525A1 is authorized for training only. 
References: 


TM 9-1300-251-20 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


FUZE, POINT DETONATING: M526 SERIES 
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Type Classification: 
Std AMCTC 3403 dtd 1965. 
Use: 





Point detonating fuzes of M526 series are 
of the superquick, delayed arming impact type 
used with 81mm HE and WP Smoke cartridges. 


Description: 


The head of the fuze contains a spring- 
loaded striker, direct-acting firing pin, and a 
clockwork mechanism to delay arming for a 
safe distance from the muzzle of the mortar. 
'The head is threaded into an aluminum body 
containing a cylindrical slider to position the det- 
onator, and a booster lead charge. A tetryl 
booster is threaded into the base, and is cov- 
ered by an adapter containing additional tetryl 
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booster pellets. The adapter is fitted to the 
external fuze threads formerly intended for 
attachment to the projectile, and the exterior of 
the adapter is threaded to fit the ammunition. 
Positive safety for shipment and handling is pro- 
vided by a safety wire and pull wire. 


Functioning: 


After removal of the pull wire and safety 
wire, setback from weapon firing causes the set- 
back pin to release a bore-riding pin. The bore- 
riding pin then contacts the bore of the mortar 
and is ejected as the projectile leaves the muz- 
zle. Setback also releases a pallet and escape pin- 
ion wheel (not shown in illustration) to begin 
movement of the delayed arming mechanism. 
This movement withdraws the firing pin from a 
detent in the slider. The slider is then moved 
transversely in the fuze body by a compression 
spring, to align the detonator with the firing 


7-69 


ТМ 43-0001-28 


pin. The delayed arming occurs approximately 
3 seconds after the round has left the muzzle. 
Upon impact, superquick action occurs from det- 
onator through booster lead charge and booster 
charge to explode the projectile. 


Difference Between Models: 





Fuzes M526 and M526A1 differ in the 
design of the safety and pull wires and fuze 
nose. 


Tabulated Data: 





Type -------+-- men Р 
Weight ------ een 1.15 Ih 
Length: 
Visible -------- nennen 3.72 in. 
Overall ------------------------------ 5.93 in. 
Thread size ------------------------ 2.00 in.- 
12UNS-1 
Assembly Dwg. No. -------------- 8800254 


Temperature Limits: 





Refer to complete round for upper and 
lower limits. 


* Packing ------—---——MMM 8 fuzes in 
metal con- 
tainer, 2 con- 
tainers in wire- 
bound box 


*Packing Box: " 
Weight ----------------+------------- 39.8 
Dimensions ----------------------- 14-5/8 x 12-13/ 


16 x 9-1/8 in. 
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Cube --------------------------------- 1.0 cu ft 
“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class ---------- 7 
Storage compatibility ------------- B 
тоир 

DOT shipping class ---------------- A 

DOT designation -------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLOSIVES 

DODAC ------------------------------- 1390-N309 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





Detonator, tetryl lead charge, and tetryl 
booster charge. 


Limitations: 

Do not fire in the immediate vicinity of 
any object which might deflect, obstruct, or dam- 
age the cartridge. 

M526A1 is authorized for training only. 


References: 
TM 9-3071-1 
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Type Classification: 
Std C AMCTC 3403 dtd 1965. 
Use: 


Point Detonating M527 series fuzes are of 
the superquick, delayed arming type for use 
with 60mm mortar WP Smoke cartridges. 


Description: 


The heads of these fuzes contain a spring- 
loaded striker, direct-acting firing pin, and a 
clockwork mechanism to delay arming to a safe 
distance from the muzzle of the mortar. The 
head is threaded into a body of plastic or alu- 
minum (see Difference Between Models). The 
body contains a cylindrical slider to position the 
detonator, a booster lead charge, and a small 


AR199974 


tetryl booster charge carried in an intrusion 
within the base of the fuze. Positive safety for 
shipment and handling is provided by a safety 
wire and pull wire. 


Functioning: 


After removal of the pull wire and safety 
wire, setback from weapon firing causes the set- 
back pin to release a bore riding pin. The bore 
riding pin then contacts the bore of the mortar 
and is ejected as the projectile leaves the muz- 
zle. Setback also releases a pallet and escape pin- 
ion wheel to begin movement of the delayed 
arming mechanism. This movement withdraws 
the firing pin from a detent in the slider. The 
slider is then moved transversely in the fuze 
body by a compression spring, to align the 
detonator with the firing pin. Arming occurs 
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approximately 3 seconds after the round has 
left the muzzle. Upon impact, superquick 
action occurs from detonator through lead 
charge and booster charge to Burster M19 in 
the projectile. 


Difference Between Models: 





M527 and M527A1 have plastic bodies. 


M527B1 and M527A1B1 have aluminum 
bodies. 


Nose design, and safety and pull wire also 
differ. 


Tabulated Data: 





Type -----MMMRMPMMeMMewel PD 

Weight ------------ rennen 0.24 Ib 

Length: 
Visible --------------------------+---- 2.65 in 
Overall ------------------------------ 2.95 in. 
Thread size ------------------------ 1-1/2-12NF-1 
Assembly Dwg. No.-------------- 8800461 


Temperature Limits: 





Refer to complete round for upper and 
lower limits. 
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Shipping and Storage Data: 





DODAC ----------------------------<--- 1390-N312 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Packing: 


Refer to complete round. See DOD 
Consolidated Ammunition Catalog for complete 
packing data including NSN's. 


Explosive Components: 





Detonator, tetryl booster lead charge, and 
tetryl booster charge. 


Limitations: 

Cortridges utilizing these fuzes will not be 
fired in the vicinity of any object which might 
deflect, obstruct, or damage the projectile. 
References: 


TM 9-1015-215-10 
TM 9-1300-251-20 
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FUZE, POINT DETONATING: M557 
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Type Classification: 
Std AMCTC 5726 dtd 1967. 
Use: 


Point Detonating Fuze M557 is a selective 
superquick or 0.05 second delay impact fuze 
designed for use in ammunition for guns of 
75mm through 155mm, for rifles of 75mm and 
105mm, for howitzers of 75mm through 8-inch, 
and for 4.2-inch mortars. 


Description: 


The M557 fuze consists of Fuze M48A3 
assembled with the M125A1 booster. The fuze 
PD head assembly contains a firing pin held in 
position by a firing pin support which prevents 
initiation of Detonator M24 until impact. The 
fuze body contains an M1 delay plunger assem- 
bly and an interrupter assembly with a setting 
sleeve which provides a means of setting or 





DELAY PLUNGER 






pzz DIEB pang 
Эшда. 
LGA a 


a 
+ 
PK 
SS 5)" sQFIRING PIN 


U 
-AR 199995 


SETTING 


SLEEVE FLASH TUBE 


AA DETONATOR M24 
M FIRING PIN 
2:3 SUPPORT 







Ea =! 





INTERRUPTER 


DELAY FIRING PIN 
BODY 


AR 199994 


selecting fuze PD (Super Quick Action) or delay 
functioning. The delay plunger assembly 
includes a firing pin and Delay Element М2. 
The delay element includes Primer M54, a 
black powder delay charge and Relay M7. The 
head assembly is “(ке to the body by means 
of the flash tube which also positions the fuze 
windshield or ogive. The ogive is a thin-walled 
steel stamping utilized to provide an aero- 
dynamic shape to the fuze. The М125А1 
booster consists of a brass booster body having 
external (male) threads to fit projectiles having 
2-inch diameter, 12 threads per inch and inter- 
nal (female) threads to receive fuzes having 1.7- 
inch diameter, 14 threads per inch. An alumi- 
num booster cup containing a 340 grains tetryl 
booster pellet is threaded to the booster body. 
The M125A1 booster internal configuration is 
that of an eccentric rotor containing an 
M17 detonator held in an unarmed (out of line) 
position by centrifugal detents and a gear train 
mechanism which provides for delayed arming 
of the booster assembly for approximately 200 
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feet, depending upon the weapon and charge 
being fired. 


Functioning: 


Upon firing, centrifugal force is utilized to 
arm the fuze. Centrifugal force retracts the 
detents holding the rotor in the unarmed posi- 
tion allowing it to turn against the gear train 


mechanism which controls the turning speed of 


the rotor until the rotor is in the armed posi- 
tion. Once in the armed position the rotor is 
locked in position by a spring loaded pin and 
the Rotor M17 detonator is aligned with the det- 
onation train of the fuze. Simultaneously, 
centrifugal force will arm the M1 delay plunger' 
of the fuze and retract the flash tube inter- 
rupter unless the fuze is set delay, in which. 
instance, the flash tube interrupter will not 
retract and the flash from the nose superquick 
element will be prevented from initiating the: 
explosive train of the booster. The fuze is initi- 
ated upon impact with the target; the firing pin. 
of the fuze head assembly is driven into the: 
M24 detonator which flashes through to the: 
M17 detonator activating the lead charge and 
booster pellet. If set delay the flash tube is: 
blocked mid the M17 detonator is activated by' 
the delay element. The delay mechanism of the: 
booster provides an arming distance of approxi- 
mately 200 feet, depending upon the weapon 
employed. 


Tabulated Data: 
Type ------------ nennen PD 
Weight --------------------- 44mm 2.15 Ib 
Length: 
Overall ----------------------------- 5.93 in 
Visible ------------------------------ 4 3.72 in 
Assembly Dwg. No. ------------- 8863535 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +160°F 
Storage: 

Lower limit ------------------------ -80?F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (not 
more than 4 
hr/day) 

“Packing --------------- 8 fuzes in 
metal contain- 
er; 2 contain- 
ers in wooden 
box 

“Packing Box: 

Weight ---.------—MM€M 55.8 ]b 

Dimensions -----------------+----- 14-5/8 x 12-13/ 
16 x 9-1/8 in. 

Cube --------------------5----------—-- 1.04 cu ft 
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“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 

bai class ---------- (04) 1.2 

Storage compatibility group ----- B 

DOT shipping class ---------------- А 

DOT designation-------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES. 

DODAC --..--------------------------- 1390-N335 

UNO serial number ---------------- 0107 

UNO proper shipping name ----- Fuzes, detonat- 


ing 





Explosive Components: 

SQ Action paaa Detonator 
M24, Detona- 
tor M17, tetryl 
booster lead 
charge, and 
tetyrl booster 
charge. 

Delay Action ------------------------- Delay Plunger 
Assembly M1 
(M54 primer, 
black powder 
delay charge, 
and Relay M7), 
Detonator 
M17, tetryl 
booster lead 
charge, and 
tetryl booster 
charge 


Limitations: 


Premature functioning can occur when 
fuzes are fired in heavy rainfall. Duds may 
occur when set for delay in low zones of fire 
(155mm and 8-inch Zones 1 and 2). When set 
SQ normal functioning can be expected. To pre- 
vent duds in 4.2-inch cartridge zones (incre- 
ments) should not be fewer than seven. 


References: 


TM 9-1300-251-20 


SC 1340/98-IL 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12 &P 
TM 9-2300-216-10 
TM 9-2350-311-10 
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FUZE, POINT DETONATING: M567 
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Type Classification: 


Std AMC TC 8748 dtd 1971. 





Use: 


Point Detonating Fuze M567 is a selec- 
tive, superquick or 0.05 delay action, impact 
type for use with HE or smoke 81mm mortar 
cartridges. 


Description: 


The front body assembly contains an arm- 
ing mechanism and a firing mechanism which 
include two spring-loaded setback pins, a slider 
with inner and outer compression springs (not 
shown in illustration), an arming pin, and two 
balls which restrain the superquick firing pin 
and the pyrotechnic delayed arming striker 
sequence. The explosive train consists of a 


AFT SUPPORT 








REAR BODY 





AR199973 
AUXILIARY 
BOOSTER ASSEMBLY 
ARMING PIN STRIKER 
WINDSHIELD 
DELAY ARMING 
FRONT BODY ASSEMBLY 
ASSEMBLY 
AR199972 


delay detonator and a superquick detonator 
housed 90 degrees apart in the cylindrical 
slider, a lead assembly, an auxiliary booster 
assembly, and a booster charge. 


Fuze, as issued, is set to superquick, for 
delay action, the selector must be adjusted. 
Removal of the pull wire permits arming pin to 
move rearward upon action by the delay arm- 
ing mechanism. Setback forces upon weapon fir- 
ing cause rearward motion of the setback pins 
to allow the balls to recede and the striker to 
move rearward. This initiates the primer in the 
pyrotechnic delay arming assembly. Slider 
springs move the slider assembly auxiliary to 
align the detonator with the firing pin thus arm- 
ing the fuze. Upon impact, detonation occurs 
and initiates the explosive train. 
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Tabulated Data: 
Went ах 1.3 Ib 
Length: 
Visible -----------------------------.- 3.71 in. 
Overall ---------.--------.---.------- 5.97 in. 
Thread size ------------------------ une 
1 
Assembly Dwg. No. ------------- 9246242 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -65?F 
Upper limit ------------------------ +165°F 
torage: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +165°Е 
* Packing -------------------------- 8 fuzes in 
metal box, 2 
boxes in wire- 
bound box 
*Packing Box: 
Weight -----.----.---.---------.----- 42.1 lb 
Dimensions ----------------------- 14-7/8 x 13x 9- 
1/4 in. 
Cube ------------.-.---. eere 1.04 cu ft 
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Shipping and Storage Data: 


сези: марсе foe T i 

torage compatibility group ----- 

DOT shipping class ---------------- А 

DOT designation-------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES 

DODAC ------------------------------- 1390-N334 

UNO serial number ---------------- 0106 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components 

Detonator, tetryl booster lead charge, 
tetryl booster charge, primer, black powder 
delay charge and relay. 
Limitation 

None. 
References 


SC 1340/98-IL 
TM 9-1300-251-20 
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FUZE, POINT DETONATING: M572 
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Type Classification: 
Std AMCTC 3326 dtd 1965. 
Use: 


Point Detonating Fuze M572 is intended 
for use only with 175mm, HE коша at all 
charges, and is designed to withstand structur- 
ally the acceleration forces involved. 


Resorintion: 


The fuze is similar to, but structurally 
superior to Fuze M557. Fuze M572 consists 
essentially of Fuze M48A3 modified with an 
epoxy filler in the ogive cavity for reinforce- 
ment, and assembled with Booster М12бА1 as 
an integral component. A superquick un 
in the head consists of a firin ng pin, f ring Pio 
support and Detonator M24. 
fuze is epoxy filled within the thin-walled ogive. 


The fuze body contains a delay plunger assem- 
bly, and a selective | device for superquick 
or delay action. The dela ау plunger assembly 
includes a firing pin and Delay Element M2, con- 
sisting of primer M64, black powder delay 
charge, and Relay M7. The M125A1 booster con- 
sista of a brass booster body having external 
threads to fit projectiles having 2-inch diame- 
ter, 12 threads per inch cavities, and internal 
threads to receive fuzes havin 1.7-inch diame- 
ter, 14 threads per inch. An s uminum booster 

cup containing 8 340: tetryl booster a 

is threaded he booster body. 

Missa booster internal configuration is he 
of & eccentric rotor containing an M17 detona- 
tor held in an unarmed (out of line) position by 
centrifugal detenta and а gear train mechanism 
which provides for delayed arming of the 
booster assem кошу until the projectile is approxi- 
mately 200 feet from the muzzle depending 
upon the weapon and charge being fired 
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Functioning: 


No action оссиг until after the projectile has 
left the muzzle of the gun, when centrifugal 
force releases the flash tube interrupter, thus 
opening the flash tube. At the same time, the 
delay plunger is armed in preparation for im- 
pact by withdrawal of the plunger pins, also by 
centrifugal force. The delay mechanism of the 
booster provides an arming distance of 200 feet. 
Upon impact, the superquick firing pin is 
driven against Detonator M24, exploding the 
projectile. Should the superquick element fail, 
the delay train will still function, thus avoiding 
a dud. When the fuze has been preset for delay, 
the superquick element will still function but 
will have no effect because the interrupter 
blocks the flash tube. Projectile detonation will 
occur through Delay Element M2. 





Tabulated Data: 

Type ----+-- rennen 

Weight ----- nenn 2.3 lb 

Length: 
Visible ------------------------------ 3.72 in 
Overall ----------------------------- 5.93 in. 
Assembly Dwg. No.-------------- 8880696 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +160°F 
Storage: 
Lower limit ------------------------ -80?F (for not 
more than 3 
ays 
Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 
*Packing ---------------------------- 8 fuzes in 
metal contain- 
er; 2 containers 
in wooden box 
*Packing Box: 
Weight ------------------------------ 55.8 lb 
Dimensions -----------.----------- 14-5/8 x 12- 
13/16 x 9-1/8 
in. 
Cube -------------------------5------ 1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 
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Shipping and Storage Data: 


Quantity-distance class ----------- 
Storage compatibility group ----- 
DOT shipping class ---------------- 


DOT designation 


DODAC --------- 


UNO serial number ---------------- 
UNO proper shipping name ----- 


Explosive Components: 





SQ Action ------ 


Delay Action --- 


Limitations: 


DETONAT- 
ING FUZES 
CLASS А 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
HIGH 
EXPLOSIVES. 
1390-N311 
0408 

Fuzes, detonat- 
ing 


Detonator 
M24, Detona- 
tor M17, tetryl 
booster lead 
charge, and 
tetryl booster 
charge 

Delay Plunger 
Assembly M1 
(M54 primer, 
black powder 
delay charge, 
and Relay M7), 
Detonator 
M17, tetryl 
booster lead 
charge, and 
tetryl booster 
charge 


Premature functioning can occur when 
fuzes are fired in heavy rainfall. 


References: 


TM 9-1300-251-20 
TM 9-2300-216-10 


SC 1340/98-IL 
SB 700-20 
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Type Classification: 
Std AMCTC 7874 dtd 1970. 
Use: 


Point Detonating Fuze M716 (XM716) is a 
superquick, delay arming impact fuze used with 
81-mm mortar cartridges HE, and WP Smoke. 


Description: 


The aluminum fuze head contains a 
spring-loaded striker and firing pe A spring- 
loaded cylindrical slider, mounted transversely 
in the aluminum fuze body, contains the detona- 
tor and is equipped with an O-ring pressure 
seal. Inbore safety is provided by a spring- 
loaded bore riding pin which locks the slider. A 
pull wire restrains the setback pin (not shown 
in illustration) which locks the riding pin. 
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Tape and a plastic disk protect the metering ori- 
fice. The fuze base contains a booster lead 
charge and a booster charge. An adapter assem- 
bly with two tetryl booster pellets and a cup 
with one pellet are threaded to the base. 


Setback force from weapon firing forces 
the setback pin rearward against the pin spring 
and releases the bore riding pin. The bore 
riding pin then contacts the bore of the mortar 
and is ejected when the cartridge leaves the muz- 
gle. Ejection of the bore riding pin unlocks the 
slider. The slider is moved by a compression 
spring, and because of the O-ring seal, a vac- 
uum is created behind the slider. The vacuum is 
relieved gradually by the bleed air orifice. The 
metered pressure relief through the orifice pro- 
vides 1.5 to 6 seconds delay before the slider 
completes the movement necessary to align the 
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detonator with the firing pin, and arm the fuze. 
On impact, the striker and firing pin are 
depressed, and inertia throws the slider with det- 
onator forward into the firing pin. Detonation 
is on superquick action through the booster 
lead charge and tetryl booster charge. 


Tabulated Data: 








Type ------------------------------------ 
Weight --------------------------------- 1.25 Ib 
Length: 

Visible ------------------------------ 3.72 in 

Overall -------------e 5.93 in. 

Thread size ------------------------ 2.0 in.-12UNS- 

Assembly Dwg. No--------------- 9220859 
P - 9220860 

Temperature Limits: 
Firing: 
Lower limit ------------------------ 0°F 
Upper limit ------------------------ +145°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 

*Packing --------------------------- 1 fuze in metal 


container; 2 
containers in 
wirebound box 
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“Packing Box: 
Weight rss 17.4 lb 
Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 9-1/8 
in. 
Cube --------------------------------- 2.07 cu ft 


*NOTE: See DOD Consolidated Ammunition 
ne for complete packing data in- cluding 
S. 


Shipping and Storage Data: 


Quantity-distance class ---------- 7 
Storage compatibility group ----- B 
DOT shipping class ---------------- A 


DOT designation ------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLOSIVES 

DODAC ------------------------------- 1390-N310 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Component: 


Detonator, tetryl booster lead charge, and 
tetryl booster charge 


References: 


TM 9-1300-251-20 
SC 1340/98-IL 
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FUZE, POINT DETONATING: M717 
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Type Classification: 
Std - USMC use - AMCTC 7198 dtd 1969. 


Use: 


Point Detonating Fuze M717 is a super- 


quick delayed arming impact fuze used with 
0mm mortar HE cartridges. 


Description: 


The aluminum fuze head contains a 
spring -loaded striker and firing pin. A spring- 
loaded cylindrical slider, mounted transversely 
in the aluminum fuze body, contains the detona- 
tor and is equipped with an O-ring pressure 
seal. Inbore safety is provided by a spring- 
loaded bore riding pin which locks the slider. A 
pull wire restrains the setback pin (not shown 
in illustration) which locks the bore riding pin. 
Tape and a plastic disk protect the metering ori- 
fice. The fuze base contains a tetryl booster 
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lead charge. A cup containing a tetryl booster 
pellet is threaded to the buse. 


Functioning: 


Setback force from weapon firing forces 
the setback pin rearward against the pin spring 
and releases the bore againsting pin. The bore 
riding pin then contacts the here of the mortar 
and is ejected when the cartridge leaves the muz- 
zle. Ejection of the bore riding pin unlocks the 
slider. The slider is moved by a compression 
spring, and because of the O-ring seal, a vac- 
uum is created behind the slider, The vacuum is 
relieved gradually by the bleed air orifice. The 
metered pressure relief through the orifice pro- 
vides 1.5 to 6 seconds delay before the slider 
completes the movement necessary to align the 
detonator with the tiring pin and arm the fuze. 
On impact, the striker and firing pin are 
depressed, and inertia throws the slider with det- 
onator forward into the firing pin. Detonation 
is on superquick action through the booster 
lead charge and tetryl booster charge. 
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Tabulated Data: 
Weight -----------------.-----.--..------ 0.25 Ib 
Length: 

Visible ------------------------------ 2.45 in 

Overall ----------.---.--..-...-.---- .95 in. 

Thread size ------------------------ 1.5 in.-12NF-1 

Assembly Dwg. No. ------------- 73-1-161 

Temperature Limits: 
Firing: 
Lower limit ------------------------ OF 
Upper limit ------------------------ +145°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 

"Packing --------- nennen 16 fuzes in 
fiberboard con- 
tainer; 6 con- 
tainers in 

UNT wooden box 

cking : 

Weight ----------------------------- 70 Ib 


Dimensions ---—-—-—----—-—-———- 2-1/2 x 15-3/8 
x 12-3/8 in. 
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"NOTE: See DOD Consolidated Ammunition 
ro for complete packing data including 
в. 


Shipping and Storage Data: 


шашу Gate (o — T 

rage compatibility group ----- 

DOT shipping class ---------------- A 

DOT designation ------------------- DETONA- 
TING FUZES- 
CLASS C 
EXPLOSIVES 

DODAC meer 1390-N314 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 


Detonator, tetryl booster lead charge, and 
tetryl booster charge. 


References: 
TM 9-1015-215-10 


TM 9-1300-251-20 
SC 1340/98-IL 
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FUZE, POINT DETONATING: XM719 
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Type Classification: 





Development. 
Use: 


Point Detonating Fuze XM719 is a super 
quick delayed arming impact fuze, used with 
60mm mortar WP Smoke cartridges. 


Description: 


The aluminum fuze head contains a 
spring-loaded striker and firing pin. A spring- 
loaded cylindrical slider, mounted transversely 
in the aluminum fuze body, contains the detona- 
tor and is equipped with an O-ring pressure 
seal. Inbore safety is provided by a spring- 
loaded bore riding pin which locks the slider. A 
pull wire restrains the setback pin (not shown 
in illustration) which locks the bore riding pin. 
Tape and a plastic disk protect the metering ori- 
fice. The fuze base contains a tetryl booster 
lead charge and a small tetryl booster charge. 


BORE RIDING PIN 


УУХ Л 


SUN Gd 37^3 





AR199967 


PULL WIRE 








N 
N 
AY 





INSTEAD gba 
NG STRIKER 


FIRING PIN 


u 
ТАРЕ АВ 199966 


Setback force from weapon firing forces 
the setback pin rearward against the pin spring 
and releases the bore riding pin. The bore 
riding pin then contacts the bore of the mortar 
and is ejected when the cartridge leaves the muz- 
zle. Ejection of the bore riding pin unlocks the 
slider. The slider is moved by a compression 
spring, and because of the O-ring seal, a vac 
uum is formed behind the slider. The vacuum is 
relieved gradually by the bleed air orifice. The 
metered pressure relief through the orifice pro- 
vides 1.5 to 6 seconds delay before the slider 
completes the movement necessary to align the 
detonator with the firing pin and arm the fuze. 
On impact, the striker and firing pin are 
depressed, and inertia throws the slider with det- 
onator forward into the firing pin and arm the 
fuze. On impact, the striker and firing pin are 
depressed, and inertia throws the slider with det- 
onator forward into the firing pin. Detonation 
is on superquick action through the booster 
lead charge and tetryl booster charge. 
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Tabulated Data: Explosive Components: 
LO. TO | тз Detonator tetryl booster lead charge, and 
Length: tetryl booster charge. 

Visible ------------------------------ 2.45 in 

Overall ----------------------------- 2.95 in. . 

Thread size ------------------------ 1.5in.-12 NF-1 References: 

AssemlblyDwg. No. ------------- 73-1-161 


2 ТМ 9-1015-215-10 
Temperature Limits: TM 9-1300-251-20 


SC1340/9t3-IL 





Refer to complete round for upper and 
lower limits. 
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FUZE, POINT DETONATING: M720 





NON DELAY 
BOOSTER PLUNGER ASSY 
CHARGE BOOSTER 
BODY 


STZTS 
PM M. 
NIIN 


BOOSTER CUP 


DETONATOR 


Type Classification: 
C & T AMCTC 9193 dtd 1972. 


Use: 


Point Detonating Fuze M720 is of the 
superquick type used with 152mm gun 
Cartridge M657 and functions on impact or 
graze. 


Description: 


The fuze is essentially Fuze M557 modi- 
fied to provide arming at closer than normal 
range and to assure superquick or non-delay det- 
onation upon impact or graze. A superquick ele- 
ment in the head consists of a firing pin, firing 
pin support, and Detonator M24. The body of 
the fuze is a thin-wall ogive containing non- 
delay inertial type Plunger Assembly M1. No 
optional delay setting is provided; the fuze as 
issued is preset on superquick. Booster М125А1 
has been modified for use with Fuze M720 to 
reduce the normal arming distance to not less 
than 25 feet. The booster has a brass body inter- 


FUZE BODY 













U 
AR 199965 


INTERRUPTER SPRING 
PRESET SETTING SLEEVE 


FIRING PIN 
SUPPORT 


HEAD 


FIRING PIN 
OGIYE 


INTERRUPTER 
PLUNGER FIRING PIN 


U 
AR 199964 


nally threaded to accept the fuze body and exter- 
nally threaded to fit Cartridge M657. A 340- 
grain tetryl booster charge is contained by an 
aluminum cup threaded onto the base of the 
booster. The tooster body contains Detonator 
M17 and a spin-activated mechanism to provide 
the delayed arming safety. 


Functioning: 


No action occurs until the projectile has 
left the muzzle of the gun, when the centrifugal 
force of rotation is high enough to move the 
interrupter outward and open the flash tube. 
At the same time, non-delay Plunger Assembly 
M1 is armed in reparation for impact by with- 
drawal of the plunger pins, also by centrifugal 
force. The rotation also starts movement of the 
rotor in the booster safety arming mechanism. 
The movement is so timed that Detonator M17 
will be aligned with the flash holes when the pro- 
jectile is not less than 25 feet from the muzzle. 
On impact, the superquick action will detonate 
the projectile. On graze, or in event of failure of 
the superquick element, detonation will be initi- 
ated by non-delay Plunger Assembly M1. 
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Tabulated Data: UNO proper shipping name ----- Fuzes, detonat- | 
ing 
Type MM D 
Weight --------------------------------- 2.10 lb Explosive Components: 
Length: 
Visible ---------------------.-------- 3.79 in. Detonator M24, Detonator M17, tetryl 
Overall ----------------------------- 5.97 in. lead charge, tetryl booster charge, non-delay 
Thread size ------------------------ 12NS-1 Element M1. 
Assembly Dwg. No.-------------- 9229636 
Limitations: 


Temperature Limits: 
Premature functioning may occur if the 
Refer to complete round for upper and fuzes are fired in extremely heavy rainfall. 
lower limits. 


Shipping and Storage Data: 
TM 9-1300-251-20 


DODAC an 1390-N314 TM 9-2350-230-10 
0409 TM 9-2350-230-12 


References: 
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FUZE, POINT DETONATING: M739 and M739A1 


SETTING SLEEVE ASSY 











BOOSTER CUP 


CLOSING SCREW 


5 & А RETAINER 


Type Classification: 





M739 - Std A MSR 02756077 December 1974, 
- Std B MSR 08826010 August 1982, 
M739A1 - Std A MSR 08826011 August 1982. 


Use: 


Point Detonating Fuzes M739 and 
M739A1 are selective superquick and 0.05 sec- 
ond delay (M739) or auto-delay (M739A1) 
impact fuzes designed for use in all standard 
HE artillery 4.2 inch Mortar, 105mm through 8- 
inch Howitzers and 175mm Guns. 


Description: 


The M739 series fuzes are the latest 
improved version of the selective impact fuzes. 
The fuze body is a one-piece design of solid alu- 
minum and has a standard 2-inch threaded 
base to match projectile nose and fuze cavity. 
The fuze consists primarily of five (5) modular 
subassemblies: (1) crossbar and holder assem- 
bly (2) firing pin and detonator assembly, (3) set- 
ting sleeve assembly, (4) M1 Delay Plunger 
Assembly (M739), or Impact Delay Module 
Assembly (M 739А1), and (5) the safe and arm- 
ing assembly. 


The crossbar and holder assembly is a 
rain insensitive sleeve that allows firing in 
heavy rain with reduced probability of down- 
range premature functioning. The assembly is 
in the nose section of the fuze and consists of 
five (5b) crossbars which break up raindrops and 
foliage and thus reduce fuze initiation sensitiv- 
ity without affecting ground or target impact 
sensitivity. 


HOLES IN CROSS BAR 
HOLDER ASSY, NEED 
NOT BE ALIGNED WITH 
HOLES IN BODY. 


CROSS BAR HOLDER ASSY 
FIRING PIN 


Mi DELAY ASSY AND DETONATOR ASSY 


AR 100464 A 


The firing pin and detonator assembly is 
located below the rain insensitive sleeve and pro- 
vides the superquick action on impact. The fir- 
ing pin is held in position by a firing pin sup- 
port which prevents initiation of the M99 Stab 
Detonator until impact. 


The setting sleeve assembly (interrupter) 
is located in the side of the fuze body extending 
through the flash path of the M99 Detonator 
and thus provides selection of a PD mode which 
does not interrupt the flash from the detonator: 
or a delay mode which prevents the detonation 
flash from initiating the explosive train. 


The M1 Delay Plunger Assembly is 
located in the rear portion of the M739 fuze 
and provides a 0.050 second fuze initiation 
delay for target penetration when the setting 
sleeve is set "delay", When not set "delay", the 
M1 delay plunger provides a back-up and graze 
action function for the superquick setting. 


The M739A1 fuze contains an Impact 
Delay Module (IDM) assembly instead of the 
M1 Delay Plunger Assembly. The IDM provides 
fuze initiation delay based upon the completion 
of’ mechanical actions caused by projectile decel- 
eration and will function immediately after pass- 
ing through the target. Function occurs when a 
spring loaded firing pin is released. There are 
no explosive components contained within the 
IDM. 


The safe and arming (S&A) module is 
below the delay assembly. It contains a rotor 
with a M55 detonator, an escapement to pre- 
vent the detonator from aligning with the 
explosive firing train until safe arming distance 
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is achieved, both setback and spin locks to pre- 
vent accidental arming prior to firing, The explo- 
sive lead when initiated will detonate the 
booster pellet made of 22 grams of Composition 
A5 which is held by an aluminum booster cup 
assembled into the base of the fuze. 


Functioning: 


Condition as Issued: 





In the firing pin and detonator assembly 
the firing pin is held over the SQ detonator by a 
collapsible support. The setting sleeve assembly 
interrupter blocks the flashhole between detona- 
tor and S&A assembly. 


The 5&А assembly is not armed since the 
M55 detonator which is contained in the S&A 
rotor is held out of axial alignment by a setback 
pin and spinlock detents. 


The delay assembly is not armed because 
the detents hold the plunger from moving for- 
ward and beginning the sequence of events 
required for function. 


Prior to Firing: 


For delay action the setting sleeve must be 
turned clockwise so that the slot is pointed 
toward “Delay”. This keeps the flashhole 
blocked regardless of the interrupter position, 
The setting sleeve may be returned counter- 
dockwise to the "SQ" setting at will. 


For super quick (SQ) action, the selector 
normally requires only inspection to assure 
that the slot of the selector sleeve is pointed 
toward the “SQ” mark, А coin, screwdriver or 
tip of the fuze wrench M18 may be used to turn 
the slot to the desired setting, 


Action Caused by Setback and Spin in Firing 
the Projectile: 


In the interrupter assembly centrifugal 
force moves the interrupter outward. When the 
setting sleeve is set for “SQ” the interrupter 
unblocks the flashhole in its move outward. 





In the delay assembly centrifugal force 
moves each detent outward and locks each 
detent in the outward position by means of the 
centrifugal plunger pin lock. 


In the S&A assembly the setback pin is dis- 
engaged from the rotor and the spinlocks move 
outward under centrifugal force allowing the 
rotor to turn and carry the M55 into line with 
the flashhole, This arming action is briefly 
delayed by a runaway escapement. The arming 
distances for associated cannon and mortar sys- 
tems are given in the tabulated data. The rotor 
is held in its armed position by the rotor lock 
pin. 
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Action in Flight: 





The plunger restraining spring in either 
the M739 or M739A1 delay assembly holds the 
plunger rearward. 


When fired in rain the crossbars, after ero- 
sion of the nose cap, serve to break up rain- 
drops and prevent functioning of the super- 
quick detonator. Excess water is expelled 
through the holes in the crossbar holder assem- 
bly due to centrifugal force created by the spin 
of the round. 


Action Upon Impact: 





When the projectile hits a soft impact sur- 
face, the material ruptures the nose cap and 
then flows between the crossbars to strike the 
firing pin. If the projectile hits masonry or rock, 
the entire crossbar holder assembly will drive 
the firing pin into the SQ detonator. 


For delay setting, the solid structure of’ 
the fuze body protects the delay assembly so 
that it will function after penetrating the tar- 
get. Within the delay an the plunger 
travels forward upon impact, The M739 Fuze 
contains an М1 Delay Plunger Assembly and 
when the plunger travels forward an explosive 
delay element is carried by the plunger into a 
stationary firing pin held by the MI housing 
thus initiating a timed delay function. The 
М 739А1 Fuze contains an impact delay module 
and when its plunger travels forward a series of 
mechanical actions are initiated culminating in 
the release of a spring loaded firing pin pro- 
pelled into the M55 detonator contained in the 
S&A. 


In normal functioning with superquick 
action, the delay action has no effect, and the 
superquick detonator will have fired the detona- 
tor M55 in the rotor and the S&A assembly 
before the delay assembly can complete its 
action. However, should the SQ action fail, the 
projectile will function with delay action rather 
than become a dud, 


Tabulated Data: 





Type ------------------------------------ PD 
Assembly Drawing N o------------- 9258605 
(M 739); 
9345332 
(739A1) 
Length: 
Visible ------------------------------ 3.76 in. (Ref) 
Intrusion into projectile ------- 2.21 in. (max) 
Overall ----------------------------- 5.97 in. (Ref) 
Weight ------------------------------ 1.5 Ib 
Thread ------------------------------ 2.00 -12UNS- 
1A 
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M739 M739A1 
Sq Delay Sq Delay 
Maximum rotation 
where fuze unit 
will not arm 
(RPM)------------------ 1050 1300 1050 1075 
Minimum rotation 
where fuze unit 
| will arm (RPM)------- 1 800 2125 1800 2025 
Explosive Components: 
SQ element: 
Detonator Stab M99 
Primer Mix NOL #130--------- 65 
Lead Azide ------------------------ 180mg 
The delay assembly M1 (M739 only); 
Delay Element M2; 
Primer Mix NOL #130--------- 25 mg 
Lead Azide, Type I; 
Delay Composition; 
Barium Chromate - 83%------- 32 mg 
Boron Particles - 16%; 
S&A Assembly 
Detonator M55 
Primer Mix NOL #130--------- 15 mg 
Lead Azide RD 1333----------- 51 mg 
De mg 
Lead Explosive -------------------- PA508 
Comp AS, Type VI (a or h) ------ 172 mg 
Booster Pellet, Comp A5, 
Type VI (a or b) 21g 
Temperature Limits: 
Firing: , . 
Lower limit ------------------------- -40°F -40°C 
Upper limit ------------------------ +125°F +52°C 
Storage: , . 
Lower limit  ------------------------- -80°F (for not 
more than 3 days) 
Upper limit ------------------------ +160°Е (for not 


Shipping and Storage Data: 


Quantity-distance class -------------- 
Storage compatibility group ------- 
DOT shipping class ----------------- 


DOT designation 


more than 4 
hr/day) 


(04) 1.2 

D 

C (Non-propagat- 
ing Package 
Required) 
DETONATING 
FUZES CLASS C 
EXPLOSIVES 
HANDLE CARE- 
FULLY, NON- 
PROPAGATING 
PACKAGE 
REQUIRED 


TM 43-0001-28 


NOTE; Early production lots of M739 are packed in 
Metal Ammo Boxes with polyethylene bottom sup- 
porter. DOT shipping (‘lass A designation remains in 
effect for those packs. 





National Stock Number: 
M739--------------------------------- NSN 1390-00 


574-7705 
(Propagating Pack) 
NSN 1390-00- 
080-9447 (Non- 
ropagating Pack) 
M739A --------------------------- NSN 13900-01- 
132-7481 (Non- 


OS 


DODAC ---------------------------- 
UNO serial number --------------- 0409 
UNO proper shipping name------ Fuzes, detonating 
*Packing 8 fuzes in metal 
container; 2 con- 
tainers in a wire 
bound box. 
*Packing Box: 
Weight --------------------------- 55.8 lb 
Dimensions --------------------- 14-5/8 x 12-12/16 
x 9-1/8 in 
Cube ----------------------------- 1.04 cu ft 


*NOTE: See DOD Consolidated Ammunition Catalog 
for complete packing data including NSN's. 


ti 


The Impact Delay Module in the M739A1 I'D fuze 
is considered extremely hazardous when in a dud condi- 
tion as it contains a cocked striker. The M739 PD fuze, 
when in the same condition, is not as hazardous. Current 
EOD procedures for the M739 fuze cannot be used for 
the M739A1 fuze. The M739A1 fuze requires signifi- 
cantly different EOD procedures and also the addition of 
more specific safety precautions. An M739A1 fuze mis- 
identified as an M739 fuze would be deadly to any per- 
son. Because there is no external difference between the 
two fuzes, other than stamped markings, the M739A1 
fuze is anodized green to give personnel/EOD in the field 
an immediate and positive identification of the fuze. 


References: 


SC 1340/98-IL 

TM 9-1300-251+20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-2300-216-10 
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FUZE, POINT DETONATING: M745 





Type Classification: 





To be approved. 
Use: 


This fuze is used on the 60mm smoke car- 
tridge, M722. 


Description: 


The fuze has a similar exterior configura- 
tion to the M1734 multi-option fuze, a two 
per plastic/aluminum head, and an aluminum 

ase. The head contains a turbine. The base con- 
tains a safing and arming device (S&A). The 
fuze functions on impact with variable point 
detecting action only. 


Functioning: 


Two independent ballistic signals are 
required to arm the fuze: (1) setback force and, 
(2) airflow through the turbine. Setback force 
retracts the zigzag setback sleeve in the S&A 
rotor and rotation of the turbine withdraws a 
jackscrew (through a gear mechanism), to 
unlock the S&A rotor. А latch interlocks the 
gear mechanism and zigzag setback sleeve, to 
prevent partial arming from spurious airflow 
through the turbine (e.g. wind blowing into the 
inlet for the turbine). The spring driven rotor 
rotates to the armed position where the stab det- 
onator is aligned with a fixed firing pin. On 
impact, the detonator strikes the firing pin. 
The detonator initiates the booster lead charge 
and booster pellet. 


AR 4027 


Tabulated Data: 





M745 Fuze: 
Type --------------------------------- 


Length ----------------------------—-- 
Thread size ------------------------ 
Intrusion -------------...-.--....-- 
Drawing number ------------- 


Temperature Limits: 





Firing: 
Lower ------------------------------- 


Lower ------------------ o 





DODAC -------------------------------- 
UNO serial number ---------------- 
UNO proper shipping name ----- 


Limitations: 


TM 43-0001-28 


Point detonat- 
ing 

0.50 Ib (0.23 
kg) 


E 
2.6 in. (6.6 cm) 
1.5-12UNF-1A 
Lilin. 
(2.82 cm) max 
11737000 


-50°F (-45.5°C) 
+145°F 
(+63°C) 


-50°F 
(-45.5°C) 
+160°F 
(+71.1°C) 


1390-N660 
0246 
Ammunition, 
smoke, white 
phosphorus 


High dud rates may occur at high QE and 


charge zero. 


References: 
TM 9-1010-223-10 
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FUZE, POINT DETONATING: M751 





PYROTECHNIC BAS 
SMOKE STRIKER 
CARTRIDGE 





SAFETY PIN/CLIP SETBACK SLIDER 


PIN 


Type Classification: 





To be approved. 


Use: 


This fuze is a practice fuze for the 81mm 
M879 practice cartridge. 


Description: 


The fuze has an aluminum body with an 
M734 multi-option fuze ogive or an M935 PD 


(W/M734 MULTI-OPTION FUZE OGIVE) 


TYPE II 





(W/M935 PD FUZE OGIVE) 


U 
AR 4502 


fuze ogive, a pyrotechnic smoke cartridge, a 
striker, and an arming mechanism. 


Functioning: 


During forward acceleration, the setback 
pin moves rearward. This action allows the 
slider to move radially outward. The striker is 
released and a steel ball is inserted between the 
striker and pyrotechnic smoke cartridge. On 
impact, the striker drives the steel ball into the 
percussion primer of the pyrotechnic smoke car- 
tridge. The smoke cartridge functions and pro- 


duces a flash, an audible sound, and a smoke 
cloud. 


7-93 


WWW.SURVIVALEBOOKS.COM 








TM 43-0001-28 
Tabulated Data: Packing ----------------------...-...--. Not a separate 
issue item 
Type ----------------------------------- PD (practice) 
Weight ------------ nn 0.45 Ib Shipping and Storage Data: 
Length --------------------------------- 4.1 in. 
Thread size --------------------------- 1.5-12 UNF Quantity-distance class ----------- 1.4 
Intrusion -------------------.--.------- 1.6 in. cs compatibility 
Temperature Limits: DÓT sh shipping class ---------------- CLASS C 
EXPLOSIVE 
Firing: DOT designation -------------------- DETONAT- 
Lower limit ------------------------ 0°F (-18°C) ING FUZE, 
Upper limit ------------------------ +110°F HANDLE 
(+43°C) CAREFULLY 
Storage: DODAC -------------------------------- 1390-C875 
Lower limit ------------------------ -45°F (-43°C) 
(for a period of 
not more than Limitations 
3 days) 
Upper limit ------------------------ +145°F None. 
(+63°C) (for a 
period of not References 
more than 4 
hr/day) TM 9-1015-249-10 
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FUZE, POINT DETONATING: M761 


BODY 8 


SPRING 
ASSEMBLY 
BODY HOLDER 
SETBACK | (WITH 6 BALLS) 
SPRING 


DELAY 
HOUSING 
ASSEMBLY 


BARRIER 


ASSEMBLY \BASE 


SHEAR FLANGE 


Type Classification: 
Std MSR 05826003. 


Use: 


The Fuze Point Detonating M761 is used 
with the Cartridge 40mm: HE, M811 for the 
Sergeant York 40mm gun M247, against air and 
surface targets. 


Description: 


The M761 point detonating delay fuze 
includes a piston assembly, which carries the fir- 
ing pin and a detonator contained inside the 
body assembly, The plunger assembly provides 
a 300 microsecond delay after impact. 


The primary fuze operation is divided into 
three steps: setback, arming, and detonation. 
There are three different methods of detona- 
tion: target impact, graze impact, and self- 
destruct, Prior to launch, the piston 
and body assemblies and body holder are 
resting on the expanded setback spring. The 
rotor is maintained off center by the firing pin 
and lockweight assembly. 


Setback - Durin 


launch, the piston and 
body assemblies an 


body holder set back 








PROPULSION 
CHARGE 





PISTON 
ASSEMBLY 


PROBE CAP 
PROBE 


OGIVE 


LOCK WEIGHT 
ASSEMBLY (2) 






A 


U 
AR 6029 


against the setback spring. Air is displaced 
through ports into the chamber above the pis- 
ton. High spin forces cause the centrifugal lock 
weights of the primary fuze and the barriers of 
the delay modules to move against their 
springs. This lockweight removes one con- 
straint on the rotor in the safe position, 
Centrifugal force also causes the locking balls 
in the primary fuze to seat in the detent groove. 


Arming - As the projectile exits the muz- 
Zle, the acceleration force dissipates, and the pis- 
ton spring moves the piston away from the 
body assembly. The body assembly is retained 
by the locking balls which overcome the force 
exerted by the setback spring. The piston 
motion is controlled by air bleed through a 
porous metal restrictor. The air bleed provides 
a nominal mean arming delay of 40 to 60 
meters over the temperature range from -50°F 
to + 140°F. When the piston reaches the for- 
ward position, the firing pin withdraws 
sufficiently to allow the rotor to move the 
armed position. Centrifugal force acting on the 
roller weight causes it to move into a groove 
and lock the rotor in the armed position. The 
fuze is fully armed when the detonator is in 
line with the firing pin. 
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Detonation: 


Impact against targets - The impact 
shock is transmitted by the probe to the piston 
assembly, which is driven rearward until the fir- 
ing pin strikes the detonator. 


Graze impact - Graze function occurs 
when lateral shock causes the locking force of 
the body holder balls to be released and over- 
come by the setback spring. As the body assem- 


Шү is moved forward the detonator is driven 
into the firing pin. 





Self-Destruct - The self-destruct func- 
tion depends on the reduction of locking-ball 
centrifugal force as the projectile spin decays. 
When the setback nd force is sufficient to 
overcome the locking-ball force, the detonator 
in the body assembly is driven forward into the 
firing pin. 
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Tabulated Data: 





Type --------------------------------—--- PD 

Weight w/fuze ------------------------ 0.119 Ib 
(0.054 kg) 

Length --------------------------------- 2.75 in. 
(69.7 mm) 

Arming time -------------------------- 0.06 min sec 

Post-impact delay time ------------ 0.3 min sec 

Time to self-destruction ---------- 8.542 sec 


Assembly drawing number ------ 28117739 


Temperature Limits: 





See complete round for upper and lower 
limits. 


Limitations: 


None. 
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FUZE, POINT DETONATING: M935 


a 3.58 


BOOSTER 
PELLET 


Type Classification: 
Std LCC-A MSR 04836008. 
Use: 


Point Detonating Fuze M935 is a selec- 
tive, superquick or 0.05 delay action, impact 
type fuze for use with HE 60mm and 81mm mor- 
tar cartridges. 


Description: 


The front body assembly contains an arm- 
ing mechanism and a firing mechanism which 
include two spring-loaded setback pins, a slider 
with inner and outer compression springs (not 
shown in illustration), an arming pin, and two 
balls which restrain the superquick firing pin 
and the pyrotechnic delayed arming striker 
sequence. The explosive train consists of a 
delay detonator and a superquick detonator 
housed 90 degrees apart in the cylindrical 
slider, a lead assembly, and a booster charge. 


Functioning: 
Fuze, as issued, is set to superquick; for 


delay action, the selector must be adjusted. 
Removal of the pull wire permits arming pin to 





ARMING PIN STRIKER 
WINDSHIELD 
AY 
ARMING 
ASSEMBLY 


U 
AR 6189 


move rearward upon action by the delay arm- 
ing mechanism. Setback forces during firing 
cause rearward motion of the setback pins to 
allow the balls to recede and the striker to 
move rear-ward. This initiates the primer in 
the pyrotechnic delay arming assembly. Slider 
springs move the slider assembly axially to 
align the detonator with the firing pin thus arm- 
ing the fuze. Upon impact, detonation occurs 
and initiates the explosive train. 


Tabulated Data: 
Type ----—--MMMMMMMM PD 
eight ne 0.54 Ib 
Length: 
Visible ——— ny 2 48 in 





3.58 in. 
Thread size 1.5-12UNS-1A 
Assembly drawing number --- 9255258 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -65°F 
Upper limit ------------------------ +165°F 
Storage: 
Lower limit ----------------------- -65°F 
Upper limit ------------------------ +165°F 
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Packing: 


Not a separate issue item. 


Shipping and Storage Data: 


Quantity-distance class ------.--- 
Storage compatibility group ----- 
DOT shipping class ---------------- 
DOT designation ------------------- 





DODAC ttn 
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DETONA- 
TING 
FUZES-- 
CLASS A 
EXPLOSIVES 
1390-N342 
0107 


VIVALEBOOKS.COM 


UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





M53 Delay Arming Element; M98 
Superquick Detonator, M76 Delay Detonator: 
RDX Lead Charge and Booster Pellet. 
Limitations: 

None. 

References 


SC 1340/98-IL 
TM 9-1300-251-20 
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FUZE, POINT INITIATING: M90A1 or M90 








FUZE PIM9OAI 
FA-5-55 10-55 


2.52 
МАХ 





AR199927 


Type Classification: 


С & T OTCM 37119 dtd 1959. 





Use: 


Fuze M90A1 or M90 is a single-action, 
super quick point-initiating fuze designed for 
use with 57mm HEAT projectile. 


Description: 


The fuze has a diecast aluminum body 
with a neck extending forward to house a 
primer. A rotor with a lock and lock spring is 
mounted transversely in the fuze body, and car- 
ries a detonator. An auxiliary booster housing 
threaded into the base of the fuze body carries 
a booster charge. The base of the fuze body is 
threaded internally for assembly over the nose 
of the projectile, and the entire forward end 
with mechanical parts is covered with a thin 
steel ogive. 


Functioning: 


After firing, centrifugal force from projec- 
tile rotation withdraws the rotor lock against 
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the lock spring. The rotor cannot move while 
affected by the setback force of firing, but after 
setback the rotor turns to align the detonator 
with the primer and with the auxiliary booster 
charge. On impact, crushing of the ogive fires 
the primer which initiates the detonation train 
to the projectile. 


Tabulated Data: 





Type ------------------------------------ PI 

Weight --------------------------------- 0.256 Ib 

Length: 
Visible ------------------------------ 2.52 in. 
Overall ----------------------------- 2.52 in. 
Thread size ------------------------ 2.095 -18NS-1 
Assembly Dwg. No. ------------- 73-2-23 


Explosive Components: 





Primer M56, Detonator M30A1, and auxil- 
iary Booster M122. 


References: 


TM 9-1300-251-20 
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FUZE, POINT INITIATING, BASE DETONATING: M509A1/A2 





PI M509A! LOT NO. 


AR100929 


Type Classification: 
Std AMCTC 4677 dtd 1966. 
Use: 


Point initiating, base detonating type 
Fuze M509A1 is used with fin-stabilized HEAT 
projectiles in calibers from 76mm to 120mm. 


Description: 


The fuze is essentially an aluminum hous- 
ing containing a spring-loaded rotor and an elec- 
trically-fired Detonator M48. The rotor is the 
arming mechanism and houses the detonator. 
In the unarmed position, the rotor is restrained 
by three metal leaves, so arranged as to be dis- 
placed sequentially by setback. The power 
source is a polarized piezoelectric ceramic disk 
(not shown) in the nose of the projectile con- 
nected by a wire lead to the fuze. When the 
rotor is in the armed position, the detonator is 
aligned with & booster lead charge and booster 
charge in the nose end of the fuze. 


Functioning: 


When the weapon is fired, setback force acts 
sequentially on the leaf arming assembly. When 
the third leaf has been displaced to the rear, the 
rotor is released and can rotate, powered by a 
preloaded spring. Electrical contact between 
the housing andthe rotor is made by a contact 
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spring and a wiper contact when the rotor has 
moved the detonator into the armed position. 
When impact is made on the target, deforma- 
tion of the piezoelectric element (ceramic disk) 
in the nose generates an electric impulse to fire 
the detonator. The detonator initiates the explo- 
sive train through the lead charge and booster 
charge to the projectile. 


Tabulated Data: 

Type -e.emmmaaaaramaa anne PIBD 
eight ---- nenn 0.31 Ib 
Length Overall ---------+---- 0.963 in. 
Assembly Dwg. No. --------------- 8799735 


Temperature Limits: 


Refer to complete round for upper and 
lower limits. 


Explosive Components: 


Detonator M48, tetryl booster lead charge, 
and tetryl booster charge. 


References: 
TM 9-1300-251-20 


Change 1 7-101 


WWW. SLIRYIV ALEBOOKS.COM 


THIS PAGE INTENTIONALLY LEFT BLANK 


7-102 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


FUZE, POINT INITIATING, BASE DETONATING: M530A1 AND M530 


LOADED :2101C02[3 


М BD M530A! LOT NO. 





AR189923 


Type Classification: 
Std AMCTC 4265 dtd 1966. 
Use: 


Point initiating, base detonating type 
Fuzes M530A1 and M530 are designed for use 
in low-velocity HEAT projectiles. 


Description: 


The fuze is essentially an aluminum hous- 
ing containing a spring-loaded brass rotor and 
an electrically fired detonator. In the unarmed 
position, the rotor is restrained by three metal 
leaves, so arranged as to be displaced sequen- 
tially by inertia from setback. The power 
source is a polarized piezoelectric ceramic disk 
(not shown) in the nose of the projectile con- 
nected by a wire lead to the fuze. A separate 
inertial plunger with firing pin is provided to 
act on the primer for graze impact. 


Functioning: 


When the weapon is fired, setback force 
acts sequentially on the individual leaves of the 
leaf arming assembly. When the third leaf has 
been displaced to the rear, the rotor is released 
and can rotate, powered by a pre-loaded spring, 
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but retarded by an escapement mechanism. 
Electric contact between the housing and the 
rotor is made by a contact spring and a wiper 
contact when the rotor has move 270 to lace 
the detonator in the armed position. When 
impact is made on the target, deformation of 
the piezoelectric element (ceramic disk) in the 
projectile nose generates an electrical impulse 
to fire the detonator. The detonator initiates 
the explosive train through the lead charge and 
booster charge to the projectile. In event of 

raze impact, the inertial plunger forces the fir- 
ing pin into the primer to initiate detonation. 


Explosive Components: 


Primer M97, Detonator M69, tetryl 
booster lead charge, and tetryl booster charge. 


Limitiations: 


None. 


Difference Between Models: 


Model M530A1 includes an escapement 
mechanism not present in Model M530 to 
retard the rotor and extend arming time. 
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TM 43-0001- 
Tabulated Data: Shipping and Storage Data: 
DODAC -------------------------------- 1390-N268 
Type ------------------------------------ PIBD References 
Weight: 
Overall length -------------------- 1.592 in. TM 9-1015-223-12 
Assembly Dwg. No. ------------- 10980600 TM 9-1300-251-20 
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FUZE, POINT INITIATING, BASE DETONATING: М539А1 





LEVER SPRING 


SAFETY DISARM LEVER 


ROTOR 


SHORTING BAR 


INSULATOR 


Type Classification: 
Std AMCTC 8965 dtd 1972. 


Used: 


Base Detonating Fuze M539 is of the 
super-quick action, point initiating type used 
with 152mm HEAT-T-MP cartridges. 


Description: 


The fuze is based upon the principle of a 
piezoelectric element accumulating a charge 
and firing an electrical detonator housed in an 
arming rotor. Control-power supply M22 of the 
fuze includes a polarized piezoelectric element. 
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PIN 


The rotor is mounted transversal to the axis of 
rotation of the fuze, and is locked in the 
unarmed position by centrifugal detents. The 
rotor features a safety mechanism to return to 
the unarmed position in the absence of spin or 
decay in spin rate, as would be sensed in case of 
an accidental partial arming. The switch pro- 
vided in the fuze for delivering the stored 
charge to the detonator is the impact ball type. 


Functioning: 


The piezoelectric element immediately 
accumulates an electrical charge as a result of 
deformation during setback. The charge is bled 
off during peak setback by the closing of a short- 
ing bar, and the short circuit results in an oppo- 
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site charge accumulating on the element. As set- Assembly Dwg. No------------------ 9204364 
back force decays, the shorting bar opens, 
leaving the charge stored on the piezoelectric ele- Shipping and Storage Data 
ment, as in a capacitor, Meanwhile, centrifugal 
force from projectile spin withdraws the rotor DODAC -------------------------------- 1390 - N269 
detents, an the rotor turns to the armed posi- 
tion, with the detonator in the discharge path Temperature Limits: 
of the static charge. Either impact on the target 
or deceleration from grazing will cause the Refer to complete round for upper and 
impact ball switch to close and deliver the elec- lower limits. 
trical charge to the detonator, thus initiating 
the explosive train to the projectile. If the electri- Explosive Components: 
cal charge is lost during flight, crushing of the 
nose at impact will also cause the control - power Detonator M65 and RDX booster charge. 
supply to fire the detonator. 
Limitations: 
Tabulated Data: None. 
Type ------------—----------------—------—- PIBD References: 
Weight --------------------------------- 2.0 Ib 
Length overall ---------------------- 2.093 in. TM 9-1300-251-20 
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FUZE, PROXIMITY: M513 AND M513B1 





Type Classification: 
С & Т AMCTC 6558 dtd 1969. 


Use: 


These adjustable, delayed-arming fuzes 
are used in 75mm, 105mm, and 4.2-inch deep- 
cavity projectiles fired against surface targets. 


Description: 


The fuze contains a radio continuous 
wave transmitter/detector with antennas and a 
power supply which performs the target detec- 
tion function. A plastic nose cone is fixed to a 
rotatable setting ring with a single index line, 
The setting ring is connected to a clock-work 
timing mechanism within the fuze sleeve which 
energizes the proximity element upon approach 
to the target. The safety line, S, and gradu- 
ations from 5 to 100, representing seconds to tar- 
get, are inscribed around the shoulder of the 
sleeve, The setting ring and sleeve are metal, 
The slot in the setting ring is for time setting 
only. Slots in the fuze sleeve are for the fuze 
wrench when assembling the fuze to the projec- 
tile. The fuze is shipped with the index mark 
set at "S". А Тиге desensitizing metal cap, M5, 
may be pressed on the nose cone when the fuze 
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is used with 105mm, HE cartridges, if burst 
heights are expected or observed to exceed 50 
feet. The M5 cap reduces the burst height by a 
factor of about 4. 


Functioning: 


Fuzes are set to the calculated time of 
flight of the projectile to target. Setback from 
weapon firing starts the arming cycle by releas- 
ing the timing mechanism and initiating the 
power supply. Approximately 3 seconds prior to 
set time, the proximity and PD element are 
armed simultaneously and radio wave transmis- 
sion is initiated. When any part of the radio 
wave front is reflected to the fuze from the tar- 
get, an interaction or doppler signal occurs 
between the reflected and transmitted wave. 
When the coppier signal reaches a predeter- 
mined amplitude an electronic switch activates 
the explosive train at an optimum distance 
from the target. If the proximity mode does not 
function, the projectile will be detonated on 
impact by the PD element. 


Difference Between Models: 





Fuze M513 has a steel sleeve. Fuze 
M513B1 has an aluminum sleeve. 
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Tabulated Data: 
Type -------—--------—-------------------- Proximity 
Weight: 
M513 ---------....-----...-.--...---- 2. 96 Ib 
M513B] ---------------------------- 2.35 lb 
Length: 
Visible ---------.-.-----......-...... 3.74 in 
Overall ----------------------------- 8.60 in 
Thread size ------------------------ 2.00 in 
12NS-1 
Temperature Limits: 
Firing: 
Lower limit ------------------------ ОЕ 
Upper limit ------------------------ +120°Е 
Storage: 
Lower limit ------------------------ -20°F 
Upper limit ------------------------ +130°F 
*Packing --------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in wire- 
bound box 
*Packing Box: 
Weight ----------------------------- 63. 0 lb 
Dimensions ----------------------- 14-5/8 x 12- 
13/16 
x11-15/16in. 
Cube -------------------<--------+---- 1.3 cu ft 


“NOTE: See DOD Consolidated Ammunition 
aalok for complete packing data including 
N's. 


Shipping and Storage Data: 


Quantity-distance class ---------- (0.4) 1.2 
Storage compatibility group ---- D 
DOT shipping class --------------- A 
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DOT designation ------------------- DETONA- 
TING FUZES 
CLASS А 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
LOAD OR 
STORE WITH 
ANY HIGH 
EXPLOSIVES 

DODAC О -------—--------—------------—-- 1390-N412 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 


ing 
Drawing number ------------------- GA795240 


Limitations: 


Use of less than Charge 12 in 4.2-inch mor- 
tars and less than Charge 2 in 105mm howit- 
zers will decrease reliability because of insuffi- 
cient setback for arming. Use highest charge 
commensurate with range in any weapon. 


Fuze may not be fired at Charge 7 in 
105mm howitzers, except under combat emer- 
gency conditions . 


Proximity of other masses to the target 
area, such as crests or ridges, air observation 
posts, nearby bursts or fragments experienced 
when firing volley, salvo, or rapid fire from adja- 
cent weapons, may cause early fuze initiation. 


These fuzes cannot be set for impact 
action only, as fuze will not be armed. 


References: 


TM 9-1015-203-12 
TM 9-1015-215-10 
TM 9-2350-311-10 
TM 9-1300-251-20 
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INDEX LINE 


SHIPPING LINE 


Type Classification: 
С&Т AMCTC 6558 dtd 1969. 


Use: 


These adjustable, sa an fuzes 
are used in deep cavity projectiles fired in 
90mm and 120mm guns, 105mm howitzers, 
and 4.2-inch mortars against surface targets. 


Description: 


The fuze contains a radio continuous 
wave transmitter/detector with antennas and a 
power supply which performs the target detec- 
tion function. À plastic nose cone is fixed to a 
rotatable setting ring with a single index line. 
The setting ring is connected to a clock-work 
timing mechanism within the fuze sleeve which 
energizes the proximity element upon approach 
to the target. The safety line, S, and gradu- 
ations from 5 to 100, representing seconds to tar- 
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only. Slots in the fuze sleeve are for the fuze 
wrench when assembling the fuze to the projec- 
tile. The fuze is shipped with the index mark 
set at "S". A fuze desensitizing metal cap, M59 
may be pressed on the nose cone when the fuze is 
used with 105mm, HE cartridges, if burst 
heights are expected or observed to exceed 50 
feet. The M5 cap reduces the burst height by a 
factor of about 4. 


Functioning: 


Fuzes are set to the calculated time of 
flight of the projectile to target unless point deto- 
nation is desired. Setback from weapon firing 
starts the arming cycle by releasing the timin 
mechanism and initiating the power supply an 
point detonation arming. The fuze is armed for 
point detonation after 3 seconds of flight. 
Approximately 3 seconds prior to set time radio 
wave transmission is initiated. When any part 
of the radio wave front is reflected to the fuze 
from the target, an interaction or doppler sig- 
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activates the explosive train at an optimum dis- 
tance from the target. If the proximity mode 
does not function, the projectile will be deto- 
nated on impact by the PD element. The func- 
tion of the desensitizing cap when employed is 
to inhibit the transmission and reception of 
radio waves, thus decreasing the sensitivity of 
the fuze. 


Difference Between Models: 
Models are similar in appearance but 


Ките M513A2 has greater extreme temperature 
tolerance than Fuze M513A1. 





Tabulated Data: 
Type ---- unse Proximity 
Weight -------------------------------- 2.35 Ib 
Length: 
Visible ------------------------------ 3.795 in 
Overall ----------------.------.----- 8.60 in. 
Thread size ------------------------ 2.00 in. 12NS-1 
Assembly Dwg. No. ------------- 1310371 
Temperature Limits: 
Firing: 
M513A2 M513A1 
Lower limit -40°F -20°F 
Upper limit +160°F +130°F 
Storage: 
Lower limit -60°F -40°F 
Upper limit +160°F +130°F 
“Packing ------------------------------ 1 fuze per 
metal con- 
tainer; 12 con- 
tainers per 
metal box; 2 
metal boxes 
er wirebound 
OX. 
* Packing Box: 
Weight ------------ nenn 63 Ib 
Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 11- 
15/16 in. 
Cube --------------------------------- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Noe for complete packing data including 
'в. 


Shipping and Storage Data: 


E kawil inaya A paaa 0.4 1.2 
rage compatibility group ----- 
DOT shipping class ---------------- A 
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DOT designation -------------------- DETONA- 
TING FUZES 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES 

DODAC -.-.----.-----.--------------.-- 1390-N412 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 





Primer, detonator, detonator lead charges, 
and tetryl booster charge in either detonation 
mode. 


Limitations: 


Use of less than Charge 12 in 4.2-inch mor- 
tars and less than Charge 2 in 105mm howit- 
zers will decrease reliability because of insuffi- 
cient setback for arming. Use highest charge 
commensurate with range in any weapon. 


Fuze may not be fired at Charge 7 in 
105mm howitzers, except under combat emer- 
gency conditions. 


Proximity of other masses to the target 
area, such as crests or ridges, air observation 
posts, nearby bursts or fragments experienced 
when firing volley, salvo, or rapid fire from adja- 
cent weapons, may cause early fuze initiation. 


These fuzes cannot be set for impact 
action only as fuze will not be armed. 


The following weapon/propelling charge 
combinations are authorized for use with prox- 
imity fuzes M5i3A1 and M513A2: In 4.2-inch 
mortars, Charge 12 and above, with or without 
extension must be used with this fuze. In 
105mm howitzers use Charges 2-6. (Charge 7 
for combat emergency only). With fuze set at 90 
seconds (PD mode), use 105H Charges 4-6. For 
maximum reliability in weapon, use the highest 
authorized charge commensurate with range. 


WARNING 


DO NOT FIRE THIS FUZE AT 
CHARGE 7 IN 105MM HOWITZER, 
EXCEPT UNDER COMBAT EMER- 
GENCY CONDITIONS. 


WWW.SURVIVALEBOOKS.COM 


There is little hazard in firing these fuzes 
over friendly territory, however, in the case of 
personnel or installations dose to, or in the tar- 
get area, proper consideration should be given 
to the following: 


Avoid firing 105mm or smaller projectiles 
at targets doser than 320 meters (350 yards) to 
friendly positions. 


If firing over crests or ridges, arming 
should be set to be delayed until the projectile 
has passed the irregularity, clearing it by 64 
meters (70 yards) or more. 


When projectiles are approaching the tar- 
get area at small angles of approach, the area 
between the point of full arming of the proxim- 
ity element and the target may be sprayed by 
fragments from occasional bursts. At larger 
angles of approach, because such fragments 
decelerate and usually reach a state of free fall, 
they do not constitute a serious hazard. 


When the fuze is set for proximity arming, 
air observation posts may safely be used to 
direct fire but should not be set up between the 
weapon and target, The area close to the target 


TM 43-0001-28 


should particularly be avoided. To avoid danger 
from normal or early bursts, aircraft should 
approach the trajectory or target area not 
doser than 320 meters (350 yards) for 105mm 
or smaller projectiles. 


After proximity arming, fuzes may func- 
tion under influence of nearby bursts or 
fragments. An abnormal number of such air 
bursts may be experienced from volley, salvo, or 
rapid fire from adjacent weapons. These func- 
tioning may be reduced by increasing the spac- 
ing of weapons or increasi ng the time between 
the rounds fired. These functioning are not 
related to downrange premature which may 
occur anywhere along the trajectory. 


To assure maximum reliability, these 
fuzes should be expended at the highest charge 
authorized commensurate with the desired 
range. 


References: 
TM 9-1015-203-12 
TM 9-1015-215-10 


TM 9-1300-251-20 
TM 9-2350-311-10 
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FUZE, PROXIMITY: M514, M514B1, M514A1 





8.60 MAX 












SHIPPING 
LINE 


M514A1 


Type Classification: 


Obsolete MSR 01756048 dated 1975 for 
training use only. 


Use: 


This fuze is utilized for US Army training 
in lieu of standard LCC-A items. 


Description: 


These fuzes are of the adjustable delayed- 
arming type which are activated by the receipt 


of reflected radio transmissions emitted from ~ 


the fuze upon target approach. The fuzes con- 
tain radio transmitters, antennas and receiv- 
ers and are energized upon firing. Certain mod- 
els of this fuze provide for impact functioning 
(PD action) or the option for a PD setting, but 
this characteristic is not common to all models. 
The fuzes have a windshield/nose cone of plas- 
tic attached to a metal setting ring. The ring 
and fuze sleeve are made of steel or aluminum. 
The shoulder of the sleeve is marked with a PD 


INDEX LINE 


PD LINE 
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SAFETY LINE 


M514 AND M51481 
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setting where applicable and time graduations 
from 5 to 100 seconds representing the time of 
flight to the target. The setting index mark is 
located on the plastic nose cone. The M514A1 
series nose cones identified as KEL-F are author- 
ized for use in the 175mm gun system at all 
charges (refer to Difference Between Models). 


Functioning: 


Fuzes are normally set to the calculated 
time of flight in seconds of the projectile, unless 
point detonation is desired. Setback from 
weapon firing starts the arming cycle by releas- 
ing the timing mechanism and initiating the 
power supply The fuze is armed for point deto- 
nation after 3 seconds of flight. The proximity 
element becomes armed within 3 seconds of set 
time. When any part of the radio wave front is 
reflected to the fuze from the target, an inter- 
action or doppler signal occurs between the 
reflected and transmitted wave. When the dop- 
pler signal reaches a predetermined amplitude, 
an electronic switch activates the explosive 
train at an optimum distance from the target. 


7-113 


If for any reason the proximity mode does not 
function, the projectile will detonate on impact. 


Difference Between Models: 











Feature M514 M514B1 М514А1 
PD setting No No yes 
PD impact 

action Yes Yes Yes 
Sleeve 

material Steel Alum Alum 
Weapon/Prop. 
Chg com- 

binations: 
155mm x s Chg3& | PD mode 


above Chg5 & | above 
GB Chg| above WB| GB Chg 
5& 6& 





Above A Chg 4 & 














above above WB 
WB 
175mm Chg 1 & 
2 (KEL-F) 
All chgs 
8 in. Chg 3 Chg3& | Chg3& 
& above GB| above 
above Allchgs | GB All 
GB All | WB chgs WB 
chgs (PD mode: 
WB chg 4 & 
above GB 
Chg 6 & 
above WB) 
и DER 





“NOTE: Model M514A3 (M514A1E1) on sepa- 
rate data sheet. 





Tabulated Data: 
Type ------ nennen Proximity 
Weight --------------------------------- 2.35 lb 
Length: 
Visible ------------------------------ 3.74 in 
Overall -------------------.--..--.-- 8.60 in. 
Assembly Dwg. No. ------------- 795245 
Temperature Limits: 
Firing: 
Lower limit ------------------------ 0°F (-18°C) 
Upper limit ------------ +120°F 
(+49°C) 
Storage: 
Lower limit ------------------------ -20?F (-29*C) 
Upper limit ------------------------ +130°F 
(+54.4°C) 
“Packing --------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in wire- 
bound box 
*Packing Box: 
Weight ------------------------------ 63.0 Ib 
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Dimensions ----------------------- 14-5/8 x 
12-13/16 x 
11-15/16 in. 

Cube -------------------------------+- 1.3 cu ft 


*NOTE: See DOD Consolidated Ammunition 
ee for complete packing data including 
's. 


Shipping and Storage Data: 


Storage Class/SCG ----------------- (0.4) 1.2D 

DOT shipping class ---------------- A 

DOT designation-------------------- DETONA- 
TING 
FUZES-CLASS 
A EXPLO- 
SIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES 

DODAC ----------.--.---.....-.-..---- 1390-N411 

UNO serial number ---------------- 0409 

UNO proper shipping name ----- Fuzes, detonat- 
ing 





Explosive Components: 


Primer, detonator, detonator lead charge, 
and tetryl booster charge in either detonation 
mode. 


Limitations: 


Do not use these fuzes for firing at targets 
closer than 731 meters (800 yards) to friendly 
positions. Use the highest charge commensu- 
rate with range for maximum fuze reliability. 
Fuzes are nat fully effective against airborne 
targets. After proximity arming, fuzes may func- 
tion under influence of nearby bursts or frag- 
ments. Firing on overcast days can result in 
increased frequency of downrange prematures. 
Not all models are interchangeable for use in 
all weapon systems. (See Difference Between 
Models.) 


The M514A1 fuze should be used only 
under ballistic conditions above 3,800 G's set- 
back force. Burst heights with this VT fuze will 
be higher than with the Standard A VT fuzes 
(M728 and M732), 


References: 


SC 1340/98 IL 

SB 700-20 

TM 9-1015-234-10 
TM 9-1025-200-12 
TM 9-1300-251-20 
TM 9-2300-216-10 
TM 9-2350-311-10 
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FUZE, PROXIMITY M514A3 (M514AIE1) 
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Туре Classification: 
Std AMCTC 9514 dtd 1972. 





Use: 


This fuze is an adjustable delayed-arming 
type designed for use with projectiles fired from 
4.2-inch mortars, 105mm and 155mm howit- 
zers, 175mm gun and 8-inch howitzers against 
surface targets, 


Description: 


The fuze contains a radio continuous 
wave transmitter/detector with antennas and a 
power supply which performs the tar et detec- 
tion function. A plastic nose cone is fixed to a 
rotatable metal setting ring which has a single 
index line. The setting ring is connected to a 
clockwork timing mechanism within the fuze 
sleeve which energizes the proximity element 
u on approach to the target. In addition, a PD 
element is included to detonate the projectile 
on impact if desired, or if the proximity element 
fails to operate. Graduations from 5 to 100, rep- 
resenting seconds to target, and a PD set line 
are inscribed around the shoulder of the sleeve. 


/ у TOT IN 


pp 100 95 90 5 
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On this model, the PD mark coincides with the 
90 second proximity setting. The slot in the set- 
ting ring is for time setting only. Slots in the 
fuze sleeve are for the fuze wrench when assem- 
bling the fuze to the projectile. The fuze is 
shipped with the index mark alined with the 10- 
second mark on the fuze sleeve. 


Fuzes are set to the calculated time of 
flight of the projectile to target unless point deto- 
nation is desired. Setback from weapon firing 
starts the arming cycle by releasing the timing 
mechanism and initiating the power supply, 
The fuze is armed for point detonation after 3 
seconds of flight. Approximately 3 seconds prior 
to set time proximity arming occurs and radio 
wave transmission is initiated. When any part 
of the radio wave front is reflected to the { 
from the target, an interaction or doppler sig- 
nal occurs between the reflected and transmit- 
ted wave. When the doppler signal reaches a 
predetermined amplitude an electronic switch 
activates the explosive train at an optimum dis- 
tance from the target. If the proximity mode 
does not function, the projectile will be deto- 
nated on impact by the PD element. 
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Tabulated Data: 











NSN mm 1390-00-935- 
9246 
Proximity 
2.19 Ib 
3.74 in 
---- 8.60 in 
2.00 IN- 
12NS-1 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ + 140°F 
Storage: 
Lower limit ------------------------ - 65°F 
Upper limit ------------------------ + 145°F 
Packing --------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in wire 
bound box 
*Packing Box: 
Weight ------------------------------ 63 Ib 
Dimensions ------------------------ 14-5/8 x 12- 
13/16 x11- 
15/16 in. 
Cube --------------------------------- 13 au ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data 





Quantity-distance dass ---------- 1.1 

Storage compatibility group ---- О 

DOT shipping dass ---------------- A 

DOT designation -------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES 
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DODAC  ------------------------------- 1390-N 462 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Drawing number ------------------- 11707173 

Limitations: 


The fuze may not be fired at Charge 7 in 
105mm howitzers, except under combat emer- 
gency conditions. 


Proximity of other masses to the target 
area, such as crests or ridges, air observation 
posts, nearby bursts or fragments experienced 
when firing volley, salvo, or rapid fire from adja- 
cent weapons, may cause early fuze initiation. 


The M514A3 fuzeis limited in authorized 
weapon/propelling charge combinations, as fol- 
lows: 


Weapons 


4.2-inch mortar---- ------------------ 10 and above. 
105mm howitzer (all 
model s)------------------------------ 1-6; Charge 7 

under emer- 
gency condi- 
tions for prox- 
imity mode 
only For PD 
firings at 
Charge 7, use 
Fuze PD M557 
or Fuze MTSQ 
M564. 

155mm howitzer (all models). -- All 

175mm gun (all models) ---------- All 

8-inch howitzer (all models). ---- All 


Propelling charge(s) 





References: 


TM 9-1015-203-12 
TM 9-1015-215-10 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2300-216-12 
TM 9-2350-311-10 
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FUZE, PROXIMITY: M517 


6.19 MAX 


CG Ol 


Type Classification: 


Std AMCTC 6558 dtd 1969 
OBS MSR 01756048. 


Use: 


Proximity Fuze M517 is used with 81mm 
Mortar HE Cartridge M362 series against sur- 
face targets. 


Description: 


The fuze contains a radio continuous 
wave transmitter and receiver with antennas in 
the plastic head and an electrical power source 
in the steel body as the primary detonation ini- 
tiator. A safety and arming mechanism is 
housed in a metal cup in the base. Electrical 
arming is by setback force activation of the 
power supply. Mechanical arming is by setback 
displacement of setback leaves to release a 
spring-driven rotor with detonator. The rotor 
holds the detonator out of line in the unarmed 
condition, The fuze is fitted to the projectile 
with a wavy spring washer to assure a tight 
joint and a good electrical ground to the projec- 
tile. In addition to the proximity element, the 
fuze contains a PD element; however, no time 
setting option is provided. 


Functioning: 


Setback force upon weapon firing initiates 
both electrical and mechanical arming. 
Electrical arming occurs by a required degree of 
setback to activate power generation in the 
power supply. Mechanical arming occurs 





VL-c- IHN 101 
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through the sequential setback to the rear of 3 
setback leaves to release the rotor in the base. 
The rotor is then turned by centrifugal force to 
align the detonator. Minimum times for arm- 
ing are 1.5 seconds for PD action, and 4 seconds 
for proximity action. When the power supply 
has generated sufficient energy the transceiver 
is activated. Reflection of any part of the wave 
pulse back to the fuze results in a ripple or beat 
interference with the transmitted wave to close 
an electrical circuit and initiate the explosive 
train to the projectile. In event the proximity 
mode does not function, the PD mode will deto- 
nate the projectile on impact. 


Tabulated Data: 








Туре nn Proximity 
Weight --------------------------------- 1.28 Ibs 
Length: 
Visible ------------------------------ 3.98 in. 
Overall ----------------------------- 6.19 in. 
Thread size ------------------------ 2.00-12N S-1 
Assembly Dwg. No. ------------- 7542838 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ + 125°F 
Storage: 
Lower limit ------------------------ -60°F 
Upper limit ------------------------ + 160°F 
*Packing --------------------------- 1 fuze per 
metal con- 
tainer, 20 con- 
tainers in 
wooden box 
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“Packing Box: 


Weight ------------------------------ 47.7 lb 

Dimensions ----------------------- 17-1/2 x 13-1/8 
x 9-3/4 in. 

Cube --——-- 1.29 cu ft 


*NOTE: See SC for complete packing data 
induding NSN'S. 


Shipping and Storage Data: 





Quantity-distance class ----------- 7 

Storage compatibility group ----- B 

DOT shipping class ---------------- A 

DOT designation ------------------- DETONAT- 
ING FUZES- 
CLASS A 
EXPLOSIVES 
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DODAC _ ------------------------------- 1390-N 417 

UNO serial number ---------------- 0107 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Limitations: 


Clearance of at least 100 feet over obsta- 
cles should be allowed for maximum reliability 
and effect. 


Heavy precipitation, or temperature ex- 
tremes may result in premature functioning. 


References: 


TM 9-1300-251-20 
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FUZE, PROXIMITY: M532 


5,97 MAX 





Type Classification: 


Std AMCTC 3404 dtd 1965. 





Use: 

Proximity Fuze M532 is a dual purpose 
type used with 81mm mortar HE and WP car- 
tridges. 


Description: 


The fuze consists of a ribbed plastic nose 
attached to an aluminum ring which is in turn 
attached through a slip joint to an aluminum 
base. A steel housing is screwed into the base. 
Radio transmitter/detector and amplifier/trigger- 
ing circuits are contained within the plastic 
nose. A thermal reserve battery within the 
base supplies power to the electronic circuits. 
A setback initiated arming delay clock, detona- 
tor, and booster pellet are contained within the 
steel housing. The nose and attached ring are 
turned 1/3 turn or more in the direction indi- 
cated to change the mode of operation from 

roximity to point detonating (PD). It cannot 
reset. A shear pin prevents accidental turn- 
ing during normal handling. 


Functioning: 


Setback of a prescribed minimum force 
and duration activates the reserve battery and 
releases the arming delay clock. Approximately 
nine seconds after firing the dock releases the 
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rotor containing the electric detonator and the 
fuze arming cyde is completed. As the fuze 
approaches the ground, the reflected wave inter- 
acts with the transmitted signal to cause a trig- 
gering circuit to initiate the detonator. 
Initiation occurs in the region of 3 to 30 feet 
above the ground. The height of burst depends 
on the angle of fall, the nature of the terrain, 
and the approach velocity. 


Tabulated Data: 





Type ----------------------------------------- Proximity 
Weight ---------------------------------- 1.30 +0.5 Ib 
Length: 
Visible ------------------------------ 3.76 max 
Overall mm 5.97 max 
Thread size ------------------------ 2.00-12N S-1 
Assembly Dwg. No. ------------- 11001028 
Temperate Limits: 
Firing: 
Lower limit ------------------------ -40°Е 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit ------------------------ -65?F 
Upper limit ------------------------ + 160°F 
Packing ---------------------------- 8 fuzes in 
metal con- 
tainer; 2 con- 
tainers in wire 
bound box 
*Packing Box: 
Weight ------------------------------- 41.8 Ib 
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Dimensions ------------------------ 14-58 х 
12-13/16 х 
9-1/8 in. 

Cube zu ne 13 cu ft 


*NOTE: See SC for complete packing data 
induding NSN'S. 


Shipping and Storage Data 





Quantity-distance class ---------- 7 

Storage compatibility group ----- B 

DOT shipping class ---------------- A 

DOT description -------------------- DETONAT- 
ING FUZES 
CLASS A 
EXPLOSIVES 

OS 1390-N 402 
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UNO serial number ---------------- 0106 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

Limitations: 


Proximity fuzes may function under the 
influence of nearby bursts or fragments. An 
abnormal number of premature air bursts may 
result from volley, salvo or rapid fire from adja- 
cent weapons. Reduce premature bursts by 
increasing time between round or the spacing 
between weapons. 


References: 


TM 9-1300-251-20 
SC 1340/98-IL 
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FUZE, PROXIMITY: M728 





LINE 


Type Classification: 
Std AMCTC 9514 dtd 1972. 


Use: 


Proximity Fuze M728 is the latest model 
of the adjustable delayed-arming type designed 
for use with projectiles fired from 4.2-inch mor- 
tars, 105mm and 155mm howitzers, 175mm 
gun, and 8-inch howitzers against surface tar- 
gets. 


Description: 


The fuze contains a radio continuous 
wave transmitter/detector with antennas and a 
power supply which performs the target detec- 
tion function. A nose cone is fixed to a rotat- 
able setting ring which has a single index line. 
The setting ring is connected to a clockwork tim- 
ing mechanism within the fuze sleeve which 
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energizes the proximity element u on approach 
to the target. In addition, a PD element is 
included to detonate the projectile on impact, 
or if the proximity element fails to operate. 
Graduations from 5 to 100, representing sec- 
onds to target, and a PD set line are inscribed 
around the shoulder of the sleeve. On this 
model, the PD mark coincides with the 90- 
second proximity setting. The plastic nose cone 
of the fuze has an anti-static protective coating, 
The setting ring and sleeve are metal. The slot 
in the setting ring is for time setting only. Slots 
in the fuze sleeve are for the fuze wrench when 
assembling the fuze to the projectile. The fuze 
is shipped with the index mar alined with the 
10-second mark on the fuze sleeve. The major 
difference between the M514AIE1 and the 
M728 is that the latter has a black anti-static 
coating which prevents the fuze from function- 
ing prematurely during some adverse atmos- 
pheric conditions. 
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Functioning: 


Fuzes are set to the calculated time of 
flight of the projectile to target unless point deto- 
nation is desired. Setback from weapon firing 
releases the timing mechanism and initiates 
the power supply and point detonation arming. 
The fuze is armed for point detonation after 3 
seconds of flight. Radio wave transmission is ini- 
tiated 5 seconds prior to set time followed by 
proximity arming of the electric primer 3 sec- 
onds prior to set time. When any part of the 
radio wave front is reflected to the fuze from 
the target, an interaction or doppler signal 
occurs between the reflected and transmitted 
wave. When the doppler signal reaches a prede- 
termined amplitude, an electronic switch acti- 
vates the explosive train at an optimum dis- 
tance from the target. If the proximity mode 
does not function, the projectile will be deto- 
nated on impact by the PD element. 


Tabulated Data: 





Type ------------------------------------ Proximity 
eight --------------------------------- 2.19 Ib 
Length: 
Visible ------------------------------ 3.74 in. 
Overall ----------------------------- 8.60 in. 
Thread size ------------------------ 2.00-12NS-1 
Assembly Dwg No. -------------- 11718400 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper limit ------------------------ + 140°F 
(+60°C) 
Storage: 
Lower limit ------------------------ -65°F (-53.8°C) 
Upper limit ------------------------ + 145°F 
| +63°С) 
*Packing ---------------------------- fuzes in 
metal con- 


tainer; 2 con- 
tainers in wire- 


bound box 
*Packing Box: 
Weight ------------------------------ 63.0 Ib 
Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 12 in. 
Cube --------------------------------- 1.3 cu ft 


*Note: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 
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Shipping and Storage Data: 





Quantity-distance class ---------- 1.1 

Storage compatibiltiy group ---- D 

DOT shipping class ---------------- A 

DOT designation -------------------- DETONAT- 
ING FUZES 
GLASS-A 
EXPLOSIVES, 
HANDLE 
CAREFULLY 
DO NOT 
LOAD OR 
STORE WITH 
ANY HIGH 
EXPLOSIVES 

DODAC -------------------------------- 1390-N463 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 


Time Mode: Primer, detonator, detonator 
lead charge, and booster charge. 





PD Mode: Detonator, detonator lead 
charge, and tetryl booster charge. 


Limitations: 


Avoid tiring at targets closer than as 
shown to friendly positions with the following 
cartridges, when using Fuze M728: 


4.2-inch and 105mm --- 320 m (350 yd); 
155mm, 175mm, and 8 inch--- 731 m (800 yd) 


Premature bursts may occur when firing 
over ridges with clearance of less than 64 
meters. 


The fuze may not be fired at charge 7 in 
105mm Howitzers (all models), except under 
combat emergency conditions. 


References: 


TM 9-1015-203-12 
TM 9-1015-215-12 
TM 9-1025-200-12 
TM 9-1300-251-20 
TM 9-2300-216-10 
SC 1340/98-IL 
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FUZE PROXIMITY: M732 


FUZE, PROXIMITY, ARTILLERY: M732 





BOOSTER CUP ASSEMBLY 


Type Classification: 
STD 05766017, 
Use: 





Proximity Fuze M732 is designed for use 
on conventional, high-explosive ammunition: 
specifically, 105mm, 155mm, 175mm, and 8- 
inch artillery ammunition, and 4.2-inch mortar 
ammunition, with a standard 2-inch thread. 
Action may be either proximity air burst or 
impact, Arming is initiated by setback and com- 
pleted by the spinning of the projectile. Fuze 
M732 has the same intrusion (2.2 inches as stan- 
dard point detonating and mechanical time 
fuzes, and unlike other proximity fuzes, it does 
not require a deep-intrusion shell cavity. 


Description: 


Fuze M732 has a plastic nose cone fitted 
to a movable steel ring which rotates on a steel 
sleeve, The movable ring has an index mark 
for setting time. The fuze is shipped with the 
index mark alined with the PD line on the 
sleeve. The sleeve also has graduations from 5 
to 150 which represent seconds of flight time to 
target. 


Functioning: 


Fuzes are set for anticipated time of flight 
(in seconds) to the target. When set at any 
value between 5 seconds and 150 seconds, prox- 
imity arming occurs approximately 3 seconds 
prior to the set time. If the fuze fails to func- 
tion in the proximity mode, if will function on 
ground impact. The impact element becomes 
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armed after 400 calibers of air travel and 
remains armed throughout flight. Тһе burst 
height is essentially optimum, regardless of pro- 
jectile size of angle of fail. 


NOTE 


Do not assemble Desensitizing Cap XM5 
to this fuze. This cap was authorized for 
Proximity Fuzes M513 Series only. 


Condition as Issued - The fuze is issued 
set on PD. The battery-is not energized, The 
safety and arming (S&A) mechanism holds the 
explosive train out of line. 





Prior to Firing - Set fuze on desired time 
setting, 


Action Caused by Setback and Spin on 





Firing - On firing, setback causes a safety pin to 
be released in the S&A mechanism and the bat- 
tery ampule to open, releasing the electrolyte. 
Projectile spin releases safety detents in the 
S&A mechanism and drives the rotor from the 
safe to the armed position. Spin also drives the 
battery electrolyte into position in the cells, 
causing the battery to activate. 


Action in Flight - In flight, spin drives the 
S&A to the armed position after at least 400 cali- 
bers of air travel. The electronic timer runs 
and arms the fuze in the proximity mode at the 
set time minus 3 seconds. The proximity ele 
ment detonates the round at approximately 7 
meters above the target. 
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Action Upon Impact - If the proximity ele- 
ment fails to function, the mechanical backup 
elemment will detonate the round on impact. 
This mechanical element arms with the rotor 
and is active throughout flight. 





Limitations: 


NOTE 


The PD setting of the M732 VT Fuze 
when fired into soft impact areas will pro- 
duce less lethality than the superquick set- 
ting of the M739 PD Fuze. 


Tabulated Data 








Length: 
Visible ------------------------------ 3.76 in. max 
Intrusion --------------------------- 2.2] in. 
Overall ----------------------------- 5.97 in. 
Weight --------------------------------- 1.75 + .05 Ib 
Body material ----------------------- Steel 
Thread size -------------------------- 2-12UNS-1A 
Arming: Min Max 
Setting time ----------------------- 5 sec 150 sec 
Spin --------------------------------- 2,700 18,000 
rpm rpm 
Setback ------------------------------ 1,100 g 18,000 g 
Distance (400 calibers minimum): 
105mm howitzer ---------------- 42.6 m 
4.2-in. mortar -------------------- 42.7] m 
155mm howitzer ---------------- 62.0 m 
175mm gun ------------------------ 70.0 m 
8-in. howitzer -------------------- 81.3m 
Temperature Limits 
Operational -------------------------- -35? to + 145?F 
Transportation and storage ---- -50? to + 160°F 
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*Packing ------------------------------ One fuze per 
barrier bag 8 
barrier bags 
per metal con- 
tainer; two 
containers per 
wirebound box 

*Packing Box: 


Weight w/contents -------------- 49.8 Ib 

Outside dimensions ------------- 14-5/8 in, x 12- 
13/ 16 in. x 9- 
1/8 in. 

cube --------------------------------- 1 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’S. 


Shipping and Storage Data 


Quantity-distance class ---------- 1.1 

Storage compatibility group --- D 

DOT shipping class ---------------- С 

DOT decimation ------------------ DETONAT- 
ING FUZES, 
CLASS C 
EXPLOSIVES- 
HANDLE 
CAREFULLY 

DODAC -------------------------------- 1390-N464 

UNO serial number ---------------- 0408 

UNO proper shipping name ----- Fuzes, detonat- 
ing 

References: 

TC 6-40 

FM 23-90 


TM 9-1015-203-12 
TM 9-1025-200-12&P 
TM 9-1300-251-20 
TM 9-2350-311-10 
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FUZE, PROXIMITY (VT), M732A2 
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Type Classification: 
STD J AN 90 MSR 03906010. 
Use: 


Proximity Fuze M732A2 is used with stan- 
dard and rocket-assisted high-explosive 105mm 
cartridges and 155mm and &inch projectiles. 
The fuze was designed as an improvement over 
the M732 Fuze for compatibility with RAP 
rounds and top zone ballistic environments. 


Description: 


Fuze M732A2 is a continuous-wave, radio 
doppler proximity fuze capable of being set for 


proximity airburst or PD. Externally, the fuze 
has a plastic nose cone crimped to an aluminum 
collar, which threads onto a steel fuze sleeve. 
The collar retains a movable aluminum setting 
ring which has an index mark, The fuze sleeve 
is marked with contrasting black paint in 2 sec- 
ond increments in the range of 4 to 156 seconds 
and a PD mark. Time settings are used in the 
proximity mode only. 


The fuze is set by simultaneously depress- 
ing two locking pushbuttons (within ogive) and 
rotating the setting ring to align the index 
mark to the desired mark on the sleeve (the 
fuze is shipped with index mark set on PD 
mark). When pushbuttons are released, the set- 
ting ring is locked in place. 
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Internally, the fuze consists of four modu- 
lar subassemblies: the proximity detector, the 
timer and setting ring assembly the ("minor 
redesigned" P5115) power supply assembly, and 
and S&A device with associated explosive train. 


Functioning: 


Upon weapon firing, setback and spin 
forces act upon the S&A module and the power 
supply. Setback force retracts a pin from the 
S&A rotor while spin unlocks two spin-locks 
and drives the rotor from safe to the locked-in 
armed position at 400 calibers of air travel, 
Meanwhile, setback actuates cutters that open 
the battery ampule to release the battery acid; 
Spin disperses the battery acid into the cell 
stack to activate the battery. 


When set for proximity function (time-to- 
target setting), the proximity firing circuit is 
armed at 2.8 seconds prior to the set time and 
the proximity element initiates the explosive 
train and detonates the round approximately 7 
meters above target. 


When set for PD, the proximity firing cir- 
cuit does not arm. Upon impact with target, 
the S&A assembly slides forward and the M55 
detonator (in the rotor of the S&A) is stabbed 
by a firing pin, which is restrained between the 
S&A module and detonator block, The output 
of the M55 detonator propagates through the 
explosive train and detonates the round. 


If the fuzefails in the proximity mode, the 
fuze will function on impact. 


Tabulated Data: 





Type ------------------------------------ Prox (VT) 
Weight ---------------------------------- 1.24 Ib 
Length: 
O aar 3.76 іп 
Overall. ы уиул а онн eco a 5.971п, 
Assembly Dwg No. ----------------- 11742612 


Temperature Limits: 





Firing: 

Lower limit ------------------------ -40°F 
Upper limit ------------------------ + 140°F 

Storage: 

Lower limit ------------------------ -60°F 
Upper limit ------------------------ + 160°F 

Arming Data: 

Method nennen Setback and 
spin and elec- 
tronic signal 

Fully armed -------------------------- 2,8 seconds 
before set time; 
400 calibers in 
flight for PD 
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Min Max 
Spin 1100 rpm 30,000 rpm 
Setback 800 g 30,000 g 
Packaging ---------------------------- 8 fuzes in 
M2A1 con- 
tainer: 2 con- 
tainers in 
wirebound box 
“Packing Box: 
Weight ------------------------------- 50 Ib 
Dimensions ------------------------ 14-5/8 x 12- 
13/16 x 9-1/8 
CUBE vcs i du belts N ouft. 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN'S. 


Shipping and Storage Data (Interim): 





Quantity-distance class ----------- LI 

Storage compatibility group ----- D 

DOT shipping class ---------------- Class A 
Explosive 

DOT designation -------------------- DETONAT- 
ING FUZES, 
CLASS A 
EXPLOSIVES, 
HANDLE 
CAREFULLY, 
DO NOT 
STORE OR 
LOAD WITH 
ANY HIGH 
EXPLOSIVES 

DODAC -------------------------------- 1390-N 291 


Explosive Components: 


Microelectric Detonator 
M55 Stab Detonator 

Lead (S&A) 

Lead (Fuze) 

Booster Standard Comp A5 


Limitations: 
None. 
References: 


SC 1340/98-IL 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-2350-304-10 
TM 9-2350-311-10 
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FUZE, PROXIMITY: M766 


SEAL SAFETY AND 
ARMING-O-RING 


SEAL, 


ELECTRONIC 
ASSEMBLY 





Type Classification: 





Std MSR 05826003. 
Use: 


Fuze, Proximity: M766 is used with 
Sergeant York Cartridge, HE, M822 for 
40mm gun M247, It is used primarily against 
aerial targets. 


Description: 


The M766 Proximity Fuze is an electronic 
fuze that operates on the Doppler principle, It 
contains a combination of electronic and 
mechanical devices that provide a safe and reli- 
able air defense munition, The electronic head 
of the fuze provides both safety and detonation. 
A mechanical safe and arm device (MS470 
S&A) provides bore safety and maintains out-of- 
line safety until a safe arm distance is achieved. 
Flectrical arming, which occurs well after muz- 
zle exit, prevents an early ignition signal to the 
initiator. After electrical arming, the presence 
of a target that effects the proximity function 
will result in a firing signal output. The fuze 
also contains sensitive impact switches that pro- 
vide fuze function on impact, and an electronic 
self-destruct feature that results in detonation 


ELECTRONIC 
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of the round after a fixed time period. A sensi - 
tivity regulation device is built into the fuze elec- 
tronics, so that the triggering threshold is 
increased as the sea or ground reelection level 
increases, An inhibition channel (ECCM) allows 
operation in the presence of potentially inter- 
fering signals. The fuze consists principally of 
three subsystems: the electronic head, the safe 
and arm device (S&A), and the explosive train, 
The radome is made of thermoplastic material 
and the fuze body of aluminum. There are 3 
modes of initiation: proximity, impact, and self- 
destruct. 


After firing, arming is obtained approxi- 
mately 0.2 second after muzzle exit by means of 
the sector being turned under the Influence of 
the spin acceleration on the weight to such a 
position where the electrical igniter conies in 
contact with the blade contact and where its det- 
onator is just opposite to the relay charge. 
Ignition is obtained by proximity or impact func- 
tion. At power application, the master timer 
begins to count the flight time. When a total 
time of 17 #4 seconds has elapsed without a 
valid firing pulse from either the proximity or 
impact mode, the unit will be self-destructed. 
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Tabulated Data: 


Type ------------------------------------ Proximity 
eight --------------------------+------ 0.24 Ib (0.11 

kg) 

Length --------------------------------- 3.31 in. (84.0 
mm) 

Arming time ------------------------- 0.2 second 

Time to self-destruct -------------- 17 + 4 seconds 
(approx) 

Assembly Dwg. No.----------------- 12703650 


Temperature Limits: 


See complete round for upper and lower 
limits. 
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Explosive Components: 





Igniter --------------------------------- 2mg 
Initiator: 

Silver Azide ----------------------- 2 mg 
Explosive Detonator: 

Lead Azide ------------------------ 135 mg 
Explosive Lead: 

Plastic В --------------------------- 120 mg 


None. 
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FUZE, TIME: M65A1 OR M65 





AR199907 


Type Classification: 





Std AMCTC 8346 dtd 1971. 
Use: 


Time Fuze M65Al is a powder-train fixed 
delay type used with 60mm Illuminating 
Cartridge M83A3. The M65 fuze is used with 
Cartridges M83Al and M83A2. 


Description: 


The fixed time-train is a powder type con- 
sisting of a primer, a black powder pellet, a time 
ring charge loaded for 15-second burning, a 
body pellet, and a black powder expelling 
charge, An inertial striker restrained by a 
shear wire is housed in the nose of the fuze, 
and the burning components are within the 
body, There is no setting ring or other provi- 
sion for varying function time. 


Functioning: 


Upon firing, setback causes the striker to 
move rearward with sufficient force to shear 
the shear wire and strike the primer, The flame 
from the primer ignites the black powder pel- 
let, which in turn, ignites the time-ring charge, 
After the flame from the time-ring charge has 
completed about the time-ring, it ignites the 
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EXPELLING CHARGE RETAINER DISK 


U 
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body pellet. The body pellet then ignites the 
expelling charge. Flame from the expelling 
charge passes through the apertures in the 
expelling charge retainer disk, ejecting the para- 
chute and illuminant charge assemblies from 
the base of the projectile. 


Difference Between Models: 





Fuze M65A1 differs from Fuze M65 in the 
following respects: the striker is longer the 
body is recessed beneath the time-train ring to 
protect the felt pads which separate the body 
and ring; the fuze wrench holes in the body are 
replaced with two fuze wrench slots cut into 
the lower flange on the body; the time-t train 
ring is slightly heavier; and the quickmatch is 
replaced by a black powder pellet. 


Tabulated Data: 





Type MM T 
Weight: 
М65АД1. «iei seen 0.74 Ib 
M65 PAP 0.77 lh 
Length: 
Visible -#..:-.....0:2:222202: 222. 2.06 in. 
Overall sssssanaenssnessesesetees 2.54 ın. 
Thread size ------------------------ 2-20NS-1 
Assembly Dwg. No: 
MGA] -------- nenn. 9207568 
M63 ---------------------------------- 73-3-163 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for not 
more than 3 
days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 

Packing ----------------------------- Fuze is assem- 
bled with car- 


tridge and is 
not a separate 
item of issue. 
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Shipping and Storage Data: 
Not Applicable. 


Explosive Components: 
Primer; black powder time-ring charge, 


black powder pellet, and black powder expelling 
charge. 


Reference: 


FM 23-90 
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FUZE, TIME: M84 AND M84A1 





&R199911 


Type Classification: 
Std AMCTC 6390 dtd 1965 


Use: 


Time Fuzes M84 and M84MAI are the sin- 
gle-purpose, powder train, selective-time type 
and are used with 81mm illuminating car- 
tridges. 


Description: 


The fuze has a brass head containing an 
inertial plunger acting from setback and a 
brass body containing a primer, variable-time 
powder train rings, and a black powder expel- 
in charge. An outer adjustment ring on the 
body has six vent holes and six raise ribs to 
adapt to fuze setter M25, and a setting rib for 
alignment with the desired time setting as cho- 
sen from the 0 to 25 second scale on the base. 
The time scale is in 1 second increments. and 5 
second increments are indicated by bosses. The 
raised setting rib and the body bosses enable 
the fuze to be set in the dark. As issued, the 
fuze is equipped with a safety wire to be 
removed before firing. 
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After removal of the safety wire, the iner- 
tial plunger is held by two shear pins passing 
through the plunger guide. Setback from 
weapon firing causes the plunger to shear these 
pins and strike the percussion primer at the 
base of the plunger guide. Ignition of the 
ише starts burning of the variable time pow- 

er train selected according to the time setting. 

The burning powder train then ignites a black 
powder pellet and the expelling charge. The 
expelling charge ejects the parachute and illumi- 
nant assemblies through the base of the 
projectile. 


Difference Between Models: 





Fuze M84A1 has a tungsten compound 
delay train and a graduated scale of 50 seconds 
in two-second intervals. Otherwise, models M84 
and M84A1 are identical. 


Tabulated Data: 





Type ------------------------------------ T 
eight ee 1.82 Ib 
Length: 
Visible ------------------------------ 3.25 in 
Overall ----------------------------- 3.85 in 
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Thread size --------------------------- 
Assembly Dwg, No;: 
M84A] . ----------------------------- 


Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ----------------------- 
Storage: 
Lower limit ------------------------ 
Upper limit ------------------------ 
Packing ----------------------------- 


7-132 Change 1 


2.4-18NS-1 


9232784 
9205598 


-65°F 
+145°F 


-65°F 

+ 145°F 

Fuze is assem- 
bled with the 
cartridge and 
is not a sepa- 
rate item of 
issue. 


Shipping and Storage Data: 





DODAC  -------------------------------- 1390-N 384 

UNO serial number ---------------- 0410 

UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components: 


M84: Primer M39A1, black powder time- 
train rings, black powder pellet, and black pow- 
der expelling charge. 





M84A1: Primer M39A1, tungsten com- 
p time-train rings, black powder pellet and 
lack powder expelling charge. 
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FUZES, INERT AND DUMMY 


Type Classification: 





Use: 


Inert and dummy fuzes are provided for 
ammunition such as target practice, test, and 
drill to simulate fuze assembly. 


Description: 


Dummy fuzes are manufactured especially 
for simulation purposes, and inert fuzes are 
assembled from burned-out or rejected parts of 
service fuzes. Consequently, in each case, the 
substitute fuzes resemble the service fuze for 
which training is conducted, and have the same 
dimensional and material characteristics. Gen- 
erally each inert or dummy fuze is designed for 
use with a specific dummy cartridge according 
to the following table: 


Fuze, PD Inert, M51 series ------ Inert or 
dummy nose- 
fuzed rounds 
from 75mm to 
8-inch 

Fuze, PD Inert, M52 series ------ 60mm 
Cartridge M49 
series; 81mm 
Cartridge M43 
series 

Fuze, PD Inert, M89 -------------- 57mm TP 
Cartridge 
M306 

Fuze, PD Dummy M59 ----------- 75mm Dummy 
Cartridge M19, 
76mm Dummy 
Cartridge M20; 
105mm 
Dummy 
Cartridge M14 

Fuze, PD Dummy M69 ----------- 40mm TP-T 
Cartridge M19 
& Dummy 
Cartridge M25 

Fuze, PD Dummy M73 ---------- 175mm 
Dummy 
Cartridge 
M458 

Fuze, PD Dummy M80 --------- 90mm Dummy 
Cartridge M12 
series 

Fuze, PD Dummy M558 -------- 105mm TP-T 
Cartridge 
M393 series 


Functioning: 
Not applicable. 
Tabulated Data: 





Fuze (Inert or Dummy): 


Weight ---------------------------- 2.15 1b 
Length: 

Visible --------------.----------.- 3.74 in. 

Overall ------------------.-------- 5.93 in. 

Service Fuzes simulated ---- PD, M51 series 
Inert, PD, M52 series: 

Weight -------------------------++ 1.06 Ib 
Length: 

Visible --------------------------- 2.40 in. 

Overall --------------------------- 3.52 in. 

Service fuzes simulated ----- PD, M52 series 
Inert, PD, M89: 

Weight -----------.------------ 0.37 lb 
Length: 

Visible -------------------.-.----- 1.72 in 

Overall --------------------.----- 2.52 in. 

Service fuzes simulated ----- PD, M89 
Dummy, PD, : 

Weight --------------------------- 1.4 lb 
Length: 

Visible --------------------------- 3.75 in. 

Overall -----------------------+--- 4.55 in. 


Service fuzes simulated ----- PD, M48 
series, M51 
series, M535 
M557, M572 


Weight --------------------------- 0.225 lb 
Length: 

Visible ---.-----------.----------- 1.9in 

Overall -------------------.-.---- 2.375 in 


Weight --------------------------- 2.15 lb 
Length: 
Visible --------------------------- 3.11 in 
Overall --------------------------- 5.71 in. 
Service fuzes simulated ----- M51 series, 
M535, M557, 
M572 
Dummy, PD, M80: 
Weight --------------------------- 3.37 lb 
Length 
Visible --------------------------- 4.15 in. 
Overall --------------------------- 6.825 in. 
Service fuzes simulated ----- MT, M43 series 
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Dummy, BD, M553: References: 
Wagi Mey 1.007 Ib 

Eo MN NA TM 9-1300-251-20 
Overall -------------.------------- 4.87 in. Refer to operator's manuals. 
Service fuzes simulated ----- BD, M53 series 
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FUZE: TIME, XM768 


RELAY 





Type Classification: 
Use: 


This fuze is a variable time fuze developed 
for use on the illuminating and smoke car- 
tridges of the M252 improved 81 mm mortar sys- 
tem. 


Description: 


The fuze contains a plunger, primer, tung- 
sten compound time train (ring), and a black 
powder expulsion charge. The fuze can be set 
to function from 3-55 seconds. The time scale 
is marked in 1 second intervals. 


Functioning: 


The plunger is held in place by two shear 
pins and a safety wire which must he removed 
prior to firing. Upon setback, the plunger 
shears the pins and strikes the percussion 
primer. The primer element functions and 
flashes into a relay charge, which in turn 
flashes and ignites the tungsten compound 
time train (ring). The expulsion charge is 
ignited when the flame reaches the end of the 
time train. The delay time depends on the loca- 
tion at which the relay charge flashes onto the 
time train. The delay time can he changed by 
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rotating the fuze head. The time setting is indi- 
cated by the markings on the fuze head and 
body. 


Tabulated Data: 


M768 Fuze: 
Type ------------------------------- Time 
Weight = ---------------------------- 2.06 lb 
(0.93 kg) 
Length (overall) ---------------- 3.85 in 
(9.78 cm) 
Thread size ------------------------ 2.4-18 UNS 
Intrusion me 0.514 in. (1.306 
cm) (max) 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -50?F (-46°C) 
Upper limit ------------------------ +145°F (63°C) 
Storage: 
Lower limit ------------------------ -80°F (-62°C) 


(for not more 
than 3 days) 
Upper limit ------------------------ + 160°F (71°C) 
(for not more 
than 4 hr/day) 


“Packing: Not a separate issue item--assembled 
to complete rounds. 
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Shipping and Storage Data 


Quantity-distance dass ---------- 
Storage compatibility group ----- 
DOT shipping dass ---------------- 
DOT designation ------------------- 


7-136 


TIME FUZE-- 
HANDLE 
CAREFULLY 


DODAC -----—-------------------—--—-- 1390-N 
Drawing number ------------------- 9349500 
References: 

AMC-P 700-3-3 

SB 700-20 
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FUZE, ELECTRONIC TIME: M587 


SETTING RINGS AND 
PLUG ASSEMBLY 
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Type Classification: 
Std MSR 03796007. 
Use: 


Flectronic Time Fuze M587 is used with 
high explosive and related projectiles where a 
fuze explosive booster pellet is required to initi- 
ate the high explosive filler. The projectile 
must have a standard 2-inch thread fuze well 
cavity. 


Description: 


This electronic fuze has a black anodized 
aluminum ogive and a 2-inch threaded steel 
base to match the projectile nose and fuze cav- 
ity. The fuze nose has a series of rings. This is 
the means by which the fuze is set, a series of 
pins within the fuze setter makes contact with 
the series of rings to import the electrical 
impulses which set the desired time. The fuze 
will provide setting time from 0.2 to 200 sec- 
onds in increments of tenths of a second. The 
setting of the fuze is accomplished by the use of 
the M36 Fuze Setter which is a hand-held bat- 
tery powered electronic device that time sets 
the fuze in less than 1 second. 


Operation: 


The fuzes employ an oscillator, a Metal 
Oxide Semiconductor (MOS) binary divider, 
and a binary counter using metal-nitride-oxide- 
semiconductor (MNOS) memory devices that re- 
tains the time setting without the application of 
power. 


In addition to providing the function sig- 
nal as set into the fuze, the counter circuitry pro- 
vides arming signals approximately 3.4 and 0.2 


S 8 A MODULE LEAD 
CHARGE [134 MG PBXN-5) 





OUTPUT LEAD CHARGE 
(182 MG PBXN-5) 
BOOSTER PELLET BOOSTER CUP N 
(RDX COMP А-5) AH ‘DISSE 


seconds before function time. The 0.2-second 
arming signal is used only for set times at less 
than 3.4 second. Either arm signal permits the 
firing capacitor to charge. The electronics using 
MOS and MNOS devices are fabricated on two 
integrated-circuit chips. The re-mainder of the 
electronics consists of two hybrid circuit pack- 
ages and discrete parts. A reserve-type liquid 
electrolyte battery that is activated at gun 
launch powers the fuze during flight. 


When a time fuze is correctly set using the 
M36 Fuze Setter, a display (consisting of light- 
emitting diodes) presents the time set on the 
switches. Failure in the fuze or setter will 
cause a display indicating error (E). If the fuze 
setter battery voltage becomes low, the display 
will show the letter L and the set time indicat- 
ing that the setter batteries should be 
recharged at the earliest opportunity If the 
user wishes to interrogate (check) a fuze that 
has been previously set, he can move the 
MODE switch to the interrogate position and 
read the set time to the nearest 0.01 second. 
Interrogation does not change the fuze setting. 


In the event PD action is desired, the fuze 
can be set for PD action as per fuze setter in- 
struction. 


The fuze can be reset repeatedly without 
damage and retains its last setting indefinitely. 


Touching or shorting the series of nose 
rings on the fuze will not damage the fuze or 
change its setting. 


The M587 fuze contains an electrical 
impact switch which becomes armed just prior 
to set time as well as a mechanical impact 
backup (the S&A slides forward to initiate the 
M55 stab detonator). 
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Functioning: 





The fuze as received will be in an 
unarmed condition, set for PD action. The 
S&A assembly is not armed and requires set- 
back and spin upon firing to actuate. The bat- 
tery ampule is activated upon setback; i.e., 
breaks and releases an electrolyte to form a bat- 
tery to provide electrical energy to operate the 
timing mechanism, Prior to firing, the fuze is 
placed on the desired round, secured by using 
an M18 Fuze Wrench and then the desired time 
is set with the M36 setter. Upon firing, setback 
forces retract the setback pin in the S&A assem- 
bly and cause the power supply to activate by 
breaking the ampule and releasing the battery 
acid. The rotational spin imparted to the projec- 
tile by the rifling of the weapon causes the elec- 
trolyte to move beyond the perimeter of its 
copper Container into the battery cell stack and 
within 5-50 milliseconds full battery power will 
be achieved. The rotation also causes the spin 
detents within the S&A to open, allowing the 
gear train to run and arm, The S&A will be 
armed at 400-800 calibers of travel, depending 
upon weapon and zone of fire. At approxi- 
mately 3.5 seconds prior to set time, the electri- 
cal PD impact switch becomes armed. If the 
M587 fuze does not function at set time, the 
S&A mechanism moves forward during impact 
and functions the M55 stab detonator when it 
strikes a fixed firing pin. 





Tabulated Data: 
Type ------------------------------------ Electronic 
Time (ET) 
Weight --------------------------------- 1.81 lb 
Length: 
Visible ------------------------------ 3.758 in. 
Overall -------------------------.--- 5.968 in. 
Thread size ------------------------ 2.00 - 12 
UNS-1A 
Assembly Dwg. No.-------------- 11711435 
Arming Distance ---------------- 400-800 cali- 
bers 
Temperature Limits: 
Firing: 
Lower limit: 
Киўле------------------------------- -40°F (-40°C) 
Setter ----------------------------- -40°F (-40°C) 
Upper limit: 
Fuze ------------------------.------ +145°Е 
(+63°С) 
Setter ----------------------------- +145°Е 
(+63°С) 


7-138 


WWW.SURVIVALEBOOKS.COM 


Storage: 
Fuze: 

Lower limit --------------------- -65°F (-54°C) 
(for periods of 
not more than 
3 days) 

Upper limit---------------------- +160°F 
(+71.1°C) (for 
periods of not 
more than 4 
hr/day) 

M36 Setter: 

Lower limit --------------------- -65°F (-54°C) 

Upper limit --------------------- +160°F 
(+71.1°C) 

For Charging 
Fuze Setter: 

Lower limit --------------------- -40°F (-40°C) 

Upper limit --------------------- +145°F 
(+63°C) 


*Charging of the setter battery at tempera- 
tures as low as -40°F (-40°C) may not ade- 
quately recharge the battery, however, no dam- 
age to the setter or its batteries will occur. In 
order to insure adequate charging of the bat- 
tery, the temperature of the setter battery 
should be -10°F (-23°C) or higher. 


Explosive Components: 


Electric microdetonator: 


Explosive -------------------------- 30 mg total 
M55 stab detonator: 

Explosive --------------------------- 85 mg total 

Prime mix NOL £130 ---------- 15 mg 

Lead azide RD 1300 ------------ 51 mg 

RDX --------------------------------- 19 mg 
S&A lead charge (PBXN-5): 

Explosive -------------------------- 134 mg total 
Output lead charge (PBXN-5): 

Explosive -------------------------- 182 mg total 
Booster pellet (Comp А-5): 

Explosive -------------------------- 27 g total 

Packing ----------------------------- 8 Fuzes in 


metal contain- 
ers; 2 contain- 
ers in wire- 


bound box 
*Packing Box: 
Weight ------------------------------ 55.8 lb 
Dimensions ----------------------- 14-5/8 in. x 12- 
13/16 in. x 9- 
1/8 in. 
Cube --------------------------------- 1.04 cu ft 


NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 


NSN's 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 





Shipping and Storage Data: NSN (M587) ------------------------- ne: 


Quantity-distance class ---------- 11 
Storage compatibility group ---- D 
DOT shipping class ---------------- A DODAC (M587) --------------------- 1390-N 600 
DOT designation -------------------- DETONA- 
TING FUZES 
CLASS A EX- UNO serial number ---------------- 0408 
PLOSIVES- 
HANDLE 
CAREFULLY - UNO proper shipping name ----- Fuzes, detonat- 
DO NOT ing 
STORE OR 
LOAD WITH 
ANY HIGH NSN (Fuze Setter) ----------------- 1290-01-038- 
EXPLOSIVES 2035 
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FUZE, ELECTRONIC TIME: M724 





Type Classification: 





Std MSR 03796007. 
Use: 


The electronic time fuze M724 is used 
with base ejection type artillery projectiles 
where an initiation of an ejection charge is 
required. It is used predominately with the 
Improved Conventional Munitions. The projec- 
tile must have a standard 2-inch thread fuze 
well cavity. 


Description: 


This electronic time fuze has a black ano- 
dized aluminum ogive and a 2-inch threaded 
steel base to match the projectile nose and fuze 
cavity. 


The fuze nose has a series of rings. This 
is the means by which the fuze is set, A series 
of ins within the fuze setter makes contact 
with the series of rings to impart the electrical 
impulses which set the desired time. The fuze 
will provide setting time from 0.2 to 200 sec- 
onds in increments of tenths of a second. The 
setting of the fuze is accomplished by use of the 
M36 fuze setter which is a hand-held, battery- 
powered electronic device that time- sets the 
fuze in less than 1 second. 


The M724 fuze contains an electrical 
impact switch which becomes armed just prior 
to set time, 
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Operation: 


The fuzes employ an oscillator, a Metal 
Oxide Semiconductor (MOS) binary divider, 
and a binary counter using metal-nitride-oxide- 
semiconductor (MNOS) memory devices that 
retains the time setting without the appli- 
cation of power. 


In addition to providing the functional sig- 
nal as set into the fuze, the counter circuitry pro- 
vides arming signals approximately 3.4 and 0.2 
seconds before function time. The 0.2-second 
arming signal is used only for set times at less 
than 3.4 second, Either arm signal permits the 
firing capacitor to charge. The electronics using 
MOS and MNOS devices are fabricated on two 
integrated-circuit chips, The remainder of the 
electronics consists of 2 hybrid circuit packages 
and discrete parts, A reserve-type liquid electro- 
lyte battery that is activated at gun launch 
powers the fuze during flight. 


When a time fuze is correctly set using the 
M36 Fuze Setter, a display (consisting of light- 
emitting diodes) presents the time set on the 
switches, Failure in the fuze or setter will 
cause a display indicating error (E), If the fuze 
setter battery voltage becomes low, the display 
will show the letter L and the set time indicat- 
ing that the setter batteries should be 
recharged at the earliest opportunity. If the 
user wishes to check a fuze that has been pre- 
viously set, the MODE switch can be moved to 
the interrogate position and read the set time 
to the nearest 0.01 second, Interrogation does 
not change the fuze setting. 


7-141 


ТМ 43-0001-28 


In the event PD action is desired, the fuze 
can be set for PD action as per fuze setter in- 
struction. 


The fuze can be reset repeatedly without 
damage and retains its last setting indefinitely. 


Touching or shorting the series of nose 
rings on the fuze will not damage the fuze or 
change its setting. 


Functioning: 


The fuze as received will be in an 
unarmed condition, set for PD action. The 
S&A assembly is not armed and requires set- 
back and spin upon firing to actuate. The bat- 
tery ampoule is activated upon setback, i.e., 
breaks and releases an electrolyte to form a bat- 
tery to provide electrical energy to operate the 
timing mechanism. 


The fuze is placed on the desired round, 
secured by using an M18 Fuze Wrench and 
then the desired time is set with the M36 setter. 


Upon firing, setback forces retract the set- 
back pin in the S&A assembly and cause the 
power supply to activate by breaking the 
ampoule and releasing the battery acid. 


The rotational s in imparted to the projec- 
tile by the rifling of the weapon causes the elec- 
trolyte to move beyond the perimeter of its cop- 
per container into the battery cell stack and 
within 5 - 50 milliseconds full battery power 
will be achieved, The rotation also causes the 
spin detents within the S&A to open, allowing 
the gear train to run and arm. The S&A will be 
armed at 400- 800 calibers of travel, depending 
upon weapon and zone of fire. At approxi- 
mately 3.5 seconds prior to set time, the electri- 
cal PD impact switch becomes armed. 


The M724 fuze does not have a mechani- 
cal PD backup and, therefore, will not provide 
backup function upon impact. This is so 
designed to prevent contamination of an area 
with hazardous munitions which may later be 
occupied by friendly troops. This assumes that 
failure of the electronic time function will also 
cause failure of the electrical PD mechanism. 
The M724 contains the electric PD mode to ena- 
ble it to be used as a spotting round fuze when 
coupled with a cargo round with a shaped 
charge adapter for munitions detonation in lieu 
of the normal base ejection. 
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Tabulated Data: 


Assembly Dwg No. -------------- 
Arming distance ----------------- 


Temperature Limits: 


Firing - Fuze: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage - Fuze: 
Lower limit ------------------------ 


Upper limit ------------------------ 


Storage - M36 Setter: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Charging - M36 Setter: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Electronic 
Time (ET) 
1.69 Ib 


3.758 in. 
5.268 in. 
2.00-12 UNS- 
1A 

11711268 
400-800 cali- 
bers 


-40°F (-40°C) 
+145 °F 
(+71.1°C) 


-65°F (-54°C) 
(for periods of 
not more than 
3 days) 
+160°F 
(+71.1°C) (for 
periods of not 
more than 4 
hr/day) 


-65°F (-54°C) 
+160°F 
(+71.1°C) 


*.40°Е (-40°C) 
+145°F 
(+63°C) 


*Charging of the setter battery at tempera- 
tures as low as -40°F (-40°C) may not ade- 
quately recharge the battery, however, no dam- 
age to the setter or its batteries will occur. In 
order to insure adequate charging of the bat- 
tery, the temperature of the setter battery 
should be -10°F (-23°C) or higher. 


Explosive Components: 


Electric Microdetonator 


Explosive ------------------------ 30 mg total 
M55 Stab Detonator: 

Explosive -------------------------- 85 mg total 
Prime Mix NOL #130 --------- 15 mg 
Lead Azide RD 1300 ------------ 51 mg 

RDX --------------------------------- 19 mg 
5&А Lead Charge (PBXN -5) 

Explosive ------------------------ 134 mg 
Output Lead Charge (PBXN-5) 

Explosive ------------------------ 182 mg 
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*P acking --------------------------- 8 fuzes in *NOTE: See DOD Consolidated Ammunition 
metal con- Catalog for complete packing data including 
tainer; 2 con- NSN'S. 
tainers in wire- 
bound box Shipping and Storage Data 

Quantity-distance dass ---------- (0.4) 1.2 
Storage compatibility group ----- D 
DOT shipping dass ---------------- A 
*Packing Box: DOT designation ------------------- TIME FUZES - 
(in wirebound box): HANDLE 
Weight --------------------------- 55.8 Ib CAREFULLY 
Dimensions --------------------- 14-5/8 x 12- DODAC A---- 1390-N 601 
13/16 x 9-1/8 UNO serial number ---------------- 0409 
in. UNO proper shipping name ----- Fuzes, detonat- 
Cube ------------------------------ 1.04 cu ft ing 
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FUZE, ELECTRONIC TIME: TRAINING, M744 





Type Classification: 





Std--MSR 03796007. 
Use: 


The inert training fuze M744 will be util- 
ized as a training aid. The fuze is inert but elec- 
tronically identical to M587 and M724 fuzes. 


Description: 


The inert electronic time fuze M744 com- 
prises of a black anodizing aluminum ogive and a 
2-inch threaded steel base to match the project- 
ile nose and fuze cavity. 


The fuze nose has a series of rings, This 
is the means by which the fuze is set. A series 
of pins within the fuze setter makes contact 
with the series of rings to impart the electrical 
impulses which set the desired time. The fuze 
will provide setting time from 0.2 to 200 sec- 
onds in increments of tenths of a second. 


Since the M744 is inert, the booster pellet 
cup is a replica of the explosive. There is ПО 
safety and arming (S&A) device and a block of 
aluminum takes the place of a battery. 


Functioning: 


The M744 inert training fuze interacts 
with the M36 setter identically to either the 
M587 or M724 fuzes. The fuze setter is a hand- 
held battery powered electronic device that 


OSCILLATOR HYBRID 


"O! RING 


SETTING RINGS AND 
PLUS ASSEMBLY 









EL Yang ANO 
DC -DC CONVERTER NOSE CON 
COiL ASSEMBLY ASSEMBLY 
POLYURETHANE 


BOOSTER CUP 


t 
AF. 01957 


time sets the fuze in less than 1 second. It 
allows test setting and verification readout of 
the M744. 


Tabulated Data: 


Type ------------------------------------ Electronic 
Time (ET) 
Training 
Weight -------------------------------—- 1.81 lb 
Length: 
Visible ------------------------------ 3.758 in. 
Overall ----------------------------- 5.968 in. 
Thread size ------------------------ 2.00-12 UNS- 
1А 
Assembly Dwg. No. ------------- 11726806 
Arming distance ----------------- a - 800 cali- 
ers 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F (-40°C) 
Upper limit ------------------------ +145°F 


(+63°C) 
Storage - Fuzes: 

Lower limit ------------------------ -65?F (-54°C) 
(for periods of 
not more than 
3 days) 

Upper limit ------------------------ +160°F 
(471.190) (for 
periods of not 
more than 4 
hriday) 
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Storage - M36 Setter: 


Lower limit ------------------------ -65?F (-54°C) 
Upper limit ------------------------ +160°F 
(+71.1°C) 
For Charging M36 Setter: 
Lower limit ------------------------ *.40°F (-40°C) 
Upper limit ------------------------ +145°F 
(+63°C) 


*Charging of the setter battery at tempera- 
tures as low as -40°F (-40°C) may not ade- 
quately recharge the battery, however, no dam- 
age to the setter or its batteries will occur. In 
order to insure adequate charging of the bat- 
tery, the temperature of the setter battery 
should be -10°F (-23°C) or higher. 


Packing --------------- oo Eight fuzes in 
metal con- 
tainer; 3 con- 
tainers in wire- 
bound box 


Packing box - Fuze: 


Weight ------------------------+-+--- 55.8 lb 

Dimensions ----------------------- 14-5/8 x 12- 
23/16 x 9-1/8 
in. 

Cube --------------------------------- 1.04 

Carrying Case - Setter: 

Weight ------------------------------ 25 Ib 4 oz 

Dimensions ----------------------- 12x 13.36 x 
6.09 in. 


Shipping and Storage Data: 


Quantity-distance class ---------- N/A 
Storage compatibility group ---- N/A 
DOT shipping class ---------------- N/A 
DOT designation ------------------- N/A 
DODAC ------------------------------ N/A 


Explosive Components: 





Not Applicable. 
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FUZE, ELECTRONIC TIME (ET), M762 





ASSY 


LEAD 
CHARGE 


Type Classification: 
Std, MSR12886002, Dec 88. 


Use: 


Electronic Time (ET) Fuze M762 is used 
with 105mm cartridges and 155mm and 8-inch 
rojectiles carryin кош that аге expelled 
uring projectile flight (airburst). 


Description: 


The fuze contains an electronic timing sys- 
tem that may be set to function from 0.5 to 
199.9 seconds in increments of tenths of a sec- 
ond. When used with weapons equipped with 
auto-setters, the fuze will be automatically 
remote set prior to launch via an inductive com- 
munication link between the fuzed ammunition 
and the weapon fire control system. In addi- 
tion, the fuze can be hand set (without the need 
of any tool) by rotating the OGIVE while 
depressing a thumb operated selector and cock- 
ing button until the desired time appears in the 
liquid crystal display (LCD) window. The fuze is 
powered by a reserve lithium battery. 


In the time mode, overhead safety is pro- 
vialed by an S&A that arms at 50 Шай» 
prior to set time. When set for PD, the fuze is 
armed at 0.5 seconds in flight. 





LEVEL 1 ASSY 
ASSY 


OGIVE 


FUZE HOUSING 
ASSY 


OGIVE 


RCVR COIL 
GRUSH SWITCH 


U 
AR 4029 


The fuze is energized as follows: rotation 
of the ogive or an inductive command from an 
auto-setter initiates the Battery Primer which 
breaks a glass ampule within the battery, re- 
leasing electrolyte fluid to power-up the battery 
and energize the fuze. 


Upon weapon шн setback and centrifu- 
gal forces act on the electromechanical S&A: 
the setback force moves the setback lock clear 
of the slider, at the muzzle exit, spin force frees 
the spin lock from the slider and disrupts the 
electrical shortening across the piston actuator 
(PA), when set for time, an electrical pulse acti- 
vates the PA at 50 milliseconds prior to set 
time, when set for PD, the pulse activates the 
PA at 0.45 seconds in flight, the PA moves the 
slider, locking it into the armed position 
thereby disrupting the electrical short across 
the Electric Detonator, and connecting the 
Electric Detonator terminal to the firing circuit. 


When a time setting expires, the electron- 
ics assembly sends a fire pulse through the fir- 
ing circuit and detonates the Electric 
Detonator. For PD function, the crush switch 
assembly senses the impact and transmits a fire 
signal to detonate the Electric Detonator. The 
output of the Electric Detonator functions the 
lead charge which initiates projectile function- 
ing. 
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Tabulated Data: 


M762 Fuze: 
NSN --------------------------------- 1390-01-282- 
6038 
үү ——--—----—--------------------—-—- ЕТ 
eight ------------------------------ 1.102 Ib (0.5kg) 
Length: 
Visible ------------------------------ 3.76 in. (9.55 
cm) 
Overall -------------- 5.27 in. (13.39 
cm 
Assembly Dwg. No. ------------- 12551000 


Temperature Limits: 








Firing: 
Lower Limit ---------------------- -60°F (-51°C) 
Upper Limit 

Storage: 

Lower Limit ----------------------- A Ka 51°С) 

Upper Limit ---------------------- 160° 
TIPO) 

Arming Data: 

Method ----------------------------- Setback and 
spin and elec- 
tronic pulse 

Fully armed ----------------------- 50 millisecs 
before set time; 
0.5 seconds in 
flight for PD 

Rotation 
Non-arm _ --------------------------- 18 rps 
Arm  --------------------------------- 28 rps 
Setback 

Non-arm --------------------------- 800 G 

Arm -------------------------------- 1000 G 

*P acking --------------------------- 8 fuzes in 
M2A1 con- 
tainer; 2 con- 
tainers in 
wirebound box 

“Packing Box: 

Weight ------------------------------ 41.3 Ib (18.7kg) 

Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 9-1/8 
in. (37.15 x 
32. di x 23.18 

Cube --------------------------------- 10 cu ft (0.03 
cu m) 
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NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’S. 


Shipping and Storage Data (Interim): 





Quantity-distance dass ---------- 14 

Storage compatibility group ---- В 

DOT shipping dass ---------------- Class C 
Explosive 

DOT designation ------------------- DETONA- 
TING FUZES. 
CLASS C 
EXPLOSIVES 
HANDLE 
CAREFULLY 

DODAC ------------------------------- 1390-N 289 

UNO serial number - 0367 





UNO proper shipping name ----- Fuzes, detonat- 
ing 


Explosive Components 


Electric stab battery primer (PA536) 
Piston actuator (PA535) 

Lead charge (PA534) 

Electric detonator (PA537) 





Limitations: 


If the fuze fails in the time mode or 
impacts before a time setting expires, there is 
notrue PD back-up; however, the round may or 
may not function on ground impact. 


References: 


SC 1340/98-1L 

SB 700-20 

TM 9-1015-203-12 
TM 9-1015-234-10 
TM 9-1025-200-12&P 
TM 9-1025-211-10 
TM 9-2350-311-10 
TM 9-2350-304-10 
TM 43-0001-28-4 
TM 43-0001-28-5 
TM 43-0001-28-6 
TM 43-0001-28-7 
TM 43-0001-28-8 
TM 43-0001-28-9 
TM 43-0001-28-10 
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FUZE, ELECTRONIC TIME (ET), M767 





END CAP 
BOOSTER ASSY 
PELLET 


58А PWB 
BOOSTER LEAD ASSY ASSY 


CUP CHARGE 


Type Classification: 
Std. MSR12886002 Dec 88. 


Use: 





Electronic Time (ET) Fuze M767 is used 
with fragmentation (HE loaded) and burster 
type 105mm cartridges and 155 and 8-inch pro- 
jectiles. 


Description: 


The fuze contains an electronic timing sys- 
tem that may be set to function from 0.5 to 
199.9 seconds in increments of tenths of a sec- 
ond. When used with weapons equipped with 
auto-setters, the fuze ie be automatically 
remote set prior to launch via an inductive com- 
munication link between the fuzed ammunition 
and the weapon fire control system. In addi- 
tion, the fuze can be hand set (without the need 
of any tool) by rotating the OGIVE while 
depressing a thumb operated selector and cock- 
ing button until the desired time appears in the 
liquid crystal display (LCD) window. The fuze is 
powered by a reserve lithium battery. In the 
time mode, overhead safety is provided by an 
$&А that arms at 50 milliseconds prior to set 
time. When set for PD, the fuze is armed at 0.5 
seconds in flight. 





OGIVE 


RCVR COIL 
CRUSH SWITCH 
ASSY 


U 
AR 4030 


The fuze is energized as follows: rotation 
of the ogive or an inductive command from an 
auto-setter initiates the battery primer which 
breaks a glass ampule within the battery re- 
leasing electrolyte fluid to power-up the battery 
and energize the fuze. 


Upon weapon firing, setback and centrifu- 
gal forces act on the electromechanical S&A: 
the setback force moves the setback lock clear 
of the slider, at the muzzle exit, spin force frees 
the spin lock from the slider and disrupts the 
electrical pulse activates the PA at 50 milli- 
seconds prior to set time, when set for PD, the 
pulse activates the PA at 0.45 seconds in flight: 
the PA moves the slider, locking it into the 
armed position thereby disrupting the electrical 
short across the Electric Detonator, and connect- 
ing the Electric Detonator terminal to the 
firing circuit. 


When a time setting expires, the electron- 
ics assembly sends a fire pulse through the fir- 
ing circuit and detonates the Electric 
Detonator. For PD function, the crush switch 
assembly senses the impact and transmits a fire 
signal to detonate the Electric Detonation. The 
output of the Electric Detonator functions the 
lead charge which, in turn, functions the 
booster pellet to initiate projectile functioning. 
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Tabulated Data: Shipping and Storage Data (Interim): 














M767 Fuze: 
NSN een 1390-01-283- Quantity-distance class. ..... 1.1 
6532 Storage compatibility group ----- D 
UDS ET DOT shipping class ---------------- Class A Explo- 
МеГа unse 1.125 Ib si 
TAM (0.510 kg) DOT десїйпайїоп.................. BETONA- 
ength: 
Visible ------------------------- 3.76 in. UNGE y aa a 
(9.55 cm) EXPLOSIVES, 
Overall ue a 5.97 in. HANDLE 
(15.16 cm) LY 
Assembly Dwg. No. -------- 12550850 nor ' 
Temperature Limits: DAD IES 
Firing: ANY HIGH 
AER E 
Lower limit ==. -60°F (-51°C) DODAC anne NN 
Upper limit ------------------------ +145°F 
(+63°C) 
Storage 
Lower limit ------------------------ -60°F (-51°C) Explosive Components: 
Upper limit ------------------------ +160°F 
(+71°C) Electric stab battery primer (PA536 
: Piston actuator (РА5Э5) | l 
Arming Data: Lead charge (PA534) 
Electric detonator (PA537) 
Method ----------------------------- Setback and Booster standard comp A5 
spin and elec- 
tronic pulse 
Fully armed en 50 milliseconds 
before set time; 
0.5 seconds in Limitations: 
| flight for PD a 
Rotation: If the fuze fails in the time mode or 
Non-arm re 18 rps impacts before a time setting expires, there is 
CI AA 28 rps no true PD back-up; however, the round may or 
Setback: may not function on ground impact. 
Don an, em 800 G (28 oz) 
ANM ави 1000 G (35 oz) 
ТРАСИ ien annainn annie s 8 fuzes in 


M2A1 contain- 


er; 2 containers References: 
m wirebound 
0X SC 1340/98-IL 
*Packing Box: SB 760-20 
Weight ------------------------------ 46.5 Ib TM 9-1015-203-12 
(21.1 kg) TM 9-1015-234-10 
Dimensions — ----------------------- 14-5/8 x 12- TM 9-1025-200-12&P 
13/16 x 9-1/8 TM 9-1025-211-10 
in. (37.15 x TM 9-2350-311-10 
32.54 x 23.18 TM 9-2350-304-10 
cm) TM 43-0001-28-4 
Cube mn 1.0 cu ft TM 43-0001-28-5 
(0.03 cu m) TM 43-0001-28-6 
А к - -28-7 
*N ОТЕ: See DOD Consolidated Ammunition ia eons 
Catalog for complete packing data including TM 43-0001-28-9 
NSNs., TM 43-0001-28-10 
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CARTRIDGE, IGNITION: M2, M2A1, & M2A2 





ГЕССЕ 2.43—0.08 25 


м2 


4.2 INCH-M 







HEAD 


IT 


P Hd : 


EL 


ERCUSSION 
PRIMER 





ыыы 







U 
AR 199470 


BODY TUBE 








| 











э. santo 








WAD IGNITION CHARGE 


Type Classification: 





Use: 


These cartridges are components of all 4.2- 
inch mortar cartridges. Ignition Cartridge M2 
is used with Propelling Charges M6 and M56. 
Ignition Cartridge M2A is used with Propelling 
Charge M36A1. Ignition Cartridge M2A2, 
which has greater resistance to moisture and 
longer shelf life than M2AI, is used with 
Propelling Charge M36A1 and M36A2. 
Illuminating Cartridge M335A2 uses M2A2 only. 


Description: 


These cartridges are similar in external 
appearance to a commercial 12-gage shotgun car- 
tridge. Each cartridge consists of an outer body 
tube of red cartridge paper construction, an 
inner body tube of green cartridge paper con- 
struction, a brass cap crimped over the front 
end, a brass head with a tin-plate liner crimped 
over the rear end, and a percussion primer 
inserted into the head at the cartridge base. 






WAD 


U 
AR 199469 


The cylindrical cavity in the body tube contains 
one of two different types of ignition charges, 
depending on the cartridge model, Three layers 
of hard-pressed paper wadding in the front end 
of the body tube act to seal and hold the igni- 
tion charge in position. А hard-pressed 
convolute wound paper wad in the base of the 
body tube serves as a receptacle for the percus- 
sion primer and seals and holds the ignition 
charge in position. 


Functioning: 


The firing pin in the mortar tube base 
strikes the percussion primer in the base of the 
ignition cartridge, igniting the ignition charge, 
The flash from the burning ignition charge 
incinerates the body tube and ignites the propel- 
ling charge through the flash holes in the car- 
tridge container. 


Difference Between Models: 


See Tabulated Data. 
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Tabulated Data: 


Complete round: 
Type --------------------------------- 


Ignition car- 
tridge 


2.45-.05 in. 
2.43-.08 in. 
Red w/black 
markings 


Propellant, 
M9, Type II, 
120.0 + 2.5 
grains 


Class and div dwg. No. --------- 
M2A1, M2A2 --------------------- 


Drawing No. ---------------------- 


Drawing No. ---------------------- 
Primer --------------.--.-.-.--.....-- 


References: 


TM 9-1300-251-20 
TM 9-1015-215-10 


75-19-81 
Black powder, 
Class 3, 170.0 
+ 5 grains 
8863425- 
(M2A1) 
9252205- 
(M2A2) 
Black powder, 
Class 3, 133.0 
+ 5 grains 
8882287 


Percussion 
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CHARGE, PROPELLING, 155-MILLIMETER: M3 SERIES 









E 
zz E 
¡CHGMB Ny 










U 
AR 199661 
CHARGE 2 INCREMENT 
CHARGE 3 INCREMENT TIE 


BASE CHARGE INCREMENT 





CHARGE 4 INCREMENT 


TIE STRAP 


IGNITER PAD FLASH REDUCER 





Type Classification: 


M3AI : Std AMCTC 4633 dtd 1966. 
M3: Std AMCTC 4633 dtd 1966. 


Use, 


The M3 series propelling charges are green bag 
type designed for use in I55mm howitzers for firing in 
Zones 1 through 5. 


Description 


The full charge consists of approximately 5.50 
pounds of propellant including a base charge and four 
unequal increments loaded in cloth bags. The hags are 
fastened together with four cloth straps sewn to the base 
and tied on top of Increment 5. Charge M3 is assembled. 
without flash reducer pads. Charge M3Al includes 3 
flash reducer pads containing potassium nitrate or potas- 





FLASHREDUCER 


CHARGE 5 INCREMENT 


FLASH REDUCER 


l AR199680 


sium sulphate. А 2 ounce pad is assembled forward of the 
base charge and there are two l-ounce pads forward of 
Increments 4 and 5. The igniter charge of the M3AI is 
3.5 ounces of clean burning igniter (CBI) in a red cloth 
bag sewn to the rear of the base section. The igniter 
charge of the M3 is 3 ounces of black powder. The seams 
of the base charge section are inverted on the M3A1 only 
so that the edges of the cloth are inside to reduce residue 
after firing. 


Fuoni 


The primer ignites the igniter pad, and the igniter 
charge, in turn, ignites the propellant charge. The burn- 
ing propellant generates rapidly expanding gases to pro- 
pel the projectile through the barrel and to the velocity 
required to reach the target or function point. The flash 
reducer pads serve to limit breech flare-back as well as 
muzzle flash and blast overpressure. 


TM 43-0001-28 


Difference Between Models: 
Model M3 does not include flash reducers. The 


igniter charge is 3 ounces of black powder instead of 
CBI. and the base seams are not inverted. 


Tabulated Data: 


A Green bag, sepa- 
rate loading 

Wesen 6.2 lb 

Leng ihi pies 16 in. 

VCOIOE «ccce ne Green w/black 
markings 

Propellant >" MI (5.6 Ib 
explsive) 


Cannon used with -------------------- MI, MIAI, M45. 


M126. M126A1, 


M185, M199 
T Тай: 
Firing: 
Lower limit ------------------------- -40°F 
Upper limit ------------------------ +125°F 
Storage: 
Lower limit m -80°F (for periods 
not more than 3 
ee: days 
Upper Ий == === ND (for peri- 
ods not more than 
. 4 hr/day) 
*Packing --------------------------- 2 propelling 
charges in con- 
tainer M14 
#Container: 
Weight een 29.0 Ib 
Dimensions ----------------------------- 33-3/4 x 6-3/8 x 
6-3/8 in. 
le ee re 0.89 cu ft 
Explosive per container----------- 11.5 Ib 


*NOTE: See РОО Consolidated Ammunition Catalog 
for complete packing data including NSN's. 
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Shipping and Storage Data: 


Quantity-distance class -------------- 13 
TORRES compatibility group -------- C 
shipping class ----------------- B 
DOT designation --------------------- PROPEL- 
LANT 
EXPLOSIVE 
SOLID 
CLASS B 
WITH 
CANNON 
PRIMERS 
AND IGNITERS 
UNO serial number ------------------ 0242 
DODAC  ------------------------------- 1320-D540 
шыту Dwg. No.: 
cuu M MEI ES 8887277 
M3 --------------------------------- 8864405 
В Firing: 


No preparation is required other than adjusting the 
charge according to the firing zone. 


Limitations: 


Increments of green bag charges may not be mixed 
with white bag increments. 


References: 


SB 700-20 

АМС-Р 700-3-3 

TM 9-1300-251-20 
TM 9-1025-200-12&P 
TM 9-2350-311-10 
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CHARGE, PROPELLING, 155-MILLIMETER: M4 SERIES 








IGNITER PAD 


FLASH REDUCER 





+ 


BASE CHARGE (3) 


Type Classification: 


M4A2: Std AMCTC 4633 dtd 1966. 
M4A1: Std AMCTC 4633 dtd 1966. 


Lise. 


This white bag propelling charge is used in 155mm 
howitzers for firing in Zones 3,4,5,6, and 7. 


Description: 


The total charge (M4A2 Prop. Charge) consists of 
13 pounds of propellant and is divided between a base 
charge and four unequal increments loaded in white cloth 
bags. The increments are connected by four cloth tapes 
sewn to the base and tied on top of Increment 7. The 
igniter for Charge M4A2 is 3.5 ounces of clean burning 





жишш 


ZAAPA TAL 4 





CHARGE 4 INCREMENT 
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CHARGE 6 INCREMENT 





CHARGE 7 INCREMENT 









CHARGE 5 INCREMENT 


igniter (CBI) in a red cloth pad sewn to the bottom of the 
base charge. A flash reducer pad containing one ounce 
of potassium nitrate or potassium sulphate is assembled 
at the front end of the base increment (Increment 3). The 
seams in the base pad are inverted so that the edges of the 
cloth are inward to reduce residue after firing. 


Functioning: 


When the weapon is fired, the primer ignites the 
igniter charge, and the igniter charge ignites the propel- 
ling charge. The burning propellant generates rapidly 
expanding gases to propel the projectile through the bar- 
rel and to the velocity required to reach the target. The 
flash reducer pads serve to limit breech flareback as well 
as muzzle flash and blast overpressure. 
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Model М4А1 is similar to Model M4A2 except 
that the igniter charge is 3.0 ounces of black powder 
instead of CBI, the base charge seams are not inverted, 
and the charge does not include a flash reducer. Flash 
Reducer M2 may be used with Charge М4А1 when 
required, but is a separate item of issue. 


Tabulated Data: 


Complete round: 


Type  --------------------------------- Separate loading, 
| white bag 
WA ern 14.0 Ib 
Length ------------------------------- 21.0 in, max 
Color ------------------------------- White w/black 
markings 
Cannon used with ----------------- МІ, МІАІ, 
М45, М126, 
M126A1, 
M185, M199 
Propellant МІ ---------------------- (13.4 Ib explo- 
sive) 
Temperature Limits: 
Firing: " 
Lower limit ----------------------- -40?F 
Upper limit ----------------------- +125°Е 
Storage: a 
Lower limit ---------------------- -80°F (for 
periods not more 
M than 3 days 
Upper limit ----------------------- +141°Е (for 
periods not more 
à . than 4 hr/day 
‘Packing -------------------------- 1 charge in 
metal 
container M13 
*Container: 
Weight ----------------------------- 30.5 Ib 
Dimensions ------------------------- 27-314 x 7-3/8 x 
7-3/8 in 
Cube --------------------------------- 0.87 cu ft 
Explosive per container----------- 13.7 Ib 


*NOTE: See DOD Consolidated Ammunition Catalog 
for complete packing data including NSN's. 
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hian L Stor . 
UNO serial number ------------------ 0242 
Quantity-distance class ------------- 1.3 
Storage compatibility group -------- С 
DOT shipping class: 
MA4A2 -------------------------------- B 
MAA] ------------------------------- B 
Dai on 
won nn nana nnn nn nnn nana nanan n= PROPELLANT 
EXPLOSIVES 
SOLID CLASS B 
M4A1 -------------------------------- PROPELLANT 
EXPLOSIVES 
SOLID CLASS B 
DODAC __ ---------------------------- 1320-D54 
Шуу. Dwg. No.: 
АЗ ------------------------------ 9207624 
МА = 71-9-180 


Preparation For Firing: 


No preparation is required except adjustment of 
the charge according to the firing zone intended. 


Limitations: 


Erratic range results may be expected when firing 
MA series charge in Zones 3 and 4, so Green Bag M3 
series charge should be used for those zones when avail- 
able. 


References: 


SB 700-20 

AMC-P 700-3-3 

TM 9-1300-251-20 
TM 9-1025-200-12&P 
TM 9-2350-311-10 
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CHARGE, PROPELLING, 


LEAD FOIL 
IGNITER PAD 





TM 43-0001-28 


155-MILLIMETER: M4SERIES 


IGNITER CORE TUBE 
JACKET 


FLASH 
/ REDUCER 










T 


26.0 MAX 


PROPELLANT 


Type Classification: 


M119 Std AMCTC 8204, dtd 1971. 
MI19A1 Std MSR 12776011. 





Use: 


This propelling charge is designated Zone 
8 and extends the range of 155mm Howitzer 
M109A1, M109A2/A3, and М198. 


Description: 


Propelling Charge М119/М119А1 is a sin- 
gle-increment white bag charge. A perforated 
igniter core tube extends through the center of 
the propellant. The 26-inch length of the 
charge precludes use in any other weapon than 
the long tube howitzer. The forward end is 
sheathed in lead foil and also carries a one 
pound flash reducer pad of potassium sulfate. 
A circular igniter pad of red cloth containing 
two ounces of clean burning igniter (CBI) is 
sewn to the base of the rayon propellant bag. 


Functioning: 


When the weapon is fired, the primer 
ignites the CBI in the igniter pad at the base of 
the propelling charge, The igniter flashes 
through the perforations in the igniter core 
tube to ignite the propellant. The burning pro- 
pellant generates rapidly expanding gases to pro- 
pel the projectile through the barrel and to the 
velocity required to reach the target. Blast over- 
pressure and muzzle flash of the firing are 
reduced by the flash reducer included in the 
charge. The lead foil sheath serves to prevent 
copper build-up (coppering) in the weapon. 


^ SINE 








O RAGE PROPFLL NG Mi 
ГА FOR 155 ММ HOW SP мод 
No КИСЕП 









T y 

: 
| 
ann 


4 TIE STRAPS 


BENITE IGNITION STRANDS U 
AR 199656 


Difference Between Models: 





The basic difference between the M119 
and MI 19A1 models is that the M 119A1 has a 
donut shaped flash reducer that precludes non- 
ignition of the rocket motor Of the 
M549/M549A] Projectile, The M119A1 has a 
new tnolded center core igniter tube; a 360 
degree basic igniter seam lacing jacket. A pull 
strap has also been added to the MII9AI 
charge that provides easier removal from the 
metal container. This pull strap must be 
removed from the charge before loading into 
the weapon tube. 


Tabulated Data: 








M119 (M119A1) Charge: 


Type --------------------------------- White bag, 
separate load- 
ing 

Weight ------------------------------ 23 lb (10 kg) 

Length ------------------------------ 26 in. (66 cm) 

Color -------------------------------- White w/black 
markings 

Cannon used with --------------- M185 
(M109A1/A2/ 
A3, M199 
(M198) 

Propellant ------------------------- M6, 20.5 Ib 
(9.3 kg) 

Primer ----------------------------- M82 

Performance (complete round): 

Maximum range -------------- (18,692 yd) 
(17,092m) 

Muzzle velocity --------------- 2245 fps 
(684 mps) 
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Temperature Limits: 


Firing: 

Lower limit ----------------.----.-- -40°F (-40°C) 

Upper limit ----.-................ +125°Е 
(+52°С) 

Storage: 

Lower limit ------------------------ -65°F (-54°C) 
(for periods 
not more than 
3 days) 

Upper limit ------------------------ +160°F (71°C) 
(for periods 
not more than 
3 hr/day) 

“Packing --------------------------- 1 propelling 
charge in pal- 
letized metal 
container 
PA37A1 

*Propelling charge container: 

Weight ------------------------------ 70 lb (32°C) 

Dimensions --------.-------.------ 29-1/4 x 8-1/4 
x 8-1/4 in. 
(74.30 x 21.00 
x 21.00 cm) 

Cube --------------------------------- 1.2 cu ft (0.03 
cu m) 


NOTE: See DOD Consolidated Ammunition 
ксы for complete packing data including 
's. 


Shipping and Storage Data: 


Quantity-distance class ----------- 1.3 


WWW.SURVIVALEBOOKS.COM 


Storage compatibility group ----- С 


DOT shipping class ---------------- 

DOT designation-------------------- PROPEL- 
LANT 
EXPLOSIVE 
SOLID 
CLASS B 

DODAC ----------.--..------.-....---— 1320-D533 

Assembly Dwg. No.----------------- 9226436 
(M119); 
9325852 
(M119A1) 

Container Dwg. No. ---------------- 9234357 


Preparation For Firing: 


No preparation is required. 


Limitations: 


M119 not to be fired with M549/M549A1 
Projectile. 


Use only the M119Al with the 
M549/M549A1 Projectile. 


The M119 (М119А1) propelling charge 
must not be stored or shipped in the vertical 
position due to damage that could be caused to 
the igniter core. 


References: 


TM 9-1300-251-20 
TM 9-2350-311-10 
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CHARGE, PROPELLING 155 MM: M119A2 







BASE IGNITER PAD 
4 0Z СВ! POWDER 
0.5 OZ BLACK POWDER 


Type Classification: 





M119A2 STD. MSR 09806009. 
Use: 


This propelling charge is a Zone 7 red bag 
charge for firing in 155mm Howitzers contain- 
ing MI85 and M199 cannon tubes. 


Description: 


The M119A2 Propelling Charge is a single 
increment red bag charge which contains a base 
igniter pad with 4 ounces CBI powder and a cen- 
ter spot of 0.5 ounces of black powder. The 
charge is approximately 29 inches long by 6 
inches in diameter and contains 20,9 pounds of 
M6 propellant. The forward end of the charge 
has a 3 ounces lead foil liner and four pockets 
sewn longitudinally to the circumference, Each 
of the four pockets contains 4 ounces of potas- 
sium sulfate to act as a flash reducer. 


Functioning: 


Upon firing the weapon, a flash from the 
primer ignites the CBI powder in the base 
igniter pad which ignites the black powder spot, 
The burning of the CBI and black powder spot 
in turn ignites the propellant, The burning pro- 
pellant generates rapidly expanding gases 
which propel the projectile through the barrel 
and up to the velocity required to reach the tar- 
get, The flash reducer functions to reduce blast 
overpressure and flash at the muzzle of the 
weapon. The lead foil liner serves to prevent 
copper build-up (coppering) in the weapon. 


FLASH REDUCER 
1 LB POTASSIUM SULFATE 
(4 OZ EA POCKET? 


U 
AR 6035 


Difference Between Models: 





The M119A2 is base ignited and does not 
contain а center igniter core and tube as in the 
case of the M119 (M119A1), Although this 
charge is a Zone 7 it can be used inter- 
changeably with the M119, M119A1 Zone 8 
charges and like these charges the MI119A2 is 
to be used in the M185 and M199 gun tubes 
only. The M119A2 does not have the outer lac- 
ing jacket that is used to wrap the M119 and 
MI19AI propelling charge. 


Tabulated Data: 





M119A2 Charge: 





Type --------------------------------- Red bag, sepa- 
| rate loading 
Weight ------------------------------ 23.5 lb 
(10.7 kg) 
Length ------ men 29 in. (74 cm) 
Color -------------------------------- Red w/black 
markings 
Cannon used with --------------- M185 
(M109A1/A2/ 
A3) M199 


Propellant ------------------------- M6, 20.9 Ib 


Primer -------.-----..-.............. M82 

Flash reducer T---2--.--.--.-2.-. Potassium 
Sulfate, 1 Ib 

s (0.5 kg) 

Igniter ------------------------------ CBI 4 oz 
(113g), black 
powder 0.5 
oz (14.2 g) 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


*Propelling charge container: 
Weight --------------------------+--- 
Dimensions ----------------------- 


-40°F (-40°C) 
+125°F 
(+52 °C) 


-65°F (-53.8°C) 
(for periods 
not more than 
3 days) 
+160°F 
(+71.1°C) (for 
periods not 
more than 4 
hr/day) 

1 propelling 
charge in 
meta 
container 
PA37A1 


44 Ib (20 kg) 
32 3/4 in. long 
x 8 13/32 in. 
dia (83.19 cm 
x 21.35 cm) 
1.3 cu ft (0.04 
cu m) 


*NOTE: See DOD Consolidated Ammunition 
Noe for complete packing data including 
's. 
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Shipping and Storage Data: 


Storage class/SCG ----------------- 1.3C 

DOT shipping class ---------------- B 

DOT designation ------------------ PROPEL- 
LANT 
EXPLOSIVES 
SOLID- 
CLASS B 

DODAC ---..-----.--...-.-..---..-.--. 1320-D533 

Assembly Dwg. No. ---------------- 9333954 

Container Dwg. No. --------------- 9333957 


Preparation For Firing: 


Igniter protector cap held in place by tie 
strap must be removed before firing. Tie strap 
is marked "Remove Before Firing." 


Limitations: 


N/A. 


References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2350-311-10 
TM 9-1025-211-10 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


CHARGE, PROPELLING, 155-MILLIMETER: M203 


LACED JACKET 


4.002 
BASE IGNITER PAD BLACK PONIDER 


102 BLACK POWDER 





LEAD FOIL 5.5 OZ 


MOLDED 
NITROCELLULOSE 
TUBE 


Type Classification: 





Con MSR 06856006 


Use: 


The M203 is a Zone 8 S charge designed to 
supplement the standard M3, M4, and M119 
series charges and to provide extended range 
for the 155mm Howitzer M198. 


Description: 


The M203 Propelling Charge is a single 
increment, red bag charge, approximately 30- 
1/4 inches long. The charge contains approxi- 
mately 26 pounds of the high energy, M30A1 pro- 
pellant in a cloth bag. A red cloth igniter pad 
containing 1 ounce of black powder is sewn to 
the base of the charge. A central ignition core 
extends through the center of the charge for 
almost its entire length. This ignition core con- 
sists of a nitrocellulose paper tube containing a 
bag of black powder which is sewn to the base 
igniter. A liner consisting of a cloth side impreg- 
nated with titanium dioxide and wax, and a 
lead side lines the forward end of the charge. 
Four tie straps sewn to the base of the charge 
run the length of the charge and are tied to the 
forward end of the charge, A donut shaped 
flash reducer is inserted under the tie straps at 
the forward end of” the charge. A cylindrical 
jacket is placed over the charge length and 
tightly laced. This lacing jacket serves to pro- 
vide necessary rigidity and structural stability 


M3 FLASH 


26 LB APPROX REDUCER 


M30A1 PROPELLANT 
078 MP 


Re e S 
STERN, 
pts y 
BOXBOARD 
= CAP 
ADDITIVE 17.5 OZ ПО з WAX 
U 
AR 101714-B 
of the assembled charge, and serves to differenti- 
ate the 8S from the MII9/MII9Al] Zone 8 
charge. 

The flash from the black powder in percus- 
sion primer M82 ignites the igniter pad at the 
base of the charge. The burning igniter pad in 
turn ignites the black powder in the igniter 
core to spread ignition to the propelling charge. 


Rapidly expanding gases from the burning 
charge propel the projectile through the barrel 
of the weapon with enough velocity to reach the 
target, The flash reducer functions to reduce 
blast overpressure and flash at the muzzle of 
the weapon. 


Tabulated Data: 
M203 Charge: 


Type --------------------------------- Red bag, sepa- 
rate loading 
Weight ------------------------------ 26 Ib (11.8 kg) 
Length ------------------------------ 30-1/4 in. 
(76.84 cm) 
Color --------------------------------- Red w/black 
markings 
Cannon used with --------------- M199 (M198) 
system 
Propellant: 
M30Al _ ------------------------------- 26 Ib (11.8 kg) 
Primer ------------------------------- M82 (only) 
Performance ----------------------- Zone 8S 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


Propelling charge containers: 
Weight --------------------.--------- 
Dimensions ----------------------- 


8-14 


-50°F (-46°C) 
+125°F 
(+52°C) 


-80°F (-62C°) 
(for periods 
not more than 


(+71°C) (for 
periods not 
more that 4 
hr/day) 

1 propelling 
charge in 
metal con- 
tainer PA68 


46 lb (21 kg) 
38 x 8-13/32 x 
8-13/32 in. 
(96.52 x 21.35 
x 21.35 cm) 
1.55 cu ft 
(0.04 cu m) 


Shipping and Storage Data: 





Quantity-distance class ----------- 
Storage compatibility group ----- 
DOT shipping class ---------------- 
DOT designation -------------------- 


DODAC ------------.------.--..--.----. 


Preparation For Firing: 





No preparation is required. 


Limitations: 


The M203 propelling charge must not be 
stored or shipped in the vertical position due to 
damage that could be caused to the igniter core. 


References: 


'TM 9-1025-211-10 
TM 9-1300-251-20 


PROPEL- 
LANT EX- 
PLOSIVE 
SOLID 
CLASS B 
1320-D532 
9281897 
(M203) 
9293303 
(M203) 
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CHARGE, PROPELLING, 155 MM: M203A1 


CHARGE PROPELLING M203A1 


6.25" FOR 155MM 
MAX LOT 27 


HOW M198 
d CHG8 





STICK PROPELLANT 


M31A1E1 





i 
1 
1 
D 
N 


REAR CAP AND 
IGNITER ASSEMBLY 


Type Classification: 
STD MSR 06856006. 
Use: 


The M203A1 like the M203 is a Zone 8S 
charge designed to supplement the standard 
M3, M4 series, M119, M119A1, and M119A2 
charges and to provide extended range for the 
long-tube 155mm Howitzer M198. 


Description: 


The M203A1 propelling charge is a single 
increment base ignited charge approximately 
30% inches long. The charge consists of approxi- 
mately 28 pounds of M31A1E1 stick propellant 
and a cloth igniter base pad encased in rigid 
combustible cartridge case end cap. The cloth 
igniter base pad contains 0.7 ounces of black 
powder and 1.0 ounce of CBI. The combustible 
cartridge case consists of nitrocellulose impreg- 
nated kraft paper, a stabilizer, a resin binder, 
and a wear-reducing additive. A liner contain- 
ing a lead foil decoppering agent and wear- 
reducing additive is assembled around the for- 
ward end of the propellant bundle inside the 
combustible case. 


PROPELLANT AND 
LINER ASSEMBLY 





BODY MOLDED 


AR 6043 


The flash from the black powder in percus- 
sion primer M82 ignites the igniter pad at the 
base of the charge. The burning igniter pad in 
turn ignites the propelling charge. Rapidly 
expanding gases from the burning charge pro- 
pel the projectile through the barrel of the 
weapon with enough velocity to reach the tar- 
get. 


Difference Between Models: 


The M203A1 Propelling Charge like the 
M203 is a charge 8S Propelling Charge devel- 
oped for extended range in long-tube (M198) 
155mm howitzers, This charge consists of one 
increment of stick propellant and a base igniter 
pad encased in a full length rigid combustible 
cartridge case and end cap. The charge also con- 
tains a wear-reducing additive and a lead foil 
decoppering agent. The basic M203 charge is a 
red bag charge with center core ignition and 
granular propellant. The M203A1 charge is 
cooler burning which results in increased can- 
non tube life and a reduction in flash and blast. 
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Tabulated Data: Packing ----------------------------- 1 propelling 
charge in 
Type ------------------------------------ Combustible metal con- 
case, separate tainer PA103 
loading Propelling charge containers: 
Weight --------------------------------- 31 lb Weight ------------------- -=+ 20 Ib 
Length --------------------------------- 30-1/4 in. Dimensions -----------------.----- 38 x 8-13/32 x 
Color ----------------------------------- Neutral 8-13/32in 
w/black mark- Cube ------------------...-. uA 1.55 cu ft 
ings 
Cannon used with ----------------- M199 (M198 Shipping and Storage Data: 
system) (only) 
Propellant: Quantity-distance class ---------- 1.3 
З1А1Е1 -.---.------..-..-.------ 28 Ib Storage compatibility group ---- С 
Primer ------------------------------ M82 (only) DOT shipping class ---------------- B 
Performance ---------------------- Zone 8S DOT designation ------------------- PROPEL- 
LANT 
EXPLOSIVE 
Temperature Limits: SOLID- 
CLASS B 
Firing: DODAC ------------------------------ 1320-D532 
Lower limit ------------------------ -50°F Assembly Dwg. No. ---------------- 9345103 
Upper limit ------------------------ +125°F Container Dwg. No. --------------- 9354642 
Storage: NSN -1--................................ 1320-01-202- 
Lower limit ------------------------ -80°F (for 8938 
periods not 
to exceed Preparation For Firing: 
3 days) 
Upper limit ------------------------ +160°Е (for No preparation is required. 
periods not to 
exceed References: 
4 hr/day) 


TM 9-1025-211-10 
TM 9-1300-251-20 
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CHARGE, PROPELLING, 4. 2-INCH: M6 


STITCHING RADIAL CUT 


5-INCREMENT BUNDLES (4) 


54 


5-INCREMENT BUNDLE 


Type Classification: 
Use: 


This charge is a component of Smoke Car- 
tridges M2 and M2AI, Gas Cartridges M2 and 
М2АІ, and High Explosive Cartridges M3 and 
MBAI. 


Description: 


A full charge consists of 25-1/2 increments 
of M8 sheet propellant arranged in the follow- 
ing order: one 1/2 increment, four 5 increment 
bundles, and five single increments. This full 
charge is assembled on the cartridge as issued. 
Individual increments or bundles may be 
removed as required for fire adjustment as indi- 
cated in the appropriate firing tables. The 
method of securing the increments to the car- 
tridge container varies among the cartridges, 
but each method involves the use of a wire pro- 
pellant holder in front of or behind the incre- 
ments. 


Functioning: 


The flash from the detonation of Ignition 
Cartridge M2 passes through the vents in the 
cartridge container, providing direct ignition of 
the propelling charge. 


SINGLE INCREMENTS (5) ONE 1/2 INCREMENT 
PROPELLANT HOLDER NG 3 
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FULL CHARGE 

U 

AR 199462 
Tabulated Data: 
Type propellant --------------------- М8 
Weight (full charge ) --------------- 0.60 lb 
Used with ignition cartridge ---- M2 
Drawing number -------------------- 71-12-27 


Limitations: 


To avoid excessive pressure which could 
result in damage to materiel and injury to per- 
sonnel, charges must be fired at or above the fol- 
lowing temperatures: 


23-25-1/2 increments -------------- +60°F 
20-22-1/2 increments -------------- +20°F 
17-19-1/2 increments -------------- 0°F 

5-16-1/2 increments -------------- -40°F 


When using Cartridges M2, M2AI, M3, 
M3A1, M328, M329B1 and M335 assembled 
without cartridge container extensions. 


References: 


TM 9-1015-215-10 
ТМ 9-1300-251-20 
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CHARGE, PROPELLING, 4.2-INCH: M36 


SINGLE INCREMENTS (5) 
ONE 1/2 INCREMENTS 
5-INCREMENT BUNDLES 


\ m 
f ў 


ЕНЕ 
EISE 





PROPELLANT HOLDERS 


Type Classification: 
Use: 


This charge is а component of Smoke Car- 
tridge M328, High Explosive Cartridge M329, 
and Illuminating Cartridge M335. 


Description: 


A full charge consists of 41 increments of 
M8 sheet propellant arranged in the following 
order: one 1/2 increment, four 5 increment bun- 
dles, five single increments, one 1/2 increment, 
and three 5 increment bundles. This full charge 
is assembled on the cartridge as issued, 
Individual increments or bundles may be 
removed as required for fire adjustment as indi- 
cated in the appropriate firing charts. Two wire 
holders are used to secure the increments to 
the cartridge container and extension. The 
extension must be used with more than 25-1/2 
increments, and must be removed when firing 
with less than 25-1/2 increments. Removal of 
the extension requires relocation of the ignition 
cartridge in the cartridge container. 


Functioning: 


When used at any charge from 25-1/2 incre- 
ments to full charge, the flash from the detona- 
tion of the Ignition Cartridge M2 passes 
through the vents in the cartridge container 
extension providing indirect ignition of the pro- 
pelling charge. At charges below 25-1/2 
increments, the extension is not used, and the 






5-INCREMENT BUNDLES (4) 
ONE 1/2 INCREMENT 


U 
AR 199460 


flash from the ignition cartridge passes through 
the vents in the cartridge container providing 
direct ignition of the propelling charge. 


Tabulated Data: 





Type propellant --------------------- M8 
Weight (full charge) ---------------- 0.60 Ib 
Used with ignition cartridge ---- M2 
Drawing number -------------------- 8797836 
Limitations: 


When firing cartridges M2, M2A1, M3, 
M3AI, M328, M329B1, M335 at a charge below 
25-1/2 increments the cartridge container exten- 
sion must be removed, and the ignition car- 
tridge relocated in the cartridge container. 
When the following charges are assembled with- 
out the cartridge container extension, they will 
be fired at or above the temperatures listed. 


23-25-1/2 increments -------------- +60°F 
20-22-1/2 increments -------------- +20°F 
17-19-1/2 increments -------------- 0°Е 

5-16-1/2 increments ---------------- -40?F 


Failure to observe these limitations may 
result in excessive pressure causing damage to 
materiel and injury to personnel. 


References: 
TM 9-1015-215-10 


TM 9-1300-251-20 
TM 9-1320-241-12 
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CHARGE, PROPELLING, 4.2-INCH: M36A1 


SINGLE INCREMENTS (5) 
1/2 INCREMENTS (2) 





TE 


PROPELLANT HOLDERS 


Type Classification: 





Use: 


This charge is a component of Smoke Car- 
tridge M328Al, High Explosive Cartridge 
M329A1, Illuminating Cartridges M335Al and 
M335A2 and Tactical CS Cartridge M630. 


Description: 


A full charge consists of 36 increments of 
M8 sheet propellant and a doughnut-shaped 
bag of М9 flake propellant arranged in the fol- 
lowing order: one bag charge, three 5 incre- 
ment bundles, five single increments, two 1/2 
increments, and three 5 increment bundles. 
This full charge is assembled on the cartridge 
as issued. Individual increments or bundles 
may be removed as required for fire adjustment 
as indicated in the appropriate firing charts, 
but the bag charge will not be removed at any 
time. Two wire holders are used to secure the 
increments to the cartridge container and exten- 
sion, Removal of the extension when firing at 
reduced charge does not require relocation of 
the ignition cartridge. 


5-INCREMENT BUNDLES (3) 
Pr BAG CHARGE 
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Functioning: 


The flash from the detonation of the 
Ignition Cartridge M2A1 or M2A2 passes 
through the vents in the cartridge container, pro- 
viding direct ignition of the propelling charge. 


Tabulated Data: 


Type propellant --------------------- M8 and M9 
Weight (full charge) --------------- 0.60 Ib 

Used with ignition cartridge ---- М2А1, M2A2 
Drawing number ------------------- 8863617 
Limitations: 


The bag charge of M9 propellant will not 
be removed at any time. When firing at a 
charge below 25-1/2 increments, remove the car- 
tridge container extension. The ignition car- 
tridge does not require repositioning. 


References: 
TM 9-1015-215-10 


TM 9-1300-251-20 
TM 9-1320-241-12 
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CHARGE, PROPELLING, 4.2-INCH: M36A2 


5 - INCREMENT BUNDLES 12) 
IGNITION CARTRIDGE CASE 


HALF INCREMENTS (2) 


SINGLE 
h INCREMENTS (5; 
| | | 5 - INCREMENT 
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5 - INCREMENT BUNDLE FULL CHARGE 
U 
AR 199456 

Type Classification: 
Use: 

This charge is a component of High 
Explosive Cartridge M329A2. 

Tabulated Data: 
Description: 
Type propellant --------------------- M8 and M9 

A full charge consists of 34 increments of Weight (full charge) --------------- 0.60 Ib 
M8 sheet propellant and a doughnut shaped Used with cartridge --------------- M2A2 
bag of M9 flake propellant arranged in the fol- Drawing number ------------------- 9244177 
lowing manner: three 5 increment bundles, five 
single increments, one bag charge, two 1/2 incre- Limitations: 
ments, three single increments, and two 5 incre- . 
ment bundles. This full charge is assembled on The bag charge of M9 propellant will not 
the cartridge as issued, Individual increments be removed at any time. 
or bundles may be removed as required for fire 
adjustment as indicated in the appropriate fir- References: 
ing charts, but the bag charge will not be 
removed at any time. TM 9-1015-215-10 


TM 9-1300-251-20 
TM 9-1320-241-12 
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CHARGE PROPELLING, 175-MILLIMETER: M86 SERIES 













IGNITER CORE TUBE 


IGNITER PAD 








INCREMENT NO. 1 INCREMENT NO.2 


Type Classification: 





Std AMCTC 5851 dtd 1968. 
Use: 


MS86 series propelling charges are used in 
the 175MM M107 Self-Propelled Weapon 
System. 


Description: 


(Ancillary items used only with these 
charges are the MI additive jacket and the M5 
flash reducer-described below.) 


The charge is an adjustable three- 
increment white bag type. It is approximately 
49-1/2 inches long and contains a total of 55 
pounds of multiperforated Propellant M6 in 
acrylic viscose-rayon bags. The bags are tied 
together by four tying straps attached to the 
top of Increment 1 and knotted on top of 
Increment No. 3. The tying straps are rein- 
forced by cord tied tightly around the junction 
of Increments No. 2 and 3. Each propelling 
charge has an igniter core assembly extending 
through the center of the charge, The core 
assembly consists of three rigid polyurethane 
tubes containing bagged igniter cores of black 
powder. The igniter tubes for Zones 1 and 3 con- 
tain bell shaped ends which assemble over the 


INCREMENT NO. 3 









INCR | CHARGE PROPELLING 175UM masay MOR 
2 FOR GUN M113 
VOTO US 


ЮУН 





U 
AR 199689 


BLACK POWDER TIE STRAP 


Pila CORD 








we ur 
.* REN" 
- а РЕТ 








ADDITIVE JACKET 
U 
AR 199688 


ends of the igniter tube in Increment 2. A red 
cloth igniter pad, filled with black powder, is 
sewn to the base of Increment 1. The igniter 
core for Increment 1 is sewn to the igniter base 
pad and is loose in the Increment 1 igniter 
tube, The cores for Increments 2 and 3 are tied 
inside the igniter tubes for these increments, 
An igniter protective cap is placed over the 
igniter base pad for protection in shipment and 
storage. An additive jacket is issued separately 
for assembly over Increment 3 when firing full 
charge. (The majority of M86A2 charges are 
shipped with the additive jacket already assem- 
bled over Increment 3,) All charges are packed 
with an M82 percussion primer. An M5 flush 
reducer is also issued separately to be assem- 
bled around the junction of Increments 2 & 3 
on certain M86A1 charges, It is designed to 
reduce excessive blast and flash effects asso- 
ciated with certain lots of Propelling Charge 
M86A1. The flash reducer, which contains 16 
ounces of potassium sulphate, is an apron-type 
cloth bag designed to be tied around the for- 
ward end of Increment No, 2 with its leading 
edge at the junction of Increment No. 2 and 3. 


NOTE 
Use Flash Reducer XM5 with Lots IND 1- 


19 through IND 1-77 of Propelling 
Charge M86AI when fired at Zone 3 only. 
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Bore-wear-reducing Additive Jacket MI is 
used with Increment No, 3 when firing M86 
Series Propelling Charges at full charge, It con- 
sists of two 10-1/2 x 18 x 1/8-inch cloth-backed 
sheets of additive mixture stitched together. 
The additive mixture is composed of 47 percent 
titanium dioxide and 53 percent wax. The cloth 
backing, which is bonded to and overlaps the 
sheets of additive mixture, is stitched to an 
unbended tough plastic film casing which 
serves as a jacket liner. When compressed along 
the seams, the jacket arches to form a cylinder 
with a diameter of approximately 7-1/2 inches. 


NOTE 





elf the additive mixture is cracked or 
the plastic sheet is ripped, the additive 
jacket is still acceptable for use. Use 
the additive jacket over Increment No. 
3 only. Use of the jacket on Increments 
No. 1 and 2 is ineffective. 


eIn a tactical situation, if additive jack- 
ets are not available and the mission is 
in jeopardy, a maximum of 100 rounds 
per tube may be fired at full charge 
without affecting current condemna- 
tion limits of the tube, 


Functioning: 


When the primer is initiated in the breech- 
block of the gun, flash ignites the black powder 
in the igniter pad. The flame proceeds through 
the powder in the igniter tubes to accomplish 
uniform ignition of the propelling charge 
through all three increments. The burning pro- 
pellant generates rapidly expanding gases to pro- 
pel the projectile through the gun tube at the 
velocity required to reach the target. When the 
additive jacket is employed for full charge fir- 
ing, the mixture of titanium dioxide and wax in 
the cloth backing serves to reduce bore wear at 
the origin of rifling in the cannon. When the 
М5 flash reducer is employed for full charge fir- 
ing, the potassium sulfate serves to reduce the 
amount of blast and flash which occurs. 


Difference Between Models: 





The M86 has a 4 ounce igniter pad and all 
3 tubes are perforated. The M86A1 has a 2 
ounce igniter pad and an  unperforated 
Increment No. 1 tube. The M86A2 is identical 
to the M86A1 except for the igniter tubes, 
which are reinforced with dacron scrim. Early 
production M86A2's are packed without addi- 
tive jackets. 
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Tabulated Data: 


Propelling Charge: 

Type -------- nennen White bag sep- 
arate loaded 
propelling 
charge 

Weight einen 58.0 Ib 

Length ----------------------.---.--- 49.5 in. (max.) 

Diameter ----------------- 8.0 in. (max.) 

Cannon (Weapon) used with-- M113, 
M113A1 
(M107) 

Propellant: 

Composition ---------------------- M6 

Grain type ------------------------- 7 perforated 
cylinder, L/D 
= 2. 35 

Weight ------------------------------ 55 lb 

Web ---------------------------------- 0.0776 in. 

Primer ---------------+-----+------+- M82 


Temperature Limits: 


Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for 
periods of not 
more than 
3 days) 

Upper limit ------------------------ +160°F (for 
not more than 
4 hr/day) 

*Packing: 

(Propelling Charge) ------------- 1 charge with 
additive jacket 
in plastic har- 
rier bag or 
metal con- 
tainer; 16 
metal contain- 
ers per pallet 

Container -------------------------- M460 

Weight -----------------------.--.--- 96.0 Ib 

Dimensions ----------------------- 9-13/16 in. 
Dia. x 55 in. 

Cube --------------------------------- 3.1 cu ft 

*Pallet 

Weight ------------------------------ 2020 Ib 

Dimensions ----------------------- 40 x 55 x 45- 
1/2 in. 

Cube --------------------------------- 57.9 cu ft 


*NOTE: See DOD Consolidated Ammunition 
anne for complete packing data including 
's. 


Shipping and Storage Data: 


Quantity-distance class ---------- 2 
Storage compatibility ------------- J 
DOT shipping class ---------------- B 


WWW.SURVIVALEBOOKS.COM 


DOT designation ------------------- 


DODAD see 


“Packing: 
(M5 Flash Reducer) ------------- 


Weight ------------------------------ 


Shipping and Storage Data: 





Quantity-distance class --------- 
Storage compatibility ------------- 
DOT shipping class ---------------- 
DOT designation ------------------- 


DODA en 
Drawing number ------------------- 
*Packing: 

(M1 Additive Jacket)------------ 


PROPEL- 
LANT EX- 
PLOSIVES 
SOLID 
CLASS B 
1320-D361 
M86 - 8837005 
M86A1 
M86A2- 
8837905 


10 per carton: 
1 carton per 
barrier bag: 4 
barrier bags 
per wooden 
box 

66 Ib 

19-1/8 x 10-5/8 
x 14-7/8 in. 
1.74 cu ft 


7 

O 

A 

BLACK 
POWDER 
1320-D493 
9212660 


10 per carton, 
1 carton per 
barrier bag: 4 
barrier bags 
per wooden 
box 


TM 43-0001-28 


Wecker 80 lb 

Dimensions ----------------------- 23-3/8 x 15- 
3/16 x 15-9/32 
in. 

Cube -- + nennen 2.72 cu ft 
Shipping and Storage Data: 
Quantity-distance class ---------- N/A 
Storage compatibility ------------- N/A 
DOT shipping class ---------------- N/A 
DOT designation ------------------- UNE 

TO 
NONEXPLO- 
SIVE 
DODAC ------------------------------- 1320-D110 
Drawing number ------------------- 9207962 


“NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Limitations: 


Zone 3 firing of Charges M86 and M86A1 
is restricted to combat use only. The restriction 
does not apply to M86A2. In addition, all M86 
and M86A1 charges require a special inspection 
of the central ignition core prior to firing. 
M86A2 charges suspected of rough handling 
must also undergo this inspection. 


References: 


AMC-P 700-3-3 
SB 700-20 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2300-216-10 
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CHARGE, PROPELLING, 175-MILLIMETER: M124 


fa— 16.0 IN. APPROX. ————————-»] 
N 





8 OZ IGNITER 


1 1. CLIBLK PWD FO 
CHARGE PROPELLING 175MM M124 
NG FOR GUN M113 





А CHARGE, PROPELLING 
won ri 4 PROPELLANT CHARGE) 


IGNITER PAD 


Type Classification: 
Standard AMCTC 7622 dtd 1970. 
Use: 


Propelling charge M124 is used with gun 
cannons M113 and MII3A1 for firing in Zone 1 
only. 


Description: 


Charge M124 is a single increment, green 
bag charge, approximately 16 inches long. The 
charge contains approximately 17 pounds of 
Propellant M6 in an acrylic viscose-rayon bag. 
An igniter pad containing 8 ounces of black pow- 
der is attached to the base of the charge, An 






33.0 


ACRYLIC BAG 





CHARGE PROPELLING 175MM M124 


FOR GUN M113 


LOT orum 


ZONE 1 


U 
AR 199706 


d 


PAOPELLANT 





U 
AR 199690 


igniter protector cap covers the igniter pad dur- 
ing shipment and storage. Percussion primer 
M82 is used to ignite the charge. The charge 
must be used with a non-integral, separately 
issued spacer. The spacer is a cruciform fabri- 
cated from polyurethane and approximately 33 
inches long. 


Functioning: 


The flash of the black powder charge from 
percussion primer M82 ignites the igniter pad 
and the black powder core to ignite in turn the 
M6 propellant charge, The burning propellant 
generates rapidly expanding gases to propel the 
projectile through the barrel with the velocity 
required to reach the target. The cloth material 
is essentially consumed by the burning. (The 
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spacer is inserted into the weapon chamber 
prior to the charge and serves to prevent fall- 
back of the projectile on top of the propelling 
charge.) 


Tabulated Data: 





Charge, Propelling M124: 


pe men Green bag 
Weight ------------------------------ 17.5 lb 
Length ------------------------------ 16 in 
Propellant: 

Composition ---------------------- M6 

Grain type ------------------------ 7 perforated, 
1/О= 2.35 

Weight ------------------------------ 17 lb 

Web ---------------------------------- 0.37in. 

Igniter ------------------------------ 8 oz black 
powder base 
pad 

Primer ------------------------------ M82 

Cannon used with --------------- M113, 
M113A1 

Assembly Dwg No. -------------- 9223106 

Color -------------------------------- Green w/black 

“Packing --------------------------- 3 charges and 
3 primers in 
metal con- 
tainer 

*Packing Box: 

Weight ------------------------------ 95 Ib 

Dimensions ----------------------- 55-3/8 x 10- 
15/32 x 10- 
15/32 

Cube --------------------------------- 3.5 cu ft 


*NO'TE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN's. 


Shipping and Storage Data, 


Quantity-distance class ---------- 
Storage compatibility group ---- 
DOT shipping class ---------------- 
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DOT designation ------------------- PROPEL- 
LANT EX- 
PLOSIVE 
SOLID B- 
CLASS B 
DODAC ------------------------------- 1320-D536 
Limitations: 


The charge must be used with a spacer 
which is a separate item of issue. 








CruciformSpacer: 
NSN ененнен 1320-01-010- 
0145 
Weight -----------------------------.--- 1 Ib (approx) 
Length --------------------------------- 33 in. 
Drawing No. ------------------------- 9298769 
Cannon used with ----------------- M113, 
M113A1 
Dimensions ----------------------- 33 x 6x 6 (1/4 
in. thick 
flange) 
Packing -------------------------------- 48 spacers in 
wirebound box 
Packing Box: 
Weight --------------------+00-+-+++- 111 lb 
Dimensions ----------------------- 32-7/8 x 24-3/4 
x 35-3/8 in. 
Cube --------------------------------- 16.2 cu ft 
Shipping and Storage_Data: 
Quantity-distance class ----------- Not applicable 
Storage compatibility group ----- Not applicable 
DOT shipping class ---------------- Not applicable 
DOT shipping class ---------------- Not applicable 
DODAC -----.--------------—----------- Not applicable 
References: 
SB 700-20 


TM 9-1300-206 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2300-216-10 
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CHARGE, PROPELLING, 8-INCH: MI 


^ CHGEMI N 
* IGNTER 


„ 50Z.GR.A-1 
5. BINHM2 /. 





INCREMENT 2 






BASE INCREMENT 


IGNITER ASSEMBLY 


Type Classification: 
Std OTCM 36841 dtd 1958. 


Use: 


8-Inch Green Bag Propelling Charge MI is 
used for zone firing with Charges 1 to 5 in 8- 
inch howitzer cannons. 


Description: 


The charge consists of a base section 
(Charge 1) and four unequal increments (2 
through 5) of propellant Ml in green cloth 
bags, The increments are assembled end to end 
in sequence, and held in place by four tying 
straps sewn to the base of Increment 1 and tied 
over the top of Increment 5. A red igniter pad 
containing 5 ounces of black powder is sewn to 
the base of Increment 1. Each increment of the 
charge and the igniter pad is identified by black 
stencil markings. 








NS 


po 


HM 






T 

2 
U 
AR 199701 


INCREMENT 3 


INCREMENT 4 
INCREMENT 5 


TIE 


U 
AR 199700 


The flash from the primer ignites the 
black powder igniter pad, which in turn ignlites 
the MI propellant in” the charge, The burning 
propellant generates gases which force the pro: 
jectile out of the gun tube at a velocity required 
to reach the target. 


Tabulated Data: 





Type nennen nennen Green Bag, 
separate 
loaded propel- 
ling charge 

Weight ------------ nn 15.0 Ib 

Length --------------------------------- 21.0 in. (max) 

Diameter ------------------------------ 6.50 in. (max) 

Color -+-------- nennen Green w/black 
marking 

Propellant: 

Composition ------------ Mi 

Grain type ------------------------- 1 perforated 
L/D - 4.6 

Weight ------------------------------ 13. 6 Ib 

Web ---------------------------------- 0.017 in. 
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Primer---Model 


Used with Cannon 


(Weapon) 
MK2A4 M2, M2A1 (M115) 
M82 M47, (M55); M2A2, 


(M110) 
MKI15 Mods 2 & 3 M47, (M55); M2A2, 
(M110) 





MK34 M47 (M55) 

Assembly Dwg. No. ------------- 8860491 
Temperature Limits: 
Firing: 

Lower limit ------------------------ -40°F 

Upper limit ------------------------ +125°F 
Storage: 

Lower limit ------------------------ -80°F (for 


Upper limit ------------------------ 


“Packing --------------------------- 


Container -------------------------- 


Weight 


Dimensions 


8-32 


periods of not 
more than 3 
days) 
+160°F (for 
not more than 
4 hr/day) 
1 charge in 
metal con- 
tainer; 50 
metal contain- 
ers per pallet 
18A2 


34 Ib 

8-13/32 dia. x 
26-9/32 in. 
1.1 cu ft 


1650 Ib 


Dimensions ----------------------- 44 x 52 x 50 
in. 
Cube --------------------------------- 67.2 cu ft 


*NOTE: See DOD Consolidated Ammunition 
No for complete packing data including 
NSN’s. 


Shipping and Storage: 





Quantity-distance class ----------- 2 

Storage compatibility group ----- J 

DOT shipping class ---------------- B 

DOT designation -------------------- PROPEL- 
LANT 
EXPLOSIVES 
SOLID 
CLASS B 

DODAC ------------------------------- 1320-D675 

Limitations: 

N/A. 

References: 

AMC-P 700-3-3 

SB 700-20 


TM 9-2300-216-10 
TM 9-1300-250 
TM 9-1300-206 
TM 9-1300-251-20 
TM 9-1300-251-34 
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CHARGE, PROPELLING, 8-INCH: M2 





IGNITER PAD 


BASE CHARGE (5) TIE STRAP 


Type Classification: 





Std OTCM 36841 dtd 1958. 
Use: 


8-Inch White Bag Propelling Charge M2 is 
used for zone firing with Charges 5 through 7 
in 8-inch howitzer cannons. 


Description: 


The charge consists of a base section 
(Charge 3) and two unequal increments 
(Charges 6 and 7) for zone firing . The incre- 
ments are assembled end to enf in sequence, 
and held in place by four tying straps sewn to 
the base of Increment 5 and tied over the top of 
Increment 7. A red cloth igniter pad containing 
3 ounces of black powder is sewn to the base of 
Increment 5. Each increment of the charge and 
the igniter pad is identified by black stencil 


CHARGE 6 
INCREMENT 





U 
AR 199699 


CHARGE 7 
INCREMENT 





MNL TIE 


FLASH REDUCER 


U 
AR 199698 


markings. In use an M3 Flash Reducer is 
inserted under the tie straps at the forward end 
of the charge. Flash Reducer M3 is a separate 
item of issue to be used when firing all zones of 
the M2 Propelling Charge. It consists of a 
square pad of red cloth containing a 1 pound 
mixture of potasium sulfate and black powder. 


The flash from the primer ignites the 
black powder igniter pad, which in turn ignites 
the MI propellant in the charge. The burning 
propellant generates gases which force the pro- 
jectile out of the gun tube at a velocity required 
to reach the target. The flash reducer serves to 
reduce the amount of blast overpressure at the 
muzzle. Although the flash reclucer increases 
the quantity of smoke, it must be used in day- 
light firing as well as night firing unless it is tac- 
tically impossible. 
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Tabulated Data: 

Type ---------------=-------------------- White Bag, 
separate load- 
ing propelling 
charge 

Weight ---.------------.--.---..--..---- 30 lb 

Length --------------------------------- 24.0 in. (max) 

Diameter ---------------------------+-- 7-3/4 in. (max) 

Color ++ ana White w/black 
markings 

Propellant: 

Composition ---------------------- М1 
Grain Type ------------------------ 7 perforated 
cylinder 
Weight -----------------------.--.---- 28.5 Ib 
Web ---------- === 0.043 in. 
Primer-----Model Used with Cannon 
(Weapon) 
MK2A4 M2, M2A1 (M115) 
M82 M47 (M55), M2A2 
(M110) 
MK15 M47 (M55), M2A2 
Mods 2 & 3 (M110) 
MK34 M47, (M55) 
Assembly Drawing No. --------- 8861374 
Temperature Limits: 
Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 

Storage: 

Lower limit ------------------------ - 80°F (for 
periods of not 
more than 3 
days) 

Upper limit ------------------------ +160°Е (for 
not more than 
4 hr/day) 

“Packing -------------------- 1 charge in 
metal con- 
tainer; 32 
metal contain- 
ers per pallet 

"Container ------------------------ M19A2 

Weight ----------------------...-.... 54 lb 

Dimensions ----------------------- 9-13/16 in. dia 
x 29-9/32 in. 

Cube --------------------------------- 1.6 cu ft 

Pallet 

Weight -----------------------..----- 1732 lb 

Dimensions ----------------------- 44 x 58-1/2x 
47 in. 
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Cube --------------------------------- 64 cu ft 


*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data including 
NSN’s. 


Shipping and Storage Data: 





Propellant: 

Quantity-distance class ------- 2 

Storage compatibility group-- J 

DOT shipping class ------------- B 

DOT designation ---------------- PROPEL- 
LANT 
EXPLOSIVE 
SOLID 
CLASS B 

DODAC ---------------------------- 1320-C676 


Packing, M3 Flash Reducer--- 10 per carton; 
1 carton per 
barrier bag: 4 
barrier bags 
per wooden 


box 
Weight ------------------------------ 80 lb 
Dimensions --------+------+------- 17-1/8 x 14-3/8 
x 9-1/2 in. 
Cube nen ae 1.35 cu ft 


Black powder: 
Quantity-distance class ------- 7 
Storage compatibility group-- 0 
А 


DOT shipping class ------------- 

DOT designation ---------------- BLACK 
POWDER 

DODAC -.--..--.---..--..--.-.--..-- 1320-D676 

Drawing number ---------------- 8861374 


The M2 propelling charge must be used 
with an M3 flash reducer. If flash reducers are 
not available, occasional blast overpressure and 
excessive flash may be experienced. 


References: 


SB 700-20 
AMC-P 700-3-3 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1300-206 
TM 9-1300-250 
TM 9-2300-216-10 
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CHARGE, PROPELLING, 8-INCH: M188 


38 LB APPROX. 
M30A1 PROPELLANT 
085 MP 


BASE IGNITER PAD 
1 OZ BLACK POWDER 





8 IN. 
MAX 
CHARGE: 
TYPE: 
PROJECTILE: 
CANNON: 
WEAPONS: 
Type Classification: 
Std. 
Use: 


The M 188 is a Zone 8 charge designed to 
supplement the standard M1 and M2 charges 
and provide extended range for 8-inch howitzer 
M 110A1. 


Description: 


The M188 Propelling Charge is a single 
increment, white bag charge, approximately 31 
inches long and 8 inches in diameter, The 
charge contains approximately 38 pounds of 
high-energy M30A1 propellant in a cloth bag, 
A red igniter pad containing 1 ounce of black 
powder is sewn to the base of the charge. A cen- 
tral ignition core extends through the center of 
the charge for almost its entire length, This 
ignition core consists of a nitrocellulose paper 
tube, containing a bag of black powder, which is 
sewn to the base igniter. A liner consisting of a 
cloth side, impregnated with titanium dioxide 
and paraffin wax, and a lead side lines the for- 
ward end of the charge, Four tie straps sewed 
to the base of the charge run the length of the 
charge and are tied at the forward end of the 
charge. A flash reducer is inserted under the 
tie straps at the forward end of the charge. A 
cylindrical jacket is placed over the charge 
length and tightly laced. This lacing jacket 


LACED JACKET 





LEAD FOIL 4.6 02 
AND ADDITIVE 19.7 OZ TiO ¿WAX 












MOLDED 
4402 NITROCELLULOSE 
BLACK POWDER TUBE 
IGNITER CORE 


M188 
SEPARATE LOADING 
M106, HE 


201 
M110A1 HSP 


U 

AR 100882-B 
Serves to provide necessary rigidity and struc 
tural stability of the assembled charge. 


The flash from the black powder in percus- 
sion primer M82 ignites the igniter pad] at the 
base of the charge. The burning igniter pad in 
turn ignites the black powder in the igniter 
core to spread ignition to the propelling charge, 
Rapidly expanding gases from the burning 
charge propel the projectile through the barrel 
of the weapon with enough velocity to reach the 
target. The flash reducer functions to reduce 
blast over-pressure and flash at the muzzle of 
the weapon, 


Tabulated Data: 
M188 Charge: 





Type --------------------------------- Separate 
"nm loaded 

Propelling 
charge, white 
bag 

Weight ----------------------------- 40 Ib (18 kg) 

Length ----------------------------- 31.0 in. 
79 cm) 

Color -------------------------------- White w/black 
markings 

Primer used ----------------------- M82 

Cannon used with --------------- 8-inch SP 
Howitzer 
M110A1 
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Assembly Dwg. No, ------------- 9277173 Dimensions ----------------------- 291/4 in. x 10 
Propellant: 15/32 in. 
Grain type ------------------------- 7perforated (74.29 
cylinder, cm x 26.59 
L/D=2.35 cm) dia 
Composition ---------------------- M30AI Cube --------------------------------- 2.4 cu ft (0.07 
Weight  ----------7--------- 38 lb (17 kg) cum) 
Web —————————————-———————————--———- 0.085 in. 
(0.216 cm) NOTE: See DOD Consolidated Ammunition 
Igniter: Catalog for complete packging data including 
Baaepad ------------------ 1 oz (28 g) NSN’S. 
Black Powder 
Central core 4.4 oz (124.7 Shipping and Storage Data: 


Temperature Limits: 


Firing: 
Lower limit 
Upper limit 


Storage: 
Lower limit 


Upper Ilmit 


“Packing ----------------- 


*Container: 


Weight -------------------- 


8-36 


g black pow- 
der 


-40°F (-40°C) 
+125°F 
(+52°C) 


-80?F (-62°C) 
(for periods 
not more than 
3 days) 
+160°F (71°C) 
(for periods 
not more than 
4 hr/day) 

| propelling 
chargein 

meta 
container 


75 lb (34 kg) 





Quantity-distance class ---------- 2 

Storage compatibility group ---- J 

DOT shipping class ---------------- B 

DOT designation ------------------- PROPEL- 
LANT 
EXPLOSIVES 
CLASSB 
SOLID 

DODAC -------------------- 1320-D661 

Limitations: 


The M183 propelling charge cannot be 
stored or shipped in the vertical position, dueto 
damage that could be caused to the igniter core. 


References: 


SB 700-20 

AMC-P 700-3-3 
TM 9-1300-206 
TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2300-216-10 
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CHARGE, PROPELLING, &INCH: M188A1 


LEAD FOIL, 12 02 
(DECOPPERING AGENT) 


BASE IGNITER PAD 


BLACK POWDER 
CLASS 1 (5 OZ) 


MOLDED 
NITROCELLULOSE TUBE 


Type Classification: 
Std MSR 08756016. 





Use: 


The &inch M188A1 separate-loading pro- 
pelling charge provides extended range (zones 8 
and 9) in the 8-inch: MI 10A2 Self-Propelled 


Howitzer. 


Description: 

The M188A1 is a two increment (zones 8 
ч 9) MAE Ng charge, 32 inches long by 8 
inches in diameter, weiahs 50 
pounds and contains 4d пе inde gF high-energy 
propellant M31A1. A base igniter pad, contain- 
Ing 1 ounce of black powder, is attached to the 
base of the charge by a 360 degree seam, An 
igniter core extends through the center of the 
charge for almost its entire length. This center 
core consists of a molded nitrocellulose tube 1.4 
inches in diameter, containin,a 5 ounce bag of 
class 1 black powder which is sewn to the 
igniter pad at the base of the charge. 


An additive to reduce gun tube wear lines 
the increment 9 charge bag. This liner consists 
of cloth which is impregnated with a composi- 
tion of titanium dioxide and paraffin wax. The 
increment 8 charge bag is lined with lead foil 
for decoppering. A 26-inch long lacing jacket is 
positioned around the increment 8 charge bag 
to increase the structural stability of the 
charge. Four tie straps, sewed to the base of 
the increment 8 charge bag, run the length of 
the two increment charges and are tied with 
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48 LB 
M31A1 PROPELLANT 
.0601N. MP 
LACED JACKET 
BOXBOARD 
CAP 
TiO; WAX 
ADDITIVE 
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inter] apping Square knots at the forward end of 
increment 9. A paper igniter protector cap is 
placed over the igniter pad at the base of the 
charge when it is packed for shipment. 
This igniter protector cap must be removed 


before firing. 


During storage the cloth bag develops a yel- 
low discoloration, This condltion is not 
dassified as a defect and all such charges аге 
considered safe to fire. 


Theflash from the black powder in percus- 
sion primer M82 ignites the igniter pad at the 
base of the charge, The burnin,igniter pad in 
turn ignites the black powder in the igniter 
core to spread ignition to the propelling charge, 
Rapidly expandin,gases from the burnin 
charge propel the projectile through the barrel 
of the weapon with enough velocity to reach the 
target. 





Tabulated Data: 
ropelling Charge: 
Be M TIM 
loaded 
Propellin 
charge, whit, 
ag 
Model. ne ehe ‚МЇ 
WO ede ио, MIA 7 kg 
Length. ... 0. cece aaa -32.0in. 
Col (81,3 cm) 
OO аже ж iros ij ж tune ur жо. a aaa White w/black 
markings 
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Propellant: 
Composition ----------------------- 


Green type Multi-perf web---- 


Weight: 
Increment 8 ----------------------- 


Increment 9------------------------ 
Igniter: 


Base Pad =: -- =... una 
Center Core ----------------------- 


Primer ------.-........................ 
Cannon used w/ --------------------- 
Muzzle Velocity --------------------- 
Muzzle Velocity---------------------- 


Chamber pressure ------------------ 


Chamber pressure ----------------- 


Temperature Limits: 


Firing: 
Lower limit ----------------------- 
Upper limit ------------------------ 


Storage: 
Lower limit ------------------------ 


Upper limit ----------------------- 


Packing------------------------------ 
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M31A1 (48.0 
Ib) (21.7 kg) 
0.060 in. 
(0.153 cm) 


42 Ib (19.05 
kg) 
6 Ib (2.27 kg) 


loz BP (28g) 
5 oz BP (141.7 


g 
4 oz (113.4 g) 
M82 


M201A1 
(Zone 8) 2330 
fps (710 mps) 
(Zone 9) 2530 
fps (771 mps) 
(Zone 8) 
32,000 psi 
(22,499,200 
kg/m?) 


39,600 psi 
(27,842,760 
kg/m?) 


-50°F (-45.5°C) 
+145°F 
(+63°C) 


-80°F (-62.2°C) 
(3 days or 
less) 

+160°F 
(+71.1°C) (4 
hr or less per 
day) 

l charge per 
metal con- 
tainer; 20 con- 
tainers per 


pallet 
Container: PA66 


Weight ------------------------------ 76 Ib (34.7 kg) 

Dimensions ----------------------- 37-3/4 in. x 
10-15/32 in., 
dia (95.9 cm x 
26.6 cm) 

Cube --------------------------------- 2.4 cu ft 
(0.068 cu m) 

Pallet: 

Weight ------------------------------ 1730 lb 
(784.7 ke) 

Dimensions ----------------------- 49 x 53-1/2x 
40-3/4 in. 
(1.24 x 1.36 x 
1.04 m) 

Cube --------------------------------- 61.8 cu ft 


(1.75 cu m) 





Shipping and Storage Data: 


Storage class/SCG ----------------- 1.3 C 

DOT shipping class ---------------- B 

DOT designation ------------------- PROPEL- 
LANT 
EXPLOSIVES 
CLASS B 
SOLID 

DODAC .------------------------------ 1320-D662 

Drawing No. (М188А1) ---------- 11829092 


Limitations: 


The M188A1 propelling charge cannot be 
stored or shipped in the vertical position. 


NOTE 


Yellow discoloration of charge bags is not 
a defect as all M188A1 charges contain- 
ing stabilizer 2NDPA will discolor. The 
amount of stabilizer leeching to discolor 
the cloth is not an indication of stabilizer 
unservicebility as the amount needed to 
discolor the cloth is insignificant with 
respect to loss of stabilizer content. 
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SUPPLEMENTARY CHARGES 


‹—— 1,809 DIA. МАХ. —» 





Type Classification: 


Std. 





Use: 


The purpose of a supplementary charge is 
to aid in the detonation of the explosive filler 
upon activation of the fuze. 


Description: 


Supplementary charges are placed in the 
fuze well of all HE deep cavity howitzer rounds 
from 75mm to 8-Inch; in the 175mm Field Gun 
and in the 4.2 inch mortar projectiles They are 
removed from the deep cavity when proximity 
fuzes with the extra large (long) booster or expel- 
ling charge, i.e, the M513, M514 Series and 
M728 but not the M732 or other proximity 
fuzes with the normal size hooster. 
Supplementary charges are composed of approxi- 


DISC, CLOSING TAB 






THIS END UP 
CHARGE SUPPLEMENTARY 
TNT TNT TNT 
FOR ARTILLERY PROJECTILE 
DO DD D 0 0-0-00 


PAD 
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mately .30 Ib of TNT pellets packed into ап alu- 
minum body cup. Supplementary charges are 
factory loaded into the HE rounds. 


Function: 

When the fuze mechanism detonates the 
booster charge this activates the supplementary 
charges which aids in the detonations of the 
explosive charge of the round. 


Tabulated Data: 





Weight --------------------------------- 0,30 Ib approx 

Length --------------------------------- 2.49-0,04 in. 

Width ts en 1.809 in. 

Filler ----------------------------------- TNT, 0.30 Ib 
approx 

Body ------------------------------------ Aluminum 
cup 
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Temperature Limits: 





Firing: 

Lower limits ---------------------- -40°F (-40°C) 

Upper limits ---------------------- +125°F 
(+52°С) 

Storage: 

Lower limit ------------------------ -65°F (-53.8°C) 
(for period not 
more than 3 
days) 

Upper limit ------------------------ +160°F 
(+71.1°C) (for . 
period not 
more than 4 
hr/day) 
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Packing: 


144/Barrier bag 
1 Barrier bag/wood box 


Drawing No. ------------------------- 8797090 
National Stock No. ---------------- NSN 1370-00- 

824-0811 
References: 


TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-1300-206 

TM 9-2350-304-10 
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FLASH REDUCER M2 (T2) 





Type Classification: 
STD OTCM 31154 dtd 1946, 





Use: 


Flash Reducer M2 (T2) is used with White 
Bag Propelling Charges M4 and М4А1 in 
155mm howitzer cannons, ordinarily on an 
optional basis. However, | TB 9-1300-385 
requires use of this flash reducer with certain 
specific lots of Propelling Charge M4. The pri- 
mary purpose is the reduction of muzzle flash 
to make accurate weapon location more diffi- 
cult for the enemy. A secondary effect is reduc- 
tion of blast pressure at the muzzle, When 
used, one flash reducer is inserted at the for- 
ward end of each increment used, including the 
base charge, Even though Propelling Charge 
M4A2 has an integral flash reducer assembled 
at increment No. 3, the M2 (T2) maybe used as a 
supplement with that charge also, if additional 
flash reduction is desired. No flash reducers are 
required when using Green Bag Propelling 
Charge M3 


Description: 


Flash Reducer M2 (T2) consists of 1-1/2 
ounces of black powder and potassium sulphate 
or potassium nitrate mixture in a 4-inch square 
bag of red cotton cloth. The edges are sewn 
together to prevent leakage of the chemical mix- 
ture. 


REDUCER ' 
M2(T2) 
FOR 155 MM HOW 


lull, M45, & M126 
-—--— | 
















U 
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The flash reducer is ignited by the burn- 
ing propellant. When the black powder and 
potassium nitrate or potassium sulphate mix- 
ture burns in combination with the propelling 
charge, the chemical reaction causesareduc- 
tion in muzzle flash of the weapon. The 
likelihood of blastoverpressure from the muz- 
zle is also reduced, There is some increase in 
e at the weapon muzzle when the M2 (12) 
is used. 


Tabulated Data: 


Weight --------------------------------- 0.06 1b 

Dimensions -------------------------- 4x4in. 

Cannon (Weapons) used with --- Ml, M1A1 
(M114, 


(M109); M185 
(M109A1); 
M199 (M198) 

Propelling charges used with --- M4,M4A1, 
M4A2 
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Temperature Limits: 





Firing: 
Lower limit ------------------------ 
Upper limit ------------------------ 
Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


*Packing 


*Packing Box: 
Weight | ------------------------------ 
Dimensions ----------------------- 
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-80°F (for 
periods not 
more than 3 
days) 
+160°F (for 
periods not 
more than 4 
hr/day) 

200 flash 
reducers in 
metal con- 
tainer 4 con- 
tainer in 
wooden box 


68.21b 
26-7/16 x 13 x 
11-15/16 in. 


Cube -—---------------------------—-- 2.37 cu ft 
*NOTE: See DOD Consolidated Ammunition 
Catalog for complete packing data induding 
NSN's. 


Shipping and Storage Data: 





Quantity-distance class ---------- 7 
Storage compatibility group --- h 
DOT shipping class ---------------- 


DOT designation ------------------- BLACK 
POWDER 

DODAC --------------------- 1320-D552 

Assembly Dwg. No. --------------- 9229177 


Prepmation for Firing: 





None 
References: 
TM 9-1300-251-20 


SB 700-20 
AMC-P 700-3-3 
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REDUCER, FLASH: M3 (T3) 





Type Classification: 





Std AMCTC 8020 dtd 1970, 
Use: 


Flash Reducer M3 is used when firing 8- 
inch White Bag Propelling Charge M2 (all 
zones), It is not used with Green Bag 
Propelling Charges MI which are flashless. The 
primary purpose is the reduction in muzzle 
flash to make accurate weapon location more dif- 
ficult for the enemy. It is used in both night and 
daylight firings. A secondary effect is reduction 
of blast pressure at the muzzle, 


Description: 


The flash reducer is a square red cloth 
pad containing a one-pound mixture of black 
powder and potassium sulphate or potassium 
nitrate. The assembly is sewn around each edge 
to prevent leakage of the contents, and through 
the center to increase tear resistance. Thus, the 
appearance is of two equal increments. The 
flash reducer is inserted under the tie/straps at 
the forward end of the propelling charge at 
time of firing. 


Functioning: 


The flash reducer is ignited by the burn- 
ing propellant, The chemical combination of 


U 
AR 199693-A 


burning potassium and propellant serves to mod- 
ify the flashing of gases at the muzzle of the 
weapon. The result is a reduction in brilliance 
and of the blast overpressure at the muzzle. 


Tabulated Data: 





Type naaa Chemical 
modifier 
Weight --------------------------------- 11b 
Dimensions -------------------------- 7-1/2 x 7-1/2 
in. 
Color ааа Red w/black 
markings 
Filler ----------------------------------- Potassium sul- 
phate or 
potassium 
nitrate Black 
powder 
Cannon (Weapon) used with ---- M47 (M55), 
M2, M2A1 
(M115), 
M2A1E1 
(M115) 
Charges used With ------------------ 8-inch Charge 
Propelling: M2 
Assembly Dwg, No. ---------------- 8881015 


Temperature Limits: 





Firing: 
Lower limit ------------------------ -40°F 
Upper limit ------------------------ +125°F 
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GRENADE: GENERAL PURPOSE, M35 


STEEL 
ALUMINUM BALL GRENADE 
FUZE 


SKIRT 
STRIKER 


CUTAWAY VIEW WITH 
RIBBONS REMOVED (ARMED) 
STRIKER PLATE EXTENDED 


Type Classification: 
Use: 


To provide improved antipersonnel capabil- 
ity when loaded in 105mm cartridge, M413. 


Description: 


The grenade M35 is a ground burst muni- 
tion consisting essentially of a steel ball with an 
aluminum skirt and a point-detonating grenade 
fuze and striker in the nose. Two nylon ribbon 
streamers, attached to the inside of the alumi- 
num skirt, orients and drag-stabilizes the gre- 
nade in flight. The steel ball is filled with 28 
grams of Composition B. 


Three grenades in the layer next to the 
base plug of the M413 projectile contain a yel- 
low dye which acts as a spotting charge. The 
dye is in polyethylene bags secured by a poly- 
ethylene cup which is located beneath the rib- 
bon streamers. 


The fragmenting portion of the grenade 
body consists of a steel sphere filled with 
Composition B, a booster retainer, felt pad and 
booster pellet. The inner surfaces of the sphere 
have been embossed in such a manner that 
upon detonation, it bursts uniformly into frag- 
ments of optimum effectiveness. 


Classification: 


Standard B. 





GRENADE WITH RIBBONS FURLED 
AND SAFETY WIRE IN PLACE (UNARMED) 


U 
AR 101392 
Tabulated Data: 
Explosive ---------------------------- 28 grams 
Comp B 
Length -------------------------------- 2.46 in. 
Diameter ------------------------------ 1.48 in 


Functioning: 


When each grenade M35 is expelled from 
the projectile body, the grenade fuze pulls free 
of the safety. wire which is attacheel to the 
spacer plate. 


This starts a mechanical action within the 
grenade fuze which alines the explosive train. 


The aluminum skirt of the grenade con- 
tains two streamer ribbons which unf'url when 
the grenade is in free flight. These ribbons drag- 
stabilize and orient the grenade with the point 
detonating grenade fuze and striker downward. 


When the striker impacts, the grenades 
detonate. The yellow dye, which was contained 
in three grenades, is visible for two miles on a 
dear day 
Drawing: 


Grenade - XP94930 


Reference: 


TM 9-1300-251-20 
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GRENADE: GENERAL PURPOSE, M36 





GRENADE WITH VANES CLOSED 
(UNARMED) 


Type Classification: 
Use: 


To provide improved antipersonnel capabil- 
ity when loaded into 105mm cartridge М 444E 1 
and 107mm cartridge M 453. 


Description: 


The grenade M36 is an airburst munition 
which is expelled from the projectile body in 
flight. U pon surface impact, the explosive com- 
ponents are ejected upward for airburst. The 
grenade consists of a housing assembly two 
spring-loaded vanes, a yoke with firing pin, ejec- 
tion charge, delay detonator, and a two-piece 
steel ball filled with Composition A5. 


Classification: 
Standard A. 
Tabulated Data: 








Type of Explosive ------------------ Comp A5 
Explosive in one grenade -------- 21.25 grams 
Total Weight ------------------------ 0.44 Ib 


Functioning: 


Upon expulsion from the projectile, the 
vanes open and orient the grenade in a ver- 
tical or near-vertical position. The energy of the 





GRENADE WITH VANES OPEN 
(ARMED) 
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vane Springs and the airstream lock the two 
vanes in the open position and stabilizes the gre- 
nade. 


After the vanes are extended, a spring 
moves the yoke to the extended position, The fir- 
ing pin, attached to the yoke, retracts from the 
slide assembly, permittmg movement of this 
assembly which locates the detonator in the 
armed position. A delay in arming of the gre- 
nade is provided by restricting movement of the 
slide assembly. This delay helps prevent prema- 
ture grenade functioning caused by midair colli- 
al immediately after ejection from the projec- 
tile. 


When the grenade impacts the target 
surface, the yoke drives the firing pin into the 
detonator which initiates the ejection charge. 
The ejection charge forces the steel ball up and 
away from the housing, ignites the first-fire mix- 
ture in the delay detonator, and forces the deto- 
nator into the in-line position. The delay detona- 
tor functions the high-explosive at a distance of 4 
to 6 feet above the impacted surface, causing 
the steel ball to fragment. 


Drawing; 
Grenade M36--C921 1946 
Reference: 


TM 43-0002-33 
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GRENADE: GENERAL PURPOSE, M39 


GRENADE 
HOUSING 





GRENADE WITH VANES CLOSED 


Type Classification: 





Use: 


To provide improved antipersonnel capabil- 
ity when loaded in 105mm cartridge M444. 


Description: 


The grenade M39 is an airburst munition 
which is expelled from the projectile body in 
flight. Upon surface impact, the explosive com- 
ponents are ejected upward for airburst. The 
grenade consists of a housing assembly two 
vanes which extend in flight, pivoted on two D- 
shaped sear pins, a striker plate with firing pin, 
two striker plate guide rods which interlock the 
sear pins, ejection charge, delay detonator, and 
a two-piece steel ball filled with Composition 
А5. There are 18 grenades in the M444 car- 
tridge. 


Classification: 





Standard A. 
Tabulated Data: 





Explosive ------------------------------ 23.55 g 
Comp A5 
Functioning 


When each grenade M39 is expelled from 
the projectile body, the vanes open and orient 





GRENADE WITH VANES OPEN 
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the grenade by interaction of the air stream. 

The D-shaped sear pins rotate with the 
vanes, and free the striker plate guide rods 
which allow the spring to extend the striker 
plate. 


This action withdraws the firing pin from 
the rotor and a spring forces the rotor into a 
position where the primer is aligned with the 
ejection charge and the delay detonator. The gre- 
nade is now armed. 


The vanes are held open by the air stream 
and striker plate guide rods. 


When the grenade impacts, the firing pin 
is driven into the primer which initiates the ejec- 
tion charge. 


The ejection charge initiates the delay deto- 
nator and propels the steel ball upward. 


The delay detonator is assembled with a 
delay element designed to detonate the steel 


ball approximately 4 to 6 feet above impact sur- 
face. 


Drawing: 


F8864945 


Reference: 


TM 9-1300-251-20 
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GRENADE: GENERAL PURPOSE, M42 





SIDE VIEW 


Type Classification: 


Use: 


To provide  anti-materie and anti- 
personnel capabilities in a submissive delivered 
by 155mm M483 and 8-inch M509 projectiles 
for howitzers. 


Description: 


The M42 grenade is a ground burst muni- 
tion consisting essentially of a 1.5 inch diame- 
ter cylindrical shell body loaded with approxi- 
mately 31 grams of Composition A5 in a shaped 
charge. A nylon ribbon loop stabilizer is pro- 
vided to orient and arm the grenade. 


The inertia type fuze has a slide assembly 
containing an M55 detonator and a coil spring 
to force the slide into the armed position. 


The M42 grenade has embossed inner side 
wall for optimum fragment size. 


Classification: 


Standard A. 





EXPLOSIVE 
CHARGE 


CROSS SECTION 
AR 101395 


Tabulated Data: 





EXDlOSI VB nn 30.5 grams 
Comp A5 

Ls 3.25 in. 

Weight ---------------------------------- 0.46 Ib 


Upon expulsion from the projectile, the 
nylon ribbon stabilizer extends and orients the 
grenade, and due to rotational forces, 
unthreads the threaded firing pin from the 
weight (semi-armed), and pulls the firing pin 
out of the slide assembly, The slide assembly is 
then free to move, and moves into the armed 
position by action of the slide spring and cen- 
trifugal force. The spring maintains the slide 
assembly in the fully armed position. 


Upon impact, the inertia weight drives the 
firing pin into the detonator M55, initiating the 
firing train. A shaped-charge jet is expelled 
downward while the body bursts into a large 
number of small fragments. The jet is capable 
of penetrating approximately 2.75 inches of 
homogeneous armor plate. Antipersonnel 
effects are obtained by fragmentation of the gre- 
nade body. 


Drawing: 
Grenade 9215340 
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GRENADE: GENERAL PURPOSE, M43A1 






YOKE 


CROSS SECTION 


Type Classification: 





Use: 


To provide improved antipersonnel capabil- 
ity when loaded in 155mm projectile, M449 
Series, 8-inch projectile M404 and 16-inch pro- 
jectile mark 19 Mod O. 


Description: 


The grenade M43A1 is not painted or 
marked. It is an airburst munition which is 
expelled from the projectile in flight, Upon sur- 
face impact, the explosive components are 
ejected upward for airburst. The grenade con- 
sists of a housing assembly with two spring- 
loaded vanes and a two-piece steel ball filled 
with Composition A5. 


Classification: 
Standard A. 
Tabulated Data: 








Explosive 21.25 g Comp A5. 
Functioning: 


Upon expulsion from the projectile, the 
vanes open and orient the grenade In a vertical 
or near-vertical potion The energy of the 
vane springs and the airstream lock the two 
vanes in the open position and stabilize the gre- 
nade. 


EJECTION 
CHARGE 


FIRING PIN 





GRENADE WITH VANES OPEN 
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After the vanes are extended, yoke springs 
move the yoke to the extended position. The fir- 
ing pin, attached to the yoke, retracts from the 
slide assembly, permitting movement of this 
assembly which locates the detonator in the 
armed position, A delay in arming of the gre- 
nade is provided by restricting movement of the 
slide assembly, This delay helps prevent prema- 
ture grenade functioning caused by midair colli- 
sion immediately after ejection from the project- 
ile. Arming delay is achieved by allowing air to 
pass through a porous plug in the housing 
located adjacent to the slider recess. 


When the grenade impacts the target sur- 
face, the yoke drives thetiring pin intothe deto- 
nator which initiates the ejection charge. The 
ejection charge forces the steel ball up and 
away from the housing, ignites the first-fire mix- 
ture in the delay detonator, and forces the 
detonator into the in-line positon. The delay det- 
onator functions the high-explosive Comp A5 at 
a distance of 4 to 6 feet above the impacted sur- 
face, causing the steel ball to fragment, 


Drawing 
8875900 
Carriers: 


M449 Series ((iO glenacles) 
M404 «104 grenades) 


References: 


TM 9-1300-251-20 
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GRENADE: GENERAL PURPOSE, M46 





Type Classification: 


Use: 


To provide antimateriel and antipersonnel] 
capabilities in submissiles carried in the last 
three aft layers in the 155MM M483 projectile 


for howitzers. 


Description: 


The M46 grenade is a ground burst munition 
consisting essentiall,of a 1,5 inch diameter 
cylindrical shell body loaded with approxi. 
mately 30 grams of Comp A5 in a shaped 
charge. A nylon ribbon loop stabilizer is pro- 
vided to orient and arm the grenade, The iner- 
tia type fuze has a slide assembl, containin ,a 
M55 detonator and a coil spring to force the 
slide into the armed position. The M46 grenade 
has a smooth inner side wall that makes the 
body wall stronger than the embossed wall of 
the M42 grenade. The wall does not have opti- 
mum fragmentation characteristics of the M42 
grenade wall, but has extra strength to prevent 
Compression failure during setback. 


Classification: 


Standard A, 





AR 101506 
Tabulated Data: 
Explosive ------------------------------ 30g 
Length --------------------------------- 3987 ВАЗ 
Weight ----------------------------------- 0.47 Ib 


Functioning: 


Upon expulsion from the projectile, the 
nylon ribbon stabilizer extends and orients the 
grenade, апа due to rotational forces, 
unthreads the threaded tiring pin from the 
weight (semi-armed), and pulls the tiring pin 
out of the slide assembly. The slide assembly is 
then free to move, and moves into the armed 
position by action of the slide spring and cen- 
trifugal force. The spring maintains the slide 
assembly in the fully armed position. 


U pon impact, the inertia weight drives the 
firing pin into the M55 detonator, Initiating the 
firing train. A shaped-charge jet is expelled 
downward while the body bursts into a large 
number of small fragments, The jet is capable 
of penetrating approximately 2,75 inches of 
homogeneous armor plate. Antipersonnel 
effects are obtained by fragmentation of the gre- 
nade body, 


Drawing: 
Grenade 9215370 
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PRIMER, PERCUSSION: MK2A4 


1.595 MAX 


U 
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PRIMER COMPOSITION 










ANVIL 


Type Classification: 


Std OTCM 36841 dtd 1958. 





Use: 


This primer is used with a variety of sepa- 
rate-loading ammunition rounds to initiate 
burning of the propelling charge, 


Description: 


Percussion Primer MK2A4 is a brass cylin- 
der with an extraction flange base, containing a 
charge of 19 grains of black powder, A primer 
cup in the center of the base contains a small 
quantity of sensitive primer composition, An 
anvil, gas check cone, and plug are installed 


GAS CHECK CONE 


CORK PLUG 
CLOSING DISK 


BP CHARGE 


u 
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between the primer cup and the black powder 
charge. The black powder is sealed in the 
primer case by a closing disk attherear and a 
cork washer at the front end. 


Functioning 


The primer is inserted in the firing lock of 
the weapon. When struck by the firing pin, the 
primer cup is indented, compressing the sensi- 
tive primer composition against the anvil. The 
primer composition detonates from the impact 
shock and flashes through a port in the plug to 
ignite the black powder charge in the primer 
case, The gas check cone prevents blowback in 
the event the primer cup is ruptured, The burn- 
ing black powder charge initates burning of the 
propelling charge. 
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Tabulated Data: Dimensions ----------------------- 14-5/8 x 12- 
13/16 x 9-1/8 
Type ---------------------------------—-- Percussion in 
Weight -----------------------------+--- 0.06 Ib Cube --------------------------------- 1.0 cu ft 
Length --------------------------------- 1.595 in. 
Diameter ------------------------------ 0.348 in. *NOTE: See DOD Consolidated Ammunition 
Cannon (Weapon) used with ---- 155mm: M1, Catalog for complete packing data including 
М1А1 (M114, NSN's. 
M114A1) 8-in: 
M2, M2A1 Shipping and Storage Data: 
(M115) 
Filler and weight ------------------- Black powder, Quantity-distance class ---------- 3 
19 grains Storage compatibility group ---- B 
DOT shipping class ---------------- C 
Temperature Limits: DOT designation ------------------- CANNON 
PRIMERS 
Firing: HANDLE 
Lower limit ------------------------ -40°F CAREFULLY 
Upper limit ------------------------ +125°Е DODAC ------------------------------- 1390-N525 
Storage:  ---------------------..--.--.- Assembly Dwg. No. ---------------- 8840362 
Lower limit------------------------ -80?F (for 
periods of not Preparation for Firing: 
more than 3 
days) No preparation is required. 
Upper limit ------------------------ +160°F (for 
periods of not Limitations: 
more than 4 
hr/day) None. 
*Packing -------------------------- 250 primers in 
shipping con- References: 
tainer; 2 con- 
tainers in TM 9-1300-251-20 
wirebound box SB 700-20 
*Packing Box: AMC-P 700-3-3 
Weight ------------+---------0-----+- 371b TM 9-1025-200-12&P 
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PRIMER, ELECTRIC AND PERCUSSION: MK15, MODS 2 AND 3 


lo M —— 1.98 MAX MR: 


U 
AR 199647 
GUN COTTON AROUND 
ELECTRIC ELEMENT 
INSULATOR METAL SEAL 
FIRING KNOB 





FIRING PLUNGER 


"Type Classification: 
Std OTCM 37119 dtd 1959 
Use: 





This primer is used with a variety of sepa- 
rate-loading ammunition rounds to initiate 
burning of the propelling charge. The primer 
can be activated either by percussion from a fir- 
ing pin, or by an electric current. 


Description: 


Primer MK 15, Mods 2 and 3, is a brass cy- 
linder with an extraction flange base. A charge 
container loaded with 30 grains of black powder 
is threaded into the case. The base contains a fir- 
ing plunger assembly, a primer cap of sensitive 
primer compound, and an electrical resistance 
wire embedded in gun cotton, The plunger 





IGNITION WIRE 


IGNITION CHARGE 
(BLACK POWDER) 


U 
AR 199646 


assembly is insulated electrically from the case, 
except for the resistance wire connecting the 
two parts. 


The primer is inserted into the firing lock 
of the weapon. In the percussion mode, the fir- 
ing plunger is struck by the firing pin, and the 
integral tiring knob crushes the primer cap. 
Flash of the primer compound flashes to the 
gun cotton and the black powder to initiate 
burning in the propelling charge. In the electri- 
cal mode a current induced by the electrical fir- 
ing mechanism of the weapon is introduced into 
the firing plunger. Since the plunger is other- 
wise insulated from the case, the current flows 
through the resistance wire to the case. The 
resistance wire heats up to ignite the gun cot- 
ton and black powder. 
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TM 43-0001-28 
Difference Between Models: Dimensions -----.-... mt x16-1/2 
x 6-1/4 in. 
Not applicable. Both Modifications 2 and 3 Cube AA 1.51 cu ft 
are incorporated in the same primer. 
“NOTE: See DOD Consolidated Ammunition 
Tabulated Data: None for complete packing data including 
NSN’s. 
NAA Electric and 
percussion 
Weight ---- nennen 0.14 Ib Shipping and Storage Data: 
Length ----------.-............ - 1.98 іп. 
Cannon used with Various sepa- Quantity-distance class ---------- 3 
rate loadin Storage compatibility group ---- B 
Filler and weight -----------------.- Black powder, DOT shipping class --------------.- C 
30 grains DOT designation -.......... CANNON 
PRIMERS 
Temperature Limits: HANDLE 
CAREFULLY 
Firing: DODAC -.-.........................—.—. 1390-N535 
Lower limit ----------.-............ -40°Е AssemblyDwg No. ----------------- T4-8-5 
Upper limit ----------------......-- +125°F 
Storage: Preparation for Firing: 
Lower limit ----.---.-...-.......... -80°F (for 
period not No preparation is required. 
more than 3 
days) Limitations: 
Upper limit ----.-..--.............. +160°F (for 
period not None. 
more than 4 
hr/day) References: 
"Packing --------------.-........... 38 per metal 
can; 24 cans TM 9-1300-206 
(248) per TM 9-1300-251-20 
metal box TM 9-1300-251-34 
*Packing Box: TM 9-2300-216-10 
Weight ------........----............ 84 lb TM 9-2350-311-10 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


PRIMER, PERCUSSION: M82 





BODY 
PLUNGER 





WASHER 


Type Classification: 
Std OTCM 37807 dtd 1961. 
Use: 





This primer is used to initiate burning of 
propellant charges in separate loading weapon 
systems, 


Description: 


The primer consists of a cylindrical brass 
case with an extraction flange which contains a 
plunger in the base, an ignition element, and a 
container loaded with 22 grains of black pow- 
der. The plunger has an integral striker and is 
activated by the breech mechanism firing pin, 
The ignition element is threaded into the 
primer case forward of the striker and contains 
a percussion primer, The primer contains 
primer mixture and an anvil, and is sensitive to 


IGNITER ELEMENT ASSY 


1.944 MAX oo 


U 
AR 199651 


PRIMER CHARGE (BLACK POWDER) 







CONTAINER CUP 


CONTAINER TUBE 


U 
AR 199650 


impact from the plunger. The Black powder con- 
tainer is also threaded into the case with the 
open end toward the ignition element, This end 
is sealed with a paper disk to prevent seepage 
of” black powder granules, 


Functioning: 


The primer is inserted into the firing lock 
of the weapon, When struck in the base by the 
firing pin, the plunger is driven forward and ini- 
tiates the primer in the ignition element, The 
primer flash ignites the black powder charge in 
the container assembly which flashes through 
the vent tube to ignite the black powder igniter 
at the base of the propelling charge. 


Tabulated Data: 


Type ------------------------------------ Percussion 
Weight --------------------------------- 0,14 lb 
Length --------------------------------- 1.94 in. max 
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Cannon used with ----------------- 


Filler and weight ------------------- 


Percussion primer filler and 
weight ------------------------------ 


Temperature Limits: 

Firing: 
Lower limit ------------------------ 
Upper limit ----------------------- 


Storage: 
Lower limit ------------------------ 


Upper limit ------------------------ 


“Packing --------------------------- 


8-62 


M109A1, 
M1091 75- 
mm: M107 
8-inch: M110, 
M110E2, M55 
Black powder, 
22 grains 


Primer mix- 
ture, 0.55 
grains 


-40°F 
+125°F 


-80°F (for 
periods of not 
more than 3 
days) 

+169°F (for 
not more than 
4 hr/day) 

20 primers in 
fiberboard 
container; 25 
containers in 
wooden box 


ane Box: 
eight ------------------------------ 49 lb 
Dimensions ----------------------- ao 8x12x 
11-3/16 in. 
Cube ------------ on 1.8 cu ft 


*NOTE: Latest packing data only. See DOD 
Consolidated Ammunition Catalog for complete 
packing data including NSN's. 


Shipping and Storage Data: 





Quantity-distance class ---------- 3 

Storage compatibility group ---- В 

DOT shipping class ---------------- C 

DOT designation ------------------- CANNON 
PRIMERS 
HANDLE 
CAREFULLY 

DODAC mens 1390-N523 


8861197 
Preparation for Firing: 





No preparation is required. 
References: 


TM 9-1300-206 

TM 9-1300-251-20 
TM 9-1300-251-34 
TM 9-2300-216-10 
TM 9-2350-311-10 
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PLUGS, LIFTING (EYEBOLT TYPE) FOR PROJECTILES 


General: 


Lifting plugs are inserted in the nose of all 
projectiles 155mm through 8-inch. Their signifi- 
cance is to make the shipping and handling of 
these heavy projectiles easier for personnel . A 
sawed off broom handle or bar is inserted 
through the ring (eye) to enable two men to lift 
and carry these projectiles. 


is fired Sr Sfuize Ts iserted In the fuze Well 


Toremove the lifting plug use any available bar 
by unscrewing counterclockwise. 


f Lifting plugs are in different sizes depend- 
ing on the diameter of the fuze well and the 


type of the projectile. 


ICM projectiles must be assembled with a 
fusible type lifting plug which is designed to pre- 
vent cargo ejection if the projectile is involved 
in a fire. 
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PLUG, LIFTING - TYPE G 





< 1.9982 - .0172 2-12UNS - "i 
U 
AR 6037 
Description: 
TM i ; Material------------------------------- Forged Steel 
Lifting plug type G is used for 8-inch, ; 
175тт, апа 158mm projectiles that have a aang питһбег............... on 
fuze well thread size of 2-12 UNS-1A, major (OU 
diameter 1.9982. 6981 
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PLUG, LIFTING - TYPE C 





| 1.6982 - .0155 


Description: 


Lifting plug type C is for the older 155mm 
projectiles that have the fuze well thread size of 
1.7-14NS-IA major diameter 1.6982 -.0155. 


17- 
7 - 14NS-1A U 


steel casting. 
or malleable 


Drawing number ----------------- JE ASI 
МОМ ee Ban [320-00-861- 
8 
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PLUG, LIFTING: ENERGY-ABSORBING FOR THE 155MM PROJECTILES 
M549/M549AI 


Threadsize: 
2-12UNS-1A 
Major dia: 1.9982-.0172 


N 
- ine 72 = 


Description: 


The M549/M549A| projectiles have the 
energy-absorbing lifting plug designed to pro- 
tect the projectile fuze area against accidental 
damage. The new plug has an oversized 3-3/4 
inch (9.53 cm) flange. If this lifting plug is bro- 
ken at the neck area, the threaded portion of 
the plug will remain in the projectile and the 
projectile cannot be fuzed. No attempt should 





ee 

a 

eg 
2-12UNS - 1A" 


U 
AR 6039 
be made to extract any portion of a broken plug 


from a projectile; the projectile is not to be used 
and should be returned to supply point, 


Material ------------------------------- Malleable Iron 
Grade-M 

Drawing number ------------------- 9326791 

NSN 


ee ee 1320-01-065- 
9830 
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PLUG, LIFTING: SHOCK ATTENUATING FOR 155MM PROJECTILES M549A1 AND 
M795 AND THE 8-INCH PROJECTILE M106 


Threadsize: 
2-12UNS-1A 
Major dia: 1.9982-.0172 





Description: 


Lifting plug shock attenuating has an over- 
sized flange size 3.80-inches (9.65 cm), to pro- 
tect the projectile fuze area against accidental 
damage. If this lifting plug is broken at the 
neck area, the threaded portion of the plug will 
remain in the projectile and the projectile can- 
not be fuzed. No attempt should be made to 
extract any portion of a broken plug from a pro- 
jectile; the projectile is not to be used and 
should be returned to supply point. 





2-12UNS-1A 7 


U 
AR 6040 
Material  ------------------------------- Malleable Iron 
Grade - 
M3210 
Drawing Number ------------------ 9341742 
NSN -——--------------------------------- 1320-01-10-108- 
1826 
Gasket Lifting Plug --------------- 5330-01-354- 
6972 
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PLUG, LIFTING: FUSIBLE FOR 155MM AND &INCH PROJECTILES 





z 
z 
wo 
a 
BA 
Bes ee) 4 
2-12 UNS-1A 
MAJOR DIA: 1.9982 - .0172 > & 
+ 
= 5 8 
oe <A 
< ES 
& 
2 o ар 
8 
AR 6033 
Description: Material -------------------------------- Malleable Iron 
Casting, 
Lifting plug fusible has an eutectic alloy Grade -- 
filled cavity in the neck area to prevent the pay- | M3210 
load in ICM rounds from being ejected acciden- Drawing Number ------------------- 9215390 


tally at thebase, The alloy will melt and vent 
out the pressure built-up by the burning expel- 
ling charge. 
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PLUG, LIFTING: UNIVERSAL 








2.000 -.0172 


Description: 


Lifting plug universal has an oversized 
flange size 3.80-inches (9.65 cm), to protect the 
projectile fuze area against accidental damage. 
If this lifting plug is broken at the neck area, 
the threaded portion of the plug will remain in 
the projectile and the projectile cannot be 
fuzed. No attempt should be made to extract 
any portion of a broken plug from a projectile; 
the projectile is not to be used and should be 
returned to supply point. In addition, the cav- 
ity in the neck area is filled with an eutectic 
alloy to permit pressure venting in case expel- 


944.01 





2.00 - 12 UNS-A 


AR 6034 


ling charge gets ignited accidentally and thus it 
prevents the cargo from being expelled at the 
base of the projectile. 


Material -------------------------------- Malleable Iron 
M3210 
Drawing Number ------------------- 9345325 
NON ------------------------------------- 1320:01-220- 
Filler, Packing, Preformed 
asket)----------------------------- 1320-01-272- 
0971 
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CLOSING PLUGS 


2-12NS-1 (NON-STD) 
MAJOR DIA 1.9976 - .0308 
PITCH DIA 1.9435 - .0106 


PN MINOR DIA 1.8954 MAX. 


N 
/ 








U 
AR 6041 
Type Classification: Tabulated Data: 
Std. Closing Plug ----------------------- Used with 
81mm, M362 
| and M374 
Use: Series 
diad ; ; 4.2 Inch, 
To protect projectile filler from foreign M329A1/A2 
matter and retain supplementary charges. 105mm: HE, 
M1 
REAR Thread size 2.12NS-1 
p Н : | 
Description Material ------------------- Aluminum 
; | acti Alloy 
Closing plugs are used on projectiles when ; 
they are shipped without a fuze assembled to те No. en 821 
Bs үз When shipped Nila closing plug, а oe eee aa 6608 n 
chip board spacer is assem etween the sup- 
plementary charge and plug to limit movement Closing Plug T 
of the supplementary charge during transporta- M48: 90 
tion and handling. HE mm, 
M71/M71A1; 
Closing plugs are inserted in the nose of 105mm, HE, 
the projectile at the ammunition loading plants M1 
in lieu of a fuze, prior to shipment to the Thread size 2.12NS-1 
Ammunition Supply Point (ASP). Material ------------------- u 
Drawing No. 75-14-309 
MM 1315-00-400- 
7244 
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SECTION Ill 
CARTRIDGE/PROJ ECTILE-FUZE COMBINATIONS FOR 75MM, 105MM 
AND 8 INCH HOWITZER 


"d 
E: 
о 
x 
Ico] 
4 





8 2 
= E 
o o) 
CANNON Reape Dx ala als 
(Weapon) Cartridge/Projectile = el SIS 
— ИТ. 
M3 
for М1А1 |||] TITA] TI 
APERS-T, M546 LINA IA TOI ILLE T TA. T. 
BE, M84, M84B1 | 
ВЕ, НС, М84А1 || хх [xl bf | LITT [x 
E a RRA REEL 
illimeter , M1 (Normal Cavity X X 
us xxx ху] rpg 9 y 
tas ¡oc [ү ух LHT 
(Towed M101/A1) 
ma mean ЩЫ ЕШ 
(Towed М102) 
xa.” [mene [ЖУ LLL EEL 
(5Р М52) 
HEP-T, M327 || | bibi | LE 
HE, RA, M548 |] txt Txt TT TIL] IX II Ip [x 
ILLUM, M314A2, M314A1| | | | | | [ху TTS] 
ILLUM, M314A3 ||| Bil | | bil IXL I Tx 
GAS, H, M60 | | [3] хх үү 
SMK, WP M60 SERIES | | |x| |x| | | | | I Txt [xt | I I IT [x 
Pity LL LL LLILLLIxIM [ T T | 
8 Inch [LE EIE LET ELT LT. LIGA ИШ 
(Towed M115) Хх [af ||| [||| Ix 
M2A1, М2А2 xx 1x1 II [ [11 Txt [|[ҥх [x 
P M110 |U LARA Г ГУ 
х ХХХ I [11 11x [xP [1] [xXx ix 
8 Inch M201 iX ХХХ | | [| I [3x] [xl I ] [rx [x 
(M110A1) Pt tty Ж TE ET ЕТЦ 
8 Inch M201A1 | |ixiXix | [| L1 II ПЕ 
(M110A2) | | [ хх I I II I [xl Ist I II [x [x 
ү eee: 





*М 728 and M513 Series Fuzes cannot be tired with Zone 7 Propelling Charge for 105MM Cartridge. 

С =COMBAT EMERGENCY USE ONLY 

Р “SUPPLEMENTARY CHARGE MUST BE REMOVED TO MAKE ROOM FOR LONG 
INTRUSION FUZE 

2 = AUTHORIZED FOR ZONE 7 
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CANNON 
(Weapon) 


MIAI 
(for M114A1 
Towed 
Howitzer) 


MIA2 
(for M114A2 
Towed 
Howitzer 
M126/M126A1) 
(for M109 
SP Howitzer) 


B-4 


SECTION IV 
PROJECTILE/FUZE COMBINATIONS FOR 155 MM HOWITZER 


Projectile 
AGENT H, HD, M110 
AGENT GB, VX, M121A1 
HE, M107 (Normal Cavity) 
HE, M107 (Deep Cavit 
HE, M449 Series 
SMK, HC, BE, M116A1 
SMK, HC&CLD BE, M116, 
M116B1 
SMK, WP M110 Series 
ILLUM, M485 Series 

PRA E, M804 
PRACTICE, M804A1 
AGENT, Н, HD, M110 
AGENT, GB, VX, M121A1 
HE, M107 (Normal Cavity) 
HE, M107 (Deep Cavity) 
HERA, M549/M549A1 
HE, M449 Series 
HE, M483A1 
HE, M692/M731 
AT, M718/M741 Series 

ME, Н BE, M116A 
SMK, HC&CLD BE, M116, 
M116B1 
SMK, WP M110 Series 
ILLUM, M485 Series 
PRACTICE, M804 
PRACTICE, M804A1 


SMOKE, WP. M825, M825A1 


EXTENDED RANGE, DP, 


AGENT, GB2, M687 


HEAT, M712 
COPPERHEAD FUZE I: 


FUZE 


ET 
=ч 

ajej © 515 3 

о |2 |0 N N io [77] 

оі јо | о |а| |а| |а | «|а| 
MIBILI 12|2|85 |і EE 
IXIX] | [xX] |x| | | | [X 
ХІХ] | | | | IGP] ct | | 
[XIX |x| | |x| [x] |x| | [x 
iXIXI|x| | |x| [xX] P|X м [x 
|| | IX| | IX |] | | | 1X. 
| | IX] | IX] | | | JX] 
|| LILLLL 
хіх [ix] x| | | | [x 
| | IX] | [|x| | | | [Xx] 
| IXIXI | Txt Txt ixl | | 
_|х|х| | [xt x| | | | dx 
| IxIx| | [xt [x] | | | lx 
| [xix] | | | | Icp|c| | [x 
IXIXIX| | IX] [X] [Xx] | [x 
X[X[X] | [X] [xX] P|X]MP] [x 
| |х|хХ || | |x| | | | [X 
б PAX | Jx] | E | JX] 
| ||| Jis] HA 
|| | у | IX] | | L IX 
|| | | | | |х|] | | Jx] 
||| 
| |х|х| | [x] [X] | | | [x 
‚| LI] [x|] | | | [x] 
| |х|х| | [xt |x| |x| | [x 
| [XIX]. | |x| Txt | | | [X 
| || ||| xh | [ Ix! 
| 
| |х|х| | [ү [1 1 [| [| 


2 


INTEGRAL PART OF PROJECTILE 
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M185 HE, M107 (Normal Cavity) 
(for M109A2, HE, M107 (Deep Cavity) 


M109A3, M109A4 | HERA, M549/549A1 
SP Howitzer HE, M449 Series 


SECTION IV 

PROJECTILE/FUZE COMBINATIONS FOR 155MM HOWITZERS (Continued) 

| | PD | MTSQ ET 
CANNON © 
(Weapon) Projectile = 
AGENT, H, HD, M110 X 
X 
X 
X 


M284 
(for M109A5, 
Howitzer) M741/M741A1 
M119 SMK, HC, BE, M116A1 
(for M198 SMK, HC&CLD BE, M116 
Towed M116B1 
Howitzer) SMK, WP M110 Series 


ILLUM M485 Series 
PRACTICE, M804 


ра! Ipa 


111189 ноот 
ГЕ ТЕГЕНЕ ana 
ЕЕ ЦЕ ra er 
PIL] n ieii pes 
ЕРЕ || || [M501 Series | 
ЕГЕСИ ГЕ Me — 


Pepel ef [| реа ре [m82 Series | 
ГЫ = 
ТУЫ м» | 
LTT ULL LELLISE | шиме] 


“|| к | | | | [M577 Series | 
БГ EE Б ЕГ fur  — 
um 


EXTENDED RANGE, DB 
M864 
HEAT, M712 


S S 






COPPERHEAD FUZE IS INTEGRAL PART OF PROJECTILE 


AGENT, GB2, M687 |] | | |? Td gg [|] 


See Projectile/Propelling Charge Charts for correct combinations, Section VIII thru Section XI. 

C= COMBAT EMERGENCY USE ONLY 

М =USMC TRAINING USE ONLY FIRING LIMITS O°F to 120°F (-18°C to +49°C) 

P= SUPPLEMENTARY CHARGE MUST BE REMOVED TO MAKE ROOM FOR LONG 
INTRUSION FUZE 

S= PROJECTILE MAYBE USED FOR SELF-REGISTERATION (AS SPOTTING ROUND) BY 
REPLACING EXPULSION CHARGE ASSEMBLY WITH PROJECTILE SPOTTING CHARGE 


ADDED TO FUZE 


Change 1 B-5 


FUZE 


uondo- ning PEL 4 ni 


4 pg 
| 8m [IL [FILED | яя [IPIPILIT ELLE 
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SECTION V 
CARTRIDGE-FUZE COMBINATIONS FOR MORTARS 


FCT TITI ЕЦ 
ef вии TTT TT TT tt | Н TIL PT 1111014] 
|. TVeow sn] TTT TT TE TTT ET TET ET TT eT EEE EBEN 
Pe TT Te LI 
ol ny TTT TT TTT TT Н Н ү 
nnn ТЕ ЕТЕ 
z| өни [үү eee 
|. Samasogan] ||| ү ү CR |] үү 
| samasuew| ||, ү Г 7 1f1111 ] 
els PRAT | rblliLlLLLLLLLTILI ETT TE IL J| 
at amw [ТГ ORA HEHEH 
|| au] ||| Л Т FI ILLIS 
O  .?!emN| ШШШ ТІ I LLLLLLLLLLLILI СЬ ТЕЕ 
я 1114911111111 d (11111 13] 11 149 | 
| amj ||| | O O E Л ЕШ | 
_ wx ||| м et Н | 
TCG ||| ГГ PET я Л ү O O O HE EU HR 
al Sem TTT ү Г 11 TI 1 T dda ТЕТТЕ 
ep 7 SAMASLESN] TTT TT үтүрү ү ] ILLILLL ITIGIL | 
|” 5їїня$9ббиў] TT TTT ER Td TTT Яя TI | | 
г Saraas seen] > TT TT 11149 TT [++ Н | ILLI TI | 
|” samaswsN ЕЧ ОЧ ТЕС LL LIII III] | 
[ OA) || ETO ET LLLLLLLLLLLEL PIT EP p III U HE 
[ mpm ESP] TTT TET T TT Trt Tt tit TULI] PE Ө 
ae AA PA eee a AA T ПЕ 
is q 5 
o Ф = ч 2 
E 3 БЕ E: Н = a E 3 32 
8131/41333 | | E 2333392 ¡434338 SEE 
5| Ada id] ddaa ЫБА” | AYAIAYE ERES 
a HY HA od EE © усу су э] A lea E E= ES E En ES es o a AY AS 
O I AA 214212333 31232123133 4 аА xd BS ido = = = > 5 313494 
si 3333344 ti EERE di EE 4398 
ao ES AB aja E I3 I4 ео ao Йо» Boe IE Жы E © Aral » an Y 
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e [е ә] ра) 


SUPPLEMENTARY CHARGE MUST BE REMOVED TO МАКЕ ROOM FOR LONG INTRUSION FUZE 


P= 
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SECTION VI 
CARTRIDGE-FUZE COMBINATIONS FOR RECOILLESS RIFLES 



















CANNON 
(Weapon) 











M91Series 


Cartridge 















|| |} ЕЕ] КЕ [M508 series. B 
ТЕШИ ГЕ резе — 


М Л] [mos series (BD) 
| мешз Б 





||| |] || M830 Series (BD) 





57 Millimeter 
Rifle 
M18, M18A1 
P_M306A 
Rifle M20 HEAT-T. M310A 
Rifle M67 PRACTICE, M371 
Rifle M27, M27A1 
106 Millimeter APERS-T, M581 
Rifle M40A6 EAT, M344 SERIES 
M40A4 HEP-T, M346 SERIES 
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SECTION VII 
AUTHORIZED PROJECTILE/PROPELLING COMBINATIONS FOR 
* M1A1 CANNON TUBE (155MM) 


Propelling Charge 


(Green Bag) “(White Bag) 
M4A1 & M4A2 


M3 & M3Al 
| Zone... [|] Zone — |] 
Projectiles 3 Firing Limitations 
ТТТ ПЕП 


HE, M449 SERIES ICM 


M485A1/A2 Projectiles not 
reliable when fired at charges 
6 and 7 with fuze settings of 
10 seconds or less 


ILLUM, M485A1 & A2 


М110 Agent burster loaded 
with tetrytol cannot be stored 
or fired at temperatures 
exceeding 125?F (+52°C) 


AGENT H, HD, M110 


ox E EEE 
pl «| % opo poo peers 


М121 Agent burster loaded 
with tetrytol cannot be stored 
or fired at temperatures 
exceeding 125°F (+52°С) 
(M121A1 Projectile burster 

is loaded with Comp B) 


AGENT (GB or VX) 
M121A1 


EE |+ ERES IE 


M110 (M110E1) burster loaded 
with Tetrytol cannot be stored 
or fired at temperatures exceed- 
ing 125°F(+52°C)M110A1&A2 
Burster loaded with Comp B) 


SMOKE, WP M110 

(M110E1) M110A1 X|X 
(M110E2) M110A2 

(M110E3) 


> 


pep c pow Low EE 
I [x] ox j| » 
[pe ow Dom. qu po uere 


Ix] «_| oe | | x | pe] pe] ca 


м и | = | op | x 1м [мі 
TEA PA VARIA ET KU KA ТИНИ ANA 


pe | 


SMOKE HC,BE,M116A1 X 


SMOKE HC, CLD, BE, 
M116, M116B1 X|X|X X 


X|X X|X|X|X 
mne [xf xxx] x] [xx] [xx 


* Primer M2A4 is the only authorized primer to be used with M 1A 1 Cannon tube 
** M116 and M116B1 restricted from overhead fire with zone 7 of M4A1 and M4A2 


charges due to possible base plate separations creating downrange safety hazard. 


**Overhead Fire Restrictions 


po [ref x | xm | хх | [o 
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AUTHORIZED PROJECTILE/PROPELLING CHARGE COMBINATIONS FOR 
# M1A2 CANNON TUBE AND M126A1 CANNON TUBE (155 MM) 


(Green Bag) (White Bag) 

M3 & M3A1 M4A1&M4A2 
| Zone. || Zone | 
112 13 [4 15 11314 [5 [e [7 | 
px tx tx tx tx [ix tx tx |х |х | 
nl 


Projectiles 


ә 

НЕ Tem M449A 1, ICM 
ә M483A V] 

HE, M692/M731 


ULA М орре 


АСЕМТ Н, М110 


SMOKE, WP М110 
(M110E1) (M110E2) 
M110A2 (M110E3) 


SMOKE BE,HC,M116, kala aba 

iV] БВ x К x У Х 

МОК BEH 6A Ix ix [x Ix [x lx 
AGENT (GBorVio 

M121/M121A1 х 

HERA. М549, М549А No | Nol Nd Nol Nol [Nol Nol No 
PRACTICE, 


M804 
SMOKE, WP M825, 
M825A1 


x wb bb 
> 


ıB2, M68 x lx lx [x | 


HE, M864 (ICM) 
Noi Nol Nd Nd Nol | Nd No No Мо 


EXTENDED RANGE 


Firing Limitations 


M485A1/A2 Projectiles not 

reliable when fired at charges 

6, 7 with fuze settings of 

10 seconds or less 

M110 Agent Burster loaded 

with Tetrytol cannot be stored 

or fired at temperatures exceed- 
ing 

M110(M110E1) burster loaded 

with Tetrytol cannot be stored 

or fired at temperatures exceed- 


ing 125° 


““Overhead Fire Restriction 


M121 Burster loaded with 

Tetrytol cannot be stored or 

fired at temperatures exceed- 
ing i 


Firing below charge 3 may 
result in stickers. M825 pro- 
jectiles are restricted to firing 
below 950 mils elevation with 
the M203 charge. Firing this 
combination at elevations ex- 
ceeding 950 mils may result in 
short rounds. This limitation 
does not apply to M825A1 
projectile. 


M864 fired to achieve ranges 
beyond M483A1 or when 
M483A1 is not available. 


“Primer Mk 2A4 is the only authorized primer for Cannon Tube M1A2. Use M82 Primer for 


Cannon Tube M126A1. 


**M 116 and M116B1 restricted from overhead fire with Zone 7 of M4A1 and M4A2 Charges due to 


possible base plate separation creating downrange safety hazard. 


B-9 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


SECTION IX 
AUTHORIZED PROJECTILE/PROPELLING CHARGE 
COMBINATIONS FOR #M185/M284 CANNON TUBES (155MM) 





Propelling Charge 
Projectiles (Green Bag) | (White Вар) Firing Limitations 
M38 M3A1 M4A1&M4A2 


С ше Zone 


M203 and M203A1 


Charge 8 


M119A2 Zone 8 
Zone 7*** 


IM119A2 


HE, M107 
HE, M449, M449A1, ICM 


[| 
ES 
e 
ET] 
EI 
b ES 
ки 
M119 
Zone 8 
[M119A1, 


ay 


Firing below charge 


HE, M483A1, ICM o| three may result in 


o ЬЕ] э 
EX 
zZ 


HE, M692/M731 Firing below charge 


three may result in 


БИШ 
EA 
=“ 
Lx] 
ИЛ 
+ 
o 


AT, M718/M741 Firing below charge 


three may result in 
Stickers. 


га ень 
EN 
p 
х 
EEIENJJ 


[o 
aM 
z 


[ | d dada 


M485A1/A2 projec- 
ILLUM, M485A1, o x x x tiles not reliable 
M485A2 when fired at charges 
6, 7, & 8 with fuze set- 
tings of 10 seconds or 
less. 
AGENT, H/HD, M110 o 


M110 agent burster 
loaded with tetrytol 
cannot be stored or 
fired at temperatures 
exceeding 125°F 


M110 (M110E1) 
burster loaded with 
tetrytol cannot be 
Stored or fired at 


temperatures exceed- 
1 o O; 


SMOKE, WP M110 
(M110E1) M110A1 
(M110E2) М110А2 
(M110E3) 
SMOKE, BE, HC, 
M116, M116B1 
МОК BE. HC. М 


**Overhead Fire Res- 
triction. 


on 
pa 


PESA 


M121 burster loaded 
with tetrytol cannot 
No] be stored or fired at 
temperatures exceed- 
ing °F (+52°% 
Rocket on firing only.^ 
No] Firing at charge 2 in 
the M199 cannon may 
result in stickers occa- 


Slona 


AGENT (GB OR VX) M121 


© 
ES 
| „_ el a] 
RON GE GH 
Bee 
w z 
o 


B HERA, M549/M549A 17 
PRACTICE, M804, 
M804A1 


x 


EINE: 
o 


HEAT, M712 (Copperhead) 
M109A2/A3/A4/A5/A6 Howitze 
HEAT, M712 (Copperhead) 
M109A1 Howitzer 


z А 
| £| E 


$ 
E! 
E 
mun 
E 


[3 
E 
5 
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SECTION IX 
AUTHORIZED PROJECTILE/PROPELLING CHARGE 
COMBINATIONS FOR *M185/M284 CANNON TUBES (155MM) (continued) 


Propelling charge 


Projectiles (Green Bag) (White Bag) 
M3 “ МЗА1 M4A1 € M4A2 


Zone 


Firing below charge 
3 may result in stick- 
ers. M825 projectiles 
are restricted to fir- 
ing below 950 mils 

SMOKE, WB M825, No [No elevation with the 

M825A1!.3 M203 charge. Firing |j 
this combination at 
elevations exceeding 
950 mils may result 
in short rounds. This 
limitation does not 
apply to M825A1 
PE brolectile 


^ NDED RAN | No] Nol Nol Nol | Nol No | No] Nol || 
AGENT, GB2, M687 “Na Na FELT below charge 
stickers. 


*Primer M82 is the only authorized primer to be used in the M 185/M284 cannon tube. 

**M 116 and M116B 1 restricted from overhead fire with zone 7 of M4A1 and M4A2 charges due to possible base I 
plate separation creating downrange safety hazard. 

***The M119A2 charge zone 7 is equivalent to the M119/M119A1 charge zone 8. Refer to firing tables for small dif- 
ferences in velocity which affect range. 

**** Combat emergency use only. 

*M825 projectiles (manufactured J an 85-May 86) fired at temperatures above + 110°F (+ 43°C) (WP liquified) have 
resulted in flight instability and short rounds. This instability does not occur below + 110° ( + 43°C) (WP solid). 
This restriction does not apply to the M825A1 projectile. 

“The M203/M203A1 charges are to be fired by the M284 cannon only 

"Do not fire the M549/M 549A 1/M 864/M 825/M 825A 1 projectiles if the obturator is missing or broken. If the obtura- 
tor is displaced and can be repositioned and remain in the groove, the projectile can be fired. 

‘The M864 will be fired to achieve ranges beyond the capabilities of the M483A1 projectile or when the M483A1 is 
not available. 

‘This restriction does not apply when firing the M 732 series fuze with the M549/M 549A1 projectile. 


Firing Limitations 


119 Zone 8 


119A2 


Zone 7*** 





= 
< 
e 
© 
N 
= 
ag 
ne 
© 
a 
= 
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SECTION X 
AUTHORIZED PROJECTILE/PROPELLING CHARGE COMBINATIONS FOR 
M199 CANNON TUBE (155MM) 






=ч 
< 
e 
© 
a 
=, 
es 
© 
a 
Projectiles = Firing Limitations 
НЕ, M10 


HE, M449, M449A M 
Firing below charge three 
may result in stickers. 
Firing below charge three 
may result in stickers 
Firing below charge three 
may result in stickers 
M485A1/A2 Projectiles 

not reliable when fired at - 
charges 6, 7 with fuze 
settings of 10 seconds or 
less 


M110 Agent Burster 

x | No | loaded w/ Tetryto) cannot 
be stored or fired at. tem- 
peratures exceeding 125°) 
(+ 52°C 


M483A1, ICM 


AT M718, M741, (RAAMS) 
M718A1, M741Al 


ILLUM, M485A1, M485A2 | No! Ra 
AGENT H, HD, M110 “| 


> 
x: | be bp 


х 
NEM, 
MEE 

A 


SMOKE,WP M110 M110 (M1 10151) burster 

(M11061) M110A1 Nollx |[xfxjx|x]x|x]x|x] xi x} x | No | loaded with Tetrytol 

(M1102) M110A2 cannot be stored or fired 

(M110E3) at temperatures exceeding 
125°F (+52°С) 


SMOKE BE, HC, M116, *** Overhead Fire 

M116B1 No'x | xf: x|x|x| x[ “| No | Nol No | No | Restriction 
Do not fire WP projectiles 
known to have been 
stored other than base 
down. Firing of such pro- 
jectiles could contribute to 
inbore explosions or close- 
in premature malfunc- 


SMOKE, BE, HC, MI16A] |No'Ix |xIxIxIxIxIx| 


x | x] 
AGENT (GB or VX) M121 Burster loaded with 
M121A1 Мох Tetrytol cannot be stored 
or fired at temperatures 
exceeding 125°F (+ 52°С) 


Firing below charges may 
M687, AGENT (GB) № Мо xixixi xix|xix|x| x xix |x resull in stickers 


* MII6 and M116B1 restricted from overhead fire with Zone 7 of М4А1 and M4A2. Charge due to possible base 
plate separation creating down range safety hazard 


** M728 Proximity Fuse cannot he fired w/Zone 8's, M203 Propelling Charge. 
***The 119A2 Charge Zone 7 is equivalent to M119/M119A1 Charge zone 8. Refer to firing tables for small 


x< 
ma 


differences in velocity which affect range 
' Firing at charge 2 may result in sticker occasionally 
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SECTION X 
AUTHORIZED PROJECTILE/PROPELLING CHARGE COMBINATIONS FOR 
M199 CANNON TUBE (155MM) continued 





Propelling Charge 


(Green Bag) (White Bag) 
M3 & M3AI M4A1 & M4A2 









Projectiles Firing Limitations 





Zone 


EE El 


HERA. M549 No! | No | No No | No | No | No х]х М549 must never һе 
fired with M203 
charge**** 


119A2 
= M203/M203A1 


110A1 
3 Zone 8S** 








> 


HERA, M549A! No | No No | No | No | No | x M549 must never be 
fired with M203 


charge**** 














PRACTICE, M804 No X X X x No 











>= 

= 
z 
2 


HE, M795- No No | x 








м 

NG 
Z 
© 








vations exceeding 950 
mils may result in short 
rounds. This limitation 
does not apply to 
M825A 1 projectile. 


HE, ICM, M864 Xx | x X|x|x Firing below charge 3 
Extended Range may result in stickers. 
The M864 shall he fired 
to achieve ranges be- 
yond the capabilities of 
| the M483AL projectile 


HEAT, M712 No | No | No 
(Copperhead) 
SMOKE, WP No | No | x x E x x Firing below charge 3 
M825/M825A1 may result in stickers. 
M825 projectiles are re- 
stricted to firing below 
950 mils elevation with 
the M203 charge. Firing 
this combination at ele- 

















or when the M483A | is 
| not available. 














* M116 and М116В1 restricted from overhead fire with Zone 7 of M4A1 and M4A2. Charge due to possible base plate separation 


creating down range safety hazard. 
** M728 Proximity Fuse cannot be fired w/Zone 8's. M203 Propelling Charge 
## The M119A2 Charge Zone 7 is equivalent to M119/M119A1 Charge Zone 8. Refer to firing tables for small differences in velocity 
which affect range. 
####Rocket On Firing Only. 

Firing at Chg 2 may result in sticker occasionally. 
2 M825 projectiles (manufactured Jan 85-May 86) fired at temperatures above +110°Е (+43°С) (WP liquidified) have resulted in 
flight instability and short rounds. This instability does not occur below +110°F (+43°С) (WP solid). This restriction does not apply to 
the the M825A1 projectile. 

Projectile M795 is not in production. 
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SECTION XI 
AUTHORIZED PROJECTILE/PROPELLING CHARGE COMBINATIONS FOR 
8 INCH HOWITZERS 









Propelling Charge 


































Weapon Cannon 
AGENT, GB 
or VX M426 
un HE, M106 
M115 HE, M404 





HERA, M650 
Rocket On 
HERA, M650 
Rocket Off 

























mien | um | ык E E EEE E 
НЕ: Май 
ГИРЕГЕН x Px 
М110А2 | M201A1 таах — E He 


ошо | | I | [1 |" | 
Rocket Off 
Fewer а а 


AGENT. GB or x 
VX M426 





EN 
Eas | | |||, 
Rocket On. 

ES 








“M106 Projectile can be fired w/M557, M739, M572, M728, M732. MS82 and MS87 Fuzes at this zone. The MS64 can only be 
fired with the M106 Projectile with zones 1 through 8. 
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DODAC ITEM 
1310-B470 ----------------------------------------------------------------------------------- Cartridge, 40mm: HE, M384 
1310-B475 ---------------------------------------------------------- Cartridge, 40mm: Canopy Yellow Smoke, M676 
1310-B477 ------------------------------------- Cartridge, 40mm: Canopy White Smoke, M680 
1310-B479-------------------------------------------------------------- Cartridge, 40mm: Canopy Red Smoke, M682 
1310-B480------------------- nomme nennen Cartridge, 40mm: Practice, M 385 
1310-B 504 ---------------------------------------------------------- Cartridge, 40mm: Parachute, Green Star, M661 
1310-В 505 ----------------------------------------- Cartridge, 40mm: Parachute, Red Star, M662 
1310-B 506 -------------------------------------------------- Cartridge, 40mm: Ground Marker Red Smoke, M713 
1310-В 508 ----------------------------------------------- Cartridge, 40mm: Ground Marker Green Smoke, М 715 
1310-B 509------------------------------------------------- Cartridge, 40mm: Ground Marker Yellow Smoke, M716 
1310-B519------------------ oon noon nnn Cartridge, 40mm: Practice, M 781 
1310-В 526 ------------------------------------------------- Cartridge, 37mm: TP M63, MOD1 
1310-B534 ------------------------------------------ Cartridge, 40mm: Multiple Projectile, M576 
1310-B 535 ------------------------------------------------------- Cartridge, 40mm: Parachute, White Star M583A1 
1310-B 536 ------------------------------------------ Cartridge, 40mm: Cluster, White Star, M585 
1310-B542 --------------------------------------------------- Cartridge, 40mm: HEDP, M430 
1310-В546----------------------------------------------------- Cartridge, 40mm: HEDP, M433 
1310-В552 tee Cartridge, 40mm: AP-T, M81A1 and M81 
1310-В 559 ------------------------------ Cartridge, 40mm: НЕ-Т, SD, МК11, МК2, MV2890 
E A UM Cartridge, 40mm: HE-T SD, MK11, MK2 
MV2870 and SD, M3 or M3A1, MV2700 
1310-B564 ------------------------------------------------------- Cartridge, 40mm: TP-T, M91 
1310-В 565 --------------------------------------=------------- Cartridge, 40mm: Dummy, М 25 
1310-B 568 --....-..........-.....-.-..-..-..-.-..-.-.-..-.----- Cartridge, 40mm: HE, M381 
1310-B 568 ----------------------------------------------------- Cartridge, 40mm: HE, M406 
1310-B569 AA 2 - Cartridge, 40mm: HE, M397A1 
1310-В 569 ------------------------------------------------------ Cartridge, 40mm: HE, M397 
1310-В571.------------------------------------------------------ Cartridge, 40mm: HE, M383 
1310-B573 ------------------------------------------------------ Cartridge, 40mm: HE, M684 
1310-B574 ...................................................... Cartridge, 40mm: HE, M386 
1310-B575 1-1-2 222222222 .0222202 0 Cartridge, 40mm: HE, M441 
1310-В577--------------------------------------------------- Cartridge, 40mm: Practice, M407A1 
1310-В577----------------------------------------------------з---з-------з------- Cartridge, 40mm: Practice, M 382 
1310-B 584 --------------------------------------------------------------------- Cartridge, 40 Millimeter Practice, M918 
1310-В 585 ------------------------------------------------ Cartridge, 57mm: Canister, T25E5 
1310-B586---- --------------------------------------- Cartridge, 57mm: HE, M306A1 and M306 
1310- B587 AA Cartridge, 57mm: HEAT, M307A1 and M307 
1310-B588------------------------------------------------------------------------------------ Cartridge, 57mm: TP, M306A1 
1310-В 590 ------------------------------------------------------- Cartridge, 57mm: Smoke, WP, M308A1 апа M308 
1310-В 627 ---------------------------------------- Cartridge, 60mm: Illuminating, M83A3, M83A2, and M83A1 
1310-B629 -------------------------------------------------- Cartridge, 60mm: Training, M69 
1310-В 630 ------------------------------------------------- Cartridge, 60mm: Smoke, WP, M302 
1310-B630 ------------------------------------------------------- Cartridge, 60mm: Smoke, WP, M302A1 302E 1) 
1310-B632 ------------------------------------------------ Cartridge, 60mm: HE, M49A3 (M49A2E1) and M49A2 
1310-8632 NER Cartridge, 60mm: HE, M49A4 (M49A2E2) 


C-1 


WWW.SURVIVALEBOOKS.COM 


TM 43-0001-28 


DODAC ITEM 
1310-B 633 ------------------------- Cartridge, 60mm: Target Practice, M50A3 (M50A2E1) 
1310-B 638 ------------------------------------ Projectile, 64mm: CS M742 and KE M743 with Launcher M234 
1310-B642 ------------------------------------------------------ Cartridge, 60mm: HE, M720 
1310-B670 ---------------------------------------------- Cartridge, 50mm: Pyrotechnic, М800 
1315-C025 ----------------- Cartridge, 75mm: Blank, M337A2 (M337A1E1), M337A1 and M337 
1315-C027w/PD Fuze--------------------------.--.-.--.--.------ Cartridge, 75mm: HE, M48 
1315-C028 w/o PD Fuze ------------------------------------------- Cartridge, 75mm: HE, M48 
1315-C033 ---------------------------------- Cartridge 75mm:, Dummy, M19 or M19B1 
1315-C051 ------------------------------------------- Cartridge, 75mm: HE, M309A1 and M309 
1315-C052 ----------------------------------------------------------- Cartridge, 75mm: HEAT-T M310A1 and M310 
1315-C053 ---------------------------------------------------- Cartridge, 75mm: HEP-T, M349 
1315-C056 ------------------------------------------------------- Cartridge, 75mm: Smoke, WP, M311A1 and M311 
1315-С110----------------------------------------=------- Cartridge, 76mm: HEAT-T, M496 
1315-C120 -----...... Cartridge, 76mm: AP-T, M339 
1315-C121 --------------------------------------------------------------------------- Cartridge, 76mm: Canister, M363 
1315-C122 --------------------------------------------------—- Cartridge, 76mm: HE, M352 
1315-С124-------------------------------------------------- Cartridge, 76mm: HVAP-T, M319 
1315-0125 ------------------------------------------------- Cartridge, 76mm: HVAP-D-S-T, M331A1 and M331A2 
1315-0127 ------------------------------------------ Cartridge, 76mm: TP-T, M340A1 and M340 
1315-C 128 --------------------------------------- Cartridge, 76mm: Smoke, WP, M361A1 or M361 
1315-С1З1------------------------------------------------- Cartridge, 76mm: Blank, M355A2 
1315-0225 --------------------------------------- Cartridge, 81mm: HE, M43A1 and M43A1B1 
1315-C227 ---------------------------------------- Cartridge, 81mm: Target Practice, M43A1 
1315-C228 ---------------------------------------- Cartridge, 81mm: Training, M445 (T32E1) 
1315-C230 ----------------------------------------------------------- Cartridge, 81mm: Smoke, WP, M57A1 and M57 
1315-0256 ------------------------------------------------------------- Cartridge, 81mm: HE, M374A3(M 374A2E 1) 
1315-C258 AS Cartridge, 90mm: Smoke, WP,M313 and M313C 
1315-C259(M V 2800) --------------------------------------- Cartridge, 90mm: AP-T, M318, MV2800, and M318 
(T33E 7) or M318A1, MV3000 
1315-C259 ----------------------------------------------------- Cartridge, 90mm: AP-T,M77 
1315-С260---------------------------------------------------- Carttidge, 90mm: APC-T, M82 
1315-0261 ----------------------------------------------------- Cartridge, 90mm: Blank, M394 
1315-0262 ------------------------------------------------ Cartridge, 90mm: Canister M336 
1315-C263 ---------------------------------------------------- Cartridge, 90mm: Dummy M12, M12B1 and M12B2 
1315-C265(M 71) --------------------------------------------------- Catiridge, 90mm: HE-T, M71A1 and HE, M71 
1315-C266(M 71) --------------------------------------------------- Cartridge, 90mm: HE-T, M71A1 and HE, M71 
1315-C267(M 71) --------------------------------------------------- Cartridge, 90mm: HE-T, M71A1 and HE, M71 
1315-C268 ---------------------------------------------- Cartridge, 90mm: HEAT, М 348A 1(T 108E 46) апам 348 
1315-C270 ------------------------------------------------- Cartridge, 90mm: HVAP-T, M332A1 
1315-С275------------------------------------------------- Cartridge, 90mm: APERS--M580 
1315-C276 ------------------------------ Cartridge, 81mm: Smoke, WP,M375A2 and M375A1 
1315-С276---------------------------------------------- Cartridge, 81mm: Smoke, WP,M375A3 
1315-C276 ---------------------------------------------- Cartridge, 81mm: Smoke, WP,375 
1315-C280(M 71А1) --------------------------- Cartridge, 90mm: HE-T, M71A1 and HE, M71 
1315-C282 ----------------------------------------------- Cartridge, 90mm: HEAT, M371A1 
1315-С283---------------------------------------------------- Cartridge, 90mm: Practice, M371 
1315-C285(MV 300) ------------------------------------------------- Cartridge, 90mm: AP-T, M318, MV2800, and 
M318(T 33E 7) or M318A1, MV 3000 
1315-C290 ------------------------- Cartridge 90mm: TP-T,M353(T22E1] M353A1(M 353E 1) and M353A2 
1315-С294 ------------------------------- Cartridge, 90mm: HEAT-T M431(T 300E 59) M431A), and M431A2 
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DODAC ITEM 

1315-C410 -------------------- Cartridge, 90mm: Canister Antipersonne- M590 (XM590E 1) 
1315-C429 -------------------------------------------------------- Cartridge 105mm: HEP-T, M393A2 and M393A1 
1315-0440 .------------------------------------------------- Cartridge, 105mm: Blank, M395 
1315-С441------------------------------------------------ Cartridge 105mm: Agent, GB,M 360 
1315-0442 ------------------------------------------- Cartridge, 105mm: Agent, Hor HD,M60 
1315-0444 .--------------------------------------------------- Cartridge, 105mm: HE,M1 
ik. CC Cartridge, 105mm: HE,HEP-T,M327 (T81E 28) 
1315-С449 --- Cartridge, 105mm: Illuminating, M314, M314A2, M314A2B1 
1315-С449-- ---------------------------------------- Cartridge, 105mm: Illuminating, M314A3 
1315-C450 ---------------------------------------------~ Cartridge, 105mm: Leaflet M84B1 
перенес суда Сагїгіаде, 105mm: Н.С. BE, M84 Series 
ем Cartridge, 105mm: Smoke, WP,M60 Series 
1315-0457 ----------------------------------------------------- Catiridge, 105mm: TP-t,M67 
1315-C458 ------------------------------------------------- Cartridge, 105mm: Dummy M14 
1315-C462 cnn nn Cartridge, 105mm: Не,М444 
1315-C463 --------------------------------------------------- Cartridge, 105mm: HERA, M548 
1315-С468----------------------------------------------- Cartridge, 105mm: Tactical CS,M629 
1315-0469----------------------------------------------------=------------=--- Cartridge, 105mm: HE, M413(T377E 1) 
1315-C472 --------------------------------------------------- Cartridge, 105mm: HEAT-T, M622 
1313-047 3=-+==7===45=327 044 75448 9a 40 ona nn Cartridge, 105mm: HE,M 760 
1315-C494 ------------------------------------------------ Cartridge, 105mm: APDS-T, M467 
1315-C505 ---------------------------------------------------------- Cartridge, 105mm: APDS-T,M 392A2and M 392 
1315-C506 --------------------------------------- Cartridge, 105mm: APDS-T,M392A2 and M392 
1315-C508 ------------------------------------------------------------------- Cartridge, 105mm: HEAT-T, M456 Series 
1315-С510---------------------------------------------------- Cartridge, 105mm: TP-T.M467 
гелеу Cartridge, 105mm: TP-T, M490 
1315-0511 ------------------------------------------------- Cartridge, 105mm: TP-TM490A1 
1315-C512 -------------------------------------------------------------------=- Cartridge, 105nmmun: Smoke, WP-T, M416 
1315-C513 ----------------------------------------- Cartridge, 105mm: APERS--M546 
1315-C514----- ------------------------------------------------------------------------ Cartridge, 105mm/ Dummy M457 
ЗТБ СБТ oe аз лаада д Cartridge, 105mm: HEP-T,-M393A2 and M393A1 
1315-0519 ---------------------------------------------- Cartridge, 105mm: APERS-TM494 
1315-C520---- ------------------------------------------------------ Cartridge, 105mm: TPDS-T, M724A1 and M724 
1315-С521------------------------------------------------- Cartridge, 105nm: APFSD-TM735 
1315-C524-------------- --------------------------------- Cartridge, 105mm: APFSDS-T,XM833 
1315-0533 -------------------------------- Cartridge, 105mm: TPCSDS-TD M 128(Patrone, 105mm, DM 128) 
1315-0543 --—————------------------------------------------- Cartridge, 105mm: APFSDS--M900 
1315-C570 --------------------------------------------------------------- Cartridge, 165mm: HEP,M 123A1 and M 123 
елене Cartridge, 90mm: Canister, М 377 
1315-C650 --- ----------------------------------- Cartridge, 106mm: HEAT,M344A1 and M344 
1315-C651-- ----------------------------------------------- Cartridge, 106mm: HEP-T,M346A1 
1315-C654-----------------------------------------------==-----------=---=---==-----== Cartridge, 106mm: Dummy M 368 
1315-C660 --------------------------------------------------- Cartridge, 106mm: APERS-T, M581 
1315-C699---- ------------------------------------------ Cartridge, 4.2-Inch: HE, M329A2(M 329A1E 1) w/oF uze 
1315-C 701 ----------------------------------------------------- Cartridge, 4.2-Inch: Gas, M2Aland M2, CNB,CNS 
1315-C703 ---------------------------------------------------- Cartridge, 4.2-Inch: Gas, M2Aland M2, H,HD,HT 
1315-0704 --------------------------------------------------------------------- Cartridge, 4.2-Inch: HE, M3Aland M3 
1315-C 704-- -------------------------------------------------- Cartridge, 4.2-Inch: HE, M329and М 329B1 w/F uze 
1315-C 704 ------------------------------------------------------------------ Cartridge, 4.2-Inch: HE, M329A1w/F иге 
1315-C704------------------------------------------------ Cartridge, 4.2-Inch: HE, M329A2(M 329A 1E 1) w/F uze 
1315-C705-- ------------------------------------------------ Cartridge, 4.2-Inch: HE, M329and М 329B1 w/oF uze 
1315-C705----------------------------------------------------- Cartridge, 4.2-Inch: HE, M329A1 w/o Fuze 
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1315-C706 -------------------------------------------------- Cartridge, 4.2-Inch: Illuminating, M335A1 and M335 
1315-С706--------------------------------------- Cartridge, 4.2-Inch: Illuminating, M335A2 
1315-C 708 ------------------------------------------------ Cartridge, 4.2-Inch: Smoke, PWP or WP M2A1 and M2 
1315-С708----------------------------------------------------- Cartridge, 4.2-Inch: Smoke, WP,M328A1 and M328 
1315-C710 ----------------------------------------------- Cartridge, 4,2-Inch: Tactical CS,M630 
1315-С784---------------------------------------------------- Cartridge, 120mm: TP-T, M831 
1315-C785 - ------------------------------------- Cartridge, 120mm: TPCSDS-T,M865 
1315-С787----------------------------------------------------------------------- Cartridge 120mm: HEAT-MP-T, M830 
1315-C800 -------------------------------------------------------------------- Projectile, 120mm: HE-T,M 356(T 15E 3) 
1315-C802 -------------------------------------------------- Projectile, 120mm: AP-T,M358 
NGA: ann Projectile, 120mm: TP-T, M359E 2(T 14E 7) 
1315-C806--------------------------------------------------------- Projectile, 120mm: Smoke,WP-T, M357 (T16E4) 
1315-C807 ----------------------------------------- Projectile, 120mm: HEAT-T, M469(T153E15) 
1315-C868 ----------------------------------------------------- Cartridge, 81mm: HE,M821 
1315-C869 ---------------------------------------------------- Cartridge, 81mm: HE,M889 
1320-0001 --------------------------------------------------- Canister D~M20 for Projectile, 155mm: GB2, M687 
1320-0002 ------------------------------------------------ Canister OPA, M21 for Projectile, 155mm: GB2, M687 
1320-D003------------------------------------------------- Projectile, 155mm, HE, M483A1 
1320-D380 (М411)------------------------------------------- Cartridge, 152mm: TP-T, M411 
1320-D381 -------------------------------------- Cartridge, 152mm: HEAT-T-MP-M409A2, M409A1, andM 409 
1320-0383 (М411АЗ) M411A2, and M4I11A] ----------------------- Cartridge, 152mm: TP-T, M411 Series 
1320-0390 -------------—------—----—--------------——-----—------—---——- Cartridge, 152mm: Caniste-M625Al and M625 
1320-D493-- --------------------------—-—---—---—---—------——----------—----—------——- Charge, Propelling, 175mm: M86 Series 
1320-0500 ---------------------------------------------------------------------------- Cartridge, 152mm: Dummy M596 
1320-D501 --------------------------------------------------- Projectile, 155mm: HE,M692 
1320-D502 === ense os Projectile, 155mm: HE,M731 
1320-D503 ----------------------------------------------------- Projectile, 155mm: AT,M718 
1320-ОП505---------------------------------------------------------—-- Projectile, 155mm: llluminating, M485 Series 
1320-0506 ------------------------------------------ Projectile, 155mm: Smoke, HC, M116A1 
1320-D509 --------------------------------------------------- Projectile 155mm: AT,M741 
1320-D510 ---------------------------------------- Projectile, 155mm: HEAT, Cannon-Launched, Guided, M712 
1320-D511----------------------------------- nee Projectile, 155mm: Training, M823 
1320-0513 ---------------------------------------- Projectile, 155mm: Practice, M804/M 804A1 
1320-0514 ------------------------------------------------------ Projectile, 155mm: M741E1 
1320-D515---------------------------- eee eere en nennen enne n nennen nnno uen Projectile, 155mm: M718E1 
1320-D528 --------------------------------- ProjOectile, 155mm: Smoke, WM825/M825A1 
1320-D529 ----------------------------------------------------- Projectfle, 155mm: HE,M795 
1320-D532 ---------------------------------------------- Charge, Propelling, 155mm: M203A1 
1320-0533 -------------------------------- Charge, Propelling, 155mm: M119(M119A1) 
1320-D533 ---------------------------------------------- Charge, Propelling, 155mm: M119A2 
1320-0533 ----------------------------------------------- Charge, Propelling, 155mm: M203 
1320-0535 ---------------------- Projectile, 175mm: Dummy,M458 with Charge Propelling: Dummy M98 
1320-D539 -------------------------- Projectile, 155mm: Dummy M7 with Charge, Propelling: DummyM2 
1320-0540 -------------------—------—---------—--—---—----------—----------—-------- Charge, Propelling, 155mm: M3 Series 
1320-D541 --------------------------------- onore nnne nnne nnn Charge, Propelling, 155mm: M4 Series 
1320-D542--- ------------------------------- Projectile, 155mm: GB (Non-Persistent), M121A1 
1320-D543 --------------------------------------------- Projectile, 155mm: Agent H/HD, M110 
1320-D544------------------------- 4-44 44444444 Projectile 155mm: HE, M107 (Deep Cavity) 
1320-0545 ----------------------- 44-44-4444 Projectile + 155mm: Illuminating, M118 Series 
1320-0548 ------------------------------- -- Projectile, 155mm: Smoke, BE, M116 and M116B1, HC 
1320-0548 -------——--—---—---—-------—---—-------------------------——- Projectile, -155mm: Smoke, HC, M116, M116B1 
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1320-0549 ---------------------------------------------- Projectile, 155mm: Smoke, BE, M116 and M116B1, Red 
1320-0580. AAA ыш з Projectile, 155mm: Smoke, WP,M110 апа М110А1 
1320-D550 --------------------------------------------- Projectile, 155mm: Smoke, WM110A1 
(M110E2L M110A2(M110E3) 
1320-0551 -------------------------------------—-———- Projectile, 155mm: Smoke, BE, M116 and M116B1, Yellow 
1320-D 55 2=-===#==2=#=4==482#==2=222 22429434280, sa Seacrest eases Reduceq Flash: M2(T2) 
1320-0553 ------------------------------------------------------------ Projectile, 155mm: Dummy M7: Dummy,M2 
1320-0554 -------------------------------------------- Projectile, 155mm: Smoke, BE, M116 and M116B1, Violet 
1320-0561 ---------------------------------------- Projectile, 155mm: НЕ, М 449 and M449E1 
1320-0562 ------------------------------------------- Projectile, 155mm: HE, M449A1, М449Е 2 
1320-D563- HH HH Ha a HH HA a a Projectile, 155mm: HE,M483A1 
1320-0864 ----------------------------------------------------------- Projectile, 155mm: Extended Range, DP,M864 
1320-0568 ----------------------------------------- Projectile, 155mm: VX(Persistent), M121A1 
1320-5708 Projectile, 155mm: HE, M107 (Normal Cavity) 
1320-D572(M 437A2, M437A1) w/ 

Supplementary Charge --------------------------------------- Projectile, 175mm: HE, M437A2and M437A1 
1320-579 --=---=-=--=-----=5--55---=з=------як-=ззз--яз---аш-=- Projectile, 155mm: HERA, M549 
1320-0579 ---------------------------------------------- Projectile, 155mm: HERA, M549A1 
1320-0581 --------------------------------------------- Projectfle, 155mm: Tactical CS, XM631 
1320. DV Ser Cartridge, 165mm: TP,M623 
1320-D591(M437A1, M437A2w10 

Supplementary Charge) -------------------------------------- Projectile, 175mm: HE, M437A2and M437A1 
1320-0592-------------------------------------------------- Cartridge, 152mm: НЕ-Т, М 657 
1320-0594 ------------------------------------------------- Projectile 55mm: GB2, M687 
1320-0624------------------------------------------------ Projectle 8-Inch: HERA, M650 
1320-0651 ---------------------------------------------=------- Projectfle, 8-Inch: HE, M509A1 
1320-0661 ------------------------------------------------- Charge, Propelling, 8-1 nch: М 188 
1320-0662-------------- ------------------------------------- Charge, Propelling, 8-1 псһ: М 188А1 
1320-0675 a Charge, Propelling, 8-Inch: M1 
1320-П676-—------------------------—------—------—------——--—-------з-----з--з-----з------—- Charge, Propelling, 8-Inch: M2 
1320-D667(M 4) mann Projectile, 8-Inch: Dummy M14, with Charge 

PropellingDummyM 4 

1320-D679(M 14)-------- ---------------------------- ---- Projectile, 8-I nch: Dummy M 14, with Charge, 
Propelling Dummy M4 

1320-0679 ----------------------------------- nnnm Projectile, 8-Inch: Dummy M845 
1320-D680 ---------------------------------------------------- Projectfle, 8-Inch: HE,M106 
1520. DoBl a a AA Aa a Reduce L Flash: M3(T3) 
1320-Б0684--------------=----=------------------------------------ Projectfle, 8-Inch: HE,M404 
1320-0695 --------------------------------------- Projectfle, 8-Inch: Agent, VX(Persistent), M426 
1320-0696 -------------------------------------------------- Projectile, 8-Inch: Agent GB (Non-Persistent), M426 
1320-D 709(M 458) ----------------------------------------------- Projectfle, 175mm: Dummy M 458with Charge, 
Propelling: Dummy M98 

Io Na Fuze, Mechanical Time: M565 
1390-N 276-------------------------------------- Fuze, Mechanical Time, and Superquick: M501A1(or M501) 
1390-N 278--------------------------------------------------------- Fuze, Mechanical Time, and Superquick: M 564 
1390-N 280 ------------------------------------- Fuze, Mechanical Tinle, and Superquick: M520A1 and M520 
1390-N Bs Fae a cree Fuze, Mechanical Time, and Superquick: M548 
1390-N 283 > Fuze, Mechanical Time: M562 
1390-N 285 mara Fuze, Mechanical Time, and Superquick: M577 
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1390-N 286 ---------------------------------------------------------- Fuze, Mechanical Time, and Superquick: M582 
1390-N 308 ------------------------------------------------------------------------ Fuze, Point Detonating: M524 Series 
1390-N 309 ------------------------------------------------------------------------ Fuze, Point Detonating: M526 Series 
1390-N 310--- --- ------------------------------------------------ Fuze, Point Detonating: M716 
1390-N 311 --------------------------------------------------------------------------------- Fuze, Point Detonating: M572 
1390-N 314 ---------------------------------------------------------------------------------- Fuze, Point Detonating: M717 
1390-N 318 -------------------------------------------------------------------------- Fuze, Point Detonating: M48 Series 
1390-N 326 ------------------------------------------------------ Fuze, Point Detonating: M508Aland M508 Series 
1390-N 330 ------------------------------------ Faze, Point Detonating: M78Series (Non-delay) 
1390-N 331 ------------------------------------------------------- Fuze, Point Detonating: M78Series (0.025 Delay) 
1390-N 334 ------------------------------------------------------ Fuze, Point Detonating: M567 
1390-N 335 ---------------------------------------------------------------------------------- Fuze, Point Detonating: M557 
1390-N340  ---------------------...........------......-------- Fuze, Point Detonating: M 739 
1390-N 402 ----------------------------------------------------------- Fuze, Proximity: M532 
1390-NA11 ----------------------------------------- Fuze, Proximity: M514, M514B1, M514A1 
1390-N 412 ----------------------------------------------- Fuze, Proximity: M513and M513B1 
1390-N 412 ---------------------------------------------- Fuze, Proximity: M513Aland513A2 
1390-N417 ----------------------------------------------------------- Fuze, Proximity: M517 
1390-N 462 --------------------------------------------- Fuze, Proximity: M514A3(M514A1E 1) 
1390-N463 ---------------------------------------------------------- Fuze, Proximity: M728 
1390-N 523 ---------------------------------- ee -- eee o eee - Primeq Percussion: M82 
1390-N 525 ------------------------------------------------------------------------------------- Prime- Percussion: MK2A4 
1390-N 535 ------------------------ eo e m Primeq Electric, and Percussion: MK 15, MODS 2and 3 
1390-N 600 ----------------------------------------------------------------------------------- Fuze, Electronic Time M587 
1390-N 601 ----------------------------------------------------------------------------------- Fuze, Electronic Time: M724 
1390-N 464. ------------------------------------------------------------------------------------------- Fuze, Proximity: M732 
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By Order of the Secretary of the Army: 


GORDON R. SULLIVAN 
General, United State Army 
Chief of Staff 


Official: 
Mu H. HAMILTON 


Administrative Assistant to the 
Secretary of the Army 
06642 


Distribution: 
To be distributed in accordance with DA Form 12-34-E, Block 0848, requirements for 
TM 43-0001-28. 
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